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PREFACE. 


The  present  edition  differs  considerably  from  the  original  edi- 
tion of  1893-94,  especially  in  the  third  part  It  represents 
essentially  the  required  course  in  theoretical  mechanics  as  given 
in  the  Engineering  Department  of  the  University  of  Michigan. 
In  order  to  keep  within  the  bounds  of  a  three-hour  course 
extending  through  a  year  and  within  the  reach  of  the  mathemati- 
cal attainments  of  a  second  or  third  year's  college  student  it 
seemed  best  to  confine  the  treatment  largely  to  problems  in  one 
and  two  dimensions  (except  in  Statics).  Thus  the  motion  of  a 
rigid  body  about  a  fixed  point  had  to  be  omitted,  in  spite  of  its 
importance.  But  rectilinear  motion  and  rotation  about  a  fixed 
axis  have  received  more  ample  treatment,  and  at  least  some  illus- 
trations of  plane  motion  have  been  given.  It  is  hardly  necessary 
to  say  that  the  text  has  been  carefully  revised  throughout,  and 
that  the  exercises  have  in  part  been  modified  and  increased  in 
number. 

For  the  sake  of  completeness,  certain  fundamental  subjects, 
such  as  simple  and  compound  harmonic  motion,  the  determina- 
tion of  centroids,  motion  under  central  forces,  the  theory  of 
moments  of  inertia  and  principal  axes,  have  been  retained  in 
greater  fullness  than  might  be  thought  necessary  in  so  elementary 
a  work.  Where  a  shorter  course  is  required  the  teacher  will  find 
no  difficulty  in  retrenching.  Thus,  Arts.  129-148,  155-156, 
170-174,  176-178,  234-236,  239-240,  248-249,  312-313,  324, 
334,  382-388,  392,  411-417,479-495,  509-5 III  556-571,637- 
663,  702-704  may  be  omitted,  as  well  as  many  of  the  numerous 
applications  and  the  more  difficult  exercises. 


VI  PREFACE. 

The  work  is  not  a  treatise  on  applied  mechanics,  the  applica- 
tions being  merely  used  to  illustrate  the  general  principles  and  to 
give  the  student  an  idea  of  the  uses  to  which  mechanics  can  be 
put.  It  is  intended  to  furnish  a  safe  and  sufficient  basis,  on  the 
one  hand  for  the  more  advanced  study  of  the  science,  on  the  other 
for  the  study  of  its  more  simple  applications.  I  wish  in  particular 
that  it  may  serve  to  stimulate  the  study  of  theoretical  mechanics 
in  engineering  schools.  At  a  future  time,  I  hope  to  embody  in 
a  more  advanced  treatise,  together  with  other  matter,  those  por- 
tions of  the  old  edition  which  could  not  find  a  place  in  the  present 
volume. 

To  Professor  E.  R.  Hedrick,  of  the  University  of  Missouri, 
who  had  the  kindness  of  reading  the  manuscript  and  proofs  of  a 
large  part  of  the  work,  I  am  greatly  indebted  for  pertinent  criti- 
cism and  many  valuable  suggestions.  My  thanks  are  also  due 
to  Mr.  Wm.  Marshall,  of  the  University  of  Michigan,  who  has 
ably  assisted  me  in  reading  the  proofs  and  eliminating  errors. 

Alexander  Ziwet. 

University  of  Michigan, 
January,  1904. 
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THEORETICAL   MECHANICS. 


INTRODUCTION. 

The  science  of  theoretical  mechanics  has  for  its  object  the 
mathematical  study  of  motion. 

The  idea  of  motion  is  intimately  related  to  the  fundamental 
ideas  of  space,  time,  and  mass.  It  will  be  convenient  to  introduce 
these  consecutively.  Thus  we  shall  begin  with  a  purely  geomet- 
rical study  of  motion,  without  regard  to  the  time  consumed  in  the 
motion  and  to  the  mass  of  the  thing  moved,  the  moving  object 
being  considered  as  a  mere  geometrical  configuration.  This  intro- 
ductory branch  of  mechanics  may  be  called  the  Geometry  of 
motioiL 

The  introduction  of  the  idea  of  time  will  then  lead  us  to  study 
the  velocity  and  acceleration  of  geometrical  configurations.  This 
constitutes  the  subject-matter  of  Kinematics  proper.  The  term 
kinematics  is  often  used  in  a  less  restricted  sense,  so  as  to  include 
the  geometry  of  motion. 

Finally,  endowing  our  geometrical  points,  lines,  and  other  con- 
figurations with  mass,  we  are  led  to  the  ideas  of  momentum,  force, 
energy,  etc.  This  part  of  our  subject,  the  most  comprehensive  of 
all,  has  been  called  Dynamics,  owing  to  the  importance  of  the  idea 
of  force  in  its  investigation.  For  the  sake  of  convenience  it  is 
usually  divided  into  two  branches,  Statics  and  Kinetics.  In  statics 
those  cases  are  considered  in  which  no  change  of  motion  is  pro- 
duced by  the  acting  forces,  or,  as  it  is  commonly  expressed,  in 
which  the  forces  are  in  equilibrium.  The  investigations  of  statics 
are  therefore  independent  of  the  element  of  time.  Kinetics  treats 
of  motion  in  the  most  general  way. 

PART    I  —  I  I 
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PART  I : 
GEOMETRY  OF  MOTION ;   KINEMATICS 

CHAPTER  I. 

aSOMBTRT  OF  MOTION. 

I.     Linear  Motion  ;  Translation  and  Rotation. 

1.  Motion  consists  in  change  of  position. 

We  begin  with  the  simple  case  of  a  point  moving  in  a  straight 
line.  The  position  of  a  point  P  in  a  line  is  determined  by  its  dis- 
tance OP^x  from  some  fixed  point  or  origin,  0,  assumed  in  the 
line,  the  length  x  being  taken  with  the  proper  sign  to  express  the 
sense  (say  forward  or  backward,  to  the  right  or  to  the  left)  in 
which  it  is  to  be  measured  on  the  line.  This  sense  is  also  indi- 
cated by  the  order  of  the  letters,  so  that  PO  =  —  OP,  and 
OP+PO^o. 

The  position  of  a  point  in  a  line  is  thus  fully  determined  by  a 
single  algebraical  quantity  or  co-ordinate;  viz.  by  its  abscissa 
x^OP, 

2.  Let  the  point  P  move  in  the  line  from  any  initial  position 
P^  (Fig.  i)  to  any  other  position  /\,  and  let  OP^  =  x^,  OP^  =  Xy 


^- — .•^.. 


t 


8'  Pi 


^ 


ir-i 1 


n?.  1. 


This  change  of  position,  or  displacement^  is  fully  determined  by 
the  distance  PJP^  ^x^^x^  traversed  by  the  point 
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Now  let  this  displacement  PJ^^  be  followed  by  another  dis* 
placement  in  the  same  line,  from  /*,  to  P^,  in  the  same  sense  as 
the  former,  or  in  the  opposite  sense.  In  either  case  tJie  total,  or 
resultant,  di.sptacement  Pf^P^  is  the  algebraic  sum  of  the  two  dis- 
placements P^P^,  P^Pt^  which  are  called  its  components;  i.  e.,  we 
have  P^P^  =  P^P^  +  P^P^,  or  /y,  +  P,P^  +  PJ\  =  o,  whatever 
may  be  the  positions  of  the  points  P^,  P^,  P,^  in  the  line. 

This  reasoning  is  easily  extended  to  any  number  of  compo- 
nent displacements ;  that  is,  the  resultant  of  any  number  of  cott~ 
secutive  displacements  of  a  point  in  a  line  is  a  single  displacement 
in  the  same  line  equal  to  the  algebraic  sum  of  the  components. 

Similar  considerations  apply  to  the  motion  of  a  point  in  a 
curved  line  provided  tlie  displacements  be  always  measured  along 
the  curve. 

3.  Let  us  next  consider  the  motion  of  a  rigid  body.  The  terra 
rigid  body,  or  simply  body,  is  used  in  kinematics  to  denote  a, 
figure  of  invariable  size  or  shape,  or  an  aggregate  of  points  whose 
distances  from  each  other  remain  unchanged.  Examples  are :  a 
segment  of  a  straight  line,  a  triangle,  a  cube,  an  ellipsoid,  etc. 

Imagine  such  a  body  brought  in  any  manner  from  some  initial 
position  into  any  other  position.  This  change  of  position  is  called 
the  displacement  of  the  body.  We  shall  see  (Arts.  30-37)  that, 
even  in  the  most  general  case,  the  displacements  of  three  points 
of  the  body  determine  tliose  of  all  otiier  points,  and  consequently 
the  displacement  of  tlie  whole  body. 

There  are,  however,  two  special  cases  of  motion,  translation 
and  rotation  in  which  the  displacement  of  tlie  body  is  fully  deter- 
mined by  the  displacement  of  a  single  point ;  such  motions  can 
be  called  linear.  There  are  also  motions  determined  by  the  dis- 
placements of  only  hvo  points  of  the  body ;  an  example  of  this  is 
plane  motion  (see  Art  1 1). 

4.  The  displacement  of  a  rigid  body  is  called  a  translation  when 
the  displacements  of  all  of  its  points  are  parallel  and  equal.     It 
evident  that  in  this  case  the  displacement  of  any  one  point  of  the 
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body  fully  represents  the  displacement  of  the  whole  body.  The 
translation  of  a  rigid  body  from  one  position  to  another  is  there- 
fore measured  by  the  segment  PJP^  of  the  straight  line  joining  the 
initial  and  final  positions  of  any  point  P  of  the  body. 

Two  or  more  consecutive  translations  of  a  rigid  body  in  the 
same  direction  produce  a  resultant  translation  in  the  same  direc- 
tion equal  to  the  algebraic  sum  of  the  component  translations. 

6.  WTien  a  rigid  body  has  two  of  its  points  fixed,  the  only 
motion  it  can  have  is  a  rotation  about  the  line  joining  the  fixed 
points  as  axis.  In  a  motion  of  rotation  all  points  of  the  body 
excepting  those  on  the  axis  describe  arcs  of  circles  whose  centers  lie 
on  the  axis  while  t/te  points  on  the  cuds  are  at  rest. 

Thus  any  point  P,  not  on  the  fixed  axis,  is  carried  from  its 
initial  position  P^  to  its  final  position  P^  along  a  circular  arc  whose 
center  C  lies  on  the  axis.  The  rotation  is  evidently  measured  by 
the  angle  PsfP\  subtended  at  C  by  this  arc  PJP^  (Fig.  2). 


Fig.  2. 

The  position  of  any  point  P  (not  on  the  axis)  fully  determines 
the  position  of  the  whole  body  and  is  given  by  the  angle  6  made 
by  CP  with  some  initial  line  COy  passing  through  C  at  right  angles 
to  the  axis.  If  OCP^  =  6^  OCP^  =  0^,  the  angle  P^CP^  =^0^  -  0^ 
measures  the  rotation,  just  as  (Art.  2)  the  distance  /J/'j  r=  x^--  x^ 
measures  the  displacement  of  a  point,  and  hence  (Art.  4)  the  trans- 
lation of  a  rigid  body. 

Two  or  more  consecutive  rotations  of  a  rigid  body  about  the 
same  axis  give  a  resultant  rotation  about  the  same  axis  whose 
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angle   is  the  algebraic   sum  of  the   angles  of  the   component 
rotations. 

6.  The  particular  case  when  the  rigid  body  is  a  plane  figure  whose. 
motion  is  confined  to  its  plane  deserves  special  mention.  If  one 
point,  C,  of  such  a  figure  be  fixed,  the  figure  can  only  have  a  modoit 
of  rotation  about  C,  the  center  of  rotation,  every  other  point  of  the 
figure  describing  an  arc  of  a  circle  whose  center  is  C  (Fig.  2). 

7.  We  have  seen  that  a  translation  as  well  as  a  rotation  is  meas-> 
ured  by  a  single  algebraical  quantity,  the  translation  by  a  distance, 
the  rotation  by  an  angle.  This  is  the  reason  why  such  motions: 
may  be  called  linear.  The  two  fundamental  forms  of  motion, 
translation  and  rotation,  are  thus  seen  to  correspond  to  the 
two  fundamental  magnitudes  of  metrical  geometry,  viz.,  distance 
and  angle. 

It  is  to  be  noticed  that  both  for  translations  in  the  same  direc- 
tion and  for  rotations  about  the  same  axis  the  resultant  displace- 
ment is  found  by  algebraic  addition  of  the  components,  not  only 
when  the  components  are  consecutive  motions,  but  even  when  they 
are  simultaneotis.  Thus  we  may  imagine  a  point  P  displaced  by 
the  amount  P^P^  along  a  straight  line,  while  this  line  itself  is  moved 
along  in  its  own  direction  by  an  amount  Q^  Q^.  The  resultant  dis- 
placement of /'is  the  algebraic  sum  PJ'^  +  Q^Qr 

8.  Translations  being  measured  by  distances  or  lengths  and 
rotations  by  angles,  we  need  in  mechanics  a  unit  of  length  and  a 
unit  of  angle. 

The  two  most  important  systems  of  measurement  are  the  C.  G.  S. 
((,  e.  centimeter- gram -second)  system  and  the  F.  P.  S.  (r.  e. 
foot-pound-second)  system.  The  former  is  frequently  called  the 
scientific  system ;  it  is  based  on  the  international  or  metric  sys- 
tem of  weights  and  measures.  The  F.  P.  S.  or  British  system  is 
still  used  in  England  and  the  United  States  almost  universally  in 
engineering  practice.* 

*  For  fuller  iafoniution  on  ill  questions  relating  to  standards  and  nniti  see  J.  D. 
EvRKKTT,  nituhatians  of  Ikt  C.G.S,  system  of  units,  with  tablts  ef  physical  cen- 
itanls;  London,  MacmilUn,  1903. 
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9.  The  unit  of  length  in  the  C.  G.  S.  system  is  the  centimeter 
(cm.),  i.  e,  -j^  of  the  meter.  The  original  standard  meter  is  a 
platinum  bar  preserved  in  the  Palais  des  Archives  in  Paris  ;  two 
carefully  compared  copies,  known  as  prototypes^  are  kept  at  the 
National  Bureau  of  Standards,  in  Washington,  D.  C.  The  meter 
can  be  defined  as  the  distance  between  two  marks  on  the  standard 
meter  when  at  a  temperature  of  o°  C. 

In  the  F.  P.  S.  system,  the  unit  of  length  is  the  foot,  i,  e.  J  of 
the  stEuidard  yard.  The  original  British  standard  yard  is  a  bronze 
bar  preserved  in  London. 

The  relation  between  these  two  fundamental  units  of  length  is, 

according  to  the  United  States  Coast  and  Geodetic  Survey  Bulletin, 

No.  9,  1889, 

I  cm.  =  0.032  808  2  ft 

For  practical  use  we  have  the  following  approximate  relations  : 

I  m.    =  3.2808  fl.,  I  fl.  =  30.48  cm. 

I  cm.  =  0.3937  in.  I  in.  =    2.54  cm. 

10.  The  unit  of  angle  is  either  the  degree,  i.  e.  ^^^  of  one 
revolution,  or  the  radian,  i.  e,  the  angle  subtended  by  a  circular 
arc  equal  in  length  to  the  radius. 

If  a  be  any  angle  expressed  in  radians,  and  a°,  a',  a"  the  same 
angle  expressed  respectively  in  degrees,  minutes,  seconds,  we 
have  the  relations 

180  10800  648000 

or  a  =  0.017  4S3a°  =  0.000  291a'  =  0.000  004  85a". 

II.     Plane  Motion, 

11.  The  position  of  a  plane  figure  in  its  plane  is  fully  deter- 
mined by  the  positions  of  any  two  of  its  points  since  every  other 
point  of  the  figure  forms  with  these  two  points  an  invariable  tri- 
angle.    But  the  position  of  the  figure  can  of  course  be  determined 
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in  other  ways  ;  for  instance,  by  the  position  of  one  point  and  that 
of  a  line  of  the  figure  passing  through  the  point ;  or  by  the  posi- 
tion of  two  lines  of  the  figure. 

12.  Let  us  now  consider  the  motion  of  a  plane  figure  in  its  plane 
from  any  initial  position  to  any  other  position.  This  displacement 
can  be  brought  about  in  various  ways.  Thus,  it  would  be  suflfi- 
cient  to  bring  any  two  points  A,  B  of  the  figure  from  their  initial 
positions  A^,  B^  (Fig.  3)  to  their  final  positions  A^,  B^  This  can 
be  done,  for  instance,  by  first  giving  the  whole  figure  a  translation 


Fig.  3. 

through  a  distance  A^^A^  and  then  a  rotation  through  an  angle 
equal  to  the  angle  between  A^B^  and  A^B^ ;  or  by  such  a  rotation 
followed  by  the  translation. 

Instead  of  A  we  might  have  selected  any  other  poinl  of  the 
figure.  But  it  is  important  to  notice  that  the  angle  of  rotation 
required  for  a  given  displacement  is  always  the  same,  while  the 
translation  will  differ  according  to  the  point  selected  as  center. 

13.  This  leads  us  to  inquire  whether  the  center  of  rotation  can- 
not be  so  selected  as  to  reduce  the  translation  to  zero.  Now  any 
rotation  that  is  to  bring  A  from  A^  to  A^  must  have  its  center  on 
the  perpendicular  bisector  of  A^A^ ;  similarly  for  B.  Hence  the 
intersection  C  of  the  perpendicular  bisectors  of  A^^  and  B^B^^  is 
the  only  point  by  rotation  about  which  both  A  and  B  can  be 
brought  from  their  mitial  to  their  final  positions.     That  they 


15] 


PLANE  MOTION. 


actually  are  so  brought  follows  at  once  from  the  equality  of  the 
angles  A^CB^  and  A^CB^  (and  hence  of  the  angles  A^CA^  and 
B^CB^  which  are  corresponding  angles  in  the  equal  triangles 
AJCB^  and  A^CB^. 

We  thus  have  the  proposition  :  Any  displacement  of  an  inva- 
riable plane  figure  in  its  plane  can  be  brought  about  by  a  sitigle 
rotation  about  a  certain  point  which  we  may  call  the  center  of  the 
displacement. 

14.  The  construction  of  the  center  C  given  in  the  preceding 
article  becomes  impossible  when  the  bisectors  coincide  (Fig.  4)  and 
when  they  are  parallel  (Fig.  5).  In 
the  former  case,  C  is  readily  found 
as  the  intersection  of  Afi^  and  A^B^* 
In  the  latter,  /.  e.  whenever  A^^  =  _ 
B^B^^  the  center  lies  at  infinity,  and 
the  rotation  becomes  a  translation. 


ne.4. 

Any  translation  may  therefore  be  regarded  as  a  rotation  about 
a  center  at  infinity. 

16.  Let  the  figure  F  pass  through  a  series  of  displacements. 
Each  displacement  has  its  angle  and  its  center.  If  the  successive 
positions  F^,  F^,  ...  F^  of  the  figure  are  taken  each  very  near  the 
preceding  one,  the  angles  of  rotation  will  be  very  small,  and  the 
successive  centers  C,,  C^,  ...  C^  will  follow  each  other  very 
closely.  In  the  limit,  /.  e,  when  the  series  of  finite  displacements 
passes  into  a  continuous  motion  of  the  figure,  the  centers  C  will 
form  a  continuous  curve  (r)  and  the  successive  angles  of  rotation 
approach  zero  while  the  radii  of  the  successive  arcs  described  by 
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any  point  pass  into  the  normals  to  the  continuous  path  of  that 
point     The  point  C  about  which  the  figure  rotates  in  any  one  of 
its  positions  during  tlie  motion  is  now  called  the  inatantaneoiis 
center ;  the  locus  of  the  centers,  that  is  the  curve  (c),  is  called  the 
fixed  centTode,  or  path  of  the  center.     It  is  apparent  that  in  any 
position  of  the  moving  figure  /Ae  normah  to  tlu-  paths  of  all  i 
points  must  pass  through  the  instantaneous  center,  and  the  directii 
of  vwtioH  of  any  such  point  is  therefore  at  right  angles  to  the  lit 
joining  it  to  the  center. 

16,  The  centers  C'arc  fixed  points  of  the  fixed  plane  in  which 
the  figure  F  moves.  But  in  any  position  I\  of  this  ligure  some 
point  C\  of  /^will  coin- 
cide with  the  point  (T,  of 
tlie  fixed  plane.  Thus, 
in  the  case  of  finite  dis- 
placements (Fig.  6),  let; 
the  figure  F  begin 
motion  with  a  rotation  of 
angle  6,  about  a  point  C^ 
of  the  fixed  plane ;  let 
C\  be  the  point  of  the 
mi.iving  figure  that  coin- 
cidcs  during  this  rota-^ 
tion  with  C^. 

The  next  rotation,  oi 
angle  8^,  takes  place 
about  a  point  C,  of  the  fixed  plane.  The  poiTit  of  the  moving 
figure  that  now  coincides  with  t",  was  brought  into  the  position 
Cj  by  the  preceding  rotation.  Its  original  position  is  therefore 
obtained  by  turning  C^C^  back  by  an  angle  —  0,  into  the  posi- 
tion  CyC^  The  rotation  of  angle  9^  about  C^  brings  a  new 
point  C\  of  the  moving  figure  to  coincidence  with  the  fixed 
center  C, ;  and  the  original  position  C^  of  this  point  can  be 
determined  by  first  turning  C^C^  back  about  C^  by  an  angle' 
—  6^  into  the  position   Cfi.  and  then  turning  the  broken  Une 


C^CjD  by  a  rotation  of  angle  —  6^  about  C^  back  into  the  posi- 
tion C^CjCy  Continuing  this  process  we  obtain,  besides  the 
broken  line  C^C^C^  . ..  formed  by  joining  the  successive  centers 
of  rotation  in  the  fixed  plane,  a  broken  line  C,C,Cj,..  in 
tlie  moving  figure  formed  by  joining  those  points  of  this  figure 
which  in  the  course  of  the  motion  come  to  coincide  with  ihi: 
fixed  centers.  The  whole  motion  may  be  regarded  as  a  kind 
of  rolling  of  tlie  broken  line   C\C\C'^ . . ,  over  the  broken  line 

17.  In  the  case  of  continuous  motion  each  of  the  broken  lines 
becomes  a  curve,  and  we  have  actual  rolling  of  the  curve  (r'),  or 
body  oeatrode,  over  the  curve  (c),  or  fixed  centrode.  T/te  con- 
tinuous motion  of  an  ini'ariabU  plane  fig^tre  in  its  plane  tuny 
there/ore  always  be  produced  by  the  rolling  (without  sliding)  of 
the  body  centrode  m'cr  the  fixed  centrode.  The  point  of  contact  of 
the  two  curves  is  of  course  the  instintaneous  center. 

18.  It  appears  from  the  preceding  articles  that  the  continuous 
motion  of  a  plane  figure  in  its  plane  is  fully  determined  if  we 
know  the  center  of  rotation  for  every  position  of  the  figure.  This 
center  can  be  found  as  the  intersection  of  the  normals  of  the  paths 
of  any  two  points  of  the  figure,  so  that  the  motion  of  the  figure 
will  be  known  if  the  paths  of  any  two  of  its  points  are  given. 
This,  however,  is  only  one  out  of  many  ways  of  determining 
plane  motion  by  two  conditions. 

19.  When  a  circle  rolls  {without  slipping)  over  a  straight  line 
the  path  of  any  point  on  the  circumference  of  the  circle  is  called 
a  cycloid,  that  of  any  other  point  rigidly  connected  with  the  roll- 
ing circle  is  called  a  trochoid.  When  a  circle  rolls  over  another 
circle  tlirce  ca.ses  may  be  distinguished  :  {ci)  when  each  circle  lies 
outside  the  other,  the  corresponding  paths  are  called  epicycloid 
and  epitrocluiid ;  (b)  when  a  smaller  circle  rolls  over  the  inside 
of  a  fixed  larger  circle,  the  paths  are  called  hypocycloid  and  hypo- 

d;  {c)  when  a  larger  circle  rolls  over  an  enclosed  fixed 
iller  circle,  the  paths  are  called  pericycloid  and  peritrockend. 
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The  following  examples  illustrate  the  method  of  finding  the 
centrodes  and  the  path  of  any  point  of  the  moving  figure  in     inc 


20.  Elllptio  motion :    Two  points  of  a  plant  figure  move  along  two 
fixed  lines  that  are  at  right  angles  to  each  other. 

Let  A,  B  (Fig.  7)  be  the  points  moving  on  the  lines  Ox,  Oy ;  the 
perpendiculars  to  these  lines  erected  at  A  and  B  intersect  at  the  in- 
stantaneous center  C.      Denoting  by  2a  the  invariable  distance  of  A 
and  B,  we  have  0C=^  AB  =  za  for  all  positions  of  the  moving  figure. 
The    fixed   cenirode  (r )    is 
therefore  a  circie  of  radius  aa 
described  about  the  intersec- 
tion O  of  the  fixed  lines. 

To  find  the  body  cenirode 

(f')  we  must  construct   the 

triangle  ABCio\  all  possible 

positions  of  AB.      As  BCA 

is  always  a  right  angle,  the 

body  centrode  will  be  a  circle  J 

described  on  .^^^  as  diameter.  \ 

Hence  the  whole  motion  can    ' 

be  produced  by  the  rolling  of  a  circle  of  radius  a  within  a  circle  of 

The  student  is  advised  to  carry  out  carefully  the  constructions  indi- 
cated in  this  as  well  as  the 
following  problems.  Thus, 
in  the  present  case,  draw 
the  moving  figure,  (.  e., 
the  segment  AB,  in  a 
number  of  its  successive 
positions  in  each  of  the 
four  quadrants,  and  con- 
struct the  instantaneous 
center  C  in  every  case. 
This  gives  a  number  of 
points  of  the  fixed  cen- 
irode.    Then  take  any  one  position  of  AB 
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all  the  triangles  ABC  previously  constructed.     The  vertices  of  these 
triangles  all  lie  on  the  body  centrode. 

21.  To  find  the  equation  of  the  path  of  any  point  P  of  ^e  moving 
figure,  let  this  point  be  referred  to  a  co-ordinate  system  fixed  in,  and 
moving  with,  the  figure  (Fig.  8)  ;  let  the  middle  point  (y  oi  AB  be 
the  origin,  and  OA  the  axis  (yxf^  of  this  system.  Then  the  co-ordi- 
nates a/,  y  oi  P  in  this  moving  system  are  connected  with  its  co-ordi- 
nates x^  yvcL  the  fixed  system  Ox^  Oy  by  the  equations 

^  r=  (a  -|.  ^)  cosy>  -I-  /  sin^, 

y  z^  {a  —  xf^  sin^  -f  y  cos^, 

where  tp  is  the  angle  OAB  that  determines  the  instantaneous  position 
of  AB,  Solving  these  equations  for  sin^  and  cos^,  squaring  and 
adding,  we  find  for  the  equation  of  the  path  of  P 

or[(«-^)'+y']^-4«y^+[(«+^)'+yTy=(^'+y~0% 

which  represents  an  ellipse,  since 

l(a  -  x'y  +yT  -  i(a  +  x'y  H-y]  -  4«y« 
=  (y«  ^y'  +  a^y  -  4a\x'*  +yo=(^'  +/'  -  a*y 

is  necessarily  positive. 

In  general,  therefore,  the  points  of  the  figure  describe  ellipses  ;  C 
describes  a  circle ;  A  and  B  describe  straight  lines  passing  through 
O,  and  so  does  every  point  on  the  circle  of  diameter  AB,  It  is  thjs 
fact  that  by  rolling  a  circle  within  a  circle  of  double  diameter  the  points 
of  the  smaller  circle  are  made  to  describe  segments  of  straight  lines, 
which  makes  this  form  of  motion  of  practical  importance:  it  may 
serve  to  transform  circular  into  rectilinear  motion. 

22.  EUiptio  Motion  (continued)  :  Two  points  A,  B  of  a  plane 
figure  move  along  two  fixed  lines  OAy  OB^  inclined  to  each  other  at  an 
angle  «o  (Fig.  9). 

This  case  is  readily  reduced  to  the  preceding  one.  For,  let  the 
circle  through  O^  A^  B  intersect  at  B*  the  perpendicular  erected  at  O 
to  OA^  and  imagine  AB  rigidly  connected  Xjo  AB*  \  then  the  points 
A  and  B  will  move,  by  Art.  21,  along  OA  and  OB  as  desired,  pro- 
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vided  A  and  £^  be  made  to  move  along  the  perpendicular  lines  OA 
and  OB\ 

The  figure  shows  that,  since  t^AB'B  ==  7^  A  OB  as  0,  the  diameter 
of  the  rolling  circle  is  ^Cs=s  AB*  =  AB/dnw. 


ng.  9. 

23.  Connecting  Bod  Motion :  One  point  A  of  the  figure  describes  a 
circle y  while  another  point  B  moves  on  a  straight  line  passing  through 
the  center  O  of  the  circle  (Fig.  10). 

The  two  centrodes  are 
readily  constructed  by 
points  for  a  given  ratio 
II a,  say  4,  3,  or  2.  If 
l'>  a  the  fixed  centrode 
consists  of  two  branches 
having  a  common  asym- 
ptote; the  body  centrode 
has  two  branches  with  a 
common  tangent  at  A. 
fJk-  10.  For  /=  a  both  centrodes 

become  circles,  one  of  radius  2a  about  O,  the  other  of  radius  a  about 
the  point  A.  For  I  <,a^  the  point  -5 'can  describe  only  a  portion  of 
the  crank  circle,  and  the  centrodes  become  closed  curves. 

24.  Conchoidal  Motion :  A  point  A  of  the  figure  moves  along  a  fixed 
straight  line  /,  while  a  line  of  the  figure,  /,  containing  the  point  A,  always 
passes  through  a  fixed  point  B  (  Fig.  11). 
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The  fixed  point  B  may  be  regarded  as  a  circle  of  infinitely  small 
radius,  which  the  line  /'  is  to  touch.  The  instantaneous  center  is  there- 
fore the  intersection  C  of  the  perpendiculars  erected  at  ^  on  /  and  at 
^on  A 

The  fixed  centrode  is  a 
parabola  whose  vertex  is 
B.  To  prove  this  we  take 
the  fixed  line  /  as  axis  ofy, 
the  perpendicular  OB  to 
it  drawn  through  the  fixed 
point  ^  as  axis  of  ^.  Then, 
putting  7^0 B A  =  (p  and 
OB  =  a,  we  have  for  the 
co-ordinates  of  C  Fig.  1 1. 

*  =  a+y  tan^, 

y^=^a  tanf>; 

hence  x  —  a  ^ssj^/a^  or,  for  B  as  origin  and  parallel  axes,  j^  =  ax. 
The  proportion  j'/jc  =  ajy  also  follows  directly  from  the  similar  triangles 
BDCBXi^AOB. 

The  equation  of  the  body  centrode,  for  A  as  origin,  AB  as  polar 
axis,  is  r  cos'^  =  a,  or  in  cartesian  co-ordinates  a^{x^  +  y)  =  ^*. 

The  points  of  r  can  easily  be  shown  to  describe  conchoids,  whence 
the  name  of  this  form  of  plane  motion. 

25.  The  results  obtained  in  the  preceding  articles  for  the  motion 
of  a  plane  figure  in  its  plane  apply  directly  to  the  motion  of  a 
rigid  body,  if  any  one  point  of  the  body  describes  a  plane  curve 
while  a  line  of  the  body  remains  parallel  to  itself.  For  in  this 
case  all  points  of  the  body  move  in  parallel  planes,  and  the 
motion  in  any  one  of  these  planes  determines  the  motion  of  the 
whole  figure. 

The  only  modifications  required  would  be  that  instead  of  an 
instantaneous  center  we  should  have  an  instantaneous  axis, 
viz.  the  perpendicular  to  the  plane  of  motion  of  any  point 
through  the  center  of  motion  of  this  point,  and  that  the  cen- 
trodes  are  now  not  curves,  but  cylindrical  surfaces  rolling  one 
upon  the  other. 
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26.  Exercises. 

( I )  Show  how  to  find  the  direction  of  motion  of  any  point  P  rigidly 
connected  with  the  connecting  rod  of  a  steam  engine. 

(  2 )  A  wheel  rolls  on  a  straight  track ;  find  the  direction  of  motion 
of  any  point  on  its  rim.     What  are  the  centrodes  in  this  case  ? 

(3)  Show  how  to  construct  the  normal  at  any  point  of  a  conchoid. 

(4)  Find  the  equations  of  the  centrodes  when  a  line  /^  of  a  plane 
figure  always  touches  a  fixed  circle  O^  while  a  point  A  of  F  moves 
along  a  fixed  line  /. 

(5)  Show  that,  in  (4),  the  centrodes  are  parabolas  when  the  fixed 
circle  touches  the  fixed  line. 

(6)  Two  straight  lines  /',  /"  of  a  plane  figure  constantly  pass  each 
through  a  fixed  point  ^,  O"  ;  investigate  the  motion. 

( 7 )  Four  straight  rods  are  jointed  so  as  to  form  a  plane  quadrilateral 
ABDE  with  invariable  sides  and  variable  angles.     One  side  AB  being 
fixed,  investigate  the  motion  of  the  opposite  side ;  construct  the  cen 
trodes  graphically. 

(8)  A  right  angle  moves  so  that  one  side  always  passes  through  a 
fixed  point  A^  while  a  point  B  on  the  other  side,  at  the  distance  a  from 
the  vertex,  moves  along  a  fixed  line  from  which  the  fixed  point  A  has 
the  distance  a  \  determine  the  centrodes. 

(9)  If  the  quadrilateral  of  Ex.  (7)  be  d  parallelogram,  show  that 
any  point  rigidly  connected  with  the  side  opposite  the  fixed  side  de- 
scribes a  circle. 

(10)  In  the  problem  of  Art.  23  investigate  the  centrodes  and  the 
path  of  the  middle  point  of  AB  analytically. 

(II)  Explain  how  elliptic  motion  (Art.  20)  can  be  regarded  as  a 
limiting  case  of  connecting  rod  motion  (Art.  23). 

(12)  Explain  how  the  |)aths  described  by  various  points  of  the  roll- 
ing circle  in  elliptic  motion  (Art.  20)  can  be  regarded  as  special 
hypocycloids  and  hypotrochoids  (Art.  19). 

III.    Spherical  Motion, 

27.  The  motion  of  a  spherical  figure  of  invariable  form  on  its 
sphere  presents  a  close  analogy  to  plane  motion ;  in  fact,  plane 
motion  is  but  a  limiting  case  of  spherical  motion,  since  a  plane 
may  be  regarded  as  a  sphere  of  infinite  radius. 
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By  a  generalization  similar  to  that  of  Art  25,  the  study  of  the 
motion  of  a  spherical  figure  on  its  sphere  leads  directly  to  the 
laws  of  motion  of  a  rigid  body  having  one  fixed  point  For  the 
motion  of  such  a  body  is  evidently  determined  by  the  spherical 
motion  on  any  sphere  described  about  the  fixed  point 

28.  Let  us  consider  any  two  positions  F^  and  F^  of  a  spherical 
figure  F  on  its  sphere,  and  let  0  be  the  center  of  the  sphere. 
Just  as  in  the  case  of  plane  motion  (Art  13)  the  displacement  can 
always  be  brought  about  by  a  single  rotation  about  a  point  C  on 
the  sphere,  or  what  amounts  to  the  same,  by  a  single  rotation 
about  the  axis  OC,  The  proof  is  strictly  analogous  to  that  given 
in  Art  13.  We  first  remark  that  the  position  of  the  figure  on  the 
sphere  is  fully  determined  by  the 
p)osition  of  two  of  its  points  (not 
on  the  same  diameter),  say  A 
and  B  (Fig.  1 2),  since  any  third 
point  forms  with  these  an  invari- 
able spherical  triangle.  Let  A^, 
Bq  be  the  positions  oi  A,  B  \n  F^) 
A^,  B^  their  positions  in  F^ ;  and 
draw  the  great  circles  A^^  and 
B^B^,  Their  perpendicular  bi- 
sectors intersect  in  two  points 
C,  D  which  are  the  ends  of  a 
diameter  of  the  sphere.  CD  is  the  axis  of  the  displacement  and 
the  angle  A^CA^,  or  B^CB^,  gives  the  angle  of  the  displacement 

29.  If  we  consider  a  series  of  positions  of  the  moving  figure, 
/J,,  F^,  /^2»  •  •  •»  ^^  obtain  a  series  of  axes  of  rotation,  say  r^  c^, , ,  ,\ 
and  in  the  limit  when  the  motion  becomes  continuous,  the  axes 
^p  ^2,  . . .  will  form  a  cone  fixed  in  space,  with  the  vertex  at  the 
center  0  of  the  sphere.  The  points  Cp  Cj,  . . .  where  these  axes 
intersect  the  sphere  form  a  curve  (r)  on  the  fixed  sphere,  while 
the  points  c'j,  (7,,  ...  of  the  moving  figure  which  come  to  coin- 
cide with  these  fixed  points  form  a  spherical  curve  {c'^  invariably 
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connected  wnth  the  moving  figure.  The  whole  motion  may  be 
■oduced  by  the  rolling  of  the  curve  (r')  over  the  curve  (c),  or 
so  by  the  rolling  of  the  corresponding  cones  one  over  the  other. 
We  have  thus  the  proposition  tliat  any  continuous  motion  of  a 
rigid  body  /urving  a  fixed  point  can  be  produced  by  the  rolling  of  a 
cone  fixed  in  tiie  body  over  a  fixed  cone,  the  vertices  of  both  cones 
being  at  the  fixed  point. 

IV.     Screw  Motion. 

30.  The  position  of  a  rigid  body  in  space  is  fully  determined 
by  the  position  of  any  three  of  its  points  not  situated  in  the  same 
straight  line.  For  any  fourth  point  of  the  body  will  form  an 
invariable  tetrahedron  with  these  three  points.  As  two  points 
determine  a  straight  line,  the  position  of  a  rigid  body  may  also 
be  given  by  the  position  of  3  point  and  line  or  by  the  positions 
of  any  two  lines  of  the  body. 

31,  The  position  of  a  point  being  determined  by  its  three  co- 
ordinates requires  three  conditions  to  be  fixed.  A  point  is  there- 
fore said  to  have  three  degrees  of  freedom  when  its  position  is  not 
subject  to  any  conditions.  One  conditional  equation  between  its 
co-ordinates  restricts  the  point  to  the  surface  represented  by  that 
equation  ;  the  point  is  then  said  to  have  two  degrees  of  freedom 
and  one  constraint.  Two  conditions  would  restrict  the  point  to 
a  line,  the  curve  of  intersection  of  the  two  surfaces  represented 
by  the  equations  of  condition  ;  the  point  has  then  but  one  degree 
of  freedom  and  two  constraints. 

A  rigid  body  that  is  perfectly  free  to  move  has  six  degrees  of 
freedom.  For  we  have  seen  that  its  position  is  fully  determined 
when  three  of  its  points  not  in  the  same  line  are  fixed.  The 
nine  co-ordinates  of  these  points  are,  however,  not  independent ; 
they  are  connected  by  the  three  equations  expressing  that  the 
three  distances  between  the  three  points  are  invariable.  Thus 
the  number  of  independent  conditions  is  g  —  3  =  6. 

A  rigid  body  with  one  fixed  point  has  tliree  degrees  of  freedom 
and  tkertfore  tktee  constraints.     For  it  takes  two  more  points,  i.e. 
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six  co-ordinates,  to  fix  the  position  of  the  body ;  and  the  dis- 
tances of  these  two  points  from  each  other  and  from  the  fixed 
point  being  invariable,  there  are  again  three  conditional  equations 
to  wliich  the  six  co-ordinates  are  subject.  Tlie  three  co-ordi- 
nates of  the  fixed  point  may  be  regarded  as  the  three  constraints. 
A  rigid  body  tvith  two  fixed  points,  \.  e.,  tvith  a  fixed  axis,  has 
one  degree  of  freedom,  and  five  constraints.  Indeed,  the  six  co- 
ordinates of  the  two  fixed  points  are  equivalent  to  five  constrain- 
mg  conditions,  since  the  distance  of  these  two  points  is  invari- 
able.* 

32.  Let  us  now  consider  any  two  positions  jW^,j17j  ofa  rigid  body 
M,  given  by  the  positions  A^,  B^,  C^and  A^,B^,  C,  of  three  points 
A,  B,  C  of  the  body.  The  displacement  MJ-I^  can  be  effected  in 
various  ways-.  Thus  we  might,  for  instance,  begin  by  giving  the 
whole  body  a  translation  equal  to  A^^\^  which  would  bring  the 
point  A  to  its  final  position  while  all  other  points  of  the  body 
would  be  displaced  by  distances  parallel  and  equal  to  A^/l^.  As 
the  body  has  now  one  of  its  points,  .-],  in  its  final  position,  it  will 
(by  Art.  28)  require  only  a  single  rotation  about  a  certain  axis 
passing  through  this  point  to  bring  the  whole  body  into  its  final 
position.  It  thus  appears  that  any  displacement  of  a  rigid  body 
can  be  effected  by  subjecting  that  body  first  to  a  translation  and 
then  to  a  rotation  (or  vice  versa,  as  is  easily  seen) ;  and  this  can 
be  done  in  an  infinite  number  of  ways,  as  the  displacement  of  any 
point  of  the  body  may  be  selected  for  the  translation. 

33.  It  is  to  be  noticed  that  for  all  these  different  ways  of  effect- 
ing the  displacement  Mjvl^  the  direction  of  the  axis  of  rotation  and 
the  angle  of  rotation  are  the  same.  To  see  this  more  clearly,  let 
the  displacement  be  eft'ected  first  by  the  translation  A^\^  and  a 
rotation  of  angle  a  about  the  axis  u,  passing  through  A^ ;  and 
then  let  the  same  displacement  be  produced  by  the  translation 

*  lolciestiDg  rem&tks  OD  the  mechanical  means  of  prodacing  construints  of  various 
degrea  will  be  foluul  in  Thomson  ■□<!  Tact,  Natural  Fhiloiophy,  London,  Macmil- 
Un,  new  edition,  1879,  Art.  I95  sq.  (Part  I.,  p.  149). 
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BgB^  of  some  other  point  B  and  a  rotation  of  angle  yS  about  an 
axis  b^  passing  through  5,.  We  wish  to  show  that  a^  and  b^  are 
parallel  and  that  the  angles  a  and  0  are  equal. 

Consider  a  plane  tt  of  tlie  rigid  body  which  in  its  original  posi- 
tion Wy  is  perpcndicuiar  to  the  axis  c,.  The  translation  A^A^ 
transfers  it  into  a  parallel  position  and  the  roladon  ar  about  a^ 
turns  it  in  itself  into  its  final  position  tr^ ;  hence  x^  and  tt,  are 
parallel.  The  translation  B^B^  likewise  moves  n  into  a  posidon 
parallel  to  the  original  one ;  and  as  its  final  position,  w,,  is  parallel 
to  TTy,  the  axis  of  rotation  ^,  must  necessarily  be  perpendicular  to 
TTy  and  7r,,  that  is  b^  must  be  parallel  to  a^. 

Again,  any  straight  line  /  in  tt  remains  parallel  to  its  ori| 
position  /„  after  the  translations  A^A^  and  B^B^.  Its  change  o 
direction  is  due  to  the  rotations  alone  ;  the  angle  of  rotation  mun 
therefore  be  the  same  for  both  rotations,  viz.  equal  to  the  angl<j 
(/y,)  formed  by  the  initial  and  final  positions  of  the  line  /. 

34.  Among  the  difierent  combinations  of  a  translation  with  t 
rotation  effecting  the  displacement  M^M^  there  is  one  of  particula 
importance ;  it  is  that  for  which  the  axis  of  rotation  is  parallel  tol 
the  translation. 

Let  us  again  consider  a  plane  tt  perpendicular  to  the  common 
direction  of  the  axes  of  rotation.  To  bring  any  three  points  of 
this  plane  into  their  final  position  it  is  only  necessary  to  give  the 
body  a  translation  at  right  angles  to  ir  such  as  will  bring  tt  into  its 
final  position  and  then  to  add  the  necessary  rotation  for  plane 
motion. 

We  have  therefore  the  important  proposition  that  //  is  always 
possible  to  bring  a  rigid  body  M  from  any  position  AI^  into  any 
other  position  jb,  by  a  translation  combimd  with  a  rotation  about  an 
axis  parallel  to  the  direction  of  translation,  and  this  can  be  done 
in  only  one  way.  The  axis  so  determined  is  called  the  central 
axis  of  the  displacement. 

The  order  of  translation  and  rotation  about  the  central  axis  tsj 
indifferent ;   indeed,   translation  and  rotation  might   take   pla 
simultaneously. 


370  SCREW  MOTION.  21 

85.  A  motion  of  a  rigid  body  consisting  of  a  rotation  about  an 
axis  combined  with  a  translation  parallel  to  the  axis  is  called  a 
screw  motion^  or  a  tivist.  We  have  proved  therefore,  in  Art.  34, 
that  the  most  general  displacement  of  a  rigid  body  can  be  brought 
about  by  a  single  twist. 

36.  To  construct  the  central  axis  and  find  the  translation  and 
angle  of  the  twist  when  the  displacement  is  given  by  the  positions 
A^  B^  Cq  and  A^,  B^,  C^  of  three  points  of  the  body,  we  first 
remark  that  the  projection  on  the  central  axis  of  the  displacement 
of  any  point,  say  A^^,  is  equal  to  the  translation  of  the  twist,  and 
hence  the  projections  of  the  displacements  of  all  points  of  the  body 
(such  as  A^^,  ^o^v  ^0^1)  *""^  ^^  equal.  If  therefore  from  any 
point  O  we  draw  lines  OA,  OB,  OC  equal  and  parallel  to  A^A^, 
Bfi^,  C^C^,  their  ends  A,  B,  C  will  lie  in  a  plane  tt  perpendicular 
to  the  central  axis,  and  the  perpendicular  /  dropped  from  0  on 
this  plane  ir  will  represent  in  length  and  direction  the  translation 
of  the  twist. 

The  direction  of  the  central  axis  being  thus  determined,  we  find 
its  position  in  space  by  projecting  the  displacements  of  any  two 
of  the  three  given  points,  say  A^^  and  B^B^,  on  the  plane  tt,  and 
finding  the  intersection  of  the  perpendicular  bisectors  of  these  pro- 
jections. This  intersection  is  evidently  a  point  of  the  central  axis, 
and  a  perpendicular  through  it  to  the  plane  tt  will  give  the  central 
axis  in  position. 

The  angle  of  the  twist  is  equal  to  the  angle  between  the  pro- 
jections on  IT  of  A^B^  and  A^B^. 

37.  In  the  case  of  continuous  motion  there  exists  a  central  axis 
for  every  position  of  the  body ;  but  its  position  both  in  space  and 
in  the  body  in  general  varies  in  the  course  of  the  motion.  The 
central  axis  at  any  moment  is  therefore  called  in  this  case  the 
inftantaneoiu  axis. 

The  straight  lines  of  space  which  during  the  progress  of  the 
motion  become  instantaneous  axes  for  the  infinitely  small  twists 
of  the  body  form  a  ruled  surface.     Similarly,  the  lines  of  the 
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moving  body  which  in  the  course  of  the  motion  come  to  coinctdJe 
with  these  axes  generate  another  ruled  surface.  In  any  given 
position  of  the  body  these  two  surfaces  are  in  contact  along  a  line 
(the  instantaneous  axis)  which  is  a  generator  in  each  of  the  two 
surfaces.  The  body  has  an  infinitely  small  rotation  about  thia 
line  and  at  the  same  time  slides  along  this  line  through  an  in- 
finitely small  distance. 

Thus  the  continuous  motion  of  a  rigid  body  in  tlu-  mast  general 
case  can  be  regarded  as  consisting  of  the  conUfined  rolling  and 
sliding  of  one  ruled  surface  over  anotlter. 

V.     Composition  and  Resolution  of  Translations  ;    Vectors. 

38.  All  the  points  of  a  rigid  body  subjected  to  a  translation 

describe  parallel  and  equal  lines  (Art.  4).     The  change  of  position 

due  to  a  translation  of  the  body  is  therefore  fully  determined  by    ] 


I 


the  displacement  A^A^  of  any  one  point  A  of  the  body  (Fig.  13), 
and  can  be  represented  geometrically  by  A^^  or  any  rectilinear 
segment  equal  and  parallel  to  it,  like  01. 

The  sense  of  the  segment  (see  Art  i )  which  expresses  whether 
the  translation  is  to  take  place  from  o  to  1  or  from  i  to  o,  is  in- 
dicated graphically  by  an  arrow-head,  and  in  naming  the  segment 
by  the  order  of  the  letters,  oi  and  10  being  segments  of  opposite 
sense. 

39.  Imagine  a  rigid  body  subjected  to  two  successive  transla- 
tions.    From  any  point  i  (Fig.  14)  draw  a  segment  12  represent- 


42.]  VECTORS.  23 

ing  the  first  translation,  and  from  its  end  2  a  segment  23  repre- 
senting the  second  translation.  The  segment  1 3  will  then  rep- 
resent a  translation  that  would  bring  the  body  directly  from  its 
initial  to  its  final  position.  This  s^ment  1 3  is  called  the  geo- 
metric snm,  or  the. resultant,  of  the  segments  12  and  23,  which 
are  called  the  components.  The  operation  of  combining  the  com- 
ponents into  a  resultant,  or  of  finding  the  geometric  sum  of  two 
segments,  is  called  geometric  addition,  or  composition. 

40.  The  geometric  sum  of  two  segments  can  also  be  found  by 
drawing, /rt?;/!  ofie  and  the  same  origin  i  (Fig.  15),  segments  12, 
12',  parallel  and  equal  respectively  to 

the  given  segments,  and  completing      2,^ -. -^3 

the  parallelogram  with  1 2  and  1 2'  as       /  ^y^  \ 

adjacent  sides  ;  the  diagonal  1 3  is  the      /  ^y^  j 

geometric   sum,  or   resultant,    of  the     /   ^y^  j 

given  segments.     Geometric  addition    L^^ = *J 

is  tlierefore  often   said  to  follow  the  pj    jg 

parallelogram  law, 

A  glance  at  Fig.  15  shows  that  the  order  of  succession  in 
which  the  given  segments  are  combined  is  indifferent  for  the  re- 
sult ;  in  other  words,  geometric  addition  is  commutative ^  like  alge- 
braic addition. 

41.  Rectilinear  segments,  taken  as  above  with  a  definite  sense 
(Art  38)  and  subjected  to  the  parallelogram  law  of  combination 
(Art  40),  are  called  vectors.  We  can  therefore  say  that  a  single 
translation  is  represented  by  a  vector,  and  that  the  resultant  of  two 
consecutive  translations  is  found  by  adding  their  vectors  geometri- 
cally. 

The  vector,  as  the  geometric  symbol  of  a  translation,  has  length, 
direction,  and  sense;  but  it  is  not  restricted  to  any  definite  position, 
the  same  translation  being  represented  by  all  equal  and  parallel 
vectors.  We  express  this  by  saying  that  two  vectors  are  equal  if 
tluy  are  of  the  same  length,  direction,  and  sense, 

42.  It  IS  easily  seen  how  the  operation  of  geometric  or  vector 
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^M  addition  can  be  extended  to  the  case  of  more  titan  two  campanentt. 
^B  Having  found  the  resultant  of  the  first  and  second  given  vectore, 
^H  we  can  geometrically  add  to  this  resultant  the  third  vector,  and 
^^k  so  on.  Graphically,  this  is  performed  by  drawing  from  any  origin 
^H  0  a  vector  1 2  equal  to  the  first  given  vector,  from  its  end  2  a 
^H  vector  23  equal  to  the  second  given  vector,  from  3  a  vector  34 
^P  equal  to  the  third  given  vector,  and  so  on ;  the  vector  drawn 
from  1  to  the  end  of  the  last  given  vector  is  the  geometric  or 
vector  sum,  or  the  resultant,  of  the  given  vectors. 

That  here  also  the  order  of  succession  in  which  the  given  vec- 
tors are  combined  is  indifferent  for  the  result  follows  by  consider- 
ing that  any  order  of  the  vectors  can  be  obtained  by  repeated 
interchanges  of  two  successive  vectors  and  that  for  two  successive 
vectors  the  operation  is  commutative  (Art,  40). 

It  thus  appears  that  the  succession  of  any  number  of  translations 
of  a  rigid  body  has  for  its  resultant  a  single  translation  ivhose  vector 
is  found  by  geometricaUy  adding  the  vectors  of  the  component  trans- 
lations.    (Compare  Art.  2.) 

43.  Translations  are  not  the  only  magnitudes  in  mechanics  that 
can  be  represented  by  vectors.  We  shall  see  later  that  velocities, 
accelerations,  moments  of  couples,  etc.,  can  all  be  represented  by 
vectors  and  are  therefore  compounded  into  resultants  and  resolved 
into  components  by  geometric  addition  and  subtraction.  In  this 
lies  the  importance  of  this  subject,  which  in  its  special  application 
to  translations  might  appear  too  simple  and  self-evident  to  require 
extended  presentation. 

The  case  when  the  vectors  represent  concurrent  forces  is 
probably  known  to  the  student  from  elementary  physics  as  the 
"parallelogram,  or  polygon,  of  forces." 

44.  A  translation  may  be  resolved  into  two  or  more  translations 
by  resolving  its  vector  into  components. 

When  the  resultant  translation  and  one  of  its  components  are 
given  by  their  vectors,  the  process  of  finding  the  otlier  com- 
ponent is  called  geometric  subtraction.  It  is  effected,  like  alge- 
braic subtraction,  by  reversing  the  sense  of  the  component  to  be 
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subtracted,  and  then  geometrically  adding  it  to  the  resultant  (Fig. 
1 6).  In  other  words,  the  geometric  difference  of  two  vectors  AB 
and  CD  is  found  by  geometrically  adding  to  AB  a  vector  equal 
but  opposite  to  CD,  Thus,  in  Fig.  i6,  13  is  made  equal  and 
parallel  to  AB ;  32  is  equal  and 
parallel  to  CD  reversed,  that  is 
to  DC\  12  is  the  reouired  differ- 
ence. 


46.  The  composition  of  trans- 
lations by  geometric  addition  of 
their  vectors  (Art  42)  holds,  not 
for  successive  translations  only, 
but,  owing  to  the  commutative 
law  (Art  40),  for  simultaneous 
translations  as  well.  This  is  easily  ^^' '  *• 

seen  by  resolving  the  components  into  infinitesimal  parts. 

To  obtain  a  clear  idea  of  two  simultaneous  translations  it  is 
best  to  imagine  the  body  as  having  one  of  these  translations 
with  respect  to  some  other  body,  while  the  latter  itself  is  sub- 
jected to  the  other  translation.  A  man  walking  across  the  deck 
of  a  vessel  in  motion,  an  object  let  fall  in  a  moving  carriage,  a 
spider  running  along  a  branch  swayed  by  the  wind,  are  familiar 
examples. 

46.  This  leads  us  to  the  idea  of  relative  motion.  Properly 
speaking,  all  motion  is  relative ;  that  is,  we  can  conceive  of  the 
motion  of  a  body  only  with  regard  to  some  other  body,  called 
the  body  of  reference.  If  the  latter  be  regarded  as  fixed,  the 
motion  of  the  former  is  called  its  absolute  motion. 

Thus  in  speaking  of  the  motion  of  a  railway  train,  we  usually 
regard  the  earth  as  fixed  and  can  thus  call  the  displacement  of 
the  train  from  one  station  to  another  an  absolute  displacement. 
If,  however,  the  motion  of  the  earth  with  regard  to  the  sun  be 
taken  into  account,  the  displacement  of  the  train  from  station  to 
station  is  the  relative  displacement  of  the  train  with  respect  to  the 
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earth  ;  and  its  absolute  displacement  would  be  found  by  combin- 
ing this  relative  displacement  with  the  absolute  displacement  of 
the  earth  (with  respect  to  the  sun  regarded  as  fixed). 

47.  It  follows  that  when  the  two  displacements  are  translations 
the  absolute  displacement  of  tfie  body  will  be  found  by  geometrically 
adding  its  relative  displacement  to  the  absolute  displacement  of  tki 
Iwdy  of  reference.  And  conversely,  the  relative  displacement  of 
a  body  is  found  by  gcotnetrically  subtracting  from  its  absolute  dis- 
placeme7it  the  absolute  displacement  of  the  body  of  reference. 

48.  Analytically,  the  composition  and  resolution  of  vectors  is 
merely  a  problem  of  trigonometry.  Thus,  the  resultant  of  two 
vectors  is  the  diagonal  of  the  parallelogram  formed  by  the  two 
vectors  as  adjacent  sides ;  the  resultant  of  three  vectors  is  the 
diagonal  of  the  parallelepiped  having  the  three  vectors  as  concur- 
rent edges. 

49.  In  the  case  of  more  than  two  or  three  vectors,  however, 
the  solution  by  ordinary  trigonometry  would  become  rather 
tedious,  and  it  is  best  to  proceed  as  follows : 

Assume  an  origin  0  and  three  rectangular  axes  Ox^  Oy,  Oz, 
and  project  each  vector  on  the  three  axes ;  let  -AT,  V,  Zhe  jts  pro- 
jections. These  projections  X,  V,  Z  are  three  vectors  whose 
geometrical  sum  is  equal  to  the  vector.  If  n  vectors  were 
originally  given,  we  should  now  have  them  replaced  by  yi  com- 
ponents of  which  n  lie  in  each  axis.  The  components  lying  in 
the  same  axis  can  be  added  algebraically ;  let  their  respective 
sums  be  2.Y,  2  F,  2Z.  The  n  vectors  are  therefore  equivalent  to 
the  three  vectors  S.Y,  2  Y,  2Z,  which  form  the  concurrent  edges 
of  a  rectangular  parallelepiped  whose  diagonal  drawn  through  the 
origin  0  is  the  resultant  vector  OR  =  R,  i,  e, 

R  =  V{^X)*  +  (2  F)'  +  (2Z)». 

The  direction  of  this  vector  is  given  by  the  equations 

cos  a  a.  -^  ,     cos  P  —  -^,     cos  7  —  --^, 


t 
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where  a,  /9,  7  are  the  angles  made  by  OR  with  the  axes  Ox^  Oy^ 
Ozy  respectively. 

If  all  the  vectors  lie  in  the  same  plane,  we  have  simply : 


R  =  V(^XJ  +  (2K)»,      tana  =  2jf 

60.  Exercises. 

(i)  A  ship  sails  first  6  miles  N.  60**  E.,  then  16  miles  N.  60**  W., 
and  finally  18  miles  S.  15**  E.  Find  distance  and  bearing  of  the 
point  reached :   (a)  graphically,  (^)  analytically. 

(2)  Is  a  scale  of  10  miles  to  the  inch  sufficient  to  obtain  the  results 
of  Ex.  ( I )  correctly  to  whole  miles  and  degrees  ? 

(3)  A  body  is  given  first  a  translation  of  3  feet  along  one  side  of  an 
equilateral  triangle,  then  of  2  feet  parallel  to  the  second,  then  of  i  foot 
parallel  to  the  third  side,  the  same  way*  around.  Find  the  resulting 
displacement. 

(4)  A  ship  is  carried  by  the  current  2  miles  due  W.,  and  at  the 
same  time  by  the  wind  4  miles  due  N.W.,  and  by  her  screw  9  miles 
N.  E.     Find  her  resultant  displacement. 

(5)  A  ferry-boat  crosses  a  river  in  a  direction  inclined  at  an  angle 
of  60®  to  the  direction  of  the  current.  If  the  width  of  the  river  be 
half  a  mile,  what  are  the  component  displacements  of  the  boat  along 
the  river  and  at  right  angles  to  it  ? 

(6)  Two  vectors  of  equal  length  are  inclined  to  each  other  at  an 
angle  a.     Find  the  resultant  in  magnitude  and  direction. 

(7)  For  what  angle  a,  in  Ex.  (6),  is  the  resultant  equal  in  magni- 
tude :  {a)  to  each  component  a'i     (^)  to  ^  ^ ? 

(8)  Resolve  a  vector  a  into  two  components  making  with  the  vector 
angles  of  30®  and  45**  on  opposite  sides. 

(9)  Steering  his  boat  directly  across  a  river  whose  current  is  due 
west,  a  man  arrives  on  the  opposite  bank  at  a  point  from  which  the 

•starting-point  bears  S.E. ;  the  width  of  the  river  being  1500  feet,  how 
iAX  has  he  rowed  ?  What  is  the  absolute,  and  what  the  relative,  dis- 
placement of  the  boat  ? 

(10)  Assuming  a  raindrop  to  fall  24  feet  in  a  second  in  a  vertical 
direction,  find  in  what  direction  it  appears  to  be  falling  to  a  man  :  (^) 
walking  at  the  rate  of  4  feet  per  second,  (^)  driving  at  the  rate  of  10 
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feet  per  second,  (^)  riding  on  a  bicycle  at  18  feet  per  second,  (jd)  in 
a  railroad  car  running  60  feet  per  second. 

(11)  Find  in  magnitude  and  direction  the  resultant  of  6  translations 
of  I,  2,  3,  4,  5,  6  feet,  respectively,  each  component  making  an  angle 
of  45°  with  the  preceding  one:   («)  graphically,  (^)  analytically. 

(12)  If  a,  d,  c  are  three  vectors  whose  geometric  sum  is  o,  prove 
that  a/sin  {be)  =  ^/sin  {ca)  =  cjsin  (ad). 

(13)  Find  the  resultant  of  two  translations  represented  in  magnitude 
and  direction  by  two  rectangular  chords  of  a  circle  drawn  from  a  point 
on  its  circumference. 

(14)  From  a  point  C  in  the  plane  of  a  circle  whose  center  is  O, 
draw  two  lines  at  right  angles  to  each  other  and  intersecting  the  circle 
in  A,  A*  and  B^  B\  respectively.  Show  that  the  resultant  of  the  four 
vectors  CAy  CA',  CB,  CB*  is  equal  to  twice  CO. 

(15)  Prove  that  the  geometric  sum  of  two  vectors  Z^^,,  PJ^^  issu- 
ing from  the  same  point  P^  passes. through  the  middle  point  G  of 
and  has  a  length  =s  2  Ffi. 
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CHAPTER  11. 


I.     Time. 

61.  Before  introducing  the  idea  of  time  into  the  study  of  motion, 
a  word  must  be  said  on  the  measurement  of  time. 

It  is  the  province  of  astronomy  to  devise  methods  for  measur- 
ing time ;  the  usual  method  consists  in  transit  observations. 
Thus  the  fundamental  unit  of  time  in  astronomy,  or  the  sidereal 
day,  is  the  interval  between  two  successive  upper  transits  of  a 
fixed  star  over  the  same  meridian,  that  is,  the  interval  of  time  in 
which  the  earth  makes  one  complete  revolution  referred  to  some 
fixed  star. 

62.  For  the  purposes  of  every-day  life,  it  is  more  convenient  to 
make  the  measurement  of  time  depend  on  the  apparent  revolution 
of  the  sun.  But  the  interval  between  two  successive  upper  tran- 
sits of  the  sun  over  the  same  meridian,  which  is  the  truCy  or  ap- 
parent^ solar  day^  is  not  constant  throughout  the  year,  owing  to 
the  inclination  of  the  earth's  axis  to  the  plane  of  its  orbit  and  to 
the  ellipticity  of  this  orbit  The  true  solar  day  is  thus  not  well 
adapted  to  serve  as  a  unit  of  time. 

Astronomers  imagine,  therefore,  a  so-called  mean  sun,  which 
is  supposed  to  travel  around  the  earth  at  a  uniform  rate,  in  such 
a  way  as  to  make  the  years  of  the  real  and  mean  suns  equal. 
The  interval  between  two  successive  upper  transits  of  this  mean 
sun  over  the  same  meridian  is  called  the  mean  solar  day.  This 
may  be  regarded  as  the  standard  on  which  all  time  determina- 
tions in  mechanics  are  based. 

The  mean  solar  day  is  subdivided  into  24  hours  =  1440  min- 
utes =  86  400  seconds.  In  theoretical  mechanics  the  second  is 
generally  used  as  the  unit  of  time. 
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fiS.  Tlie  relation  between  mean  solar  time  and  sidereal  time  is 
readily  found  by  considering  that  the  tropical  year,  /,  e.  the  inter- 
k^al  between  two  successive  passages  of  the  sun  through  the 
mean  vernal  equinox,  has  365.2422  mean  solar  days,  and  of  course 
just  one  more  sidereal  day.  Hence  i  solar  day  =  366.2422  -i- 
365,2422  =  1 .00273S  sidereal  day ;  in  other  words,  the  sidereal 
day  contains  86  164.  i  seconds  of  mean  time,  while  tlie  solar  day 
contains  86  400  such  seconds.* 

It  will  have  been  noticed  that  all  these  methods  of  measuring 
time  are  ultimately  based  on  the  assumption  that  the  rotation  of 
the  earth  on  its  axis  is  perfectly  uniform.  Observation  shows 
this  assumption  to  be  true,  or  at  least  to  have  a  very  high  degree 
of  approximation. 

II.     Linear  Kinematics. 

I.       UNIFORM    RECTILINEAR    MOTION;    VELOCITy. 

54.  Consider  a  point  moving  in  a  straight  line.  If  throughout 
the  whole  motion  equal  spaces  are  always  described  in  equal 
times,  the  motion  is  said  to  be  imiform. 

Next  consider  two  points  each  moving  uniformly  in  a  straight 
line.  The  motions  may  still  be  different ;  for  it  is  possible  that 
while  one  of  the  points  moves  in  a  given  time  /  over  a  space  f,, 
the  other  moves  during  the  same  time  t  over  a  different  space  s^ 
The  points  are  then  said  to  have  different  velocities,  and  thar 
velocities  are  said  to  be  as  j,  is  to  s,.  The  velocity  v  of  unifonn 
motion  is  therefore  measured  by  the  ratio  of  the  space  s  described 
in  any  time  /  to  this  time  ;  that  is,  v  =  sjt. 

60.  This  equation  written  in  the  form 

.—.;  (,) 

is  called  the  equation  of  motion  of  the  point.     It  follows  from 
Art.  54  that  in  uniform  motion  the  velocity  v  is  constant. 

With  t  as  abscissa  and  s  as  ordinate  (or  vice  versa),  the  equa- '] 
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tion  of  uniform  motion  (i)  represents  a  straight  line ;  the  tangent 
of  the  angle  made  by  this  line  with  the  axis  of  /  represents  the 
velocity  v. 

66.  Let  the  point  P  start  at  the  time  /  =  o  from  a  point  O 
(Fig.  1 7);  let  it  reach  the  point  P^  at  the  time  /  =  /o  and  the  point 
P^  at  the  time  /  =  /.  Then,  putting  OP^  =  s^,  OP^  =  s,  the  space 
passed  over  in  the   time  /  —  /©  is  s  ~~  s^;   hence  the  velocity 


Fis.  17. 

r  ==  (j  —  'fo)/(^  ~  0-    '^^  equation  of  uniform  motion  can  there- 
fore be  written  in  the  form 

5-J,  =  Z</-/,).  (I') 

If  the  times  be  counted  from  the  instant  when  the  moving 
point  is  at  P^  we  have  t^  =  o,  and  the  equation  of  motion  is 

s  =  s^  +  vt.  (i'') 

Finally,  if  both  times  and  spaces  are  counted  from  P^  as  origin, 
we  have  s^  =  o,  so  that  (i")  reduces  to  (i). 

67.  To  measure  velocities  we  must  adopt  a  unit  of  velocity. 

In  kinematics,  the  only  ftmdamental,  i.  c,  independent,  units 
required  are  those  of  length  and  time.  All  other  quantities  can 
be  expressed  in  terms  of  length  and  time,  and  their  units  are 
therefore  called  derived  units. 

Thus,  the  definition  of  the  velocity  of  uniform  motion  as  a 
length  divided  by  a  time  (Art.  54)  can  be  expressed  by  the  sym- 
bolic equation 

V=  ^,orV=LT-', 

and  we  say  that  the  dimenflions  of  velocity  are  i  in  length  and 
—  I  in  time. 

When  L  =  I  and  T  =  i,  we  have  V  =  i.  We  must  therefore 
select  for  our  unit  of  velocity  that  velocity  with  which  unit  length 
is  described  in  unit  time. 
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Hence  in  the  C.  G.  S.  system  (see  Arts.  8,  9)  the  umt  velocity- 
is  a  velocity  of  i  cm.  per  second;  in  tht;  F.P.S.  system  it  is  a 
velocity  of  i  ft.  per  second. 

68.  In  practice  other  units  are  often  used,  and  the  same  con- 
crete velocity  can  therefore  be  expressed  by  different  numbers. 
Thus  the  same  velocity  of  a  railroad  train  can  be  described  as  30 
miles  per  hour,  or  44  feet  per  second,  or  (approximately)  13.41 
meters  per  second. 

The  symbols  s,  v,  t,  etc.,  in  the  kinematical  equations  must  be 
understood  to  represent  the  numerical  ratios  of  the  concrete 
quantides  to  their  respective  units.  TJie  symbol  v,  for  instance, 
stands  for  the  ratio  I'/J'i  of  the  concrete  velocity  V  to  its  unit 
Kj,  and  we  have  of  course  the  proportion  :  30  miles  an  hour  is 
to  one  mile  an  hour  as  44  feet  per  second  is  to  one  foot  per 
second,  etc. 

69,  The  full  meaning  of  the  equation  of  dimensions  V  =  LT~' 
is  obtained  if  we  substitute  K/  V^  for  V,  i/Z:,  for  L,  T"/?;  for  T, 
where  V,  L,  T  are  the  concrete  quantities  and  V^,  Z„  T^  thdr 
units.     We  find 

^_i     7; 
V~ L^'  T'' 

and  this  equation  shows  two  things  which  are  of  frequent  applica- 
tion in  reductions  between  different  systems  of  units  : 

(a)  The  numerical  value  Vj  f ',  of  a  velocity  varies  directly  as 
the  unit  of  time  and  inversely  as  the  unit  of  length  ; 

{b)  the  unit  of  velocity  l'\  varies  directly  as  the  unit  of  length 
and  inversely  as  the  unit  of  time.* 

60.  In  speaking  of  velocities,  the  time  unit  (usually  the  second) 
is  frequentiy  understood  without  being  mentioned.  This  has  led 
to  considering  velocity  as  a  length  (viz.  the  length'  passed  over  in 
unit  time) ;  it  can  then  be  represented  graphically  by  a  segment 
of  a  straight  line,  and  if  in  addition  we  combine  with  the  idea  of 

■See  J.  D,  EvKBETT,  C.  G.  S.  syslem  efunilt,  190*,  p.  3. 
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velocity  that  of  the  direction  and  sense  of  the  motion,  its  geometri- 
cal representative  will  be  a  vector  (see  Art  41).  We  shall  see 
later  that  tliis  view  is  of  particular  advantage  in  studying  the 
velocity  of  curvilinear  motion. 

Some  recent  writers  on  mechanics  use  the  term  velocity  exclu- 
sively in  this  meaning,  i.e.  as  denoting  a  vector,  and  apply  the 
term  speed  to  denote  the  numerical  magnitude  of  this  vector.  In 
linear  kinematics  the  direction  is  given,  and  the  "  speed  "  alone  is 
the  subject  of  investigation.  The -f  or  —  sign  of  the  "speed" 
expresses  the  sense  of  the  motion. 

61.  Exercises. 

(i)  A  train  leaves  the  station  ^  at  9  h.  5  m,,  passes  fwithout  stop- 
ping) .ff  at  9  h.  31  m.,  Cat  9  h.  48  m.,  and  arrives  at  Z>  at  10  h.  it 
m.,  the  distance  ^/^  being  46.3  miles.  Considering  the  tDOtion  as 
imifoim  : 

(fl)  What  is  the  velocity  ? 

(^)  What  is  the  equation  of  motion  ? 

((-3  What  are  the  distances  BD  and  CD7 

((/)  If  after  stopping  10  minutes  at  D  the  train  goes  on  with  the 
same  velocily  as  before,  when  will  it  reach  E,  20^  miles  beyond  ZJ? 

(?)  Construct  a  graphical  lime-table,  taking  the  times  as  abscissas 
and  the  distances  as  ordinates. 

(i)  Interpret  equations  (1')  and  (1")  geometrically, 

(3)  A  train  leaves  Detroit  at  8  h.  25  m.  a.m.  and  reaches  Chicago 
at  4  h.  s  m.  P.M.  ;  another  train  leaves  Chicago  at  10  h.  30  m. 
A.M.  and  arrives  in  Detroit  at  5  h.  30  m.  p  m.  The  distance  is  384 
miles.  Regarding  the  motion  as  uniform  and  neglecting  the  stops, 
find,  both  analytically  and  graphically,  when  and  where  the  trains 
will  meet. 

(4)  Four  trains  leave  New  York  at  8  h.,  9  h.  30  m.,  10  h.,  11  h. 
30  ro.,  A.M.,  respectively,  arriving  at  Boston  at  i  h.,  ah.  30  m,,  4  h., 
5  h.,  P.M.,  respectively.  Taking  the  distance  as  300  miles,  find 
graphically  when  and  where  a  train  leaving  Boston  at  noon  and  reach- 
ing New  York  at  5  h,  30  m.  will  meet  the  four  trains,  all  velocities 
being  regarded  as  constant. 

(5)  Reduce  the  following  velocities  to  F.  P.  S.  units:  {a)  Walk- 
ing 4  miles  an  hour;  (1*)  trotting  a  mile  in  2  m.  10  s.  ;   (f)  railroad 


34 


KINEMATICS. 


[^r 


train,  from  30  to  50  miles  per  hour ;  (//)  bicyclist,  a  miles  in  4  m. 
SgJ  s. ;    (f)  sound  in  air,  333  meters  per  second. 

(6)  Two  men  starting  (in  opposite  sense)  from  the  same  point 
walk  around  a  block  forming  a  rectangle  of  sides  a,  6;  if  their  con- 
stant speeds  are  i\,  v^,  when  and  where  will  they  meet  ? 

(7)  How  is  the  unit  of  velocity  changed  if  the  minute  be  adopted 
as  unit  of  time,  the  unit  of  length  remaining  unchanged  ? 

(S)  The  mean  distance  of  the  sun  being  92  jd  million  miles,  find 
the  velocity  of  light  if  it  takes  light  16  m,  42  s.  to  cross  the  earth's 
orbit  (<()  in  miles  per  second,  (/'J  in  centimeters  per  second. 

(9)  Two  trains  are  running  on  the  same  track  at  the  rate  of  30  and 
24  miles  per  hour,  respectively.  If  at  a  certain  instant  they  are  12 
miles  apart,  find  both  graphically  and  analytically  when  they  will  col- 
lide (a)  if  ihey  are  headed  the  same  way ;  (li)  if  they  run  in  opposite 
directions. 

(10)  In  what  latitude  is  a  bullet  shot  west  with  a  velocity  of  1320 
ft.  per  second  at  rest  relatively  to  the  earth's  axis,  the  radius  being 
taken  as  4000  miles? 

(11)  Two  trains,  one  250,  the -other  410  ft.  long,  pass  each  other 
on  parallel  tracks  in  opposite  directions  with  equal  velocity.  A  pas- 
senger in  the  shorter  train  observes  that  it  takes  the  longer  train  just  6 
seconds  to  pass  him.     What  is  the  velocity? 

2.     VARIABLE    RECTILINEAR    MOTION  ;    ACCELERATION, 

68,  If  the  motion  be  not  uniform,  the  definition  of  velocity 
given  in  Art.  54  is  not  applicable,  as  it  would  not  give  any  defi- 
nite meaning  to  the  term. 

We  may  of  course  divide  the  whole  space,  or  any  portion  of 
it,  by  the  corrEsponding  time;  and  the  quotient  so  obtained  is 
called  the  mean,  or  average,  velocity  for  that  space  or  time.  But 
its  value  is  in  general  different  for  different  portions  of  the  path. 
It  simply  represents  that  constant  velocity  with  which  the  space 
could  be  described  in  the  same  time  in  which  it  is  actually 
described. 


^^H    variabl 


While  we  cannot  speak,  generally,   of  tlu  velocity  of  a 
variable  motJon,  we  attach  a  perfectly  definite  meaning  to  tiie 
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expression  :  the  velocity  of  the  motion  at  any  particular  point  or 
instant. 

To  obtain  a  mathematical  expression  for  this  velocity  at  the 
point  P,  or  at  the  time  /,  let  us  consider  a  point  moving  in  a 
straight  line.  Let  P  (Fig.  i8)  be  its  position  at  the  time  /,  P' 
its  position  at  the  time  /  +  A/ ;  let  the  spaces  be  counted  from 
the  point  O  as  origin  so  that  (?/*=  5,  OP'  =  ^  +  Ar.     Then,  by 

0|<— s ^ — A»-J 

Fig.  18. 

Art  (}2  the  quotient  ^ILt  is  the  average  velocity  in  tlie  interval 

PP'. 

As  P'  approaches  P,  i,  ^.,  as  £ks  and  A/  approach  zero,  this 

average  velocity  As /At  will  approach  a  definite  limit.     This  limit 

is  called  the  velocity  v  of  the  point  at  P;  we  have  thus  the 

definition 

^,     As     ds 

^,«oA/      dt' 

t.  e.,  in  variable  motion  in  a  straight  line  the  velocity  at  any  par- 
ticular point  of  the  path,  or  at  any  instant  of  time,  is  the  value, 
at  that  point  or  time,  of  the  first  derivative  of  the  space  with 
respect  to  the  time ;  in  other  words,  velocity  is  the  tifne-rate  of 
change  of  space. 

This  definition  includes  uniform  motion  as  a  special  case ;  for 
in  this  case,  v  being  constant,  the  equation  of  uniform  motion  (i), 
Art  55,  gives  dsjdt^^  v. 

64.  The  definition  of  velocity  given  in  the  last  article, 

enables  us  to  find  the  velocity  if  the  space  be  given  as  a  function 
of  the  time,  say  s  ^f{t) ;  and  conversely,  if  the  velocity  be  given 
as  a  function  of  time  or  space,  we  find  by  integrating  the  differ- 
ential equation  dsjdt  =i  t;  an  integral  equation  of  motion  s  =/(/). 
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If  V  be  given  as  function  of  t,  say  v  =  <f>{t),  we  find  from  (2) 
lis  =  W/,  and  hence  by  integration 

(3) 

where  s^  is  the  space  described  during  the  time  t^. 

Similarly,  if  z'  be  given  as  a  function  of  s,  say  v  =  ^(j),  we 
have  from  (2)  dt  =  dsjv,  and  hence 

C4 
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66.  We  have  seen  (Art.  56,  equation  (i"))  that  in  the  case  d 
uniform  motion  the  velocity  v  =z(s  —  s^jt,  i.  e.,  the  rate  of  chahgi 
of  space  with  time,  is  constant  The  simplest  case  of  variablfl 
motion  is  that  in  which  the  velocity  varies  uniformly.  In  recth 
linear  motion,  t/u  rate  at  ■wJuck  the  velocity  varies  -with  tite  time  \ 
called  the  acceleration ;  we  shall  denote  it  by  j. 

If  the  velocity  vary  uniformly,  the  acceleration  is  constant,  and 
we  have  y=  (zj  — z'„)//,  where  /is  the  time  during  which  the 
velocity  changes  from  v^  to  v. 

By  reasoning  analogous  to  that  employed  in  Art.  63,  we  find 
for  the  acceleration  of  anv  rectilinear  motion  at  tiie  time  t 
dv      dh 
'~llt~di''-  ^5) 

that  is,  in  rectilinear  motion  the  acceleration  at  any  point  or  instaiU 
is  tlie  value,  at  that  point  or  instant,  of  the  second  derivative  of  th§ 
space  with  respect  to  the  time. 

Negative  acceleration  will  thus  indicate  a  decreasing  velocity. 

When  the  acceleration  is  constant,  the  motion  is  said  to  be  nnU 
fonnly  accelerated. 

66.  Conformably  to  the  definition  of  acceleration,  its  unit  is  the 
"cm.  per  second  per  second"  in  the  C.  G.  S.  system,  and  the 
"  foot  per  second  per  second  "  in  the  F.  P.  S.  system.  As  it  can 
rarely  be  convenient  to  use  two  different  time  units  in  the  unit  of 
acceleration  (say,  for  instance,  mile  per  hour  per  second),  it  isA 
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customary  to  mention  the  time  unit  but  once  and  to  speak  of  an 
acceleration  of  so  many  feet  per  second,  or  cm.  per  second,  it 
being  understood  that  the  other  time  unit  is  also  the  second. 
For  the  dimensions  of  acceleration  we  have  (see  Art  57) 

J  =  VT-^  =  LT-«. 

Denoting,  as  in  Arts.  58,  59,  the  concrete  value  of  an  accelera- 
tion by  J,  its  unit  by  J^,  and  similarly  for  length  and  time,  we 
have  the  equation 

which  shows  that  {a)  the  numerical  w^u^JIJ^  of  an  acceleration 
varies  directly  as  the  square  of  the  unit  of  time,  and  inversely  as 
the  unit  of  length  ;  and  {b)  the  unit  of  acceleration,  y^,  varies  di-  - 
rectly  as  the  unit  of  length,  and  inversely  as  the  square  of  the 
unit  of  time. 

67.  Exeroues. 

( 1 )  A  point  moving  with  constant  acceleration  gains  at  the  rate  of 
30  miles  an  hour  in  every  minute.  Express  its  acceleration  in  F.  P.  S. 
units. 

(2)  At  a  place  where  the  acceleration  of  gravity  is  ^=9.810 
meters  per  second,  what  is  the  value  of  ^  in  feet  per  second  ? 

(3)  A  railroad  train,  10  minutes  after  starting,  attains  a  velocity  of 
45  miles  an  hour;  what  was  its  average  acceleration  during  these  10 
minutes  ? 

(4)  If  the  acceleration  of  gravity,  ^=32  feet  per  second,  be  taken 
as  unit,  what  is  the  acceleration  of  the  railroad  train  in  Ex.  (3)  ? 

3.    APPLICATIONS. 

68.  XTniformly  Accelerated  Kotion.  As  in  this  case  the  acceler- 
ation/is constant  (see  Art.  65),  the  equation  of  motion  (5) 

d^s      .  dv 

can  readily  be  integrated  : 

V  =jt  +  C. 
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To  determine  the  constant  of  integration  C,  we  must  know  the 

value  of  the  velocity  at  some  particular  moment  of  time.     Thus, 

if  z;  =  z;^  when  /=o,  we  find  v^ss  C;  hence,  substituting  this 

value  for  C, 

v-v^  ^jt.  (6) 

This  equation,  which  agrees  with  the  definition  of  y  given  in 
Art.  65,  gives  the  velocity  at  any  time  /.  Substituting  dsjdt  for 
V  and  integrating  again,  we  find  s^v^t  +  \jt^  +  C,  where  the 
.  constant  of  integration,  C,  must  again  be  determined  from  given 
"  initial  conditions."  Thus,  if  we  know  that  ^  =  ^q  when  /  =  o, 
we  find  j^  =  C  ;  hence 

^  -  ^0  ==  V  +  ^>'-  (7) 

This  equation  gives  the  space  or  distance  passed  over  in  terms 
of  the  time. 

69.  Eliminating y  between  (6)  and  (7),  we  obtain  the  relation 

•^  -  -^0  =*  K^'o  +  ^)A 

which  shows  that  in  uniformly  accelerated  motion  the  space  can 
be  found  as  if  it  were  described  uniformly  with  the. mean  velocity 

70.  To  obtain  the  velocity  in  terms  of  the  space,  we  have  only 
to  eliminate  /  between  (6)  and  (7)  ;  we  find 

K^  -  O  =jXs  -  So).  (8) 

This  relation  can  also  be  derived  by  eliminating  dt  between  the 
differential  equations  v  =  dsjdty  dvjdt  =y,  which  gives  vdv  =^jds^ 
and  integrating.  The  same  equation  (8)  is  also  obtained  directly 
from  the  fundamental  equation  of  motion  dhjdi^  =y  by  a  process 
very  frequently  used  in  mechanics,  viz.,  by  multiplying  both 
members  of  the  equation  by  dsjdt.  This  makes  the  left-hand 
member  the  exact  derivative  of  \{dsfdty'  or  Jt^,  and  the  inte- 
gration can  therefore  be  performed. 
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71.  The  three  equations  (6),  (7),  (8)  contain  the  complete 
solution  of  the  problem  of  uniformly  accelerated  motion.  For 
uniformly  retarded  motion,  taking  the  direction  of  motion  as 
positive,  we  have  only  to  write  — y  for  +y. 

If  the  spaces  be  counted  from  the  position  of  the  moving  point 
at  the  time  /  =  o,  we  have  s^  =  o,  and  the  equations  become 

^  =  ^0  +yA  (6') 

^  =  V  +  y^'>  (70 

If  in  addition  the  initial  velocity  v^  be  zero,  the  point  starting 
from  rest  at  the  time  /  =  o,  the  equations  reduce  to  the  following  : 

V  ^jt,  (6") 

s  =  \j^,  (7") 

J^  =>.  (8") 

72.  The  most  important  example  of  uniformly  accelerated 
motion  is  furnished  by  a  body  falling  in  vacuo  near  the  earth's 
surface.  Assuming  that  the  body  does  not  rotate  during  its  fall, 
its  motion  relative  to  the  earth  is  a  mere  translation,  and  it  is 
sufficient  to  consider  the  motion  of  any  one  point  of  the  body. 
It  is  known  from  observation  and  experiment  that  under  these 
circumstances  the  acceleration  of  a  falling  body  is  constant  at 
any  given  place  and  equal  to  about  980  cm.,  or  32  ft.,  per  second 
per  second  ;  the  value  of  this  so-called  acceleration  of  gravity  is 
usually  denoted  by  g. 

In  the  exercises  on  falling  bodies  (Art.  74)  we  make  through- 
out the  following  simplifying  assumptions  :  the  falling  body  does 
not  rotate ;  the  resistance  of  the  air  is  neglected,  or  the  body 
falls  in  vacuo ;  the  space  fallen  through  is  so  small  that  g  may 
be  regarded  as  constant ;  the  earth  is  regarded  as  fixed. 

73.  The  velocity  v  acquired  by  a  falling  body  after  falling  from 
rest  through  a  height  h  is  found  from  (8")  as 


This  is  I 
while 
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lally  called  the  velocity  due  to  the  height  (or  head)  h. 


IS  called  the  height  {or  head)  due  to  the  velocity  v. 

74.  Exercises, 

(i)  A  body  falls  from  rest  at  a  place  where^=  32.1.  Find  (u) 
the  velocity  at  the  end  of  the  fourth  second  ;  {d')  the  space  fallen 
through  in  4  seconds ;  (f )  the  space  fallen  through  in  the  hfth 
second. 

(a)  If  a  railroad  train,  at  the  end  of  2  m.  40  s.  after  leaving  the 
station,  has  acquired  a  velocity  of  30  miles  per  hour,  what  was  ita 
acceleration  {regarded  as  constant)? 

(3)  Galileo,  who  first  discovered  the  laws  of  falling  bodies,  ex- 
pressed them  in  the  following  form  :  (a)  The  velocities  acquired  at 
the  end  of  the  successive  seconds  increase  as  the  natural  numbers; 
{^)  the  spaces  described  during  the  successive  seconds  increase  as  the 
odd  numbers;  (r)  the  spaces  described  from  the  beginning  of  the 
motion  to  the  end  of  the  successive  seconds  increase  as  the  squares  of 
the  natural  numbers.     Prove  these  statements, 

(4)  A  stone  dropped  into  the  vertical  shaft  of  a  mine  is  heard  to 
strike  the  bottom  after  /  seconds ;  find  the  depth  of  the  shaft,  if  the 
velocity  of  sound  be  given  =  c.  Assume  /  =  4  s.,  c  =  332  meters, 
g=  980. 

(5)  A  railroad  train  in  approaching  a  station  makes  half  a  mile  in 
the  first,  1000  ft.  in  the  second,  minute  of  its  retarded  motion.  If 
the  motion  is  K»^crw/j' retarded  :  («)  When  will  it  stop?  (^)  What 
is  the  retardation  ?  (i-)  What  was  the  initial  velocity  ?  (<^)  When 
will  its  velocity  be  4  miles  an  hour? 

(6)  Interpret  equations  (6)  and  (7)  geometrically. 

(7)  A  body  being  projected  vertically  upwards  with  an  initial 
velocity  r,,  (a)  how  long  and  {h)  to  what  height  will  it  rise?  (c) 
When  and  {</)  with  what  velocity  does  it  reach  the  start ing-p6int? 

(8)  A  bullet  is  shot  vertically  upwards  with  an  initial  velocity  ol 
I300  ft.  per  second,  (a)  How  high  will  it  ascend  ?  (A)  What  is  its 
velocityat  the  height  of  16,000  ft.  ?    (f)  When  will  it  reach  the  ground 


I 
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again?  (//)  With  what  velocity?  (^)  At  what  time  is  it  16,000  ft. 
above  the  ground  ?  Explain  the  meaning  of  the  double  signs  wherever 
they  occur  in  the  answers. 

(9)  With  what  velocity  must  a  ball  be  thrown  vertically  upwards  to 
reach  a  height  of  100  ft.  ? 

(10)  A  body  is  dropped  from  a  point  ^  at  a  height  AB  3=  h  above 
the  ground;  at  the  same  time  another  body  is  thrown  vertically 
upward  from  the  point  B^  with  an  initial  velocity  v^,  (<z)  When  and 
(3)  where  will  they  collide?  (^)  If  they  are  to  meet  at  the  height 
^  hf  what  must  be  the  initial  velocity  ? 

(11)  If  a  train  can  attain  its  regular  speed  in  3  minutes  and  can  be 
brought  to  rest  in  the  same  time,  how  much  time  is  lost  by  making 
four  stops  of  2  minutes  each  between  two  stations  ? 

(12)  The  barrel  of  a  rifle  is  30  in.  long ;  the  muzzle  velocity  is 
1300  ft./sec. ;  if  the  motion  in  the  barrel  be  uniformly  accelerated, 
what  is  the  acceleration  and  what  the  time  ? 

(13)  If  a  stone  dropped  from  a  balloon  while  ascending  at  the  rate 
of  25  ft./sec.  reaches  the  ground  in  6  seconds,  what  was  the  height  of 
the  balloon  when  the  stone  was  dropped  ? 

(14)  If  the  speed  of  a  train  increases  uniformly  after  starting  for  8 
minutes  while  the  train  travels  2  miles,  what  is  the  velocity  acquired? 

(15)  A  train  running  30  miles  an  hour  is  brought  to  rest,  uniformly, 
in  2  minutes.     How  far  does  it  travel  ? 

(16)  Two  particles  fall  from  rest  from  the  same  point,  at  a  short 
interval  of  time  t  ;  find  how  far  they  will  be  apart  when  the  first  par- 
ticle has  fallen  through  a  height  h.  Take  e.g.  ^  =  900  ft.,  r  =  ^^ 
second. 

75.  The  general  problem  of  rectilinear  motion  requires  the 
integration  of  the  differential  equation 

d^  ^J*  (5) 

where  y  is  a  function  of  s,  /,  and  v,  in  connection  with  the 

equation 

ds 
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As  these  t^vo  equations  involve  four  quantities  /,  s,  v,j,  a  third 
relation  between  them,  say 

f{f.s,v.j)  =  o,  (9) 

is  always  necessary  in  order  to  express  three  of  these  four  quanti- 
ties in  terms  of  the  fourth.    Next  to  the  case  of  uniformly  acceler- 
ated motion  where  the  relation  (g)  is  simply  y  =  const.,  the  most 
I  important  cases  are  those  wheny  is  given  as  a  function  of  t,  of  s, 

I         or  of  V,  or  of  botJi  s  and  v. 

\  76.  Whenever  in  nature  we  observe  a  motion  not  to  remain  .\ 

uniform,  we  try  to  account  for  the  change  in  the  character  of  the 
motion  by  imagining  a  special  cause  for  such  change.  In  recti- 
linear motion,  the  only  change  that  can  occur  in  the  motion  is  a 
change  in  the  velocity,  i.e.  an  acceleration  (or  retardation).  It 
is  often  convenient  to  have  a  special  name  for  this  supposed  cause 
producing  acceleration  or  retardation ;  we  call  it  force  (attraction, 
repulsion,  pressure,  tension,  friction,  resistance  of  a  medium, 
elasticity,  cohesion,  etc.),  and  assume  it  to  be  proportional  to  the 
acceleration.  A  fuller  discussion  of  the  nature  of  force  and  its 
relation  to  mass  will  be  found  in  Arts.  255—272.  The  present 
I  remark  is  only  intended  to  make  more  intelligible  the  physical 

I  meaning  and  applications  of  the  problems  to  be  discussed  in  the 

I  following  articles. 

I  77.  Acceleration  inversely  proportional  to  the  sqn&re  of  the  di>- 

I  tance,  /.  (•.  J  =  fd^/s^  where  ^  is  a  constant  (viz.  the  acceleration  at 

I  the  distance  j  =  1)  and  s  is  the  distance  of  the  moving  point  from 

I  a  fixed  point  in  the  line  of  motion. 

I  The  differential  equation  (5)  becomes  in  this  case 


the   first  integration  is  readily  performed  by  multiplying  both 
members  by  ds/iit  so  as  to   make  the   left-hand  member  the  | 
exact  derivative  oi  it{ds j dt)^  or  \t.^.     Thus  we  find 


¥' 


-T  +  C. 
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where  the  constant  of  integration,  C,  must  be  determined  from 
the  so-called  initial  conditions  of  the  problem.  For  instance,  if 
v^v^  when  s  =  s^,  we  have  ^v^  =  —  /a/s^  +  C;  hence,  eliminat- 
ing C  between  this  relation  and  (i  i). 

To  perform  the  second  integration  we  solve  this  equation  for 
V  and  substitute  ds/dt  for  v: 


ds  I    ,       2M       2/* 


•fp 


or  putting  v*  +  2^/^,  =  2m/m', 


Here  the  variables  s  and  /  can  be  separated,  and  we  find 


To  integrate  put  j  —  fi'  =s  ;r*.  The  result  will  be  different 
according  to  the  signs  of  fA,  fjk',  and  v,  which  must  be  determined 
from  the  nature  of  the  particular  problem. 

It  is  easily  seen  that  the  methods  of  integration  used  in  this 
problem  apply  whenever/  is  given  as  a  function  of  s  alone. 

78.  It  is  an  empirical  fact  that  the  acceleration  of  bodies  fall- 
ing in  vacuo  on  the  earth's  surface  is  constant  only  for  distances 
from  the  surface  that  are  very  small  in  comparison  with  the 
radius  of  the  earth.  For  larger  distances  the  acceleration  is 
found  inversely  proportional  to  the  square  of  the  distance  from 
the  earth's  center. 

By  a  bold  generalization  Newton  assumed  this  law  to  hold 
generally  between  any  two  particles  of  matter,  and  this  assump- 
tion has  been  verified  by  all  subsequent  observations.  It  can 
therefore  be  regarded  as  a  general  law  of  nature  that  any  particle 
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of  matter  produces  in  every  other  such  particle,  each  particle  be- 
ing regarded  as  concentrated  at  a  point,  an  acceleration  inversely 
proportional  to  the  square  of  the  distance  between  these  points. 
This  is  known  as  Ncu'ton's  law  of  universal 
gravitation,  the  acceleration  being  regarded 
as  caused  by  a  force  of  attraction  inherent 
in  each  particle  of  matter. 

It  is  shown  in  the  theory  of  attraction 
that  the  attraction  of  a  spherical  mass,  such 
as  the  earth,  on  any  particle  otitside  the 
sphere  is  the  same  as  if  the  mass  of  the 
iherc  were  concentrated  at  its  center.  The 
acceleration  produced  by  the  earth  on  any 
particle  outside  it  is  therefore  inversely  pro- 
portional to  the  square  of  the  distance  of 
the  particle  from  the  center  of  the  earth. 
^''  "■  79,  Let  us  now  apply  the  general  equa- 

tions of  Art.  yj  to  the  particular  case  of  a  body  falling  from  a 
great  height  towards  the  center  of  the  earth,  the  resistance  of  the 
air  being  neglected. 

Let  0  be  the  center  of  the  earth  (Fig.  19),  P^  a  point  on  its 
surface,  /*„  the  initial  position  of  the  moving  point  at  the  time 
/  =  o,  P  its  position  at  the  time  t ;  let  OP^  =  R.  OP^  =  i„,  OP 
=  s  ;  and  let  g  be  tlie  acceleration  at  P,,  j  the  acceleration  at  P, 
both  in  absolute  value.  Then,  according  to  Newton's  law,  jig 
=  /? :  i'.  This  relation  serves  to  detennine  the  value  of  the  con- 
stant /i  in  (10) ;  for  since  the  acceleration  is  to  have  the  vahie  g 
when  s=^  Ji  we  have 

/tPs 


1 


(;l= 


=  -g; 


the  minus  sign  being  taken  because  the  acceleration  is  directed 
toward  the  origin  0.     We  have  therefore 
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so  that  (lo)  becomes  in  our  case 


de 


(15) 


the  minus  sign  indicating  that  the  acceleration  tends  to  diminish 
the  distances  counted  from  0  as  origin. 

The  integration  can  now  be  performed  as  in  Art  jy.  Multiply- 
ing by  dsldt  and  integrating,  we  find  \i?^  =  g^\^  +  C.  If  the 
initial  velocity  be  zero,  we  have  z/  =  o-  for  J  =  ^^ ;  hence 

and 


.~-R^,^-  —  R^^^^.       (.6) 

Here  again  the  minus  sign  before  the  radical  is  selected  since 
the  velocity  v  is  directed  in  the  sense  opposite  to  that  of  the  dis- 
tance s. 

Substituting  dsldt  for  v  and  separating  the  variables  /  and  s  we 
have 

ye  \  2^  \  Jq  -  J 

*  ence,  integrating  as  indicated  at  the  end  of  Art  jy  : 

the  constant  of  integration  being  zero  since  ^  =  ^^^  for  /  =  o.    The 
last  term  can  be  slightly  simplified  by  observing  that 


sin""^  l/i  —  «^  =r  cos"^«, 
whence  finally : 

80.  Ezeroues. 

( I )  Find  the  velocity  with  which  the  body  arrives  at  the  surface  of 
the  earth  if  it  be  dropped  from  a  height  equal  to  the  earth's  radius,  and 
determine  the  time  of  filing  through  this  height.  Take  R  =  4000 
miles,  ^=«  32. 


Pi 
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(a)  Interpret  equation  (17)  geometrically. 

(3)  Show  that  formula  (16)  reduces  to  »  =  i/z^A  (Art.  73)  with 
/i  i{ s^  —  s=  A  is  small  in  comparison  with  Jl. 

(4)  Show  that  when  s^  is  large  in  comparison  with  J?  while  s  diffeis 
but  slightly  from  /f,  the  forraulie  (16)  and  (17)  reduce  approximately 


=  -»^^' 


av'zi'   ■ 


Hence  find  the  final  velocity  and  time  of  fall  of  a  body  falling  to  the 
earth's  surface  (a)  from  an  infinite  distance;  (i)  from  the  1 

(5)  Derive  the  expressions  for  v  and  t  corresponding  to  (16)  and 
(17)  when  the  initial  velocity  is 

(6)  Find  the  time  of  fall  and  final  velocity  of  a  meteor  if  (a) 
J,  =  2  J?,  7',  =  1  mile  per  second,  (.4)  s^  =  3^,  ;■,  =  4  miles  "per  sec- 
ond, (1-)  J,  =  4^,  v^  =  10  miles  per  second. 

(7)  A  particle  is  projected  vertically  upwards  from  the  earth's  sur- 
bee  with  an  initial  velocity  v^.      How  far  and  how  long  will  it  rise  ? 

(8)  If,  in  (7),  the  initial  velocity  be  r^  =  Vi'^,  how  high  and 
how  long  will  the  particle  rise  ?  How  long  will  it  take  the  particle  to 
rise  and  fall  back  to  the  earth's  surface  ? 

(9)  A  body  is  projected  vertically  upwards.  Find  the  least  initial 
velocity  that  would  prevent  it  from  returning  to  the  earth,  taking 
f  =  3«,  X^  4000  miles. 

81.  Acceleration  directly  proportional  to  the  distance,  ('.  c.j  =  ks, 
where  «  is  a  constant  and  i 
from  a  fixed  point  in  the  lir 

The  equation  of  motion 


is  the  distance  of  the  moving  point 
of  motion. 


(18) 


h 


can  be  integrated  by  the  method  used  in  Art.  77.  The  result  of 
the  second  integration  will  again  be  different  according  to  the  sign 
of  K.  We  shall  study  here  only  a  special  case,  reserving  the 
general  discussion  of  this  law  of  acceleration  until  later  (see  Arts, 
12s  sq.). 
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82,  It  is  shown  in  the  theory  of  attraction  that  the  attraction 
of  a  spherical  mass  such  as  the  earth  on  any  point  within  the  mass 
produces  an  acceleration  directed  to 
the  center  of  the  sphere  and  propor- 
tional to  the  distance  from  this  center. 
Thus,  if  we  imagine  a  particle  moving 
along  a  diameter  of  the  earth,  say  in  a 
straight  narrow  tube  passing  through 
the  center,  we  should  have  a  case  of" 
the  motion  represented  by  equation 
(i8). 

To  determine  the  value  of  k  for  our 
problem  we  notice  that  at  the  earth's 
surface,  that  is,  at  the  distance  OP^  =  R 
from  the  center  0  (Fig.  20),  the  acceleration  must  be  g.  If,  there- 
fore, /denote  the  numerical  value  of  the  acceleration  at  any  distance 
(?P=  s (<  R),  we  have/  :g  =  s  :R,  or  j^  gs JR.     But  the  ac- 

dh  g_ 

R 

Denoting  the  positive  constant  g\R  by  /a',  the  equation  of  motion 
is 

^  =  -  /i»5,  where  /i  =  ^|.  (19) 


Fig.  20. 


celeration  tends  to  diminish  the  distance  s,  hence  -;^=  —  ^^. 


Integrating  as  in  Arts.  TJ  and  79,  we  find 

If  the  particle  starts  from  rest  at  the  surface,  we  have  t/  =  o 
when  J  =  i? ;  hence  O  =  —  J/A^i?  +  C\  and  subtracting  this  from 
the  preceding  equation,  we  find 


Z;=-/il/i?»-^, 


(20) 


where  the  minus  sign  of  the  square  root  is  selected  because  s  and 
V  have  opposite  sense. 
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Writing  dsjdt  for  v  and  separating  the  variables,  we  have 

I        ds 

whence 

/A  R 

Ass  =  R  when  /  =  o,  we  have  o  =  -  cos""^  i  +  C',  or  C  =  o. 

Solving  for  s,  we  find 

s  =  Rcosfit.  (21) 

Differentiating,  we  obtain  v  in  terms  of  / : 

z/  =  —  /A^  sin/x/.  (22) 

83.  The  motion  represented  by  equations  (21)  and  (22)  belongs 
to  the  important  class  of  simple  harmonic  motions  (see  Arts.  121 
sq.).  The  particle  reaches  the  center  when  5  =  0,  f.  ^.,  when 
/A/  =:  7r/2,  or  at  the  time  t  =  7r/2/A.  At  this  time  the  velocity  has 
its  maximum  Value.  After  passing  through  the  center  the  point 
moves  on  to  the  other  end,  P,,  of  the  diameter,  reaches  this  point 
when  ^  =  —  ^,  /.  e,  when  iit  =  tt,  or  at  the  time  /  =  7r//i.  As 
the  velocity  then  vanishes,  the  moving  point  begins  the  same 
motion  in  the  opposite  sense. 

The  time  of*  performing  one  complete  oscillation  (back  and 

forth)  is  called  the  period  of  the  simple  harmonic  motion ;  it  is 

evidently 

7r       27r 

"^    2/a""   /A 

84.  Exercises. 

(i)  Equation  (19)  is  a  differential  equation  whose  general  integral 
is  known  to  be  of  the  form 

J  =  Cj  sin/i/  +  C,  cos/x/ ; 

determine  the  constants  C^^  C,  and  deduce  equations  (21)  and  (22). 
(2)  Find  the  velocity  at  the  center  and  the  period,  taking  ^=32 
and  R  a  4000  miles. 
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(3)  If  the  acceleration,  instead  of  being  directed  toward  the  center, 
is  directed  away  from  it,  the  equation  of  motion  would  be  (Psjdt^^  fi*s. 
Investigate  this  motion,  which  can  be  imagined  as  produced  by  a  force 
of  repulsion  emanating  from  the  center. 

(4)  A  point  whose  acceleration  is  proportional  to  its  distance  from 
a  fixed  point  O  starts  at  the  distance  s^  from  O  with  a  velocity  v^ 
directed  away  from  O ;  how  far  will  it  go  before  returning  ? 

4.   rotation;  angular  velocity;  angular  acceleration. 

86.  A  motion  of  rotation  about  a  fixed  axis  can  be  treated  in 
precisely  the  same  way  in  which  we  have  treated  rectilinear 
motion  in  the  preceding  sections.  It  is  only  to  be  remembered 
that  rotations  are  measured  by  angles  (see  Arts.  8-10),  while 
translations  are  measured  by  lengths. 

86.  The  rotation  of  a  rigid  body  (see  Art.  5)  about  a  fixed  axis 
is  said  to  be  ufufarm  if  equal  angles  are  described  in  equal  times ; 
in  other  words,  if  the  angle  of  rotation  is  proportional  to  the  time 
in  which  it  is  described.  In  this  case  of  uniform  rotation,  the 
quotient  obtained  by  dividing  the  angle  of  rotation,  6,  by  the  cor- 
responding time,  /,  is  called  the  an^^ar  velocity.  Denoting  it  by 
m  we  have  o)  =^//;  and  the  equation  of. motion  is 

61  =  0)/.  (i) 

Thus,  expressing  the  time  in  seconds  and  the  angle  in  radians 
(Art  10),  the  angular  velocity  is  equal  to  the  number  of  radians 
described  per  second.     (Compare  Arts.  54,  55.) 

87.  If  the  time  of  a  whole  revolution  be  denoted  by  T^  we 
have,  from  (i),  27r  =  0)7";  hence 

In  engineering  practice  it  is  customary  to  take  a  whole  revolu- 
tion as  angular  unit  and  to  express  the  angular  velocity  of  uniform 
rotation  by  the  number  of  revolutions  made  in  the  unit  of  time. 
part  I — 4 
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Let   n,   N  be  the   number  oi    revolutions  per  f 
minute,  respectively  ;  then  we  have  evidently 


■cond   and  per 


0) 

88.  When  the  rotation  is  not  uniform,  the  quotient  obtained  "by- 
dividing  the  angle  of  rotation  by  the  time  in  which  it  is  described, 
gives  the  mean,  or  average,  angular  velocity  for  that  time. 

The  rate  of  change  of  the  angle  of  rotation  with  the  time 
any  particular  moment  is  called  the  angular  velocity  at  that  wffl- 
ment.      By  reasoning  similar  to  that  in  Art.  63  it  will  be  seen  that 
its  mathematical  expression  is 

'-Hi  W 

The  rate  at  which  the  angular  velocity  changes  with  the  time 
is  called  the  ftn^nlar  acceleration ;  denoting  it  by  1,  we  have 
_  ,lw  _d'e 

89.  The  most  important  special  case  of  variable  angular  velocity 
is  that  of  uniformly  accelerated  (or  retarded)  rotation  when  the 
angular  acceleration  is  constant.  The  formula  for  this  case  have 
precisely  the  same  form  as  those  given  in  Arts.  68-71  for  uni- 
formly accelerated  rectilinear  motion.  Denoting  the  constant 
linear  acceleration  hyj,  we  have,  when  the  initial  velocity  is  o, 


(6) 


-j-j  =y.  a  constant; 

-  ,  =  a,  a  constant ; 

"-A 

s-yf. 

(a  ■=  at, 

and  when  the  initial  velocities  a 

e  w„  and  a>^,  respectively 

w  =  oj^  +  a/, 
W  -  Jo.,'  _  a«. 

(7) 


92.]  UNEAR  KINEMATICS.  SI 

90.  Let  a  point  P,  whose  perpendicular  distance  from  the  axis 
of  rotation  is  OF=^r,  rotate  about  the  axis  with  the  angular 
velocity  o)  =  dOjdt,  In  the  element  of  time,  dt,  it  will  describe 
an  element  of  arc  ^&  =»  rdO  =  rtodt  Its  velocity  v  =  dsjdt  (fre- 
quently called  its  linear  velocity  in  contradistinction  to  the  angular 
velocity)  is  therefore  related  to  the  angular  velocity  of  rotation  by 

the  equation 

V  =  or.  (8) 

91.  The  radius  vector  0P=^  r  sweeps  over  a  circular  sector 
which  in  uniform  rotation  has  an  area  5  =  \0f*  =  J«/!r*,  while  in 
variable  rotation  the  infinitesimal  sector  described  during  the  ele- 
ment of  time  dt  is  dS  =  \r^d0  =  \<of^dt. 

The  quotient 

7  =  i'"7  =  i»^,  (9) 

for  uniform  rotation,  and  the  corresponding  derivative 

-^-K^=J«"*>  (10) 

for  variable  rotation,  represent,  therefore,  the  sectorial,  or  areal, 
velocity,  /.  e,  the  rate  of  increase  of  area  with  the  time  (see 
Art  97). 

The  rate  of  change  of  this  velocity  with  the  time, 

is  called  the  sectorial,  or  areal,  acceleration. 

92.  Exercises. 

(i)  If  a  fly-wheel  of  lo  ft.  diameter  makes  30  revolutions  per 
minute,  what  is  its  angular  velocity,  and  what  is  the  linear  velocity  of 
a  point  on  its  rim  ? 

(2)  A  pulley  5  ft.  in  diameter  is  driven  by  a  belt  travelling  450  ft. 
a  minute.  Neglecting  the  slipping  of  the  belt,  find  («)  the  angular 
velocity  of  the  pulley  in  radians  per  second,  and  {b)  its  number  of 
revolutions  per  minute. 


52 


KINEMATICS. 


I 


(3)  Find  the  constant  acceleration  (such  as  the  retardation  caused 
by  a  Prony  brake)  that  would  bring  the  tly-wheel  in  Ex.  (i)  to  rest 
in  }i  minute. 

(4)  How  many  revolutions  does  the  fly-wheel  in  Ex,  (3)  make 
during  its  retarded  motion  before  it  comes  to  rest  ? 

(5)  A  wheel  is  running  at  a  uniform  speed  of  32  turns  a  second 
when  a  resistance  begins  to  retard  its  motion  uniformly  at  a  rate  of  8 
radians  per  second.  («)  How  many  turns  will  it  make  before  stop- 
ping?    (i")  In  what  time  is  it  brought  to  rest? 

(6)  A  belt  runs  over  two  pulleys  turning  about  parallel  axes.  Show 
that  the  angular  velocities  of  the  pulleys  are  inversely  proponional  to 
their  diameters.     Do  the  pulleys  rotate  in  the  same  or  opposite  sense? 

(7)  A  wheel  of  4  ft.  diameter  rolls  on  a  straight  horizontal  track 
at  the  rate  of  1 5  miles  an  hour ;  find  the  velocities  of  its  foremost  and 
hindmost  points. 

(8)  A  wheel  of  6  fl.  diameter  is  making  50  rev./min.  when  thrown 
out  of  gear.  If  it  comes  to  rest  in  4  minutes,  find  (a)  the  angular 
retardation ;  (1*)  the  linear  velocity  of  a  point  on  the  rim  at  the  be- 
ginning of  the  retarded  motion ;  (f)  the  same  after  two  minutes. 

III.    Plane  Kinematics. 

VELOCITY  ;    COMPOSITION    OF  VELOCITIES  ;    RELATIVE  VELOCITY, 

93.  Consider  a  point  describing  a  curved  path.  Let  P  (Fig. 
21)  be  the  position  of  the 
point  at  the  time  t,  P'  its 
position  at  the  time  /  +  A/ ; 
and  let  us  select  on  the 
curve  a  point  P^  froni  which 
to  count  the  distances  s 
along  the  curve  so  that  arc 
Rg.21/  P^P=^,     arc     PP'  =  &s. 

Then,  proceeding  just  as 
ase  of  rectilinear  motion  (Art  63)  we  may  define  the 
r  magttitude  of  the  velocity,  at  the  point  P  (or  at  the  time 


I 

I 


in  the 
speed,  I 
^as 


=  lim  -; 


Aj 
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It  IS  however  found  convenient  in  curvilinear  motion  to  incor- 
porate in  the  definition  of  velocity  the  idea  of  the  varying  direction 
of  the  motion  by  assigning*  to  the  velocity  at  P  as  its  direction 
that  of  the  tangent  to  the  curve  at  the  point  P.  The  velocity  at 
tfu  point  P\s  therefore  represented  by  laying  off  on  the  tangent  to 
the  curve  at  P,  in  the  sense  of  the  motion,  a  segment  PT  propor- 
tional to  dsjdt, 

94.  Velocity  is  thus  defined  as  having  both  magnitude  and 
direction  and  is  represented  by  a  rectilinear  segment  PT,  It  is 
assumed,  moreover,  that  these  segments  representing  velocities 
can  be  combined  and  resolved  according  to  the  parallelogram  law 
(Arts.  38-45),  so  that  velocity  is  a  vector  quantity.  The  results 
of  this  assumption  are  in  complete  agreement  with  observed  facts  ; 
a  direct  experimental  verification  would  generally  be  difficult 

Thus  if  a  point  be  subjected  to  two  or  more  simultaneous 
velocities,  the  velocity  of  the  resulting  motion  will  be  represented 
by  the  vector  found  by  geometrically  adding  the  component 
velocities.  A  velocity  may  be  resolved  into  any  number  of  com- 
ponent velocities  whose  geometric  sum  is  equal  to  the  given 
velocity. 

We  proceed  to  consider  the  most  important  cases  of  the  reso- 
lution of  a  velocity  in  plane  motion. 

95.  If  the  curve  P^  (Fig.  22)  in  which  the  point  moves  be  re- 
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ferred  to  rectangular  cartesian  co-ordinates  x,  y,  it  is  convenient^ 
to  resolve  the  velocity  v  along  the  axes  Ox,  Oy  into  t^,  v  .  De- 
noting by  a  the  angle  at  which  the  tangent  to  the  curve  at  the 
point  P  is  inclined  to  the  axis  Ox  we  have 


As  the  point  /'moves  along  the  curve,  its  projection  P^  on  the 
axis  Ox  moves  along  this  axis ;  and  since  OP^  =  x,  the  velocity 
of  the  rectilinear  motion  of  the  point  P^  is  dxjJt  (Art.  63). 
Similarly,  the  projection  P^  of  Pon  the  axis  Oy  moves  along  this 
axis  Oy  with  the  velocity  dyfilt.  It  is  easily  seen  that  the  com- 
ponents 7\,  V  of  v  are  equal  respectively  to  these  velocities  of  P^ 
and  P  ;  that  is  : 

dx  dy  ,  .    I 


For  we  have 


=  cosct  lim 


Aj  Ax 


and  similarly  for  v^. 
As  the  components  v^. 


are  rectangular  we  have 


In  the  language  of  infinitesimals  these  results  are  expressed  by 
saying  that  the  infinitesimal  element  ds  of  the  path  has  the  com-   I 
ponents  dx  =  ds  cosa,  dy  =  ds  sincr,  and  that  division  by  di  gives  I 

dx      ds  dv       ds  , 

— =-  =  -r cosa  =  V  cosa  =  v  ,-^  = 
dt      tic  '  dt 


y  sina  =  V  sma  =  j/ . 


b. 


98.  If  the  equation  of  the  path  be  given  in  polar  co-ordinates,  I 
it  may  be  convenient  to  resolve  the  velocity  v  along  the  radius  I 
vector  tJ/'and  at  right  angles  to  it  (Fig.  23). 
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Let  r,  ^  be  the  polar  co-ordinates,  -^  the  angle  between  v  and 
r ;  then  v^^^v  cos-^,  v^^^  v  sin'^.  The  element  ds  of  the  curve 
has  in  the  same  directions  the  components  dr^s^ds  cos-^,  rdO 
^=.  ds  sin*^.     Hence,  dividing  by  dt^  we  find 


^r  =  ^..  ^#  =  ^^7'  U) 


rf/'    •         dt' 


^-^^rrw-M^Tm:      w 


and 

97.  As  the  point  P  moves  along  the  curve  its  radius  vector  OP 
sweeps  out  the  polar  area  5  of  the  curve,  /.  e.,  the  area  bounded 
by  any  two  radii  vectores  and  the  arc  of  curve  between  their  ends. 
If  AS  be  the  increment  of  this  area  in  the  time  A/,  the  limit  of  the 
ratio  A5/A/,  as  At  approaches  zero,  is  called  the  sectorial  velocity 
dSjdt  of  the  point  P  (about  the  origin  O) : 

dS      ,.     AS 
dt       ^t=Q  At 

It  follows  from  the  well-known  expression  for  the  element  of 
polar  area  that  in  polar  co-ordinates 

=  J^^'  (5) 


dt        *     dt 
and  in  rectangular  cartesian  co-ordinates  : 

dS 


dt 


-i(4--$>  w 
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98.  In  the  case  of  relative  motioii  we  have  to  distinguish  be- 
tween the  absolute  velocity  f  of  a  point,  its  relative  velocity  v^,  and  I 
the  velocity  of  tlie  body  of  reference  Vj. 

To  fix  the  ideas,  imagine  a  man  walking  on  the  deck  of  a 
steamboat.  His  velocity  v^  relative  to  the  boat  is  his  velocity  rf  1 
walking ;  the  velocity  of  the  boat  (say  with  respect  to  the  water 
regarded  as  fixed),  or  more  exactly  speaking,  the  velocity  of  that 
point  of  the  boat  at  which  the  man  happens  to  be  at  the  time, 
is  the  velocity  v^  of  tlie  body  of  reference  ;  and  the  velocity  with 
which  tlie  man  is  moving  with  respect  to  the  water,  is  his  abso- 
lute velocity. 

Representing  these  tlircc  velocities  by  means  of  their  vectors, 
we  evidendy  find  that  l/ie  absolute  velocity  v  is  the  geometric  sum  ' 
of  the  relative  velocity  v^  and  lite  velocity  v^  of  the  body  of  reference^ 
just  as  in  the  case  of  displacements  of  translation  (Art.  47). 
And  conversely,  the  relative  velocity  is  found  by  geometrically  ' 
subtracting  from  tlie  absolute  velocity  the  velocity  of  the  body  of 
reference. 

It  is  often  convenient  to  state  tlie  last  proposition  in  a  some- 
what different  form.  Imagine  that  wc  give  the  velocity  —  v^ 
both  to  tlie  man  and  to  tJie  boat;  then  tlie  boat  is  brought  to 
rest,  and  the  resulting  velocity  of  the  man  is  what  was  before 
his  relative  velocity.  Hence  the  rclati%<e  velocity  is  found  as  the 
resultant  of  the  absolute  velocity  ami  tlie  velocity  of  the  body  of 
reference  rez'crsed. 

99.  Exercises. 

(1 )  The  components  of  the  velocity  of  a  point  are  5  and  3  ft. /sec. 
and  enclose  an  angle  of  135°  i  find  the  resultant  in  magnitude  and 
direction. 

(z)  Find  the  components  of  a  velocity  of  10  ft. /sec.,  along  two 
lines  inclined  to  it  at  30°  and  90°,  (a)  on  opposite  sides,  (5)  on  the 
sanie  side. 

f  3)  A  man  jumps  from  a  car  at  an  angle  of  60°,  with  a  velocity  of 
9  ft, /sec.  (relatively  to  the  car).  If  the  car  is  running  10  miles/hour, 
with  what  velocity  and  in  what  direction  does  the  man  strike  the 
ground? 
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(4)  Two  men,  A  and  B,  walking  at  the  rate  of  3  and  4  miles/hour, 
respectively,  cross  each  other  at  a  rectangular  street  corner.  Find  the 
relative  velocity  of  A  with  respect  to  £  in  magnitude  and  direc- 
tion. 

(5)  How  must  a  man  throw  a  stone  from  a  train  running  15  miles 
an  hour  to  make  it  move  10  il.  per  second  at  right  angles  to  the 
track? 

^6)  The  velocity  of  light  being  300,000  km. /sec,  the  velocity  of 
the  earth  in  its  orbit  30  km. /sec,  determine  approximately  the  con- 
stant of  the  aberration  of  the  fixed  stars. 

(7)  A  man  on  a  wheel,  riding  along  the  railroad  track  at  the  rate 
of  9  miles  an  hour,  observes  that  a  train  meeting  him  takes  3  seconds 
to  pass  him,  while  a  train  of  equal  length  takes  5  seconds  to  overtake 
him.     If  the  trains  have  the  same  speed,  what  is  it? 

(8)  A  swimmer  starting  from  a  point  A  on  one  bank  of  a  river 
wishes  to  reach  a  certain  point  B  on  the  opposite  bank.  The  velocity 
v^  of  the  current  and  the  angle  P(<^it)  made  by  ,*5  with  the  current 
being  given,  determine  the  least  relative  velocity  k,  of  the  swimmer  in 
magnitude  and  direction. 

(9)  A  wheel  of  radius  a  rolls  on  a  straight  track  with  constant 
velocity  (of  its  center)  w,.  Find  the  velocity  w  of  a  point  P  on  the 
rim.     What  point  of  the  rim  has  the  velocity  ;',? 

(to)  Show  that  the  tangent  to  the  cycloid  described  by /",  Ex.  (9), 
passes  through  the  highest  point  of  the  wheel. 

(11)  A  straight  line  in  a  plane  turns  with  constant  angular  velocitj' 
(u  about  one  of  its  points  O,  while  a  point  P,  starting  from  O,  move& 
along  the  line  with  constant  velocity  v^.  Determine  the  absolute  path 
of  F  and  its  absolute  velocity  v.  1 

(12)  Show  how  to  construct  the  tangent  and  normal  to  the  spiral 
of  Archimedes,  r  =  aO,  where  0  =  mt. 

(13)  Show  that  the  tangent  to  the  ellipse  bisects  the  angle  between 
the  radii  vectores  r,,  r„  drawn  from  any  point  /*  on  the  ellipse  to 
the  foci. 

( 14)  Construct  the  tangent  to  any  conic,  a  directrix  and  the  corre- 
sponding focus  being  given, 

(15)  Prove  the  relations  (3),  Art.  96,  by  the  method  of  limits. 
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2.     APPLICATIONS, 

100.  The  motion  of  the  piston  of  a  steam  engine  furnishes  inter- 
esting illustrations  of  the  application  of  graphical  methods  in  kine- 
matics. 

In  Fig.  24,  let  OQ  =  a  be  the  crank  arm,  PQ  =  1=  ma  the 
connecting  rod,  P^P^  =  s  the  "stroke,"  so  that  l=ma^\ms. 
As  PfP^  =  ■^I'^j  =  2«,  we  may  regard  A^A^  as  representing  the 
stroke.  The  position  of  the  piston  head  P  at  the  time  when  the 
crank  pin  is  at  Q  will  then  be  found  as  the  intersection  TV  of  A^A^ 


with  a  circle  of  radius  /  described  about  P;  in  other  words,  jV" 
represents  the  position  of  the  piston  corresponding  to  the  angle 
ApQ=  ^inthcforwardstrokeand  totheangle.^,£?<?'  =  2ir  — 5 
in  the  return  stroke. 

The  crank  may  generally  be  assumed  to  turn  uniformly,  making 
n  revolutions  per  second.  The  linear  velocity  of  the  crank  pin  Q 
is  therefore  «  =  27ra  •«  =  irns. 

For  the  piston  head  P,  or  for  the  point  N,  we  must  distinguish 
between  its  mean,  or  average,  velocity  V,  and  its  variable  instan- 
taneous velocity  v  at  any  particular  moment.  For  each  revolu- 
tion of  the  crank  the  piston  head  completes  a  double  stroke  so 
that  its  mean  speed  is  V=  ins.  Hence  we  have  for  the  mtati 
speed  f  of  the  piston  : 

V      2ns  2 

u       ir/ts'  ir 

101.  The /«J/(i«?rt«(f£)«j  velocity  i*  of  the  piston  can  be  found 
graphically  by  constructing,   as  in   Art.    23,   the  instantaneous 
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center  C  (Fig,  25)  for  the  motion  of  the  connecting  rod.     As  the 
instantaneous  motion  of  the  rod  PQ  is  a  rotation  about  C,  the 


Re.  25. 


linear  velocities  of  P  and  Q  must  be  as  their  distances  from  C,  t.  e. 


V 

u 


CP 
CQ 


Through  0  draw  a  perpendicular  to  0P\  if  PQ  (produced  if 

necessary)  meet    this  perpendicular  in  R^  the  similar  triangles 

CPQ  and  ORQ  give : 

V      CP      OR 


whence 


u-CQ-OQ' 


u 


V 


'OR, 


I.  e.  vis  proportional  to  OR,  If  the  scale  of  velocities  be  selected 
so  that  the  constant  velocity  u  is  represented  by  the  length  a  of 
the  crank,  the  instantaneous  piston  speed  v  is  represented  in  length 
by  OR. 

102.  The  variation  of  the  piston  speed  tf  in  the  course  of  the 
motion  can  best  be  exhibited  graphically.  Thus  a  polar  curve  of 
piston  speed  is  obtained  by  laying  off  on  0(2  a  length  OR*  =  OR, 
for  a  number  of  positions  of  OQ,  and  joining  the  points  R*  by  a 
continuous  curve. 


I 


Another  convenient  method  consists  in  erecting  perpendiculars 
to  OP  at  the  various  positions  of  P  and  laying  off,  on  these  per- 
pendiculars, PR"  =  OR  =  V. 

103.  To  derive  an  analytical  expression  for  the  piston  speed  v, 
let  */)  be  the  angle  OPQ  which  determines  the  position  of  the 
connecting  rod. 

The  triangle  ROQ  gives  by  Art.  loi  ; 
v_       OR  ^  si.i(g  +  0) 
u       OQ  ~      COS0 
If,  as  is  usually  the  case,  the  connecting  rod  is  much  longer  than 
the  crank  arm,  ^  will  be  a  small  angle,  and  we  may  substitute 
sini^  for  tan<^.     But  from  the  triangle  OPQ  we  have 

!i"*_  ^^-'^  _  1_ 
sme~  PQ~  l~  m 
Hence 


\  =  —  —r-^-  =  sin5  +  cos5  tan.^. 


=  «  I  sin5  -f  cost 


0^=u(sh 


sinO  +  ■--sin25  ) 


104.  The  motion  of  the  piston  head  being  rectilinear,  we  find 
its  accelerationyby  dilTerentiadng  with  respect  to  (  the  expression 
for  V  found  in  the  preceding  article  ; 

sm3^j-^-  +  «(cos5+-cos3^j^^. 


I  sinf 

-e  del «"'  = 
=  f  sinfl-f 


-  sin25 


n< 


COS^H COS2^   1—1 


where  dujdt  =  o  if  the  crank  motion  can  be  regarded  as  uniform. 
106.  If  the  connecting  rod  were  of  infinite  length  so  as  to  make 
PQ  (in  Fig.  24)  parallel  to  A^A.^,  the  position  of  the  piston  cor- 
responding to  the  position  Q  of  the  crank  pin  would  be  repre- 
sented by  the  projection  M  o^  Q  on  A^A^ ;  that  is  NAT  would 
be  zero.  This  length  NM  is  therefore  called  the  deviation  due  to 
tke  obliquity  of  the  comiccting  rod. 


J 


k 


loS.] 

If  m  =  Ija  is  so  lat^e  that  the  connecting  rod  can  be  regarded 
as  infinite,  the  cartesian  curve  of  piston  speed  (Art,  102)  be- 
comes a  circle.  And  as  NM=  o  the  expression  for  the  accelera- 
tion (Art,  104)  reduces  to  dvjdt=-{u^ja)cos6,  representing  a 
simple  harmonic  motion  (sec  Art.  121). 

106,  The  slide  valve  of  a  steam  engine  is  generally  worked  by 
an  eccentric  whose  radius  is  set  on  the  shaft  at  such  an  angle  as 
to  shut  off  the  steam  when  the  crank  makes  a  certain  angle  8  with 
the  direction  of  motion  of  the  piston.  It  follows  that  the  fraction 
of  stroke  completed  before  cut-off  takes  place  is  affected  by  the 
obliquity  of  the  connecting  rod.  The  rates  of  cut-off  are  there- 
fore different  in  the  forward  and  backward  strokes.  In  the  for- 
ward stroke,  the  effect  of  the  obliquity  is  to  put  the  piston  in 
advance  of  the  position  it  would  have  if  the  connecting  rod  were 
of  infinite  length ;  in  the  return  stroke,  i.  e,  when  8  is  greater 
than  TT,  the  piston  lags  behind. 

107.  An  analytical  expression  for  the  deviation  due  to  obliquity 
b  readily  obtained  from  Fig.  24.     We  have 

MN=  PN~  PM=  /( I  -  COS0)  =  ms  sin'J^  =  \m^2  ^n\^f, 

or  approximately,  since  <^  is  small, 

MN=  \uis  sin^^. 

Also,  as  in  Art.  103,  sin<(i/sin5  =  l/'«;  hence 


MN  = 


-  s\x?8. 


41/1   ■ 

The  greatest  value  of  MiV  is  thus  seen  to  be  s/^m ;  for  instance. 
I  if  the  connecting  rod  be  four  times  the  length  of  the  crank,  the 
I  deviation  due  to  obliquity  cannot  exceed  -^^  of  the  stroke. 

108.  Exerciiea.* 

( 1 )  Construct  a.  polar  diagram  exhibiting  the  positron  of  the  piston 

*  Some  of  ttiese  problems  are  taken  with  slight  modifjcatiaa  from  Cottekill's  Afi- 
M^Ked  wuckanui,  1884,  p,  112. 
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for  all  angles  B  by  laying  off  on  the  crank  arm  OQ  a  length  ON' 
=  OjVand  joining  the  points  N'  by  a  continuous  curve. 

(a)  Construct  the  curves  of  piston  speed  indicated  in  Art,  10a. 

(3)  Show  that  for  a  connecting  rod  of  infinite  length  the  two  loops 
of  the  curve  of  Ex.  ( i )  reduce  to  two  equal  circles. 

(4)  The  driving  wheels  of  a  locomotive  are  6  feet  in  diameter;  find 
the  number  of  revolutions  per  minute  and  the  angular  velocity  when 
running  at  45  miies  per  hour.  If  the  stroke  be  2  feet,  find  the  mean 
speed  of  the  piston. 

(5)  The  pitch  of  a  screw  is  24  ft.,  and  the  number  of  revolutions 
70  per  minute.  Find  the  speed  in  knots,  a  knot  being  a  sea  mile  per 
hour  ^  6ogo  ft. /hour.  If  the  stroke  is  4  ft.,  find  the  speed  of  piston 
in  feet  per  minute. 

(6)  The  stroke  of  a  piston  is  4  ft.,  and  the  connecting  rod  is  9  ft. 
long.  Find  the  position  of  the  crank,  when  the  piston  has  completed 
the  first  quarter  of  the  forward  and  backward  strokes  respectively. 
Also  find  the  position  of  the  piston  when  the  crank  is  upright. 

(7)  The  valve  gear  is  so  arranged  in  the  last  question  as  to  cut  off 
the  steam  when  the  crank  is  45°  from  the  dead-points  both  in  the  for- 
ward and  backward  strokes.  Find  the  point  at  which  steam  will  be 
cut  off  in  the  two  strokes.  Also  when  the  obliquity  of  the  connecting 
rod  is  neglected. 

(8)  If,  in  Fig.  24,  the  crank  a  =  i  ft.,  the  connecting  rod /=  4ft., 
the  number  of  revolutions  =  90  per  minute,  what  is  the  velocity  of  the 
cross-head  P  when  the  crank  stands  at  fl  =  30"  ? 

(9)  With  m  =  4,  «  =  const.,  in  what  position  of  the  piston  in  the 
stroke  is  its  velocity  greatest  ? 

(10)  Determine  the  velocity  and  acceleration  of  a  point  R  on  the 
connecting  rod  QP  '\i  QR  =  n-  QP,  assuming  the  rotation  of  the 
crank  as  uniform. 

3.     ACCELERATION    IS    CURVILINEAR    MOTION. 

109.  Let  the  velocity  of  a  moving  point  be  represented  by  the 
vector  V  =  PTaX  the  time  /,  and  by  the  vector  ',/  =  PT'  at  the 
time  f  +  At  (Fig.  26).  Then,  drawing  from  any  point  O,  OF  and 
Oy  respectively  equal  and  parallel  to  PTand  P'T' ,  the  vector 
VV'  represents  the  geometric  difference  between  j/  and  v ;  in 
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other  words,  W  is  the  velocity  which,  geometricaJly  added  to 
V,  produces  v' .  As  A/  approaches  zero,  the  vector  VV  ap- 
proaches zero.  But  in  general  the  quotient  VV'/At  will  approach 
a  definite  finite  limit  and  the  direction  of  Vy  will  at  the  same 
time  approach  a  definite 
limiting  direction.  A 
rectilinear  segment  of 
length 

Ft" 


y=  lim 


A/  ■ 


I  sami 


laid  off  in  this  hmiting 
direction,  is  called  the 
acceleration  of  the  point 
P  at  the  time  /,  It  can 
be  regarded  as  the  ^fo- 
vietrk  derivative  with  re- 
spect to  the  time  of  the  p,j  26. 
vector  representing  the  velocity. 

The  segments  representing  accelerations  are  assumed  to  follow 
the  parallelogram  law  of  composition  and  resolution  (Arts.  38-45), 
just  like  the  segments  representing  velocities  {Art.  94)  and  trans- 
lations.    Acceleration  is  thus  defined  as  a  vector. 

It  will  be  noticed  that  the  sense  of  the  acceleration  is  towards 
that  side  of  the  tangent  of  the  curve  on  which  the  center  of  cur- 
vature is  situated. 

110.  Suppose  a  point  P  to  move  along"  a  curve  P^PJ^^ . . .  with 
variable  velocity  v  (Fig.  27).  From  any  fixed  origin.  C  dr^w  a 
vector  OV^  =  v^,  equal  and  parallel  to  the  velocity  z',  of  /",,  and 
repeat  this  construction  for  every  position  of  the  moving  point  P. 
The  ends  V^,  V^,  f^,  ...  of  all  these  radii  vcctorcs  drawn  from  O 
will  form  a  continuous  curve  V^V^V^,..  which  is  called  the  hodo- 
graph  of  the  motion  of  P. 

If  we  imagine  a  point  F  describing  this  curve  T-^I  jlj, , .  at  the 
same  time  that  P  describes  the  curve  PJ'J^^ ....  it  is  evident  that 
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the  velocity  of  K,  i.  e.,  lim  {l^F'fAt),  laid  off"  on  the  tangent  of 
the  curve  V^V^V^ ...,  represents  the  acceleration  of  the  point  P 
both  in  magnitude  and  direction ;  /.  e.,  tlif  veiodty  on  the  hodo- 
graph  is  ifu  acceleration  of  the  original  motion. 


111.  Acceleration  having  been  defined  as  a  vector,  the  rules 
for  vector  composition  and  resolution  may  be  applied  to  accelera- 
tion just  as  they  were  before  applied  to  displacements  and  to 
velocities.  Thus,  a  point  subjected  to  two  or  more  simultaneous 
accelerations  will  have  a  resulting  acceleration  found  by  geo- 
metrically adding  the  component  accelerations ;  and  conversely, 
the  acceleration  of  a  point  may  be  resolved  in  various  ways. 

118.  Let  the  vector  j  which  represents  the  acceleration  of  the 
point  P  at  the  time  t,  make  an  angle  ^  with  the  vector  represent- 
ing the  velocity  v  at  the  same  time  (see  Fig.  26).  Resolving  the 
vector  j  along  the  tangent  and  normal  at  P,  we  obtain  the  tan- 
gential acceleration  j^  =j  cos  ^  and  the  normal  acceleration 
y,=ysin>/'. 

To  find  expressions  for  these  components,  let  us  put  arc 
PP'=.£is.    PT=OV=v,    P'T' =  Oy'^v''~v  +  Av,    and 

As  Av  approaches  zero,  the  direction  of  W  approaches  that 
of  the  acceleration  j  which  makes  the  angle  ^  with  the  velocity 
V.  By  resolving  the  vector  tV  along  0  Kand  at  right  angles  to 
it,  it  appears  that 
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cos^r  =  lim  pp,  sin^r  =  lim  -yyj . 

We  find  therefore 

VV 
j^  =y  cos-^  =  cos-^  lim    . 


and 


As 


=  cosVrlim-^^=:lim^  =  -^, 

^^  =y  sin-f  =  sin-f  lim  — r— 

W  vLa  Aa        da 

=  smy*  lim  — . ^a  7-  =  lini  z/  xr  =  ^  ttt* 

^  z/Aa    A/  At         at 

da      dads        i 
di^^dsdf'p^' 


where  p  =  dsjda  is  the  radius  of  curvature  at  P^  we  have  finally  : 

dv 

whence 

J = virTT: = ^\{^) +J'  (3) 

113.  When  rectangular  cartesian  co-ordinates  are  used  we  may 
resolve  the  accelerationy  into  components/^  =/  cos  <\>,j^  =/  sin  0, 
along  the  axes  Ox,  Oy  ;  0  being  the  angle  at  which  the  accelera- 
tion j  is  inclined  to  the  axis  Ox,  We  obtain  an  expression  ^or  j^ 
by  projecting  the  triangle  0  VV  (Fig.  26)  on  the  axis  Ox  and  de- 
noting the  projections  of  the  velocities  OV^  OV  hy  v^,  vj.    This 

gives 

W  cos<l>  =  vj  —  z;^  =  Av^, 

whence,  dividing  by  At  and  passing  to   the  limit :  j^  —  dvjdt. 

PART  I  —  5 
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Similarly  we  find  j^  =  <i'^Jdt.     Hence,  by  the  formula;  (i)  of 
Art.  95  : 

dv        d'xr      ,       dv^       d*y 

These  so-called  equations  of  motion  offer  tlie  advantage  that  the 
curvilinear  motion  is  replaced  by  two  rectilinear  motions,  thus 
avoiding  the  use  of  vectors. 

By  composition,  we  have  of  course 


=  >  J.  +J, 


-4mW)' 


(s) 


While  the  whole  present  chapter  is  confined  to  plane  motion  it 
may  here  be  stated  for  the  sake  of  completeness  that,  if  the  path 
is  not  a  plane  curve,  the  acceleration  j  can  be  resolved,  by  the 
same  method,  into  three  rectangular  components : 


^■  =  7f  A 


'  df 


].  =  -, 


114.  For  polar  co-ordinates  r,  d,  we  may  resolve  the  accelera- 
tion J  into  a  component  j\_  along  the  radius  vector  /■  and  a  com- 
ponenty'j  at  right  angles  to  r,  Expressions  for  these  components 
are  readily  found  by  projecting  the  components  j^  =  d^xjd^  and 


j^  =  d^j'/df  on  r  and  at  right  angles  to  '■(Fig.  2&] 


/--=;53cose  + 


dy^ 


f  sin^  +  --.J  cosfl. 
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Diflferentiating  the  relations  ;r  =  r  costf,  y  =  r  sintf ,  we  find 

dx       dr        ^  ,  ^  dO      dy      dr    ,  ^  ^dO 

dt       dt  dt       dt      dt  ^  dt' 

and  differentiating  again : 


d^ 
de 


Substituting  these  expressions  for  d^xld^  and  d*yldi*  in  the 
above  equations  for  j\,j\,  we  find  : 

^=dt---'\di)^  J»-''-dtTt-^''dt^''7Tt\-dt}  (^) 

115.  Exercises. 

(i)  Show  that  the  velocity  of  a  moving  point  is  increasing,  con- 
stant, or  diminishing,  according  to  the  value  of  the  angle  v''  between  v 
andy  (Fig.  26). 

(2)  Show  that  the  sectorial  velocity  (Art.  97)  is  constant  whenever 

(3)  Show  that  the  normal  component  of  the  acceleration  is  the 
product  of  the  radius  of  curvature  into  the  square  of  the  angular  ve- 
locity about  the  center  of  curvature. 

(4)  Show  that  the  velocity  is  the  mean  proportional  between  the 
acceleration  and  half  the  chord  intercepted  by  the  direction  of  the 
acceleration  on  the  osculating  circle. 

(5  )  Show  that  the  hodograph  of  rectilinear  motion  is  a  straight  line. 

(6)  If  the  acceleration  of  a  point  /'be always  directed  to  a  fixed 
point  Ay  show  that  the  radius  vector  AP  describes  equal  areas  in  equal 
times. 

(7)  Show  that  in  uniform  circular  motion  the  acceleration  is 
directed  to  the  center  and  proportional  to  the  radius. 
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(8)  Prove  Ex.  (7)  by  twice  differentiating  the  equations  je  = 
a  cosO,  y  ^  a  sinff  of  the  circle,  with  respect  to  the  time. 

(■9J  A  wheel  rolls  on  a  straight  track  ;  find  the  acceleration  of  its 
lowest  and  highest  points. 

4.     APPLICATIONS. 

116.  Inclined  Plane.  Imagine  a  body  sliding  (without  rolling 
or  turning)  down  a  smooth  rigid  plane  inclined  at  an  angle  B  to  the 
horizon.  In  addition  to  the  assumptions  made  in  the  case  of  fall- 
ing bodies  (see  Art.  72)  we  assume  that  the  motion  takes  place 
along  a  "  line  of  greatest  slope,"  i.  e.  in  a  vertical  plane  at  right 
angles  to  the  intersection  of  the  inclined  plane  with  a  horizontal 
plane.  A  "smooth"  plane  means  one  that  offers  no  frictional 
resistance.  The  body  is  therefore  subject  only  to  the  acceleration 
of  gravity,  g ;  and  it  is  sufficient  to  consider  the  motion  of  a  single 
point  of  the  body. 

Resolving  g  into  two  components,  g  cosfl  perpendicular  to  the 
plane  and  g-  smB  along  the  plane  (Fig. 
29),  it  will  be  seen  that  the  former 
component,  being  at  right  angles  to  the 
rigid  plane,  cannot  change  the  7nag- 
nitudc  of  this  velocity.  We  have  tliere- 
foie  simply  a  rectilinear  motion  with 
the  constant  acceleration  g  sin^.  so 
that  all  the  formula  of  Arts.  68-73 
will  here  apply  if  for  the  acceleration 

I  J  ("''  S)  '^^  substitute  g  smB. 

Thus,  if  the  initial  velocity  be  o,  the  motion  is  determined  by 
the  equations 
v>=g  sin5  r,  (l) 

slo] 


Rg.  29. 


\^^  =. g  sin^ .  J. 


(2) 

(3) 


If  there  be  an  initial  velocity  '\  parallel  to  the  line  of  greatest 
slope  of  the  inclined  plane,  the  equations  are 
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V  =  v^  +  g- sinG  ■  1. 

(■') 

._«/+ if  »„«./=, 

(2') 

i(tf-vfl-gme.s. 

(30 

to  be 

regarded  as  positive  if  it 

s  directed  down  tJie 

plane,  and  negative  if  directed  up  the  plane. 

117.  Exercises. 

( 1 )  A  railroad  train  is  ninmng  up  a  grade  of  i  in  200  at  the  rate 
of  20  miles  an  hour  when  the  coupling  of  the  last  car  breaks.  Neg- 
lecting friction,  (n)  how  far  will  the  car  have  gone  after  two  minutes 
from  the  point  where  the  break,  occurred?  {i)  When  will  it  begin 
moving  down  the  grade?  (ir)  How  far  behind  the  train  will  it  be  at 
that  moment?  (</)  If  the  grade  extend  1500  ft.  below  the  point 
where  the  break  occurred,  with  what  velocity  will  it  arrive  at  the  foot 
of  the  grade  ? 

(z)  Show  that  the  final  velocity  is  independent  of  the  inclination 
of  the  plane  ;  in  other  words,  in  sliding  down  a  smooth  inclined  plane 
a  body  acquires  the  same  velocity  as  in  felling  vertically  through  the 
"  height ' '  of  the  plane. 

(3)  Show  that  it  takes  a  body  twice  as  long  to  slide  down  a  plane 
of  30°  inclination  as  it  would  take  it  to  fall  through  the  height  of  the 
plane. 

(4)  At  what  angle  fl  should  the  rafters  of  a  roof  of  given  span  2^  be 
inclined  to  make  the  water  run  off  in  the  shortest  time  ? 

(5)  Prove  that  the  times  of  sliding  from  rest  down  the  chords  issu- 
ing from  the  highest  (or  lowest)  point  of  a  vertical  circle  are  equal. 

(6)  Show  how  to  construct  geometrically  the  line  of  quickest  de- 
scent from  a  given  point :  (a)  to  a  given  straight  line,  (i)  to  a  given 
circle,  situated  in  the  same  vertical  plane. 

(7)  Analytically,  the  line  of  quickest  or  slowest  descent  from  a 
given  point  to  a  curve  in  the  same  vertical  plane  is  found  by  taking  the 
equation  of  the  curve  in  polar  co-ordinates,  r=/f  fl),  with  the  given 

point  as  origin  and  the  ajtis  horizontal.     The  time  of  sliding  down  the  ^| 

)  radius  vector  r  is  /  =  VirjQ  sin  fl).     Show  that  this  becomes  a  max-  ^| 

Limum  or   minimum   when    Ian  ff  =/(e)//'(i?),    according   as /(ff)  H 

+/"(")  's  negative  or  positive.  ^| 
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(8)  Show  that  the  line  of  quickest  descent  to  a  parabola  from  its 
focus,  the  axis  of  the  parabola  being  horizontal,  is  inclined  at  an  angle 
of  60°  to  the  horizon. 

118.  Projectiles.  With  the  same  assumptions  as  in  Art.  72, 
the  motion  of  a  projectile  reduces  to  that  of  a  point  subject  to 
the  constant  acceleration  of  gravity  and  starting  with  an  initial 
velocity  t^  inclined  to  the  horizon  at  any  angle  e.  The  an| 
between  the  horizon  and  the  initial  velocity  is  called  the  elevation 
of  the  projectile. 

Taking  the  horizontal  line  through  the  starting  point  0  as  axis 
of  :r,  the  vertical  upwards  as  posidve  axis  of/  (Fig.  30),  the  x- 


component  of  the  acceleration  is  evidently  o,  while  the  j-compo- 
nent  is  —  ^ ;  hence,  by  (4),  Art  1 1 3.  the  equations  of  motion  are 


The  first  integration  gives 


af 


(4) 


<A 


'C„ 


dr 


As  dx\dt  =  v^,  iiyjdt=  v^  are  the  components  of  the  velodty 
V  at  the  time  /,  the  constants  are  determined  from  tlic  values  of 
;'^,  V  at  the  time  t  =  o;  viz.  v^  cos  e  =  £7,,  v^  sin  £  =  o  +  C,. 
We  have  therefore 


d.v  dy 

=  -J-  =v^  cose,     vsi-j-  =  v^  sine  —  ^i. 


(s) 


p    &i 
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Integrating  again,  we  find 

x=v^  cose  -  /.      J'  =  v^  sine  -  /  —  J^,  (6) 

Hie  constants  of  integration  being  o,  since  for  /  —  o  we  have 
x=o,j'  =  o. 

These  values  of  x,  y,  v^,  v^  show  that  the  motion  in  the  hori- 
zontal direction  is  uniform  wliile  in  the  vertical  direction  it  is  uni- 
formly accelerated.  This  is  otherwise  directly  evident  from  the 
nature  of  the  problem. 

Eliminating  t  between  the  expressions  for  x  and  _;■,  we  find  the 
equation  of  tlu  path 

y  =  tane  ■  x = — — f  ■  ^'  f?) 

^  2v-  cos'e  *■' ' 

which  represents  a  parabola  passing  through  the  origin.  To  find 
its  vertex  and  latus  rectum,  divide  by  the  coefficient  of  3^  and 
rearrange: 

x' sine  cose  ■  x  = cos  e  y ; 

S  g 

completing  the  square  in  x,  the  equation  can  be  written  in  the 
form 

/     K  .     \       2'V     ,  /"      K  ■  C\ 

1  X—  -^  sin3e   )   = cos'e  [  y ^sm'e  )■ 

The  co-ordinates  of  the  vertex  are  therefore  a  =  {^i^J2g)  sin2e. 
/3  =  i'"a/2g)  sin'e ;  the  latus  rectum  4a  =  {2v^jg)  cos^e ;  the  axis 
is  vertical,  and  the  directrix  is  a  horizontal  line  at  the  distance 
a  =  (^'^I^S)  cos^e  above  the  vertex. 

119.  Ezereiaea. 

(i)  Show  that  the  velocity  at  any  time  is  i'=  (/  v^  —  igy. 

(i)  Prove  that  the  velocity  of  the  projectile  is  equal  in  magnitude 
to  the  velocity  that  it  would  acquire  by  falling  from  the  directrix  :  (a) 
at  the  starting  point,  (*)  at  any  point  of  the  path  (see  Art.  73). 

(3)  Show  that  a  body  projected  vertically  upwards  with  the  initial 
velocity  »,  would  just  reach  the  common  directrix  of  all  the  parabolas 


1        (3) 

veloci 


I 


. 


72  KINEMATICS.  [119. 

described  by  bodies  projected  at  different  elevations  e  with  the  same 
initial  velocity  v^. 

(4)  The  range  of  a  projectile  is  the  distance  from  the  starting  point 
to  the  point  where  it  strikes  the  ground.  Show  that  on  a  horizontal 
plane  the  range  is  /"  =  aa  =  (V/^-)  sinze, 

(5)  The  time  of  flight  is  the  whole  time  from  the  beginning  of  the 
motion  to  the  instant  when  the  projectile  strikes  the  ground.  It  is 
best  found  by  considering  the  horizontal  motion  of  the  projectile 
alone,  which  is  uniform.  Show  that  on  a  horizontal  plane  the  time 
of  flight  is  T=  {srjg)  sinj. 

(6)  Show  that  the  time  of  flight  and  the  range,  on  a  plane  through 
the  starting  point  inclined  at  an  angle  0  to  the  horizon,  are 

y.  ^  zt',sin(e  — g)   gjjd  jp  ^  Hi^  sin(E  —  0)  com 
*       g        cosfl     '  *        g  cos'B 

(7)  What  elevation  gives  the  greatest  range  on  a  horizontal  plane? 
(S)  Show  that  on  a  plane  rising  at  an  angle  9  to  the  horizon,  to 

obtain  the  greatest  range,  the  direction  of  the  initial  velocity  should 
bisect  the  angle  between  the  plane  and  the  vertical. 

(9)  A  stone  is  dropped  from  a  balloon  which,  at  a  height  of  625  ft., 
is  carried  along  by  a  horizontal  air-current  at  the  rale  of  15  miles  an 
hour,  (a)  Where,  {i)  when,  and  (f)  with  what  velocity  will  it  reach 
the  ground  ? 

(10)  What  must  be  the  initial  velocity  »„  of  a  projectile  if,  with  an 
elevation  of  30°,  it  is  to  strike  an  object  lao  ft.  above  the  horizontal 
plane  of  the  starting  point  at  a  horizontal  distance  from  the  latter  of 
iioo  ft.  ? 

(11)  What  must  be  the  elevation  e  to  strike  an  object  100  ft.  above 
the  horizontal  plane  of  the  starting  point  and  5000  ft.  distant,  if  the 
initial  velocity  be  1 200  ft.  per  second  ? 

(12)  Show  that  to  strike  an  object  situated  in  the  horizontal  plane 
of  the  starting  point  at  a  distance  x  from  the  latter,  the  elevation  must 
be  t  or  90°  —  £,  where  «  =  -J-  sin"'  (^/p„^). 

(13)  The  initial  velocity  7'j,  being  given  in  magnitude  and  direction, 
show  how  to  construct  the  path  graphically. 

(14)  The  solution  of  Ex.  (n)  shows  that  a  point  that  can  be 
reached  with  a  given  initial  velocity  can  in  general  be  reached  by  two 
different  elevations.     Find  the  locus  of  the  points  that  can  be  reached 
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by  only  one  elevation,  and  show  that  it  is  the  envelope  of  all  the  para- 
bolas that  can  be  described  with  the  same  initial  velocity  (in  one 
vertical  plane). 

(15)  If  it  be  known  that  the  path  of  a  point  is  a  parabola  and  that 
the  acceleration  is  parallel  to  its  axis,  show  that  the  acceleration  is 
constant. 

(16)  Prove  that  a  projectile  whose  elevation  is  60"  rises  three  times 
as  high  as  when  its  elevation  is  30",  the  magnitude  of  the  initial 
velocity  being  the  same  in  each  case, 

(17)  Construct  the  hodograph  for  parabolic  motion,  taking  the 
focus  as  pole  and  drawing  the  radii  vectores  at  right  angles  to  the 
velocities. 

(18}  A  stone  slides  down  a  roof  sloping  30°  to  the  horizon,  through 
a  distance  of  1 2  ft.  If  the  lower  edge  of  the  roof  be  50  ft.  above  the 
ground,  {a)  when,  (*)  where,  (f)  with  what  velocity  does  the  stone 
strike  the  ground? 

(19)  If  a  golf  ball  be  driven  from  the  tee  horizontally  with  initial 
speed  =  300  ft. /sec,  where  and  when  would  it  land  on  ground  16  ft. 
below  the  lee  if  resistance  of  air  and  rotation  of  ball  could  be 
neglected  ? 

(20)  A  man  standing  15  ft.  from  a  pole  150  ft.  high  aims  at  the 
top  of  the  pole.  If  the  bullet  just  misses  the  top  where  will  it  strike 
the  ground  i{v^=  1000  ft, /sec.  ? 

120.  Uniform  Circular  Hotion.  Let  a  point  P(Fig.  31)  describe 
a  circle  of  radius  a  with  constant  angular  velocity  m.     Its  linear 


^^^   velocity  i/=  wa  is  of  constant  magnitude,  but  varies  in  direction. 
[  By  the  formulse  (i),  (2)  of  Art.  112,  the  tangential  acceleration 
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y]  =  o,  while  the  normal  acceleration  j^  =  i^ja  =  «*«  represents 
the  total  acceleration.  Hence,  in  uniform  circular  motion,  the 
acceleration  is 

/=-  =  «=«.  (8) 

and  is  always  directed  toward  the  center  0  of  tlie  circle. 

This  appears  also  by  constructing  tlie  hodograph  of  the  motion, 
which  is  evidently  a  circle  of  radius  -o  (Fig.  31).  As  the  accel- 
eration of  P  is  represented  by  the  velocity  of  the  point  P'  of  the 
hodograph  (see  Art.  no),  we  have  only  to  determine  this  velodty. 
Let  T  be  the  so-called  period,  or  periodic  time,  i.  e.  the  time  in 
which  the  point  P  makes  a  whole  revolution,  so  that 
_      2irfl      27r 


then,  since  P'  describes  the  circle  of  radius  v  m  the  same  time  T, 
we  have  for  tlie  velocity  of  P'  the  expression  2irvl  T,  or  substi- 
tuting for  T  its  value :  ■s'^ja  or  la'rt  as  above. 

121.  If  the  positions  P  of  a  point  moving  uniformly  in  a  circle 
be  projected  at  every  instant  on  any  diameter  AA'  of  the  circle, 
the  rectilinear  motion  of  the  projec- 
tion P.  along  this  diameter  is  called 
simple  harmonic  motion. 

While  P  moves  uniformly  in  the 
circle  (Fig.  32),  its  projection  P^ 
evidently  performs  oscillationB  from 
A  through  0  to  A'  and  back  through 
OXoA.  The  radius  of  the  circle, 
OA  =  a,  is  called  the  amplitude  of 
the  simple  harmonic  motion.  The 
distance  OP^  =  j:  of  the  point  P^ 
from  the  center  0  is  called  the  dis- 
placement of  Z"^.  Denoting  the  constant  angular  velocity  of /"by 
to,  the  angle  AOP  will  be  =  «/,  if  tlie  time  be  counted  from  the 
instant  when  P\s  at  A,     We  have  therefore 


Rt.  32. 


The  projection  of  tlie  motion  of  P  on  the  diameter  BB'  would 
give  similarly 

y  =.a  sino)/  =  a  cos(u)/  —  \ir). 

122.  The  time  7"of  completing  one  whole  oscillation  forward  and 
backward  is  called  the  period  of  the  simple  harmonic  motion  ;  it  is 
obviously  equal  to  the  period  of  the  motion  of  Pin  the  circle,  /.  e. 


T 


(lO) 


The  period  is  therefore  independent  of  the  amplitude  a.  It 
follows  that  two  simple  harmonic  motions  resulting  from  two 
uniform  circular  motions  of  the  same  angular  velocity  on  two 
concentric  circles  of  different  radii  have  the  same  period ;  such 
motions  are  called  iaochronouB. 

If  the  point  P  describes  the  circle  «  times  per  second  and  hence 
the  point  P^  on  the  diameter  performs  n  oscillations  per  second, 
the  angular  velocity  is  ti>  =  2irn  ;  it  follows  from  (lo)  that 

r=— ,  and«  =  y;  (iij 

/.  e.  the  number  of  revolutions  of/",  or  ike  nun^er  of  oscillations 
of  Z"^,  the  so-called  frequency  of  the  simple  harmonic  motion  is  the 
reciprocal  of  the  period. 

123.  If  the  time  /  be  counted,  not  from  A,  but  from  some  other 
point  P^  on  the  circle  for  which  ^AOP^  =  e,  we  have  jfAOP 
^tot+e,  and  the  equation  of  the  simple  harmonic  motion  is 

x=  a  cos{cot  +  c).  (i 2) 

The  angle  lot  +  e  is  called  the  phaae-an^le,  while  e  is  the  epoch- 
angle  of  the  motion.  The  names  pitase  and  epoch  are  sometimes 
applied  to  these  angles,  although,  strictly  speaking,  the  phase  is 
the  time  (usually  expressed  as  a  fraction  of  the  period  7")  of  pass- 
ing from  the  position  A  of  maximum  displacement  to  any  position 
P^,  while  the  epoch  is  the  phase  corresponding  to  the  time  /  =  o. 
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124.   Differentiating  equation  (12),  we  find  the  velocity 
i'^  s  —  =  —  flo)  sin((D/  +  e); 


and  differentiating  again,  we  obtain  the  acceleration 
-  cut?  cos{eot  -f  e)  =  —  tt?x 


(13) 


(M) 


of  simple  harmonic  motion. 

The  same  values  can  be  derived  by  projecting  the  velocity  and 
acceleration  of  the  uniform  circular  motion  of  Pon  the  diameter 
AA',  as  is  readily  seen  from  Fig.  32. 

125.  Equation  (14)  shows  that  in  simple  iiannonic  motion  tJie 
acceleration  is  directly  proportional  to  tlu  distance  from  the  center. 

Conversely,  it  can  be  shown  that  if  the  acceleration  be  propor- 
tional to  the  distance  from  a  fixed  point  in  the  direction  of  the 
initial  velocity,  and  if  it  be  directed  towards  this  point  the  motion 
is  simply  harmonic.     For  we  then  have 

-df--i"'  OS) 

where  /*  is  constant.     The  general  integral  of  this   differential 
equation  is  (compare  Arts.  82—84) 

;r  =  C,  sin/i/  +  C^  cos/it. 
Differentiating,  we  find  for  the  velocity 

V  =  Cj/i  cosfit  —  Cji  sin^i/. 

To  determine  the  constants  of  integration  C,,  C^,  let  x=  x^  and 
v  =  v^  at  the  time  /  =  o.  Substituting  these  values,  we  find 
X)  —  Cj  and  w,,  =  ^C, ;  hence 


-  sin/i?  +  x^  cosfit. 


This  expression  for  x  can  be  simplified  by  observing  that  if 
we  construct  a  right-angled  triangle  (Fig,  33)  with  vjfi  and  x^  as 


^^7] 
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sides  (which  is  always  possible)  and  call  a  its  hypotenuse,  €  the 
angle  opposite  x^,  we  have 


I         anc 


Substituting  these  values  we  obtain 
;t  =  a  (sin/*/  cost  +  cos;*/  sine) 
=  a  s,m(jit  +  e). 


(16) 


This  represents  a  simple  harmonic  motion  whose  amplitude  a 
and  epoch  angle  e  are 


,=  ^ 


~i  +  -^0*. 


responding  uniform  circular 


r  very  frequently  in  apph'ed 
A  particuiar  case  has  been 


As  the  angular  velocity  of  the  i 
motion  is  /i,  the  period  is  7"=  2ir/;i. 

12fl,  Simple  harmonic  motions  occi 
mechanics  and  mathematical  physics, 
treated  in  Arts.  81—84.  -As  another  example  we  may  mention 
the  apparent  motion  of  a  satellite  about  its  primary  as  seen  from 
any  point  in  the  plane  of  the  motion,  provided  the  satellite  be  re- 
garded as  moving  uniformly  in  a  circle  relatively  to  its  primary. 
Thus  the  moons  of  Jupiter,  as  seen  from  the  earth,  have  approxi- 
mately a  simple  harmonic  motion. 

127.  A  mechanism  for  produdng  simple  harmonic  motion  can 
readily  be  constructed  as  follows.     The  end  A  (Fig.  34)  of  a 
crank-   rotating   uniformly   about 
the  axis  0  carries  a  pin  running 
_  in  the  slot  AB  of  a  T  bar  ABD 

°    '  whose    axis    (produced)    passes 

through    the    center    0   of   the 
crank  circle.     The  T  bar  is  con- 
'^'  "■  strained  by  guides  to  move  back 

and  forth  along  the  line  OD ;  its  motion  is  evidently  simply 
harmonic,  the  uniform  circular  motion  of  the  crank  being  trans- 
formed into  rectilinear  motion.     Compare  Art  105. 
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128.  Ezeroises. 

(i)  Show  that  the  maximum  acceleration  of  a  simple  harmonic 
motioD  is  numerically  equal  to  the  acceleration  in  the  corresponding 
uniform  circular  motion. 

(a)  Find  the  time  of  one  oscillation  from  equation  (13)  without 
reference  to  the  circular  motion. 

(3)  In  the  mechanism  shown  in  Fig.  34,  if  the  length  of  the  crank 
be  2  feet  and  the  number  of  revolutions  1 5  per  minute,  find  the  ve- 
locity and  acceleration  of  the  end  D  of  the  T  tiar :  {a )  when  at  elon- 
gation ;  (^)  when  at  quarter  stroke;  (f)  when  at  the  middle  of  the 
stroke. 

(4)  Show  that  the  period  of  a  simple  harmonic  oscillation  can  be 
expressed  in  the  form  T=  airi/—  xjj^  where  j^  is  the  acceleration  of 
the  oscillating  point  at  the  time  when  its  distance  from  the  center,  or 
its  displacement,  is  x. 

(5)  Show  that  v^=  —  u-y/a'  —  a-*. 

(6)  Show  that  the  equation  x  =  a  cos/U  +  i  sin;i/  represents  a 
simple  harmonic  motion. 

129.  Compound  Harmonic  Motion.  We  have  seen  (Art  125) 
that  tlie  motion  of  a  point, 
whose  acceleration  is  directly 
proportional  to  its  distance 
from  a  fixed  center,  and  di- 
rected towards  this  center,  is 
simply  harmonic,  provided  tlie 
center  lies  in  the  hne  of  the 
initial  velocity.  Removing  this 
last  restriction,  we  have  the 
more   general    case   of   com- 

pound harmonic  motion. 
Let  0(Fig.  35)  be  the  fixed  center:  /"tlie  position,  OP  =r  the 
distance  from  the  center,  v  tlie  velocitj',  of  the  moving  point  at 
any  time  t.  The  velocity  v  and  the  point  O  determine  a  plane  to 
wliich  the  motion  i.s  confined  since  the  acceleration  y  ■=  /xV,  being 
directed  along  PO,  lies  in  tin's  plane. 
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Taking  in  this  plane  the  center  O  as  origin  and  arbitrary  rect- 
angular axes  Ox^  Oy,  we  have  for  the  direction  cosines  of  OP : 
xjr^  yjr ;  hence  for  those  of y  :  —  xjr^  ^yf^*  The  components 
of  y  are  therefore 

j\  =  -  m'^,  a  =  "  ^'•>'' 

and  the  equations  of  motion  are 

■d? — ^^'  -d^^-^y- 

These  equations  show  that  the  projections  P^^  P^of  P  on  the  axes 
have  each  a  simple  harmonic  motion,  and  the  motion  of  P  which 
is  in  general  curvilinear  may  be  regarded  as  the  resultant  of  these 
component  motions. 

We  proceed  to  examine  in  some  detail  the  most  important  cases 
of  this  composition  of  two  or  more  simple  harmonic  motions,  begin- 
ning with  those  cases  in  which  the  resultant  motion  is  rectilinear. 

As,  according  to  Hookc's  law,  the  particles  of  elastic  bodies, 
after  release  from  strain  within  the  elastic  limits,  perform  small 
oscillations  for  which  the  acceleration  is  proportional  to  the  dis- 
placement from  a  middle  position,  the  motions  under  discussion 
find  a  wide  application  in  the  theories  of  elasticity,  sound,  light, 
and  electricity,  and  form  the  basis  of  the  general  theory  of  wave 
motion  in  an  elastic  medium. 

130.  Two  simple  tiarmonic  motions  in  the  same  line,  of  equal 
period  7",  btit  differing  in  amplitude  and  phase ^  compound  into  a 
single  simple  liarmonic  motion  in  the  same  line  and  of  the  same 
period. 

For,  by  Art  123,  the  component  displacements  can  be  written 

;r,  =  a^  cos(cd/  -f  €j),     x^  =  a^  cos((ot  +  e^, 

and  being  in  the  same  line  they  can  be  added  algebraically,  giving 
the  resultant  displacement 
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x^Xj  +  Xj=  a^  cos(wt  +  e,)  +  u,  cos(toe  +  e^ 
=  (a,  cos«j  +  a^  cosEj)  cosfu/  —  (d,  sine,  +  a^  sintj)  sinwl. 
Putting  (comp.  Art.  125) 

fl,  cose,  +  (?3  coHCj  =  a  cose,     Hj  sine,  +  a,  sinej  =  n  sine, 

we  have 

^  =  fl  cose  cosQ)/  —  a  sine  sintu/  =  a  co5(oi^  +  e), 
where 

d"  =  (d,  cose,  -J-  (7j  cosej*  -J-  (a,  sine,  +  a,  sinej* 

and 

(J,  sine  +  a,  sine 

tane  = ■■■---  ■ -• 

fl,  cose,  +  «j  cosCj 

131.  A  geometrical  illustration  of  the  preceding  proposition  is  ob- 
tained by  considering  the  uniform  circular  motions  corresponding  to 
the  two  simple  harmonic  motions  (Fig.  36). 


^^H  fle. 

^^B  Drawing  the  radii    O/",  =  »,,  OP,  =  n,  so  as  to  include  an  angle 

P  equal  to  the  difference  of  phase  e,  —  i,  and  completing  the  parallelo- 

I  gram  OP^PP,,  it  appears  from  the  figure  that  the  diagonal  OP  of  this 

^^_  parallelogram  represents  the  resulting  amplitude  a. 

^^^B  As  P^P  is  equal  and  parallel  to  OP^,  we  have  for  the  projections  on 

^^1  any  axis  Ox  the  relation  OP.^  +  OP.,  =  OP^,  or  jt,  +  a;,  =  x.     If 

^^^^  now  the  axis  Ox  be  drawn  so  as  to  make  the  angle  xOP^  equal  to  the 

^^^1  epoch-angle  t„  and  hence  xOP,  =  t,,  the  angle  xOP  represents  the 

^^^H  epoch  t  of  the  resulting  motion. 

^^^^  We  thus  have  a  simple  geometrical  construction  for  the  elements  a, 

^^^M  e  of  the  resulting  motion  from  the  elements  a,,  t^  and  a^  c,  of  the 
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component  motions.  As  the  period  is  the  same  for  the  two  com- 
ponent motions,  the  points  /",  and  /*,  describe  their  respective  circles 
with  equal  angular  velocity  so  that  the  parallelogism  OP^PP,  does 
not  change  its  form  in  the  course  of  the  motion. 

132,  The  construction  given  in  the  preceding  article  can  be  de- 
scribed briefly  by  saying  that  two  simple  harmonic  motions  of  equal 
period  in  the  same  line  are  compounded  hy  geometn'cn/fy  adiiing  \\\e\T 
amplitudes,  it  being  understood  that  the  phase-angles  determine  the 
directions  in  which  the  amplitudes  are  to  be  drawn.  Analytically, 
this  appears  of  course  directly  from  the  formulae  of  Art.  130. 

It  follows  at  once  that  not  only  two,  but  any  number  of  simple  har- 
tnonic  motions,  of  equal  period  in  the  same  tine,  can  be  compounded  by 
geometric  addition  of  their  amplitudes  into  a  single  simple  harmonic  mo- 
tion in  the  same  line  and  of  the  same  period. 

Convereely,  any  given  simple  harmonic  motion  can  be  resolved  into 
two  or  more  components  in  the  same  line  and  of  the  same  period. 

133.  The  kinematical  meaning  of  this  composition  of  simple  har- 
monic motions  of  equal  period 
in  the  same  line  will  perhaps 
be  best  understood  from  the 
mechanism  sketched  in  Fig.  37. 
A  cord  runs  from  the  fixed  point 
A  over  the  movable  pulleys  B, 
D  and  the  fixed  pulleys  C,  E, 
and  ends  in  F.  Each  of  the 
movable  pulleys  receives  a  verti- 
cal simple  harmonic  motion 
from  the  T  bare  BG  and  DH, 
just  as  in  Fig.  34  (Art.  1*7). 
The  mechanism  is  set  in  mo- 
tion by  imparting  uniform  rota- 
tions to  the  wheels  G,  II.  If 
the  free  end  F  of  the  cord  be 
just  kept  tight,  its  vertical  dis- 
placement will  be  twice  the  sura 
of  the  vertical  displacements  of  ^  and  D,  and  as  these  points  have 


Fit.  37. 
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I  Bimple  hannonic  motions,  the  motion  of  /"will  be  twice  the  resultant 

^^^_  simple  harmonic  motion. 

^^^h  The  idea  of  this  mechanism  is  due  to  Lord  Kelvi 

^^H  134.  ExerciaeB. 

^^^B  (i)  Find  the  resultant  of  three  sim[ile  harmonic  motions  in  the 

^^^H        same  line,  and  all  of  period  T=  lo  seconds,  the  amplitudes  being  5, 
^^^H        3,  and  4  cm. ,  and  the  phase  differences  30°  and  6o°,  respectively,  be~ 
^^^B       tween  the  hr^t  and  second,  and  ihe  first  and  third  motions. 
^^^H  (a)  If  in  the  proposition  of  Art.    130  the  amplitudes  are  equal, 

^^^H      flj  =  ii,  =  a,  while  the  phase-angles  differ  by  e^  —  e^  =  S,  show  that 
^^^H      the  resulting  motion  has  the  amplitude  la  cos^S  and  the  phase-angle 
^^^1       i^-    C")  directly,  (^)  from  the  formulEC  of  Art,  130,  (f)  by  the  geo- 
^^^^P       metric  method  of  Art.  131. 
'  (3)  Find  the  resultant  of  two  simple  hannonic  motions  in  the  same 

line  and  of  equal  period  when  the  amplitudes  are  equal  and  the  phases 
differ:    (ff)  by  an  even  multiple  of  t,  (^)  by  an  odd  multiple  of  w. 

{4)  Resolve  .x=  10  cos(7r/  + 45°)  into  two  components  in  the 
same  line  with  a  phase  difference  of  30°,  one  of  the  components  hav- 
ing the  epoch  o. 

(5)  Trace  the  curves  representing  the  component  motions  as  well 
as  the  resultant  motion  in  Ex.  (i),  taking  the  time  as  abscissa  and  the 
displacement  as  ordinate. 

(6>  Show  that  the  resultant  of  «  simple  harmonic  motions  of  equal 
period  T  in  the  same  line,  viz.  : 


.(?'-.)■ 


•(?-.)■ 


•(¥-.). 


is  the  isochronous  simple  harmonic  motion 


.(f-). 


k 


(t«,cos',)   -^  (Z-,  sin.,  J, 


52*1  sint, 

51  "i  COSE, 
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185.  The  composition  of  two  or  more  simple  harmonic  motions 
in  the  same  line  can  readily  be  effected,  even  when  the  components 
differ  in  period.  But  the  resultant  motion  is  in  general  not  simply 
harmonic. 

Thus,  with  two  components 

x^  =  a^  cos(a}^t  +  €  J,     x^  =  a^  cos((»^  +  €^, 

putting  Wj/  +  c^  =  (o^t  +  (a>2  —  ©,)/  +  €,  =  (o^t  +  e^  +  S,  say,  where 
S  =  (a>j  —  a)j)/  +  €2  —  €j  is  the  difference  of  phase  at  the  time  /,  we 
have  for  the  resulting  motion 

x:c=,x^  +  x^=  a^  cos(<i)/  +  €1)  +  a^  cos{(ii>^t  +  c^  +  8) ; 
s=  (^j  +  a^  cosS)  cos(a>j/  +  cj  —  a^  sinS  sin((»^/  +  ej, 

or  putting  a^^  +  a^  cosS  =  a  cos€,     a^smh  =  a  sine : 

x=  a  cos(a)j/  +  €|  +  €), 

where 

,         ,  c.  ^«  sinS 

cr^a^  +  a;  +  2a,  a,  coso,     tanc  =  — ^ x, 

*         ^  ^  *  ^1  +  ^2  coso* 

It  can  be  shown  that  this  represents  a  simple  harmonic  motion 
only  when  ©^  =  dr  a>j. 

The  formulae  can  be  interpreted  geometrically  by  Fig.  36,  as 
in  Art  131.  But  as  in  the  present  case  the  angle  S,  and  con- 
sequently the  quantities  a  and  €  in  the  expression  for  x,  vary  with 
the  time,  the  parallelogram  OP^PP^  while  having  constant  sides  has 
variable  angles  and  changes  its  form  in  the  course  of  the  motion. 

A  mechanism  similar  to  that  of  Fig.  37  (Art.  133)  can  be  used 
to  effect  mechanicall)'  the  composition  of  simple  harmonic  motions 
in  the  same  line  whether  the  periods  be  equal  or  not.  This  is  the 
principle  of  the  tide-predicting  machine  devised  by  Lord  Kelvin.* 

136.  To  show  the  connection  of  the  present  subject  with  the 
theory  of  wave  motion,  imagine  a  flexible  cord  AB  of  which  one 

*$ee  Thomson  and  Tait,  N'atural philosophy^  Vol.  I.,  Part  I.,  new  edition,  1879, 
p.  43  sq.  and  p.  479  sq.,  and  J.  D.  Evlrett,  Vibratory  motion  and  sounds  1882. 
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end  B  is  fixed,  while  the  other  A  is  given  a  sudden  jerk  or  trans- 
verse motion  from  A  to  Cand  back  through  A  to  D,  etc.  (Fig.  38). 
The  displacement  given  to  A  will,  so  to  speak,  run  along  the  cord, 
travelling  from  A  to  B  and  producing  a  wave,  while  any  particular 

i point  of  -the  cord  has  approximately  a  rectilinear  motion  at  right 
angles  to  AB.     The  figure  exhibits  the  successive  stages  of  the 
motion  up  to  the  time  when  a  complete  wave  A' K  has  been 
I  produced. 

The  distance  A'K=  X  is  called  the  lenpth  of  the  wave.  Let  T 
be  the  time  in  which  the  motion  spreads  from  A'  to  K,  that  is, 
the  time  of  a  complete  vibration  of  the  point  A,  from  A  to  C, 
back  to  D,  and  back  again  to  A  ;  then 


-~=  r 


(17) 


is  called  the  velocity  of  propa^tion  of  tJie  wave. 

137.  Suppose  now  that  the  vibration  of  W  is  a  simple  harmonic 
I  motion,  say  y  =  a  sinoi/.  As  the  time  of  vibration  of  A  is  7"  we 
[  must  have  <•>  =  2-rrjT,  and  hence,  by  {17), 
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If  we  assume  tliat  the  vibrations  of  the  successive  points  of  the 
cord  difier  from  the  motion  of  A  only  in  phase,  the  displacements 
of  all  points  of  the  cord  at  any  time  /  can  be  represented  by 

/  =  (?  sin{w/  —  e), 
where  e  varies  from  o  to  ztt  as  we  pass  from  A'  to  K. 

If  we  further  assume  that  tlie  phase-angle  e  of  any  point  of  the 
cord  is  proportional  to  the  distance  xr  of  the  point  from  A'  we 
have  e  =  ix,  or  since  «  =  2Tr  for  x  =  X : 


Substituting  the  values  of  o 


4?(''-^'] 


(I8) 


The  assumptions  here  made  can  be  regarded  as  roughly  sug- 
gested by  the  experiment  of  Art.  136  or  similar  observations. 
The  motion  represented  by  tlie  final  equation  (18}  may  be  called 
simple  harmonic  wave  motion. 

138.  To  understand  the  full  meaning  of  the  equation  (18)  it 
may  be  observed  that,  as  (in  accordance  with  the  assumptions  of 
Art.  137)  the  quantities  a,  X,  fare  regarded  as  constant,  the  dis- 
placement _>-  is  a  function  of  the  two  variables  t  and  r. 

If  /  be  given  a  particular  value  t^,  equation  (18)  represents  the 
displacements  of  all  points  of  the  cord  at  the  time  f^.  The  sub- 
stitution for  X  ofx  ■+  «X,  where  n  is  any  positive  or  negative  integer, 
changes  the  angle  (ztt^X)  (I?— j-)  by  27r«  and  hence  leaves  / 
unchanged.  This  means  that  the  displacements  of  all  points 
whose  distances  from  A  differ  by  whole  wave-lengths  are  the 
same ;  in  other  words,  the  state  of  motion  at  any  instant  is  given 
by  a  series  of  equal  waves. 

If,  on  the  other  hand,  we  assign  a  particular  value  x^  to  x  and 
let  t  vary,  the  equation  represents  the  rectilinear  vibration  of  the 
point  whose  abscissa  is  Xy  Substituting  for  /  the  value  /  -|-  nT 
=  l-i-  n\j  V,  the  angle  (27r/X){  W  —  x)  is  again  changed  by  2Tr»> 
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so  that  y  remains  unchanged.     This  shows  the  periodicity  of  the 
motion  of  any  point 

139,  It  may  be  well  to  state  once  more,  and  as  briefly  as  pos- 
sible, the  fundamental  assumptions  that  underlie  the  important 
formula  (18). 

The  idea  of  simple  harmonic  wave  motion  implies  that  the  dis- 
placement y  should  be  a  periodic  function  of  x  and  /  such  as  to 
fulfil  the  following  conditions  :  /  must  assume  the  same  value  {a) 
when  X  is  changed  into  n\,  (^)  when  t  is  changed  into  /  +  7",  (f) 
when  both  changes  are  made  simultaneously ;  the  constants  X 
and  T  being  connected  by  the  relation  X  =  VT. 

The  condition  (r)  requires  _y  to  be  of  the  form  y  =/{  Vt~x)\ 
for  Vt  —  x  remains  unchanged  when  x  is  replaced  by  j:  -f-  VT  and 
at  the  same  time  thy  t-h  T. 

A  particular  case  of  such  a  function  is  j'  =  a  sin^  Vt  —  x).  As 
y  should  remain  unchanged  when  /  is  replaced  by  t+  T,  we  must 
have  c  »  ztrj  VT=  2-rj\,     Thus  the  function 

_y  =  ii  sin  -j—  ( 17  —  x) 

fulfils  the  three  conditions  [a),  {b),  {c). 
Putting  2TTXJ\  =  —  «  we  have 


=  0  sin  {  -y '+  «)■ 


(19) 


The  importance  of  this  particular  solution  of  our  problem  lies 
in  the  fact  that,  according  to  Fouriet's  tlieorem*  any  single-valued 
periodic  function  of  period  T  can  be  expanded,  between  definite 
limits  of  the  variable,  in  a  series  of  the  form  : 

*  For  a  discussion  of  Fourier's  theoreai  and  its  epplicstions  the  student  is  referred 
to  Thomson  and  Tatt,  Natural  philosophy,  I.,  1,  I«ndon,  MoanilUn,  1879  ;  G.  M. 
MlNCHlN,  Uniplanar  Kinematics,  Oifonl,  Clarendon  Press,  1882,  pp.  13  sq.  j  W.  E. 
BvERLV,  An  elementary  treatise  on  FouKet's  series  and  spherical,  cylindrical,  and 
ellipsoidal  harmonica,  with  applications  to  problems  in  mathematical  physics,  Boston, 
Ginn,  1893  ;  and  H.  Weukr,  Die  partiellen  Diffcrenlialglcichungen  der  mathemati- 
hen  Physik,  nach  Riemonn's  VorlesungeD,  I,,   Braunschweig,  Vieweg,   1900,  pp. 


32- 


.80, 


w 


f{J)=.a^  +  a,  sin  ( ~  ■  t  +  e\  +  a^  s.mi-^  ■  2t  +  eA 

f-l'+h)+----  (20) 


+  " 


As  applied  to  the  theory  of  wave  motion  this  means  that  any 
wave  motion,  however  complex,  can  be  regarded  as  made  up  of  a 
series  of  superposed  simple  harmonic  wave  motions  of  periods  T, 
\T,  \T,  ■■■rOT  since  T=XjV.  of  wave-lengths  \  \\,  ^\  ■■■. 
For,  if  the  point  A  (Fig.  38)  be  subjected  simultaneously  to  more 
than  one  simple  harmonic  motion,  the  displacements  resulting  from 
each  can  be  added  algebraically,  thus  forming  a  compound  wave 
which  can  readily  be  traced  by  first  tracing  the  component  waves 
and  then  adding  their  ordi nates. 

The  motion  due  to  the  superposition  of  two  or  more  simple 
harmonic  waves  may  be  called  compound  harmonic  loa'ce  niotion. 

140.  Exercises. 

(i)  Trace  the  wave  produced  by  the  superposition  of  two  simple 
harmonic  wave  motions  in  the  same  line  of  equal  amplitudes,  the 
periods  being  as  2  :  i,  (k)  when  ihey  do  not  differ  in  phase,  {b')  when 
their  epochs  differ  by  7/16  of  the  period. 

(2)  1q  the  problem  of  Art.  135,  determine  the  maximum  and  mini- 
mum of  the  resulting  amplitude  a  and  show  that  the  number  of  maxima 
per  second  is  equal  to  the  difference  of  the  number  of  vibrations  per 
second. 

141.  We  proceed  to  the  composition  of  simple  Jtannonic  motions 
not  in  the  same  line.  We  shall,  however,  assume  that  all  the 
component  motions  lie  in  the  same  plane. 

It  is  evident  that  the  projection  of  a  simple  harmonic  motion  on 
any  line  is  again  a  simple  harmonic  motion  of  the  same  period 
and  phase  and  with  an  amplitude  equal  to  the  projection  of  the 
original  amplitude. 

Hence,  to  compound  any  number  of  simple  harmonic  motions 
along  lines  lying  in  the  same  plane,  we  may  project  all  these 
motions  on  any  two  rectangular  axes  Ox,  Oy  taken  in  this  plane. 
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and  compound,  by  Art.  130  or  135,  the  components  lying  on  the 
same  axis.  It  then  only  remains  to  compound  the  two  motions, 
one  along  Ox,  the  otlier  along  Oy,  into  a  single  motion. 

142.  Just  as  in  Arts.  130,  135,  we  must  distingui.sh  two  cases: 
(fl)  When  the  given  motions  have  all  the  same  period,  and  (A) 
when  tliey  have  not. 

In  the  former  case,  by  Art.  1 30,  the  two  components  along  Ox 
and  Oj/  will  have  equal  periods,  ('.  e.  they  will  be  of  the  form 

x^acastDi,    _>"  =  ^cos{(B?+ S).  (21) 

The  path  of  the  resulting  motion  is  obtained  by  eliminating  / 
between  these  equations,     We  have 

~r  =  cosQ)/  cosS  —  small  sinS 


=  ■   cosS  —   -*l  I 
Writing  this  equation  in  the  form 


(i-5™*)  -('--J)" 


x'       2xy 
^        ab 


we  see  that  it  represents  an  ellipse  (since 


(22) 


a"  ■  d" 


cos'S      /sinS  \* 


is  positive)  whose  center  is  at  the  origin.  The  resultant  motion 
is  therefore  called  elliptia  harmonio  motion. 

We  have  thus  the  general  result  ihaX  any  nutftber  0/ simple  har- 
monic vtotio)is  of  the  same  period  and  in  tlie  same  plane,  whatever 
may  be  their  directions,  amplitudes,  and  phases,  compound  into  a 
single  elliptic  lutrmonic  motion. 

143.  A  few  particular  cases  may  be  noticed.  The  equation  (22) 
will  represent  a  (double)  straight  line,  and  hence  the  elliptic  vibration . 
will  degenerate  into  a  simple  harmonic  vibration,  whenever  sin'J  =  o. 
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i.e.  when  S  =  «t,  where  n  is  a  positive  or  negative  integer.     In  this 
case  cosJ  is  +  i  or  —  1,  and  (as)  reduces  to 


andlo  ^  +  -^  =  D,  ifS=(2m+  i)  tt. 

Thus  two  rectangular  vibrations  of  the  same  period  compound  into 
a  simple  hamionic  vibration  when  they  differ  in  phase  by  an  integral 
multiple  of  ir,  that  is  when  one  lags  behind  the  other  by  half  a  wave- 
length. 

Again,  the  ellipse  (22)  reduces  lo  a  circle  only  when  cos3=  o,  /.  e. 
a=  (2/«+ i)it/i,  and  in  addition  a^=b,  the  co-ordinates  being 
assumed  orlhogonal. 

Thus  two  rectangular  vibrations  of  equal  period  and  amplitude  com- 
pound into  a  circular  vibration  if  they  differ  in  phase  by  n/2,  /'.  e.  if 
one  lags  behind  the  other  by  a  quarter  of  a  wave-length. 

This  circular  hamionic  motion  is  evidently  nothing  but  uniform 
motion  in  a  circle;  and  we  have  seen  in  Art.  izi  that,  conversely, 
uniform  circular  motion  can  be  resolved  into  two  rectangular  simple 
harmonic  vibrations  of  equal  period  and  amplitude,  but  differing  in 
phase  by  rr/2. 

The  results  of  Arts.  141-143  can  also  be  established  by  purely 
geometrical  methods  of  an  elementary  character.* 

144.  It  remains  to  consider  the  case  v^hen  the  given  simple 
hamionic  motions  do  not  all  have  tlie  same  period.  It  follows 
from  Art  135  that  in  this  case,  if  we  again  project  the  given 
motions  on  two  rectangular  axes  Ox,  Ojf,  the  resulting  motions 
along  0-r.  Oy  are  in  general  not  simply  harmonic. 

The  elimination  of  t  between  the  expressions  for  x  and  y  may 
present  difficulties.  But,  of  course,  the  curve  can  always  be  traced 
by  points,  graphically. 

We  shall  here  consider  only  the  case  when  the  motions  along 
Ox  and  Oy  are  simply  harmonic, 

•Se«,  for  instance,  J.  G.  Maccregoh,  An  cUmenlary  IriaHsc  on  kiitemalics  and 
ifynamics,  Loitdoa,  MacmilUn,  1887,  pp.  115  sq. 
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146.  Tf  two  simple  harmonic  motions  along  Ok  rectangular  direc- 
tions Ox,  Oy,  viz. : 

jc  =  rt|  cos{w/  +  e,),     7  =  «j  cos(i»j^  +  e^), 
of  different  amplitudes,  phases,  and  periods  are  to  be  compounded, 
the  resulting  motion  will  be  confined  within  a  rectangle  whose 
sides  are  2ffj,  2a^,  since  these  are  the  maximum  values  of  3xand  27. 

The  path  of  the  moving  point  will  be  a  closed  curve  only  when 
the  quotient  Wj/wj  =  T^jT^  is  a  rational  number,  say  =  '«/«,  where 
}n  is  prime  to  «.  The  x  co-ordinate  of  the  curve  will  have  jn 
maxima,  the  y  co-ordinate  n,  and  the  whole  curve  will  be  traversed 
after  m  vibrations  along  Ox  and  «  along  Oy. 

The  formation  of  the  resulting  curve  will  best  be  understood 
from  the  following  example. 

146.  Let  3,  =  d,  =  a,  e,  =  o,  e,  =  S,  and  let  the  ratio  of  the  periods 
be  TJTy=  2/1.  The  equations  of  the  component  simple  harmonic 
VI J  rations  are 

x  =  a  cost"/,    y  =  a  cos(2w/  +  i). 

Here  it  is  easy  to  eliminate  /,      We  have 

y  =  a  cos2<at  cos<*  —  a  siosw/  sin3 


/      A-"  \  X         \  X' 

3  I    2   -,-  —    I    1    ZOSA  —  SiJ  —   ^  1   —  -J  s 


Hence  the  equation  of  the  path  is  : 

ay  =  (  zjE^  —  a')  cosd  —  2X  ^/a'  — jt*  sin3. 

If  there  be  no  difference  of  phase  between  the  components,  /.  e.  if 
^  =  o,  this  reduces  to  the  equation  of  a  parabola  : 

^  =  4a  (>  +  «). 

For  i  =  ir/a,  the  equation  also  assumes  a  simple  foma  . 

147.   It  is  instructive  to  trace  the  resulting  curves  for  a  given  ratio 
of  periods  and  for  a  series  of  successive  differences  of  phase  (Lissa/ous'j 
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Thus  in  Fig.  39,  the  curve  for  TJT,  =  J^,  and  for  a  phase  difler- 
ence  3  =  o  is  the  heavily  drawn  curve,  while  the  dotted  curve  repre- 
sents the  path  for  the  same  ratio  of  the  periods  when  the  phase  differ- 
ence is  one-twelfth  of  the  smaller  period.  The  equations  of  the 
components  are  for  the  heavy  curve 


-A     ^  =  5cos_/, 


and  for  the  dotted  curve 


In  tracing  these  curves,  imagine  the  simple  harmonic  motions  re- 
placed by  the  corresponding  uniform  circular  motions   (Fig.   39). 


With  the  amplitudes  6,  5,  as  radii,  describe  the  semi-circles  ADB, 
AEC,  so  that  BC  is  the  rectangle  within  which  the  curves  are  con- 
fined ;  the  intefseclion  of  the  diagonals  of  this  rectangle  is  the  origin 
O,  AB  is  |)arallel  to  the  axis  of  x,  AC\.a  the  axis  of,v.  Next  divide 
the  circles  on  AB,  AC  into  parts  corresponding  to  equal  intervals 
of  time.  In  the  present  case,  the  periods  for  AB,  AC  being  as  3  to 
4,  the  circle  on  AB  must  be  divided  into  31  equal  parts,  that  on 
AC  into  4M.  In  the  figure,  n  is  taken  as  4,  the  circles  being  divided 
into  la  and  16  equal  parts,  respectively. 
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The  first  point  of  the  heavily  drawn  curve  corresponds  to  /=  o, 
that  is  a;  ^  6,  _)"  ^  5  ;  this  gives  the  upper  right-hand  comer  of  the 
rectangle.  The  next  point  is  the  intersection  of  the  vertical  line 
through  D  and  the  horizonUl  line  through  E,  the  arcs  .5Z>=  i/ 
of  the  circle  over  AB,  and  €£•=  i/i6  of  that  over  AC  being  de- 
scribed in  the  same  time,  so  that  the  co-ordinates  of  the  correspond' 
ing  point  are 


I 


j:=  6  cos 


Similarly  the  next  poin 


(rA)--("-> 


is  found  from  the  next  two  points  of  division  on  the  circles,  etc. 

To  construct  the  dotted  curve,  it  is  only  necessary  to  begin  on  the 
circle  over  AB  with  D  as  first  point  of  division. 

148.  Exercises. 

( 1 )  With  the  data  of  Art,  147  construct  the  curves  for  phase  differ- 
ences ofa/i2,  3/ia,  -.■  ii/n  of  the  smaller  period. 

(2)  Construct  the  curves  (Art.  146) 

x=  a  cosiuf,     y=  a  cos(z™/  +  *) 
for*=o,  r./4,  jr/2,  3^/4,  rr,  5^/4,  3^/2,  7^/4,  sir. 

(3)  Trace  the  path  of  a  point  subjected  to  two  circular  vibrations 
of  ihe  same  amplitude,  but  differing  in  period;  (o)  when  the  sense  ia 
the  same  ;  (/')  when  it  is  opposite. 

149.  The  mathematical  pendulum  is  a  point  compelled  to  move 
in  a  vertical  circle  under  the  acceleration  of  gravity. 

Let  0  be  the  center  (Fig.  40),  A  the  lowest,  and  B  the  highest 
point  of  the  circle.  The  radius  OA  =  /  of  the  circle  is  called  the 
length  of  the  pendulum.  Any  position  P  of  the  moving  point  is 
determined  by  the  angle  AOP=  0  counted  from  the  vertical 
radius  OA  in  the  positive  (counterclockwise)  sense  of  rotation. 
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If  P^  be  the  initial  position  of  the  moving  point  at  the  time 
/  =  o,  and  ^  A  OP^  =  0^,  then  the  arc  PJ^  =  s  described  in  the 
time  /  is  J  =  4[^j,  —  ^ ;  hence  v  =  ds\dt  =  —  ld6\dt,  and  dvldt 
=  —  Id^Ojdt^,  the  negative  sign  indicating  that  6  diminishes  as  s 
and  /  increase. 

Resolving  the  acceleration  of  gravity,  g,  into  its  normal  and 
tangential  components  g  cos  ^,  g  sin  0,  and  considering  that  the 
former  is  without  effect  owing  to  the  condition  that  the  point  is 

B 


constrained  to  move  in  a  circle,  we  obtain  the  equation  of  motion 
in  the  form  dvjdt  =  g  sin^,  or 


d'0 
I  ^^2  +^sin^  =  o. 


(23) 


150.  The  first  integration  is  readily  performed  by  multiplying 
the  equation  by  ddjdt  which  makes  the  left-hand  member  an  exact 
derivative, 

hence  integrating,  wc  obtain 

or  considering  that  v  =  —  IdOjdt^ 

li'^  —  gl  cos^  =  CI, 


¥ 


I 
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To  determine  the  constant  C,  the  initial  velocity  v^  at  the  time 
?  =.  o  must  be  given.     We  then  have  ^n^  —  ^/  cos^^  =  Ci ;  hence 

Ji^  =  ^v^  ~  gl  cos^ij  +  gl  cosO 
=  p.(  _L  _  /  cose„  +  /  cosfi  ). 

The  right-hand  member  can  readily  be  interpreted  geometri- 
cally; v^J2g  is  the  height  by  falling  through  which  the  point 
would  acquire  the  initial  velocity  v^  (see  Art.  73) ;  /  cos5  —  /  c 
=  OG  -  OQ^  =  Q^Q,  if  Q,  e„  are  the  projections  of  P,  P„  on  the 
vertical  AG.  If  we  draw  a  horizontal  line  MN  at  the  height  v^J2g 
above  P„  and  if  this  line  intersect  the  vertical  AB  at  R,  we  have  for 
the  velocity  i'  tlie  expression  1 


h-J 


-RQ. 


If  the  initial  velocity  be  zero,  the  equation  v 

At  the  points  M,  N  where  the  horizontal  line  MN  intersects  the 
circle  the  velocity  becomes  zero.     The  point  can  therefore  r 
rise  above  these  points. 

Now,  according  to  the  value  of  the  initial  velocity  i'„,  the  line 
MN  may  intersect  the  circle  in  two  real  points  M,  N,  or  touch  it 
at  B,  or  not  meet  it  at  all.  In  the  first  case  the  point  /"performs 
oscillations,  passing  from  its  initial  position  P^  through  A  up  to  M, 
then  falling  back  to  A  and  rising  to  TV,  etc.  In  the  third  case  P 
makes  complete  revolutions. 

161.  The  second  integration  of  the  equation  of  motion  cannot 
be  effected  in  finite  terms,  without  introducing  elliptic  functions. 
But  for  the  case  of  most  practical  importance,  viz.  for  very  small 
values  of  $,  it  is  easy  to  obtain  an  approximate  solution.  In  this 
case  8  can  be  substituted  for  sinS,  and  the  equation  becomes : 


rf'» 


di*"^  I 


+  ^5  =  0. 


A 
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or,  putting  ^//=Ai^: 

^=-M*^-  (25) 

This  is  a  well  known  differential  equation  (compare  Art.  82^ 
eq.  (19),  and  Art  125),  whose  general  integral  is 

^  =  C\  cos/i/  +  C^  sin/Li/. 

The  constants  C^,  C^  can  be  determined  from  the  initial  condi- 
tions for  which  we  shall  now  take  0=^0^  and  v=  o  when  /  =  o ; 
this  gives  C\  =  Oq,  C^  =  o;  hence 

I  0 

0  =  0„  cos/i/,     /  =  -  cos"^  ^. 
"  /i  0^ 

The  last  equation  gives  with  ^  =  —  ^^  the  time  /^  of  one  swing' 
or  6ea^,  that  is,  half  the  period : 

/  =  -  =  7rJ-.  (26) 

The  time  of  a  small  oscillation  or  swing  is  thus  seen  to  be  inde- 
pendent of  the  arc  through  which  the  pendulum  swings  ;  in  other 
words,  for  all  small  arcs  the  times  of  swing  of  the  same  pendulum 
are  very  nearly  the  same ;  such  oscillations  are  therefore  called 
isochronous. 

152,  The  formula  (26)  shows  that  for  a  pendulum  of  given 
length  /,  the  time  of  one  swing  /j  varies  for  different  places  owing 
to  the  variation  of  ^.  As  /j  and  /j  can  be  measured  very  accu- 
rately, the  pendulum  can  be  used  to  determine  g-,  the  acceleration 
of  gravity  at  any  place  ;  (26)  gives  : 

^  =  72^.  (27) 

Now  let  /^  be  the  length  of  a  pendulum  which  beats  seconds,  /.  e, 
makes  just  one  swing  per  second ;  by  (26)  and  (27)  we  find  for 
the  length  l^  of  such  a  seconds  pendulum  : 

'o=^  =  ^T-  •  (28) 
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The  length  /„  of  the  seconds  pendulum  is  therefore  found  by 
measuring  the  length  l^  and  the  time  of  swing  /,  of  any  pendulum. 
This  length  /„  is  very  nearly  a  meter ;  it  varies  slightly  with  g ; 
thus,  for  points  at  the  sea  level  it  varies  from  /^  =  99. 1 03  cm.  at 
the  equator  to  /„  =  99.610  at  the  poles. 

If  ^u  be  the  value  of  ^  at  sea  level,  /,  e.  at  the  distance  R  from 
the  center  of  the  earth,  g^  the  value  of  g  at  an  elevation  h  above 
sea  level  in  the  same  latitude,  it  is  known  that 

g,     (R  +  *)■ 

Hence,  if  ^„  be  known,  pendulum  experiments  might  serve  to 
find  the  altitude  oi  a  place  above  sea  level ;  but  the  observations 
would  have  to  be  of  very  great  accuracy. 

153.  Let  «  be  the  number  of  swings  made  by  a  pendulum  of 
length  /  in  any  time  T  so  that  /,  =  Tin.     Then,  by  (26), 


'4 


(29) 


If  7"  and  one  of  the  three  quantities  «,  /,  g  in  this  equation  be 
regarded  as  constant,  the  small  variations  of  the  two  others  can 
be  found  approximately  by  differentiation.  For  instance,  if  the 
daily  number  of  oscillations  of  a  pendulum  of  constant  length  be 
observed  at  two  different  places,  T  and  /  keep  the  same  values 
while  «  and  g  vary  by  small  amounts,  say  A«  and  ^g.  Now  the 
differentiation  of  (29)  gives 


or.  dividing  by  (29) : 


i  iin^=  — 


wVi  dg 


* 


We  have  therefore  approximately,  for  small  variations  Aa,  ^g : 
An         Ap" 

ir-i-f-  (3°) 
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^^H    164.  Ezerciui. 

^^^       (i)  Find  the  number  of  swings  made  in  a  second  and  in  a  day  by 
a  pendulum  i  meter  long,  at  a  place  where  j=  980.5, 

(2)  Find  the  length  of  the  seconds  pendulum  at  a  place  where 
A'-=  32.17- 

(3)  Find  the  value  of  ^  at  a  place  where  a  pendulum  of  lengih 
3.249  ft.  is  found  to  make  86522  swings  in  24  hours. 

(4)  A  chandelier  suspended  from  the  ceiling  is  seen  to  make  20 
swings  a  minute;  find  its  distance  from  the  ceiling, 

(5)  A  pendulum  of  length  I  meter  is  carried  from  the  equator 
where  g=  978.1  to  another  latitude;  if  it  gains  100  swings  a  day 
find  the  value  of  g  there. 

(6)  Investigatewhethertheapproximate  formula  (30)  is  sufficiently 
accurate  for  Ex.  (5). 

(7)  If  the  length  of  a  pendulum  be  increased  by  a  small  amount 
J/,  show  that  the  dally  number  of  swings,  «,  will  be  diminished  by 

hAn  so  thai  approximately 


(8)  Aclock  beatingseconds  is  gainings  minulesaday;  howmuch 
should  ihe  pendulum  bob  be  screwed  up  or  down? 

(9)  Aclock  beating  seconds  at  a  place  where  f=  32.10  is  carried 
to  a  place  where  ^=  32. 15  i  how  much  will  it  gain  or  lose  per  day  if 
the  length  of  the  pendulum  be  not  changed? 

(10)  A  pendulum  of  length  100.18  cm.  is  found  to  beat  3585 
times  per  hour ;  find  the  elevation  of  the  place  if  in  the  same  latitude 
g-^  981.02  at  sea  level. 

(11)  Show  that  for  small  oscillations  the  motion  of  the  pendulum 
bob  is  nearly  a  simple  harmonic  motion,  and  deduce  from  this  fact 
the  relation  (26),  Art,  151. 

1S5.  When  the  oscillations  of  a  pendulum  are  not  so  small 
iiat  the  angle  can  be  substituted  for  its  sine  as  was  done  in  Art. 
151,  an  expression  for  the  time  /,  of  one  swing  can  be  obtained 
as  follows. 

We  have  by  (24).  Art.  1 50 : 


it'  ■ 


gl{<:ose  -  cos9„). 


(24) 
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Let  the  time  be  counted  from  the  instant  when  the  moving 
point  has  its  highest  position  (-V  in  Fig.  40),  so  that  v,,  =  O. 
Substituting  v=^  ~  IdOjdl  and  applying  the  formula  cos^  =1  — 
2  sin'jfi  we  find  : 

J/(^)'-2itsm'je„-sin'!9), 


v^  V 


'i' v/sin'JS.-sin'je' 

Integrating  from  S  =  o  to  6  =  6^  and  multiplying  by  2  we  find 
for  the  time  t^  of  one  swing  : 


-u 


l/sin'j 


(30 


As  6  cannot  become  greater  than  8^  we  may  put  sin  \8  = 
sin  J^g  sin^,  thus  introducing  a  new  variable  </)  for  which  the  limits 
are  o  and  Tr/a.  Differentiating  the  equation  of  substitution,  we 
have 

J  cos|fl  d?  =  sinj6„  cos^  dtp. 


or,  as  co5j5=  v'l  —  sin^i^o  sin^i^, 

2  sinj^^  cos^  d^ 
~  Vi  —  sin^jSj,  sin*^ 
Substituting  these  values  and  putting  for  the  sake  of  brevity 

sinifl„  =  *,  (32) 

we  find  for  the  time  t^  of  one  swing  : 


''-U 


_«'*_ 

-."s 


(33) 


The  integral  in  this  expression  is  called  the  complete  elliptic 
integral  of  the  first  species,  and  is  usually  denoted  by  K.  Its 
value  can  be  found  from  tables  of  elliptic  integrals  or  by  expand- 
ing the  argument  into  an  infinite  series  by  the  binomial  theorem 


^^57.] 
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(I  —  K*  sinV)^  =  X  +  ^K*  sinV  +  - 


(since  «  sin^  is  less  than  l),  and  then  performing  the  integratii 
^^^_We  have 

^^^H  ft    —  .A  ^:nlA\-)  _    r     I     1.^  ^:r.ij.   .i         '  ^ 

w 


If  /r  be  the  height  of  the  initial  point  N  (Q  =.  6^  above  the  low- 
est point  A  of  the  circle,  we  have  by  (32) 


«'  =  sin=Jfl,  =  - 


2/' 
so  that  (34)  can  be  written  in  the  form 


'>/j[-uy^^(H)(^)- 


156.  Exercises. 

6384^ 


(,)  Showth..  ',-.>!](■  +  ^+  ~  +  T^°,t  +  ...  jif.he 


angle  atf,  of  the  swing  is  120°. 

(3)  Show  that  as  second  approximation  to  the  time  of  a  small  swing 
we  have  /,  =  r  y'lfg  (  r  +  ^j  "o')- 

(  3)  Find  the  time  of  oscillation  of  a  pendulum  whose  length  is  i 
meter  at  a  place  where  g=  980.8,  to  four  decimal  places,  the  ampli- 
tude "0  of  the  swing  being  6°. 

(4)  Denoting  by  /■„  the  first  approximation,  if\/7fg,  to  the  time 
/,  of  one  swing,  the  quotient  (/,  —  l^jt^  is  called  the  correnlion  for 
amplitude.     Show  that  its  value  is  0.0005  f"*""  "0  =  5°- 

(5)  A  pendulum  hanging  at  rest  is  given  an  initial  velocity  v^.  Find 
to  what  height  A,  it  will  rise. 

(6)  Discuss  the  pendulum  problem  in  the  particular  case  when  MN 
(Fig.  40)  touches  the  circle  at  B,  that  is  when  the  initial  velocity  is 
due  to  falling  from  the  highest  point  of  the  circle. 

157,  Central  Hotion.  The  motion  of  a  point  Pis  called  central 
if  the  direction  of  the  acceleration  constantly  passes  through  a 
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fixed  point  0.  The  most  important  case  is  that  when,  moreover, 
the  magnitude  of  the  acceleration  is  a  function  of  the  distance 
OP^'  r  alone,  say 

>=/('■). 

The  fixed  point  0  is  in  this  case  usually  regarded  as  the  seat 
of  an  attractive  or  repulsive  force  producing  tlie  acceleration,  and 
is  therefore  called  the  center  of  force. 

Harmonic  motion  as  discussed  in  Arts,  121  -148  is  a  special 
case  of  central  motion,  viz.  the  case  in  which  the  acceleration  j  is 
direcdy  proportional  to  the  distance  from  the  fixed  center  O,  i.  e. 

/{'■)-/"•• 

Anotlier  very  important  particular  case  is  that  of  Newton's  law, 
i.  e.fif)=-  /*/*^;  this  will  be  discussed  below,  Arts.  170-173. 

158.  Any  central  motion  is  fully  determined  if  in  addib'on  to  the 
form  of  the  function /(/■)  we  know  the  "initial  conditions."  say 
the  initial  distance  OP^^  =  r,,  (Fig.  41)  and  the  initial  velocity  i'^ 
of  the  point  at  the  time 
/  =  O.  As  j-'„  must  be 
given  both  in  magnitude 
and  direction,  the  angle 
^„  between  r^  and  v^  must 
be  known. 

It  is  evident,  geomet- 
rically,  that  the   motion 
is  confined  to  the  plane 
determined  by  0  and  f^ 
since  the  acceleration  always  lies  in  this  plane.     Hence,  a/iy  cen- 
tra/ motion,  whatever  may  be  the  law  of  acceleration,  is  a  plane 
motion. 

169.  Another  fundamental  property  is  that  in  any  central  motion, 
whatever  the  law  of  acceleration,  tite  sectorial  velocity  is  constant. 
This  is  most  readily  proved  by  taking  the  center  0  as  origin  for 
polar  co-ordinates  ;-,  6.  As  by  the  definition  of  central  motion 
(Art.  157)  the  acceleration  _;' is  directed  along  the  radius  vector 


J 
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0P=^  r  drawn  from  the  center  0  to  the  moving  point  P,  the  com- 
ponent j\  of  the  acceleration,  at  right  angles  to  the  radius  vector, 
is  always  zero.  We  have  therefore  by  the  last  of  the  equations 
(6)  of  Art.  114: 

whence 

"f,-  (35) 

where  c  is  the  constant  of  integration.  By  Art.  97  this  equation 
means  that  the  sectorial  velocity  is  constant  and  equal  to  \c. 

160.  Let  5  be  the  sector  PfiP  described  by  the  radius  vector  r 
in  the  time  /,  so  that  dS  =  \r^dO  is  the  elementary  sector  described 
in  the  element  of  time  dt.     Then  (35)  can  be  written 

dS      , 
whence  integrating,  since  5  ==  o  for  /  =  o : 

This  shows  that  the  sector  is  proportiofial  to  the  time  in  which  it  is 
described^  which  is  merely  another  way  of  stating  that  the  sectorial 
velocity  is  constant. 

It  can  be  shown  conversely,  by  reversing  the  steps  of  the  above 
argument,  that  if  in  a  plane  motion  the  areas  swept  out  by  the 
radius  vector  drawn  from  a  fixed  point  of  the  plane  are  propor- 
tional to  the  time,  the  acceleration  must  constantly  pass  through 
that  point. 

It  is  well  known  that  Kepler  had  found  by  a  careful  examina- 
tion of  the  observations  available  to  him  that  the  orbits  described 
by  tlie  planets  are  plane  curves^  ii7id  the  sector  described  by  the  raditts 
vector  drawn  from  tfte  sun  to  any  planet  is  proportional  to  the  time 
in  which  it  is  described.  This  constitutes  Kepler*8  first  law  of 
planetary  motion. 


[i6i. 


w 

I  He  concluded  from  it  that  the  acceleration  must  constantly  pass 

^^^  through  the  sun. 

^^^k  161.  To  express  the  value  of  the  constant  of  integration  c  in 

^^^F  terms  of  the  given  initial  conditions  (Art  158),  i.  e.  by  means  of 

■  r^,  v^,  TJr^,  observe  that  at  any  time  / 

I 
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'  ds 


■  —  =  r  sin^  ■  V ; 


dt  ds    dt' 

hence  at  the  time  /  =  o  we  have 

c  =  lY^  sini/r^. 

Denoting  by/,,  and  p  the  perpendiculars  let  fall  from  0  on  v^ 
and  V  we  have  r^  sin-^„  =  /„,  r  sini^  =^  p ;  hence 

e.  the  velocity  at  any  time  is  inversely  proportional  to  its  distance 
from  the  cenlir. 

162.  Let  us  now  assume  that  the  accelerationy  of  a  central  mo- 
tion is  a  given  function, y{r),  of  the  radius  vector  0P=^  r  drawn 
from  the  center  0  to  the  moving  point  P.  With  0  as  origin,  let 
X,  y  be  the  rectangular  cartesian  co-ordinates  of  the  moving  point 
P,  and  r,  6  its  polar  co-ordinates,  at  any  time  t.  Then  cos0 
=  x/r,  sm&  =  y/r  are  the  direction  cosines  of  OP^r,  and, 
therefore,  those  of  the  acceleration  j,  provided  the  sense  of/  be 
away  from  the  center,  i.  e.  provided  tlie  force  causing  the  accelera- 
tion be  repulsii'e.  In  the  case  of  attraction,  the  direction  cosines 
of/are  of  course  —  xjr,  —yjr. 

Thus  the  equations  of  motion  are  in  the  case  of  attraction : 


d'x  X 


J^y 


-AK 


(36) 


For  repulsion,  it  would  only  be  necessary  to  change  the  sign  of 

/!'■)■ 

To  integrate  the  equations  (36)  we  cannot,   in  general,  treat 
each  equation  by  itself;  for,  as  r=  V ^  +>*.  each  equation  con- 
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tains  three  variables  ;r,  j,  /.     We  must  therefore  try  to  combine 
the  equations  so  as  to  form  integrable  combinations. 

168.  Let  us  first  multiply  the  equations  (36)  by  y^  x  and  sub- 
tract ;  the  right-hand  member  of  the  resulting  equation  is  zero 
while  the  left-hand  member  is  an  exact  derivative : 


d  (   dy        dx\ 
^dt^'di'^dt)-''' 


Integrating  we  find 

dy        dx 

or,  introducing  polar  co-ordinates : 

^-dt=''  (35) 

which  is  the  equation  (35),  Art.  159;  comp.  Art.  97. 

164.  Next  multiply  the  equations  (36)  by  dxjdt^  dyjdt  and  add. 
The  left-hand  member  of  the  resulting  equation  is 

dx  d^x      dyd^y      d 


dt  d/^'^  dtdt' 


Am^^m\-i.^^^-' 


the  right-hand  member  becomes 

The  resulting  equation 

d{\^  =  -f{r)  dr 

can  be  integrated  and  gives 

I'J"  -  ¥^  =  -  rf{r)dr ;  (3;) 

t/ro 

I.  e.  it  determines  the  velocity  v  as  a  function  of  r. 
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X66.  The  two  methods  of  combining  the  differential  equations 
of  motion  (36)  used  in  Arts.  1 63  and  1 64  are  known,  respectively, 
as  the  principle  of  areas  and  the  principle  of  kinetic  energy  and 
work.  The  former  name  explains  itself  (see  Arts.  159,160).  The 
latter  is  due  to  the  fact  (to  be  more  fully  explained  in  kinetics) 
that  if  equation  (37)  be  multiplied  by  the  mass  of  the  mo\*ing 
body,  the  left-hand  member  will  represent  the  increase  in  kinetic 
energy  while  the  right-hand  member  is  the  work  of  the  central 
force. 

Each  of  these  methods  of  preparing  the  equations  of  motion  for 
integration  consists  merely  in  combining  the  equations  so  as  to 
obtain  an  exact  derivative  in  the  left-hand  member  of  the  resulting 
equation.  If  by  this  combination  the  rifjht-hand  member  happens 
to  vanish  or  to  become  likewise  an  exact  derivative,  an  integration 
can  at  once  be  performed.     This  is  the  case  in  our  problem. 

186.  The  two  equations  (35)  and  (37),  each  of  which  was  found 
by  a  first  integration,  are  called _;fr.r/  integrals  of  the  equations  of 
motion.  By  combining  them  and  integrating  again,  the  equation 
of  the  path  is  found. 

We  have,  by  (4),  Art.  96,  for  any  curvilinear  motion 

eliminating  i/^/(// by  means  of  (3  5)  we  find  for  any  central  motion: 

Substituting  this  expression  of  i^  in  (37)  we  have  the  differential 
equation  of  the  path  in  which  the  variables  are  separable.  Shorter 
methods  may  occasionally  suggest  themselves  in  particular  cases ; 
see,  for  instance,  Art.  171, 

167.  To  solve  the  converse  problem,  viz.  to  find  the  law  of 
acceleration  when  the  path  is  known,  we  have  only  to  substitute 
the  expression  (38)  of  %^  in  the  equation  preceding  (37);  this  gives : 


hence 
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2d0 \\d0r)  ■*■  VrV  J  dr 

'^\d0'?"der'^rder)dr 

~     ydS'r  "^  rjdrr' 

/W  =  ^(^^-+-j-  (39) 

168.  Kepler  in  his  second  law  had  established  the  empirical  fact 
that  the  orbits  of  the  plafiets  are  ellipses,  with  tlu  sun  at  one  of 
the  foci. 

From  this  Newton  concluded  that  the  law  of  acceleration  must 
be  that  of  the  inverse  square  of  the  distance  from  the  sun. 

Our  equation  (39)  enables  us  to  draw  this  conclusion.  The 
polar  equation  of  an  ellipse  referred  to  focus  and  major  axis  is 

/ 

""  I  +  ^  cosd' 

where  /=  l^ja  =  a(i  —  ^);  a,  b  being  the  semi-axes,  /  the  semi- 
latus  rectum,  and  e  the  eccentricity.     Hence 

\       \       e        ^       d'^  \  e        ^ 


r 


so  that  (39)  becomes 

/('-)  =  7P=^l— ^•^-  (40) 

169.  The  third  law  of  Kepler,  found  by  him  Ukewise  as  an 
empirical  fact,  asserts  that  the  squares  of  the  periodic  times  of  dif- 
ferent planets  are  as  the  cubes  of  the  major  axes  of  tticir  orbits. 
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From  this  fact  Newton  drew  the  conclusion  that  in  the  law  of 

acceleration, 

/=/M  =  ^. 

the  constant  /i  has  the  same  value  for  all  the  planets. 

Our  formulae  show  this  as  follows.  Let  7"  be  the /leriodic  time 
of  any  planet,  ('.  e.  the  time  of  describing  an  ellipse  whose  semi- 
axes  are  a,  b.  Then,  since  the  sector  described  in  the  time  7"  is 
the  area  irab  of  the  whole  ellipse,  we  have  by  Art  160 

Substituting  in  {40)  the  value  of  c  found  from  this  equation  we 
have 

4-n^a?l^    I       47r°a'    i 

=  ^Jr*-  ■  p  =  -yr  ■  p  • 
Hence 


Ar)  = 


is  constant  by  Kepler's  third  law, 

170.  Planetary  motion  in  its  simplest  form  is  that  particular 

case  of  centra!  motion  in  which  the  acceleration  is  inversely  pro- 
portional to  the  square  of  the  distance  from  the  center  0  so  that 


where  /i  is  a  constant,  viz.,  the  acecleration  at  the  distance  r=  I 
from  0. 

The  equations  of  motion  {36)  are  in  this  case,  with  0  as  origin, 


d'y 


(40 


Combining  these  by  the  principle  of  energy  (Arts.  164,  165),  we 
find 
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fk  dr         d\ 
^~r'Jt'"'^dtP 


hence  integrating 


K-K=7-^         (42) 


171.  To  find  the  equation  of  the  path,  or  orbit^  write  the  equa- 
tions (41)  in  the  form 

^,=  -^cos5,      -^=-psind, 

and  eliminate  r*  by  means  of  (35)  ; 

d'x  IX        .dd     d*y  y^    .  .d6 

d?^-  c  ^°'^  -df  Te=--c  "'"^  7/- 

Each  of  these  equations  can  be  integrated  by  itself: 

%-v,=  -^^^e,     J_z,,  =  ^(cosd-i).  (43) 

where  %\,  i\  are  the  components  of  the  velocity  when  d  =  O. 
Multiplying  by  j/,  x  and  subtracting  we  find,  by  Art  163  : 

f  J  -  vAx  +  z/j^  +  ^  =  ^  (^cosd  +^  sin^  =  ^^^2  ^y^    ^^^j 

172.  The  geometrical  meaning  of  this  equation  is  that  the 
radius  vector  r  =  i/jr*  +  y^  drawn  from  the  fixed  point  O  to  the 
moving  point  P  is  proportional  to  the  distance  of  P  from  the 
fixed  straight  line 

(^-^2J^+^^^  +  ^  =  o.  (45) 

It  represents,  therefore,  a  conic  section  having  O  for  a  focus  and 
the  line  (45)  for  the  corresponding  directrix. 


Io8  KINEMATICS.  [173. 

The  character  of  the  conic  depends  on  the  absolute  value  of 
the  ratio  of  the  radius  vector  to  the  distance  from  the  directrix ; 
according  as  this  ratio, 

is  <  I,  =  I,  or  >  I,  the  conic  will  be  an  ellipse,  a  parabola,  or  a 
hyperbola.  This  criterion  can  be  simplified.  Multiplying  by  fi/c 
and  squaring,  we  have 

or  since  v^  +  v^  =  v^  and  c  =  r^^  sin-^^,  =  r^^ : 

<  i  7^-  (46) 

178.  If  polar  co-ordinates  be  introduced  in  (44),  the  equation  of 
the  orbit  assumes  the  form 

or  putting  (cv^  —  /a)/^^  =  C  cosa,  z\\c  =  Csina, 

1  =  ^  +  C  cos(^  +  a).  (47) 

This  equation  might  hcfve  been  obtained  directly  by  integrat- 
ing (39),  which  in  our  case,  with/(r)  =  m/'^,  reduces  to 

dSfr  '^  r  ~^' 

the  general  integral  of  this  differential  equation  is  of  the  form  (47), 
C  and  a  being  the  constants  of  integration. 

Equation  (47)  represents  a  conic  section  referred  to  the  focus  as 
origin  and  a  line  making  an  angle  a  with  the  focal  axis  as  polar 
axis. 
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^^■174.  Exeroiaei. 

^^^    (i)  If  zi  be  the  chord  intercepted  by  the  osculating  circle  on  the 
radius  vector  drawn  from  the  fixed  center,  show  that  t^  =  k  -/(r). 

(2)  A  point  moves  in  a  circle ;  if  the  acceleration  be  constant  in 
direction,  what  is  its  magnitude  ? 

(3)  A  point  describes  a  circle;  if  (he  acceleration  be  constantly 
directed  towards  the  center,  what  is  its  magnitude? 

(4)  A  point  has  a  central  acceleration  proportional  to  the  distance 
from  the  center  and  directed  away  from  the  center  ;  find  the  equatioa 
of  the  path. 

(5)  A  point  P  is  subject  to  two  accelerations,  i±'  ■  OJ*  directed 
toward  the  fixed  point  (9,,  and  /i'  ■  O^P  directed  away  from  the  fixed 
point  O,.     Show  that  its  path  is  a  parabola. 

(6)  A  point  /'describes  an  ellipse  owing  to  a  central  acceleration 
_/(r)  =  ulr'  directed  toward  the  focus  S.  Its  initial  velocity  v^  makes 
an  angle  (.''^  with  the  initial  radius  vector  r,.  Determine  the  semi-axes 
ii,  b  of  the  ellipse  in  magnitude  and  position. 

(7)  The  rectangular  components  of  the  acceleration  of  a  point  are 
both  constant ;  the  initial  velocity  i\  is  parallel  to  one  of  these  com- 
ponents ;  find  the  path. 

5-      VEI^CITIES    m    THE    KIGUl    BORV. 

175.  A  rigid  body  is  said  to  have  plane  motion  when  all  its 
points  move  in  parallel 
planes.  Its  motion  is  then 
fully  determined  by  the 
motion  of  any  plane  sec- 
tion of  the  body  in  its  plane. 

It  has  been  shown  in 
Arts.  12-18  that  the  contin- 
uous motion  of  an  invariable 
plane  figure  in  its  plane  can 
be  regarded  as  the  limit  of 
a  series  of  instantaneous  ro- 
tations about  the  successive 
instantaneous  centers,  i.  c.  about  the  points  of  the  fixed  centrode. 


1 
I 
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If  at  any  instant  the  center  of  rotation  C  and  the  angular  veloc- 
iiy  tn  about  it  be  known,  the  linear  velocity  of  any  point  P  of  the 
plane  figure  at  the  distance  CP^=  r  from  C  can  be  found,  being 
II  =  mr,  at  right  angles  to  r. 
The  components  v^,  v^  of  this  velocity  along  rectangular  axes 
through  C  are  evidently  (Fig.  42) 
Tl, 
bel 
ob; 
tar 


(-i)  = 


(?)  = 


(■) 


These  results  can  also  be  obtained  by  difierentiating,  with  respect 
to  the  time  t,  the  relations 

x=r  cose,     y  =  r  sin^ 


between  the  cartesian  and  polar  co-ordinates  of  the  point  P  and 
observing  that  dOjdt  is  the  angular  velocity  w  about  the  instan- 
taneous center  C.     For  we  thus  find  : 


dx 


dy  „de 

v^=-^-^^rcose^^=.x. 

176.  In  studying  the  motion  of  an  invariable  plane  figure  in  its 
plane  it  is  generally  con- 
venient to  use  two  sets 
of  rectangular  co-ordinate 
axes  ;  one  set  Ox.  Oy,  fixed 
in  the  plane,  called  the 
space  axes  or  fixed  axes, 
the  other  O'f.  O't),  fixed  in 
the  figure  and  moving  with 
it,  called  the  mozdng  axes 
(Fig.  43). 
At  any  instant  t,  let  the  moving  origin  0'  have  the  co-ordinates 
x',y'  and  let  the  moving  axis  0'^  make  an  angle  8  with  the 


7J 
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fixed  axis  Ojt  ;  let  x,  y  be  the  co-ordinates  of  any  point  P  of  the 
moving  figure  w'th  respect  to  the  fixed  axes ;  f,  ij  the  co-ordi- 
nates of  the  same  point  P  with  respect  to  the  m,oving  axes.    Then 

we  liave  the  obvious  relations 


x  =  x'  +  %  zobQ  —  i;  sin5,     y  = 


f  sixS  -I-  IJ  cos^, 

'',  9  are  functions  of 


f 


in  (vhich  £,  r/  arc  constant  while  x,  y, 
the  time. 

Differentiating  we  find  for  the  component  velocities  of  P  par- 
llel  to  the  fixed  axes  Ox,  Oy : 


dx' 


-  (f  sinfl 


i'^=~+(fcos5- 


Now,  dSfdt  is  the  angular  velocity  at  about  the  point  0'  while 
dx'  jdl,  dy'  jdl  2xe  the  velocities  of  0'  parallel  to  the  fixed  axes, 
say  1'^.,  z- ,.  Considering  moreover  that  f  sin^  -|-  ij  cos^  =y  ~  )''. 
f  cosfl  ~  i;  sinfl  =  x—  x' ,  we  have 

v^  =  IV  -  0  -y>.  ^'.  =  ^v  +  C-'-  -  ^O---  (3) 

77(f  velocity  of  P  with  respect  to  the  fixed  axes  Ox,  Oy  consists, 
therefore,  of  two  parts,  a  velocity  of  translation  equal  to  that  of 
C  and  a  velocity  of  rotation  about  O  equal  to  that  of  P  about  0' . 

177,  The  instantaneous  center  being  the  point  whose  velocity 
is  zero  at  the  given  instant,  we  find  its  co-ordinates  x^,y^  from  the 
equations 

O  =  JV  —  Ott  —  7')*^.     o  =  'V  +  {-*'o  —  ■^'>'. 
whence 


-*'n=-f -. 


=  -^'+V/ 


(4) 


when  the  angular  velocity  w,  the  co-ordinates  x' ,  y',  and  the 
velocity  {v^,  v^)  of  any  point  0'  are  known  as  functions  of  the 
time,  the  elimination  of  /  betiveen  the  equations  (4)  gives  the 
equation  of  the  fixed  centrode. 
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The  co-ordinates  f,,,  ij^  of  the  instantaneous  center  referred  to 
the  moving  axes  are  found  in  a  similar  way  from  the  equations  (2): 

^0  ~  ~(^i'  ^'"^  ~  ^V  '-°^^'     %  =  -  Ov  cos^  -I-  2',  sin5).       (5) 


from  which  the  body  centrode  can  be  found  by  eliminating  /. 

178.  ExerciseB. 

( I )  When  a  straight  line  moves  in  a  plane  show  that  the  velocities 
of  all  its  points  have  equal  projections  on  the  line.  Hence  show  how 
to  construct  the  velocity  t  of  the  end  P  of  the  connecting  rod  (Fig, 
25,  p.  59)  when  the  velocity  u  of  the  other  end  Q  is  known. 

(z)  Two  points  A,  A'  of  a  plane  figure  move  on  two  fixed  circles 
descrit)ed  with  radii  a,  a'  about  O,  O" ;  show  that  the  angular  velocities 
<u,  lu'  of  OA,  tyA'  ahout  O,  O"  are  inversely  proportional  to  OM, 
OM,  jtfbeing  the  point  of  intersection  of  OO'  with  A  A'. 

(3)  Given  the  magnitudes  v,  1^  of  the  velocities  of  two  points  A, 
A'  of  an  invariable  plane  figure  and  the  angle  {v,  v'}  formed  by  their 
directions ;  find  the  instantaneous  center  C  and  the  angular  velocity 
w  about  C. 

(4)  Show  that  in  the  "elliptic  motion  "  of  a  plane  figure  (Arts. 
ao-aa)  the  velocity  of  any  point  (x",  y)  is 


=  la' 


a{.x'c 


.2v+ys 


"p)} 


trfp 


(g)  In  the  same  motion  find  the  velocities  of  £  and  C  (Fig.  7, 
p.  la)  when  A  moves  uniformly  along  the  axis  of  jt. 

(6)  A  straight  rod  AS,  4  ft,  long,  moves  in  a  plane;  the  velocity 
of  one  end  A  is  ao  ft. /sec,  along  AB,  that  of  B  is  inclined  at  45°  to 
AB.     Find  the  velocity  of  B  and  that  of  the  middle  point  of  AB. 

179.  The  continuous  motion  of  a  rigid  body  is  called  a  trani- 
lation  when  the  velocities  of  all  its  points  are  equal  and  parallel 
at  every  moment  (Art.  4).  All  points  describe  therefore  equal 
and  parallel  curves,  and  every  line  of  the  body  remains  parallel 
to  itself.  The  velocity  v  =  dsjdt  of  any  point  is  called  the  velocity 
of  translation  of  the  body, 
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We  can  imagine  a  rigid  body  subjected  to  several  velocities  of 
translation  simultaneously ;  the  resulting  motion  is  a  translation 
whose  velocity  is  found  by  geometrically  adding  the  component 
velocities. 

Conversely,  the  velocity  of  translation  of  a  rigid  body  can  be 
resolved  into  components  in  given  directions. 

180.  The  continuous  motion  of  a  rigid  body  is  called  rotation 
when  two  points  of  the  body  arc  fixed ;  the  line  joining  these 
points  is  the  axis  of  rotation.  All  points  excepting  those  on  the 
a.xis  describe  arcs  of  circles  whose  centers  lie  on  the  axis  and 
whose  planes  are  perpendicular  to  the  axis. 

The  velocity  of  any  point  P  of  the  body  at  the  distance  OP  =  r 
from  the  axis  is  v  =  wr,  if  tu  is  the  angular  velocity  of  the  rigid 
body ;  its  direction  is  at  right  angles  to  the  plane  through  P  and 
the  a.xis.  The  velocities  of  the  different  points  of  the  body  at 
any  given  moment  are  therefore  directly  proportional  to  their 
distances  from  the  axis,  and  the  velocities  of  all  points  at  this 
moment  are  known  if  the  axis  and  the  instantaneous  angular 
velocity  to  are  given.  It  is  therefore  convenient  to  imagine 
this  angular  velocity  represented  by  a  vector  w  laid  off  on  the 
axis  of  rotation. 

The  counter-clockwise  sense  of  rotation  being  adopted  as  posi- 
tive, the  vector  o  i  =  w  (Fig.  44)  should  be  placed  on  the  axis  so 
that  the  rotation  appears  counter-clockwise  to  a 
person  looking  from  the  arrow-head  1,  or  end-point, 
of  w  on  the  plane  through  the  initial  point  o  at 
right  angles  to  the  axis. 

181.  A  special  name,  rotor,  is  sometimes  used 
for  this  kind  of  vector  because  it  is  localized  or  at- 
tached to  a  definite  line,  viz.,  the  axis  of  rotation. 
Thus,  while  any  two  parallel  and  equal  vectors  of 
the  same  sense  represent  the  same  translation  of  a 
rigid  body,  two  parallel  and  equal  rotors  of  the  same  sense  evi- 
dently represent  different  rotations,  viz.,  rotations  about  different 
axes.     Two  rotors  are  therefore   regarded  as  equal   only  when 


1 
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they  are  of  equal  magnitudL'  and  sense  and  situated  on  the  same 
straight  Hne, 

182.  A  body  may  have  several  simultaneous  rotations,  just  as  it 
may  have  several  simultaneous  translations.  Imagine,  for  instance, 
a  wheel  or  spindle  turning  about  its  axis  while  the  bearings  in 
which  its  axle  runs  are  attached  to  a  piece  of  machinery  that  haf 
itself  a  motion  of  rotation.  The  resulting  motion  can  be  found 
from  the  rotors  of  the  component  rotations  according  to  definite 
rules.  We  shall,  however,  here  consider  only  two  particular 
cases,  the  composition  of  parallel  and  of  intersecting  rotors. 

183.  Composition  of  Parallel  Rotors.  In  tiic  case  oi plane  motion 
of  a  rigid  body  the  axes  of  rotation  are  perpendicular  to  the  plane 
and  hence  parallel. 

Consider  a  body  turning  with  angular  velocitj'  m,  about  an  axis 
/,  (passing  through  the  point  L^,  Fig.  45,  at  right  angles  to  the 
plane  of  this  figure)  and  at  the 
same  time  with  angular  velocity 
Wj  about  an  axis  /^  (through  ZJ 
parallel  to  /,. 

Any  point  P  of  the  body 
receives  from  w,  a  linear  veloc- 
ity a>^r^  perpendicular  to  L^P 
and  from  w,  a  linear  velocitj'  m^,  perpendicular  to  LJ^; 
resultant  of  these  two  is  the  total  velocity  of  P.  The  two  com- 
ponents a>^r^  and  a^^  fall  into  the  same  straight  line  only  for 
points  in  the  plane  {ij^,  and  tlieJr  resultant  will  be  zero  only 
for  those  points  of  this  plane  which  divide  the  distance  between 
/,  and  /^  in  the  inverse  ratio  of  w,  and  w^.  In  other  words,  the 
points  of  zero  velocity  He  on  a  straight  line  /,  parallel  to  /,  and 
/j,  in  the  plane  (//,),  so  situated  that  if  i,  be  its  intersection  with 
L.L^  we  have 


Ffe.  45. 


I 


a,.L,L- 


,LL^ 


V 


As  this  line  /  is  instantaneously  fixed,  the  resulting  motion 
the  body  is  a  rotation  about  /.     To  find  the  angular  velocity  01  of 


J 
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this  rotation  consider  a  particular  point,  for  instance  L^ ;  its  linear 
velocity  being  due  entirely  to  w,  about  /j  is  =<ii^^- L^L^,  but  it  can 
also  be  regarded  as  due  to  w  about  /;  hence 


These  two  relations  give 


and  as  L  L  +  LL  =  L^L^,  we  also  have 


Thus,  the  resultant  of  Hvo  angular  velocities  w^  w^  about  parallel 
axes  /„  /j  is  an  attgular  velocity  w  equal  to  their  algebraic  sntii, 
o)  =  Qii  +  (t>^,  about  a  parallel  axis  I  that  dmdcs  the  distance  be- 
tween /[,  /j  in  the  inverse  ratio  of  m^  and  w^. 

Conversely,  an  angular  velocity  a>  about  an  axis  /  can  always 
be  replaced  by  two  angular  velocities  u,,  qi^  whose  sum  is  equal 
to  to  and  whose  axes  /,,  /,  are  parallel  to  /  and  so  selected  that  / 
divides  the  distance  between  /,,  /,  inversely  as  w,  is  to  w^. 

184.  The  resulting  axis  lies  between  Z,  and  i,  when  the  com- 
ponents ii>|,  w„  have  the  same  sense ;  when  they  are  of  opposite 
sense,  it  lies  without,  on  the  side  of  the  greater  one  of  these  com- 
ponents. 

If  w,  and  oij  are  equal  and  opposite,  say  ajj  =  m,  m^  =  —  w,  the 
resulting  axis  lies  at  infinity.  Two  such  equal  and  opposite 
angular  velocities  about  parallel  axes  are  said  to  form  a  rotor- 
couple  ;  its  effect  on  the  rigid  body  is  that  of  a  velocity  of  trans- 
lation V  =  L^L.^  -m  =  pa>  :it  right  angles  to  the  plane  of  the  axes. 
The  distance  of  the  rotors,  L^L^  =  p,  is  called  the  ar/a  of  the 
couple,  and  the  product  pa  =  v  its  moment. 

A  velocity  of  translation  v  can  therefore  always  be  replaced  by 
a  rotor-couple  p<o  =  z',  whose  axes  have  the  distance  p  and  lie  in 
a  plane  at  right  angles  to  7'. 
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Again,  an  angular  velocity  w  about  an  axis  /  can  be  replaced  by 
an  equal  angular  velocity  o>  about  a  parallel  axis  /'  at  the  distance 
/I  from  /.  in  combination  with  a  velocity  of  translation  v  =  ofi  at 
right  angles  to  the  plane  determined  by  /  and  /'. 

It  easily  follows  from  these  propositions  that  t/ic  resultant  of 
any  number  of  velocities  of  translation  v,  %^,  ■  ■  -,  parallel  to  the  si 
plane,  and  any  number  of  angular  velocities  w,  w',  ■  ■  ■  about  axes 
perpendicular  to  t/tis  plane  is  always  a  single  angular  velocity 
about  an  axis  perpendicular  to  the  plane  or  a  single  velocity  of 
translation  parallel  to  the  plane. 

IBS.  Composition   of  Intenecting  Rotors.     Although   not  be- 
longing to  the  theory  of  plane 
motion  we  here  subjoin  the  proof 
of  the  important  proposition  that 
angular  velocities  about  intersect- 
ing axes  combine  by  the  parallelo- 
gram law ;  i.  e.  if  a  rigid  body 
has  an  angular  velocity  oi,  about 
an  axis  /j  and  at  the  same  time 
an  angular  velocity  w^  about  an 
axis  /j,  intersecting  /,  at  a  point 
0  (Fig.  46),  its  motion  is  a  rota- 
tion of  angular  velocity  w  about 
an  axis  /,  through  0,  such  that  the  rotor  to  is  the  geometric  sum 
of  the  rotors  Mj  and  «,.     This  means  analytically  that 
«"  =  d),*  -|-  a>^  +  2(»j0)j  caslj.^, 
sin//      sin//,      sin// 


The  proposition  is  known  as  the  parallelogram  of  angnlar  ve- 
tocities.  Its  proof  is  similar  to  that  of  the  proposition  in  Art  183. 
The  linear  velocity  of  any  point  P  of  the  body  has  two  compo- 
nents. <0|>',  and  £Dj/'j,  where  r^,  r^  are  the  perpendiculars  let  fall  from 
Pon  the  axes  l^,  l^.  These  components  he  in  the  same  line  only 
for  the  points  of  the  plani;  (//J  ;  and  they  are  equal  and  opposite 
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only  for  the  points  on  the  di^onal  of  the  parallelogram  con- 
structed on  «,,  a)j  as  sides.  Alt  the  points  of  this  diagonal  having 
the  velocity  zero,  this  line  is  the  axis  of  rotation.  The  above 
equations  follow  at  once  from  the  parallelogram  construction. 

Conversely,  the  angular  velocity  w  of  a  rigid  body  about  an 
axis  /can  be  replaced  by  the  three  angular  velocities  oj^,  <a  ,  <»_ 
which  are  the  components  of  the  vector  w  along  any  three  rec- 
tangular axes  meeting  at  any  point  0  of  /.  It  is  easily  proved 
that,  if  r,  y,  z  are  the  co-ordinates  of  any  point  P  of  the  body  with 
respect  to  these  axes,  the  components  of  the  linear  velocity  f  of 
I\x,  y,  s)  are 


W 


dx  _ 


^.y. 


"  (it  ' 


dy  _ 
'  dt  " 


For,  the  component  n)^  produces  at  /"  a  velocity  whose  com- 
ponents, by  Art.  175,  are  o,  —^~,  m^/;  similarly,  ta^  gives  the 
components  w  2,  O,  —  w  jr ;  and  m^  gives  —  m^y.  (w,,r,  o.  By  com- 
bining the  velocities  having  the  same  direction  the  above  equa- 
tions are  obtained. 

6.       APPLICATIONS. 

186.  Einematios  of  HacMneiy.  A  large  majority  of  the  cases 
of  motion  that  are  of  importance  in  mechanical  engineering  can 
be  reduced  to  plane  motion. 

At  first  glance  the  application  of  theoretical  kinematics  to 
machines  might  seem  to  lead  to  rather  complicated  problems 
owing  to  the  fact  that  a  machine  is  never  formed  by  a  single  rigid 
body,  but  always  consists  of  an  assemblage  of  several  bodies 
some  of  which  may  even  be  not  rigid  (belting,  springs,  water, 
steam).  The  problem  is,  however,  very  much  simplified  by  a 
characteristic  of  all  machines,  properly  so  called,  that  was  first 
pointed  out  and  insisted  upon  by  recent  writers  on  applied  kine- 
matics, in  particular  by  Reuleaux.  This  characteristic  is  the 
complete  constraint  of  the  morions  of  the  parts  of  a  machine. 
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Thus  Professor  Kennedy  defines  a  machine  as  "  a  combination 
of  resistant  bodies  whose  relative  motions  are  completely  con- 
strained, and  by  means  of  which  the  natural  energies  at  our  dis- 
posal may  be  transformed  into  any  special  form  of  work, 

With  the  latter  clause  of  this  definition  we  are  not  at  present 
concerned  ;  it  will  be  considered  in  kinetics.  To  explain  the 
former  in  detail  would  lead  us  too  far  into  the  domain  of  applied 
mechanics.  A  brief  indication  of  the  fundamental  ideas  must  be 
sufficient. 

187.  By  considering  machines  of  various  types  it  appears  that 
the  bodies,  or  elements,  composing  a  machine  always  occur  in 
pairs,  Thus  a  single  rigid  bar  will  form  a  lever  only  when  taken 
in  connection  with  a  support,  or  fulcrum  ;  a  shaft  to  be  used  in 

a  machine  must  rest  in 
bearings  i  a  screw  must 
turn  in  a  nut.  To  take 
a  more  complex  illustra- 
tion, consider  the  mech- 
anism formed  by  the 
crank  and  connecting  rod  of  a  steam-engine  (Fig,  47).  It  may 
be  regarded  as  composed  of  four  pairs,  tliree  so-called  turning 
pairs  at  f7,  A,  B,  and  a  sliding  pair  at  B  ;  and  these  are  connected 
by  two  rigid  bars,  called  links,  OA,  AB,  and  a  fixed  link  OB  of 
variable  length. 

188.  A  iliding  pair  is  formed  by  two  bodies  so  connected  that 
one  is  constrained  to  have  a  motion  of  translation  relatively  to  the 
other.  A  pin  moving  in  a  groove  or  slot,  a  sleeve  sliding  along 
a  .shaft,  are  familiar  examples. 

A  turning  pair  constrains  one  body  to  rotate  about  a  fixed  a.xis 
in  another,  as  in  the  case  of  a  shaft  turning  in  its  bearings. 

A  twistiiig  pair  makes  one  body  have  a  screw  motion  about  an 
axis  fixed  in  the  other. 

These  three  pairs  are  the  only  so-called  lower  pairs.  They  are 
characterized  as  such  by  the  fact  that  their  elements  have  surface 
contact. 
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189,  All  otlier  pairs  are  called  Mgher  pairs.  The  contact  in 
'  such  pairs  is  usually  line  contact. 

Higher  pairs  are  of  far  less  frequent  occurrence  in  ordinary 
I  machines  than  lower  pairs.  The  only  very  common  example  of 
higher  pairing  is  found  in  toothed  wheel  gearing. 

In  any  pair,  whether  higher  or  lower,  the  relative  motion  of 
either  element  with  respect  to  the  other  is  motion  with  one  degree 
of  freedom  (Art.  31). 

190,  For  the  purposes  of  kinematics  a  machine  may  be  regarded 
s  consisting  of  a  number  of  bodies  {links)  connected  by  pairs  in 

such  a  way  that  when  one  of  the  links  is  fixed  all  otlier  links  are 
constrained  in  their  motion.     In  most  cases  this  constraint  is  such 

[  as  to  leave  but  one  degree  of  freedom  to  every  link. 

A  system  of  links  of  this  kind  forming,  so  to  speak,  a  skeleton 

I  of  the  machine  is  called  a  kinematic  chain  (Reuleaux).     When 

i   one  link  of  such  a  chain  is  fixed,  the 

I  chain  becomes  a  mechanisin.     As  a 

\  typical  example  we  may  take  the 
"shder  crank"  in  Fig.  47. 

If  the  pairs  are  all  turning  pairs  with 

[  parallel  axes,  the  chain  is  called  a 
linkage  (Sylvester).  A  typical  ex- 
ample is  the  four  bar  linkage  in  Fig. 
48.    A  linkage  with  one  link  fixed  has  been  called  a  linkwork 

I  (Sylvester).     The  four  bar  linkwork  in  Fig.  48  is  also  called  a 
"  lever  crank  "  (Kennedy). 

191,  The  Four  Bar  linkage  1^34  (Fig.  49)-  Whatever  may 
I  be  its  motion,  each  link  considered  separately  moves  as  an  invariable 
f  pkne  figure  and  has  therefore  at  any  moment  an  instantaneous  center 

C  and  an  angular  velocity  w  about  this  center. 

The  center  C',,  of  i  2  and  the  center  C„  of  a  3  must  always  lie  on  a 
ine  passing  through  a  since  the  velocity  of  2  is  perpendicular  to  both 
C„  2  and  C„  2. 
Similarly,  3  must  lie  on  the  line  joining  the  centers  C„  and  C^ ; 
I  and  so  on. 
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The  quadrilateral  i  2  3  4  is  therefore,  and  always  remains,  inscribed 

in  the  quadrangle  ^i,^a^»4^4i-  '^^^  ^^^^  ^^  shown  to  hold  even  for 
the  complete  quadrilateral  and  quadrangle.  The  complete  quadrilateral, 
or  four-side,  1234  has  six  vertices,  viz.  the  six  intersections  i,  2,  3, 
4>  5>  6  of  its  four  sides,  the  complete  quadrangle,  or  four-point, 
^hCjjQC;^  has  six  sides,  viz.  the  six  lines  C^^C^^,  ^»^«»  ^m^»4»  Qi^4i» 
CjjCj^,  CjjjC^j  joining  its  four  vertices ;  and  these  six  sides  of  the  quad- 
rangle pass  through  the  six  vertices  of  the  quadrilateral,  respectively. 


Fig.  49. 


It  remains  to  prove  that  C„C^  passes  through  5  and  that  C^^C^^  passes 
through  6. 

Now  the  velocity  of  2  can  be  expressed  by  m^  -  Cj,2  and  also  by 
CO, •  (7,3  2  ;  hence  C,,  2/C^  2  ==  wjw^ ;  similarly  C^  3/^3=  "'s/"'*- 
We  have  therefore,  by  the  proposition  of  Menelaus,*  for  the  intersec- 
tion of  2  3  with  C„Cj^: 

*  If  the  sides  of  a  triangle  ABC  ht  cut  by  any  transversal,  in  the  points  A'^  B'^  d7, 

BA^     CB'     AC 
then       =  •  -n^-j  •  -y  n  =  —  ^-     ^*  ^^^  instance  Beman  and  Smith,  New  plane  and 

solid  geometry,  Boston,  Ginn,  1S99,  p.  24a 
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The  same  value  is  obtained  by  determining  the  intersection  of  i  4  with 
C^C^ ;  the  two  intersections  must  therefore  coincide. 

The  proof  for  the  point  6  is  analogous. 

A  corresponding  proposition  holds  of  course  for  four  bar  linkages 
with  crossed  bars  i  2  4  3,  or  i  3  2  4. 

192.  Lever-crank.  The  linkage  considered  in  the  preceding  article 
becomes  a  mechanism,  or  linkwork,  as  soon  as  one  of  its  four  links  is 
fixed.  It  occurs  in  machines  under  a  variety  of  forms  some  of  which 
are  referred  to  below. 

Let  the  link  3  4  be  fixed ;  then  the  center  C^  (Fig.  49)  disappears; 
C^j  falls  into  4,  C^  into  3, 

and  C„  becomes  the  inter-  \5 

section  5  of  4  i  and  3  2. 
If  I  2  were  fixed  instead 
of  3  4,  34  would  have  its 
center  at  5.  Similarly,  if 
either  4  i  or  2  3  be  fixed, 
the  center  of  the  other  is 
6.  Hence  whichever  of  the 
four  links  be  fixed,  the  cen- 
ters of  all  the  links  lie  at  some  of  the  six  vertices  of  the  complete  quad- 
rilateral 1234. 

If  3  4  be  the  fixed  link  (Fig.  50),  the  ratio  of  the  angular  velocities 
Wj  of  4  I  and  w,  of  3  2  can  be  found.  For  if  a*  denote  the  angular 
velocity  of  i  2  about  5,  we  have 


mMmmmim 


pif  .  0a 


hence 


4 1 .  Wj  =  5  I .  w,    3  2  .  fl*,  =  5  2 . «; 


or,  by  the  proposition  of  Menelaus : 

oij      36 
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198.  Parallelogram :  41  =  32  =  dr,  43=12  =  ^(Fig.  51).  The 
link  I  2  has  evidently  a  motion  of  translation,  its  instantaneous  center 
Ijdng  at  the  intersection  of  the  parallel  lines  41,  32. 

The  fixed  centrode  is  the  line  at  infinity ;  the  body  centrode  may  be 


FIS.51. 

regarded  as  a  circle  of  infinite  radius  described  about  the  midpoint  of 

3  4  as  center. 

To  find  the  equation  of  the  path  of  any  point  P  rigidly  connected 
with  I  2,  let  jr,  ^  be  the  rectangular  co-ordinates,  with  respect  to  4  as 
origin  and  4  3  as  axis  of  Xy  and  x^^  y^  its  co-ordinates  for  parallel  axes 
through  I ;  then,  putting  ^341=^,  we  have 

jc  =  tf  cos^  -\-  x^y    y  ^  a  sin^  +  y^ ; 

hence,  eliminating  0^ 

which  represents  a  circle  of  radius  a  whose  center  has  the  fixed  co-ordi- 
nates jCj,^^  (comp.  Art.  26,  Ex.  (9)). 

For  the  velocity  of  P  we  have  dxjdt  = 
—  atii  sin^,  dyfdt  =  au>  cosO ;  hence 
V  =  aw,  as  is  otherwise  apparent. 

194.     If  in  the  parallelogram  1234 
the  point  4  alone  be  fixed,  we  have  a 
linkage  called  the  pantograph. 
^    _^  It  can  serve  to  trace  a  curve  similar  to 

Fls.  52. 

a  given  curve.     Indeed,  any  line  through 

4  (Fig.  52)  cuts  the  opposite  links  i  2,  2  3  (produced  if  necessary) 
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in  points  A^  A'  whose  paths  are  homothetic  (similar  and  similarly 
situated)  curves.  For  the  points  4,  A^  A'  remain  always  in  line  and 
the  ratio  4A/4A'  remains  constant.  Hence  if  a  pencil  be  attached 
to  A'  and  A  be  made  to  trace  a  given  curve,  A'  will  trace  a  similar 
curve. 

Instead  of  fixing  4,  the  point  A'  might  be  fixed  ;  then  4  and  A  will 
describe  similar  curves.  This  property  is  utilized  in  Watt's  parallel 
motion  (see  Art.  199). 

The  parallelogram  linkage  furnishes  also  a  simple  instrument  for 
describing  ellipses.  Let  the  sides  of  the  parallelogram  be  23  =  41 
=  fl,  12  =  34  =  ^;  and  let  a  point  ^'  on  2  3  produced,  at  the  dis- 
tance d  from  2,  be  fixed  (Fig.  53).     Then,  if  i  be  made  to  describe  a 


Fig.  53. 


straight  line  passing  through  A'^  4  will  describe  an  ellipse.  For, 
taking  A'  as  origin  and  ^'  i  as  axis  of  x,  we  have  for  the  co-ordinates 
of  4 :  x^=  {a+  2d)  cos^,  y=  a  sin^,  whence 


+ 


t=i. 


196.  In  the  parallelogram  1234,  let  the  link  i  2  be  turned  so  as 
to  coincide  in  direction  with  4  3,  and  then  give  the  links  4  i  and  3  2 
rotations  of  opposite  sense.  We  thus  obtain  a  linkage  with  equal, 
but  intersecting,  opposite  sides,  a  so-called  anti-parallelogram 
(Fig.  54).  If  34  be  fixed,  the- instantaneous  center  of  i  2  is  the 
intersection  5  of  4  i  and  2  3. 

To  obtain  the  centrodes  in  this  case,  notice  that  as  the  triangles 
152  and  534  are  equal,  the  triangle  5  4  2  is  isosceles ;  hence  51  = 
5  3,  and  45  —  35  =  41  =  «.     The  difference  of  the  radii  vectores  of 


equal  hyperbola  or  ellipse.     The  two  centrodes  lie  symmetrically  with 

respect  to  their  common  tangent  at  5. 

Fora  given  anti-parallelograra  the  centrodes  are  hyperbolas  when 

one  of  the  larger  links  is  fixed ;  they  are  ellipses  when  one  of  the 

shorter  links  is  fixed. 

196.  If  in  the  anti -parallelogram  only  one  point,  say  4,  be  fixed,  it 
can  be  used  as  an  inversor,  i, 
an  inslniment  for  describing  the 
inverse  of  a  given  curve. 

Let  r  =  OP  be  the  radius  vector 
drawn  from  an  arbitrary  fixed 
origin,  or  pole,  O  to  a  given  curve ; 
on  OP  lay  ofT  a  length  OP"  = 
=  t'  /r,  where  *  is  a  constant ; 
then  P'  is  said  to  describe  the 
inverse  of  the  given  curve. 
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The  theory  of  inversors  is  based  on  the  following  geometrical  prop- 
osition :  If  three  lines  CA  =  a,  CA'  =  a^  C^=  b  (Eig.  55)  turn 
about  C  so  that  O,  A^  A'  are  always  in  line,  the  product  OA  •  OA' 
remains  constant,  viz.  OA  •  OA'  =  ^'  —  a*.  For  if  the  circle  of  radius 
a  described  about  C  intersect  the  line  OC  in  B  and  -5',  we  have 
OA'OA'=  OB'OB  ^  (b^a)(b-\-a). 

This  proposition  shows  that  in  the  an ti -parallelogram  1234  (Fig. 
56),  with  the  vertex  4  fixed,  the  line  joining  the  vertices  4  and  2  in- 
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tersects  the  circle  described  about  3  with  radius  3  2  in  a  point  %'  such 
that  2  and  2'  describe  inverse  curves  with  respect  to  4  as  pole.  For  we 
have  4  2'  •  4  2  =  4  3'  —  2  3'  =  ^'  —  fl". 

Moreover,  any  parallel  to  4  2  will  intersect  the  links  4  i,  4  3,  2  i  in 
points  O^  A^  A*  dividing  the  three  lines  in  the  same  ratio  \  hence 

42^(=r3)^a^ 

OA  42  ' 

I.  e.  OA '  OA*  =  4  2'  •  4  2  ==  ^'  —  ^1%  so  that  if  O  be  fixed,  A  and  A' 
will  describe  inverse  curves  for  O  as  pole.  This  is  the  principle  on 
which  Hart's  inversor  is  based. 

197.  Peanoellier*s  cell  is  another  inversor  (Fig.  57).  It  consists 
of  the  linked  rhombus  A  B  A'  B'  whose  side  we  denote  by  a,  and  the 
two  equal  links  OB,  OB'  of  length  b.  If  O  be  fixed,  A  and  A'  evi- 
dently describe  inverse  curves  for  O  as  pole. 

The  figure  shows  that  with  7^A  OB  =^Xi  ^A' A B ss  4p  we  have 
OA  =  b  cos/  —  a  cosV',  OA'  =  b  cosx  +  <*  cos^',  whence 


OA '  OA'  =  ^  cosV  —  (^  cos'vS 
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and  as,  moreover,  b  sin_;  =  a  saiip,  ve  find  by  adding  to  the  preceding 
equation  the  relation  o  =  li'  sin'/  —  o"  sm'4'  '■ 

OA  ■  OA' =  b' ~  aK 

The  practical  application  of  inversors  is  based  on  the  property  that 
they  enable  us  to  transform  circular  motion  into  rectilinear  motion 
(see  Art.  199)- 

The  inverse  of  a  circle  r^=  2c  cosff  passing  through  the  pole  is  a 
straight  line ;  for  we  have  for  the  radius  vector  r'  of  the  inverse  curve 


Fig,  ST, 


f^  ^  K*/r  =  K^jic  cos";  hence  r"  c.osfl  =  «'/2(^  which  is  the  equation 
of  a  straight  line  at  right  angles  to  the  polar  axis,  at  the  distance  n'/ai" 
from  the  pole. 

If  therefore  the  point  A  of  an  inversor  be  made  to  describe  an  arc 
of  a  circle  passing  through  O,  the  fioint  A'  will  describe  a  segment  of 
a  straight  line.  The  vertex  A  (Fig.  57)  can  be  compelled  to  describe 
a  circle  by  inserting  the  additional  link  O'A  turning  about  the  fixed 
point  O'.  If  O"  be  selected  so  as  to  make  (> O  =  CA,  say  =  r,  the 
circle  described  by  A  will  pass  through  O;  and  the  motion  of  .^'  will 
be  confined  to  the  straight  line  AD  perpendicular  to  OC,  at  the  dis- 
tance 0D=  ((!■'  — a')/3f  from  O. 

The  linkage  has  thus  become  a  linkwork,  OO'  being  the  fixed  link. 

198,  To  determine  the  linear  velocity  v  of  A'  along  DA'  when  the 
angular  velocity  <u  of  the  link  OB  is  given,  we  notice  that  the  in; 
taneous  center  C  of  the  link  BA'  lies  at  the  intersection  of  OB 
the  line  drawn  through  A'  parallel  to  OO'.     Let  lu'  be  the  angular 
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velocity  of  BA'  about  C.     Then  v=^  w' '  CA* ;  also  since  the  point  B 
describes  a  circle  about  Oy  w^  =  w'  •  CB  \  hence 

If  BA'  intersect  0(y  in  £,  we  have  from  similar  triangles  CA' :  CB 
=  0£:  OB;  hence 

The  variable  length  OE  depends  on  the  angles  EOB  =  d  and 
BEO  =  ip  which  are  connected  by  the  relation  (Art.  197) 


a  cos^  +  b  cos^  =  OD  = 


2C 


The  figure  gives  OE  =  ^  cos^  +  b  sin^  cot^ ;  hence,  finally, 

v^=^  wb  s\nO  (cot^  +  cot^). 

199.  In  the  steam  engine  and  other  machines  mechanisms  are  re- 
quired for  transforming  the  alternating  rectilinear  motion  of  the  piston 


SG^Xi 


into  the  reciprocating  circular  motion  of  a  crank,  eccentric,  or  beam  \ 
3.  mechanism  of  this  kind  is  called,  rather  inappropriately,  a  parallel 
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^^^H  motion.  The  problem  of  efTecting  this  transformation  has  been  solved 
^^^H  in  various  ways.  Feaucellier's  inversor  (1864)  was  the  first  acmrate 
^^^H  solution.  Generally,  an  approximate  solution  is  sulhcient  for  practical 
^^^B  purposes.  The  most  common  of  such  approximations  is  Watt's  parallel 
^^^K  motion.  This  mechanism  is  a  combination  of  a  linked  parallelogram 
^^^H        with  a  four  bar  linkwork  with  crossed  links. 

^^^H  To  fix  the  ideas,  let  4  i  (Fig.  58)  be  the  horizontal  middle  position 

^^^H  of  the  beam  of  a  beam  engine  ;  4  is  fixed  and  i  describes  an  arc  of  a 
^^^H  circle  of  radius  4  i  =  a.  Wc  might  place  a  counter- beam  3  3  of  equal 
^^^H  length  turning  about  the  fixed  end  3  so  as  to  be  in  its  middle  position 
^^^H  parallel  to  4  i  and  so  as  to  make  the  connecting  link  i  1  nearly  verti- 
^^^1  cal.  The  middle  point  of  i  a  would  then  describe  a  looped  curve 
^^^F  whose  central  portion  does  not  ditfer  very  much  from  a  stmight  line; 
connecting  this  middle  point  with  the  piston  rod,  the  problem  would 
be  solved. 

But  the  introduction  of  the  large  counter -beam  3  a  in  the  position 
indicated  above  would  be  very  incon\'enient.  To  reduce  the  size  of 
the  mechanism  the  counter-beam  3  a  is  placed  nearer  to  4  i,  in  the 
position  3'  i',  and  the  parallelogram  i  5  6  7  is  introduced,  the  piston 
rod  being  attached  at  7.  Owing  to  the  property  of  the  linked  paral- 
lelogram (Art.  194),  the  point  7  has  a  motion  similar  to  that  of  the 
point  of  intersection  of  4  7  with  5  6  ;  it  describes  therefore  approxi- 
mately a  straight  line.  The  point  of  intersection  of  4  7  with  5  6  can 
be  used  to  connect  with  the  pump  rods  of  the  engine. 
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INTRODUCTION   TO   DYNAMICS; 

STATICS. 

CHAPTER  III. 

XNTRODUCnON  TO  D7NAMIC8. 

I.    Mass;   Moments  of  Mass;  Centroids. 

I.    mass;  density. 

200.  In  the  first  part  of  this  work  only  the  geometrical  and 
kinematical  properties  of  motion  have  been  considered,  the  moving 
object  being  regarded  as  a  mere  point  or  as  a  geometrical  con- 
figuration. It  is,  however,  known,  from  observation  and  experi- 
ment, that  the  motions  of  actual  physical  bodies  are  not  fully 
described  and  determined  by  those  properties  alone. 

Physical  bodies  are  distinguished  from  geometrical  configura- 
tions by  being  possessed  of  mass ;  and  this  property  as  afiecting 
their  motion  must  be  taken  into  account  in  dynamics. 

201.  In  physics  the  mass  of  a  body  is  usually  said  to  be  /^ 
quantity  of  matter  contained  in  the  body.  Postponing  for  the 
present  the  full  discussion  of  the  idea  of  mass  in  its  relation  to 
acceleration  and  force,  and  of  the  methods  for  comparing  and 
measuring  masses,  it  will  suffice  for  our  present  purpose  to  think 
of  the  mass  of  a  body  as  a  certain  constant  quantity,  independent 
of  the  body's  position  or  motion  with  respect  to  the  earth  or  other 
bodies,  as  an  indestructible  something  underlying  every  physical 
body. 

PART  II  — 9 


130  INTRODUCTION  TO   DYNAMICS.  t'J»- 

The  student  must  be  warned  not  to  confound  mass  with  weight 
The  weight  of  a  body,  as  we  shall  see  later,  is  the  force  with 
which  the  body  is  attracted  by  the  earth  ;  it  varies,  therefore,  with 
the  distance  of  the  body  from  the  earth's  center,  and  would  vanish 
completely  if  the  earth  were  suddenly  annihilated  ;  while  the  i. 
destntctibility  of  mass  is  the  first  fundamental  principle  of  chem- 
istry and  physics. 

202.  To  compare  the  masses  of  different  bodies,  we  may  adopt 
any  given  body  as  a  standard. 

Thus  in  the  F.P.S.  system,  the  standard  mass  is  a  certain  bar 
of  platinum  marked  "  P.  S.,  1844.  1  lb.,"  and  preserved  at  tlie 
Office  of  the  Exchequ  er,  London.  England.  This  is  called  the 
"  imperial  standard  pound  avoirdupois  "  ;  any  mass  equal  to  it  is 
a  iiniC  of  mass  in  this  system. 

In  the  C.G.S.  system,  the  standard  of  mass  is  the  "kilo- 
gramme des  archives,"  a  bar  of  platinum  kept  in  the  Palais  des 
archives,  in  Paris,  France.  A  mass  equal  to  one  thousandth  of 
this  standard  is  the  unit  of  mass  in  this  system  ;  this  unit  is  called 
the  gram. 

The  numerical  relation  between  the  British  and  metric  units  of 
mass  is  as  follows :  . 

1  lb.    =453-59265  gm. 

I  gm.  =  0.002  204621  2  lb.  =  15.432  grains. 

203.  The  three  units  of  space,  time,  and  mass  are  called  the 
fundamental  units  of  mcclianics,  because  with  the  aid  of  these 
three,  the  units  of  all  other  quantities  occurring  in  mechanics  can 
be  expressed.  Thus  we  have  seen  how  tlie  units  of  velocity  and 
acceleration  are  based  on  those  of  space  and  time,  and  we  shall 
have  many  more  illustrations  in  what  follows.  Any  unit  that  can 
be  expressed  mathematically  by  means  of  one  or  more  of  the  fun- 
damental units  is  called  a  derived  unit. 

204.  From  the  matliematical  point  of  view,  mass  appears  in 
our  dynamical  equations  as  a  coefficient,  generally  to  be  regarded 


I  from 

\  asti 


as  an  absolute  positive  constant  It  serves  to  give  different  values 
(different  valency,  or  "  weight "  in  the  meaning  of  the  theory  of 
least  squares)  to  the  moving  points,  lines,  areas,  volumes,  apart 
from  their  geometrical  extension. 

SOS.  Thus,  a  geometrical  point  endowed  with  mass  is  called  a 
terial particle.  We  may  regard  such  a  mass-point,  or  particle, 
as  the  limit  to  which  a  physical  body  approaches  if  its  volume 
be  imagined  to  decrease  indefinitely,  approaching  the  limit  zero, 
while  its  mass  remains  constant  From  the  physical  point  of 
view  a  particle  must  be  regarded  as  as  much  of  an  abstraction  as  a 
geometrical  point,  since  every  finite  physical  mass  occupies  a  finite 
space  and  cannot  be  identified  with  a  point  We  shall  see,  how- 
ever, that  in  dynamics  this  idea  of  the  mass-point,  or  particle,  is 
of  the  greatest  importance  not  only  because  physical  matter  is 
usually  considered  as  made  up  of  an  aggregation  of  such  points 
or  centers  possessing  mass  (molecules,  atoms),  but  principally 
because  in  many  cases  the  motion  of  a  solid  body  can  be  fully 
represented  by  the  motion  of  a  certain  point  in  it,  called  its  center 
of  mass  or  centroid,  the  whole  mass  being  regarded  as  concen- 
trated at  this  point 

206.  It  is  also  customary  in  dynamics  to  speak  of  material 
lilies  and  ?nalcrial  stttfaces,  which  may  be  regarded  as  the  limits 
of  physical  bodies  obtained  by  letting  two  dimensions  or  one 
dimension  approach  zero.  Thus  a  material  line  represents  the 
limit  of  a  wire,  chain,  or  bar,  in  which  two  dimensions  are 
neglected;  a  material  surface  can  be  imagined  as  the  limit  of 
a  thin  shell,  or  lamina,  with  one  dimension  reduced  to  zero. 

207.  A  continuous  mass  of  one,  two,  or  three  dimensions  is 
said  to  be  homogeneous  if  the  masses  contained  in  any  two  equal 
lengths,  areas,  or  volumes  (as  the  case  may  be)  are  equal.  The 
mass  is  then  said  to  be  distributed  uniformly.  In  all  other  cases 
the  mass  is  said  to  be  heterogeneous. 

808.  The  whole  mass  M  of  a  homogeneous  body  divided  by 
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the  space  V  it  fills  is  called  the  density  of  the  mass  or  body ;  de- 
noting density  by  p  we  have  therefore 


for  homogeneous  bodies.  It  follows  from  the  definition  of  homo- 
geneity tliat  the  density  of  a  homogeneous  mass  can  also  be 
found  by  dividing  any  portion  AM  of  the  whole  mass  M  by  the 
space  A  K  occupied  by  AM. 

In  a.  heterogeneous  body,  the  quotient  AMfA  V  is  called  the 
average,  or  mean,  density  of  the  portion  AM.  The  limit  of  this 
average  density  as  the  space  A  V  approaches  zero  while  always 
containing  a  certain  point  P  is  called  the  density  of  t/ie  mass  M  at 
the  point  P: 

P 


,.     AM      dM 

-I'^^Ay^dF- 


809.  The  unit  of  density  is  the  density  of  a  substance  such 
that  the  unit  of  volume  contains  the  unit  of  mass.  If  the  units 
of  volume  and  mass  are  selected  arbitrarily,  there  need  not  of 
course  necessarily  eidst  any  physical  substance  liaving  unit 
density  exacdy.  Thus  in  the  F.P.S.  system,  unit  density  is 
the  density  of  an  ideal  substance  one  pound  of  which  would  just 
fill  a  cubic  foot.  As  a  cubic  foot  of  water  has  a  mass  of  about 
62J  pounds,  or  1,000  ounces,  the  density  of  water  is  about  62J 
times  the  unit  density. 

The  specific  density,  or  specific  gravity,  of  a  substance,  is  the 
ratio  of  its  density  to  that  of  water  at  4°  C.  Let  /)  be  the  den- 
sity, Pi  the  specific  density,  jl/the  mass,  I^tlie  volume  of  a  homo- 
geneous mass,  then  in  British  units 

JV=pr'=62.5p,K 

In  the  C.G.S.  system,  the  unit  of  mass  has  been  so  selected  as 
to  make  the  density  of  water  equal  to  i  very  nearly ;  in  other 
words,  the  unit  mass  ( i  gram)  of  water,  at  the  temperature  of  4° 
C,  fills  one  cubic  centimeter. 
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In  the  metric  system,  then,  there  is  no  difference  between  den- 
sity and  specific  density  or  specific  gravity. 

2.     MOMENTS    AND   CENTERS    OF   MASS. 

210.  The  product  of  a  mass  ;«,  concentrated  at  a  point  P^  into 
the  distance  of  the  point  P  from  any  given  point,  line,  or  plane 
is  called  the  moment  of  this  mass  with,  respect  to  the  point,  line, 
or  plane. 

Thus,  denoting  by  r,  q,  /,  the  distance  of  the  point  P  from 
the  point  0,  the  line  /,  and  the  plane  7r,  respectively,  we  have 
for  the  moments  of  ni  with  respect  to  (?,  /,  7r,  the  expressions 
;;/r,  mq,  mp, 

211.  Let  a  system  of  n  points,  or  particles,  /\,  P^  '"  ^n  ^ 
given  ;  let  ;;/p  ///j,  .  •  •  m^  be  their  masses,  and  /j,  /j,  •  •  •  /„  their 
distances  from  a  given  plane  7r.  Then  we  call  moment  of  the 
system  with  respect  to  the  plane  ir  the  algebraic  sum 

^1 A  +  ^2/2  +  •  •  •  +  ^„  A  =  2wA 

the  distances  /^  p^^  ...  p^  being  taken  with  the  same  sign  or 
opposite  signs  according  as  they  lie  on  the  same  side  or  on  oppo- 
site sides  of  the  plane  tt. 

It  is  always  possible  to  determine  one  and  only  one  distance 
P  such  that  2;;//  =  Mp,  where  M  =  2;;/  =  Wj  +  w^  +  •  •  •  +  w^ 
is  the  total  mass  of  the  system.  If  this  distance  p  should  happen 
to  be  equal  to  zero,  the  moment  of  the  system  would  evidently 
vanish  with  respect  to  the  plane  tt. 

212.  Let  us  now  refer  the  points  -Pto  a  rectangular  set  of  axes 
and  let  x,  y,  z  be  their  co-ordinates.  Then  we  have  for  the 
moments  of  the  system  with  respect  to  the  co-ordinate  planes  yz^ 
zXy  xy,  respectively 

ffiyX^  +  m^^  + 1-  m^x^  =  l.mx=^  Mx, 

mj^  +  m^^  + h  mjy^^^my  =  My, 

m^z^  +  m^^  + h  mji^  =  ^mz  =«  Mz, 
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The  point  G  whose  co-ordinates  are 

is  called  the  center  of  mass,  or  the  oentroid,  of  the  system. 

The  centroid  is,  therefore,  defined  as  a  point  such  titat  if  the 
whole  mass  M  of  the  systetn  be  concentrated  at  this  point ,  its  moment 
with  respect  to  any  one  of  the  co-ordinate  planes  is  equal  to  the 
moment  of  tlie  system. 

213.  It  is  easy  to  see  that  this  holds  not  only  for  the  co-ordinate 
planes  but  for  any  plane  whatever.     Let 

be  the  equation  of  any  plane  in  the  normal  form ;  ^,  /j,  P^,...  A» 
the  distances  of  the  points  G,  P^,  ^j,  •  •  •  -P^  from  this  plane.     Then 
we  wish  to  prove  that  2w/  =  Mp. 
Now 


•  ••> 


p=ax+^  +  iz—p^,    A  =  ^i  +  ^^i  +  'y^i— A' 
hence 

^mp  =  a2mx  +  /31.my  +  y2,mz  —p^m 

TIte  centroid  can  therefore  be  defined  as  a  point  such  that  its 
moment  with  respect  to  any  plane  is  equal  to  that  of  the  whole 
system,  with  respect  to  the  same  plane. 

It  follows  that  the  moment  of  the  system  vanislies  for  any  plane 
passing  through  tlie  centroid. 

214.  In  the  case  of  a  continuous  mass,  whether  it  be  of  one, 
two,  or  three  dimensions,  the  same  reasoning  will  apply  if  we 
imagine  the  mass  divided  up  into  elements  dM  of  one,  two,  or 
three   infinitesimal   dimensions,    respectively.     The   summations 
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indicated  above  by  2  will  then  become  integrations,  so  that  the 
centroid  of  a  continuous  mass  has  the  co-ordinates 

fxdM     ^      JydM  JzdM 

'^^JdM'    ^^JdM'    '^Jd^'  ^""^ 

According  as  the  mass  is  of  one,  two,  or  three  dimensions, 
a  single,  double,  or  triple  integration  over  the  whole  mass  will 
in  general   be  required  for  the  determination  of  the  moments 

JxdM,  Jj^dM,  ^zdM  of  the  mass  with  respect  to  the  co-ordi- 
nate planes,  as  well  as  of  the  total  mass  fdM=  M. 

Thus,  for  a  mass  distributed  along  a  line  or  a  curve  we  have, 

if  ds  be  the  line-element, 

•  dM=p"ds, 

where  /:>"  is  called  the  linear  density ;  for  a  mass  distributed  over 
a  surface-area  we  have,  with  ^5  as  a  surface-element, 

dM^p'dS, 

where  /:>'  is  the  surface  (or  areal)  density  ;  finally,  for  a  mass  dis- 
tributed throughout  a  volume  whose  clement  is  dV^ 

dM^pdV, 

where  p  is  the  volume  density. 

If  the  mass  be  distributed  along  a  straight  line,  the  centroid 
lies  of  course  on  this  line,  and  one  co-ordinate  is  sufficient  to 
determine  the  position  of  the  centroid.  In  the  case  of  a  plane 
area,  the  centroid  lies  in  the  plane  and  two  co-ordinates  determine 
its  position ;  we  then  speak  of  moments  with  respect  to  lines, 
instead  of  planes. 

216.  If  the  mass  be  homogeneous  (Art.  207),  /.  ^.,  if  the  den- 
sity p  be  constant,  it  will  be  noticed  that  p  cancels  from  the 
numerator  and  denominator  in  the  equations  (2),  and  does  not 
enter  into  the  problem.  Instead  of  speaking  of  a  center  of  mass, 
we  may  then  speak  of  a  center  of  arc,  of  area,  of  volume.     The 
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term  centroid  is,  however,  to  be  preferred  to  center,  the  latter 
term  having  a  recognized  geometrical  meaning  different  from  that 
of  the  former. 

The  geometrical  center  of  a  cur\-e  or  surface  is  a  point  such 
that  any  chord  through  it  is  bisected  by  the  point ;  there  are  but 
few  curves  and  surfaces  possessing  a  center. 

The  centroid  {Art.  313)  is  a  point  such  that,  for  any  plane 
passing  through  it,  the  moment  of  the  system  is  equal  to  zero. 
Such  a  point  exists  for  every  mass,  volume,  area,  or  arc.  The 
centroid  coincides,  of  course,  with  the  center,  when  such  a  center 
exists  and  the  distribution  of  mass  is  uniform. 

816.  As  soon  as  p  is  given  either  as  a  constant  or  as  a  function 
of  the  co-ordinates,  the  problem  of  determining  the  centroid  of 
a  continuous  mass  is  merely  a  problem  in  integration.  To  sim- 
plify the  integrations,  it  is  of  importance  to  select  the  element  in 
a  convenient  way  conformably  to  the  nature  of  the  particular 
problem. 

Considerations  of  symmetry  and  other  geometrical  properties 
will  frequently  make  it  possible  to  determine  the  centroid  without 
resorting  to  integration.  Thus,  in  a  homogeneous  mass,  any 
plane  of  symmetry,  or  any  axis  of  symmetry,  must  contain  the 
centroid,  since  for  such  a  plane  or  line  the  sum  of  the  moments 
is  evidently  zero  (see  Art.  244). 

It  is  to  be  observed  that  the  whole  discussion  is  entirely  inde- 
pendent of  the  physical  nature  of  the  masses  m  which  appear 
here  simply  as  numerical  coefficients,  or  "weights,"  attached  to 
the  points  (comp.  Art.  204).  Some  of  the  masses  might  even 
be  negative. 

It  will  be  shown  later  that  the  center  of  gravity,  as  well  as  the 
center  of  inertia,  of  a  body  coincides  with  its  centroid. 

317.  In  determining  the  centroid  of  a  given  system  it  ivill  often 
be  found  convenient  to  break  tlie  system  up  into  a  number  of 
partial  systems  whose  centroids  are  either  known  or  can  be  found 
more  readily.  The  moment  of  the  whole  system  is  obviously  egua/ 
to  the  sum  of  the  moments  of  the  partial  systems. 
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Thus  let  the  given  mass  M  be  divided  into  k  partial  masses 
I  M^.  M^,  ...M^,  so  that  M=  M^  + M^+  ...  +  M,;  let  G,  (7„  G^, 
...  6^^  be  the  centroids  of  M,  M„  M^  ...  M^,  and  f,  f^,  f^  ...f^ 
\  their  distances  from  some  fixed  plane.     Then  we  have 

MJ  =  Mj^  +  Mj'^  +  . . .  +  Mj,^. 

318.  The  particular  case  of  two  partial  systems  occurs  most 
^frequently.     We  then  have  with  reference  to  any  plane 

Letting  the  plane  coincide  successively  with  the  three  co-ordinate 
'  planes,  it  will  be  seen  that  G  must  lie  on  the  line  joining  Gj,  G  .. 
I  Kow  taking  the  plane  at  right  angles  to  CjC,  through  C,,  we 

have 

MG,G  =  M^G^G^; 

I  similarly  for  a  plane  through  G^, 

MGG^=M^-Gfi^; 

GG, 


Hvhence 


G,G 

M.  " 


G,G,. 

M  ' 


'  i,  e.  ike  centroid  of  the  whole  system  divides  the  distance  (f  the 
'  centroids  of  the  two  partial  systems  in  the  inverse  ratio  of  their 
\  masses. 

3.      CENTROIDS    OF    PARTICLES    AND    LINES. 

219.  Two  Particle!.     The  centroid  G  of  two  particles  of  masses 
n^,  tfij  concentrated  at  two  points  P^,  P^  lies  on  the  line  P^P^ 
\  and  divides  the  distance  PyP^  in  the  inverse  ratio  of  their  masses, 
\i.  e.  so  that 

P^G  ^  GP,  ^     P,P^ 
m^         w(,         W|  +  »/, 

L  pee  Art  2l8.)  These  fonnuls  hold  even  when  one  of  the 
les  is  positive  and  the  other  negative,  in  which  case  the  sense 
BfOf  the  segments  must  be  taken  into  account. 
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220.  Three  Partioles.  We  find  first  the  centroid  /"  of  in^  at 
P^  and  /«3  at  P^  (Fig.  59)  by  Art  2rg;  then,  by  the  same  rule, 

the  centroid  G  of  m^  +  m^  at  /" 
p  and  )«|  at  /*,.     We  might  have 

begun  with  P^  and  P^,  finding 
P" ;  or  with  P^  and  P^,  finding 
P'".  G  lies  at  the  intersection 
of  the  three  lines  /*,/",  PJ"', 
/•j/"",  and  can  therefore  be  con- 
structed graphically. 

221.  Four  ParKcles.  Find  the  centroid  P'  of  m^  at  P^  and  m^ 
at  /*, ;  also  the  centroid  P"  of  w/^  at  P^  and  w/,  at  /*, ;  then  the 
centroid  G  of »«,  +  w/^  at  P'  and  »«,  +  »(,  at  /"'. 

The  four  particles  can  be  arranged  in  groups  of  two  in  three 
different  ways.  There  are  therefore  three  lines,  like  P'P",  on 
each  of  which  G  lies.  Any  two  of  these  are  sufficient  to  con- 
struct G  geometrically. 

222.  The  centroid  of  a  homogeneous  rectilinear  se^ent  (thin 
rod  or  wire  of  constant  cross-section)  is  evidently  at  its  middle 
point 

If  tJie  density  of  a  rectilinear  segment  be  proportional  to  tfu  ntk 
power  of  the  distance  from  one  end,  say  p"  =  kx",  we  have 


xdx       t 


•dx 


•*\lx 


x-dx 


L- 

^H      ba 


where  /  is  the  length  of  the  segment. 

((?)  For  ti  =  o,  this  gives  x  =  \l  which  determines  the  centroid 
of  a  homogeneous  straight  segment  (see  above). 

(^)  For  «  =  I,  we  have  x=  \l.     This  determines  the  distance, 

from  the  vertex,  of  the  centroid  of  a  IwmogeneoHs  triangular  area. 

For  such  an  area  can  be  resolved  (Fig,   60)  by  parallels  to  tlie 

into    elements    each    of    which   may   be    regarded    as    a 


I 


223.] 
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homogeneous  segment  PQ,  If  we  imagine  the  mass  of  every 
such  element  concentrated  at  its  middle  point,  the  homogeneous 
triangle  is  replaced  by  its  median  CC  in  which  the  density  is 
proportional  to  the  distance  from  the  vertex  C. 

The  centroid  of  a  homogeneous  triangular  area  lies  therefore  on 
the  median  at  two  thirds  of  its  length  from 
the  vertex ;   as  this  holds  for  each  median, 
the  intersection  of  the  three  medians  is  the 
centroid  (comp.  Art  227). 

(r)  For  ;/  =  2,  we  have  x  =  |/.  This 
gives  the  position  of  the  centroid  of  a  homo- 
gencoiis  pyramid  or  cone^  by  reasoning  similar 
to  that  used  in  {b\ 

Thus,  to  find  the  centroid  of  any  homogeneous  pyramid  or 
cone,  join  the  vertex  to  the  centroid  of  the  area  of  the  base ;  the 
required  centroid  lies  on  this  line  at  a  distance  equal  to  f  of  its 
length  from  the  vertex. 

223.  Homogeneons   Circular  Arc   (Fig.   61).     Let   O  be  the 

center,  r  the  radius  of  the  circle;  ACB 
=  s  the  arc,  C  its  middle  point  The  cen- 
troid G  must  lie  on  the  bisecting  radius 
OC^  since  this  being  a  line  of  symmetry, 
the  sum  of  the  moments  of  the  elements 
of  the  arc  is  zero  with  respect  to  this  line 
x^  (Art.  216).  To  find  the  distance  J=  OG^ 
we  take  moments  with  respect  to  the  di- 
ameter perpendicular  to  OC.  With  OC 
as  axis  of  ;r,  we  have 

S'X^fxJs  =  rfds  cosCOP^  rT^* 

P,g  ^,  Hence,  s-x^r-c,  if  ^  be  the  length  of 

the  chord  AB. 
If  the  angle  A  OB  =  2a  of  the  arc  AB  were  given,  we  might 
obtain  the  result  by  taking  the  angle  COP=s  9  as  independent 
variable.     We  have  then 
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=£■' 


sina 


This  can  be  written 


i 


which  agrees  with  the  expression  found  above. 

224.  The  First  Fropoaition  of  Fappas  and  Qaldinns.  If  an  arc 
of  a  plane  curve  be  made  to  rotate  about  an  axis  situated  in  its 
plane,  it  generates  a  surface  of  revolution  whose  surface-area  is 
S  =  lit] yds,  where  ds  is  the  element  of  the  curve  and  the  axis 
of  rotation  is  taken  as  axis  of  .r.  On  the  other  hand  we  have,  if 
s  be  the  length  of  the  generating  arc  and  y  the  ordinate  of  its 
centroid,  J.J=  fyi/i;  hence 

5  s=  27r  ■  J/  =  2Tr7  ■  s, 

i.  e.,  the  surface-area  of  a  solid  of  revolution  is  obtained  by  multi- 
plying the  generating  arc  into  the  path  described  by  its  centroid. 

It  is  easy  to  see  that  this  proposition  holds  even  for  incomplete 
revolutions.  When  the  generating  arc  cuts  the  axis,  proper 
regard  must  be  had  for  signs  and  sense  of  rotation. 

225,  Exeroises, 

(i)  Three  beads  of  masses  3,  5,  12,  are  strung  on  a  Straight  wire 
whose  mass  is  neglected,  the  bead  of  mass  5  being  midway  between 
the  other  two.  Find  the  centroid.  (Take  moments  about  the  middle 
point.) 

(a)  Show  that  the  centroid  of  three  equal  particles  placed  at  the 
vertices  of  a  triangle  is  at  the  intersection  of  the  medians  of  the  triangle. 

(3)  Show  that  the  centroid  of  three  masses  w„  w„  m„  situated  at 
the  vertices  of  a  triangle  and  proportional  to  the  opposite  sides,  is  at 
the  center  of  the  inscribed  circle. 

(4)  Equal  particles  are  placed  at  five  of  the  six  vertices  of  a  regular 
hexagon.     Find  the  distance  of  the  centroid  from  the  center  of  figure. 


i 
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(5)  Find  the  centroid  of  a  homogeneous  triangular  frame. 

(6)  Find  the  centroid  of  earth  and  moon,  the  moon's  mass  being 
■^  of  that  of  the  earth,  and  the  distance  of  their  centers  240,000  miles, 

(7)  Show  that  the  centroid  of  a  homogeneous  wire  bent  inio  a 
semicircle  hes  at  the  distance  {il^)r  from  the  center,  r  being  the 
radius. 

(8)  Find  the  co-ordinates  of  the  centroid  of  the  arc  of  a  quadrant 
of  a  circle  by  using  the  first  proposition  of  Pappus  (Art.  224). 

(9)  Find  the  centroid  of  a  circular  aicAB  of  angle  AOB^  a, 
whose  density  varies  as  the  length  of  the  arc  measured  from  A. 

Find  the  centroids  of  the  following  homogeneous  arcs  of  curves : 

(10)  Parabola  y  =  ^ax  from  the  vertex  to  the  end  of  the  iatus 
rectum. 

(11)  Cycloid  j;=  fl(fl  —  sinC),_f  =  a(^i  —  cosC),  from  cusp  to  cusp. 
(18)   Half  the  cardioid  r  =  ii(i -1- cosC). 

(13)  Catenary  7=  \c{e'  +  e"')  between  two  points  equally  distant 
from  the  axis  of  x.  Show  also  that  the  centroid  of  any  arc  has  the 
same  abscissa  as  the  intersection  of  the  tangents  at  its  ends  ;  and  that 
the  ordinate  of  the  centroid  of  anyarc  beginning  at  the  vertex  is  equal 
to  one-half  the  intercept  made  on  the  axis  o(  y  by  the  normal  at  the 
end  of  the  arc. 

( 14)  Common  helix :  x  =  rcos",  y  =  /-sinfl,  s  =  irP,  from  0  =  o 
to  0=0. 

4.      CENTROIDS    OF    AREAS. 

836.  It  follows  from  symmetry  that  the  centroid  of  a  homo- 
geneous circn^r  or  elliptic  area  (plate,  lamina)  is  at  the  geomet- 
rical center  of  figure.  Similarly,  the  centroid  of  a  homogeneoni 
parallelogram  is  at  the  intersection  of  its  diagonals. 

In  general,  if  a  homogeneous  plane  figure  have  hvo  axes  of 
symmetry,  the  centroid  must  be  at  the  intersection  of  these  lines 
since  the  sum  of  the  moments  is  zero  for  each  of  these  lines. 

287.  It  has  been  shown  in  Art.  222  (1^)  how  the  centroid  of  a 
homogeneoas  triangular  area  ABC  can  be  found. 

Dividing  the  area  into  linear  elements  by  drawing  lines  parallel 
to  one  of  the  sides,  say  AB  (Fig.  60,  p.  139),  it  appears  that  the 

itroid  of  each  element,  such  as  PQ,  Hes  at  its  middle  point 


H         to  one  ol 
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The  locus  of  these  middle  points  is  tlie  median  CC  of  the  tri- 
angle ;  on  tliis  Hne,  then,  the  centroid  G  of  the  triangle  must  be 
situated.  Resolving  the  triangle  into  linear  elements  parallel  to 
the  side  BC,  or  to  CA,  it  follows  in  the  same  way  that  G  must  lie 
Q  on  each  of  the  other  two  medians  of  tlie  tri- 

angle.    The  intersection  of  these  medians  is 
therefore  the  centroid  G. 

The  point  G  trisects  each  median  so  that 

CCIGC'^2.      For   if    A  A'   (Fig.    62)    is 

another    median,    the    triangles    AGC  and 

A'GC  are  similar,  and  A' C  =  \AC;  hence 

He.  62.  C'G=\CG. 

It  follows  from  Art  220,  that  the  centroid  of  tlie  homogeneous 

triangular  area  coincides  with  that  of  three  particles  of  equal  mass 

placed  at  the  vertices. 

228.  HomogeneouB  Quadrilateral.  The  centroid  i.s  Ibiind  graph- 
ically by  resolving  the  qiiadnlateral  into  triangles,  finding  their 
centroids,  and  deducing  from  tliem  the  centroid  of  tlie  quadri- 
lateral. This  process  applies  generally  to  any  polygon  and  can  be 
carried  out  in  various  ways. 

Thus  for  the  quadrilateral  ABCD  (Fig.  63)  drawing  the  diago- 
nal j^Cand  determining  the  centroids 
of  the  triangles  ^^tfand  ADC,  we 
obtain  by  joining  these  centroids  one 
line  on  which  the  required  centroid  of  /  /  ^  ~"-- 
the  quadrilateral  must  lie.  Repeating  * 
the  same  construction  for  the  triangles 
obtained  by  drawing  the  other  diagonal  BD,  we  find  a  second 
line  on  which  the  centroid  must  lie.  The  intersection  of  these 
lines  gives  the  centroid  of  the  quadrilateral. 

229.  For  some  puqioses  it  is  convenient  to  find  a  system  of  particles 
whose  centroid  shall  be  the  same  as  that  of  a  quadrilateral.  The  prob- 
lem is  of  course  indeterminate  and  may  be  solved  in  various  ways. 

Let  m  be  the  mass  of  the  quadrilateral  ABCD ;  w,,  m,  the  ma; 
of  the  Uiangles  ABC,  ADC.      By  An,   227,  each  of  these  trian] 


mea. 
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can  be  replaced  by  three  equal  particles  -Jot,,  ^w„  placed  at  the  verti- 
ces.    We  thus  have  at  A,  as  well  as  at  C,  a  mass  |(ni,  +  w,)  =  ^w. 
L     The  masses  \m^  at  B  and  \m^  at  D,  whose  sum  is  also  =  \m,  are 
fproportiooal  to  the  areas  of  the  triangles  ABC,  ADC,  or  to  the  lengths 
EB,  ED,  if  E  be  the  intersection  of  the  diagonals.      Now  these  two 
different  masses  at  B  and  Z>  can  be  replaced  by  a  system  of  three 
masses,  \m  at  B,  -Jw  at  D,  and  —  {m  at  E.      For  ( 1 )   the  total  mass 
evidently  remains  the  same,  and  (2)  the  centroids  of  ihe  two  systems 
ntncide  as  is  easily  seen  by  taking  moments  with  respect  to  E. 
Indeed,  the  ceotroid  G'  of  \>n^  at  B  and  ^w,  at  D  is  determined  by 
I  the  equation 

(M,  +  «,)  ■  EG'  =  m^- EB  —  m^- ED ; 

I. Bibsti luting  for  »n,,  m,  their  values  as  found  from  the  relations  m^  +  /«, 
B  m,  mjm,  =EBfED,  this  reduces  to 

mEG'  =  m{EB  —  ED). 

The  centroid  G"  of  ^w  at  B,  -Jm  at  D,  and  —  ^m  at  E  is  given  by 

m-EG"  =  m-EB~mED  —  ;«■  o. 

[  Hence  G'  and  G"  coincide. 

The  centroid  of  the  area  of  a  homogeneous  quadrilateral  is  therefore 
the  same  as  that  of  four  eijual  particles  placed  at  its  vertices  together 
with  a  fifth  particle  of  equal  but  negative  mass,  placed  at  the  intersec- 
tion of  Ihe  diagonals. 

230.  In  the  particular  case  of  a  homogeneoaB  trapezoid  (Fig.  64), 
it  may  be  noticed  that  the  figure  can  be  divided  into  rectilinear 
elements  by  lines  drawn  parallel  to  the  parallel  sides  of  the  trape- 
zoid. Every  such  element  has  its  centroid  at  its  middle  point ; 
the  locus  of  all  these  points  is  the  so-called  median  ;  and  the  cen- 
troid G  of  the  trapezoid  must  lie  on  this  median,  /.  e.  on  the  line 
joining  the  middle  points  E,  F  of  the  parallel  sides. 

To  find  the  ratio  in  which  G  divides  the  length  EF,  we  use 
again  the  method  of  taking  moments.  We  divide  the  trapezoid 
into  two  triangles  by  the  diagonal  BC  and  remember  that  the 
distance  of  the  centroid  of  a  triangle  from  its  base  i.^  equal  to 
one-third  of  its  height ;  then  taking  moments  with  respect  to  the 


^^^^   distance  c 
^^^L  one- third 
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two  parallel  sides  AB  =  «,  CD  =  by  denoting  the  height  of  the 
trapezoid  by  A,  and  the  distances  of  G  from  a  and  bhy  y  and  J', 
we  obtain 

C     F    D  F' 


\{a  +  b)h'y^  \ah'\h  +  ^bk-^t, 
i{a  +  b)h'f^  ioA'iA  +  Ibh-yi, 
Dividing,  we  find 

y      EG      a+  2b     ^a  +  b 
j"'  "^  GF  "^  2a  +  b'^  a  +  ^b' 

This  gives  the  following  construction:  Make  AE=b  on  the 

prolongation  of  «,  and  DF'  =  «  on  the 
prolongation  of  b,  in  the  opposite  sense ; 
then  EP  will  intersect  EF  in  G, 

231.  To  find  the  centroid  of  the 
oro88-8ection  of  a  T-iron  (Fig.  65),  it 
is  only  necessary  to  find  its  distance 
It  from  the  lower  side  AB ;  for  it  must 
He  on  the  axis  of  symmetry  CD.  Tak- 
^  ing  moments  with  respect  to  AB  we 
obtain  with  the  notation  indicated  in 
the   figure: 


H? 


a 


Flff.  65. 


hence 


[2^/9  +  7{b  -  /S)a]  .x^2afi\+  2{b  -  ff)a.~y 
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If  a,  P  are  nearly  equal  and  very  small  in  comparison  with  a,  by 

we  have  approximately 

,     ^+  ba 

J=  i  — — y , 

^  a'\-  b'-a 

or  still  more  roughly 


«  +  ^ 


232.  The  area  of  a  homogeneons  circular  sector  (Fig.  6i,  p.  139), 
of  radius  r  and  angle  AOB  =  2a  can  be  resolved  into  triangular 
elements  POP  =  \r^d0,  the  bisecting  radius  OC  being  taken  as 
polar  axis.  The  centroid  of  such  an  element  lies,  by  Art.  227,  at 
the  distance  |r  from  the  center  0.  Regarding  the  mass,  p' .  \f^dO^ 
of  each  element  as  concentrated  at  its  centroid,  the  sector  is  re- 
placed by  a  homogeneous  circular  arc  of  radius  §r  and  density 
\p'r^dd.  By  Art.  223,  the  centroid  of  such  an  arc,  which  is  the 
required  centroid  of  the  sector,  lies  on  the  bisecting  radius  OC  2X 
the  distance  §r.sina/a  from  the  center  0.     Hence 

«    sina 
^      a 

233.  In  general,  for  areas  bonnded  by  cnrves  we  must  resort  to 
integration,  using  the  general  formulae  of  Art  214. 

If  the  area  5  be  plane,  we  have  in  rectangular  co-ordinates 

M=  I     I    p'dxdy, 
Mx=  I     I    p'xdxdy,     M^y  =  I      I    p'ydxdy; 

and  if  the  mass  be  homogeneous,  /.  ^.  //  =  const,  since  then  the 
first  integration  can  at  once  be  effected : 

x(y^-y^dx,     5.7  =  J  I    (y^^y^yx, 

or  similar  expressions  for  y  as  independent  variable. 
PART  II — 10 
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In  polar  co-ordinates,  the  element  of  area  is  rdrdO^  and  we  have 
x—r  cos^,  y  ^=^r  sin^;  hence 

S'  X  =//^  cosOdrdd,     S-y  =^ffr*  sm0drd0; 
or,  performing  the  first  integration. 


-if 


rVtf, 


S'X^i  pr '  cos^^tf,     5  •  J  =  J  I   V '  sin^^^. 

It  will  be  noticed  that  these  last  formulae  express  also  that  the 
infinitesimal  sector  ^r^dO  is  taken  as  element,  the  centroid  of  this 
element  having  the  co-ordinates  §r  cos^,  f  r  sin^. 

234.  As  a  somewhat  more  complicated  example  let  us  consider  a 
circular  disk  of  radius  a,  in  which  the  density  varies  directly  as  the 
distance  from  the  center.  Let  a  circle  described  upon  a  radius  as 
diameter  be  cut  out  of  this  disk ;  it  is  required  to  find  the  centroid  of 
the  remainder. 

Let  O  be  the  center  of  the  disk  of  radius  a,  C  that  of  the  disk  of 
radius  ^a ;  G^  the  centroid  of  the  latter,  G  the  required  centroid ;  and 
put  OG^  =  x^f  OG  =  X.  Then  if  Af^  be  the  mass  of  the  smaller  disk, 
M^  that  of  the  larger,  we  must  have  {M^  —  M^)  •  x  =  M^x^. 

The  equation  of  the  smaller  circle  is  r  =  a  cos^.  Taking  as  ele- 
ment of  the  mass  of  the  smaller  disk  the  mass  contained  between  two 
arcs  of  radii  r  and  r  -|-  dr,  we  have  for  this  element : 

dM^  =  p' '  20rdr, 

or  since  p'  ^ss  kr,  rs=  a  cos^, 

dM^  =s  2k(^0  cos^Od  (cosd). 


Hence 


Af,  =  i'^^' P  ^d  (co^e) 

=  i^^^O^  cos'^  —  fcos'^/Ze^y 
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The  centroid  of  the  element  dM^  lies,  according  to  Art.  223,  at  the 
distance  r  ^inOlO  from  O.     We  have  therefore 

M.x.  =  —  2k(^  \    0  sm$  co^ede '  r -^^ 

'    *  Jnl2  e 


=  2ka*^  j*  sin'^  comedo  =  -j^tf*. 


The  mass  of  the  larger  disk  is 


M^  =   i    kr'  2i:r  'drss  2r:k  i    r^dr  =  fTry&o*. 
Substituting  these  values  in  the  equation  of  moments  we  find : 


=  _J^i5l_  = 


^.-^i      SCS'f-a) 


o.i6i6a. 


286.  Proceeding  to  the  determination  of  the  centroids  of  curved 
stiff  ace-areas,  we  begin  with  the  special  case  of  the  homogeneous 
area  of  a  surface  of  revolution,  bounded  by  two  planes  at  right 
angles  to  the  axis.  The  centroid  evidently  lies  on  the  axis  of 
revolution,  which  we  take  as  axis  of  ;r;  it  is  therefore  sufficient 
to  take  moments  with  respect  to  the  j'^r-plane.  As  element  we 
take  the  strip  contained  between  two  planes,  parallel  to  the  Air- 
plane, at  the  distances  x  and  x  -\'  dx  from  it ;  if  the  equation  of 
the  meridian  section  be  17  =/(^),  where  1;  is  the  distance  of  any 
point  of  the  surface  from  the  axis  of  revolution,  we  have  for  this 
element : 

dS  =  2in\ds  =  27n7  Vdx^  +  d/  =  2irf{x)  V\  +/'W. 

Hence,  if  the  bounding  planes  have  the  distances  jr^,  x^  from  the 
j'j-plane : 

5=  27r  ^'\x)ViJ^fdx,     S'X=  27r  r'x/{x)Vi +f^dx. 

236.  When  the  area  is  bounded  by  two  planes  perpendicular  to 
the  axis  of  revolution  and  any  two  meridian  planes,  inclined  to 


I 
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each  other  at  an  angle  0,  we  may  take  one  of  these  meridian 
planes  as  ;i;>'-plane  and  find,  with 

S  -  ££'/(')  ^T+f'dxJt  =  4,  £/[x)  Vl  +/''dx, 
Sx-  P£xf{x)  VT+f'dxd^  -  *  px/{x)Vi  +f'dx, 
Sy=   P  Cf-  cosij  1^1  -\-f'dxd4,  -  sin*  ('fVl+f'dx, 
55-   P  Cf  sin.*.  V I  +/' Vj-i* 

where/and/'  arc  known  functions  of  x 

Instead  of  x,  ij  might  be  taken  as  independent  variable. 

237.  In  the  case  of  spherical  siirfaca,  althougn  the  preceding 
formula  can  of  course  be  used,  it  is  often  more  convenient  to 
make  use  of  the  geometrical  property  of  the  sphere  that  any 
spherical  area  is  equal  to  the  area  of  its  projection  on  a  cylinder 
circumscribed  about  the  sphere. 

Thus  the  area  oh  the  sphere  contained  between  two  parallel 
planes  is  equal  to  the  area  cut  out  by  the  same  two  planes  from 
the  circumscribed  cylinder  whose  axis  is  perpendicular  to  the 
planes.  The  centroid  of  such  a  spherical  area  is  therefore  on 
the  radius  at  right  angles  to  the  bountling  planes  midway  between 
these  planes. 

238.  The  Becond  Fropositioo  of  Pappna  and  Onldinas  (compare 
Art.  224). 

A  plane  area  S  (Fig.  66)  rotating  about  any  axis  situated  in 
its    plane    generates   a   solid    of    revolution    whose    vol 
V=tTUy^  —  y{)dx,  if  the  axis  of  revolution  is  taken 


1 


■:cn  as  axis    H 
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of  X  and  jp  j'j  are  the  two  ordinates  of  the  curve  bounding  the 
area.  On  the  other  hand,  if  J  be  the  distance  of  the  centroid  G 
of  the  plane  area  from  the  axis, 
we  have 

by  Art.  233.     Combining  these 
two  results,  we  find 

F=  27rJ?-5, 

i,  e.f  the  volume  of  a  solid  of  revolution  is  obtained  by  multiplying 
t/te  generating  area  into  tlu  path  described  by  its  centroid. 

The  proposition  evidently  holds  even  for  a  partial  revolution. 

239.  To  find  the  centroid  of  a  portion  of  any  onrved  nirfaoe 

F{xy  yy  z)  =  o,  we  have  only  to  substitute  dM=s  f/dS  in  the 
general  formulae  of  Art.  214,  and  then  express  dS  by  the  ordi- 
nary methods  of  analytic  geometry. 

Denoting  by  /,  w,  n  the  direction  cosines  of  the  normal  to 
the  surface  at  the  point  {x,  y,  z),  and  putting  for  shortness 
dFjdx  =  /;,  dFjdy  =  F^,  dF/dz  =  F^  we  have 

dydz      dzdx      dxdy 


dS^ 


m 


n 


m 


n 


^x      Py      ^.       VF^^+F^^^Ff 
Hence,  substituting 


in  the  formulae  of  Art.  214,  we  find 


M=   I      I     p'dxdy 


VF*  +  F*  +  F} 


where  the  integration  is  to  be  extended  over  the  projection  of 
the  portion  of  surface  under  consideration  on  the  plane  xy.  The 
equation  of  the  curve  bounding  this  projection  must  be  given ; 


[340. 

it  determines  the  limits  of  integration.  It  is  ob\'ious  how  the 
formula  has  to  be  modified  ivhen  the  projection  of  the  area  on 
either  of  tlie  otlier  co-ordinate  planes  is  given. 

The  expressions  for  M-x,  M-y,  M-z  differ  from  the  above 
expression  for  M  only  in  containing  the  additional  factor  x,  y,  s, 
respectively,  under  the  integral  sign. 

240.  If  the  equation  of  the  surface  be  given  in  the  form 
B  =f{x,  jfj,  as  is  frequently  the  case,  we  have 

hence  with  the  usual  Gaussian  notation  d^jdx  ^  B/jdx  ^  p, 
Bsjdy  =  dfjdy  =  g. 


which  gives 


^=JJ     p' VT^'f'^dxJy, 


while  AT-x,  M-y,  M-1  contain  the  additional  factor  x,  y,  s,  re- 
spectively, under  the  integral  sign. 

In  the  case  of  a  homogeneous  splierical  surface  *^+j^  + 
a*  ^  (I*,  we  have/  =  d::jdx  =  —  xjs,  q  =  dsjdy  =  —yj^ ;  hence 
zVi  +/^  +  q'  =■  a,  so  that 

Ss=affdxdy  =  aS„ 

where  S  is  the  area  of  the  surface  and  S^  the  area  of  its  projec- 
tion on  the  plane  xy.  The  formula  shows  that  the  distance  S  of 
the  centroid  of  any  spherical  area  5  from  a  plane  passing  through 
the  center  is  equal  to  the  radius  a  multiplied  by  the  ratio  of  the 
projection  S^  of  the  area  on  the  plane  to  the  area  itself. 

241.  Exercises. 

( I  )  The  sides  of  a  right-angled  triangle  are  a  and  ^.  Find  the  dis- 
tances of  the  centroid  of  the  triangular  area  from  the  vertices. 

(2)  From  a  sijuare -4flC/J  one  corner  £'^/="is  cut  off  so  that  .^^ 
=1  J«,  AF^  \a,  a  being  the  side  of  the  square.  Find  the  centroid 
of  the  remaining  area. 
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(3)  An  isosceles  right-angled  triangle  of  sides  d  being  cut  out  of  the 

area  of  its  circumscribed  circle,  find  the  centroid  of  the  remaining  area, 

(4)  If  one -fourth  be  cut  away  bora  a.  triangle  by  a  parallel  to  the 
base,  show  that  in  the  remaining  trapezoid  the  centroid  divides  the 
4nedian  in  the  ratio  4  :  5. 

(5)  Prove  that  the  centroid  of  any  plane  quadrilateral  A  BCD  com- 
cides  with  that  of  the  triangle  ACF,  if  the  point  ,^be  constructed  by 
laying  off  BF=  DE  on  the  diagonal  BD,  E  being  the  intersection 
of  the  diagonals. 

(6  J  Find  the  centroid  of  the  cross-section  of  a  retaining  wall  in  the 
form  of  a  trapezoid  with  two  perpendicular  sides,  the  lower  base  being 
a,  the  upper  b,  the  height  A. 

(7)  Findthecentroid  of  the  cross-section  of  anangle-iron,  or  L,  the 
sides  being  a,  h,  the  thickness  of  each  flange  S  (Fig.  67). 

(8)  Find  the  centroid  of  the  cross-section  of  a  bar  formed  by  placing 
four  angle-irons  with  their  edges  together,  two  of  the  irons  having  the 


R 


tE 


f'.f 


W^ 


dimensions  a,  b,  a,  j9,  while  the  other  two  have  the  dimension  a  differ- 
ent, say  a' (Fig.  68). 

(9)  Find  the  centroid  of  the  cross-section  of  a  U-iron,  the  length 
of  the  flanges  being  0=12  in.,  that  of  the  web  a^  =  8  in.,  and  the 
thickness  S^  i  in.  Deduce  the  general  formula  for  x,  and  an  approxi- 
mate formula  for  a  small  3,  and  compare  the  numerical  results. 

(ro)  In  the  cross-section  of  an  unsymmetrical  double  T  (Fig.  69), 
the  flanges  are  ai=  16  in.,  2it'=  10  in.  ;  the  web  is  «  =  10  in,  ;  and 

I  the  thickness  of  each  of  the  two  channel-irons  forming  the  bar  is  d  =  1 

I  in.  throughout ;  find  the  centroid. 
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(11)  In  aT-iron  (Fig.  70)  the  width  of  the  flange  is  b,  its  thick- 
ness a  J  the  depth  of  the  web  is  a,  its  thickness  j9.  Find  the  distance 
of  the  centroid  from  the  outer  side  of  the  flange  ;  give  an  approximate 
expression  and  investigate  it  for  a^  /',  «  =  ?  ^=  \a. 

(12)  Find  the  centroid  of  a  circular  sector  (comp.  Art.  232)  by 
integration,  using  the  formulas  of  Art.  233,  and  deduce  from  the  result 


n: 


T3 


'^- 


U"T 


1^ 


that  the  centroid  of  a  homogeneous  semicircular  area  of  radius  r  lies  at 
the  distanced  =  (4/3j:)''  from  the  center. 

(13)  The  centroid  of  the  area  of  a  homogeneous  circular  segment  of 
radius  r  subtending  at  the  center  an  angle  2a  is  at  the  distance 


-\r 


-ch' 


if  c  is  the  chord,  h  its  distance  from  the  center,  and  j  the  arc. 

(14)  A  painter's  palette  is  formed  by  cutting  a  small  circle  of  radius 
b  out  of  a  circular  disk  of  radius  a,  the  distance  between  the  centers 
being  c.  It  is  required  to  find  the  distance  of  the  centroid  of  the 
remainder  from  the  center  of  the  larger  circle.      (Routh. ) 

(15)  The  arch  constructed  of  brick  over  a  door  is  in  the  form  of  a 
quadrant  of  a  circular  ring.  The  door  is  j  ft.  wide;  ij-  lengths  of 
brick  are  used  (say  la  in.).      Find  the  centroid  of  the  arch. 

Find  the  co-ordinates  of  the  centroid  for  the  following  plane  areas  : 

(16)  Area  bounded  by  the  parabola  y  =  4^^:,  the  axis  of*,  and  the 
ordinate  y. 

(17)  Area  bounded  by  the  curve _y  ^  sirur  from  j;  ^  o  to  jt  ^  tt  and 
the  axis  oix. 

(18)  Quadrant  of  an  ellipse. 
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(19)  Ellipticsegment  bounded  by  the  chord  joining  the  ends  of  the 
I  major  and  minor  axes. 

(20)  Show,  by  Art.  223,  that  the  centroid  of  the  surface  of  a  right 
I  circular  cone  lies  at  a  distance  from  the  base  equal  to  one  third  of  the 
I  height. 

(ji)  Find  the  centroid  of  the  portion  of  the  surface  of  a  right  cir- 

I  cular  cone  cut  out  by  two  planes  through  the  axis  inclined  at  an  angle  ip. 

(12)  Find  the  centroid  of  the  area  of  the  earth's  surface  contained 

between  the  tropic  of  Cancer  (latitude  =  23°  27')  and  the  arctic  circle 

(polar  distance  =  23°  27'). 

( 23)  A  bowl  in  the  form  of  a  hemisphere  is  closed  by  a  circular  lid 
[  of  a  material  whose  density  is  three  times  that  of  the  bowl.  Find  the 
I  centroid. 

(24)  The  cissoid  (2a  —  x)^  =  s^  can  be  represented  by  the  equa- 
tions X  =  2fl  sin'fl,  y=  2a  sin'tf/cosfl,  where  0  is  the  polar  angle,  aa    ■ 

1  the  distance  from  cusp  to  asymptote.  Show  that  the  centroid  of  the 
f  area  between  the  curve  and  its  asymptote  divides  the  distance  between 
I  cusp  and  asymptote  in  the  ratio  5  :  i. 

5.     CENTROIDS    OF    VOLUMES. 

242-  We  proceed  to  the  methods  of  finding  the  centroids  of 
I  volumes  or  solids. 

Considerations  of  symmetry  make  it  clear  that  the  centroid 

\  of  a  homogeneona   parallelepiped  lies  at   the  intersection  of  its 

'   diagonals ;    similarly,  that  of  a  homogeneoTU  prism  or  cylinder 

coincides  with  the  centroid  of  the  area  of  its  middle  section  (/.  c, 

a  plane  section  parallel  to,  and  equally  distant  from,  the  bases). 

243.  For  a  homogeneous  pyramid  or  cone,  we  have  found  in 
r  Art.  222  (c)  that  the  centroid  lies  on  the  line  joining  the  vertex 
I  to  the  centroid  of  the  area  of  tlie  base,  at  a  distance  from  the 
[  base  equal  to  ^  of  this  line.     This  is,  of  course,  easily  shown 

directly  by  resolving  the  pyramid  or  cone  into  plane  elements 
parallel  to  the  base,  in  a  manner  analogous  to  that  used  for  the 
triangular  area  in  Art  227, 

244.  It  may,  perhaps,  be  well  to  state  formally  the  principal 
I  laws  of  symmetry  for  homogeneous  solids,  although  they  present 
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themselves  so  naturally  that  they  are  used  almost  instinctively. 
For  however  simple  and  obvious  these  propositions  may  appear, 
the  beginner  may  be  led  into  error  if  he  does  not  use  them 
cautiously.  The  proof  re.sts  on  the  fundamental  definition  of 
the  centroid  as  a  point  such  that  for  any  plane  tlirough  it  tlie 
sum  of  the  moments  is  zero. 

(a)  If  tlie  surface  of  the  solid  liave  a  plane  of  symmetry,  i.  e.  a 
plane  such  that  every  line  perpendicular  to  it  intersects  the  sur- 
face in  two  points  equidistant  from  the  plane,  thf  centroid  lies  in 
this  plane.  Hence,  the  centroid  of  a  homogeneous  solid  is  at 
once  known  if  its  surface  possesses  three  planes  of  symmetry  (not 
passing  through  the  same  straight  line).  If  the  surface  has  two 
planes  of  symmetry,  the  centroid  lies  on  their  line  of  intersection, 

(i)  If  the  surface  hai'e  an  axis  of  symmetry,  i.  e.  a  line  such 
that  every  line  perpendicular  to  it  intersects  the  surface  in  two 
points  equidistant  from  the  line,  t/ie  centroid  must  lie  on  this  axis. 
Two  axes  of  symmetry  in  the  same  homogeneous  solid  detemune 
its  centroid  by  their  intersection. 

(c)  If  the  surface  have  a  center,  i.  e.  a  point  such  that  every 
line  through  it  intersects  the  surface  in  two  points  equidistant 
from  it,  the  centroid  coincides  with  this  center. 

{d)  If  the  surface  have  a  diametral  plane,  i.  e.  a  plane  bisect- 
ing all  chords  that  are  parallel  to  a  certain  direction,  the  centroid 
lies  in  this  plane. 

245.  HomogeneoQS  spherical  solids  can  be  treated  by  a  method 
analogous  to  that  used  for  circular  areas  (see  Art.  232)-  Thus 
a  homogeneonB  spherical  sector  can  be  resolved  into  infinitesmal 
elements,  each  of  which  is  a  pyramid  whose  vertex  lies  at  the 
center  of  the  sphere  and  whose  base  is  an  infinitesimal  element 
of  the  spherical  surface  area  of  the  sector.  Such  an  element,  re- 
garded as  a  pyramid  {Art.  243),  has  its  centroid  at  the  distance 
j  a  from  the  center,  if  «  be  the  radius  of  the  .sphere.  We  may 
regard  its  mass  as  concentrated  at  its  centroid  and  have  thus  the 
solid  sector  replaced  by  a  homogeneous  segment  of  a  spherical 
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;a,  of  radius  ja.      It  has  been  shown  in  Art.  237  tliat  the  cen- 

[  troid  of  such  a  segment  bisects  its  height 

2a  be  the  angle  at  the  vertex  of 

I  the   given   sector  (Fig.    71);    then   the 

I  height  of  the    segment  of  radius  |a  is 

|fl(  1  —  cosa) ;  hence  tlie  distance  x  of 

L  the  centroid  of  tiie  solid  spherical  sector 

irovn  the  center  is 

5=  jfl  cosa  +  |i7(i  —  cosa) 
=  |f?(l  +  cosa)  =  Id  cos'Ja, 

246.  In  a  homogeneooB  Bolid  of  revolution  the  centroid  lies  on 
I  the  axis  of  revolution,  since  this  line  is  an  axis  of  symmetry  {Art. 
[  244  ((^)).  Taking  this  line  as  the  axis  of  x,  the  equation  of  the 
I  surface  of  the  solid  is  determined  by  that  of  the  meridian  curve, 
I' that  is,  the  curve  bounding  the  generating  area,  aay  y^J[x). 

We  select  as  element  the  circular  plate  of  thickness  dx  con- 
I  tained  between  two  sections  of  the  solid  at  right  angles  to  the 
I  axis  of  revolution  (Fig.  66,  p.  149).  The  centroid  of  each  such 
Y  element  lies  on  the  axis,  and  the  volume  of  the  element  is  itj^dx. 


We  have,  therefore, 


/"[/(')] 


^dx,    S-: 


■^£^IA^')T' 


'dx. 


Instead  of  x  it  may  sometimes  be  more  convenient  to  take  7  as 
t  independent  variable. 

It  is  easy  to  see  how  the  formula  has  to  be  modified  when 
linore  than  one  value  ofy  corresponds  to  a  given  value  of  x. 

217.  In  the  most  general  case  of  any  solid  whatever  the  for- 
nulas  of  Art.  2 1 4  assume  different  forms  according  to  the  system 
f  co-ordinates  used.     Thus  for  rectangular  cartesian  co-ordinatea 
Vitie  clement  of  volume  is  dv  =  dxdydz,  and  we  have  : 

3f=Jffpdxdj'd:s,     M-  X  =JfJpxdxdyds, 

My  =fj'fpj-dxdj'd::,      M-  z  =  j'ffp=dxdyds. 
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248.  In  polar  co-ordinates,  i.  e.  for  the  radius  vector  r,  the  co- 
latitude  0  and  the  longitude  ^  (Fig.  72),  the  element  of  volume 
is  an  infuutesimal  rectangular  parallelepiped  having  the  concur- 
rent edges  dr,  rdd,  r  s\a0d^ ;  hence 

dv=t^  sinedrd0d<f>. 

As  x=  r  cosO,  y  =  r  sin5  cos0,  «  =  r  sm8  sin<^,  the  centroid  is 
determined  by  the  equations : 


^ 

B 

-^ 

;C>P' 

0 

y 

^df 

A 

M-fffpr'  sm0dni0d^, 
^•^=fffp'^  sin^  cosBdrded^, 
My  =fj'fpr^  sin*5  cas^rd0d^, 

M-2  =fffp'^  sin*5  suvf>drd8d<t>. 

In  the  simple  cases  that  occur  most  frequently  in  th^  applica- 
tions the  triple  integrals  can  often  be  reduced  at  once  to  double  or 
even  simple  int^rals  by  selecting  a  convenient  element 

249.  As  an  illustration  let  us  determine  the  centroid  of  the  volume 
OABCD  (Fig.  73)  bounded  by  the  three  co-ordinate  planes  and  the 
warped  quadrilateral  (hyperbolic  paraboloid)  ABCD.     The  latter  is 
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generated  by  the  line  LM  gliding  along  AB  and  CD  so  as  to  remain 
parallel   to  the  plane  yz.     The  data  are  OA  =  CD  =  a,    OB  s=  ^, 
OC^AD^c, 
We  take  as  element  an  infinitesimal  prism  QP  of  base  dxdz  and 

X 

D 


Fig.  73. 


height  y.     From  similar  triangles  we  have  yjEL^B^  (^C'—z^lc^  and 
RLjb  =  (^a-—  x)la  \  hence 


a  —  jf  r  —  z 


Thus  we  find,  rejecting  the  constants  which  cancel  in  numerator  and 
denominator, 

I     I    x(^a  ^  x)  (^c  —  z)dxdz       I    jc(a  —  jf)dCr  •  (^  —  ^) 


(«-.^y  (r-s)» 


j'= 


iXT"--^'--^ 


dxdz 


"''■    ("(a  -  x)dx  ■  1^ 


Finally,  z  =  ^c,  by  analogy  with  3c. 


I 
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250.  EzerciseE. 

(i)   Determine  the  ceatroid  of  a  hoiDogeceous  solid  hemisphere. 
(a)  Find  the  centroid  of  a  frustum  of  a  cone,  the  radii  of  the  bases 
being  r,,  r,  (r^  <  ?-,),  the  height  of  the  fruRtiim  /(. 

(3)  Show  that  the  formula  for  the  frustum  of  the  cone  applies  like- 
wise to  the  fnistum  of  any  pyramid  of  the  same  height  ft  if  r,,  r^  are 
any  two  homologous  linear  dimensions  of  the  two  bases. 

(4)  Find  the  centroid  of  a  solid  segment  of  a  sphere  of  radius  «,  the 
height  of  the  segment  being  //. 

(5)  Find  the  centroid  of  the  paraboloid  of  revolution  of  height  A, 
generated  by  the  revolution  of  the  parabola^  =  ^ax  about  its  axis. 

(6)  The  area  bountied  by  the  parabola  y  =  40^;,  the  axis  of  a:,  and 
the  ordinate  v=V|  revolves  about  the  tangent  at  the  vertex.  Find  the 
centroid  of  the  solid  of  revolution  so  generated. 

(7)  The  same  area  as  in  Ex.  (6)  revolves  about  the  ordinate  _r,- 
Find  the  centroid. 

(8)  Find  the  centroid  of  an  octant  of  an  ellipsoid 

(q)  The  equations  of  the  common  cycloid  referred  to  a  cusp  as 
origin  and  the  base  as  axJsof .«  are  x  =  a{0—siriO),y=  a(i—cosO). 
Find  the  centroid:  (a)  of  the  arc  of  the  semi-cycloid  (/.  i.  from  cusp 
to  vertex);  ((5)  of  the  plane  area  included  between  the  semi-cycloid  and 
the  base  ;  (f)  of  the  surface  generated  by  the  revolution  of  the  semi- 
cycloid  about  the  base  ;  (rf)  of  the  volume  generated  in  the  same  case; 
(f)  of  the  surface  generated  by  the  revolution  of  the  whole  cycloid 
(from  cusp  to  cusp)  alxiut  ils  axis,  /.  e.  the  line  through  the  vertex  at 
right  angles  to  the  base  ;   {/)  of  the  volume  so  generated. 

(10)  Find  the  centroid  of  a  solid  hemisphere  whose  density  varies 
as  the  «th  power  of  the  distance  from  the  center. 

(11)  Show  that,  both  for  a  triangular  area  and  for  a  tetrahedral 
volume,  the  distance  of  the  centroid  from  any  plane  is  the  arithmetic 
mean  of  the  distances  of  the  vertices  from  the  same  plane. 

(12)  Regarding  the  earth  as  a  homogeneous  sphere  of  density 
p  =  5.5,  how  much  would  its  centroid  be  displaced  by  superimposing 
over  the  area  bounded  by  the  arctic  circle  an  ice-cap  of  a  imiform 
thickness  of  10  miles? 

(13)  From  out  of  the  right  cone  ABC  a  cone  /tBD  is  cut  of  the 


me  base  and  axis,  but  of  smaller  height.     Find  the  centroid  of  the 

remaining  soiid. 

(14)  A  triangle  BC,  whose  sides  are  a,  b,  c,  revolves  about  an 
axis  situated  in  its  plane.  Find  the  surface  area  and  volume  of  the  solid 
so  generated,  if^,  q,  r  are  the  distances  of  ,  A,  B,  C  from  Ihe  axis. 

{15)  "Water  is  poured  gently  into  a  cylindrical  cup  of  uniform 
thickness  and  density.  Prove  that  the  locus  of  the  center  of  gravity 
of  the  water,  the  cup,  and  its  handle  is  a  hyperbola,"      (Routh.) 

(16)  Prove  that  the  volume  of  a  tnmcaied  right  cylinder  (/.  e.  a 
right  cylinder  cut  by  a  plane  inclined  at  any  angle  to  its  base)  is  equal 
to  the  product  of  the  area  of  its  base  into  the  height  of  the  truncated 
cylinder  at  the  centroid  of  its  base. 

(17)  Prove  that  the  volume  of  a  doubly  truncated  cylinder,  ('.  e.  of 
any  closed  cylinder  bounded  by  two  planes  intersecting  in  a  line  outside 
the  cylinder,  is  equal  to  the  product  of  the  area  of  the  cross-section  into 
the  distance  of  the  ceotroids  of  the  bases. 


t 


II,    Momentum;  Force;  Energy. 
251.  Let  us  consider  a  point  moving  with  constant  acceleration 
from  rest  in  a  straight  line.     We  know  from  Kinematics  (Art.  71) 
that  its  motion  is  determined  by  the  equations 


=jt,     s=\je,     \i^=js. 


(0 


where  s  is  the  distance  passed  over  in  the  time  t,  v  the  velocity, 
and  /the  acceleration,  at  the  time  /. 

If,  now,  for  the  single  point  we  substitute  an  w/-tup!e  point, 
(.  f.  if  we  endow  our  point  with  the  mass  m,  and  thus  make  it  a 
particle  (see  Art.  205),  the  equations  (i)  must  be  multiplied  by  m, 
and  we  obtain 


mziMs  mjt. 


=  \mjf,     ^mv'  =  mj's. 


(2) 


I     The  quantities  mv,  mj,  Jwzi^  occurring  in  these  equations  have 
received  special  names  because  they  correspond  to  certain  physical 
conceptions  of  great  importance. 
[     262.    The  product  mi'  of  the  mass  m  of  a  particle  into  its  velocity 
pis  called  the  momentum,  or  the  quantity  of  motion,  of  the  particle. 
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Id  observing  the  behavior  of  a  physical  body  in  motion,  we  notice 
that  the  effect  it  produces — for  instance,  when  impinging  on  another 
body,  or  more  generally,  whenever  its  velocity  is  changed — depends 
not  only  on  its  velocity,  but  also  on  ils  mass.  Familiar  examples  are 
the  following :  a  loaded  railroad  car  is  not  so  easily  stopped  as  an 
em[)ly  one  ;  the  destructive  effect  of  a  cannon-ball  depends  both  on 
its  velocity  and  on  its  mass;  the  larger  a  fly-wheel,  the  more  difficult 
is  it  to  give  it  a  certain  velocity  ;  etc. 

It  is  from  experiences  of  this  kind  that  the  physical  idea  of  mass  is 
derived. 

The  fact  that  any  change  of  motion  in  a  physical  body  is  affected  by 
its  mass  is  sometimes  ascribed  to  the  so-called  "  inertia,'"  or  "  force  of 
inertia,"  of  matter,  which  means,  however,  nothing  else  but  the  prop- 
erty of  possessing  mass. 

253,   Momentum,  being  by  definition  (Art.  252)  the  product  of 

mass  and  velocity,  has  for  its  dimetisions  (Art.  57), 

MV  =  MLT->. 

The  unit  of  momcnttnn  is  tlie  momentum  of  the  unit  of  mass 
having  tlie  unit  of  velocity. 

Thus  in  the  C.G.S.  system  the  unit  of  momentum  is  the  mo- 
mentum of  a  particle  of  i  gram  moving  with  a  velocity  of  i  cm. 
per  second.  There  is  no  generally  accepted  name  for  this  unit, 
although  the  name  bole  was  proposed  by  the  Committee  of  the 
British  Association. 

In  the  F.P.S.  system,  the  unit  is  the  momentum  of  a  particle 
of  one  pound  mass  moving  wjth  a  velocity  of  i  ft.  per  second. 

To  find  the  relations  between  these  two  units,  let  there  be  x 
CG.S.  units  in  the  F.P.S.  unit:  then 


gm.cm._ 
sec. 

lb.  ft.^ 
sec  ' 

hence 

lb. 

ft. 
cm.' 

or.  by  Art. 

202 

and  Art.  9, 

•f-4S3  S9X 

30.48 

- 

138 

'5.3 
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/.  e   I  F.P.S.  unit  of  momentum  =  13  825.3  C.G.S.  units,  and  i 
C.G.S.  unit  =  0.000072  331  F.P.S.  units. 

254.  Exercises. 

( I )  What  is  the  momentum  of  a  cannon-ball  weighing  200  lbs.  when 
moving  with  a  velocity  of  1 500  ft.  per  second  ? 

(  2  )  With  what  velocity  must  a  railroad-truck  weighing  3  tons  move 
to  have  the  same  momentum  as  the  cannon-ball  in  Ex.  ( i )  ? 

( 3 )  Determine  the  momentum  of  a  one-ton  ram  after  falling  through 
4  feet. 

255.  The  product  mj  of  the  mass  mof  a  particle  into  its  accelera- 
iimij  is  called  force.  Denoting  it  by  F^  we  may  write  our  equa- 
tions (2)  in  the  form 

F 
mv^Ft,     s^\~e,     \fm^^Fs.  (3) 

As  long  as  the  velocity  of  a  particle  of  constant  mass  remains 
constant,  its  momentum  remains  unchanged.  If  the  velocity 
changes  uniformly  from  the  value  v  at  the  time  /  to  z/  at  the 
time  t! y  the  corresponding  change  of  momentum  is 

mi/  -~mv^  vijf  —  mjt  =  F{f  —  /)  ;  (4) 

hence 

Here  the  acceleration,  and  hence  the  force,  was  assumed  con- 
stant.    If  -F  be  variable,  we  have  in  the  limit  as  /'  —  /  approaches 

zero : 

^     dimv)  dv 

Instead  of  defining  force  as  the  product  of  mass  and  accelera- 
tion, we  may  therefore  define  it  as  the  rate  of  change  of  tnomepiium 
with  the  time, 

266.  Integrating  equation  (6),  we  find 

I    Fdt  =  mz''  —  mv,  (7) 
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The  product  F{f  —  ()  of  a  constant  force  into  the  time  t'  —  t  dur- 
ing which  it  acts,  and  in  the  case  of  a  variable  force,  tfte  time- 
integral  I  Fdt,  is  called  the  impulBe  of  the  force  during  this 
time. 

It  appears  from  the  equations  (4)  and  (7)  that  //«■  impulse  of  a 
force  during  a  given  time  is  equal  to  tiu  change  of  momentum 
during  that  time. 

287.  The  idea  of  force  is  no  doubt  primarily  derived  from  the  sensa- 
tion produced  in  a  person  by  the  exertion  of  his  "  musctilar  force." 
Like  the  sensations  of  hght,  sound,  heat,  etc.,  the  sensation  of  exert- 
ing force  is  capable,  in  a  ro\igh  way,  of  measurement.  But  the  physi- 
ological and  psychological  phenomena  attending  the  exertion  of  muscu- 
lar force  when  analyzed  more  carefully  are  very  complicated. 

In  popular  language  the  term  "force  "  is  applied  in  a  great  variety 
of  meanings.  For  scientific  purposes  it  is  of  course  necessary  to  attach 
a  single  definite  meaning  to  it. 

It  is  customary  in  physics  to  speak  of  force  as  producing  o\ generating 
velocity,  and  to  define  force  as  the  cause  of  acceleration.  Thus  obser- 
vation shows  that  the  velocity  of  a  falling  body  increases  during  the 
fall ;  the  cause  of  the  observed  change  in  the  velocity,  /.  e.  of  the  ac- 
celeration, is  called  the  force  of  attraction,  and  is  supposed  to  be 
exerted  by  the  earth.  Again,  a  body  falling  in  the  air,  or  in  some 
other  medium,  is  observed  lo  increase  its  velocity  less  rapidly  than  a 
body  falling  in  vacuo  ;  a  force  of  resistance  is  therefore  ascribed  to  the 
medium  as  the  cause  of  this  change.  In  a  similar  way  we  speak  of  the 
expansive  force  of  steam,  of  electric  and  magnetic  forces,  etc.,  because 
it  is  convenient  to  think  of  such  agencies  as  producing  changes  of 
velocity. 

Now,  any  change  in  the  velocity  vofa.  body  of  given  mass  ot  implies 
a  change  in  its  momentum  mv ;  and  it  is  this  change  of  momentum,  or 
rather  the  rate  at  which  the  momentum  changes  with  the  time,  which 
is  of  prime  importance  in  all  the  applications  of  mechanics.  It  is  there- 
fore convenient  to  have  a  special  name  for  this  rate  of  change  of  mo- 
mentum, and  that  is  what  is  ca.\\^d  force  in  mechanics. 

Thus,  in  using  this  term  "force,"  it  is  not  intended  to  assert 
thing  as  to  the  objective  reality  or  actual  nature  of  force  and  matter  ii 
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:  popular  acceptation  of  these  terms.  With  the  ultimate  causes 
[  science  has  nothing  to  do;  it  can  observe  only  the  phenomena  them- 
[  selves. 

26S.  The  definition  of  force  (Art  255)  as  the  product  of  mass 
and  acceleration  gives  the  dimcmwns  of  force  as 


=  MJ  = 


MLT-' 


The  unit  cf  force  is  therefore  the  force  of  a  particle  of  imit  mass 
I  moving  with  unit  acceleration. 

Hence,  in  the  C.G.S.  system,  it  is  the  force  of  a  particle  of  r 
I  gram  moving  with  an  acceleration  of  i  cm.fsec^.  This  unit  forcL' 
'  is  called  a  dyne. 

The  definition  is   sometimes  expressed  in  a  .sHghtly  difierent 

form.*     We  may  say  the  dyne  is  the  force  which,  acting  on  a 

gram  uniformly  for  one  second,  would  generate  in  it  a  velocity 

I  of  I  cm. /sec. ;  or  would  give  it  the  C.G.S.  unit  of  acceleration  ; 

I  or  it  is  the  force  which,  acting  on  a«/  mass  uniformly  for  one 

I  second,  would  produce  in  it  the  C.G.S.  unit  of  momentum. 

That  these  various  statements  mean  the  same  thing  follows 
from  the  fundamental  formulae  F=  mj,  z'  =jt,  if  F,  m,  t,  i\j  be 
expressed  in  C.G.S.  units. 

In  the  F.P.S.  system,  the  unit  of  force  is  the  force  of  a  mass  of 
I  lb.  moving  with  an  acceleration  of  i  ft./sec*.  It  is  called  the 
poundal. 

259.  The  dyne  and  the  poundal  are  called  the  absolute,  or  scien- 
tific, units  offeree. 

To  find  the  relation  between  these  two  units,  let  x  be  the  num- 
ber of  dynes  in  the  poundal ;  then  we  have 
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i.e.    I  poundal  =  13825,3  dynes,  and   i   dyne  =  0.000072  331 
poundals. 

260.  Another  system  of  measuring  force,  the  so-called  gravi- 
tation  (or  engineering)  system,  is  in  very  common  use,  and  must 
be  explained  here. 

Among  the  forces  of  nature  the  most  common  is  the  force  of 
gravity,  or  the  weight,  i.  e.  the  force  with  which  any  physical 
body  is  attracted  by  the  earth.  As  we  have  convenient  and 
accurate  appliances  for  comparing  the  weights  of  different  bodies 
at  the  same  place,  the  idea  suggests  itself  of  selecting  as  unit 
force  the  weight  of  a  certain  standard  mass. 

In  the  metric  gravitation  system  the  iveighl  of  a  diagram 
has  been  selected  as  unit  force  ;  in  tlie  British  gravitation  system, 
the  weight  of  a  pmmd  is  the  unit  force. 

261,  There  are  two  serious  objections  to  the  gravitation  system  of 
measuring  force,  one  of  a  practical  nature,  the  other  theoretical.  The 
former  is  that  the  words  "  kilogram  ' '  and  "  pound  "  are  thus  used  in 
two  different  mt-jnings  :  sometimes,  and  more  correctly,  as  denoting  a 
mass,  sometimes  as  denoting  a  force.  Wherever  an  ambiguity  might 
arise  from  this  double  use,  the  word  "mass"  or  "weight"  must  be 
added.  The  word  "weight"  itself  which  in  scientific  language  de- 
notes a  force  is  often  used  by  the  engineer  for  "  mass." 

The  other  objection  is  more  serious.  The  weight  of  a  body,  and 
hence  the  gravitation  unit  of  force,  is  not  a  constant  quantity;  it 
changes  from  place  to  place  as  it  depends  on  the  value  aig,  the  accel- 
eration of  gravity. 

For,  the  weight  Wai  any  mass  m  being  the  force  with  which  this 
mass  is  attracted  by  the  earth,  we  have 


W= 


t"g. 


where  g  is  the  acceleration  produced  by  the  earth's  attraction.  Now 
it  is  known  from  experiment  that  this  acceleration  varies  from  place  to 
place ;  according  to  the  law  of  gravitation,  it  is  inversely  proportional 
to  the  square  of  the  distance  from  the  center  of  the  earth. 

The  weight  of  a  body  is  therefore  a  meaningless  terra  unless  the  place 
be  specified  where  the  body  is  situated,  and  the  value  of  ^  at  that  place 
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be  given.  It  is  true,  however,  that  the  value  of  g  for  different  points 
on  the  earth's  surface  varies  but  little,  so  thut  for  most  practical  pur- 
poses the  gravitation  system  is  accurate  enough. 


262.  In  the  absolute  system,  then,  the  tnree  fundamental  units 
of  mechanies  are  those  of  time,  length,  and  mass,  while  force,  as 
the  product  of  mass  and  acceleration,  is  measured  by  a  derived 
unit  (.see  Arts.  203  and  258).  On  the  other  hand  in  the  (older) 
gravitation  system  the  fundamental  units  are  those  of  time, 
length,  and  force,  while  mass  is  defined  as  the  quotient  obtained 
by  dividing  the  force  of  gravity,  or  weight,  of  a  body  by  the  ac- 
celeration of  gravity. 

The  general  equations  of  mechanics  are  of  course  independent 
of  the  system  of  measurement  adopted  ;  they  hold  as  well  in  the 
gravitation  as  in  the  absolute  system.  In  applying  them  to  any 
particular  case,  that  is,  in  substituting  numerical  values  for  the 
general  symbols,  the  following  obvious  rule  must  be  observed  : 
express  all  the  quatitities  involved  in  units  of  one  and  t!te  same 
system.     See  Art.  447. 

In  statics  where  we  are  mainly  concerned  with  the  ratios  of 
forces  and  not  with  their  absolute  values  it  rarely  makes  any  dif- 
ference which  system  is  used  provided  all  forces  are  expressed  in 
the  same  unit.  And  as  elementary  statics  deals  largely  with 
the  effects  of  gravity,  the  gravitation  system  will  often  be  iised  in 
the  present  work  in  view  of  the  practical  applications. 

263.  The  numerical  relation  between  the  absolute  and  gravita- 
tion measures  of  force  is  expressed  by  the  equations 

1  kilogram  (force)  =  icxx>^  dynes, 

I  pound  (force)  =  g  poundals, 
where  ^  is  about  981  in  metric  units,  and  about  32.2  in  British 
units.     In  most  cases  the  more  convenient  values  980  and  32 
may  be  used. 

264.  ExerciBes. 

( I )  What  is  the  exact  meaning  of  "  a  force  of  10  tons  ' '  ?  Express 
this  force  in  poundals  and  in  dynes. 
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(2)  Reduce  2  000000  dynes  to  British  gravitation  measure. 

(3)  Express  a  pressure  of  2  lbs.  per  square  inch  in  kilograms  per 

square  centimeter. 

(4)  Prove  that  a  poundal  is  very  nearly  half  an  ounce,  and  a  dyne 
a  little  over  a  milligram,  in  gravitation  measure. 

(5}  The  numerical  value  of  a  force  being  100  in  (absolute)  F.P.S. 
units,  find  its  value  for  the  yard  as  unit  of  length,  the  ton  as  unit  of 
mass,  and  the  minute  as  unit  of  time  (see  Art.  259). 

269.  Tlie  quantity  \m-t?,  i.  e.,  futlf  the  product  of  the  mass  of  a 
particle  into  the  square  of  its  velocity,  is  called  the  kinetic  energy 
of  the  particle. 

Let  us  consider  again  a  particle  of  constant  mass  m  moving 
with  a  constant  acceleration,  and  hence  with  a  constant  force; 
let  V  be  tJie  velocity,  s  the  space  described,  at  the  time  / ;  %•',$' 
the  corresponding  values  at  the  time  /'.  Then  the  last  of  the 
three  fundamental  equations  (see  Arts.  251  and  255)  gives 

Jwz-''  -  Jm/S  =  F{s'  -  s)  ;  (8) 

hence  r  = -. .  (91 

s'  —s  ^" 

\(  F  be  variable,  we  have  in  the  limit 

_      rf(i»«^)  dv  .     . 

F==^^=rnv-^.  (10) 

Force  can  therefore  be  defined  as  the  rate  at  which  the  kinetic 
energj'  clirtnges  with  the  space.    (Compare  the  end  of  Art.  255.) 
266.  Integrating  the  last  equation  (10),  we  find 

jrv,i_j,»=.''-jm..'  (II) 

The  product  F{s'  —  s)of  a  constant  force  F  into  tlie  space  s'  —  s 
described  in  the  direction  of  the  force,  and  in  the  case  of  a  variable 

force,  the  space-integral   I    Fds,  is  called  the  work  of  the  force 

for  this  space. 
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The  equations  (8)  and  (i  i)  show  that  tite  work  of  a  force  is 
equal  to  the  corresponding  change  of  the  kinetic  energy. 

We  have  here  assumed  that  the  force  acts  in  the  direction  of 
motion  of  the  particle,  A  more  general  definition  of  work  includ- 
ing the  above  as  a  special  case  will  be  given  later  (Art.  403). 

The  ideas  of  energy  and  work  have  attained  the  highest  im- 
portance in  mechanics  and  mathematical  physics  witliin  compara- 
tively recent  times.  Their  full  discussion  belongs  to  Kinetics 
(.see  Part  III). 

267.  According  to  their  definitions,  both  momentum  (Art.  252) 
yenA  force  (ArL  255)  may  be  regarded  mathematically  as  mere 
numerical  multiples  of  velocity  and  acceleration,  respectively. 
They  are  therefore  so-called  vector-quantities  ;  /.  e.  a  momentum 
as  well  as  a  force  can  be  represented  geometrically  by  a  segment 
of  a  straight  line  of  definite  length,  direction,  and  .sense.  Moreover, 
as  they  are  referred  to  a  particular  point,  viz.,  to  the  point  whose 
mass  is  m,  the  line  representing  a  momentum  or  a  force  must  be 
drawn  through  this  point ;  the  line  has  therefore  not  only  direc- 
tion, but  also  position ;  i.  e.,  a  momentum  as  we//  as  a  force  is 
represaited geometrical/y  by  a  rotor  (compare  Art.  iSi). 

It  follows  that  concurrent  forces,  for  instance,  can  be  com- 
pounded by  geometrical  addition,  as  will  be  explained  more  fully 
in  Chapter  IV. 

On  the  other  hand,  kinetic  energy  and  work  are  not  vector- 
quantities. 

268.  The  ideas  of  momentum,  force,  energy,  work,  with  the  funda- 
mental equations  connecting  them,  as  given  in  the  preceding  articles, 
form  the  groundwork  of  the  whole  science  of  theoretical  dynamics. 
The  application  of  this  science  to  the  interpretation  of  natural  phenom- 
ena gives  results  in  exact  agreement  with  obsurvation  and  expenmL-nt, 
It  is  therefore  important  to  inquire  what  are  the  phj'sicaj  assumptions 
and  experimental  data  on  which  this  application  of  dynamics  is  based. 

These  assumptions  were  formulated  with  remarkahle  clearness  by 
Sir  Isaac  Newton  in  his  PhUasophia  naturalis  principia  malhematica, 
first  published  in  1687,  and  have  since  been  known  as  ITewton's  laws 
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of  motioii  As  these  three  axiomata  sive  leges  moius,  as  Newton  tenns, 
them  are  very  often  referred  to  and,  at  least  by  English  writers  on 
dynamics,  are  usually  laid  down  as  the  foundation  of  the  science,  they 
are  given  here  in  a  literal  translation  : 

I.  Every  body  persists  in  its  state  of  rest  or  of  uniform  motion  along 
a  straight  line,  except  in  so  far  as  it  is  compelled  by  impressed  (i.  e., 
external)  forces  to  change  that  state. 

II.  Change  of  motion  is  proportional  to  the  impressed  moving  force 
and  takes  place  along  the  straight  line  in  which  that  force  acts. 

III.  To  every  action  there  is  an  equal  and  contrary  reaction  ;  or, 
the  mutual  actions  of  two  bodies  on  one  another  are  always  equal  and 
directed  in  contrary  senses. 

869.  Some  explanation  is  necessary  to  understand  correctly  the 
meaning  of  these  laws.  Indeed,  Newton's  laws  should  not  be  studied 
by  themselves  ;  they  become  intelligible  only  if  taken  in  connection 
with  the  definitions  preceding  (hem  in  the  Principia,  and  with  the  ex- 
planations and  corollaries  that  Newton  himself  has  appended  to  them. 

The  word  "body"  must  be  taken  to  mean  particle;  the  word 
"  motion  "  in  the  second  law  means  what  is  now  called  momentum. 

All  three  laws  imply  the  idea  oi  force  as  the  cause  of  any  change  of 
momentum  in  a  particle. 

270.  With  this  definition  of  force  the  first  law,  at  least  in  the  ordi- 
nary form  of  statement,  for  a  single  particle,  merely  states  thai  where 
there  is  no  cause  there  is  no  effect.  Wliile  this  law  may  appear  super- 
fluous to  lis,  it  was  not  so  in  the  time  of  Newton,  Kepler  and  Galileo, 
less  than  a  century  before  Newton,  were  the  first  to  insist  more  or  less 
clearly  on  this  so-called  law  of  inertia,  viz.  that  there  is  no  intrinsic 
power  or  tendency  in  moving  matter  to  come  to  rest  or  to  change  its 
motion  in  any  way. 

271.  The  second  law  gives  as  the  measure  of  a  constant  force  the 
amount  of  momentum  generated  in  a  given  time  (see  Art,  255)  ;  it 
can  be  called  the  law  of  force.  If  force  be  defined  as  the  cause  of  any 
change  of  momentum,  the  second  law  follows  naturally  by  assuming,  as 
is  usually  done,  thai  the  effect  is  proportional  to  the  cause. 

The  first  two  laws  may  thus  be  regarded  from  the  mathematical  point 
of  view  as  nothing  but  a  definition  of  force;  but  they  are  certainly 
meant  to  emphasize  the  physical  fact  that  the  assumed  definidon  of 
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force  is  not  arbitrary,  but  based  on  the  characteristics  of  motion  as 
observed  in  nature. 

In  the  corollaries  to  his  laws  Newton  tries  to  show  how  the  compo- 
sition and  resolution  of  forces  by  the  parallelogram  rule  follows  from 
his  defmition.  In  deriving  this  result  he  tacitly  assumes  that  the  action 
of  any  force  on  a  particle  takes  place  independently  of  the  action  of 
any  other  forces  that  may  be  acting  on  the  particle  at  the  same  time, 
a  principle  that  would  seem  to  deserve  explicit  statement.  Some 
writers  on  mechanics,  in  particular  French  authors,  prefer  to  replace 
Newton's  second  law  by  \ki\% principle  of  tlie  independence  of  the  cution 
of  forces, 

272.  The  third  law  expresses  the  physical  fact  that  in  nature  all 
forces  occur  in  pairs  of  equal  and  opposite  forces.  In  modem  phrase- 
ology, two  such  equal  and  opposite  forces  in  the  same  line  are  said  to 
constitute  z.  stress,  Newton's  third  law  is  therefore  called  the  law  of 
stress. 

This  law,  which  was  first  clearly  conceived  in  Newton's  time,  involves 
what  may  be  regarded  as  the  second  fundamental  property  of  matter 
or  mass  (the  first  being  its  indestructibility)  ;  viz.  that  any  tivo particles 
of  matter  determine  in  each  other  oppositely  directed  acceleroMons  along 
the  line  joining  them. 

The  historical  development  of  the  fundamental  ideas  of  mechanics 
is  discussed  in  a  very  instructive  manner  by  E,  Mach,  in  his  Science 
of  mechanics,  a  critical  and  historical  account  of  its  development,  trans- 
lated by  T.  J.  McCormack,  2d  edition,  Chicago,  Open  Court  Pub- 
lishing Co.,  1900. 
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I.    Forcfs  acting  on  the  same  particle. 

873.  When  a  particle  has  two  equal  and  opposite  accelerations 
J,  — J,  its  motion  will  not  be  changed.  The  same  result  must 
follow  when  a  particle  is  acted  on  by  two  equal  and  opposite 
forces  ^=  mj,  F'  =  —  mj.  Their  combined  effect  on  the  particle 
is  nil,  so  that  the  particle,  if  originally  at  rest,  will  remain  at  rest ; 
if  originally  moving  with  constant  velocity  in  a  straight  line,  it 
will  continue  to  do  so  ;  and  if  originally  moving  under  the  action 
of  any  other  forces  in  any  way  whatever,  the  introduction  of  the 
two  equal  and  opposite  forces  will  have  no  eflect  on  its  motion. 

We  say  that  two  equal  and  opposite  forces  acting  on  a  particle 
balance,  or  are  equivalent  to  sero,  or  are  i?i  equilibrium.  If  no  other 
forces  act  on  the  particle,  the  particle  itself  is  said  to  be  in  equi- 
librium. It  must  be  kept  in  mind  that  equilibrium  is  not  syn- 
onymous ivith  rest 

274.  Let  us  next  consider  any  two  forces  F^,  F^  acting  simul- 
taneously on  the  same  particle  of  mass  ot,  and  let  j\,  j^  be  the 
accelerations  produced  by  these  forces  so  that 

F^  =  mj\,     Fj  =  Tnj\. 

The  resultant  acceleration  of  the  particle  is  found  by  geometri- 
cally adding  the  vectors  j\,  j^ ;  let  _/'  be  their  geometric  sum. 
Then  the  force 

R  =  mj 

producing  the  resultant  acceleration  is  called  the  resultant  of  the 
forces  F,.  F^ ;  these,  or  any  other  two  or  more  forces  having  the 
same  resultant  R,  are  called  the  oomponentB  oi  R. 
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Instead  of  compounding  the  accelerations  and  multiplying  their 
resultant  by  w,  we  can  evidently  compound  directly  the  vectors 
/",,  Fj  representing  the  forces  (see  Art.  267),  the  geometric  sum 
of  these  vectors  being  the  resultant  force. 

276.  Let  P,  Q  (Fig.  74)  be  two  forces  acting  on  the  particle  tn 
ftt  0,  and  let  &  be  the  angle  between  their  directions  (taken  with 
IJie  proper  sense  as  indicated  by  the  arrow-heads). 

By  Art.  274.  the  resultant  /i  of  P  and  Q  is  found  in  magnitude, 
direction,  and  sense  as  the  diagonal  of  the  parallelogram  con- 


structed on  P  and  Q  as  adjacent  sides.     The  figure  gives  for  the 
•di-  of  the  resultant 


(I) 


=  VP'+Q'  +  2P  Qc 


while  its  direction  is  determined  by  the  angles  a,  0  it  makes  with 

\P.Q- 

P         Q  R 


sin/3      sina      sin  (a  -f  ^) ' 


a  +  /9  = 


This  proposition  is  known  as  the  parallelo^am  of  forcea. 

If  the  forces  /'  Q  act  on  a  parlicle  along  ihe  same  line,  we 
have  ^  =  a  or  ^  =  180°  according  as  the  forces  are  of  equal  or 
opposite  sense  ;  hence  R^  P+  Qin  the  former  case,  R=^  P—  Q 
in  the  latter  case. 

Graphically  the  resultant  can  also  be  found  from  the  triangle 
I  i^fofces  123  (Fig.  75);  that  is,  by  drawing  12  geometrically 
I  equal  to  P  (i.  e,  equal  and  parallel  to,  and  of  the  same  sense 
\  with,  P),  23  geometrically  equal  to  Q;  then  13  represents  R  in 
r  magnitude,  direction,  and  sense. 
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I  276.  Conversely,  any  force  R  can  be  resolved  into  two  com- 

I  ponents  along  any  two  lines  passing  through  the  particle  on  which 

I  R  acts ;  the  point  0  at  which  this  particle  is  situated  is  called 

L  the  poini  of  application  of  R,  as  well  as  of  the  components. 

^^^^  To  resolve  R  along  two  lines  making  angles  a,  ^  with  it  (Fig. 

^^^H  74)  we  have  only  to  draw  parallels  to  these  lines  through  t!ie 
^^^1  extremities  of  jV  ;  these  parallels  cut  off  the  components  P,  Q  on 
^^^P  the  lines.  But  it  is  often  convenient  to  construct  the  components 
^^^B  in  a  separate  diagram  {Fig.  75),  by  making  13  geometrically 
^^^B  equal  to  R  and  drawing  through  1  and  3  parallels  to  the  given 
^^H        lines ;   1 2,    23  are  the  components  P,  Q. 

^^V  277.  Let  any  number  n  of  forces  F,,  F^,  .  ^ .  F^  be  applied  at 

P  the  same  point  0,  i.  e.  act  on  the  same  particle  at  0.     By  Art 

275,  we  can  find  tlie  resultant  ^|  of  F^  and  F^,  next  the  resultant 
R^  of  R^  and  F^  then  the  resultant  R^  of  R^  and  F^,  and  so  on. 
The  resultant  R  of  R^_^  and  F^  is  evidently  equivalent  to  the 
whole  system  F^,  F^,  F^  . . .  F^,  and  is  called  its  resnlttiat  It 
thus  appears  that  a  system  consisting  of  any  number  of  forces  act- 
ing on  the  same  particle  is  equivalent  to  a  single  resultant. 

It  may  of  course  happen  that  this  resultant  is  zero.     In  this 
I  case,  the  system  is  said  to  be  in  eqnilibrinm.     The  condition  of 

I        equilibrium  of  a  system  of  forces  acting  on  the  same  particle  is 
r        therefore : 

R=  o. 

878.  In  practice,  the  process  of  finding  the  resultant  indicated 
in  Art.  277  is  inconvenient  when  the  number  of  forces  is  large. 
If  the  forces  are  given  graphically,  by  their  vectors,  we  have 
only  to  add  these  vectors  geometrically  ;  and  this  can  best  be  done 
in  a  separate  diagram,  called  the  force  polygon,  or  stress  diagram. 
Thus,  in  Fig.  76.  i  2  is  drawn  equal  and  parallel  to  Fy,  2  3  equal 
and  parallel  to  F.,  34  to  F,,  4  5  to  F^,  5  6  to  Fy  The  closing 
line  of  the  force  polygon,  viz.  1  6  in  the  figure,  is  equal  and  ^ 
I  parallel  to  the  resultant  R,  which  is  therefore  obtained  by  draw-   *™ 

^^H  ing  through  the  point  of  application  of  the  forces  a  Une  equal  and     H 

^^k       parallel  to  1 6.  fl 
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The  graphical  condition  of  eqidlibriuni  consists  in  the  closing  of 
the  force  polygon,  that  is,  in  the  coincidence  of  its  terminal  point 
6  with  its  initial  point  i. 

4 


Fig.  76. 

279.  Analytically,  a  systematic  solution  is  obtained  by  resolv- 
ing each  force  F  into  three  components  Jif,  F,  Z,  along  three 
rectangular  axes  passing  through  the  particle,  or  point  of  applica- 
tion of  the  given  forces.  All  components  lying  in  the  direction 
of  the  same  axis  can  then  be  added  algebraically,  and  the  whole 
system  of  forces  is  found  to  be  equivalent  to  three  rectangular 
forces  2^r,  2K,  2Z,  which,  by  the  parallelog^ram  law,  can  be 
combined  into  a  single  resultant 


The  angles  a,  /8,  7  made  by  this  resultant  with  the  axes  are 
given  by  the  relations 


cosa 


_^  cos)8      C0S7  _  I 

280.  If  the  forces  all  lie  in  the  same  plane,  only  two  axes  are 
required  and  we  have 

where  6  is  the  angle  between  the  axis  of  X  and  R.     .      j 

281.  The  condition  of  equilibrium  (Art.  277)  J?«==  o  becomes^ 
by  Art.  279,  (^Xf+  (LYf  +  (2Z)*  -  o.     As  all  terms  in  the 
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I  left-hand  member  are  positive,  their  sum  can  vanish  only  when 

^^H         each  term  is  zero.      Tlie  analytical  conditions  of  the  eqiiilibriutn  of 
^^^k        any  number  of  concurrent  forces  are  therefore : 

^H  2.r=o,  2r=o,  S2r=o. 


282.  Exercises. 

( 1 )  I-"ind  ihe  resultant  of  two  equal  forces  acting  at  right  angles  to 
each  other. 

(2)  Show  that  the  resultant  Ji  of  two  equal  forces  F  including  an 
angle  ff  is  ^  =  a/*  cos  ^0. 

(3)  If  the  resultant  of  two  equal  forces  be  equal  to  P,  what  is  the 
angle  between  the  componenis  ? 

(4)  Find  the  magnitude  and  direction  of  the  resultant  of  two  forces 
of  I OD  and  150  lbs,,  including  an  angle  of  60°. 

(5)  Resolve  a  force  of  20  lbs.  into  two  components  making  angles 
of  45"  and  30°  with  the  given  force:  (u)  analytically;  (i)  graphi- 
cally. 

(6)  Find  the  rectangular  components  of  a  force  P  if  one  of  the 
componenis  is  to  make  an  angle  of  30°  with  P. 

(7)  The  resultant  P,  one  of  the  components  P,  and  the  angle  be- 
tween the  two  components,  0  =  60")  being  given,  find  the  other  com- 
ponent Q. 

i(S)  A  particle  is  acted  on  by  two  forces  P,  Q  lying  in  the  same 
vertical  plane  and  inclined  to  the  horizon  at  angles  /,  q.     Find  their 
resultant  in  magnitude  and  direction,  if /"=  527  lbs.,  Q  =  272  lbs,, 
/=  127°  Si',q=  32°  13'- 
{9)  Two  forces  acting  on  a  point  are  represented  in  magnitude  and 
direction  by  the  tangent  and  normal  of  a  parabola  passing  through  the 
point.     Find  their  resultant,  and  show  that  it  passes  through  the  focus 
of  the  parabola. 
(10)  The  magnitudes  of  two  forces  acting  on  a  point  are  as  a  to  3. 
If  their  resultant  be  equal  to  their  arithmetic  mean,  what  is  the  angle 
between  the  forces  ? 
f  I T )  What  is  the  angle  between  a  force  of  i  ton  and  a  force  of  i/j 
Ions  if  their  resultant  is  2  Ions? 
{ 11)  Six  forces,  F^--- F^  in  the  same  plane,  each  of  10  lbs.,  are 
applied  to  a  particle  so  that  ^P,F,  =  ^,^s  =  -^a^i  =  ^t^i  =  ^t^t  ^= 
45°.     Find  the  resultant  in  magnitude  and  direction. 
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{13)  Six  forces  of  I,  2,  3,  4,  5,  6  lbs.,  respectively,  act  in  the  same 
plane  on  the  same  point,  making  angles  of  60°  with  each  other.  Find 
their  resultant  in  magnitude  and  direction:  (a)  graphically;  {/>) 
analytically. 

{ 141  One  of  the  vertices  A  of  a  regular  hexagon  is  acted  upon  by 
5  forces  represenled  in  magnitude  and  direction  by  the  lines  drawn 
from  /t  to  the  other  vertices  of  the  hexagon.     Find  their  resultant, 

(15)  Find  the  resultant  of  three  equal  forces  /*  acting  on  a  point, 
the  angle  between  the  first  and  second  as  well  as  that  between  the 
second  and  third  being  45". 

(16)  A  mass  m  rests  on  a  plane  inclined  to  the  horizon  at  an  angle 
I' ;  it  is  kept  in  equilibrium :  (a)  by  a  force  Z",  parallel  to  the  plane  ; 
(<*)  by  a  horizontal  force  /", ;  {c)  by  a  force  /",  inclined  to  the  hori- 
zon at  an  angle  0  +  a.  Determine  in  each  case  the  force  /*  and  the 
pressure  ^  on  the  plane. 

(17)  Show  that  the  three  forces  represented  by  the  vectors  OA,  OB, 
OC  are  in  equilibrium  if  O  is  the  centroid  of  the  triangular  area  ABC. 

(18)  Show  that  the  three  vectors  OA,  OB,  OChave  the  same  re- 
sultant as  the  three  vectors  OA',  OB",  OC,  if  A',  B',  C  are  the 
middle  points  of  the  sides  of  the  triangle  ABC. 

(19)  Show  that  the  resultant  of  the  vectors  OA,  OB,  OC  is  OO', 
if  O  is  the  center  of  the  circle  circumscribed  to  the  triangle  ABC  and 
O"  the  intersection  of  the  altitudes  of  the  same  triangle. 

(ao)  Show  that  a  force  whose  components  /",,  P^  include  an  angle 
e  can  be  resolved  into  two  rectangular  components  {/",  -J-  /*,)  cosJ-P, 

II.  Concurrent  Forces;  Moments. 
283.  The  range  of  applicability  of  the  principles  of  the  last  sec- 
tion is  considerably  increased  if  we  now  introduce  the  assumption 
always  made  in  the  statics  of  rigid  bodies  that  the  effect  of  a  force 
is  not  changed  if  the  force  be  transferred  to  any  other  position  on  its 
line  of  action.  This  assumption  is  also  expressed  by  saying  that 
the  force  is  supposed  to  act  on  a  rigid  body,  or  at  least  that  its 
line  of  action  is  rigid,  the  distance  of  any  two  points  of  this  line 
remaining  unchanged.  According  to  this  principle  the  effect  of 
the  force  F  at  /"(Fig.  yy)  is  the  same  as  that  of  a  force  of  equal 
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magnitude,  direction,  and  sense  at  P' ;  and  any  two  equal  and 
opposite  forces  in  the  same  line,  such  as  /^  at  /'  and  —  A  at  J"  in 
Fig.  77,  are  in  equilibrii4m  ;  provided  always  that  P  and  P'  can 
be  regarded  as  belonging  to  the  same  rigid  body. 

It  folloivs  that  the  only  essential  characteristics  of  a  force  acting 
on  a  rigid  body  are  {a)  its  magnitude  or  intensity,  (^)  its  li7te  of 
action,  (c)  its  sense,  while  the  point  of  application  may  be  taken 
anywhere  on  the  line  of  action. 

Stricdy  speaking,  two  forces  should  be  called  equal  only  when 
they  agree  in  these  essential  characteristics.     It  is,  however,  cus- 


tomary to  call  two  forces  equal  when  they  have  merely  equal  mag- 
nitude ;  we  shall  call  them  geometrically  equal  when  they  agree  in 
all  three  characteristics. 

284.  Forces  wJiose  lines  of  action  all  pass  through  the  same 
point  are  called  concurrent.  As  such  lorces  can,  by  the  principle 
of  the  last  article,  be  transferred  to  the  common  point  as  point 
of  application,  all  tlic  results  of  the  last  section  (Arts.  275-281) 
apply  to  concurrent  forces.  Thus,  any  number  of  concurrent  forces 
can  be  reduced  to  a  single  resultant  R,  and  tlie  condition  of  equiUb- 
rtum  of  concurrent  forces  is  R^O, 

285.  The  projection  of  a  closed  polygon  on  any  line  being  evi- 
dently zero,  and  the  resultant  being  by  definition  the  geometric 
sum  of  its  components,  it  follows  that  the  projection  of  the  resultant 
on  any  line  eqjtals  the  algebraic  sum  of  tlte  projections  of  its  com- 
ponents. This  proposition  is  sometimes  expressed  in  the  follow- 
ing form :  the  resolved  part  of  the  resultant  in  any  direction  is 
equal  to  the  algebraic  sum  of  the  resolved  parts  of  the  components. 

Let  /  be  the  line  on  which  we  project  {Fig.  78),  and  let  (/,  /?) 
(/,  /'),  {/,  0  denote  the  angles  it  makes  with  the  resultant  R  and 
the  components  P,  Q,  respectively ;  then 

R  cos(/.  K)  =  P  cos(/.  P)^Q  cos(/,  Q). 
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286.  Yarignon's  Theorem.  Multiplying  the  last  equation  by  any 
length  OS  =  s  taken  through  the  initial  point  O  of  R  and  at  right 
angles  to  /,  we  obtain 

R'S  cos(/,  R)=Ps  cos(/,  P)  +  Q'Scos{l,  Q), 

or  since  s  cos(/,  R)  =  r,s  cos(/,  P) 
=  /,  J  cos(/,  Q)  =  ^,  where  r,  /,  g 
are  the  perpendiculars  let  fall  from 
^  on  R,  P,  Q,  respectively, 

Rr=Pp+Qg. 

In  this  form  the  proposition  is  inde- 
pendent of  the  direction  of  the  line 
/  and  holds  for  any  point  5  in  the 
plane  of  the  parallelogram. 

287.  Moment  of  a  Force.  The  product  of  a  force  into  its  per- 
pendicular distance  from  a  point  is  called  the  moment  of  the  force 
about  the  point.  The  product  is  taken  with  the  positive  or  nega- 
tive sign  according  as  the  force  tends  to  turn  counter-clockA^ise 
or  clockwise  about  the  point. 

The  proposition  of  Art.  286,  Pp  +  Qf  —  Rr,  can  now  be  stated 
in  the  following  form  :  f/ie  algebraic  sum  of  the  moments  of  any 

tiuo  intersecting  forces  about  any  point  in 
their  plane  is  equal  to  the  moment  of 
their  resultant  about  the  same  point, 

288.  The  product  Rr  represents  twice 
the  area  of  the  triangle  having  R  for  its 
base  and  5  for  its  vertex ;  Pp^  Qq  can 
be  interpreted  similarly.  This  remark 
leads  to  another  simple  proof  of  Varig- 
non*s   theorem,    which    may   serve   to 

make  its  meaning  better  understood.     With  the  notation  of  Fig. 

79  we  have 


T^-V 


.Ui- 
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or 


SOR  =  SOQ  +  SQR  +  QOR, 
Rr^  Qq  +P  ST+P'TU\ 
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or  since  57"+  TU=  SU^f 
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Ri--Qq  +  Pp. 


\ 

^^^H  If  the  point  ^  be  taken  on  the  resultant  R,  we  have  r  =  o, 

^^^H      hence  Pp^  —  Q^;  i-  e.  titc  sum  of  tlie  moments  of  two  farces  about 
^^^P      any  point  on  their  resultant  is  zero. 

r  289.  The  moment  Fp  o(  a  force  F  about  any  point  A  (p  being 

[  tlie  perpendicular  distance  o{  A  from  F)  can  be  represented  by  a 

I  vector  of  length  AB  =  Fp,  drawn  through  A  at  right  angles  to 

.  the  plane  (^A,  F),  determined  by  the  point  A  and  the  rotor  F 

I  (f^'g-  So)-     The  sense  of  this  vector,  which  is,  strictly  speaking,  a 

rotor  since  it  must  be  drawn  tlirough  the  point  A,  is  taken  so  that 
for  a  person  looking  from  the  arrowhead  B  on  the  plane  [A,  F), 
ttie  force  F  tends  to  turn  counter-clockwise  about  A. 

In  the  proposition  of  Arts.  286-287,  l^he  forces  P,  Q,  R  a\\  lie 
in  the  same  plane  with  the  point  of  reference  S;  the  moments 
Pp.  Qq,  Rr  are  therefore  represented  by  vectors  on  the  same  line 
through  S,  at  right  angles  to  the  plane.  The  proposition  states 
that  the  vector  Rr  is  the  algebraic  sum  of  the  vectors  Pp,  Qq. 

290,  As  the  projection  on  any  line  of  any  closed  polygon,  even 
when  its  sides  do  not  lie  in  the  same  plane,  is  equal  to  zero,  it 
follows  that  the  proposition  of  Art.  285  holds  for  any  number  of 
concurrent  forces, 

Varignon's  theorem  (Arts.  2S6,  287),  that  the  moment  of  the 
resultant  about  any  point  is  equal  to  the  sum  of  the  moments  of 
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the  components,  can  be  shown  to  hold  for  any  number  of  concur- 
rent component  forces,  whether  in  the  same  plane  or  not ;  but  in 
the  latter  case,  the  sum  must  be  understood  as  a  gcotnctric  sum  ; 
that  is,  each  moment  being  represented  by  its  vector,  the  geo- 
metric sum  of  the  moments  of  the  components  is  geometrically 
equal  to  the  vector  that  represents  the  moment  of  the  resultant. 
The  proof,  while  elementary,  is  somewhat  long;*  it  is  omitted 
here  as  the  general  proposition  will  not  be  used  in  this  work. 

891.  The  forces  of  nature  receive  various  special  names  accord- 
ing to  the  circumstances  under  which  they  occur.  Thus  the  weight 
of  a  mass  has  already  been  defined  {Art.  260),  as  the  force  with 
which  the  mass  is  attracted  by  the  mass  of  the  earth. 

When  a  string  carrying  a  mass  at  one  end  is  suspended  from  a 
fixed  point,  it  will  be  stntchcd,  i.  e.  subjected  to  a  certain  tension. 
This  means  that  if  the  string  were  cut  it  would  require  the  appli- 
cation of  a  force  along  the  line  of  the  string  to  keep  the  weight  in 
equilibrium.  This  force,  which  may  thus  serve  to  replace  the 
action  of  the  string,  is  called  its  tension. 

When  the  surfaces  of  two  physical  bodies  A,  B  are  in  contact, 
a  preasuTB  may  exist  between  them ;  that  is,  if  one  of  the  bodies, 
say  B,  be  removed,  it  may  require  the  introduction  of  a  force  to 
keep  A  in  the  same  state  of  rest  or  motion  that  it  had  before  tlie 
removal  of  B.  This  force,  which  will  obviously  act  along  the 
common  normal  of  the  surfaces  at  the  point  of  contact,  is  called 
the  resistance,  or  reaction,  of  B,  and  a  force  equal  and  opposite  to 
it  is  called  the  presinie  exerted  by  A  on  B. 
I      292.  Exercises. 

(i)  A  weight  it'is  suspended  from  two  fixed  points/*,  5  by  means 
of  a  string  j^C5,  Cbeing  the  point  of  the  string  where  the  weight  W 
is  attached.  If  v4C,  ./?Cbe  inclined  to  the  vertiral  at  angles  n,  ^,  find 
the  tensions  in  v4C,  .BC:   (.»)  analytically  ;   (li)  graphically. 

(i)  \ji.\AB=€  (Fig.  81)  be  the  vertical  post,  .^C=i  the  jib,  of 
a  crane,  the  ends  BC  being  connected  by  a  chain  of  length  a.     If  a 

See  P.  AWELL,  Cohti  de  ratcanique  4  P usage  da  coadija/!  i  I'  EcoU  cenlralt  dts 
el  manu/actures,  Paris,  Gauthicr-Villui,  1903,  pp.  157-160, 
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weight  W  be  suspended  from  C,  find  the  tension  T  produced  by  it  in 
the  chain  and  the  thrust  P  in  AC. 

(3)  Let  AC  be  hinged  at  A  (Fig.  81)  so  as  to  turn  freely  in  a, 
vertical  plane,  and  let  the  chain  pass  over  a  pulley  at  C  and  carry  the 
weight  W.      In  what  position  of -^Cwill  there  be  equilibrium? 

(4)  Find  the  resultant  R  of  three  concurrent  forces  A,  B,  C  lying 
in  the  same  plane  and  making  angles  a,  fi,  j-  with  each  other. 

(5)  Prove  that  the  moments  of  the  two  components  of  a  force  about 
any  point  on  the  line  of  the  force  are  equal  and  opposite. 

(6)  Prove  that  the  moment  of  the  resultant  of  any  number  of  con- 
current forces  lying  in  the  same  plane  about  any  point  in  this  plane  is 
equal  to  the  sum  of  the  moments  of  the  forces  about  the  same  point. 

(7)  By  means  of  Ex.  (6),  express  the  conditions  of  equilibrium  of 
any  number  of  concurrent  forces  in  the  same  plane. 

(8)  When  three  concurrent  forces  are  in  equilibrium,  show  that 
they  are  proportional  and  parallel  to  the  sides  of  a  triangle. 


(9)  When  any  number  of  concurrent  forces  are  in  equilibrium,  show 
that  any  one  of  them  reversed  is  the  resultant  of  all  the  others. 

(10)  A  weightless  rod  AC  {F\g.  8a),  hinged  at  one  end  .^  so  as  to 
be  free  to  turn  in  a  vertical  plane,  is  held  in  a  horizontal  position  by 
means  of  the  chain  BC.  If  a  weight  /f'be  suspended  at  C,  find  the 
thrust  P\n  AC&aA  the  tension  7" of  the  chain.  Assume  AC^B  ft., 
AB=  6  ft. 

(11)  In  Ex.  (10),  suppose  the  rod  ^C,  instead  of  being  hinged  at 
A,  to  be  set  firmly  into  the  wall  in  a  horizontal  position  ;  and  let  the 
chain  fastened  at  B  run  at  C  over  a  smooth  pulley  and  carry  the 
weight  fK  Find  the  tension  of  the  chain  and  the  magnitude  and 
direction  of  the  pressure  on  the  pulley  at  C. 

(11)  In  "tacking  against  the  wind,"  let  7f  be  the  force  of  the 
wind ;  a,  /i  the  angles  made  by  the  axis  of  the  boat  with  the  direction 
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in  which  the  wind  blows,  and  with  the  sail,  respectively.  Determine 
the  force  that  drives  the  boat  forward  and  find  for  what  position  of  the 
sail  it  is  greatest. 

(13)  A  cylinder  of  weight  fV  rests  on  two  inclined  planes  whose 
intersection  is  horizontal  and  parallel  to  the  axis  of  the  cylinder. 
Find  the  pressures  on  these  planes. 

(14)  Find  the  tensions  in  the  string  AS  CD,  fixed  at  .4  and  Z),  and 
carrying  equal  weights  fCat  £  and  C,  if  A/}  =  f  is  horizontal,  A£  = 
BC!=  CD,  and  the  length  of  the  string  is  3/. 

(15)  Let  R  be  the  effective  piston  pressure  of  a  steam  engine  and  ip 
the  angle  between  the  direction  of  motion  of  the  piston  and  the  con- 
necting rod  at  any  moment ;  show  that  the  thrust  in  the  connecting 
rod  is  ^secy  and  the  pressure  on  the  guide-bars  R  lan^p.  For  what 
position  of  the  crank  is  the  pressure  on  the  guides  greatest?  What  is 
the  greatest  pressure  when  the  connecting  rod  is  four  times  as  long  as 
the  crank  ? 

(16)  The  force  ^sec^e  transmitted  by  the  connecting  rod  is  re- 
solved at  the  crank  pin  tangentially  and  radially.  Determine  the  tan- 
gential component  which  is  the  effective  turning  force  and  show  that, 
if  R  be  represented  by  the  length  of  the  crank,  this  langenlial  com- 
ponent is  represented  by  the  intercept  made  by  the  connecting  rod  on 
that  radius  of  the  crank  circle  which  is  perpendicular  to  the  motion  of 
the  piston.  Show  also  that  when  the  connecting  rod  is  long  the  tan- 
gential force  is  approximately  =  R I  sintf  -f-  - —  sinaw  I,  where  0  is  the 

crank  angle  and  m  the  ratio  //a  of  the  length  of  the  connecting  rod 
to  that  of  the  crank.     Cora[jare  Art.  103. 

(17)  Show  that  the  force  ^  secy  will  not  differ  more  than  about  3 
per  cent,  from  its  minimum  value  A"  if  /n  =  4.  Regarding  Rseap  as 
constant  and  representing  it  by  the  length  of  the  crank,  show  that  its 
tangential  component  is  represented  by  the  perpendicular  let  fall  from 
the  center  of  the  crank  circle  on  the  connecting  rod. 

(iS)  In  the  toggle-joint  press  two  equal  rods  CA,  CB  are  hinged 
at  C\  a  force  F  bisecting  the  angle  m  between  the  rods  forces  the 
ends  A,  B  apart.  If  A  be  fixed,  find  the  pressure  exerted  at  B  at 
right  angles  to  F  if  F=  100  lbs,  and  a  =  15°,  30°,  45°,  60°,  70°, 
75°,  80*,  85",  90°. 

(19)  A  stone  weighing  800  lbs.  hangs  from  a  derrick  by  a  chain  15 


ft.  long.     If  pulled  5  ft.  away  from  the  vertical  by  means  of  a  hori- 
zontal rope  attached  to  it,  what  are  the  tcDsions  of  the  chain  and  the 

rope?     What  if  pulled  9  ft.  away? 

(id)  a  rope  16  ft.  ioQg  has  its  ends  &stened  to  two  points  at  the 
same  height  above  the  ground ;  a  weight  ff  is  suspended  from  the 
rope  by  means  of  a  ring  free  to  slide  along  the  rope.  Find  the  tension 
of  the  rope. 

(zr)  A  string  with  equal  weights  JV  attached  to  its  ends  is  hung 
over  two  smooth  pegs  A,  B  fi.xed  in  a  vertical  wall.  Find  the  pres- 
sure on  the  pegs:  (<i)  when  the  line  AB  is  horizontal ;  {J')  when  it 
is  inclined  to  the  horizon  at  an  angle  8.  The  weight  of  the  string,  its 
extensibility  and  stiffness,  and  the  friction  on  the  pegs  are  neglected 
in  this  problem  as  well  as  in  those  immediately  following.  For  what 
position  of  the  line  AB  are  the  pressures  equal  ? 

(22)  The  string  being  hung  over  three  pegs  A,  B,  C,  determine 
graphically  the  pressures  on  the  pegs.  Let  the  vertical  line  through 
B  lie  between  tlie  vertical  lines  drawn  through  A  and  C\  there  will 
be  a  pressure  on  B  only  \i B  lies  above  the  line  CA.  \i B  lies  below 
AC,  the  pressure  may  be  distributed  over  the  three  pegs  by  passing' 
the  string  around  the  peg  B  from  below. 

{23)  In  Ex.  (22),  let  v4  C  be  horizontal,  and  let  a,  jJ,  ;■  denote  the 
angles  of  the  triangle  ABC.  What  are  the  pressures  on  (he  pegs? 
What  must  be  the  position  oi  B  to  make  the  pressures  on  the  three 
pegs  equal:    (a)  when  i?  lies  above  ^C?  (/>)  when  ^  lies  below  ^C? 

(24)  If  the  string  with  the  equal  weights  IF  attached  to  its  ends  be 
strung  over  any  number  of  pegs,  the  presjiures  on  the  pegs  are  readily 
determined,  either  graphically  or  analytically,  in  magnitude  and  direc- 
tion ;  lhe.se  pressures  depend  only  on  the  value  of  W  and  on  the 
angles  between  the  successive  sides  of  the  polygon  formed  by  the 
string,  but  not  on  the  distances  belween  the  pegs. 

(25)  Suppose  the  string  be  closed,  its  ends  being  fastened  together. 
I.et  this  string  be  hung  over  three  pegs  A,  B,  C  forming  an  isosceles 
triangle  in  a  vertical  plane  with  its  base  AC  horizontal,  and  let  a 
weight  W  be  suspended  from  the  lowest  point  D  of  the  string.  If 
^C=  4  ft.,  AB=  BC=  2.5  ft.,  and  the  length  of  the  string  2^=  14 
ft. ,  find  the  tension  of  the  string  and  the  pressures  on  the  pegs. 

(36)  If,  in  Ex.  (as),  the  triangles  y^/fCand^ZJC  be  equilateral, 
what  would  be  the  tension  and  the  pressures  on  the  pegs  ? 
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(27)  In  Ex,  (zs),  the  triangles  ASC  and  ADC  being  isosceles 
and  their  common  base  AC  horizontal,  what  must  be  the  relation  be- 
tween the  angles  ay?  at  B  and  ad  at  D  to  make  the  pressures  on  the 
three  pegs  A,  B,  C  equal?  The  pressures  being  made  equal,  what 
angle  gives  the  least  pressure  ? 

III.    Parallel  Forces. 

293.  The  methods  of  the  previous  section  make  use  of  the  point 
of  concurrence  of  the  forces  and  can  therefore  not  be  applied 
directly  to  parallel  forces.  But,  for  parallel  forces  acting  on  a 
rigid  body,  it  is  in  general  possible,  with  the  aid  of  the  principle 
of  Art.  283,  to  find  a  single  force  which,  acting  on  the  same 
rigid  body,  will  produce  the  same  effect  as  the  given  parallel 
forces  ;  and  this  single  force  is  called  the  resultant  of  the  paral- 
lel forces.  We  begin  by  showing  how  the  resultant  of  tiuo  par- 
allel forces  can  be  found. 

294.  Resultant  of  two  parallel  forcei.  In  tlic  plane  of  the  given 
parallel  forces  P,  Q,  resolve  /'  at  any  point  /  of  its  line  of  action. 


into  any  two  components,  say  P'  and  F  (Fig.  83) ;  and  at  the 
point  q  where  F  meets  the  line  of  Q,  resolve  Q  into  two  com- 
ponents F' ,  Q',  selecting  for  F'  a  force  equal  and  opposite  to, 
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^^^1  and  in  the  same  line  with,  F.  Now,  by  Art.  283,  the  two  equal 
^^^1  and  opposite  forces  F,  F'  in  the  same  ]me  fig  have  no  effect  on 
^^^P  the  rigid  body  so  that  the  given  forces  P,  Q  are  together  equiva- 
^^^P  lent  to  the  two  components  P' ,  Q'  alone.  The  Hnes  of  P'  and 
^^^  Q'  will  in  general  intersect  at  a  point  r  and  these  forces  can 
I  therefore  be  compounded  into  a  resultant  R  passing  through  r. 

b By  putting  the  triangles  pP'P  and  gF'  Q  together  so  tliat  their 

^^^^     equal  sides  PP'  and  qF'  coincide  (as  is  done  in   Fig.  83,  on  the 
^^^1     right)  it  appears  at  once  that  the  resultant  of  P'  and   Q',  and 
^^^B     hence  Ike  resultant  R  of  P  and  Q,  is  parallel  to  P  and  Q  and  in 
^^^m      tnagnitnde  equal  to  the  algebraic  sum  of  P  and  Q : 
^P  R-P+Q. 

2flS.  In  Fig.  S3  the  two  given  parallel  forces  P.  Q  were  as- 
sumed of  the  same  sense.  The  construction  applies,  however, 
equally  well  to  the  case  when  they  are  of  opposite  sense.  The 
resultant  R  will  then  be  found  to  lie  not  between  P  and  Q,  but 
outside,  on  the  side  of  the  larger  force.  The  construction  fails 
only  when  the  two  given  forces  are  equal  and  of  opposite  sense, 
since  then  the  lines  pP  and  gQ'  become  parallel.  This  excep- 
tional case  will  be  considered  in  Art.  303. 

296.  Varignon's  theorem  for  parallel  forces.  As  the  forces  R, 
P".  Q'  (Fig.  83)  are  concurrent  the  theorem  of  moments  (Arts. 
286—287)  *^^n  he  applied  to  tliese  three  forces.  Hence,  taking 
moments  about  any  point  i"  of  the  plane  of  /*  and  Q'  and  de- 
noting the  perpendiculars  from  5  to  the  forces  by  the  correspond- 
ing small  letters,  we  have : 

Now  P  can  be  regarded  as  the  resultant  of  /"and  —  F,  and  (^ 
as  the  resultant  of  Q  and  —  F  ;  hence 

ff'-Pf-Ff.     ffi'-Qg-Pf; 
siihstituting  these  values  and  remembering  that  /^and  F'  are  equal 
and  opposite  and  in  the  same  line,  we  Rnd 
Rr=Pp+  Qg. 
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This  equation  proves  Varignon's  theorem  of  moments  for  two 

parallel  forces. 

297.  If  in  particular,  the  origin  of  moments  be  taken  at  the 
point  s  (Fig.  83)  where /^  is  met  by  i?,  we  have 

_  _  P        SQ 

O  =  Pps  -  Q'Sq,  or  -  =  I 

This  means  that  the  resultant  of  two  parallel  forces  divides  their 

distance  in  the  inzfcrse  ratio  of  the  forces.     As  this  proposition 

finds  application  in  the  theory  of  the  lever,  it  is  commonly  referred 

to  as  the  principle  of  the  lever. 

Dropping  perpendiculars  /,  q  from  any  point  of  the  resultant 

R  on  the  components  /*,  Q,  the  relation  can  be  expressed  in  the 

form 

Pp^^Qq. 

This  important  relation  can  also  be  obtained  by  observing  that 

the  triangles  prs  and  PpPy  as  well  as  the  triangles  qrs  and  Q'qQy 

arc  similar,  so  that 

ps      F     sq      F 

sr  "^  P'    sr^  Q' 


whence,  dividing, 


sq      P' 


298.  It  has  been  shown  that  two  parallel  forces  P,  Q  acting  on 
a  rigid  body,  provided  they  are  not  equal  and  of  opposite  sense, 
have  a  resultant  R  =  P  -^  Q,  parallel  to  P  and  Q,  and  that  its 
position  in  the  rigid  body  can  be  found  either  analytically  from 
the  fact  that  R  divides  the  distance  between  P  and  Q  in  the  inverse 
ratio  of  these  forces,  or  graphically  by  the  construction  of  Art 
294. 

This  graphical  construction  is  best  carried  out  in  the  following 
order  (F'ig.  84).  The  parallel  forces /*,  Q  being  given  in  position. 
begin  by  constructing  the  force  polygon,  or  stress  diagram  which 
here  consists  merely  of  a  straight  line  on  which  the  forces  P  ^=  \  2, 
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(3=23  are  laid  off  to  scale ;  the  closing  line,  i  3,  gives  the  resul- 
tant in  magnitude,  direction  and  sense ;  it  only  remains  to  find  its 
position,  and  for  this  it  suffices  to  find  one  point  of  its  line  of  action. 
Now.  to  resolve  P  and  Q  each  into  two  components  (as  was 
done  in  Art.  394)  so  that  one  component  of /"and  one  of  Q  are 
equal  and  opposite  and  in  the  same  line,  it  is  only  necessary  to  draw 
from  an  arbitrary  point  0,  called  the  pole,  the  lines  O  i,  O  2,  C  3  ; 
then  1  0,0  2  can  be  regarded  as  components  of /*=  1  2,  and  2  0, 


0  3  as  components  of  Q  —  2  i.  Next  construct  the  so-called 
funicular  polygon  (or  moment  polygon)  by  drawing  a  line  I  parallel 
to  0  1 ,  intersecting  P  say  at  p  ;  through  f  a  line  II  parallel  to  0  2 
meeting  Q  say  at  y;  through  y  a  line  III  parallel  to  C3. 

The  intersection  r  of  I  and  III  is  a  point  of  the  resultant  V?  af 
appears  by  comparing  Figs,  84  and  83  ;  Fig,  84  being  the  samt 
as  Fig.  83,  with  the  superfluous  lines  left  out. 

299,  Resultant  of  Any  Number  of  Parallel  Forces.  The  graphi- 
cal method  is  readily  extended  to  the  genera!  case  of  any  number 
of  parallel  forces  lying  in  tlie  same  plane.  Whatever  the  number 
of  the  forces,  the  force  polygon  gives  magnitude,  direction,  and 
sense  of  the  resultant,  which  is  simply  the  algebraic  sum  of  the 
given  forces  ;  while  the  funicular  polygon  (formed  by  the  lines  I, 
II,  III,  etc.)  gives  the  position  of  the  resultant  by  furnishing  one 
of  its  points,  viz.  the  intersection  of  the  first  and  last  sides  of  the 
funicular  polygon. 


299.] 


PARALLEL   FORCES. 


187 


The  process  will  best  be  understood  from  the  following  example. 

The  horizontal  beam  AB  (Fig.  85)  resting  freely  on  the  fixed  sup- 
ports Ay  B  carries  four  weights  /Fj,  /f^,   ^F,,  \V\. 

To  determine  the  position  of  the  resultant  and  the  reactions  A^  B  of 
the  suj)[>orts,  construct  the  force  polygon  by  laying  off  in  succession 
on  a  vertical  line  i  2  =  /^,  2  3  =  /F,,  34=  W^^  45=^;  select 
any  point  O  as  pole  and  join  it  to  the  points  i,  2,  3,  4,  5. 

Now  we  may  regard  i  O  and  6?  2  as  components  into  which  W^  has 
been  resolved ;  similarly  2  O  and  d?  3  as  components  of  IV^^  3  O  and 


Fig.  85. 


(>^  4  as  components  of  /^,  and  4  O  and  (9  5  as  components  of  W^, 
This  resolution  of  the  weights  into  comjMDnents  is  transferred  into  the 
main  figure  by  constructing  Xh^  funicular  polygon  as  follows:  through 
any  i)oint  ^/'  on  the  line  of  the  reaction  A  draw  a  parallel  I  to 
O  I  ;  through  the  intersection  of  I  with  \V\  draw  a  line  II  parallel  to 
O  2  ;  through  the  intersection  of  II  with  \\\  draw  III  parallel  to  (9  3  ; 
through  the  intersection  of  III  with  \V^  draw  IV  parallel  to  (9  4 ;  and 
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through  the  intersection  of  IV  with  H^^  draw  V  parallel  to  O  5  ;  leE  -5*  1 
be  the  intersection  of  V  with  the  line  of  the  r 

If  now  each  weight  bd  regarded  as  resolved  along  the  sides  adjacent  | 
to  it  in  the  funicular  polygon,  since  the  two  components  falling  c 
II  are  equal  and  opposite,  and  also  those  falling  on  IH  and  IV,  the  i 
system  of  weights  is  reduced  to  the  two  comiionenls  along  I  and  V. 
The  intersection  of  these  lines,  /.  (.  of  the  first  and  last  sides  of  the   I 
funicular  polygon,  gives  a  point,  Jf,  of  the  resultant  of  JC],  tV,, 

Moreover,  if  the  component  on  I  be  resolved  along  j^'B'  and  the 
vertical  ihroLigh  ^',  and  similarly  the  component  on  V  along  £'A'  and 
the  vertical  through  £',  the  two  components  along  j4'/i'  will  be  equal 
and  opposite,  each  being  equal  to  0  o,  the  parallel  drawn  to  A'B'  in 
the  force  polygon.  This  parallel  furnishes,  therefore,  the  magnitudes 
of  the  reactions  A  =  a  1,  . 

300.  Analytically,  the  resultant  of  //  parallel  forces  F^,  /j,  ■■■ 
F^  whether  in  the  same  plane  or  not,  can  be  found  as  follows  : 

The  resultant  of  F,  and  /■,  is  a  force  F^  +  F^  situated  in  the 
plane  {F^,  F^),  so  that  F^fi^  =  F^p^^  (Art.  297).  where  /,,  p^ ; 
the  (perpendicular  or  oblique)  distances  of  the  resultant  from  F^ 
and  F^,  respectively.  This  resultant  F^  +  F^  can  now  be  com- 
bined with  F^  to  form  a  resultant  F^-\-  F^-'r  F^,  whose  distances 
from  /',  +  Fj  and  F^  in  the  plane  determined  by  these  two  forces 
are  as  /^  is  to  Fj  +  F^.  This  process  can  be  continued  until  all 
forces  have  been  combined  ;  the  final  resultant  is 
F,  +  F^  +  ---^F_, 

Any  number  of  parallel  forces  arc,  therefore,  in  general  equiva- 
lent to  a  single  resultant  equal  to  their  algebraic  sunt  (see  Art.  303). 

801.  To  find  the  position  of  this  resultant  analytically,  let  the 
points  of  application  of  the  forces  F^,  F^,  •  ■  ■  F^  be  (^,,  y^,  s^, 
{^v  yv  ■^s)' "  ■ '  {-^t.-  A'  ^k)-  The  point  of  application  of  the  result- 
ant F^  +  F^of  F^  and  F^  may  be  taken  so  as  to  divide  the  dis- 
tance of  the  points  of  application  of  F,  and  F^  in  the  ratio  F^-.F^; 
hence,  denoting  its  co-ordinates  by  x',  y' ,  z" ,  we  have  F^{i'  —  x^ 
=  FJx^  —  x'),  or 

and  similarly  for/'  and  y. 


=  F^x^  +  y^i. 
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The   force   F^  +  F^   combines    with  F^   to    fonn   a    resultant 
F^-i-  F^  +  F^,  whose  point  of  application  (,r",  j-",  3")  is  given  by 

(F,  +  A,  +  F^x"  =  F^x,  +  F^^  +  V,. 

I  and  similar  expressions  fory,  s". 

Proceeding  in   this  way,  we  find  for  the  point  of  application 
■  (x,  y,  3)  of  the  resultant  of  all  the  given  forces 

(/;  +  /^, -f-  ■  ■  ■  +  F^)x  =  F^x,  +  F^^+---  +  F^x^. 

f  with  corresponding  equations  for  y  and  s.     We  may  write  these 

'   equations  in  the  form  : 


'LF' 


^Fc 
'  'S.F' 


0) 


unless  2/^  =  0  {see  Art.  303). 

As  these  expressions  for  .T,  J,  5  are  independent  of  the  direction 
\  of  the  parallel  forces  it  follows  that  the  same  point  (.T,  y,  5)  would 
be  found  if  the  forces  were  all  turned  in  any  way  about  their 
points  of  application,  provided  they  remain  parallel.  The  point 
(x.y,  5)  is  for  this  reason  called  the  center  of  the  system  of 
parallel  forces.  It  is  notliing  but  the  centroid  of  the  points  of 
application  if  these  points  are  regarded  as  possessing  masses  equal 
to  the  magnitudes  of  the  forces. 

302,  As  the  origin  of  co-ordinates  in  the  last  article  is  arbitrary, 
the  equations  (i)  evidently  express  the  proposition  tliat  in  any 

I  systetn  of  parallel  forces  whose  algebraic  sum  is  different  from  tero 
the  sum  of  their  moments  about  any  point  is  equal  to  the  moment  of 

I  tkeir  resultant  about  the  same  point.     In  particular,  the  sum  of  the 
moments  about  any  point  on  the  resultant  is  zero. 

This  proposition  may  be  regarded  as  a  generalization  of  the 
principle  of  the  lever  referred  to  in  Art,  297.  It  furnishes  the 
convenient  method  of  "  taking  moments  "  for  the  purpose  of  de- 
termining the  position  of  the  resultant. 

303.  Couple  of  Forces.    The  construction  given  in  Arts.  294  and 
'   298  for  the  resultant  of  two  parallel  forces  fails  only  when  the  two 
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given  forces  are  equal  and  of  opposite  sense.  In  this  case,  the  lines 
fiP'  and  gQ'  in  Fig.  83,  and  the  lines  I  and  III  of  the  funicular 
polygon  (Fig.  84),  become  parallel,  so  that  their  intersection  r  lies 
at  infinity.     The  magnitude  of  the  resultant  is  of  course  zero. 

The  combination  of  two  equal  and  opposite  parallel  forces 
(^,  —  F)  acting  on  a  rigid  body  is  called  a  couple.  A  couple  is, 
therefore,  properly  speaking,  not  equivalent  to  a  single  force, 
although  it  may  be  said  to  be  equivalent  to  a  force  of  magnitude 
zero  at  an  infinite  distance.  The  theory  of  couples  will  be  con- 
sidered in  detail  in  Arts.    319-329. 

A  system  of  n  parallel  forces  F,,  F^,  ■••  F  has  been  shown  in 
Arts.  300  and  301  to  reduce  to  a  single  resultant  unless  2/^=o. 
In  this  exceptional  case  the  system  may  either  reduce  to  a  couple 
or  it  may  be  in  equilibrium.  To  distinguish  wliich  of  these  cases 
arises  it  suffices  to  combine  all  the  forces  of  the  same  sense  ;  we 
obtain  thus,  since  2/''=  o,  two  equal  and  opposite  forces.  If 
these  do  not  lie  in  the  same  line,  the  system  reduces  to  a  couple ; 
otherwise  it  is  in  equilibrium. 

304,  ConditiooB  of  Equilibrium.  It  follows  from  the  preceding 
article  that  /("■  the  equilibrium  of  a  system  of  parallel  forces  the 
condition  2/*"=  o,  or  /?  =  o,  tlwugh  always  necessary,  is  not 
sufficient. 

Now,  if  the  resultant  R  of  the  n  parallel  forces  F^,  F^,  ■  ■  ■  F^  is 
zero,  the  resultant  R'  of  the  «  —  1  forces  F^,  F^,  ■  ■  ■  F^_^  cannot 
be  zero,  and  its  point  of  application  is  found  (by  Art  30 1)  from 
^^  X  =  {F^x^  +  F^x^  +  ■ . .  +  /^,_,-f,_  J/(/^  +  i\.  +  ■  ■  ■  +  ^._,)  and 
^^^L  similar  expressions  for  y  and  s.  The  whole  system  of  parallel 
^^^H  forces  is  therefore  equivalent  to  the  two  parallel  forces  R'  and  /■'_. 
^^^  Two  such  forces  can  be  in  equilibrium  only  when  they  lie  in  the 
r  same  straight  line  ;  i.  e.  F^  must  Ue  in  the  same  line  with  R'  and 

I  must  therefore  pass  through  the  point  {x,  y,  t),  which  is  a  point 

I  of  R'. 

I  The  additional  condition  of  equilibrium  is,  therefore, 

I 
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where  a,  ff,  y  are  the  angles  made  by  the  direction  of  the  forces 

with  the  axes. 

306.  For  practical  application  it  is  usually  best  to  replace  the 

last   condition    by  taking    moments   about   a   convenient   point. 
'  Thus,  the  analytical  conditions  of  equilibrium  can  be  written  in 
I  the  form 
"  ^F=o,     ■S.Ff>=o. 

Graphically,  to  the  former  corresponds  the  closing  of  the  ibrce- 
polygon,  to  the  latter  the  closing  of  the  funicular  polygon. 

306.  Weieht ;  Center  of  Gravity.  The  most  important  special 
ca.se  of  parallel  forces  is  that  of  the  force  of  gravity  which  acts  at 
any  given  place  near  the  earth's  surface  in  approximately  parallel 
lines  on  every  particle  of  matter. 

If  ^  be  the  acceleration  of  gravity,  the  force  of  gravity  on  a 
particle  of  mass  m  is 

w  =  mg, 

and  is  called  the  weight  of  the  particle  or  of  the  mass  m. 
For  a  system  of  particles  of  masses  ?«,,  w/,.  ■  ■  ■  w,,  we  have 


^K 

"",  -  »i,s.    ■•»,  - 

'"1^, 

■  ■u 

.  =  w,^-. 

If  the 

particles  are  rigidly  c 

onnected 

the 

resultant  IV  of  these 

parallel 

forces, 

W. 

■»,  +  »■,+  ••■  +  K'.  - 

(«!+' 

1  + 

■  ■■  +  »i„)g=Mg, 

where  M  is  the  mass  of  the  system,  is 

called  the  weight  of  the 

system. 

The 

center  of  the  parallel 

forces  of  gravity  of  a  system  of 

rigidly 

:onnected  particles  has 

by  Art 

301 

the  co-ordinates 

--.^'    ^  = 
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This  point  is  called  the  center  of  gravity  of  the  system,  and  is 
■evidently  identical  with  the  center  of  mass,  or  centroid  (see  Art. 

2  12), 

For  continuous  masses  the  same  formulae  hold,  except  that  the 
summations  become  integrations. 

The  weight  IV  of  a  physical  body  of  mass  M  is  therefore  a  ver- 
tical force  passing  through  the  centroid  of  its  mass. 

307.  EzerciieB. 

(i)  A  straight  rod  {lever)  of  6  feet  length  has  suspended  from  As 
ends  masses  of  ^  and  i8  pounds,  respectively.  Find  the  point  (/«/- 
(rum)  on  which  it  balances  in  a  horizontal  position  :  (a)  if  its  own 
weight  be  neglected ;  {b)  if  it  is  homogeneous  and  weighs  i|  pounds 
per  running  foot. 

(s)  A  straight  beam  rests  in  a  horizontal  position  on  two  supports 
A,  B.  The  distance  between  the  supports  ("the  span)  is  34  ft.  The 
beam  carries  a  weight  of  11  tons  at  a  distance  of  8  ft.  from  A,  and  a 
weight  of  6  tons  at  16  ft.  from  A.  Find  the  pressures  on  the  sup- 
ports (or  the  reactiom  of  the  supports)  :  (n)  when  the  proper  weight 
of  the  beam  is  neglected;  (F)  when  the  beam  weighs  ^  ton  per  nm- 
ning  foot ;  (^)  when  the  first  third  of  the  beam  (from  A)  weighs  \  ton, 
the  second  i  ton,  the  third  A-  ton  per  nmning  foot. 

(3)  A  homogeneous  circular  plate  weighing  ff  pounds  rests  in  a 
horizontal  position  on  three  equidistant  supports  near  its  edge,  (a) 
What  is  the  least  weight  /"that  will  upset  it  when  placed  on  the  plate? 
{b)  If  there  be  four  equidistant  supports  near  the  edge,  what  is  the 
least  weight  that  will  upset  the  plate  ?  ♦ 

(4)  Construct  the  resultant  of  two  parallel  forces  of  opposite  sense 
by  the  graphical  method  of  Art,  298. 

(5)  Solve  exercises  (i)  and  (a)  by  the  graphical  method. 


-^ 


Qi Q 


1^  ,,  ? 

22S60  ' 


(6)  Find  the  reactions  of  the 
span,  produced  b»  o.  fieight  loci 


pports  of  a  bridge  truss  of  50  ft. 
whose  weight  is  distributed 
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I  over  the  three  pairs  of  driving  wheels  and  the  front  tnick,  as  indicated 
in  Fig.  86  :  (a)  when  it  stands  in  the  middle  of  the  span  ;  (/')  when 
its  front  truck  stands  over  one  support. 

(7)  Explain  how  the  centroid  of  a  plane  area  can  be  found  graphi- 
cally by  dividing  the  area  into  narrow  parallel  strips. 

(8)  A  homogeneous  rectangular  plate  is  piloted  on  a  horizontal  axis 
through  its  center  so  as  to  turn  freely  in  a  vertical  plane.  If  weights 
^,>  'f',i  "i.  'f^  be  suspended  from  its  vertices,  what  is  its  position 

,  of  equilibrium  ? 

(9)  The  ends  of  a  straight  lever  of  length  /  are  acted  upon  by  two 
forces  J-\,  ^j  in  the  same  plane  with  it,  but  inclined  to  the  lever  at 
angles  a,,  a,.      Determine  the  position  of  the  fulcrum. 

(10)  To  resolve  a  force  If  graphically  along  two  lines  a,  b  parallel 
to  W (^e.  g.  to  find  the  pressures  on  the  two  supports  produced  by  a 
■weightless  beam  carrying  a  single  load  W)  let  /r=  i  3  represent  the 
force  polygon.  Take  any  point  ^  on  d  as  pole,  draw  A  1  and  take 
this  line  as  the  first  side  1  of  the  funicular  polygon.  The  third  side 
III  must  then  be  the  parallel  i  ^  to  .^  3  j  and  the  second  side  11  is 
found  by  joining  A  to  the  iniersection  B  of  III  with  b.  As  A  is  the 
pole,  this  line  AB  meets  1  3  at  a  point  2  such  that  the  required  compo- 
nents are  i  2  along  a  and  1  3  along  d.     Draw  the  figure. 

(11)  The  safety-valve  of  a  steam-boiler  consists  of  a  horizontal 
arm,  32  in.  long,  hinged  at  one  end  A,  and  weighing  3  lbs.  ;  the 
vertical  stem  of  the  valve  is  attached  at  4  in.  from  A  and  weighs,  with 
the  valve  disk,  i]4  lb.  ;  a  ball  weighing  20  lbs.,  suspended  from  the 
arm,  28  in.  from  A,  presses  the  disk  on  the  mouth  of  the  valve.  If 
the  diameter  of  the  mouth  be  2  in.,  what  is  the  blowing-off  pressure? 
(T}te Locomotive,  Vol.  16,  pp.  113-120.) 

(12)  If  in  a  safety-valve  the  arm  is  66  in.  long  and  weighs  18  lbs., 
■while  the  valve-stem  and  disk,  3  in.  from  the  hinge,  weigh  7  lbs.  and 

,  the  diameter  of  the  disk  is  4  in.,  at  what  distance  from  the  hinge 
must  a  50-lb.  weight  be  suspended  to  make  the  valve  blow  at  a  pres- 
ure  of  100  lbs.  /  sq.  in.  ?    (/i*,) 

308,  Pnnicular  Polygons  and  Catenaries.  Ths/iinicjilar  polygon 
in  its  orif^nal  meaning  represents  the  form  of  equilibrium  assumed 
by  a  string  or  cord  suspended  from  two  fixed  points  and  acted 
upon  by  any  forces  in  the  vertical  plane.     The  "  cord  "   is  sup- 
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^^^H  posed  to  be  perfectly  flexible,  inextensible,  inelastic  and  without 

^^^H  weight.     When  the  number  of  forces  is  made  infinite,  the  polygon 

^^^1  becomes  a  continuous  curve  called  a  catenary. 

^^^P  The  present  discussion  i.s  confined  to  the  case  when  the  forces 

^^^  are  all  vertical  so  that  they  can  be  regarded  as  weights. 

r  309.  Let  A,  B  (Fig.  87)  be  the  fixed  points,  and  let  there  be 

■ five    weights,    W^,  W^,  W^  W^,  W^,    suspended   from   the   cord 

^^K  which  will  form  a  polygon  whose  sides  are  denoted  by  I,  II,  III, 

^B  IV,  V,  VI. 

H  If  tlie  cord  be  cut  on  both  sides  of  the  first  vertex,  I II,  and  the 
corresponding  tensions  7",,  T^  be  introduced,  this  vertex  must  be 


In  equilibrium  under  the  action  of  the  three  forces  If„  7",,  7^ 
Hence  drawing  a  line  1  2  to  represent  the  weight  W^  and  draw- 
ing through  its  ends  i,  2  parallels  to  I  and  II,  respectively,  we 
have  the  force  polygon  of  the  first  vertex.  Its  sides  0  I  and  2  0 
represent  in  magnitude,  direction,  and  sense  the  tensions  7",,  T^\ 
in  other  words,  the  weight  W^  has  thus  been  resolved  into  its  com- 
ponents along  the  adjacent  sides. 

The  same  can  be  done  at  every  vertex  of  the  polygon  I II  ■  ■ . 
VI,  and  all  the  tensions  can  thus  be  found.  But  as  the  tension  7^ 
in  II  occurs  again  (with  sense  reversed)  in  the  force  polygon  for 
the  next  vertex,  and  so  on,  the  successive  force  polygons  can  be 
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fitted  together,  every  triangle  having  one  side  in  common  with 
the  next  one.  Thus  the  complete  force  polygon  of  the  whole 
cord  is  formed,  as  shown  on  the  right,  in  Fig.  87.  Its  vertical 
hne  represents  the  successive  weights  JF,  =  1  2,  lfj=2  3,  H'j 
=  3  4.  '*'i  =  4S.  f^^  =  5  6.  while  the  lines  radiating  from  tlie 
pole  0  represent  on  the  same  scale  the  tensions  or  stresses  in  I, 
II,  III,  IV,  V,  VI. 

310.  The  polygon  I II  ■  ■  ■  VI  is  called  the  funicular  polygon. 
It  will  be  noticed  that  if  we  have  given  the  fixed  points  A,  B.  the 
magnitudes  of  the  weights,  their  horizontal  distances,  say  from  A, 
and  the  directions  of  the  first  and  last  sides  (whatever  may  be  the 
number  of  the  forces),  the  remaining  sides  of  the  funicular  poly- 
gon can  be  found  by  laying  off  on  a  vertical  line  the  weights  W, 
=  I  2,  W^  =23,  etc.,  in  succession,  drawing  through  i  a  parallel 
to  the  first  side,  tlirough  the  end  of  the  last  weight  (6  in  Fig.  87) 
a  parallel  to  the  last  side,  and  joining  the  intersection  0  of  these 
parallels  to  the  points  2,  3,  etc.  The  sides  of  the  funicular  poly- 
gon must  be  parallel  to  the  lines 
radiating  from  0 ;  at  the  same  time 
these  lines  represent  the  tensions  in 
these  sides. 

311.  For  the  analytical  investiga- 
tion, let/*;  be  that  vertex  of  a  funicu- 
lar polygon  of  any  number  of  sides 
at  which  the  Ah  and  {i  +  i)th  sides 
intersect ;  let  ct,,  a._^^  be  the  angles  at 
which  these  sides  are  inclined  to  the 
horizon,  and  JK  the  weight  sus- 
pended from  the  vertex  P.  (Fig.  88).  fik.  88. 

Cutting  the  cord  on  both  sides  of  P^,  and  introducing  the  ten- 
sions 7].  and  7^+,.  the  conditions  of  equilibrium  of  the  point  P^  are 
found  by  resolving  the  three  forces  W^,  T^  T^^^  horizontally  and 
vertically  (Art.  280) : 

7;+,  cosai+,  =  T-cosa.,  (1) 

T^+^  sma,^,  =  T^  sina^  -\-  W^.  (2) 


T3T2. 

The  former  of  these  equations  shows  that,  whatever  the  weights 
W  and  the  lengths  and  inchnations  of  the  sides,  t/ie  horhonlal 
components  of  the  tensions  T  arc  ail  equal.  Denoting  this  con- 
stant value  by  H,  we  have 

7",  cosa^  =  T^  cosflij  =  ■  ■  -  =  7"^  cosa^  ■=  ■•■  =  //".  (3) 

Substituting  the  values  of  T^  and  7";+,  as  obtained  from  these  re- 
lations, in  (2),  this  equation  becomes 

tandj^,  =  tanOj  -|-  -j^>  (4) 

which  shows  that  as  soon  as  all  the  weights  and  the  inclination 
and  tension  of  any  one  side  are  given,  the  inclinations  and  ten- 
sions of  all  the  other  sides  can  be  found. 

318.  Let  us  now  assume  that  the  weights  W  are  all  equal. 
Then  the  values  of  tana,4.|  given  by  (4)  form  an  arithmetical  pro- 
gression. If,  in  addition,  we  assume  that  lite  sides  of  the  polygon 
are  such  as  to  liave  equal  horizontal  projections,  i.  e.,  if  we  assume 
the  weights  to  be  equally  spaced  horizontally,  ihe  vertices  of  the 
polygon  will  lie  on  a  parabola  whose  axis  is  vertical. 

To  find  its  equation,  let  us  suppose,  for  the  sake  of  simplicity, 
that  one  side  of  the  polygon,  say  the  ith,  is  horizontal  so  that 
ofj  =  o.  Taking  tliis  side  as  axis  of  x,  its  middle  point  0  as  origin, 
the  co-ordinates  of  the  vertex  P^  are  \a,  o,  if  a  be  the  length  of 
the  horizontal  side  and  hence  also  that  of  the  horizontal  projec- 
tion of  eveiy  side. 

Putting  IVjH—Ty  we  have  tanaj  =  o,  tana^,  =  t,  tana^, 
^2T,-'-;  hence  the  conDrdinates  of  /'j^,  are  x=^a,  y=ar; 
those  of  P^^  sie  X  ==  ^a,  y  =  or  -\-  lar  =  ^ar ;  those  of  P^^  are 
x=  ^a,  y  =  OT  +  2ar  +  jut  =  6aT,  etc.;  those  of  the  «th  vertex 
after  P.  are 


2«  -f   I 


y=- 


«(«-fO^ 


Eliminating  //.  we  find  the  equation 


i 
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I  which  represents  a   parabola  whose  axis  is  the  axis  of  /,  and 

^^K     whose   vertex    lies   at  the   distance  \aT=\alV[H   below    the 
^^M  ori^  O. 

^^^f        313.  Let  the  number  of  sides  be  increased   indefinitely,   the 
I  length  a  and  tlie  weight  /(^approaching  the  limit  o,  but  so  that 

I  the  quotient  (i/Ii'^ remains  finite,  say  lim  (ajiy)=  ijiv.     Then 

I  lim  (u/t)  =  II jw,  lim  (or)  =  o ;  so  that  the  equation  of  the  para- 

bola becomes 

where  w  is  evidently  the  weight  of  the  cord,  or  chain,  per  unit 
of  horizontal  length. 

The  parabola  is,  tlierefore,  !/u-  form  of  equUibrium  of  a  cord 
suspended  from  two  points  when  the  ■weight  of  the  cord  is  uniformly 
distributed  ot-er  its  horizontal  projection.  This  is,  for  instance,  the 
case  approximately  in  a  suspension  bridge  with  uniformly  loaded 
roadbed,  the  proper  weight  of  the  chains  being  neglected. 

314.  This  result  can  easily  be  derived  independently  of  Art 
312,  by  considering  the  equilibrium  of  any  portion  OP  of  the 
chain  beginning  at  the  lowest  point  0  (Fig.  89).  The  forces  act- 
ing on  this  portion  are  the  horizontal  tension  H  at  0,  the  tension 


Rs.  89. 

7"  along  the  tangent  at  P,  and  the  proper  weight  W  oi  the  chain. 
As  this  weight  is  assumed  to  be  uniformly  distributed  over  the 
horizontal  projection  OP'  =  .r  of  OP,  the  weight  is  iV=^  wx,  and 
bisects  OP'.  For  equihbrium  the  three  forces  W,  H,  T  must 
pass  through  a  point;  hence  T  must  pass  through  the  middle 
point  0  of  OP'. 
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Resolving  the  forces  in  the  horizontal  and  vertical  directions, 
we  find,  as  conditions  of  equilibrium, 


T^y. 


whence,  eliminating  ds. 


dy  _ 
~dx~ 


Integrating  and  considering  that  x  = 
the  equation  of  the  parabola  as  above. 


This  relation  can  be  directly  read  off  from  the  figure ;  for,  tak- 
ing moments  about  P,  We  have  o  =-  —  Hy  +  vix  ■  ^x,  whence 
y={w/2Hy. 

315.  The  force  polygon  of  H,  T,  W  is  evidently  a  triangle 
similar  to  the  triangle  QPP' . 

Hence,  if  the  height  of  a  suspension  bridge  be  //,  its  span  2  /,  its 
total  weight  2  W,  we  have  for  the  horizontal  tension  H  and  the 
tension  7"  at  the  point  of  support : 

H  _         T        ^W 

316.  T/ie  form  of  equUibrhim  assumfd  by  a  homogeneous  cord  is 
a  comtnott  catenary. 

To  find  its  equation,  we  again  consider  the  equilibrium  of  a 
portion  OP=s  (Fig.  90)  of  the  cord,  beginning  at  the  lowest 
point  0. 

The  weight  of  this  portion  is  now  fK=  ivs,  and  if  a  be  the  angle 
made  "by  the  tangent  at  P  with  a  horizontal  line,  we  have  the  con- 
ditions of  equilibrium 

7cosa=  r^-  =  /y,   Tsma=T'i'  =  ws. 
ds  ds 

Dividing  and  putting  H/w  =  e,  we  have  the  differential  equation 


3i6.] 
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of  the  curve  in  the  form 


dx      c 
dy      s 


Substituting  this  value  of  dxjdy  in  the  relation  d^ 

we  obtain 

ds\^  ,  (^        J         .        sds 

dy)  ^s^'        ^  V^  +  ^ 


djf  +  df, 


( 


which    gives  by  integration  j  +  C  =  V^  +  ^,  the  minus  sign 
being  rejected  since  y  increases  with  s. 

The  constant  C  can  be  made  to  disappear  by  taking  the  origin 
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0'  on  the  vertical  through  0  at  the  distance  0'0=sc  below  the 
lowest  point  0.     We  have,  therefore, 

/  =  ^  +  ^. 

By  means  of  this  relation,  s  can  be  eliminated  from  the  original 
differential  equation,  and  the  result, 

-4t^  =  dx, 

can  be  integrated : 

c  log  {y  +  vV-^)  ^x+C. 

Asy  =  c  when  ;r  =  o,  we  find  C=  c  log  c;  hence 

X 

y  +  |/j/2  _  ^  —  ^^  c 


Taking  reciprocals  and  rationalizing  the  denominator  we  find 

y  —  V^  ~t^  =  ct:    °  \ 
hence,  adding  and  subtracting, 

y  =  ic\e'-\-  e~')=  c  cosh  (-r/c), 

il7.  The  first  equations  of  Art  316;  Tcosfi^ //=  wc,  7'sina 
=  ws,  give  for  the  total  tension  T  at  any  point  P 

Thus,  xvhile  the  horizontal  component  is  constant,  the  vertical 
component  at  any  point  P  is  equal  to  the  weight  of  the  portion  of 
the  cord  from  the  loivest  point  0  to  the  point  P,  and  tlie  total  ten- 
sion is  equal  to  the  weight  of  a  portion  of  tlte  cord  equal  to  the 
ordinate  of  tlte  point  P. 

Let  Q  be  the  foot  of  the  ordinate  of  P  (Fig.  90).  N  the  inter- 
section of  the  normal  with  the  axis  O'x,  and  draw  QR  perpen- 
dicular to  the  tangent  Then  PR—y  sina  =  s,  since  T  sma.  =  ws 
and  T=-wy\  also  QR  =  y  cosa=  c.  Dividing,  we  have  tana 
=  sjc ;  hence,  differentiating, 


da 
xds  ' 


and  p-- 


ds_ 
'da  " 


The  figure  shows  that  the  radius  of  curvature  p  is  equal  to  the 
length  of  tlie  normal  PA'', 

The  relation  p  cos's  =  c  shows  further  that  at  the  vertex  (a  —  o) 
the  radius  of  curvature  is  p^=±  c.  It  follows  that  for  a  cord  or 
chain  suspended  from  two  points  B,  Cin  the  same  horizontal  line, 
c  (and  consequently  //)  is  large  when  p^  is  large,  1.  e.  when  the 
curve  is  flat  at  the  vertex ;  in  other  words,  when  B  and  C  are  far 
apart 
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318.  Exercises. 

( 1 )  A  weightless  cord  ABCDEF  is  suspended  from  the  fixed  points 
A,  F,  and  carries  weights  at  the  intermediate  points  B,  C,  D,  E. 
Taking  A  as  origin,  the  axis  of  x  horizontal,  the  axis  of  _>>  vertically 
Upwards,  the  co-ordinates  of  the  points  B,  C,  D,  E,  E^te  (a,  —  i), 
(4.  -i-S).  (7.-  i-S).  (8'S.  -I).  (lo.  2)-  If  the  weight  at  ^  be 
one  poun J,  what  are  the  weights  at  C,  D,  El  What  are  the  tensions 
of  the  segments  of  the  cord  ?  What  are  the  reactions  of  the  fixed 
points  A,  F} 

(2)  The  total  weight  of  a  suspension  bridge  is  2 /K=  6o  tons;  the 
span  is  z/  =  250  ft. ;  the  height  is  A  =  25  ft.  Find  the  tension  of  the 
chain  at  the  ends  and  in  the  middle,  both  graphically  and  analytically. 

(t,)  a  uniform  wire  of  length  aj  is  stretched  between  two  points  in 
the  same  horizontal  line  whose  distance  2  a:  is  very  nearly  equal  to  is. 
Find  an  approximate  expression  for  the  parameter  c  of  the  catenary  and 
hence  for  the  tension  of  the  wire. 
•  (4)  Find  the  tension  of  a  telegraph  wire  No.  8  (diameter  =  0.165 
n. ,  weight  378.  i  lbs.  per  mile)  stretched  between  poles  100  ft.  apart, 
I  if  the  length  of  the  wire  between  two  poles  is  100  ft.  4  in.     Determine 
also  the  sagging  of  the  wire  {y  —  i"). 
.(S)  A  chain,  64  ft.    long,    and  weighing  t   lb. /ft.   is   suspended 
'  between  two  points  in  the  same  horizontal  line,  60  ft.  apart ;  find  the 
tensions  at  the  lowest  point  and  at  the  ends,  and  the  depth  of  the  ver- 
tex below  the  points  of  suspension. 
I        (6)  If  the  load  of  a  suspension  bridge  is  proportional  to  the  dis- 
tance ;ir  from  the  middle  point,  show  that  the  cable  forms  a  cubical 
parabola. 

( 7 )  Show  that  when  xjc  is  so  small  that  its  third  and  higher  powers, 
can  be  neglected  the  arc  of  the  catenary  in  Art,  316  can  be  regarded 
as  an  arc  of  a  parabola. 


IV.    Theory  of  Couples. 

319.  The  combination  of  hm  equal  forces  of  opposite  sense  F, 
—  F,  acting  on  a  rigid  body  along  parallel  lines,  is  called  a  coupk 
1  tf  forces,  or  simply  a  ooaple  (Art.  303), 

The  perpendicular  distance  AB  =  p  (Fig.  91)  of  the  forces  of 
\  the  couple  is  called  the  arm,  and  the  product  Fp  of  the  force  F 
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into  the  arm  p  is  called  the  moment  of  the  couple.     The  moment, 
or  the  couple  itself,  is  also  called  a  torqae. 

If  we  imagine  the  couple  {F,  f)  to  act  upon  an  invariable  plane 

figure  in  its  plane,  and  if  the  middle  point  of  its  arm  be  a  fixed 

point  of  this  figure,  the  couple  will  evidently  tend  to  turn  the 

figure  about  this  middle  point.     (It  is  to  be  observed  that  it  is 

not  true,    in   general,    that  a 

t>;      _^  couple  acting  on  a  rigid  body 

\         ^.\^  produces    rotation    about    an 

_f|        P         ^  \'^v"  \-P    axis   at    right    angles    to   its 

i  \    plane.)     A  couple  of  the  type 

(^.  /)  oi"  {■^'.  P')  {see  Fig. 
91)  will  tend  to  rotate  coun- 
ter-clockwise, while  a  couple 
of  the  type  (F",  y)  tends  to 
**  turn   clockwise.      Couples  in 

the  same  plane,  or  in  par- 
allel planes,  are  therefore  distinguished  as  to  their  sense;  and 
this  sense  is  expressed  by  the  algebraic  sign  attributed  to  the 
moment.  Thus,  the  moment  of  the  couple  [F,  /)  in  Fig.  91,  is 
+  Fp,  that  of  the  couple  {F",  /")  is  —  /""/'. 

320.   The  effect  of  a  couple  is  not  changed  by  tramlatum,  i.  e. 
by  moving  its  plane  parallel  to  itself  without  rotating  it. 

Let  AB  =  p  (Fig.  92)  be  the  arm  of  the  couple  {F^p')  in  its 
original  position,  and  A' B'  the  same 
arm  in  a  new  position  parallel  to  the 
original  one  in  the  same  plane,  or 
in  any  parallel  plane.  By  introduc- 
ing at  each  end  of  the  new  arm 
A'B'  two  opposite  forces  F,  —  F, 
each  equal  and  parallel  to  the  origi- 
nal forces  F.  the  given  system  is  not 
changed  {Art.  273).  But  the  two 
equal  and  parallel  forces  F  ai  A  and  B'  form  a  resultant  zF 
at  the  middle  point  0  of  the  diagonal  AB'  of  the  parallelogram 


~i---o/' 
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ABB' A'.  Similarly,  the  two  forces  —  FsX.  B  and  A'  are  together 
equivalent  to  a  resultant  —  zF  at  the  same  point  0.  These  two 
resultants,  being  equal  and  opposite  and  acting  in  the  same  line, 
are  together  equivalent  to  zero.  Hence  the  whole  system  reduces 
to  the  force  F  ?A.  A'  and  the  force  —  ^  at  B' ,  which  form,  there- 
fore, a  couple  equivalent  to  the  original  couple  at  AB. 

321.  The  effect  of  a  couple  is  not  changed  by  rotation  in  its 
plane. 

Let  AB  (Fig.  93)  be  the  arm  of  the  couple  in  the  original 
position,  C  its  middle  point, 
and  let  the  arm  be  turned 
about  C  into  the  position 
A'B'.  Applying  again  at  A', 
B'  equal  and  opposite  forces 
each   equal    to   F,  the  forces 

—  F  zt  A'  and  F  at  .^  will 
form  a  resultant  acting  along 
CD,  while  F  at  B'  and  —F  at 
B  give  an  equal  and  opposite 
resultant  along  CE.  These 
two  resultants  destroy  each 
other  and  leave  nothing  but  the  couple  formed  by  F  at  A'  and 

—  F  at  B' ,  which  is  therefore  equivalent  to  the  original  couple. 
Any  other  displacement  of  the  couple  in  its  plane,  or  to  a 

parallel  plane,  can  be  effected  by  a  translation  combined  with  a 
rotation  in  its  plane  about  the  middle  point  of  its  arm.  Thf  effect 
of  a  couple  is  therefore  not  changed  by  any  displacement  in  its  plane 
or  to  a  parallel  plane. 

I  322.  The  effect  of  a  couple  is  not  changed  if  its  force  F  and 
Us  arm  p  be  changed  simultaneously  in  any  way,  provided  their 
product  Fp  remain  the  same. 

Let  AB  =  p  be  the  original  arm  (Fig.  94),  Fthe  original  force 
of  the  couple  ;  and  let  A'B'  =/'  be  the  new  arm.  The  intro- 
duction of  two  equal  and  opposite  forces  F'  at  A' ,  and  also  at 
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B' ,  will  not  change  the  given  system  F,  — F.  Now,  selecting 
for  F'  a  magnitude  such  that  F'p'  =  Fp,  the  force  F  2X  A  and 
the  force  —F'  at  A'  combine  (Art.  297)  to  form  a  parallel  re- 
sultant through  C,  the  middle  point 
of  the  arm,  since  for  this  point 
Fy+  i—F')  y-'  =  0.  Similarly, 
—  /^at5and  F'  at  j5'  give  a  resultant 
of  the  same  magnitude,  in  the  same 
line  through  (T,  but  of  opposite  sense. 
These  two  resultants  thus  destroying 
each  other,  tliere  remains  only  the 
couple  formed  by  F'  at  A'  and  —  F'  at  B',  for  which  Fp  =  F'p'. 
333.  It  results  from  the  last  three  articles  that  the  only  essen- 
tial characteristics  of  a  couple  are  :  («)  tlie  numerical  value  of  the 
moment ;  (d)  the  sense,  or  direction  of  rotation  ;  and  (c)  what 
has  been  called  the  "aspect"  of  its  plane.  /.  c  the  direction  of 
any  normal  to  this  plane. 

It  is  to  be  noticed  that  the  plane  of  the  two  forces  forming  the 
couple  is  not  an  essential  characteristic  of  the  couple  ;  just  as  the 
point  of  application  of  a  force  is  not  an  essential  characteristic  of 
the  force  (see  Art.  283); 
provided,   of  course,   that 
the  couple  (or  force)  is  act- 
ing on  a  ri^iii  body. 

Now  the  three  charac- 
teristics enumerated  above 
can  all  be  indicated  by  a 
vector  which  can  therefore 
serve  as  the  geometrical 
representative  of  the  cou- 
ple. Thus,  the  couple 
formed   by  the   forces  F, 

—  /""(Fig.  95),  whose  perpendicular  distance  is  p.  is  represented 
by  the  vector  AB  =  Fp  laid  off  on  any  normal  to  the  plane  of 
the  couple.     The  sense  is  indicated  by  drawing  the  vector  toward 
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that  side  of  the  plane  from  which  the  couple  is  seen  to  rotate 
Counter-clockwise. 

We  siiall  call  this  geometrical  representative  AB  of  the  couple 
simply  llie  vector  of  the  couple.  It  is  sometimes  called  its 
mmiiait,  or  its  axis,  or  its  axial  moment. 

324.  As  was  pointed  out  in  Art.  303,  a  couple  can  be  regarded  as 
the  limit  of  a  force  whose  magnitude  approaches  zero  while  its  line  of 
action  is  removed  to  infinity.  Similarly,  in  kinematics  a  rotation  whose 
angle  approaches  zero  while  its  axis  is  removed  to  infinity,  reduces  to 
a  translation,  and  an  angular  velocity  whose  magnitude  tends  to  zero 
while  its  axis  is  removed  indefinitely  becomes  in  the  limit  a  velocity  of 
translation. 

Just  as,  in  kinematics  (see  Art.  184),  two  equal  and  opposite  angular 
velocities  about  parallel  axes  produce  a  velocity  of  translation,  so  in 
Statics  two  ecjual  and  opposite  forces  along  parallel  lines  form  a  new 
Idod  of  quantity  called  a  couple. 

It  should,. however,  be  noticed  that  while  rotations,  angular  veloc- 
ities, and  forces  are  represented  by  rotors,  i.  e.  by  vectors  confined  to 
definite  lines,  translations,  velocities  of  translation,  and  couples  have  for 
their  geometrical  representatives  vectors  not  confined  to  particular  lines. 

Just  as  in  the  case  of  couples  of  angular  velocities,  the  vector  repre- 
senting a  couple  of  forces  has  for  its  magnitude  and  sense  those  of  the 
moment  of  the  couple,  and  for  its  direction  that  perpendicular  to  the 
plane  of  the  couple. 

It  is  due  to  this  analogy  between  the  two  fundamental  conceptions 
that  a  certain  dualism  exists  between  the  theories  of  statics  and  kine- 
matics, so  that  a  large  portion  of  the  theory  of  kinematics  of  a  rigid 
body  might  be  made  directly  available  for  statics  by  simply  substituting 
for  angular  velocity  and  velocity  of  translation  the  corresponding  ideas 
of  force  and  couple. 

325.  It  is  easily  seen  how,  by  means  of  Arts.  330-322,  any 
number  of  couples  acting  on  a  rigid  body  can  be  reduced  to  a 
single  resultant  couple.  It  can  also  be  proved  without  much 
difficulty  that  the  vector  of  the  resultant  couple  is  the  geometric 
sum  of  the  vectors  of  the  given  couples ;  in  other  words,  vectors 
representing  couples  acting  on  the  same  rigid  body  arc  cmnbined  by 
the  parallelogram  law  (Art.  40). 
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In  the  particular  case  when  the  couples  all  lie  in  parallel  planes, 
or  in  the  same  plane,  their  vectors  may  be  taken  in  the  same  line, 
and  can,  therefore,  be  added  algebraically. 

Hence,  the  resultant  of  any  numbir  of  couples  is  a  single  couple 
whose  vector  is  the  geometric  sum  of  tlic  vectors  of  tJie  given  couples. 
Conversely,  a  couple  can  be  resolved  into  components  by  resolv- 
ing its  vector  into  components, 

326.  To  combine  a  single  force  P  with  a  couple  (F,  p)  lying  in 
the  same  plane  it  is  only  neces- 
sary to  place  the  couple  in  its 
plane  in  such  a  position  (Fig.  96) 
that  one  of  its  forces,  say  —  F, 
shall  lie  in  the  same  line  and  in 
opposite  sense  with  the  single 
I  ■  \  force    P,    and    to    transform   the 

I  -F/\  couple  {F,  p)  into  a  couple  {P, 

L  iT^    ^\  .  /),    by   Art  323.    so   that   Fp 

^^^^  j^^  =^  Pp' .    The  original  force /"and 

^^^H  \      F/*^    "^^  force  —  /*  of  the  transformed 

^^^r  "•'  couple  destroying  each  other  at 

T  'A,  there  remains  only  the  other 

I  force  P.  at  A' ,  of  the  transformed  couple,  that  is,  a  force  parallel 

^^_        and  equal  to  the  original  single  force  P,  at  the  distance 

P 


from  it 

Hence,  a  couple  and  a  single  force  in  the  same  plane  are  together 
equivalent  to  a  single  force  equal  and  parallel  to,  and  of  tlu  same 
sense  with,  the  given  force,  but  at  a  distance  from  it  which  is  found 
by  dividing  tlie  moment  of  tlie  couple  by  the  single  force. 

387,  Conversely,  a  single  force  P  applied  at  a  point  A  of  a  rigid 
body  can  ahi^ays  be  replaced  by  an  equal  and  parallel  force  P  of  the 
e  sense,  applied  at  any  other  point  A'  of  the  same  body,  in  com- 
bination with  the  couple  formed  by  P  at  A  and  —  P  at  A'. 
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This  follows  at  once  by  applying  at  A'  two  equal  and  opposite 
forces  each  equal  and  parallel  to  P. 

328.  The  proposition  of  Art.  326  applies  even  when  the  force 
lies  in  a  plane  parallel  to  that  of  the  couple,  since  the  couple  can 
be  transferred  to  any  parallel  plane  without  changing  its  effect. 

If  the  single  force  intersects  the  plane  of  tlie  couple,  it  can  be 
resolved  into  two  components,  one  lying  in  the  plane  of  the 
couple,  wiiile  the  other  is  at  right  angles  to  tliis  plane.  On  the 
former  component  the  couple  has,  according  to  Art.  326,  the 
effect  of  transferring  it  to  a  parallel  line.  We  thus  obtain  ftco 
uon-inUrsccting,  or  skew,  fore fs  at  right  angles  to  each  other. 

Let  P  be  tlie  given  force,  and  let  it  make  the  angle  a  with  the 
plane  of  the  given  couple,  whose  force  is  F  and  whose  arm  is/. 
Then  P  sin«  is  the  component  at  right  angles  to  the  plane  of  tlie 
couple,  while  P  cosa  combines  with  the  couple  whose  moment  is 
Fp  into  a  force  P  cosa  in  the  plane  of  the  couple ;  this  force  P  cosa 
is  parallel  to  the  projection  of  P  on  the  plane,  and  has  the  distance 
FpjP  cosa  from  this  projection. 
I  Hence,  in  the  most  general  case,  the  combination  of  a  single 
force  and  a  con  fie  can  be  replaced  by  the  combination  of  tu'o  single 
forces  crossing  each  other  {without  meeting)  at  right  angles  ;  it  can 
be  reduced  to  a  single  force  only  when  the  force  is  parallel  to  the 
plane  of  the  couple. 

I      329.  EzerciBes, 

(1)  Show  that  the  moment  of  a  couple  can  be  represented  by  the 
area  of  the  parallelogram  formed  by  the  two  forces  of  the  couple,  or  by 
twice  the  area  of  the  triangle  formed  by  joining  any  point  on  the  line 
of  one  of  the  forces  to  the  ends  of  the  other  force. 

(i)  Show  that  the  sum  of  the  moments  of  two  forces  forming  a 
couple  is  the  same  for  any  point  in  the  plane  of  the  couple  (comp. 
Art.  289). 

(3)  Show,  by  means  of  Arts.  320-322,  how  to  combine  any  number 
of  couples  situated  in  the  same  plane,  or  in  [larallel  planes. 

(4)  Find  the  resultant  of  two  couples  situated  in  non-parallel  planes, 
f  without  using  the  vectors  of  the  couples. 
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^^^1  (5)  Prove  (hat  the  vector  of  the  resultant  of  two  couples  ii 

^^^1    planes  is  the  geometric  sum  of  the  vectors  of  the  given  couples. 
^^M  V.    P/ane  Statics. 

^^^M  I.      THE    CONDITIONS   OP    EQUILIBRIUM. 

^^^H  330.  Suppose  a  rigid  body  to  be  acted  upon  by  any  number  of 
^^^V  forces,  all  of  which  are  situated  in  the  same  plane.  To  reduce 
^^^H  such  a  plane  system  of  forces  to  its  simplest  form  the  proposition 
^^^1  of  Art,  327  may  be  used.  This  proposition  enables  us  to  transfer 
^^^B  all  the  forces  to  a  common  origin,  by  introducing,  in  addition  to 
^^^  each  force,  a  certain  couple  in  tlte  same  plane.  The  concurrent 
forces  can  then  be  combined  into  their  resultant  bv  geometric  addi- 
tion, /.  f.,  by  forming  their  force  polygon  (Art  277);  and  the 
couples  lying  all  in  the  same  plane  combine  by  algebraic  addition 
of  their  moments  into  a  resultant  couple  (Art.  325). 

Thus,  let  /""(Fig.  97)  be  one  of  the  forces  of  the  given  plane 
system,  P  its  point  of  application.     Selecting  any  point  0  in  the 
plane  as  origin,  apply  at   O 
two  equal  and  opposite  forces 
F,  —  F,  each  equal  and  paral- 
lel to  the  given  force  F;  and 
let  p   be   the  perpendicular 
distance  of  the  origin  0  from 
the  line  of  action  of  the  given 
force  F.     TJie  force  F  sX  P 
is  equivalent  to  the  force  F 
at  0  together  with  the  couple  formed  hy  F  aX  P  and  —  F  aX  0; 
the  moment  of  this  couple  is  Fp,  and  its  vector  is  perpendicular  to 
the  plane  of  the  system. 

Proceeding  in  the  same  way  with  every  force  of  tlie  given  sys- 
tem, all  forces  are  transferred  to  the  common  origin  0.  The 
whole  system  is  therefore  equivalent  to  the  resultant  R  passing 
through  0,  together  with  the  resulting  couple  H  =  'S.Fp. 

331,  The  given  system  of  forces  is  said  to  be  in  equilibrinin  if 
the  two  following  conditions  of  eqnilibrinm  are  fulfilled  : 
F  =  o,     //=o. 
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It  will  be  noticed  that  the  moment  Fp  of  the  couple  introduced 
by  transferring  the  force  F\.o  the  point  0  is  the  moment  of  the 
force  ^with  respect  to  this  point  0. 

Hence,  a  plane  system  of  forces  is  in  equilibrium  if{ti)  itsresiUt- 
ant  is  zero,  and  (d)  the  algebraic  sum  of  tlw  moments  of  all  its 
forces  is  zero  with  respect  to  any  point  in  its  plane. 

33S.  It  is  evident  that  the  magnitude  and  direction  of  the  result- 
ant R  do  not  depend  on  the  selection  of  the  origin  0.  But  the 
position  of  this  resultant  and  the  magnitude  of  the  resulting 
couple  H  will  in  general  differ  with  the  point  selected  as  origin. 
Indeed,  the  origin  can  be  so  taken  as  to  make  the  couple  //  van- 
ish (unless  the  resultant  R  be  zero);  that  is,  the  whole  system 
can  be  reduced  to  a  single  resullant. 

To  do  this  (see  Art.  326),  it  is  only  necessary,  after  determin- 
ing R  and  H  for  some  point  0,  to  transfer  Rtoz.  parallel  line  at 
such  a  distance  r  from  its  original  position  as  to  make  the  moment 
Rr  of  the  couple  introduced  by  the  transfer  equal  and  opposite  to 
the  moment  2/y> ;  i.  e.,  we  must  take  (Art.  326) 

N 

The  line  along  which  this  single  resultant  acts  is  called  the  central 
axis  of  the  given  system  offerees. 

333.  For  a  purely  analytical  reduction  of  a  plane  system  of 
forces  the  system  is  referred  to  rectangular  axes  Ox,  Oy,  arbi- 
trarily assumed  in  the  plane  (Fig.  98).     Every  force  Fis  resolved 
•  at  its  point  of  application  P  (.r,  /)  into  two  components  X, 
parallel  to  the  axes,  so  that 

A'=/-cosa,      y=F^na, 

a  being  the  angle  made  by  F  with  the  axis  Ox.  At  the  origin  0 
two  equal  and  opposite  forces  X,  —  X  are  applied  along  Ox,  and 
two  equal  and  opposite  forces  V,  —  F  along  Oy.  Thus,  A'  at  P 
is  equivalent  to  A'  at  0  together  with  the  couple  formed  by 
XaX  P  and  —  A"  at  0  ;  the  moment  of  this  couple  is  evidently 
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[  —yX.     Similarly,  K  at  /"  is  replaced  by  Y  at  O  together  with 

I  a  couple  whose  moment  is  xY.     The  force  i^  at  P  is  therefore 

I  equivalent  to  the  two  forces 

I 


pK__Jx 


lar  forces  form  the  resultant 
whose  direction  is  given  by 


X,  Y  at  0  together  with 
a  couple  whose  moment  is 
xY-fX. 

Proceeding  in  the  same 
way  with  every  given  force, 
we  obtain  a  number  of 
forces  X  along  Ox  whose 
algebraic  sum  we  call  SJT, 
and  a  number  of  forces 
Y  along  Oj>  which  give 
£  1'     These  two  rectangu- 


(£yj* 


where  a  is  the  angle  betiveen  Ox  and  R. 

In  addition  to  this,  we  obtain  a  number  of  couples  xY—yX 
I  whose  algebraic  sum  forms  the  resulting  couple 

The  whole  system  is  thus  found  equivalent  to  a  resultant  force 
R  together  willi  a  resultant  couple  //  in  the  same  plane  with  R. 
The  conditions  of  equilibrium  J?  =  o,  //=o{Art.  331)  can  there- 
fore be  expressed  analytically  by  the  three  equations 

£^=0,     £K=o,     l.{xY-yX)=o. 

831.  If  ^  be  not  zero,  R  and  H  can  be  combined  into  a  single 
resultant  R'  equal  and  parallel  to  R  at  the  distance  —  HIR  from 
it  (see  Art.  332}.  The  equation  of  tlie  line  of  tliis  single  result- 
ant R' t  i.  1:,  the  centml  axis  of  the  sj'stem  of  forces,  is  found  by 
considering  that  it  makes  the  angle  a  with  the  axis  of  x  and  that 


^ 

^ 
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its  distance  from  the  origin  is 

Hence  its  equation  is 

If  ^  =  o,  the  system  is  equi\'alent  to  the  couple 
H='S{xY-yX). 
If  //  itself  be  also  zero,  the  system  is  in  equilibrium. 

335.  The  following  examples  will  illustrate  the  application  of 
the  conditions  of  equilibrium.  To  establish  these  conditions  in 
any  particular  problem  it  will  generally  be  found  best  to  resolve 
the  forces  along  two  rectangular  directions  and  equate  the  sums 
of  the  components  to  zero  ;  and  then  to  "take  moments,"  /.  e., 
equate  to  zero  the  sum  of  the  moments  of  all  the  forces  with  re- 
spect to  some  point  conveniently  selected  as  origin. 

The  principle  that  three  forces  acting  on  a  rigid  body  can  be  in 
equilibrium  only  if  they  are  concurrent  or  parallel  and  lie  in  the 
same  plane  is  often  used  to  advantage  although  its  proof  can 
only  be  derived  from  the  general  conditions  of  equilibrium  of  a 
rigid  body. 

336.  A  homogeneous  straight  rod  AB!=  2/  (Fig.  99)  of  weight  W 
rests  with  one  end  A  on  a  smooth  horizontal  piane  AH,  and  with  the 
point  £{AE  =  e)  on  a  cylindrical  support,  the  axis  0/  the  cylinder  being 
at  right  angles  to  the  vertical 

plane  containing  the  rod. 
Detertnine  what  horizontal 
force  P  must  be  applied  at  a 
given  point  F  of  the  rod 
{AF=f'>  e)  to  keep  the  rod 
in  equilibrium  when  inclined  to 
the  horizon  at  an  angle  0. 

The  rod  exerts  a  certain  unknown  pressure  on  each  of  the  supports  at 
A  and  E,  in  the  direction  of  the  normals  to  the  surfaces  of  contact, 
provided  there  be  no  friction,  as  is  here  assumed.  The  supports  may 
tiierefore  be  imagined  removed  if  forces  A,  E,  equal  and  opposite  to 
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these  pressures,  be  introduced  ;  these  forces  .4,  £  are  called  the  «<if//o«x 
of  the  supports.  The  rod  itself  is  here  regarded  as  a  straight  line  ;  its 
weight  tyis  applied  at  its  middle  point  C. 

Taking  A  as  origin  and  yJJ/  as  axis  of  x,  the  resolution  of  the 
forces  gives 

IX  =  J^—  EsinO  =  o,  (i) 

l'y=J—  tV+  £cosO  =  o.  <a) 

Taking  moments  about  ji,  we  iind 

£,r~  If-  /cobO  —  F- /sinO  =  o.  (3) 

Eliminating  ^from  (i)  and  (3),  we  have 


hence  from  (2), 


and  finally  from  (i), 


-/sin'fl 


-IV; 


\         e  — /sin'ay 


F=  - 


e~/A 


-jy^- 


337.  A  cylinder  of  length   : 
(Fig.  100)  of  the  cireumferettc 


■I  and  radius  r  rests  with  the  point  A 
•  of  its  lower  base  on  a  horizontal  plane 
and  with  the  point  B  of  the  circumference 
of  its  upper  base  against  a  vertical  wall. 
The  vertical  plane  through  the  axis  of  the 
cylinder  contains  the  points  A,  B,  and  is 
perpendicular  to  the  intersection  of  the 
vertical  wall  and  the  horizontal  plane.  If 
there  be  no  friction  at  A  and  B,  what  hori- 
zontal force  F  applied  at  A  will  keep  the 
cylinder  in  equilibrium  f  When  is  this 
force  F=^f 

Let  G  be  the  center  of  gravity  of  the  cylinder ;  Wits  weight ;  A,  B 
the  reactions  sx  A,  B;  and  0  the  given  angle  between  AB  and  the 
horizontal  plane.     Then  B  —  ^=  o,  ^4  —  fF=  o,  and  taking  mo- 


Hk.  100. 


s  about  A, 


W{lcosS  —  rsokff)  =B-2lsing. 
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I  cosO  —  r  sin^ 


2l^\liO 


=  \  [zoW  -•yi'W. 


If  either  the  dimensions  of  the  cylinder,  or  the  angle  ^,  be  such  as  to 
make  tan^  =  //r,  no  force  F  will  be  required  to  maintain  equilibrium ; 
G  and  A  will  then  lie  in  the  same  vertical  line. 

338.  TJu  homogeneaus  rod  AB  =2/  of  weight  W  is  jointed  at  A,  so 
as  to  turn  about  A  in  a  vertical  plane,  A  cord  BC  attached  to  the  end 
B  of  the  rod  runs  at  C  over  a  smooth  pulley ^  and 
carries  a  weight  F.  The  axis  of  the  pulley  C  is 
parallel  to,  and  in  the  same  vertical  plane  with, 
the  axis  of  the  Joint  A  \  AC^=^h,  Find  the  position 
of  equilibrium  and  the  pressure  on  the  axis  of  the 
Joint  A .      (  Fig.  i  o  i . ) 

To  make  the  rod  AB  free^  cut  the  cord  between 
B  and  C  and  introduce  the  tension,  which  is  =  /* ; 
also,  replace  the  pressure  A  (since  not  only  its 
magnitude  but  also  its  direction  is  unknown)  by  its 
horizontal  and  vertical  components  A^,  A  .  Then,  putting  7^  A  CB  =  tp^ 
-^BAC^  0,  the  conditions  of  equilibrium  are 

A^  =  Psin^,     A  =  W—  Fcosip, 
F '  h  sin^  =a  JV-  IsinO. 


From  the  last  equation 


sm^ 
sinO 


while  from  the  triangle  ABC 


l_    W 
h    F' 


2/ 


sm^ 
^0^'BC' 

hence  BC  =  2///^/  IV,  i.e.  if  we  take  h  to  represent  ^,  F  will  be 
represented  by  \BC 

For  the  total  pressure  A  we  have 

A^A^  +  A^^  U^  +  F*^2 IPFcosip, 
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i.  e.  A  is  the  third  side  of  the  triangle  haviDg  If  and  P  for  the  other  two 
sides  and  <p  for  the  included  angle.  The  magoitude  oi  A  is  therefore 
represented  by  the  median  from  A  in  the  triangle  ABCoxi  the  same 
scale  on  which  /Fis  represented  by  k.  But  this  median  gives  also  the 
n  oi  A  ;  for  we  have 


/F— /'cosy_ 
/"sinp 


k  — f JCcosp 
\BCwcif     ' 


839.  A  weightless  rod  AB  rests  without  friction  en  two  planes  in- 
clined  to  the  horizon  at  angles  a,  p,  and  carries  a  weight  W  at  the 
point  D.  The  intersection  C  of 
these  planes  is  horizontal  and  at 
right  angles  to  the  vertical  plane 
through  AB.  Find  the  inclination  0 
of  AB  to  the  horizon,  and  the  pres- 
sures at  A  and  B .     (Fig.  I02.) 

As  there  are  only  three  forces, 
viz.  the  weight  W  and  the  reac- 
tions A  and  B,  their  lines  miLSt  in- 
tersect at  a  point  E.  Resolving 
horizontally  and  vertically,  we 
have 

A  sina  =  B  sill;?, 

A  cosfl  +  B  f:iys^  —  W, 


Taking  moments  about  D,  we  find,  with  AD  =  a,  DB  =  b 

A  •  a  sinDAB  =  B-h  &mDBE, 
or 

^rtcOs(a  +  0)  =Bl>QOs.{d~  0). 

To  eliminate  A  and  B  divide  by  the  first  ccjuation  above  t 

^cos(a  +  g)^^cos(^-g)  _ 
sina  sinyS        ' 
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■ftlving  for  0,  we  finally  obtain 


taiiC  = 


a  cota  —  b  cot|9 


340.  Ezercisea, 

(i)  A  homogeneous  rod  ylB  =  a/=  8  ft.,  weighing  If  =  20  lbs., 
rests  with  ont;  tnd  W  on  a  horiiontal  plane  ,-?//,  and  with  the  point  £ 
;u[j|)ort  whose  height  above  A//  is  /?E  =  /i  =  3  ft,  A  horizontal 
cord  AD  =  d^'  4  ft.  holds  the  rod  in  equilibrium.  Find  the  tension 
T  of  this  cord,  and  the  reactions  at  A  and  E. 

(3)  A  weightless  rod  AJi  of  length  /can  tiim  freely  about  one  end 

^  in  a  vertical  plane.     A  weight  )f  is  suspended  from  a  point  C  of 

the  rod;  AC=:c.     A  cord  BD  attached  to  the  end  /i  of  the  rod 

n  Cfjuilibrium  in  a  horizontal  position,  the  angle  ABD  being 

'.      Find  the  tension  7" of  the  cord  and  the  resulting  pressure 

I   A  on  the  hinge  at  A. 

(3)  A  homogeneous  rod  AB  ^=  2/ of  weight  If  rests  with  its  upper 
end  A  against  a  smooth  vertical  wall,  while  its  lower  end  £  is  fastened 
by  a  cord  of  given  length,  BC^  ib,  to  a  point  C  in  the  wall.  The 
rod  and  the  cord  are  in  the  vertical  plane  at  right  angles  to  the  wall. 
Find  the  position  of  equilibrium,  /.  e.  the  angle  ip^  ACB,  the  tension 
7"  of  the  cord,  and  the  pressure  A  against  the  wall. 

(4)  A  homogeneous  rod  . -15=  3/ of  weight  /f  rests  with  one  end 
A  on  a  smooth  horizontal  plane  AC,  with  the  other  end  B  against  a 
smooth  vertical  wall  BC,  the  vertical  plane  through  AB  being  at  right 
angles  to  the  intersection  C  of  the  wall  with  the  horizontal  plane.  The 
rod  is  kept  in  equilibrium  by  a  cord  EC,  Find  the  tension  7'of  this 
cord  if  the  angles  CAB=  0  and  ECA  =  •/>  are  given. 

(5)  A  weightless  rod  AB  =  I  can  revolve  in  a  vertical  plane  about 
I    a  hinge  at  ^  ;  its  other  end  B  leans  against  a  smooth  vertical  wall 

■whose  distance  from  A  \^  AD  ■'^  a.     At  the  distance  AC^  c  from  A, 
I   aweight  (F  is  suspended.      Find  the  horizontal  thnisty^^at  ^  and  the 
Dormal  pressures  A  and  B  &t  A  and  B. 

(6)  The  same  as  (5)  except  that  at  Bihe  rod  rests  on  a  smooth  hori- 
lOnlal  cylinder  whose  axis  is  at  right  angles  to  the  vertical  plane  through 
AB.  In  which  of  the  two  problems  is  the  horizontal  thrust  ^^at  A  least? 

(7)  In  the  problem  of  Art.  336,  if  the  force  ^be  at  right  angles  to 
I  AB,  find  J^  and  the  reactions  A,  E  for  equilibrium  :  (a)  when/>  e ; 
I  (3)  when/<^. 
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(8)  A  smooth  weightless  rod  AB  =  /  rests  at  C  on  a  smooth  hori- 
zontal cylinder  whose  axis  is  at  right  angles  to  the  vertical  plane 
through  the  rod ;  its  lower  end  A  leans  against  a  smooth  vertical  wall 
whose  distance  from  C is  CD ^  a;  from  its  upper  end  B  a  weight  W 
is  suspended.  Determine  the  distance  ^  C  ==  x  for  equilibrium,  and 
the  reactions  at  A  and  C. 

(9)  A  homogeneous  rod  of  weight  Wis  hinged  at  its  lower  end  ^, 
while  its  upper  end  B  leans  against  a  smooth  vertical  wall.  The  rod 
is  inclined  at  an  angle  0  lo  the  vertical,  and  carries  three  weights,  each 
equal  to  w,  at  three  points  dividing  the  rod  into  four  equal  parts. 
Determine  the  pressure  on  the  wall  and  the  reaction  of  ihe  hinge. 

(10}  A  homogeneous  rod  AB  ^  2/  of  weight  If  rests  with  one  end 
A  on  the  inside  of  a  fixed  hemispherical  bowl  of  diameter  2a  and  leans 
at  C  on  the  horizontal  rim  of  the  bowl,  so  that  the  other  end  B  is  out- 
side. Determine  the  inclination  to  the  horizon  fl  in  the  position  of 
equilibrium. 

(11)  A  homogeneous  rod  AB^=  !,  of  weight  W,  is  hinged  at  its 
upper  end  ^  so  as  to  turn  in  a  vertical  plane  ;  a  cord  attached  to  its 
lower  end  B  runs  over  a  fixed  pulley  C  (regarded  as  a  point,  on  the 
same  level  with  ^)  and  carries  a  weight /".  1{AC=  c  axid'^^CAB  =  0 
be  given  find  B  and  the  reaction  at  A  for  equilibrium. 

(12)  A  homogeneous  rod  AB  •=  2/  is  free  to  turn  in  a  vertical 
plane  about  a  horizontal  axis  C  dividing  its  length  into  segments 
AC^  a,  CB ■=  6.  It  is  in  equilibrium  in  a  horizontal  [wsition  under 
the  action  of  its  own  weight  W  and  two  forces  B'  at  A  and  B"  at  B, 
inclined  downward  and  outward  at  angles  u,  a'  to  the  horizon.  Find 
the  ratio  m  =  ajh  and  the  pressure  on  the  axis  at  C. 

(13)  A  homogeneous  rod  AB  =  2/,  of  weight  W,  rests  at  ^  on  a 
smooth  floor  and  leans  at  B  against  a  smooth  wall  inclmed  to  the 
horizon  at  an  angle  a.  A  cord  attached  at  B  runs  over  a  pulley  C  at 
the  top  of  the  wall  and  carries  a  weight  B.  Find  P  and  the  reactions 
at  A  and  B  for  equilibrium, 

(14)  What  horizontal  force  P  must  be  applied  to  the  axle  of  a 
wheel  of  weight  W  to  just  pull  it  over  an  obstacle  B  rising  one  wth  of 
the  radius  a  above  the  horizontal  road  ?  What  is  the  pressure  P'  on 
the  obstacle? 

(15)  Determine  the  force  /"which,  applied  at  the  center  of  awheel 
and  inclined  at  a  given  angle  a  to  the  horizon,  will  just  start  the 
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pii'heel  over  a  fixed  cylindrical  log,  whose  diameter  is  one  wth  of  thai  of 
the  wheel.     For  what  value  oi  a  is  jP  least  ? 

2.     STACIUTV. 

^^^^  341.  The  equilibrium  of  the  forces  acting  on  a  rigid  body  may 
^^^^  subsist  while  the  body  is  in  motion.  Thus,  if  the  motion  consist 
^^^K  in  a  mere  translation  with  constant  velocity,  the  equilibrium  mil 
^^H  not  be  disturbed  during  the  motion  if  the  forces  remain  £qual  and 
^^^V,  parallel  to  themselves. 

^^"         If.  however,  the  body  be  subjected  to  a  rotation,  this  will  in 
general  not  be  the  case.    The  present  considerations  are  restricted 

I  to  the  case  of  plane  motion ;  the  forces  are  supposed  to  lie  in  the 
plane  of  the  motion  and  to  remain  equal  and  parallel  to  themselves 
and  applied  at  the  same  points  of  the  body. 
342.  Let  A^A^  (Figs.  103  and  104)  be  a  rigid  rod  having  two 
equal  and  opposite  forces  F^,  /",  applied  at  its  extremities  in  the 
direction  of  the  line  A^A^.  Let  this  rod  be  turned  through  an 
angle  <f>  about  an  axis  at  right  angles  to  A^A^.  In  the  new  posi- 
tion the  forces  F,.  F^  instead  of  being  in  equilibrium,  form  a  couple 
whose  moment  is  ±  /^  ■  A^A^  sin<^. 

If  in  the  original  position  of  the  rod  the  forces  tend  to  increase 
the  distance  A^A^  (F'g>  103).  the  couple  in  the  new  position  will 
tend  to  bring  the  rod  back  to  its  position  of  equilibrium.  In  this 
case  the  original  position  of  the  rod  is  said  to  be  a  position  of 
stable  equilibrinm.  The  effect  of  the  earth's  magnetism  on  the 
needle  of  a  compass  offers  a  familiar  example. 

If,  however,  in  the  original  position  the  forces  tend  to  diminish 
the  distance  A^A^  (Fig.  104),  the  couple  arising  after  displacement 
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tends  to  increase  the  displacement  and  thus  to  remove  the  rod 
still  farther  from  equilibrium.  The  original  position  in  this  case 
is  said  to  be  one  of  unstable  equilibrium.  The  weight  of  a  rod 
balanced  in  a  vertical  position  and  the  reaction  of  the  support 
may  be  taken  as  an  illustration. 

Finally,  a  third  case  would  arise  if  the  forces  F^,  F^,  being  stilt 
equal  an</ opposite,"  were  applied  at  one  and  the  same  point  of  the 
rod.  The  forces  would  then  remain  in  equilibrium  after  a  dis- 
placement of  the  rod ;  such  equilibrium  is  called  neutral  or  aatatic. 

Generally,  the  equilibrium  of  a  rigid  body  is  said  to  be  stable 
if,  after  a  sufficiently  small  displacement  of  the  body,  the  forces 
tend  to  bring  the  body  back  to  its  position  of  equilibrium  ;  un- 
stable if,  after  a  sufficiently  small  displacement,  the  forces  tend  to 
remove  the  body  still  farther  from  its  position  of  equilibrium  ;  neu- 
tral if,  after  a  small  displacement,  the  body  remains  in  equilibrium. 

These  three  tj-pes  of  equilibrium  are  ako  well  illustrated  by  a 
homogeneous  sphere  placed  within  a  hollow  sphere  (stable  equi- 
librium), or  balanced  on  top  of  another  sphere  (unstable  equilib- 
rium), or  placed  on  a  horizontal  plane  (neutral  equilibrium). 

343.  The  different  cases  of  equilibrium  can  be  distinguished 
by  the  algebraic  sign  of  the  product  A^A^-F^  =  A.^A^-  F^,  which 
is  negative  for  stable  equilibrium,  since  A^A,^  and  F^  have  opposite 
sense  (Fig.  103),  positive  for  unstable  equilibrium  {Fig.  104),  and 
indeterminate  (since  A^A,^  =  o)  for  neutral  equilibrium, 

It  is  to  be  noticed  that  these  considerations  will  hold  whether 
the  rotation  of  angle  <f>  take  place  in  the  positive  or  negative 
sense.  But  they  hold  only  within  certain  limits  for  the  angle  of 
rotation.  Thus,  in  the  example  illustrated  by  Figs.  103  and  104, 
if  0  were  taken  as  large  as  tt,  a  new  po.sition  of  equilibrium  would 
be  reached;  but  it  would  be  unstable  for  Fig.   103,  stable  for 

g.  104. 

344.  Exercises, 
(i)  Explain  the  nature  of  the  equilibrium  of  a  body  of  weight  /(■' 

supported  at  a  single  point  according  to  the  position  of  that  point  above 
the  ceotroid  G,  below  G,  and  at  G  {^common  balance^. 
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(a)  A  body  of  weight  Jfis  placed  on  a  horizontal  plane.  Showthat 
f  the  equilibrium  is  stable  if  JF  meets  the  horizontal  plane  at  a  point  A 
'■  within  the  area  of  contact  and  that  it  is  unstable  if  A  lies  on  the  con- 
tour of  this  area.  If  the  actual  area  of  contact  have  re-entrant  angles, 
or  consist  of  several  detached  portions,  the-  area  bounded  by  a  thread 
drawn  tightly  around  the  actual  area,  or  areas,  of  contact  must  be 
substituted. 

(3)  An  obliiiue  cylinder  rests  with  its  circular  base  on  a  horizontal 
plane  in  unstable  equilibrium.  If  the  length  of  its  axis  be  twice  the 
diameter  of  its  base,  what  is  the  inclination  of  the  axis  to  the  horizon? 

(4)  Show  how  to  determine  graphically  the  stability  of  a  retaining 
wall  against  toppling  over  the  front  edge  of  the  base,  the  pressure  of  the 
earth  behind  the  wall  being  given  in  magnitude,  direction  and  position. 

(5)  A  cube,  a  hemisphere,  a  right  circular  cone  of  height  //  and 
base  radius  a,  and  a  right  pyramid  of  height  /;  and  square  base  of  side 
a  are  placed  on  a  plane  inclined  to  the  horizon  at  an  angle  0,  the  cube 

I  and  the  pyramid  so  that  one  side  of  the  base  is  horizontal.  If  the 
I  lowest  line  or  point  be  fixed,  for  what  incbnaiion  0  will  they  topple 
f  over? 

(6)  A  solid  is  formed  by  gluing  the  base  of  a  homogeneous  hemi- 
sphere of  radius  a  and  density  p,  on  to  the  base  of  a  homogeneous 
right  cone  whose  base  has  the  radius  a  and  whose  density  is  /',.  The 
solid  is  placed  on  a  horizontal  table,  with  the  axis  of  the  cone  vertical. 
What  must  be  the  height  h  of  the  cone  to  make  the  equilibrium 
neutral? 

(7)  In  Ex,  (6),  substitute  a  cylinder  for  the  cone. 


3.     JOINTED    FRAMES. 

345,  The  equations  of  equilibrium  are  derived  on  the  suppo- 
sitions that  all  the  forces  of  the  given  system  act  on  one  and  the 

I  same  rigid  body  and  that  this  body  is  perfectl)'  free  to  move. 
Hence,  in  applying  these  equations  to  determine  the  equilibrium 

I  of  an  engineering  structure,  a  machine,  etc.,  each  rigid  body  must 
be  considered  separately,  and  the  reactions  required  to  make  the 
body  free  must  be  introduced.  It  will  be  shown  in  a  subsequent 
section  how  the  principle  of  virtual  work  makes  it  possible  to  dis- 
pense with  some  of  these  precautions. 
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When  two  rigid  rods  are  connected  by  a  frictionless  pin-joint 
whose  axis  is  perpendicular  to  the  plane  of  the  rods,  the  acdon 
of  either  rod  on  the  other  at  the  joint  is  represented  by  a  single 
force  whose  direction  is  in  general  unknown.  Sometimes  con- 
siderations of  symmetry  will  enable  us  to  determine  this  direcdon. 

If  a  rigid  rod,  in  equilibrium,  be  hinged  at  both  ends  and  not 
acted  upon  by  any  otlter  forces,  the  reactions  of  the  hinges  must 
of  course  be  along  the  rod,  and  must  be  equal  and  opposite. 

348.  Two  rods  AC,  BC  (Fig.  105)  in  a  vertical  plane,  kinged 
together  at  C,  rest  -with  the  ends  A,  B  on  a  horisonlnl plane,  and  earry 
a  weight  W  suspended  from  ike  Joint  C,  If 
the  proper  "weight  of  the  rods  be  neglected, 
determine  the  normal  pressures  A  ,  B  and 
the  horizontal  thrusts  A^,  B^  at  A,  B. 

Resolving  the  weight  IV  along  CA,  CB 
into  fVu  IVs  and  considering  the  rod  A  C 
alone,  it  appears  that  the  total  reaction  at  A  is  along  A  C  and  =  W^  ; 
hence  resolving  Jfj  in  the  horizontal  and  vertical  directions,  A^sbA 
A^  are  found  ;  similarly  for  BC.  If  a,  §  be  the  angles  at  A  and  B 
in  the  triangle  ABC,  we  find 
cos,3 


COSa  C0S,5 


A,  =  -^ 


n(a-i.p) 


W; 


-W,    B=- 


W. 


cosu  sin^ 

or+^"'  "'~sin(TT7) 

id  B  are  eqvial  it  makes  no  differ- 


■      sinCa  +  /S) 
As  the  horizontal  thrusts  at  .^  a 
encewhether  the  rods  be  hinged  to  the  supports  at  ^/  and  fi,  or  whether 
the  thrust  is  taken  up  by  lateral  supports,  or  by  a  string  connecting  the 
ends  A,  B  of  the  rods. 

347.  Two  equal  homogeneous  rods  AC,  BC  (Fig.  106)  are  hinged 
at  A,  B,  C  so  as  to  form  a  triangle  whose  height  h  is  vertical  and  whose 
base  AB  =  zb  is  horizontal.  The  weight  of  each  rod  being  W,  find 
the  reactions  at  the  Joints, 

Owing  to  the  symmetry  of  the  figure,  the  reactions  at  Cmust  be 
equal  and  opposite  and  horizontal.  The  rod  .^  C  is  subject  to  three 
forces  only,  viz.  the  horizontal  reaction   C,  the  weight  W,  and  the 
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:s  through  the  intersection  D 


reaction  A  ;  the  latter  must  therefore  i 
of  C and  ir. 

If  the  direction  of  IFintersect  A^  at  Jt  and  the  scale  of  forces  be 

I  taken  so  as  to  have  /F represented  hy  DE  =  h,  DEAviiW  be  the  force 

I  polygon ;    hence    EA    represents    C  and  AD 

I  represents  A  on  the  same  scale  on  which  (f  is 

1  represented  by  h. 

Analytically,  the  reactions  are  found  by  re- 
solving the  forces  horizontally  and  vertically 
and  taking  moments  about  A  : 


--  C,     A'. 


ly. 


Ch=  W-^\ 


C=  mW,  A  =  Va;  +  A^ 
where  m  =  bish. 

348.  Two  equal  homogeneous  rods  AC,  EC,  each  of  weight  W,  are 
L  hinged  at  C;  their  etuis  A,  B  rest  on  a  smooth  horizontal  plane ;  a  third 
\  red  DE  is  hinged  to  them,  connecting  their  middle  points  (Fig.  107). 

The  plane  AB  being  smooth, 
the  reaction  at  A  is  vertical;  the 
reaction  at  Cis  horizontal  owing 
to  the  symmetry ;  that  at  D  is 
likewise  horizontal  if  the  weight  of 
the  rod  DE  be  neglected,  for  then 
this  rod  is  subject  only  to  the  reac- 
tions at  its  ends. 

Resolving  horizontally  and  ver- 
tically and  taking  moments  about 
D,  we  find  in  this  case 
f,     C=  D=  IVcota, 

a  =  l^BAC. 

■t  of  the  rod  DE  cannot  be  neglected,  we 

ion  D^  and  a  vertical  reaction  D^.     The 

s  that  ^D^  =  iti.     Hence  resolving  and 

■efind 

J3,=  {fr-Fia')cot=,     D,=  \w. 


If,  however,  the  weight  5 
have  aX  D  z.  horizontal  reac 
equilibrium  of  DE  requin 
taking  moments  as  before,  1 
A=  W+\w,      C  = 
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^^M  (i)  Solve  the  problem  of  Art.  347  by  replacing  each  weight  W  by 

f  }  If  at  each  end  of  each  rod,  then  resolving  the  load  IVo-t  £7  along  the 

I  rods,  etc. 

^^_  (a)  Ap]i!y  to  the  problem  of  Art.  348  the  principle  that  three 

^^^h  forces  in  equilibrium  must  pass  through  a  point. 

^^^B  (3)  Two  homogeneous  rods.^C,  BC  oi  equal  weight,  but  unequal 

^^^H  length  are  hinged  together  at  C  while  their  other  ends  are  attached  to 

^^^H  fixed  hinges  v4,  ^  in  the  same  vertical  tine.     Show  that  the  line  of 

^^H  action  of  the  reaction  at  C  bisects  AB. 

^^^H  (4)  Two  homogeneous  rods  AC=  BC=  2/,  in  a  vertical  plane, 

^^^H  each  of  weight  W,  are  connected  by  a  pin-joint  at  C  while  at  A  and 

^^^H  B  there  are  fixed  pin-joints,  the  point  A  lying  a  ft.  above  £.     Find 

^^^H  the  reactions  of  A  and  B  if  the  inclinations  a,  fi  o£  AC,  BC  io  the 

^^^H  horizon  are  given. 

^^™  3fiO.  A  triangular  frame  formed  of  rigid  rods  is  rigid  as  a  whole, 

even  when  the  connections  are  pin-joints.  A  quadrangular  frame 
with  pin-joints  becomes  rigid  only  by  the  insertion  of  a  diagonal. 

The  iron  and  steel  trusses  used  for  roofs  and  bridges  generally 
consist  of  a  system  of  triangles,  or  quadrangles  with  diagonals, 
that  the  whole  truss  can  be  regarded  as  one  rigid  body,  at  least 
in  first  approximation. 

Any  one  rod,  or  member,  of  the  frame-work  is  thus  acted  upon 
by  two  equal  and  opposite  forces,  /.  e.,  by  a  stress,  in  the  direction 
of  its  length,  the  external  forces,  including  the  proper  weight, 
being  regarded  as  applied  at  the  joints  only.  If  the  stress  be  a 
tension,  i.  e..  if  the  forces  tend  to  stretch  or  elongate  the  member, 
the  latter  is  called  a  tie;  a  member  subject  to  compression  or 
crushing  is  called  a  itrnt 

Strictly  speaking,  owing  to  elasticity,  the  members  of  the  frame 
slightly  change  their  length  and  the  supports  yield.  The  points 
of  application  nf  the  forces  change  therefore  their  position  under 
any  loading.  These  changes  arc  neglected  in  the  first  approxi- 
mation, the  supports  being  assumed  fixed  and  the  frame  rigid. 

361.  For  the  purpose  of  dimensioning  the  members,  it  is  neces- 
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sary  to  know  the  stress  in  every  member.  The  following  exam- 
ple illustrates  a  simple  method  for  finding  these  stresses  when  the 
external  forces  are  given. 

Let  the  frame-work  represented  in  Fig.  108  be  cut  in  two 
along  any  line  a^ ;  the  portion  on  either  side  of  this  line  must  be 
in  equilibrium  under  the  action  of  its  external  forces  and  the 


Fie.  108. 

stresses  in  the  members  intersected  by  a^S.  Thus,  in  the  figure, 
the  forces  A,  IV\,  F^,  F^,  F^  form  a  system  in  equilibrium ;  hence, 
the  sum  of  the  moments  of  these  forces  with  respect  to  any  point 
must  vanish. 

To  determine  F^^  take  moments  about  the  intersection  of  F^ 
and  F^ ;  thus  F^  and  F^  are  eliminated  from  the  equation  of 
moments,  and  F^  is  found.  Similarly  F^  is  obtained  by  taking 
moments  about  the  intersection  of  F^  and  F^,  The  arms  of  the 
moments  are  best  taken  from  an  accurately  drawn  diagram  of  the 
frame-work. 

If  only  two  members  be  intersected  by  a^,  the  origin  for  the 
moments  is  taken  first  on  one,  then  on  the  other,  of  the  two 
members  intersected. 
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By  beginning  at  one  of  the  supports  and  taking  sections 
through  the  successive  panels,  it  will  in  the  more  simple  cases 
be  possible  to  draw  the  line  a^  so  as  to  intersect  not  more  than 
three  members  whose  stresses  are  unknown.  Thus  the  stresses 
in  all  the  members  can  be  determined 


.  Exercise B. 


(i)   Find   the  stresses  in 
the  braced  beam  AB  (Fig. 
B       109) ,  carrying  a  weight  of  6 
^^     tons  at  each  joint  of  the  up- 
per chord.     The  horizontal 
width  of  the  panels  is  11  ft., 
the  middle  vertical  is  9  ft. 
(3)   In  Fig.    no,  the  dimensions  are  in  feet,  the  loads  in  tons. 
After  the  first  panel  the  sections  cannot  be  so  taken  as  to  intersect  not 
more  than  three  unknown  stresses.     But  the  girder  can  be  regarded  as 
obtained  by  the  superposition  of  two  girders  (each  carrying  half  the 
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load),  in  one  of  which  the  diagonals  ff  E,  CD  are  wandng,  while  in 
the  other  jyC,   EB  are  wanting.      Each  of  these  can  readily  be 

computed.  _E 

4.    GRAPHICAL    METHODS. 

3S3.  The  graphical  method  explained  m  Art.  299  for  deter- 
mining the  resultant  of  a  system  of  parallel  forces  can  be  ex- 
tended without  difficulty  to  the  genera!  case  of  a  plane  system  of 
forces.  The  only  difference  will  appear  in  the  form  of  tlie  force 
polygon,  which  lor  parallel  forces  collapses  into  a  straight  hne, 
while  in  the  general  case  it  is  an  ordinary  (unclosed;  polygon 
whose  closing    line  represents    the  resultant  in  magnitude   andj 
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^^^1  direction.     In  other  words,  when  the  forces  are  not  parallel,  they 
^^H    must  be  added  geometrically,  and  not  algebraically. 
r  The  construction  of  the  funicular  polygon  and  its  properties 

are  the  same  as  for  parallel  forces. 

If  the  force  polygon  does  not  close,  the  given  system  is  equiva- 
lent to  a  single  resultant  represented  in  magnitude,  direction,  and 
sense  by  the  closing  line ;  its  position  is  obtained  from  the 
funicular  polygon  whose  initial  and  final  lines  must_  intersect  on 
the  resultant 

If,  however,  the  force  polygon  closes,  the  system  may  be 
equivalent  to  a  couple,  or  it  may  be  in  equilibrium.  The  distinc- 
tion between  these  two  cases  is  indicated  by  the  funicular  polygon. 
If  the  initial  and  final  lines  of  this  polygon  coincide,  the  system 
is  in  equilibrium  ;  if  they  are  merely  parallel,  these  lines  are  the 
directions  of  the  forces  of  the  couple  to  which  the  whole  system 
reduces.  The  magnitude  and  sense  of  the  forces  of  the  resulting 
couple  are  obtained  from  the  force  polygon. 

3fi4.  Thus  it  follows  from  the  graphical  as  well  as  from  the 
analytical  method  that  a  plane  syston  may  be  equivalent  to  a 
single  force,  or  to  a  couple,  or  to  zero.  In  the  first  case,  the  force 
polygon  does  not  close,  and  the  initial  and  final  sides  of  the 
funicular  polygon  intersect  at  a  finite  distance.  In  the  second 
case,  the  force  polygon  closes,  and  the  initial  and  final  sides  of  the 
funicular  polygon  are  parallel.  In  the  third  case,  the  force  poly- 
gon closes,  and  the  initial  and  final  sides  of  the  funicular  polygon 
coincide. 

The  graphical  conditions  of  equilibrium  of  a  plane  system  are 
therefore,  two :  (i)the  force  polygon  must  close  ;  (2)  the  funic- 
ular polygon  must  have  its  initial  and  final  sides  coincident. 

355.  To  every  vertex  of  the  force  polygon  corresponds  a  side 
of  the  funicular  polygon,  and  %'ice  versa.  The  force  polygon  is 
said  to  close  if  the  last  vertex  coincides  with  the  first ;  similarly, 
the  funicular  polygon  niight  be  said  to  close  when  its  last  side 
coincides  with  the  first.  With  this  convention,  we  may  say  that 
PART  II — 1 5 , 
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the  conditions  of  equi/idrium  of  a  plane  system  require  the  closing- 
of  both  the  force  polygon  and  the  funicular  polygon. 

356.  One  of  the  most  important  applications  of  the  graphical  meth- 
ods is  found  in  the  delermination  of  the  stresses  in  the  fraine-weris  ased 
for  bridges,  roofs,  cranes,  etc.  The  following  example  will  illustrate 
the  method. 

Fig.  Ill  represents  the  skeleton  frame  of  a  roof  truss  subjected  to 
the  "loads"  /(',,  n\,  H-iand 
the  reactions  of  the  supi»oris 
A,  B.  The  members  of  the 
frame  in  connection  with  the 
lines  of  action  of  these  forces 
(imagined  as  drawn  from  in- 
finity up  to  the  points  of  appli- 
cation) divide  the  whole  plane 
into  a  number  of  compartments 
marked  in  the  figure  by  the  let- 
ters a,  b,  c,  d.  —  The  ex- 
ternal forces  as  well  as  the 
members  of  the  frame  (or  the 
stresses  acting  along  them )  can 
thus  be  designated  by  the  two 
letters  of  the  tivo  portions  of 
the  plane  separated  by  the  force 
orstress.  For  instance,  the  re- 
action A  is  denoted  by  ab,  and 
the  stresses  in  the  two  members 
concurring  at  A  are  be  and  ea. 
The  figure  just  described  may 
be  called  the  frame  diagram  ; 
and  we  proceed  now  to  con- 
f^K-  "•■  straotiX^  stress  diagrijm.* 

Laying  off  on  a  vertical  line  ^f  =  lV^,eg=^  ^K'S'=  W^,  and  bisect- 
ing bj  at  a,  we  have  the  polygon  of  the  external  forces  which  gives  the 
reactions  A  =  ab,  B  :=j'a. 

*  Tlie  student  ii  advised  to  draw  the  stress  diagram  him 
in  the  texU 


df  tUp  by  itep  as  indicated 
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Next,  beginning  at  the  vertex  A  the  stresses  in  the  two  members 
intersecting  at  A  are  found  by  resolving  the  reaction  A  along  the  direc- 
tions of  these  members;  and  this  is  done  in  the  stress  diagram  by 
drawing  parallels  to  these  directions  through  the  points  a  and  b.  The 
intersection  is  denoted  by  c. 

857.  It  will  be  noticed  that  the  three  lines  meeting  at  A  have  cor- 
responding to  them,  in  the  stress  diagram,  the  three  sides  ady  dc,  ca  of 
a  triangle.  The  force  A  ^=  ad  is  represented  by  ad ;  the  stress  in  the 
member  dc  (/.  e.  in  the  member  separating  the  compartments  ^,  c  in 
the  frame  diagram)  is  represented  in  magnitude,  direction,  and  sense 
by  the  side  dc  in  the  stress  diagram ;  and  the  stress  in  the  member  ca 
is  given  by  the  side  ca  of  the  triangle  adc.  To  obtain  the  sense  of 
each  stress  correctly,  the  triangle  adc  in  the  stress  diagram  must  be 
traversed  in  the  sense  of  the  known  force  A  =  ad  ;  this  shows  that  the 
member  dc  is  compressed,  the  stress  at  A  acting  towards  A,  while  ca 
is  subject  to  tension. 

It  will  be  found  in  general  that  M^  /tnes  of  the  stress  diagram  corre- 
sponding to  all  the  lines  meeting  at  any  one  vertex  of  the  frame  diagram 
form  a  closed  polygon.  The  reason  is  obvious :  the  forces  at  the  vertex 
must  be  in  equilibrium. 

358.  To  continue  the  construction  of  the  stress  diagram,  we  pass  to 
another  vertex  of  the  frame  diagram,  selecting  one  at  which  not  more 
than  tui'O  stresses  are  unknown.  Thus  at  the  vertex  acd  the  stress  in  ac 
is  kno^Ti,  being  represented  by  ac  in  the  stress  diagram.  Hence  draw- 
ing through  a  a  parallel  to  da^  through  c  a  parallel  to  cd^  we  find  the 
point  d  of  the  stress  diagram. 

The  vertex  dcdefcaLU  now  be  attacked  ;  dc,  cd,  de  are  already  drawn, 
and  it  only  remains  to  draw  ^parallel  to  efand  dfpsLrallel  to  df. 

The  rest  explains  itself.  Considerations  of  symmetry  are  frequently 
helpful  in  affording  checks. 

359.  Exercises. 

(i)  Check  the  computed  stresses  of  Exercises  (i)  and  (2),  Art. 
352,  by  constructing  the  stress  diagrams. 

(2)  Find  the  stresses  in  the  frame  (Fig.  112)  if  AA' ^  40  ft., 
33*^  12  ft.,  the  distance  between  these  lines  is  3  ft. ,  and  BA 
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(3)  Determine  the  stresses  in  the  frame.  Fig.  113,  if  the  load  con- 
sists of  seven  weights,  each  of  a  tons,  applied  at  the  joints  of  the  upper 
chord.  Owing  to  the  symmetry  of  the  figure,  it  is  sufficient  to  construct 
the  stress  diagram  for  half  the  frame.  Beginning  at  ^  a  difficulty  arises 
at  B  and  E  since  three  members  with  unknown  stresses  pass  through 
each  of  these  points.  The  difficulty  can  be  overcome  in  various  ways  ; 
for  instance,  by  observing  that,  owing  to  symmetry,  the  stresses  in  MG 
and  EHxaMst  be  equal ;  or  by  taking  a  vertical  section  near  C  and 
momcDts  about  C,  whereby  the  stress  in  Bff  can  be  found. 


.  Shearing  Force  and  Sending  Uoment.  Consider  a  hori- 
zontal beam  fixed  at  one  end  A  (Fig.  r  14),  and  acted  upon  at  the 
other  end  5  by  a  vertical  force  F.  If  the  beam  be  cut  at  any 
point  (Tand  the  equilibrium  of  the  portion  AC  be  considered,  the 
action  on  AC o(  the  portion  removed  must  be  replaced  by  its 
equivalent.  Now  the  force  F  at  5  is  equivalent,  by  Art.  327,  to 
an  equal  and  parallel  force  i^  at  C  in  connection  with  a  couple 
whose  moment  is  F-  BC. 

The  force  F  at  C  is  called  the  ahear- 
ing  force  of  the  cross-section  C,  and  the 
momentF-.fiC  the  bending  moment  at 
C.  Both  are  of  great  importance  in 
engineering,  as  their  combined  effect 
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represents  what  must  be  overcome  by  the  resistance  of  the  material 
of  the  beam,  /.  c.  by  the  internal  forces  holding  together  its  fibers. 
These  definitions  are  readily  generalized.  Let  any  beam  or 
girder,  supported  in  any  manner,  and  acted  upon  by  any  number 
of  vertical  forces,  be  divided  by  a  vertical  cross-section  into  two 
portions  A  arid  B.  For  the  portion  A  the  shearing  force  at  the 
cross-section  is  the  sum  of  all  the  external  forces  acting  on  B', 
and  the  bending  moment  is  the  sum  of  the  moments  of  all  these 
forces  with  respect  to  some  point  in  the  cross-section. 


361.  According  to  its  definition  the  bending  moment  of  a  beam 
at  any  cross-section  is  found  by  adding  the  moments,  with  respect 
to  the  cross-section,  of  all  the  external  forces  on  one  side  of  the 
section. 

Graphically,  the  bending  moment  is  readily  derived  from  the 
funicular  polygon.  Thus  in  Fig.  115,  for  the  cross-section  a^, 
the  resultant  of  the  forces  on  the  left  k  R'  ~  A  —  W^—  W^  =  o  3 
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in  the  force  polj'gon.  Its  position  is  found  by  determining  the 
intersection  of  the  two  sides  A'B'  and  III  of  the  funicular  polygon 
met  by  the  section  a/9.  For  the  funicular  polj'gon  resolves  A  along 
A'B'  and  1,  IV^  along  I  and  II,  li;  along  II  and  III.  The  com- 
ponents falling  into  the  same  line  being  equal  and  opposite  (as 
appears  from  the  force  polygon),  the  forces  A,  l!\,  U\  are  to- 
getlier  equivalent  to  the  components  along  A'B'  and  III ;  their 
resultant  R'  must  therefore  pass  through  the  intersection  5  of 
these  lines. 

Now  if/  be  the  horizontal  distance  of  the  point  Sfrom  a^,  the 
bending  moment  at  a0  is  R'  •p=o  i  -p.  If  a.^  intersect  A'B'  at 
P,  III  at  Q,  the  triangles  SPQ  and  (?  o  3  are  similar,  so  that  their 
altitudes  /  and  //areas  the  corresponding  sides  PQ  and  o  3  ;  hence 

i  03 

and  the  value  of  the  bending  moment  is  HPQ.  As  H  \&  con- 
stant, we  find  "Ccak  the  bending  moment  is  proportional  to  the  vertical 
heig/it,  or  ordinate,  of  the  funicular  polygon. 

5.      FRICTION. 

362.  The  reaction  between  two  surfaces  in  contact  has  so  far 
been  regarded  as  directed  along  the  common  normal  of  the  sur- 
faces.    This  is  true  when  the  surfaces  are  perfectly  smooth. 

The  surfaces  of  physical  bodies  are  rough,  i.  c.  they  present 
small  elevations  and  depressions  ;  when  two  such  surfaces  are  "  in 
contact"  the  projections  of  one  will  more  or  less  enter  into  de- 
pressions of  the  other  ;  the  greater  the  norma!  pressure  between 
the  surfaces,  the  more  will  this  be  the  case.  Hence  when  a  tan- 
gential force  acting  on  one  of  the  bodies  tends  to  slide  its  surface 
over  that  of  the  other  body,  a  resistance  will  be  developed  whose 
magnitude  must  depend  on  the  roughness  of  the  surfaces  and  on 
the  normal  pressure  between  them.  This  resistance  is  called  the 
force  of  BlidiBg  friction,  or  simply  the  friction. 

The  study  of  friction  belongs  properly  to  applied  mechanics, 
and  will  here  only  be  touched  upon  very  briefly. 
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368.  Imagine  a  body  resting  vnth  a  plane  surface  on  a  hori- 
zontal plane.  Let  a  small  horizontal  force  P  be  applied  at  its 
ccntroid  (which  is  supposed  to  be  situated  so  low  that  the  body 
is  not  overturned),  and  let  the  force  P  be  gradually  increased 
until  motion  ensues.  At  any  instant  before  motion  sets  in,  the 
friction  is  equal  to  the  value  of  P  at  that  instant  The  value  of 
y  at  the  moment  when  motion  just  begins  is  equal  and  opposite  to 
the  /ric/uwa/  resistance  F  between  the  surfaces  at  this  moment, 
and  this  resistance  is  called  the  limiting  static  friction. 

Careful  experiments  with  dr>'  solids  in  contact  have  shown  this 
force  to  be  subject  to  the  following  laws : 

( 1 )  The  magiiitJide  of  the  limiting  friction  F  bears  a  constant 
ratio  to  the  normal  pressure  N  betu^een  the  surfaces  in  contact ; 
that  is 

where  /a  is  a  constant  depending  on  the  condition  and  nature  of 
the  surfaces  in  contact  This  constant  which  must  be  determined 
cx[X!ri mentally  for  different  substances  and  surface  conditions  is 
called  the  coefficient  of  static  friction.  It  is  in  general  a  proper 
fraction  ;  for  perfectly  smooth  surfaces  /i  =  O. 

(2)  For  a  given  norma/  pressure  the  limiting  static  friction^  and 
hence  the  eoefneient  of  static  frictioft,  is  independent  of  the  area  of 
CK^utact^  provided  the  pressure  be  not  so  great  as  to  produce  cutting 
or  crush:  niT, 

364.  The  frictional  resistance  between  two  surfaces  in  relative 
motion  is  called  kinetic  friction.  It  is  subject,  in  addition  to  the 
two  laws  just  mentioned,  to  the  third  law : 

1^;)  Fcr  }fii\icra:c  vch\'ities,  kinetic  friction  is  nearly  ifuiependent 
of  the  :i\W:'r:\'S  of  jJic  bodies  in  contact. 

The  coetticient  of  stitic  friction  is  somewhat  greater  than  that 
o\  kinetic  friction.  A  slight  jarring  will  often  reduce  the  coeffi- 
dcnt  from  its  static  to  its  kinetic  value. 

1:  must  not  Ix"  forgotten  that  these  so-called  laws  of  friction  are 
ex'.x:rinient*il   laws,  and  therefore  true  only  approximately  and 
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within  the  limits  of  the  experiments  from  which  they  were 
deduced.  When  the  relative  velocity  of  the  surfaces  in  contact  is 
high,  or  when,  as  is  usually  the  case  in  machinery,  a  lubricating 
material  is  introduced  between  the  two  surfaces,  the  frictional 
resistance  is  found  to  depend  on  a  number  of  other  circumstances. 
such  as  the  temperature,  the  form  of  the  surfaces,  the  velocity, 
the  nature  of  the  lubricator,  etc.  Indeed,  when  the  supply  of 
the  lubricant  is  sufficient,  the  two  solid  surfaces  are  kept  by  it 
out  of  actual  contact ;  the  coefficient  of  friction  in  this  case  varies 
with  the  pressure,  area  of  contact,  velocity,  and  temperature. 

36fi.  Consider  again  a  body  resting  on  a  horizontal  plane  (Fig, 
1 1 6)  and  acted  upon  by  a  horizon- 
tal force  P  just  large  enough  to 
equal  the  limiting  friction  F.  The 
normal  reaction  N  of  the  plane  is 
equal  and  opposite  to  the  weight 
W.  The  body  is  thus  in  equilib- 
rium under  the  action  of  the  two 
pairs  of  equal  and  opposite  forces  ; 
but  motion  will  ensue  as  soon  as  P 
is  increased.  If  /*  be  decreased,  F  will  decrease  at  the  same  rate, 
so  that  the  equilibrium  remains  undisturbed. 

The  force  of  friction  /■-*  can  be  combined  with  the  normal  reac- 
tion N  to  form  a  resultant, 

R  =  v/7-"'irArs  =  vp^~^m, 

which  represents  tlie  total  naft'ion  of  the  horizontal  plane. 

If  0  be  the  angle  between  N  and   R  when  F  has  its  limiting 
value  F=  nN  (Art.  363),  we  have,  since  tan^  =  FjN, 

tani^  =  fi. 

The  angle  ^  thus  fumi.shcs  a  graphical  representation  for  the 
coefficient  of  fricdon  ft;  it  is  called  the  angle  of  friction. 


f 
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If  the  plane  be  not  horizontal,  but  inclined  to  t!ie  horizon 
at  an  angle  ff,  the  weight  IV  of  the  body  (regarded  as  a  particle) 
resting  on  the  plane  can  be  re- 
solved into  a  component  iV  sin^ 
along  tlic  plane,  and  a  compo- 
nent II^cos6'  perpendicular  to  it 
(Fig.  117)-  Hence,  if  no  other 
forces  act  on  tiie  body  it  will  be 
in  equilibrium,  provided  the  com- 
ponent IV  sinO  be  not  greater 
than  the  limiting  friction  F= 
filVcosd.    The  limiting  condition  fib.  11 

of  equilibrium  is,  therefore, 

fi.  IV  cos5  =  IV  sin^.     or     fi  =  tanff ; 

in  other  words,  if  the  angle  6  be  gradually  increased,  the  body  will 
not  slide  down  the  plane  until  ^  >  ^.     This  furnishes  an  experi- 
mental method  of  determining  the  angle  of  friction  <(>.  which  on 
I   this  account  is  sometimes  called  the  an^le  of  repose. 

367.  A  particle  /"(Fig.  118)  will  be  in  equilibrium  on  any  rough 
surface,  if  the  total  reaction  of  the  surface,  /.  e.  the  resultant  R  of 
the  normal  reaction  A'  and  the  friction  F,  is  equal  and  opposite  to 
the  resultant  R'  of  all  the  other  forces  acting  on  the  particle. 
The  limiting  value  of  tlie  angle  between  N  and  R  is  <f>.  so  that 
the  particle  can  be  in  equilib- 
rium only  if  the  resultant  R' 
makes    witli    the    normal    an 
angle   <^.      Hence,    il   about 
the  normal  PN  as  axis,  and 
with  P  as  vertex,  a  cone  be 
described  whose  vertical  angle 
is  2tfi,  the  condition  of  equilib- 
rium is  that  R'  must  lie  within 
called  the  cone  of  iriction. 


this  cone.     The  cone 
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368.  The  idea  of  the  angle  of  friction  suggests  ^  graphical  method 
for  problems  on  equilibrium  with  friction. 

The  case  of  a  rod  resting  on  two  inclined  planes,  Art.  339,  Fig. 
loz,  may  serve  as  an  example.-  If  the  intersection  E,  of  the  normal 
reactions  A  and  B  lies  on  the  vertical  through  D,  the  rod  will  be 
equilibrium  whether  there  be  friction  at  A  and  B  or  not.  When  this 
condition  is  not  fulfilled,  the  rod  may  still  be  in  equilibrium  if  there  be 
sufficient  friction  between  the  ends  of  the  rod  and  the  supporting 
planes. 

Let  /I  =  tanso  be  the  coefficient  of  friction  on  the  plane  CA,  a' 
=  iaxi-p'  that  on  CB  ;  then  the  total  reactions  at  A  and  B  will,  by  Art. 
365,  make  angles  not  greater  than  p  ^ind  ^',  respectively,  with  the  nor- 
mals to  the  planes.     Hence  the  two  limiting  positionsof  equilibrium  for 


■ 

"-A^js^—-''^ 

^^ 

^^^:^^^ 

C'^ 

c 

w 

w 

the  weight  W,  in  a  given  position  of  the  rod,  can  be  found  by  deter- 
mining the  intersection  of  the  lines  of  these  total  reactions  ;  the  limit- 
ing position  of  /Fis  the  vertical  through  this  intersection.  Thus,  to 
prevent  the  rod  from  sliding  up  the  plane  CA  and  down  the  plane  CB, 
the  friction  angles  if,  p'  must  be  applied  in  the  negative  sen.se  (clock- 
wise) to  the  normals  at  A  and  B ;  this  gives  one  limiting  position  jy 
for  the  point  D.  The  other  position  D"  is  found  by  applying  the 
friction  angles  In  the  positive  sense.  Equilibrium  will  therefore  sub- 
sist if  the  weight  be  placed  anywhere  between  ly  and  D". 
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The  construction  is  somewhat  simplified  when  ip  =  y',  since  then  the 
intersections  of  the  total  reactions  lie  on  the  circle  described  about 
^BC(Vig.  1:9)- 

369.  As  another  example  consider  the  ordinary  jack  intended  to 
raise  an  eccentric  load  /fading  vertically 
downwards  through  ^  (I''tg,  no)  by  a 
force/"  passing  vertically  upwards  through 
the  pitch  line  5  of  the  rack.  Near  Cand 
Z>  the  rack  is  pressed  against  the  casing. 
The  directions  of  the  total  reactions  C, 
D  at  these  points  are  found  by  ajiplying 
the  friction  angle  to  the  normals. 

The  four  forces  W,  P,  C,  D  can  be 
in  equilibrium  only  if  the  resultant  of 
W  and  D  is  equal  and  opposite  to  the 
resultant  of /'and  C;  hence,  if^bethe 
intersection  of  Ji'and/?,  /^  that  of /*  and 
C,  each  of  these  resultants  must  act  along 
£F. 

If  the  load  W  be  known,  the  other 
forces  can  now  be  found  by  constracting  ^'*"  ""■ 

the  force  polygon.  Draw  1  2  = /f '  in  position  (/.  e.  through  W); 
draw  I  3  parallel  to  C;  41  parallel  to  D \  and  through  the  intersec- 
tion 4  of  4  I  with  EP  draw  the  vertical  3  4  to  the  intersection  3  with 
a  3. 

370.  Exerciser 

( I )  Determine  the  tractive  force  required  to  haul  a  train  of  160  tons 
with  constant  velocity  up  a  grade  of  3  per  cent,  if  the  coefficient  of 
friciLon  is  1/200. , 

(2}  A  weight  Wis  to  be  hauled  alonga  horizontal  plane,  the  coeffi- 
cient of  friction  being  /(  =  tan  ^.  Determine  the  required  tractive  force 
I*  if  it  is  lo  act  at  an  inclination  a  to  the  horizon,  and  show  that  this 
force  is  least  when  a^if. 

(3)  A  particle  of  weight  lV"\s  in  equilibrium  on  a  rough  plane 
inclined  to  the  horizon  at  an  angle  8,  under  the  action  of  a  force  P 
parallel  to  the  plane  along  its  greatest    slope.     Determine  P:   (a) 


1 
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,  If  =  tan~V  being  the  J 


when  C^  ff,  (1*)  when  tf  =  y,  (r)  when  6 
angle  of  friction. 

(4)  Solve  Ex.  (3)   (rt)  graphically  by  means  of  the  friction  angle  i 
and  determine  what  part  of  /"  is  rc(]uired  to  overcome  friction. 

(5)  A  body  weighing  240  pounds  is  pulled  up  a  plane  inclined  at  \ 
45°,  by  means  of  a  rope.     If  /i  =  |,  find  the  tension  of  the  rope. 
What  portion  of  it  is  due  to  friction  ? 

(6)  A  particle  of  weight  Wis  kept  in  equilibrium  on  a  plane  in- 
clined at  an  angle  U  to  the  horizon  by  a  force  /"  making  an  angle  a 
with  the  line  of  greatest  slope  (in  the  vertical  plane  at  right  angles  to 
the  intersection  of  the  inclined  plane  with  the  horizon).     Find  the  I 
conditions  of  equilibrium  when  the  particle  is  on  the  point  of  moving   { 
{a)  down  the  plane,  (A)  up  the  plane. 

(7)  A  homogeneous  straight  rod  jiB  =  2/  of  weight  JV  rests  with 
one  end  .^  on  a  horizonlal  floor,  with  the  other  end  B  against  a  ver- 
tical wall  whose  plane  is  at  right  angles  to  the  vertical  plane  of  the  - 
rod.     If  there  be  friction  of  angle  p  at  both  ends,  determine  the  linut- 
ing  position  of  equilibrium. 

(8)  Two  particles  whose  weights  are  ]y,  W  are  in  equilibrium  oo 
an  inclined  plane,  being  connected  by  a  string  directed  along  the  line 
of  greatest  slope.  If  the  coefficients  of  friction  are  it,  11',  determine 
the  inclination  of  the  plane. 

(9)  A  straight  homogeneous  rod  AB  =  2/,  of  weight  iV,  rests  with 
the  lower  end  .^  on  a  rough  horizontal  plane  and  with  the  point  C 
{AC=^  c)  on  a  smooth  cylindrical  support.     The  rod  is  in  equilibrium 
when  inclined  at  a  given  angle  6  to  the  horizon  ;  determine  the  coef-    ■ 
fident  of  friction  at  A  and  the  reactions  at  A  and  C. 

(10)  If  in  Ex,  {9)  there  be  friction  both  at  A  and  C,  the  friction 
angle  f  being  the  same,  find  the  position  of  equilibrium  and  the'reao    , 
tions  at  A  and  C. 

(11)  A  solid  homogeneous  hemisphere  is  placed  with  its  curved 
surface  on  a  rough  inclined  plane;  investigate  the  conditions  of  equi- 
librium. 


371.  Jonmal  Friction.  A  journal,  or  trunnion,  is  the  cylindrical 
end  of  a  horizonlal  shaft,  by  means  of  which  the  shaft  is  supported  in 
its  bearing.  In  Fig.  121,  which  shows  the  cross-section  of  shaft  and 
bearing,  the  difference  of  the  diameters  is  exaggerated  for  the  sake  of 
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^^^^m  clearness ;  the  fit  between  journal  and  bearing,  even  if  it  were  perfect 

^^^H  originally,  would  not  remain  so  owing  10  unequal  wearing. 
^^^H         When  the  shaft  is  at  rest  the  pressure  JFof  the  journal  on  the  bear- 

^^^^1  ing  acts  vertically  downward 

^^m  thrc 

■  low 

^H  Th( 

mv: 

^^B  hen 

^^^H  anci 

^^^H  mot 

^  and 


through  the  center  O  and  the 
lowest  point  A  of  the  circle. 
The  rotation  produces  at  A 
lear  velocity  to  the  right 
*  be  counter-clockwise ; 
hence  the  frictional  resist- 
ance /i  (Fis  to  the  left.  The 
moment  of  this  force  about 
O  is  =  /'  fVr  ;  and  an  equal 
ind  opposite  moment  is  re- 
le  this  fric- 
But  this  is  not 


ficient  for  equilibrium  ;  the  sum  of  the 
forces  in  the  horizontal  direction  should  be  zero,  and  this  would  not 
be  the  case  if  the  frictional  force  acted  at  the  lowest  point  A.  Indeed, 
the  journal  will  move  up  the  side  of  the  bearing  to  a  point  Zisuch  that 
the  horizontal  components  of  the  normal  reaction  jV  and  of  the  friction 
/i.iVare  equal  and  opposite.  This  will  be  the  case  (Fig.  lai),  when 
the  radius  OP  makos  with  the  vertical  an  angle  a  such  that 


A' sin 


tij^  COS't, 


II  =  tUTltf, 

i.  e.  a  =  <f.  As  the  total 
reaction  J?  of  the  bearing, 
;".  e.  the  resultant  of  71'' and 
jiN,  is  also  inclined  at  the 
friction  angle  ip  to  the  nor- 
mal DO,  it  appears  that,  in 
the  position  of  equilibrium, 
I  the  reaction  A"  is  parallel  to 

f^*-  '^^'  OA    and    hence  vertical. 

The  two  equal  and  opposite  forces  Ji  and  W  form  the  friction  couple 
whose  moment  is  =  IV-  r  sinp.  Owing  to  the  smallness  of  the  lateral 
displacement  of  the  center  O,  the  weight  IV  can  still  be  regarded  as 
passing  through  the  lowest  point  A  of  the  bearing. 


238 


[372 


For  lubricated  journals  we  have/t  =  tanf<o,i,  so  that  we  can  re- 
place tally  by  siiiiP  ;  the  moment  of  the  friction  couple  is  then  =  ju  IVr, 
i.  e.  the  frictional  force  /*  Wean  be  regarded  as  acting  at  the  lever-arm 
r  (Fig.  III). 

372.  The  effect  of  jounial  friction  can  also  be  illustrated  as  follows(  Fig. 
123).  Theshaft  and  journal  may  be  regarded  as  rotating  uniformly  about 
their  common  horizontal  a\is  under  the  action  of  a  driving  force  whose 
moment  about  O  would  have  to  be  equal  and  opposite  to  that  of  the 
resistance,  or  load,  if  there  were  no  journal  friction.  For,  in  this  case, 
the  reaction  of  the  bearing  to  the  weight  IF  of  the  shaft  would  act  ver- 
tically upwards  through  the  axis  of  the  shaft,  so  that  its  moment  would 
be  zero.  The  existence  of  friction  between  journal  and  bearing  requires 
an  increase  of  the  driving  force,  which  may  be  regarded  as  a  small  tan- 
gential force  P  applied  at  any  point  B  such  that  its  moment  P-  OB 
equals  the  moment  about  O  of  the  frictional  resistance*. 

Let  C  be  the  intersection  of  the  direc- 
tion of  this  force  P  with  the  vertical 
through  O  and  A,  which  is  the  line  of 
action  of  the  weight  IV  of  the  shaft. 
The  resultant  of  P  and  JFpasses  through 
C,  and  intersects  the  circumference  of 
the  journal  at  a  point  D  near  A  ;  the  to- 
tal reaction  of  the  bearing  is  equal  and 
opposite  to  this  resultant.  As  this  total 
reaction  must  make  an  angle  p  with  the 
normal  at  D,  we  have  for  the  perpen- 
dicular 0£  dropped  from  O  on  CD: 


FIe-  123. 


OE  =  p  =  r  siny. 


where  r  is  the  radius  of  the  journal.  A  circle  described  about  O,  with 
p  as  radius,  has  the  total  reaction  of  the  bearing  as  a  tangent.  This 
circle  is  called  the  friction  circle.  As  f  is  generally  very  small  in  the 
ca,se  of  journal  friction,  jt  =  tan^o  can  be  substituted  for  siny,  and  we 
have  for  the  radius/)  of  the  friction  circle 


L 


As  soon  as  any  one  point  is  known  through  which  the  total  reaction 
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I  must  pass  (as  the  point  C  in  Fig.  123),  its  direction  is  found  by 
[  drawing  through  this  point  a  tangent  to  the  friction  circle. 

373.  K  the  shaft  revolved  in   the  opposite  sense,  ('.  e.  clockwise 
(instead  of  counter-clockwise,  as  assumed  in  Fig.  123),  the  tangent  to 

[  the  friction  circle  would  have  to  be  drawn  through  C  on  the  other  side 

f  of  the  friction  circle. 

in  the  case  of  axle-Mction,  <.  e.  when  the  journal,  or  axle,  is  fi\ed, 
ile  the  bearing,  or  hub,  revolves  about  it,  the  same  considerations 
would  apply,  except  that  the  point  of  appbtation  of  the  total  reaction 

I  would  now  be  at  the  top,  at  B" ,  instead  of  D. 

374.  Pin-frictioil,  as  it  occurs  in  link-work  and  jointed  frames  that 
'  are  not  absolutely  stiff,  is  not  different  from  journal  friction  or  axle- 
1  friction,  and  can  be  treated  in  the  same  way.     Thus,  a  link  connected 
'    to  other  parts  of  a  machine  by  means  of  a  pin  at  each  end  would  trans- 
mit the  force  along  the  line  joining  the  centers  of  the  pins  if  there  were 
no  friction.     To  take  account  of  pin-friction,  we  have  only  to  draw  the 
friction  circles  about  the  center  of  each  pin  ;  the  direction  in  which 
the  force  is  transmitted  by  the  link  is  tangent  to  both  these  circles. 

Which  one  of  the  four  common  tangents  represents  this  direction 
I  must  be  decided  in  each  particular  case  by  considering  that  the  reac- 
I  don  exerted  by  one  link  on  another  connected  with  it  by  a  pin  is  in  the 


I  direction  of  the  motion  of  the  former  relative  to  the  other.  Thus  if 
the  link  ^j9(Fig.  114)  be  subject  to  tension,  and  its  motion  relative  to 
the  adjoining  links  at  A  and  5  be  as  indicated  by  the  arrows  in  the 
figure,  the  contact  between  the  link  and  pin  will  be  on  the  outside 
both  at  A  and  B ;  the  friction  is,  therefore,  directed  downwards  at  y* 
and  upwards  at  S,  and  the  line  PQ  along  which  the  force  is  trans- 
mitted touches  the  friction  circle  at  A  below,  at  B  above. 

If  the  link  were  under  compression,  with  the  same  relative  motions, 
the  line  of  the  force  would  have  the  direction  P'Q. 

375.  The  simplest  case  of  pivot -friction  is  that  of  a  vertical  shaft 

'  of  weight  If  resting  with  its  circular  end  on  a  plane  horizontal  sup- 
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port.  If  a  be  the  radius  of  the  end  of  the  shaft,  the  pressure  per 
unit  of  area  is  If/mi',  and  the  pressure  on  a  polar  element  of  area  is 
(  lVJ!:a')  ■  rilrda. 

The  friction  at  this  element,  ;i{  Wl-^d")  ■  rdrdB,  is  directed  along 
the  tangent  to  the  circle  of  radius  r ;  its  moment  with  respect  to  the 
center  O  of  the  circle  is  therefore  /i(  \VJT.^)r'drd&.  Hence  the  whole 
moment  of  friction  about  O  is 


^  (rjp-"^^^'  ^^^  ^^^^Ta'^^ 


W-  \a. 


This  may  be  regarded  as  the  moment  of  a  force  y.  W  applied  at  a 
distance  \a  from  the  center.  The  result  is  of  little  practical  value 
since  the  pressure  of  a  vertical  shaft  cannot  be  regarded  as  distributed 
uniformly  over  the  area  of  contact,  as  here  assumed. 

376.  Belt-£rictioii.  A  belt  running  over  two  pulleys  and  stretched 
so  tight  as  to  prevent  slipping  is  a  common  means  of  transferring  the 
rotary  motion  about  the  axis  of  one  pulley,  say  A,  to  the  axis  of  the 
other  pulley  J} ;  A  is  called  the  driver,  £  is  the  driven  pulley.  We 
assume  the  axes  parallel  and  the  rotation  counter-clockwise. 

When  the  pulleys  are  at  rest  the  tension  in  UE  (Fig.  125)  is  of 


I 


Fig.  135. 

course  equal  to  the  tension  in  CJ-'.  But  if  the  pulley  A  be  set  in 
motion,  say  by  a  tangential  driving  force  /"acting  at  a  lever  arm  /, 
while  the  pulley  B  experiences  a  resistance  p  whose  arm  is  f,  the  ten- 
sion in  D£  will  increase  to  a  certain  value  7",,  and  the  tension  in 
C/''  will  decrease  lo  a  value  T,  until  the  difference  7;  —  7",  is  suffi- 
cient to  overcome  the  resistance  Q.  This  difference  is  due  to  the 
friction  along  the  surface  of  contact  CJ}.  If  the  resistance  Q  be  too 
great  this  friction  might  not  be  sufficient,  and  slipping  of  the  belt  on 
the  driver  would  occur. 


i 
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877.  Let  us  try  to  determine  the  condition  which  T^  and  T^  must 
satisfy  to  prevent  slipping.  To  do  this  we  determine  the  equilibrium 
of  the  belt  at  the  moment  when  slipping  is  just  on  the  point  of  taking 
place. 

The  tension  of  the  belt  increases  gradually  along  the  arc  of  contact 
CD  from  the  value  T^  at  C  to  the  value  7;  at  I>.  Let  it  be  T  at  the 
point /^and  7^4-  J  T'at  the  near  point /^  (Fig.  126).  The  portion /»7^ 
of  the  belt  is  in  equilibrium  under  the  action  of  the  forces  T,  T-h  JT 
and  the  reaction  J7?  of  the  pulley  ;    hence  J  J?  must  pass  through  the 


T-f  AT 


Fig.  126. 

intersection  of  T  and  T-\-  JT  and  be  equal  and  opposite  to  their 
resultant.  As  the  angle  PAF*  =s  AO  approaches  zero,  the  reaction  AR 
a|)proaches  as  limiting  direction  the  line  through  P  inclined  to  AP  at 
the  friction  angle  ^.  Resolving  therefore  T+  AT  along  T  and  at  right 
angles  to  it  we  have : 

,.     (T-\-AT^zosAO^T 
tan^  =  lim.    _  ^  _^-^^^-.^-   _ 

__  I  AO      (r+  ^^)  cosJ<?—  T 

—  ""^  T  -\-  AT  '  sinAO  '  AO 

I  ^0       /AT       ^        ^     cosAO  —  I  \ 

=  1'™  TiriT  ■  sin  H  •  ( -J-O  '^^"'  +  ^ •  —40—  } 

PART  II  — 16. 


As  UmJfl/sinJO=  i,  \imJTIJe  =  i/Tjii<i,  lim(cosi0- 
we  have  finally 


Writing  ;i  for  tanp  and  integrating  over  the  whole  arc  of  contact  CD 
we  find,  if  #,  be  the  angle  of  this  arc, 

log  T,  -  log  r,  =  p»„     or  J'  =  e-'^. 

Taking  common  logarithms  we  have  : 

Log  y  =  o.4343/ifl,, 

where  S  must  be  expressed  in  radians. 

378.  Boiling  Friction.  Kincmatically  the  difference  between 
sliding  and  rolling  motion  consists  in  this  :  in  the  case  of  sliding 
the  same  point  or  surface  area  of  one  body  comes  in  contact  with 
different  points  or  areas  of  the  other;  in  roiling,  the  points  that 
come  successively  in  contact  are  different  for  both  bodies.  We 
shall  consider  only  the  simplest  case,  tliat  of  a  homogeneous  cir- 
cular cylinder  roiling  over  a  plane  surface.  The  motion  is  called 
ptire  rolling  only  when  the  line  of  contact  is  the  instantaneous 
axis  of  rtJtation ;  the  lowest  point  of  the  cross-section  of  the 
cylinder  is  therefore  instantaneously  at  rest  in  the  case  of  rolling. 
To  bring  about  this  result  there  must  exist  sufficient  sliding 
friction  between  cylinder  and  plane  to  prevent  sliding;  roiling 
therefore  always  presupposes  the  existence  of  sliding  friction. 

If  both  cylinder  and  plane  were  perfectly  rigid  the  slightest 
horizontal  force  (say,  at  right  angles  to  the  axis  of  the  cylinder) 
would  suffice  to  produce  roiling  ;  in  this  case  there  would  be  no 
resistance  to  rolling. 

If  the  cylinder  alone  be  regarded  as  rigid  while  the  material  of 
the  supporting  plane  yields  (unelastically)  to  the  pressure  Wof 
the  cylinder  (Fig.  127),  the  case  is  somewhat  similar  to  that 
of  pulling  a  wheel  over  an  obstacle  in  the  road  (see  Ex.  14,  Art. 
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Fig.  127. 


340).  The  reaction  of  the  ground  will  act  a  short  distance  c  in 
front  of  the  vertical  radius  CA  =  r;  for  equilibrium  this  reaction 
must  pass  through  the  center  C, 
The  horizontal  force  F  neces- 
sary to  produce  rolling  is  equal 
and  opposite  to  the  horizontal 
component  of  this  reaction  ;  and 
as  we  assume  the  yielding  of  the 
ground  to  be  very  slight,  we 
have  F/  IV  =z  c/r,  or 

/*  =  c  — . 
r 

The  formula  shows  the  advantage  of  a  large  radius. 

The  force  F  is  called  Xho.  force  of  rolling  friction  ;  a  couple  of 
moment  Fr  is  often  spoken  of  as  the  couple  of  rolling  friction. 

As  it  would  be  difficult  to  determine  the  point  of  application 
of  the  reaction,  the  constant  c  must  be  found  experimentally ;  it 
is  called  the  coefficient  of  rolling  friction.  The  numerical  value 
of  this  coefficient  for  hard  substances  is  very  much  smaller  than 
that  of  the  coefficient  of  sliding  friction. 

379.  If  the  material  of  the  supporting  plane  is  partly  elastic  it 
will  rise  behind  the  wheel  after  having  been  compressed,  thus 
diminishing  the  amount  of  rolling  friction.  It  would  seem  to 
follow  that  there  is  no  resistance  to  rolling  for  perfectly  elastic 
materials.  This  is,  however,  not  the  case  as  careful  experiments 
have  shown.  The  vertical  compression  which  makes  the  sup- 
]:)orting  surface  bulge  out  in  front  of  the  wheel  as  well  as  behind 
it  is  accompanied  by  a  horizontal  extension  which  makes  the 
wheel  slip  slightly ;  this  slipping  calls  forth  sliding  friction  both 
behind  and  in  front  of  the  lowest  point. 

VI.    Solid  Statics, 

I.     THE    CONDITIONS    OF    EQUILIBRIUM. 

380.  The  equilibrium  of  a  rigid  body  in  the  most  general  case, 
that  is,  when  acted  upon  by  any  number  of  forces  Fim,  space  of 
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three  dimensions,  can  be  investigated  in  a  manner  similar  to  that 
adopted  for  the  plane  system  in  Art.  330. 

Selecting  as  origin  any  point  0  rigidly  connected  with  the 
body,  let  two  equal  and  opposite  forces  F,  —  Fhc  applied  at  0,  for 
every  one  of  the  given  forces  F.  The  effect  of  the  given  system 
of  forces  on  the  body  is  not  changed  by  the  introduction  of  these 
forces  at  0.  Rut  we  may  now  regard  the  given  force  F  acting  at 
its  point  of  application  P  as  replaced  by  the  equal  and  parallel 
force  F  at  0.  in  combination  with  the  couple  formed  by  the 
original  force  Fit  P  and  the  force  —FatO.  All  the  forces  of  the 
given  system  are  tlius  transferred  to  a  common  point  of  applica- 
tion 0,  and  can  therefore  be  compounded  into  a  single  resultant^, 
passing  through  0  and  represented  in  magnitude  and  direction  by 
the  geometric  sum  of  the  forces.  In  addition  to  this  resultant  J^, 
we  obtain  as  many  couples  {F,  —  F)  as  there  \vere  forces  given ; 
and  their  resultant  is  found  by  geometrically  adding  the  vectors 
of  the  couples  {Art.  325). 

Thus  the  given  system  of  forces  is  seen  to  be  equivalent  to  a 
resultant  K  in  combination  witli  a  couple  whose  vector  we  shall 
call  //;  in  other  words,  it  has  been  proved  that  an_y  system  of 
forces  acting  on  a  rigid  body  can  be  reduced  to  a  single  resultant 
force  in  combinatioit  witk  a  single  resultant  couple. 

381.  A  further  reduction  is  in  general  not  possible.  The 
general  conditions  of  equilibrium  are,  therefore, 

R  =  o,     H=  o. 


Under  special  conditions  it  may  of  course  happen  that  R  is 
perpendicular  to  the  vector  H.     In  this  case  R  and  H  can  be 

combined  into  a  single  force  R  (Art,   326),  so  that  the  whole 
system  reduces  to  a  single  resultant. 

382.  It  is  to  be  noticed  that  in  the  general  reduction  of  forces 
(Art.  380),  the  magnitude,  direction,  and  sense  of  the  resultant 
force  R  are  entirely  independent  of  the  position  of  the  origin  0, 
the  resultant  being  simply  the  geometric  sum  of  all  the  given 
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forces.  The  resultant  couple  H,  on  the  other  hand,  will  in 
general  differ  according  to  the  origin  selected. 

To  investigate  this  dependence,  let  R,  //"(Fig.  128)  be  the  f/c- 
f«f;/iS(y"/-('(/«r//o// for  the  origin  0\  i.  f.  let  A' be  the  resultant,  VVthe 
vector  of  the  resulting  couple  of  a  gi\'en  system  of  forces  when  O 
is  selected  as  origin.  To  find  the  ele- 
ments of  reduction  of  the  same  system 
lOf  forces  when  some  other  point  0'  is 
taken  as  origin,  it  is  only  neces.sary  to 
ipply  at  0'  two  equal  and  opposite  forces 
Ji,  —  R,  each  equal  and  parallel  to  the 
original  resultant  R.  The  given  system 
of  forces  being  equivalent  to  li  and  //  at 
OwiU  also  be  equivalent  to  the  resultant 
R  at  0',  the  couple  whose  vector  is  // 
(which  may  be  drawn  tlirough  0'  with- 
out changing  its  effect),  and  the  couple 
formed  by  y?  at  0  and  —  7?  at  0'.     If 

/  be  the  line  of  R  through  0,  /'  tlie  line  of  R  through  0',  and  r 
the  distance  of  these  parallels,  the  moment  of  the  latter  couple  is 
Rr  and  its  vector  is  at  right  angles  to  the  plane  (/.  0').  Com- 
bining the  vectors  N  and  Rr  into  a  resultant  vector  //'  by  geo- 
metric addition,  we  have  found  the  elements  of  reduction  R,  //' 
for  the  origin  0'. 

383.  If  the  new  origin  0'  had  been  selected  on  the  line  /  of  the 
original  resultant,  no  new  couple  {R,  r)  would  have  been  intro- 
duced, and  //  would  not  have  been  changed.  But  whenever  the 
line  of  action  /  of  the  resultant  is  changed,  the  vector  of  the 
resultant  couple  N  is  changed. 

By  increasing  the  distance  r  between  /  and  /'  the  moment  Rr 
of  the  additional  couple  is  increased.  The  effect  of  combining 
this  additional  couple  Rr  with  If  is.  in  general,  to  vary  both  the 
magnitude  of  the  resulting  vector  H'  and  the  angle  0  it  makes 
with  the  direction  of  the  resultant  R.  It  can  be  shown  that  the 
line  /'  of  the  new  resultant  can  always  be  selected  so  as  to  reduce 
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the  angle  <f>  to  zero.  The  line  /„  For  which  <^  =  o,  i.  e.  for  which 
the  vector  H  of  the  resultant  couple  is  parallel  to  the  resultant 
force  R,  is  called  the  central  axis  of  the  given  system  of  forces. 
We  proceed  to  show  how  it  can  be  found. 

384.  Let  the  vector  H  be  resolved  at  0  into  a  component 
H^  =  H  cos</>  along  /,  and  a  component  H^=-  H  sin<^,  at  right 
angles  to  /(Fig.  129).  In  the  plane  passing  through  /  at  right 
angles  to  //,,  it  is  always  possible  to  find 
a  line  /^  parallel  to  /  at  a  distance  r^  from 
/,  such  as  to  make  Rr^  =  —  H^. 

The  line  /„  so  determined  is  the  central 
axis.  For,  if  this  line  be  taken  as  the  line 
of  the  resultant  R.  the  additional  couple 
Rr^  destroys  the  component  //,,  so  that 
the  resulting  couple  H^  has  its  vector 
parallel  to  R. 

386.  As  the  direction  of  the  vector  Ff 
is  always  changed  in  passing  from  line  to 
line,  there  can  be  but  one  central  axis  for 
a  given  system  of  forces. 

It   appears  from  the  construction  of 
the  central  axis  given  in  Art.  384,  that 
the  vector  of  the  resulting  couple  for  this  axis  /^  \s  H^^=  H  cos^ ; 
it  is,  therefore,  less  than  for  any  other  line. 

I  tisinstructive  to  observe  how  the  vector /^increasesand  changes 
its  direction  as  we  pass  from  the  central  axis  l^  to  any  parallel  line  /, 
The  transformation  from  /„  to  /  requires  the  introduction  of  a 
couple  [R,  r^)  whose  vector  Rr^^  (Fig.  1 30)  is  at  right  angles  to 
the  plane  (/^,  /)  and  combines  with  //„  to  form  the  resulting  couple 
//  for  /.  As  the  distance  r^  of  /  from  /^  is  increased,  both  the 
magnitude  of  //  and  the  angle  <f>  it  makes  with  /  increase  until, 
for  an  infinite  r^,  the  angle  1^  becomes  a  right  angle. 

398.  It  is  evident  that  since  N^  =  //cos<t>,  the  product  RHcosift 
is  a  constant  quantity  for  a  given  system  of  forces.  It  has  been 
called  the  invariant  of  the  system. 
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If  the  elements  of  reduction  for  the  central  axis  (R.  H^  be 
given,  those  for  any  parallel  line  /  at  the  distance  r^  from  the  central 
axis  are  detennined  by  the  equations 


H*  =  H*  +  I^r^,    tan^  = 


^L 


til- 


I       To  sum  up  the  results  of  the  preced- 
ing articles,  it  has  been  shown  that  any  H^ —  - 
system  of  forces  acting  on  a  rigid  body    I    nJo 
cati  lie  reduced,  in  an  infinite  number  of     \^-  - 
ways,  to  a  resultant  R  in  combination 
with  a  couple  H,     For  all  these  reduc- 
tions the  magnitude,  direction,  and  sense 

:  of  tlie  resultant  R  are  the  same,  but  tlie 
vector  H  of  the  couple  changes  accord- 
ing to  the  position  assumed  for  the  line 
of  R.     There  is  one,  and  only  one,  position  of  R,  called  the  cen- 

I  tral  axis  of  the  system,  for  which  the  vector  //  is  parallel  to  A' 

I  and  has  at  the  same  time  its  least  value,  //„ ;  this  value  //^  is 
-equal  to  the  projection  of  any  other  vector /f  on  the  direction 

\  of  the  resultant  R. 

387.  While,  in  general,  a  system  of  forces  cannot  be  reduced  to 
I  a  single  resultant,  it  can  always  be  reduced  to  tivo  non-intersecting 

forces.  This  easily  follows  by 
considering  the  system  reduced 
to  its  resultant  R  and  resulting 
couple  H  for  any  origin  0  (Fig. 
131).  Let  F,  — /^be  the  forces, 
;*  the  arm  of  the  couple  //"."and 
place  this  couple  so  that  one  of 
the  forces,  say  —F,  intersects  R  at 
0.  Then,  combining  R  and  ~F 
into  their  resultant  P,  the  given 
system  offorces  is  evidently  cquiv- 
forces  F,  F'  (compare  Art.  32S), 


*  alent  to  the  two  non-intersectiiij 
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388.  The  two  forces  F,  F'  determine  a   tetrahedron  OABC; 
and  it  can  be  shown  that  the  volume  of  this  tetrahedron  is  constant  \ 
and  equal  to  one  sixth  of  the  invariant  of  the  system  (Art  386). 
The  proof  readily  appears  from  Fig.    131.     The  volume  of  the   1 
tetrahedron  OABC  is  evidently  one  half  of  the  volume  of  the   ' 
quadrangular  pyramid  whose  vertex  is  C  and  whose  base  is  the  j 
parallelogram  OBAD.     The  area  of  this  parallelogram  is  Fp  = 
H \  and  the  altitude  of  the  pyramid  is  =  ^  cos^,  being  equal  to  | 
the  perpendicular  let  fall  from  the  extremity  of  R  on  the  plane  of 
the  couple  ;  hence  the  volume  of  the  tetrahedron 

389.  To  effect  the  reduction  of  a  given  system  of  forces  analyt- 
ically, it  is  usually  best  to  refer  the  forces  F  and  their  points  of    ' 
application  /*  to  a  rectangular  system  of  co-ordinates  Ox,  Oy,  Oz 
(Fig.  132).      \jeX.  X, y,  3  be  the  co-ordinates  of  Pa.TidX,  Y,  Z 
the  components  of  ^parallel  to  the  axes. 

To  transfer  these  components  to  0  as  common  origin,  we  pro- 
ceed as  in  Art.  333.     Thus  to  transfer,  say  X,  we  introduce  at  , 
/",  the  foot  of  the  perpendicular  let  fall  from  Pon  the  plane  sx,  , 
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two  equal  and  opposite  forces  X,  ^  X\  and  we  do  the  same  thing 
at  0.  Then  the  single  force  JTat  P  is  replaced  by  tlie  force  X 
at  0  in  combination  with  the  two  couples  formed  by  X  at  P, 
—  X^t  P',  and  A' at  P',  —  A' at  0.     The  vector  of  the  former 
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couple  is  parallel  to  Od,  its  moment  is  ~yX\  the  negative  sign 
being  used  because  for  a  person  looking  on  the  plane  of  the 
couple  from  the  positive  side  of  the  axis  0^  the  couple  rotates 
clockwise.  The  vector  of  the  latter  couple  is  parallel  to  Oy,  and 
its  moment  is  sX. 

The  transfer  of  Y  to  the  origin  0  requires  the  introduction  of 
two  couples,  —  3  K  having  its  vector  parallel  to  Ox  and  .rF  having 
its  vector  parallel  to  Os. 

Finally,  transferring  Z  to  (7,  we  have  to  introduce  the  couples 
—  xZ  with  a  vector  parallel  to  Oy,  aixdyZ  with  a  vector  parallel 
^toOx. 

Thus  each  force  F  is  replaced  by  three  forces  X,  Y,  Z  along 
the  axes  of  co-ordinates  and  applied  at  0,  in  combination  with 
three  couples  whose  vectors  ar^ yZ —  ^Kparallel  to  Ox,  sX  —  xZ 
parallel  to  Oy,  jrF— ^j/A'parallel  to  Oz. 

390.  Doing  the  same  thing  for  every  force  of  the  given  system 
and  adding  the  components  having  the  same  direction,  the  system 
,  will  be  found  equivalent  to  the  three  rectangular  forces 

"LX,  SK,  £Z, 

■'Implied  at  0,  together  with  the  three  couples 

"^.ijZ-  zY),     "LisX—  xZ),     ^(xY-yX), 

L  whose  vectors  are  at  right  angles. 

The  three  forces  can  now  be  compounded  into  a  single  resultant 


R  =  V(s.xy  +  (2  K)*  +  (izy. 

I  whose  direction  is  determined  by  the  angles  a,  0,  y  which  it 
I  makes  with  the  axes  Ox,  Oy,  Oz : 

^.X  „      £K  "S-Z 

cosa  =  -j^  ,     cosp  =  -^  .     COS7  =  -^-  . 

In  the  same  way  the  three  couples  can  be  compounded  into  a 
jingle  resulting  couple  whose  moment  is 

;  ff~  V\%iyz~zY)Y+  [i.{zx-xz)y^  ^{xY~yx)y. 


391.  Since  ^,  as  well  as  H'^,  is  thus  found  as  the  sum  of  three 
squares,  each  of  these  quantities  can  vanish  only  if  the  three 
squares  composing  it  vanish  separately.  The  conditionB  of  equi- 
librium of  a  rigid  body  (Art  381)  are  therefore  expressed  analyti- 
cally by  the  following  six  equations  :  ^^| 

tX=Q,     2K=o,     2Z=o,  ^1 

'S.{yZ -  zY)  =  o,     'S,{zX~xZ)  =  Q,     S-ixY - yX)  ~  o. 

As  the  system  of  co-ordinates  can  be  selected  arbitrarily,   the 

meaning  of  the  first  three  equations  is  that  the  sum  of  the  com- 
ponents of  all  the  forces  along  any  three  lines  not  in  the  same 
plane  must  vanish.  The  last  three  equations  express  that  the 
sum  of  the  moments  of  all  the  forces  about  any  three  axes  not  in 
the  same  plane  must  also  vanish.  The  moment  of  a  force  about 
an  axis  must  be  understood  as  meaning  tlie  moment  of  its  projec- 
tion on  a  plane  at  right  angles  to  the  axi.s  with  respect  to  the 
point  of  intersection  of  the  axis  with  the  plane.  This  definition  is 
in  accordance  with  the  somewhat  vague  notion  of  the  moment  of 
a  force  as  representing  its  "  turning  effect."  For,  regarding  the 
force  as  acting  on  a  rigid  body  with  a  fixed  axis,  the  force  can  be 
resolved  into  two  components,  one  parallel,  the  other  perpen- 
dicular, to  the  axis  ;  the  former  component  evidently  docs  not 
contribute  to  the  turning  effect,  which  is  therefore  measured  by 
the  moment  of  the  latter  alone. 

392.  The  equations  of  the  central  axis  (Art.  383)  can  be  found 
by  a  transfonnation  of  co-ordinates. 

I^t  the  system  be  reduced  for  any  origin  0  to  its  resultant  R, 
whose  rectangular  components  wc  denote  by 

A  =  ^X,     B  =  1V,     C=1Z, 

and  to  the  vector  N  of  its  resulting  couple  with  the  components' 

L=^-S.{yZ-sY),     M=^{zX~xZ),     N=1.{xY-yX). 

If  a  point  0'  whose  co-ordinates  are  f,  t),  f  be  taken  as  new 
origin  and  the  co-ordinates  of  any  point  with  respect  to  parallel 
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Klpces  through  0'  be  denoted  by  x',  jr',  y,  we  have  x  =  ^-\-  x', 
1  y  =  'q-\-y',3  =  Z-^s'.     Substituting  these  values,  we  find 

(z  =  s[(>,+y)z-(r  +  -'')K]=>,sz-?^j'+s(yz-5'K) 

I  where  L'  is  the  j:-component  of  the  couple  H'  resulting  for  0 ' 
[  as  origin.  Similar  expressions  hold  for  M  and  N.  The  com- 
I  ponents  of  H'  are  therefore 

\l'  ^L-7,C-\-  KB.  M'r=M-%A  +  ^C,  N'=N-iB  +  i,A; 
\  and  its  direction  c 


//'' 


'"IT'' 


N' 


The  central  axis  being  defined  (Art.  383)  as  that  line  for  which 
I  the  vector  of  the  resulting  couple  is  parallel  to  the  direction  of 
the  resultant,  tlie  point  0'(f,  ij,  iT)  will  lie  on  the  central  axis  if 
,  the  direction  cosines  of  H'  are  equal  to  those  of  R,  viz.,  to 

A  B         _C 

R-     ^      R'     '^      R' 

Hence  the  equations  of  the  central  axis  are 
L'  _  M'  __  N' 
X  ~  B~~C' 

IT 

L-r,C-vKB  _  M-  %A  -f  IC  ^  N-  %B  +  ^A 
A  B  C  ' 

393.  To  show  the  application  of  the  conditions  of  equilibrium,  let 
^  us  consider  the  apparatus  called  wheel  and  axle.     It  consists  of  a 

izontal  shaft  (Fig.  133)  resting  with  its  ends  on  the  supports  or 
bearings  A,  B,  and  is  intended  to  raise  a  weight  Wy  suspended  verti- 
'  caljy  by  means  of  a  rope  wound  around  the  shaft.  The  driving  force 
F  is  applied  at  the  circumfertnce  of  the  -'wheel "  /.  e.  of  a  circular 
disk  at  right  angles  lo  the  axis  of  the  shaft.  It  is  required  to  find  the 
relation  between  ./^and  W  for  equilibrium,  and  the  pressures  on  the 
bearings  A,  B. 
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Let  r  be  the  radius  of  the  shaft,  R  that  of  the  wheel,  /.  e,  the 
lever-arm  of  the  force  F\  and  let  I*'  be  inclined  to  the  vertical  at  an 
angled  .  Then  with  the  co-ordinates  and  notations  of  the  figure,  the 
conditions  ZX  =  o,  2'K=  o,  2^Z  =  o,  give 


Fie.  133. 


A^  +  B^^o.  A^  +  B^—W—Fco&O^^Oy  A^+  B^  + FsinO  =^  o, 
where  A^,  A  ,  A^  are  the  components  of  the  imknown  reaction  at  A  ; 
B  ,  B  ,  B,  those  at  B. 

Taking  moments  about  each  of  the  co-ordinate  axes,  we  find 

F/^  =  PVr,  {a  +  b)Fs\ne+lB^  =  o,  a  IV+  {a  +  b)Fcose  --IB^  =0, 

where  /=:<i  +  ^  +  ^is  the  length  of  the  shaft. 
Solving  the  equations  we  find 

F=—'  W, 
r 


^.= 


-ijsintf- JF, 


394.  As  another  example,  consider  a  rigid  body  of  weight  W,  sup- 
ported at  three  points  A^,  A^,  A^ ;  and  let  it  be  required  to  determine 
the  distribution  of  the  pressure  between  the  three  supports. 

Let  the  vertical  through  the  centroid  of  the  body  meet  the  plane 
of  the  triangle  A^A^A^  at  a  point  G,  whose  distances  from  the  sides 
A^A^y  A^A^y  A^A^  we  may  denote  by/^,/,,/,.  Then,  if  A^,  A^,  A^ 
be  the  unknown  reactions,  and  Aj,  ^,,  A,  the  altitudes  of  the  triangle, 
we  have 
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and,  taking  moments  about  A^A^,  -^j-^p  ^\^v 

A,'h,=^W'P,,     A,'h,^Wp^,     A,'\^W'P,. 


Hence, 


A.^^nV,     A.^^^W,     A,=:{^JV, 


Substituting  these  values  in  the  first  equation,  we  find  the  condition, 

^I  ^1  ^s 

If  G  falls  outside  the  triangle,  one  or  two  of  the  points  A^,  A^,  A^ 
will  be  subject  to  pressures  vertically  upwards.  If  G  be  the  centroid 
of  the  triangular  area  A^A^A^f  we  have /,/^j  =/,/^,  =/j/^,  =  ^  ; 
hence  in  this  case  the  three  reactions  are  equal.     (Comp.  Art.  401.) 

395.  77ie  axis  of  the  hinges  of  a  door  is  inclined  at  an  angle  0  to  the 
horizon.  The  door  is  turned  out  of  its  position  of  equilibrium  through 
an  angle  ^,  and  held  in  this  posi- 
tion by  a  force  F  perpendicular 
to  the  plane  of  the  door.  Deter- 
mine F  and  the  reaction  of  the 
hinges  A,  B  (Fig.  134). 

Let  the  axis  of  the  hinges  be 
taken  as  the  axis  of  jt,  the  verti- 
cal plane  through  it  as  the  plane 
zxy  and  the  point  midway  be- 
tween the  hinges  A,  B  as  the 
origin  O.  Regarding  the  door 
as  a  homogeneous  rectangular 
plate  whose  dimensions  are  AB 
z=:  2a,  OC^  2b y  the  co-ordi- 
nates of  its  centroid  G  are  o, 
^sinf ,  ^cosy*.  If  the  force  F  be 
applied  at  a  point  P  on  the  middle  line  OC  at  the  distance  OP=^p 
from  Oy  the  co-ordinates  of  its  point  of  application  P  are  o,  /  sin^ , 
/  cos^. 

To  proceed  systematically,  we  may  tabulate  the  components  of  the 
forces,  and  the  co-ordinates  of  their  points  of  application^  and  then 
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form  the  component  couples,  as  shown  below.     The  components  of  the 
unknown  reactions  A,  B  of  the  hinges  are  called  ^  ,  A  ,  A.  B.  B  .B  , 

m  ^  m  m  y  » 


u 

COMPONBNI-S 

CO-ORDINATBS. 

Couples. 

K 

w 

F 
A 
B 

X 

Y 

Z 

X 

o 

o 

a 

— a 

y 

* 

yZ—zY 

zX—xZ 

xK— ^-r 

o 

o 
Fcoa4t 

—  F%vai^ 

b  sin^  b  cos^ 

o           o 
o           o 

Wb  costf  sin^ 

—  i7J(8in«^  +  cot«^) 

o 

o 

—  Wb  %\nB  cos^ 
o 

-^-^ 

o 

From   this   table   the   six  conditions  of  equilibrium   are  at   once 

obtained : 

-  ^sin^  +^.  +  ^.=  o,  (I) 


Fcosip  +  A^  +  B^=i  o, 

Wco&e  —  J^sin^  +  A^  +  B^=:^Oy 

Wb  cos^  sin^  —  Fp  =  o, 

—  Wb  sin^  cossp  +  (—  ^,  +  ^J^  =  o, 

Wb  smd  sintp  +  {A  —  B  )a       =  o. 


(3) 
(4) 

(5) 
(6) 


If  the  reactions  were  not  required,  equation  (4)  alone  would  be  suf- 
ficient, as  it  furnishes  the  value  of  7%  viz. , 


F=i  -  cosO  sincp  •  U". 
P 

This  relation  can  of  course  be  found  directly  by  taking  moments 
about  the  axis  of  the  hinges.  It  shows  that,  for  a  given  inclination  of 
the  hinges,  F\^  greatest  when  tp  =  7r/2. 

The  five  remaining  equations  are  sufficient  to  determine  A^  +  B^y 
A,,A,,B,,B,. 

To  find  the  reactions  for  a  door  with  vertical  axis,  we  have  to  put 
e  =  7r/2,  which  gives  of  course  7^=  o,  and 

A^  +  B^=^W,     A^  +  B^^o,     A^  +  B,=  o, 
A^^B^=: ^sincp,     A,^  B,^=i ^coscp  : 

WW  a  ran  ^ 


^^H  turn 
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as  If  may  be  assumed  =  o  in  this  case,  we  find 
'  A=-B=o,     A=-B=--W. 

I  ' 

r    The  signs  indicate  that  the  upper  hinge  A  is  pulled  out  while  the 
lower  one  B  is  pressed  in. 

2.     CONSTRAINTS. 

396.  It  has  been  shown  in  Art.  391  that  the  number  ol  the 
conditions  of  equilibrium  is  six,  for  a  rigid  body  that  is  perfectly 
free.  This  number  will  be  diminished  whenever  tlie  body  is  sub- 
ject to  conditions  restricting  its  possible  motions.  Such  conditions, 
or  constxaints,  may  be  of  various  kinds  ;  the  body  may  have  a 
fixed  point,  or  a  fixed  axis,  or  one  of  iL<i  points  may  be  constrained 
to  move  along  a  given  curve  or  to  remain   on  a  given  surface, 

etc. 

As  explained  in  Art.  31,  a  free  rigid  body  is  said  to  have  six 
degrees  of  freedom.  The  most  general  form  of  motion  that  it  can 
have  is  a  screw-motion,  or  twist,  consisting  of  a  rotation  about  a 
certain  axis,  and  a  translation  along  tliis  axis ;  each  of  these  re- 
solves itself  analytically  into  three  rectangular  components,  and 
these  six  components  may  be  regarded  as  constituting  the  six 
possible  motions  of  the  body,  on  account  of  which  it  is  said  to 
have  six  degrees  of  freedom. 

Equilibrium  will  exist  only  when  these  six  possible  motions  are 
prevented  ;  hence  there  must  be  six  conditions  of  equilibrium. 

397.  We  proceed  to  consider  some  forms  of  constraint  and  the 
corresponding  changes  in  the  equations  of  equilibrium. 

It  is  generally  convenient  in  dynamics  to  replace  such  restrain- 
ing conditions  by  forces,  usually  called  reactions.  Whenever  it 
is  possible  to  introduce  such  forces  having  the  same  eflfect  as  the 
given  conditions,  the  body  may  be  regarded  as  free,  and  the  gen- 
eral equations  of  equilibrium  can  be  applied. 

Rigid  Body  with  a  Fixed  Point.     A  body  that  is  free  to 
turn  about  a  fixed  point  A  can  be  regarded  as  free  if  the  reaction 
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A  of  this  point  be  introduced  and  combined  with  the  other  forces 
acting  on  the  body. 

Let  A^,  A    A^  be  the  components  of  A  ;  then,  taking  the  fixed 
point  A  as  origin,  the  six  equations  of  equilibrium  (Art.  391)  are 
^JC+A^=o,  ^Y+A^  =  o.  SZ  +  ^.  =  o, 

^{yZ~sY)  =  o,     ^{cX-xZ)  =  o,     J.{xy-yX)  =  o. 

The  first  three  of  these  equations  serve  to  determine  the  reac- 
tion of  the  fixed  point ;  the  last  three  are  the  actual  conditions  of 
equilibrium  corresponding  to  the  three  degrees  of  freedom  of  a 
body  with  a  fixed  point. 

Hence,  a  rigid  body  having  a  fixed  point  is  in  equilibrium  if 
the  sum  of  the  moments  of  all  the  forces  vanishes  for  any  three 
axes  passing  through  the  fixed  point  and  not  situated  in  the  same 
plane. 

399.  Kigid  Body  with  a  Fixed  AxIb.     A  body  with  a  fixed  axis 

has  but  one  degree  of  freedom ;  indeed,  the  only  possible  motion 

consists  in  rotation  about  this 


An  axis  is  fixed  as  soon  za 
two  of  its  points,  say  A,Ji,a.Te 
fixed.  Hence,  after  introduc- 
ing the  reactions  A^,  A  A^ 
B^,  B^.  B^  of  these  points,  the 
body  can  be  regarded  as  free. 


"Z" 


If  the  point  B  be  taken  as  origin,   the    line  BA  as  axis  of  « 

(Fig.  135),  the  equations  of  equilibrium  become 

£A'+  A^-\-B^  =  o,     1 Y+  A^  +  B^  =  o,      ^Z+A^+  B^=  o, 

^xV~yA')  =  o, 
where  a  =  BA. 

The  last  of  the  six  equati'ons  is  the  only  independent  condition 
of  equilibrium  of  the  constrained  body  ;  the  first  five  determine 
A^,  B^,  A^,  B^,  A^  +  B^.  The  two  i;-componcnts  cannot  be  found 
separately,  since  they  act  in  the  same  straight  line. 
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Hence,  a  rigid  body  liavtng  a  fixed  axis  is  in  equUibrimn  if  thf 
I  SHtn  of  the  moments  of  all  the  forces  vanishes  for  the  fixed  axis, 

400.  If,  in  the  preceding  article,  the  axis  be  not  absolutely 
fixed,  but  only  fixed  in  direction  so  that  the  body  can  rotate  about 
the  axis  and  also  slide  along  it,  we  have  evidently 

hence,  by  the  third  equation  of  equilibrium, 

•S.Z=o, 

as  an  additional  condition  of  equilibrium. 

The  body  has  in  this  case  two  degrees  of  freedom. 

401.  Rigid  Body  with  a  Fixed  Fla&e.  A  body  constrained  to 
slide  on  a  fixed  plane  (that  is,  to  move  so  that  tlie  paths  of  all  its 
points  lie  in  parallel  planes)  has  three  degrees  of  freedom.  At 
every  point  of  contact  between  the  body  and  the  plane,  the  latter 
exerts  a  reaction.  As  all  these  reactions  are  parallel,  they  can 
be  combined  into  a  single  resultant  N.  Taking  the  fixed  plane 
as  the  plane  xy,  N  will  be  parallel  to  the  axis  of  r ;  hence,  if  a, 
b,  o  be  the  co-ordinates  of  its  point  of  application,  the  six  equa- 
tions of  equilibrium  are 

2X=o.       SJ'=o.       1Z-\.N=o, 

1{yZ  -::y)  +  b:V=  O,      ^{dX-xZ)  -  aN  =  O, 

^{xY^yX}^0. 

The  third,  fourth,  and  fifth  equations  determine  the  reacti'on  A'' 
and  the  co-ordinates  a.  b  of  its  point  of  application.  The  three 
other  equations  are  the  actual  conditions  of  equilibrium ;  they 
agree,  of  course,  with  the  three  conditions  of  equilibrium  of  a 
plane  system  as  found  in  Art.  333. 

If  there  be  not  more  than  three  points  of  contact  (or  supports) 
between  the  body  and  the  fixed  plane,  the  reactions  of  these  points 
can  be  found  separately.  Let  A^,  A..,  A^  be  the  three  points  of 
contact;  N^,  N^,  N^  the  required  reactions  ;  a,,  /',,  «j,  b„,  a^,  b^ 
—  17 


I can  be  i 

^^^L    contact 
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the  co-ordinates  of  A^,  A^  A^ ;  then  N  must  be  resolved  into  threfl 
parallel  forces  passing  through  these  points,  and  the  conditions  a 

a^N,  +  a^j  +  fljA'j  =  aJV, 

These  three  equations  always  determine  A',,  N^,  Ny     For  i 
the  determinant  of  the  coefficients  of  A^[,  N^,  N^  vanished, 


the  three  points  A^,  A^,  A^  would  lie  in  a  str^ght  line,  and  hencel 
the  body  would  not  be  properly  constrained. 

The  reactions  become  indeterminate  whenever  there  are  more  <| 
than  three  points  of  contact. 

VII.    The  Principle  of  Virtual   Work. 

402.  Work  has  been  defined  in  Art.  266  as  the  product  of  a  I 
constant  force  into  the  displacement  of  its  point  of  application  in  I 
the  direction  of  the  force. 

Thus  the  expansive  force  F  of  the  steam  in  the  cylinder  of  a  I 
steam-engine,  in  pushing  the  piston  tlirough  a  distance  s,  is  said  J 
to  do  work,  and  this  work  is  measured  by  the  product  Fs,  if  F  i 
constant.      Similarly  the  force  of  gravity,  /.  e.  the  attractive  force  ] 
of  the  earth's  mass,  does  work  on  a  falling  body. 

The  resistance  to  be  overcome  by  the  engine,  in  the  former! 
case,  and  the  resistance  of  the  air  in  the  latter,  are  also  forces  ( 
acdng  on  the  body  during  its  displacement.  But  as  the  i 
of  the  displacement  is  opposite  to  that  of  these  forces,  their  ! 
work  is  negative ;  work  is  done  against  these  forces.  Thus  the  I 
muscular  force  of  a  man  who  raises  a  weight  does  work  against  J 
gravity ;  if  the  weight  he  holds  is  so  heavy  as  to  pull  him  down,  1 
gravity  does  work  against   his  force ;    if  he  merely  tugs  at  a  i 
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eight  without  being  able  to  lift  it,  the  work  is  zero,  because  the 
displacement  is  zero. 

403.  In  general,  the  point  of  application  of  a  force  F  may  be 
acted  upon  by  a  number  of  different  forces,  so  that  the  displace- 
ment J  of  this  point  will  not  necessarily  take  place  in  the  direction 
of  F.     In  this  general  case  the  work  of  a 

constant  force  is  defined  as  the  product  of 
ihe  force  into  the  projection  of  tlu  displace- 
ment of  its  point  of  application  on  tlu  direc- 
Hon  of  the  force.  **       ''     n^  i  ^ 

In  Fig.  136,  for  instance,  the  particle 
P  while  acted  upon  by  the  force  j'-'(and  any  number  of  other 
forces)  is  displaced  from  P  to /";  hence  if /*/"=  j-,  and^/"/'(J 
i^  ^,  the  work  of  the  force  F  is 

W=F-szo%^.  (i) 

It  is  obvious  that  this  work  might  also  be  defined  as  the 
product  of  the  displacement  into  the  projection  of  the  force  on 
the  displacement ;  for  wc  have 

Fszo^^  =  F-PQ  =  s-PR. 

The  work  of  a  force  is  evidently  positive  or  negative  accord- 
■   ing  as  the  angle  ^  is  less  or  greater  than  Jtt.  provided  we  select 
for  1^  always  that  angle  between  F  and  s  which  is  not  greater 
than  TT. 

404.  The  above  definition  of  work  assumes  that  the  force  /'' 
remains  constant,  both  in  magnitude  and  direction,  while  the  dis- 
placement J  takes  place,  and  that  this  displacement  is  rectilinear. 
If  either,  or  both,  of  these  conditions  be  not  fulfilled,  the  definition 
can  be  applied  for  small  displacements,  approximately.  In  the 
language  of  infinitesimals,  the  infinitesimal  work  done  by  a  (finite) 
force  /^during  an  infinitesimal  displacement  ds  is  denoted  by  dW 
so  that 

dlV=Fdscos<p,  (2) 

and  the  total  work  done  by  any  variable  force  F,  while  its  point 
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of  application  is  displaced  along  any  straight  or  curvilinear  path 
PQ,  is  obtained  by  integrating  from  Pia  Q: 

W=  J  /■cosi>ds.  (3) 

408.  Since  work  can  always  be  regarded  as  the  product  of  a 
force  into  a  length,  its  dimensions  are  found  by  multiplying  those 
offeree,  MLT~^  (Art.  258),  by  L  ;  hence,  the  dimensions  of  work 
are 

W  =  ML'T-'. 

The  unit  of  work  is  the  work  of  a  unit  force  (poundal,  dyne) 
through  a  unit  distance  (foot,  centimeter).  The  unit  of  work  in 
the  F.P.S.  system  is  called  the  foot>poiiiidal ;  in  the  C.G.S.  system, 
the  ergf.  Thus,  the  ei^  is  the  amount  of  work  done  by  a  force 
of  one  dyne  acting  through  a  distance  of  one  centimeter.  These 
are  the  absolute  units. 

In  the  gravitation  system  where  the  pound,  or  the  kilogram, 
is  taken  as  unit  of  force,  the  British  unit  of  work  is  the  foot-pound, 
while  in  the  metric  system  it  is  customary  to  use  the  kilogram- 
meter  as  unit. 

406.  The  numerical  relations  between  these  units  are  obtained 
as  follows.  Let  x  be  the  number  of  ergs  in  the  foot-poundal, 
then  (comp.  Art.  259), 

gm.  cm.^  lb.  ft.* 

sec*     ~        sec*  ' 
hence 

lb.     /  ft.  \^ 
^^  gnTVcmV    =4S3S9X  30.479;  =  4-2139  X  lO^I 

I.  c.  I  foot-poundal  =  4.2139  x  lO'  er^s,  and  i  erg  =  2.3721  x 
lo~*  =  O.CHX)  002  372  I  foot-poundal. 

Again,  let  x  be  the  number  of  kilogram-meters  in  I  foot- 
pound, then 

xkg.  m.  «  I  ft.  lb., 
hence 
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=  0.45359  X  0.3048  =  0.13825, 


lb.    ft. 

kg.   m. 

I.  e.  I  foot-pound  =  0.13S25  kilogram- meters. 

Finally,  i  foot-pound  =  ^  foot-pounda!s  (Art.  262);  hence  I 
foot-pound  =  1.356  X  10'  ergs,  and  i  erg  =  7.3737  X  lO"*  foot- 
pounds, if  ^  =  98  r. 


407.  Ezercisea. 


1(1)  A  j'^u/e  being  defined  as  ro'  ergs,  show  that  i  foot-pound 
■^  1-356  joules,  and  that  i  joule  is  about  3/4  foot-pound. 
(a)  Show  that  a  kilogram -meter  is  nearly  10'  ergs. 
(3)  Whatis  the  work  done  against  gravity  in  raising  300  lbs.  through 
aheight  of  25  ft.;    (a)  in  foot-pounds,  (i)  in  ergs? 
(4)   Find  the  work  done  against  friction  in  moving  a  car  weighing 
3  tons  through  a  distance  of  50  yards  on  a  level  road,  the  coefBcient 
of  friction  being  o.oz. 

(5)  A  mass  of  ii  lbs.  slides  down  a  smooth  plane  inclined  at  an 
angle  of  30°  to  the  horizon,  through  a  distance  of  35  ft,;  what  is  the 
work  done  by  gravity? 

408.  It  follows  from  the  detinition  of  work  that,  if  any  number 
of  forces  F,,  F^  . . .  F^  act  on  a  particle  P,  the  sum  of  their  works 
for  any  displacement  PP'  ^=dsis  equal  to  tlie  work  of  their  result- 
ant R  for  the  same  displacement.  For,  the  resultant  R  being  the 
closing  line  of  the  polygon  constructed  by  adding  the  forces  F^, 
F^,  ...  F^  geometrically,  the  projection  of  R  on  any  direction, 
such  as  /*/*,  is  equal  to  the  sum  of  the  projections  of  the  forces 
F  on  the  same  line  (Art  285) ;  that  Is,  '\(  a^,  a^,  ...  a_  be  the 

'-  angles  made  by  F„  ^  . . .  ./^  with  PP',  and  a  the  angle  between 

R  and  PP' ,  we  have 

I  F^  cosOj  -f-  F^  cosa,  +  •  •  ■  +  ^  cosa_^  =  R  cosa  ; 

L multiplying  this  equation  by  ds,  we  obtain  the  above  proposition 
F^  cosa^ds  +  F^ cosajis  -\-  ■■  ■  +  F^ cosa^ds  =  R cosads, 
which 
particli 


which  expresses  the  so-called   principle  of  work    for  a  single 
particle. 
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409.  When  the  particle  is  in  equilibrium,  so  that  the  forces 
do  not  actually  change  the  motion,  we  may  derive  from  this 
proposition  a  convenient  expression  for  the  conditions  of  equi- 
librium by  considering  displacements  that  might  be  given  to  the 
particle.  Such  displacements  are  called  virtual,  and  the  c 
spending  work  of  any  of  the  forces  is  called  virtual  work. 

It  is  customary  to  denote  a  virtual  displacement  by  Si,  the 
letter  S  being  used  to  distinguish  from  the  actual  displacement  d 
this  distinction  becomes  of  importance  in  kinetics, 

410.  The  resultant  being  zero  in  the  case  of  equilibrium,  / 
sum  of  the  virtual  -u'orks  of  all  forces  acting  on  tlie  particle  must 
be  zero  for  any  virtual  displacetnent,  i.  e. 

F^  coso(,£f  +  F^  cosa^Ss  + ^  ^,  cosa^Bs  =  o.  (4) 

As  the  resultant  must  vanish  if  its  three  projections  vanish  for  any 
three  axes  not  lying  in  the  same  plane,  the  necessary  and  suffi- 
cient conditions  of  equilibrium  of  a  single  particle  are  that  the  s 
cf  the  virtual  tvorks  of  all  forces  must  be  serofor  any  three  virtual 
displacements  not  all  in  the  same  plane. 

This  is  the  principle  of  virtual  work  for  a  single  particle. 

If  the  particle  be  referred  to  a  rectangular  system  of  co-ordi- 
nates, its  displacement  hs  can  be  resolved  into  three  component 
displacenftnts  hx,  hy,  hs,  parallel  to  the  axes.  The  forces  acting 
on  the  particle  being  replaced  by  their  components  -V,  Y,  Z,  the 
sum  of  their  virtual  works,  for  the  displacement  hs  is  t-X  ■  Bx 
-i-J,V-  By  +  1Z  ■  hz.  Hence  the  analytical  expression  for  the 
principle  of  virtual  work  : 

2.r-  Sa-+  SK'  By  +  2^-  8s  =  o.  (5) 

As  the  displacements  Bx.  By,  Zs  are  independent  of  each  othei 
and  perfectly  arbitrary,  this  single  equation  is  equivalent  to  the 
three  equations 

2^=0,     £K=o,     2^=o, 

which    are   the  ordinary  conditions  of  equilibrium   of  a  single 

particle. 
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IV3-] 
411.  The  principle  of  virtual  work  is  particularly  useful  in  elimi- 
nating the  unknown  reactions  arising  from  constraints. 
Suppose  the  particle  be  constrained  to  a  smooth  suriace  or 
curve.     After  introducing  the  normal  reaction  of  the  surface  or 
curve  the  particle  can  be  regarded  as  free  ;    and  the  equation  of 
virtual  work  can  be  ilscd  to  express  the  conditions  of  equilibrium. 
This  equation  will,  in  general,  contain  the  unknown   reaction. 
But  as  this   reaction  has   the  direction  of  the  normal,  it  will  be 
eliminated  if  the  virtual  displacement  be  selected  along  a  tangent. 
^^^     Hence,  in  the  case  of  constraint  to  a  surface,  the  two  conditions 
^^^^^^  equilibrium  independent  of  the  reaction  are  found  by  forming  the 
^^H.  equation  of  virtual  work  for  virtual  displacements  along  any  two 
^^^     tangents  to  the  surface ;  and  in  the  case  of  constraint  to  a  ciir^'e 
the  one  such  condition  is  found  from  a  virtual  displacement  along 
the  tangent. 

If  it  be  required  to  find  the  normal  pressure  on  the  surface  or 
curve,  which  is  of  course  equal  and  opposite  to  the  reaction,  it 


413.  If  the  equation  {4)  which  expresses  the  principle  of  virtual 
I  work  be  divided  by  the  element  of- time  5/",  during  which  the  dis- 
placement hs  would  take  place,  the  factor  Sj/S/  =  v  represents  a 
[  virtual  velocity,  and  the  equation  becomes 

F^  cosoij  ■ »  -f-  /j  coso,  ■  w  +  ■  — Y  F^  c*^sa_  ■  i'  =  o. 


^^^     resu! 
^H    is 


'  On  account  of  this  form,  the  proposition  is  often  called  the/r;'«- 
eiple  of  vitiiial  velocities. 

The  product  of  a  force  into  the  virtual  velodty  of  Its  point  of 
application  in  the  direction  of  the  force,  F  cosa-i',  is  sometimes 
called  the  virtual  moment  of  the  force. 

413.  The  principle  of  virtual  work  can  readily  be  extended  to 
the  case  of  a  rigid  body  acted  upon  by  any  number  of  forces. 

The  forces  acting  on  a  rigid  body  can  always  be  reduced  to  a 
resultant  j^  and  a  resulting  couple  H  (Art.  380).  This  reduction 
is  based  on  the  supposition  (Art.  283)  that  the  point  of  applica- 
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tion  of  a  force  can  be  displaced  arbitrarily  along  the  line  of  the 
force.     It  can  be  shown  that  such  a  displacement  of  the  point  of 


application  /*  of  a 


force  F  (Fig.  137).  from  P  to  Q  along  the  line 
of  the  force,  does  not  affect  the  work 
done  by  the  force  in  any  infinitesimal  dis- 
placement of  the  body.  Let  PP'  ^  Bs 
/  be  the  displacement  of/*,  QQ'  =Bs'  that 
■"'  of  Q;  let  /  and  ?  be  the  projections  of 
P'  and  Q'  on  the  line  of  the  force  P; 
then,  since  the  body  is  rigid,  P'Q' = 
PQ ;  and  consequently  Qg  will  differ  from 
Pp  only  by  an  infinitesimal  of  an  order 
higher  than  the  order  of  the  displacement 
PP'  =  Bs.     Hence. 

FPf^F-Q,/. 
It  may  here  be  noted  that,  in  general,  the  principle  of  virtual 
work  must  be  understood  to  mean  that  tlie  sum  of  the  works  of 
the  forces  differs  from  the  work  of  their  resultant  by  an  infinitesimal 
of  an  order  higher  than  that  of  the  virtual  displacement.  It  does 
not  mean  that  the  difference  is  absolutely  zero. 

414.  Owing  to  the  proposition  proved  in  the  preceding  article, 
the  sum  of  the  works  of  all  the  forces  acting  on  a  rigid  body  is 
equal  to  the  sum  of  the  works  of  the  resultant  P  and  the  result- 
ing couple  H  for  any  infinitesimal  displacement  of  the  body,  and 
the  work  of  the  forces  is  not  changed  by  such  a  displacement. 

It  follows  that  the  necessary  and  sufficient  conditions  of  equi- 
librium of  a  rigid  body  (Art.  38 1),  viz. 

R=.o,     H=o. 

I  can  be  expressed  by  saying  that  the  sum  of  the  virtual  works  of  all 
the  forces  must  be  zero  for  any  itifimtesimal  displacement  cf  the 
boc 
del 


:i 


For  when  the  forces  are  in  equilibrium,  this  condition  is  evi- 
dently fulfilled.     To  prove  that  there  must  be  equilibrium  when- 
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ever  this  condition  is  fulfilled,  it  is  only  necessary  to  show  that 
both  R  and  //  must  vanish  if  the  sum  of  thdr  works  is  zero  for 

any  infinitesimal  displacement. 

To  see  this,  consider  first  a  displacement  o(  translation,  Ss, 
parallel  to  R.  The  work  of  R  will  be  RSs  while  the  works  of  the 
two  forces  constituting  //  are  equal  and  opposite,  so  that  the  work 
of  N  is  zero.  As  the  sum  of  the  works  of  R  and  //  must  vanish 
by  hypothesis,  it  follows  that  R  =  0. 

Next  consider  a  displacement  of  rotation  B6  about  an  axis 
parallel  to  the  vector  N.  Taking  this  axis  so  as  to  intersect  R 
and  bisect  the  arm  /  of  the  couple  f/,  the  work  of  R  will  be  zero 
while  that  of  each  of  the  forces  F  of  the  couple  //will  be  l/iSB  -  f; 
hence  the  whole  work  of  H  is  Fp&6  =s  //S0.  As  the  sum  of  the 
works  of  R  and  JJ  must  vanish  by  hypothesis,  it  follows  that 
//=o. 
L    The  two  conditions  .^  =  o,  ff=  o  are,  therefore,  both  fulfilled. 

1      416.  The  following  examples  may  serve  to  illustrate  the  appli- 
cation of  the  principle  of  virtual  work. 

To  find  the  force  just  necessary  to  move  a  cylinder  of  radius  r  and 
weight  W  up  a  plane  inclined  at  an  angle  a  to  the  horizon  by  means  of  a 
crow-bar  of  length  I  set  at  an  angle 
(9  to  the  horizon  (Fig.   138). 

Let  s  be  the  distance  from  the 
fulcrum  A  of  the  crow-bar  to  the 
point  of  contact  B  of  the  cylinder 
with  the  plane. 

If  the  crow-bar  be  turned  about 
A  through  an  angle  S^,  the  work  of 
the  force  F  acting  at  the  end  of  the 
bar  is  F  .  Id?.  The  corresponding 
displacement  of  the  center  C  of  the  ^^-  '^''■ 

circle,  which  is  the  point  of  application  of  the  force  IV,  is  parallel  to 
the  inclined  plane,  and  may  be  regarded  as  the  differential  Ss  of  the 
distance  ^5=  J.  The  work  of  ff  is,  therefore,  Wis  sina.  This 
gives  the  equation  of  work 


b. 


F.  I  IS&=  IV.  ds  sinp  : 


The  relation  between  s  and  ^  c 
in  the  vertical  line  ;  this  gives 


1  be  found  by  projecting  ABCDA  J 


sina  —  smj9 


DifTerentiating  the  former  equation,  we  find 

sina  aj  =  —  rsin,J  3(3  +  j  cos,9  J(3  +  sin^  &i. 


Hence,  finally. 


F=  -  - 


.IV. 


i+cos(«  +  /S)' 

416.  j1  weightless  rod  of  Unglh  AB  =  I  rests  at  C  on  a  fumumtal 
cyUfider  whose  axis  is  at  right  angles  to  the  vertical  plane  through  the 
rod;  its  lower  end  A  leans  against  a  ver- 
tical wall,  and  from  its  upper  end  B  a 
■weight  IV  is  suspended.  Determine  the 
reaetiotis  at  A  and  C,  and  the  distance  AC 
VV  =^  X  for  equilibrium,  if  the  distance  CD  ^  a 
of  the  point  of  support  from  the  vertical  wall 
is  given  (Fig.  139). 

((7)  I^t  A  glide  vertically  upwards,  C 

'^*'  '"■  remaining  in  contact.     At  -€  as  well  as  at 

Cthe  forces  are  perpendicular  to  the  displacements;  hence,  putting 

£B  — /,  we  have  Wdy  =  o. 

1      .  ■-  -Sy  = 
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...4y  =  ^n  ^-  I  j>/^?ii^«  1  =  0, 


whence  (/—  x)c^  ^  /(jc*  —  c^)  ^.0, 

or  jc*  =  tfV. 

(^)  Give  the  rod  a  vertical  displacement  to  a  parallel  position : 

{c)  Give  the  rod  a  displacement  in  its  own  direction  : 

a                                       V^^c^ 
A  —ds  +  Ccos  Inds-^  W- ds  =  o.  > 


...A='^^-''\jV^JUS'-i-^- 


-  vay-  ■ 


J  .  \ 


417.  In  a  parallelogram  formed  by  four  rods  with  hinges  at  the  ver- 
tices^ elastic  strings  are  stretched  along  the  diagonals.  Determine  the 
ratio  of  the  tensions  in  these  strings. 

Let  w,  w'  be  the  lengths  of  the  diagonals,  Ty  T'  the  tensions,  and 
hti,  dm'  the  changes  of  length  of  the  diagonals  when  the  parallelogram 
is  slightly  deformed ;  then  by  the  principle  of  virtual  work 

r^w-f  7"^w'  =  o.  (i) 

From  geometry  we  have,  M  a^  b  are  the  sides  of  the  parallelogram, 

m^  4- ;//"  =  2fl»  4-2^,  .  ^ 

hence,  differentiating, 

m  dm  4-  '«'  M  =  0.  (2) 

From  (i)  and  (2)  we  find 

TlT'^mlnf.  (3) 

418.  As  any  body  or  system  of  bodies  can  be  regarded  as  made 
up  of  particles  and  as  the  work  of  such  a  system  is  the  algebraic 
sum  of  the  works  of  the  forces  acting  on  each  particle  it  follows 
from  Art.  410  that  it  is  a  necessary  condition  of  equilibrium  of  any 


i 
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system  that  the  sum  of  the  virtual  works  of  all  the  forces  must  be 
zero  for  any  virtual  displacement. 

Without  entering  into  an  elaborate  discussion  of  the  limitations 
of  this  very  general  principle  it  will  be  well  to  show  its  meaning 
and  usefulness  by  means  of  some  simple  illustrations  of  its 
application. 

419  The  systems  that  we  shall  consider  are  mosdy  mechanisms 
and  simple  machines. 

The  object  of  a  mcclianisnt  in  machinery  is  to  change  the  direc- 
tion and  magnitude  of  an  available  force  Z'  so  as  to  make  it  more 
useful  in  overcoming  a  resistance  Q.  The  ratio  QIP  of  the  re- 
sistance Q  to  the  given  force  P  is  called  the  mechanical  advajitage 
of  the  mechanism. 

It  is  the  object  of  every  tnachine  to  do  work  in  a  certain  pre- 
scribed way,  i.  e.  to  exert  force,  or  overcome  a  resistance,  through 
a  certain  distance.  The  various  forces  of  nature,  such  as  the 
muscular  force  of  man  and  other  animals,  the  force  of  gravity,  the 
pressure  of  the  wind,  electricity,  the  expansive  force  of  steam  or 
gas,  etc.,  are  called  upon  for  this  purpose.  In  most  cases  it 
would  not  do  to  apply  these  forces  directly  ;  they  must  be  con- 
trolled, guided,  and  transformed  in  various  ways  to  become  use- 
ful, and  this  is  done  by  interposing  the  machine  between  the  given 
drii'ing  force,  sometimes  called  the  powiT,  and  the  force  against 
which  the  final  work  is  to  be  done,  usually  called  the  resistance, 
load,  or  weight.  We  shall  in  general  denote  the  driving  force  by 
P,  the  resistance  by  Q. 

The  term  power  is  objectionable  in  this  connection,  being  here 
used  to  denote  a  force,  while  in  kinetics  it  is  used  for  the  rate  of 
doing  work  (see  Art.  496). 

Under  the  action  of  the  driving  force  P  its  own  point  of  applica- 
tion as  well  as  that  of  the  resistance  Q  is  displaced.  The  cor- 
responding work  of  the  force  P  may  be  called  the  available  or 
total  work ;  tliat  done  against  the  force  Q  is  called  the  useful  work. 

The  ratio  of  the  useful  work  to  the  total  work  is  called  the 
efficiency  of  the  machine. 
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In  all  machines  this  efficiency  is  a  proper  fraction,  owing  to  the 
fact  that  the  work  done  by  P  must  balance  not  only  the  useful 
work,  but  also  the  so-called  wasteful  work  due  to  friction,  stiffness 
of  ropes,  slipping  of  belts,  lack  of  rigidity,  etc. 

420.  In  the  straight  lever  AB,  with  fulcrum  at  C(Fig.  140),  let 
\  CA  f  a,  CB  =  b.     If  the  lever  be  turned  through  a  small  angle 


^C^'-=a^,  the  work  of  the  force  Pat -^  is  =  /'-«5fl,  that  of  the 
resistance  Q  at  Bls^  —  Q-  6h6,  According  to  the  principle  of 
virtual  work  (Art  418)  the  sum  of  the  works  must  be  zero  for 
equilibrium ;  hence : 

Pahe-Q/>W=0,  or  -^  =  f- , 


[  the  well-known  law  of  the  lever  (Art.  297).     The  mechanical  ad- 
r  vantage  of  the  lever  is  therefore  the  ratio  of  its  arms. 

421.   In  writing  down  the  sum  of  the  works  in  this  case  it  is 
not  necessary  to  consider  among  the  forces  acting  on  the  lever  the 
unknown  reaction  of  the  fulcrum  at  C  because,  for  the  displace- 
ment selected,  the  work  of  this  force  is  evidently  zero  {the  point 
of  application  of  the  force  remaining  fixed).     The  main  advan- 
^^^     tage  of  the  principle  of  virtual  work  lies  in  this  fact  that  if  the 
^^^L   displacement  be  selected  so  as  to  be  compatible  wilh  the  condi- 
^^^1   tions  and  constraints  of  the  system,  the  unknown  reactions  and 
^^^1   internal  forces  of  the  system  will,  for  the  most  part,  do  no  work 
^^^P  and  need  not  be  considered.     The  most  important  exception  to 
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this  rule  is  formed  by  the  force  of  friction  ;  if  not  so  small  as  to 
be  negligible,  its  work  must  be  included  in  the  equation  of  virtual 

Thus,  if  the  displacement  be  selected  so  as  to  be  compatible 
with  the  conditions,  the  equation  of  work  will  in  general  not 
contain  the  unknown  reactions  ;  in  this  form  it  can  therefore  not 
serve  to  determine  these  reactions.  But  by  selecting  the  displace- 
ment differently,  the  principle  of  virtual  work  can  be  used  to  find 
these  unknown  forces.  Thus,  in  the  case  of  the  lever(Fig,  140), 
if  instead  of  turning  the  rod  AB  about  C,  it  be  given  a  vertical 
translation  hs,  say  downward,  the  equation  of  virtual  ivork  will  be 

Phi-^.  Qls—  CSs^o, 

where  C  is  the  reaction  of  the  support  at  C  which  is  thus  found 
to  be 

c=p+a 

422.  Let  one  face  BC  of  the  wedfe  {Fig.  141)  slide  along  a 
fixed  plane ;  the  vertical  force  /"applied  at  right  angles  to  AB  can 


/  ' 

/  / 

/  / 

^Oj 

then  serve  to  overcome  a  horizontal  resistance  Q  acting  on  the 
face  AC.     If  the  wedge  be  given  a  displacement  compatible  with 


["  tihe  condition  that  BC  remains  in  its  plane,  the  equation  of  virtual 
[  work  (neglecting  friction)  is 

Lwhere  8/,  &g  are  the  displacements  of  the  points  of  application 
'  of/'  and  Q  in  the  directions  of  these  forces.     It  is  easily  seen  that 
:  2  hp  tana,  where  a  is  half  the  angle  of  the  wedge.     Substi- 
tuting and  dropping  the  factor  S/,  we  find  for  the  mechanical 
advantage  of  the  wedge 

p  =  icota. 

The  normal  pressure  on  each  of  the  faces  AC,  SC does  no  work 
since  the  displacement  is  at  right  angles  to  the  force.     By  resolv- 
ing P  at  right  angles  to  the  faces,  this  pressure  is  found  =  j  Psina. 
If  the  friction  on  the  faces  is  taken  into  account  the  equation 
I  trf"  virtual  work  is 

P  5/ -2  (2  8/ tana - 


■^  =  i  (cnta  —  ^)- 

S3.  In  the  clamp  or  binding  screw  (Fig.  142),  the  driving 
force  Pis  applied  tangentially  to  the  rim  of  the  screw  head  A ;  the 
resistance  Q  is  along  the  axis  of  the  screw.  If  the  piece  B  be 
fixed,  the  screw  in  turning  exerts  a  pressure  on  the  piece  C. 

If  the  screw  be  turned  through  an  angle  S$  and  the  radius  of 
the  head  be  a,  the  work  of  Pis  Pa  S0.  If  s  be  the  />ifc/i  of  the 
screw,  that  is,  the  displacement  along  the  axis  corresponding  to 
one  revolution  of  the  head,  we  have  for  the  displacement  Si/  of  the 
piece  C  corresponding  to  the  rotation  S^  : 


2/2 
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Hence,  by  the  principle  of  virtual  work, 


p.aSd^Q'-^, 


2ir 


whence 


Q 
P 


2ira 


Fic:.  142. 


This  shows  the  advantage  of  a  large  head  and  a  small  pitch. 

424  In  the  mechanism  formed  by  the  crank  and  connecting 
rod  of  a  steam-engine  (Fig.  143),  known  as  slider-crank,  the 
driving  force  P  acts  at  P  in  the  direction  through  the  center  O  of 


Fls.  U3. 

the  crank  circle  whil^  the  resistance  Q  is  applied  at  Q  tangentially 
to  the  crank  circle.  For  the  only  displacement  compatible  with 
the  conditions  of  the  mechanism  we  must  again  have 

P'hp^Q'hq, 

where  hp  is  the  distance  through  which  P  advances  along  PO  and 
iq  is  the  infmitesimal  circular  arc  a  BO  described  by  Q.     To  ex- 
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press  ip  in  tenns  of  hO  and  the  given  lengths  OQ  =  a,  PQ  =  /, 
we  regard  it  as  the  differential  of  the  distance  OP^p  for  which 
we  have  the  relation 

P  =zci?+f^2ap  cosd; 

differentiating  this  equation  we  find 

0=2/^—2^  cosd  dp  +  2a  p  sixiO  dd, 


whence 


v-*-,-^ti8*. 


Substituting  this  value  in  the  equation  of  virtual  work  we  find : 

Q  _^P  _       P  sind 
P^hq^  p  —  a  cosO  ' 

If  through  0  we  draw  the  radius  perpendicular  to  OP  and 
intersecting  PQ  produced  at  Ry  and  also  drop  from  Q  the  perpen- 
dicular  SQ   on  OPy  we  have  p  —  a  cosO  =  SP,  a  svaQ  =  SQ ; 

hence 

g_       pa  sin0     _P'SQ 

p""a {p^a  cosd)  "  a^^P  ' 
or  since  SQ/SP=  OR/p : 

Q_p   OR^OR 
P  ^  a    p   ^   a   ' 

This  result  follows  at  once  by  the  principle  of  virtual  velocities 
(Art.  412)  from  Art.  loi,  where  it  was  proved  that  the  velocities 
of  P  and  Q  are  as  OR  is  to  a. 

Tlie  effect  of  friction  at  P  can  be  taken  into  account  by  observ- 
ing that  the  normal  pressure  on  the  guides  at  Pis  Ptan^  (see 
Art.  292,  Ex.  (15)),  where  <^  is  the  angle  OPQ.  Hence,  if  the 
coefficient  of  friction  be  M,  the  frictional  force  is  fiP  tan^,  and  the 
equation  of  virtual  work  becomes  i 

PART  II — 18 
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whence 

n  hp 

or  with  the  above  value  of  S//&7 : 

=  (i  -/*tan«/>)— • 


PART   III: 

KINETICS. 

CHAPTER  V. 
KINETICS    OF    THE    PARTICLE. 
Impulses :  Impact  of  Ho^Hogcneous  Spheres. 

425.  HomentQm  and  Impulse.  A  particle  of  mass  m,  moving 
with  the  velocity  v,  is  said  to  have  the  momcfilum  mv  (see  Art. 
252).  As  long  as  this  momentum  remains  constant,  ihe  particle 
will  move  in  a  straight  line  with  constant  velocity  1/ (Newton's 
first  law  of  motion,  Art.  268).  Any  change  occurring  in  the 
momentum  is  ascribed  to  the  action  of  a  force  F  on  the  particle. 

If  the  motion  is  rectilinear,  t/ie  rate  at  which  the  momentum 
changes  with  the  time  t  is  taken  as  the  measure  of  the  force 
(Newton's  second  law  of  motion.  Arts.  255,  268,  271): 

Integrating  from  the  time  /g  when  the  velocity  is  v^  to  the 
time  /  when  the  velocity  is  v.  we  have 

J  Fdt  =  mv  —  mvy  (3 ) 

If,  in  particular,  the  momentum  varies  uniformly  with  the 
time,  the  force  F'ls  constant,  and  equation  (2)  reduces  to 

■^e  -  '0)  =  fnv-  mv^.  (2') 

The  left-hand  member  of  (2')  for  a  constant  force,  of  (2)  for 
a  variable  force,  is  called  the  impulte  of  the  force  F  during 
the  time  t  —  t^^  (Art.  256).  Hence,  in  rectilinear  motion,  the 
impulse  of  the  force  during  any  time  is  equal  to  the  change  of 
momentum  during  that  time. 
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426.  It  appears,  from  equations (2) and  (2'),  that  a  very  large 
force  may  produce  a  finite  change  of  momentum  in  a  very 
short  interval  of  time,  but  that  it  would  require  an  infinite 
force  to  produce  an  iitstnu/aitcoiis  change  of  momentum  of 
finite  amount.  The  impact  of  one  billiard  ball  on  another,  the 
blow  of  a  hammer,  the  stroke  of  the  ram  of  a  pile  driver,  the 
shock  imparted  by  a  falling  body,  by  a  projectile,  by  a  railway 
train  in  motion,  by  the  explosion  of  the  powder  in  a  gun,  are 
familiar  instances  of  large  forces  acting  for  only  a  very  short 
time  and  yet  producing  a  very  appreciable  change  of  velocity. 
The  time  of  action,  /  —  t^,  of  such  a  force  is  the  very  brief 
period  during  which  the  colliding  bodies  are  in  contact.  The 
force,  /%  is  a  pressure  or  an  elastic  stress  exerted  by  either  body 
on  the  other  during  this  time. 

Forces  of  this  kind  are  called  impulsive,  or  instantaneous,  forces. 

427.  In  the  case  of  such  impulsive  forces,  it  is  generally  diffi- 
cult or  impossible  by  direct  observation  or  experiment  to  deter- 
mine separately  the  very  brief  time  of  action,  /  —  /„,  as  well  as 
the  magnitude  F  of  the  impulsive  force.  Moreover,  what  is  of 
most  practical  importance  and  interest  in  such  cases  of  impact 
is,  generally,  not  the  force  itself,  but  the  change  of  momentum 
produced,  /'.  c,  the  impulse  of  the  impulsive  force. 

In  the  present  section,  which  is  devoted  to  the  study  of  the 
simplest  cases  of  impact,  we  shall  therefore  deal  rather  with 
impulses  and  momenta  than  with  forces, 

428.  It  should  be  observed  that  some  authors  use  the  name  impulsive, 
or  instantaneous,  furce  for  what  has  here  been  called  the  impulse  of  the 
impulsive  force.  They  define  an  impulsive  force  as  the  limiting  value 
of  the  integral  I  Fdl  when  F  increases  indefinitely,  while  at  -the  same 
time  the  difference  of  the  limits,  /—  i^  is  indefinitely  diminished ;  in 
other  words,  as  the  impulse  of  an  infinite  force  producing  a  finite 
change  of  momentum  in  an  infinitesimal  time. 

According  to  this  definition,  an  impulsive  or  instantaneous  force  is  a 
magnitude  of  a  character  different  from  that  of  an  ordinary  force,  and 
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is  measured  by  a.  different  unit.  Its  dimensions  are  MLT~',  and  not 
MLT-',  Its  unit  is  the  same  as  the  unit  of  momentum.  Indeed,  il 
is  not  a  force,  but  an  impulse. 

429.  The  momentum  mv  of  a  particle,  being  a  mere  multiple 
of  its  velocity,  can  be  represented  by  a  vector  (more  correctly  a 
vector  confined  to  a  line,  or  rotor),  j.  e.,  by  a  rectilinear  segment 
drawn  through  the  particle  and  representing  by  its  length  the 
magnitude  of  the  momentum,  by  its  direction  and  sense  the 
direction  and  sense  of  the  velocity  (Art,  267).  Hence ///i-  mo- 
laenta  of  rigidly  connected  particles  are  compounded  and  resolved 
according  to  the  rules  that  hold  for  forces  in  statics,  the  trans- 
ferability of  a  momentum  along  its  line  being  assumed  (comp. 
Art.  283). 

Thus,  in  particular,  by  Arts.  294,  297,  for  two  rigidly  con- 
nected particles  »«,  ot'  whose  velocities  are  equal  and  parallel 
(Fig.  144),  the  momenta  mv,  m'v  have  . 

a    resultant    momentum   {nt  -f  m')v  / 

which    is    parallel    to   the  common  ^  /      w  n       ^ 

velocity  v  of  the  particles  and  divides 
their  distance  in  the  inverse  ratio  of 
the  masses  m,  m' .  It  follows  that 
this  resultant  momentum 
through  the  centroid  G  of  the  masses 
tn,  m'  (see  Art,  2ig). 

430.  This  result  is  readily  generalized.  By  reasoning  as  in 
Art.  306,  it  can  be  proved  that  for  a  rigid  body  or  mass  M,  hav- 
ing a  velocity  v  of  translation  (so  that  all  its  particles  have  equal 
and  parallel  velocities  v\  the  resultant  of  the  momenta  of  all  its 
particles  is  equal  to  Mv,  is  parallel  to  r',  and  passes  through  the 
centroid  G  of  the  mass  M  of  the  body.  This  momentum  Mv, 
applied  at  G,  is  called  the  momentum  of  the  rigid  body,  or  the 
momentum  of  its  centroid. 

431.  The  term  momentum  of  the  centroid  is  also  used  in  a 
more  general  sense.     It  has  been  shown  in  Art.  212  that,  for 
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any  system  of  particles,  whether  rigidly  connected  or  not, 
whether  at  rest  or  in  motion,  there  exists  at  every  instant  a  cer- 
tain point  G,  the  centroid,  whose  co-ordinates  with  respect  to  a 
fixed  set  of  rectangular  axes  are 

If  the  particles  are  in  motion,  this  point  G  will,  in  general, 
change  its  position  in  the  course  of  time.  Differentiating  the 
equations  with  respect  to  the  time,  and  putting  Itn  =  M,vie  find : 


dl 


dl 


dt 


dl 


dt 


dt 


(3) 

These  equations  determine  the  rectangular  components  dx/dt, 
dyjdt,  ds/dt  of  the  velocity  v  of  the  centroid  G.  The  product 
Mv  is  called  the  momentum  of  the  centroid  of  the  system  of 
particles. 

If  each  of  the  particles  moves  with  constant  velocity  in  a 
straight  line,  it  follows  from  the  equations  (3)  that  the  centroid 
has  a  constant  momentum  ;  )'.  c,  it  will  also  move  with  constant 
velocity  in  a  straight  line.  This  proposition  can  be  regarded 
as  a  generalization  of  Newton's  first  law  of  motion. 

In  particular,  if  two  particles  m,  m'  move  with  the  velocities 
V,  v'  in  the  same  straight  line,  the  velocity  of  their  centroid  is 

_      mv  +  w V  ,  . 

■"      ,,,  +  M'     ■  <*' 

432.  Direct  Impact.  We  proceed  to  consider  the  particular 
case  of  two  homogeneous  spheres  of  masses  »/,  m',  whose 
centers  C,  C  move  with 
velocities  h,  h'  in  the  same 
straight  line.  The  spheres 
are  supposed  not  to  rotate, 
but  to  have  a  motion  of 
pure  translation ;  then  their 
momenta  are  mu,  m'u',  and 
can  be  represented  by  two  vectors  drawn  from  the  centers  C, 
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C  along  the  line  CC  (Fig.  145).  To  fix  the  ideas,  we  assume 
the  velocities  k,  k'  to  have  the  same  sense  and  ji  >  «',  so  that 
m  will  finally  impinge  upon  m'.  The  case  when  the  velocities 
are  of  opposite  sense  will  not  require  special  investigation,  as 
only  the  sign  of  u'  would  have  to  be  changed. 

//  is  our  object  to  determine  the  velocities  v,  v'  of  ni,  m'  im- 
mediately  after  impact,  when  the  velocities  h,  11'  immediately 
before  impact  are  given. 

The  results  here  derived  for  homogeneous  spheres  hold 
generally,  whatever  the  shape  of  the  impinging  bodies,  provided 
that  they  do  not  rotate,  and  that  the  common  normal  at  the 
point  of  contact  passes  through  both  ccntroids. 

433.  If  the  spheres  were  perfectly  rigid,  the  problem  would 
be   indeterminate,   for  there   is  no  way  of   deciding  how  the 

velocities  would  be  affected  by  the  collision. 

Natural  bodies  are  not  perfectly  rigid.  The  effect  of  the 
impact  will,  in  general,  consist  in  a  compression  of  the  portions 
of  the  bodies  brought  into  contact.  Moreover,  all  natural  bodies 
possess  a  certain  degree  of  elasticity ;  the  compression  will 
therefore  be  followed  by  an  extension,  each  sphere  tending  to 
regain  its  shape  at  least  partially. 

The  compression  acts  as  a  retarding  force  on  the  impinging 
sphere  m,  and  as  an  accelerating  force  on  m' .  It  will  last 
until  the  velocities  u,  «'  have  become  equal,  say  =%v.  During 
the  subsequent  period  of  extension,  or  restitutioh,  the  elastic 
stress  still  further  diminishes  the  velocity  of  m,  and  increases 
that  of  wi',  until  they  become,  say,  v,  v' . 

434.  The  stress  varies,  of  course,  during  the  whole  time  t  of 
compression  and  restitution.  But,  according  to  Newton's  third 
law,  the  pressure  F  exerted  at  any  instant  by  m  on  m'  must  be 
equal  and  opposite  to  the  pressure  F'  exerted  by  w'  on  m  at 
the  same  instant.  Since  F=  mdufdt,  P  =  m'du' /dt,  and  F=  —  F' 
at  any  instant  during  the  time  t,  we  have 
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£i'dt=  -  £p'dt.  or  w  J^V«  =  -  m' £du\ 
whence  viv  —  mu  =  —  (i/t'v'  —  m'li'), 

or  mv  +  »t'v'  =  tnu  +  m'li';  (5)  | 

that  is,  the  total  umm  ntiim  nf!er  impact  is  equal  to  that  before  I 
impact. 

435.  This  proposition  will  evidently  hoM  for  any  number  of 
spheres  whose  centers  move  in  the  same  line,  and  can  thea  , 

be  expressed  in  the  form 

It  can  be  regarded  as  a  special  case  of  the  so-called  principle 
of  the  conservation  of  the  motion  of  the  centroid  to  be  proved 
hereafter  for  any  system  not  acted  upon  by  external  forces. 
On  the  other  hand,  the  proposition  can  be  looked  upon  as  a 
further  generalization  of  Newton's  first  law  of  motion.  While 
the  latter  asserts  that  the  momentum  of  a  particle  remains 
unchanged  as  long  as  no  external  forces  act  upon  it,  our  law  o£  , 
impact  asserts  the  same  thing  for  the  momentum  of  a  system. 

436.  If  the  spheres  were  perfectly  non-elastic,  there  would  be 
only  compression  and  no  subsequent  extension.  As  at  the  end 
of  the  period  of  compression,  the  velocities  u,  «'  have  both 
become  equal,  viz.,  =  w  (Art.  433),  the  spheres  after  impact 
would  have  the  common  velocity 

mu  +  m'u' 


m  -\-  m 


437.  If  the  spheres  were  perfectly  elastic,  i.  e.,  if  the  elastic 
stress  following  the  compression,  or  the  so-caUed  force  of  restitu- 
tion, were  just  equal  to  the  preceding  stress  of  compression,  the 
spheres  would  completely  regain  their  original  shape.  In  this 
case,  Ihe  elastic  stress  causes  the  impinging  sphere  m  to  lose 
during   the    period    of   restitution    an    amount    of    monicntui 


im    H 


"(« 


-  ?()  equal  to  that  lost  during  the  period  of  cor 
,  the  final  velocity  of  m  after  impact  would  be 


-(» 


»). 


Similarly,  we  have  for  the  other  sphere  m' 

v'  ^  w  +  (w  ~  u')  =  2W  —  u'. 
As  w  is  known  from  Art.  436,  the  velocities  after  impact  can 
be  determined  for  perfectly  elastic  spheres  by  means  of  these 
formula:. 

438.  In  general,  physical  bodies  are  imperfectly  elastic,  the 
I  force  of  restitution  being  less  than  that  of  the  original  corapres- 
\  sion ;  that  is,  we  have 

-M  —  V  =  e{u  —  If), 
1)'  —  w  =  ei^w  —  «'), 
\  where  c  is  a  proper  fraction  whose  limiting  values  are  o  for 
perfectly  inelastic  bodies  and  \  for  perfectly  elastic  bodies. 
This  fraction  e,  whose  value  for  different  materials  must  be 
determined  experimentally,  is  called  the  coefficient  of  rcstitutiofi 
(or,  less  properly,  the  coefficient  of  elasticity). 

.  439.    To  eliminate  w  we  have  only  to  add  the  last  two  equa- 
[  tions ;  this  gives 

v'  —  V  =  e{tt  —  ti) ;  (6) 

y  that  is,  the  ratio  of  the  relative  velocity  after  impact  to  the  rela- 
\  five  velocity  before  impact  is  constant  and  equal  to  the  coefficient 
L^  restitution. 

This  proposition,  in  connection  with  the  proposition  of  Art. 
L  434,  expressed  by  formula  {5).  is  sufficient  to  solve  all  problems 
I  of  so-called  direct  impact,  i.  e.,  when  the  centers  of  the  spheres 
[-  move  in  the  same  line, 

440.    As  the  coefificient  e  is  frequently  difficult  to  determine, 
the  limiting  cases  ^  =  o,  ?  =  i  are  important  as  giving  approxi- 
I  mate  solutions  for  certain  classes  of  substances. 
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Thus,  for  nearly  inelastic  bodies  (such  as  clay,  lead,  etc.) 
we  may  put  c  =  o,  whence,  by  (6),  v'  =  v,  i.  e.,  the  velocities  of 
the  spheres  become  equal  after  impact;  and  the  value  of  the 
common  velocity  is  found  from  (S)  as 


which  agrees  with  the  result  found  in  Art.  436.  For  perfectly 
elastic  bodies  c  =  1,  and  formula  (6)  shows  that  in  this  case  the 
relative  velocity  after  impact  is  numerieally  equal  to  that  before 
impact,  but  of  opposite  sense. 


i 
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(i)  From  what  height  must  a  5-lb.  mass  fall  to  acquire  the  momen- 
tum of  a  i-oz.  bullet  moving  iioo  ft. /sec? 

(2)  A  shell  bursts  into  two  pieces  of  g  and  6  lbs.  which  move  on  in 
the  same  line  at  iioo  ami  1800  ft./sec,  respectively;  what  was  the 
velocity  of  the  shell  just  before  bursting  ? 

(3)  A  body  weighing  50  lbs.  moving  at  to  ft./sec.  impinges  on 
another  of  20  lbs.  moving  in  the  same  line  at  6  ft./sec.  If  the  bodies 
are  inelastic,  what  is  the  velocity  after  impact? 

(4)  Two  balls  of  chy  {e  =  o)  weighing  7  and  3  oz.  move  in  the  same 
direction.  The  heavier  ball  impinges  from  behind  upon  the  lighter  ball 
at  the  moment  when  the  latter  moves  at  the  rate  of  15  ft./sec.  If  the 
velocity  of  the  lighter  ball  is  doubled  by  the  impact,  what  was  the 
original  velocity  of  the  heavier  ball  ? 

(5)  Two  glass  balls  {e=  i)  weighing  i  lb.  and  10  oz.,  respectively, 
move  in  the  same  line  with  velocities  of  5  and  4  fl./sec.  What  are 
their  velocities  after  impact :  (a)  if  their  original  velocities  were  of  the 
same  sense  ?     (6)  if  they  were  of  opposite  sense  ? 

(6)  A  ball  weighing  5  lbs.,  while  moving  with  a  speed  of  51  i^./sec, 
overtakes  a  ball  of  7  lbs,  moving  in  the  same  line  at  the  rate  of 
40  ft./sec.  If  the  coefficient  of  restitution  be  |,  what  are  the  veloci- 
ties of  the  two  balls  after  impact  ? 

(7)  With  the  data  of  Ex.  (6),  show  that  the  velocities  after  impact 
would  be  equal  if  the  balls  were  perfectly  inelastic,  and  that  these  veloci- 
ties would  differ  more  than  in  Ex.  (6)  if  the  balls  were  perfectly  elastic. 
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(S)  Find  the  velocity  with  which  an  elastic  ball  rebounds  from  a 
fixed  surface  after  impinging  upon  it  perpendicularly  with  a  velocity  u. 

(9)  To  determine  the  coefficient  of  restitution,  a  ball  is  dropped  from  • 
a  height  JJ  on  3.  fixed  horizontal  plate  of  the  same  material,  and  the 
height  of  rebound  h  is  measured.     Show  that  t  =  y/h/H. 

(10)  A  ball  is  dropped  from  a  height  //=  11  ft,  on  a  fixed  horizontal 
plate.     Find  the  height  h  to  which  it  will  rebound  if  ^=  J, 

(11)  If  not  disturbed,  the  ball  in  Ex.  (10)  will  continue  to  fall  and 
rebound  alternately,  (a)  What  height  does  it  reach  at  the  tenth  re- 
bound ?  {6)  In  what  time  does  it  come  to  rest  ?  (c)  What  is  the 
whole  space  described  ? 

(13)  A  number  of  equal,  perfectly  elastic  balls  are  placed  in  contact 
so  that  their  centers  are  in  a  straight  line.  An  equal  ball  impinges  with 
a  velocity  11  along  this  line  on  the  first  ball  of  the  row.  Show  that  the 
last  ball  of  the  row  will  move  off  with  the  velocity  «,  while  all  the  other 
balls  will  remain  at  rest. 

(13)  Find  the  velocity  of  the  last  (nth)  ball  in  Ex.  (u),  when  the 
coefficient  of  restitution  is  e. 

(14)  An  inelastic  ball  of  8  lbs.  is  moving  with  a  velocity  of  12  ft./sec. 
(fl)  With  what  velocity  must  a  ball  of  20  lbs,  meet  it  to  arrest  its 
motion  ?  (S)  With  what  velocity  would  the  ball  of  jo  lbs.  have  to  im- 
pinge from  behind  on  the  ball  of  8  lbs.  to  double  its  velocity  ? 

(15)  \  ball  m  impinges  upon  a  ball  m'  from  behind  with  a  velocity  w. 

t  Determine  the  velocities  after  impact,  both  for  inelastic  and  for  perfectly 
elastic  balls :    (a)  when  m'  is  originally  at  rest ;    {h)  when  m'  is  at  rest, 
and  very  large  in  comparison  with  m;    (c)  when    rn'  has  the  initial 
velocity  «',  and  is  very  targe  in  comparison  with  m. 
* 
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442.  Kinetic  Energy,  A  particle  of  mass  m,  moving  with  the 
velocity  v.  has  the  kinetic  energy  ,J  tm^  (Art.  265).  As  this  is 
not  a  vector  quantity,  the  kinetic  energy  of  a  system  consisting 
of  any  number  of  free  particles  is  simply  the  algebraic  sum, 
2  \  tHv^,  of  the  kinetic  energies  of  these  particles.  It  is  an 
essentially  positive  quantity,  provided  the  masses  are  all  positive. 

The  kinetic  energy  of  a  rigid  body  having  a  motion  of  pure 
translation  is  evidently  =  J  mv',  if  m  be  the  mass  of  the  body 
and  V  the  common  velocity  of  all  its  points. 
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In  rectilinear  motion,  the  rate  at  which  the  kinetic  energy  ii 
creases  with  the  distance  s  is,  by  Art.  265,  equal  to  the  force  F:^ 


\ 


It  is  easy  to  verify  that  tliis  definition  of  force  agrees  with  the 
definition  of  force  as  the  rate  at  which  the  momentum  increases 
with  the  time  (Art.  425).     For  we  have 

(/(htnv')  dv  dv  ids         dv     d(mv) 

ds  ds  dtl  dt  dt         dt 

Integrating  the  equation  (7)  from  s  =  Sf^Xa  s  =s,  we  have 

J'Fds=i_mv^-lmva'. 
If,  in  particular,  the  force  Fis  constant,  we  have 

^U-«„)=J.,-^-J,m/  (8') 

In  (8)  and  (8')  the  quantity  in  the  left-hand  member  is  called 
the  work  done  by  the  force  F  in  the  distance  s  —  s^(  Art.  266). 
Thus  a  particle  of  mass  m,  falling  from  rest  through  a  distance 
s,  acquires  its  kinetic  energy  owing  to  the  work  done  upon  it  by 
the  constant  attractive  force,  F=  mg,  of  the  earth,  and  we  have, 
with  Jo  =  o,  i'(,  =  o, 

J  tnt^  =  Fs  =  ffigs. 

The  kinetic  energy  J  mx^,  possessed  by  a  particle  of  mass  m, 
moving  with  the  velocity  v,  can  therefore  always  be  regarded  as 
equivalent  to  a  certain  amount  of  work.  If  the  motion  of  this 
particle  be  opposed  by  a  constant  force  or  resistance  —  F,  the 
distance  s  through  which  it  will  go  on  moving  until  it  comes  to 
rest  is  of  course  determined  from  the  same  equation, 

^  Mi'2  =  Fs.  (g) 

This  results  from  the  equation  (8')  by  putting  ^,,  =  0,  v  =  o,  and 
writing  —  F  for  F,  v  for  v^.  It  is  then  said  that  the  kinetic  energy 
of  the  particle  is  spent  in  overcoming  the  resistance  —  F,  or  in 


I 
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I  doing  work  against  the  force  —  F  (see  Art.  402).  ^M 
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443.  In  the  case  of  the  direct  impact  of  spheres,  as  considered 
in  Art.  432,  the  velocity,  and  hence  also  the  kinetic  energy,  of 
each  sphere  is  in  general  changed  by  the  impact ;  a  transfer  of 
kinetic  energy  can  be  said  to  take  place.  Thus,  when  a  sphere 
at  rest  is  struck  by  a  moving  sphere,  kinetic  energy  is  imparted 
to  the  former  by  the  impulsive  force,  and  this  energy  can  then 
be  spent  in  doing  work  against  a  resistance.  Impact  is  there- 
fore frequently  used  for  the  purpose  of  performing  useful 
work. 

444.  For  instance,  to' drive  a  nail  into  a  wooden  plank,  the 
resistance  —F  oi  the  wood  must  be  overcome  through  a  certain 
distance  s.  This  might  be  done  by  applying  a  pressure  F  equal 
and  opposite  to  the  resistance  —F;  as,  however,  this  pressure 
would  have  to  be  very  large,  it  is  more  convenient  to  impart  to 
the  nail,  by  striking  it  with  a  hammer,  an  amount  of  kinetic 
energy,  I  mv^,  equivalent  to  the  work  Fs  that  is  to  be  done. 
Neglecting  elasticity,  and  denoting  the  mass  of  the  hammer 
by  nty  that  of  the  nail  by  ;;/',  the  velocity  of  the  hammer  at  the 
moment  when  it  strikes  the  head  of  the  nail  by  «,  we  have, 

or  since,  by  (6),  for  inelastic  impact  v^  =  v, 

VI 

V  =  — - — ^ ;/. 
m  +  ;;/ 

This  is  the  common  velocity  of  hammer  and  nail  after  the 
stroke.     We  find,  therefore,  by  (9), 


\{tn  -\r  w')-  ( — T — 1)  =  ^^> 
^  \m  -f  m  J 


or 


m 


m  -{-  m 


j'^mu^=Fs.  (10) 


445.  It  will  be  noticed  that  while  the  total  kinetic  energy 
of  hammer  and  nail  just  before  striking  was  ^  mu^  +  o,  the 
kinetic  energy  utilized  for  driving  the  nail  is  only  the  fraction 
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mf{m  +  m')  of  this  total  kinetic  energy.  -  The  remaining  portion 
of  the  original  kinetic  energy,  viz., 

^•J"'«'.  CO 

tH  +  m'  '■ 
must  be  regarded  as  spent  in  producing  the  slight  deformations 
of  hammer  and  nail  and  such  accompanying  phenomena  as 
vibrations  of  the  plank,  sound,  heat,  etc.  For  it  is  an  experi- 
mental result  of  modern  physical  research  that,  wherever  kinetic 
energy  disappears  as  such,  there  is  done  an  exactly  equivalent 
amount  of  work.  The  apparently  disappearing  kinetic  energy 
may  either  be  transferred  to  some  other  body,  as  in  the  case  of 
the  vibrations  of  the  plank,  or  it  may  reappear  in  the  form  of 
vibrations,  causing  sound  or  heat ;  or  it  may  be  transformed  into 
an  equivalent  amount  of  so-called  potential  energy.  This  physi- 
cal fact  is  known  as  the  principle  of  the  consen'atiott  of  energy. 

446-  In  our  example  the  total  original  kinetic  energy,  J  mi?, 
resolves  itself  into  two  portions,  the  portion  (10)  used  for  driv- 
ing the  nail,  and  the  "wasted"  or,  as  it  is  often  called,  "lost" 
portion  (11).  It  may,  however,  happen  that  the  portion  (11) 
does  the  useful  work,  while  (lO)  is  wasteful.  This  would  be 
the  case,  for  instance,  in  molding  a  rivet  with  a  hammer,  or  in 
forging  a  piece  of  iron  under  the  blows  of  a  steam-hammer. 
The  useful  work  here  consists  in  the  deformation  of  the  bolt  or 
piece  of  iron. 

It  appears  from  the  expressions  (10)  and  (ii)  that,  for  the 
purpose  of  driving  the  nail,  m  should  be  large  in  comparison 
with  m',  while  for  molding  a  rivet  it  is  of  advantage  to  have  m' 
large  in  comparison  with  m. 

447.  It  may  be  well  to  recall  here  (comp.  Art.  262)  that  in 
applying  the  formula  (8)  to  (11).  and  indeed  any  of  the  for- 
multc  of  theoretical  mechanics,  the  same  system  of  units  must  be 
used  consistently  throughout  the  same  formula.  In  theoretical 
mechanics,  as  in  physics  and  electrical  engineering,  the  absolute 
system  is  generally  used.     With  British  units,  the  mass  is  then 
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^0448.; 

^^^V  expressed  in  pounds,  the  force  in  poundals.  The  engineer, 
^^™  however,  commonly  uses  the  gravitation  system ;  that  is,  he  is 
r  accustomed  to  express  a  force  in  pounds.     Hence,  if  for  instance 

I  in  the  formula  {9),  j  „^,^a  =  fs, 

"m  be  expressed  in  pounds,  the  numerical  value  obtained  for  J^ 
L  must  be  divided  by  ^  to  reduce  it  to  pounds.     The  same  result 

I  is  evidently  obtained  by  substituting  for  m  not  the  number  that 

I  expresses  the  mass  in  pounds,  but  this  number  divided  by  ^, 

I  whereupon  the  force  ^will  result  directly  in  pounds.     For  this 
reason  engineers  often  write  the  above  formula  in  the  form 


=  Fs, 


at  being  the  "  weight "  in  pounds,  and  F  the  force  in  pounds. 


448.    Let  us  now  consider  ^z  change  of  tlu  total  kinetic  energy 
produced   by  direct   impact   in   two    partially   elastic   spheres. 
With  the  notations  of  Art.  432,  we  have  for  the  excess  of  the 
'  kinetic  energy  after  impact  over  that  before  impact: 

\  {im^  +  m'v'^)  -  \  {mu^  4-  nt'it"^). 
'  To  eliminate  v  and  v'  from  this  expression,  square  the  equations 
^  (5)  and  (6),  (^j,  ^.  „,'y'f  ^  (,„„  ^.  „;^„'ja^ 

I  multiply  the  latter  by  mm',  and  write  it  in  the  form 

mm\v--e'f  +  (.l-i')mm\i,-u'f=mm\u-H'f; 
finally  add  the  former  equation, 

(»/  +  m'){m^+  j«V^)  +  (l  —  i^)  mm' {u  ^  ii'y 
=  (m  +  »i'){mii'- 


whence 

i  (mi^+m'v")-  i  (,mii'+it, 


■'•)=-M'-'')- 


-i(»-»7. 


(12) 


As  the  right-hand  member  of  this  equation  is  essentially 
negative,  it  appears  that  7vAi/e  in  impact  the  total  momentnm 
remains  unchanged,  the  total  kinetic  energy  is  in  general  t/imin- 
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ished;  only  in  the  limiting  case  of  perfectly  elastic  bodies 
(f  =  I)  does  the  kinetic  energy  remain  the  same  after  as  before 
impact.  The  "  lost"  kinetic  energy  (12)  mainly  represents  the 
amount  of  energy  spent  in  producing  the  permanent  deforma- 
tion of  the  impinging  bodies,  but  sometimes  also  vibrations, 
heat,  etc.  1 

449.  EzeroiuB. 

(i)  Compare  the  momenta  and  kinetic  energies  of  3  train  of  200 
tons,  running  60  miles  an  hour,  and  of  the  shot  of  a  large  gun,  the  shot 
weighing  1000  lbs.,  and  the  muzzle  velocity  being  1760  ft./sec, 

(2)  The  head  of  a  hammer,  weighing  2!  lbs.  and  moving  with  a 
speed  of  40  ft. /sec.,  b  stopped  in  yuVir  sec.  What  is  the  average  "  force 
of  the  blow"? 

(3)  A  ball  of  5J  oz.  strikes  a  bat  with  a  velocity  of  iiJ  ft./sec, 
and  returns  in  the  same  line  with  a  velocity  of  32  ft/sec.  If  the  blow 
lasts  jij  sec,  what  is  the  force  exerted  by  ihe  striker? 

{4)  A  2-lb.  hammer  strikes  a  2-lb.  chisel,  used  in  cutting  metal, 
with  a  velocity  of  10  ft./sec.  If  the  impact  lasts  -j-jj-inr  sec,  what  is  the 
average  force  exerted  on  the  metai? 

(5)  A  hammer  weighing  i.j  lbs,  strikes  a  nail  weighing  \  oz,  with 
a  velocity  of  zo  ft./sec,  and  drives  it  \  in.  Find  the  mean  resistance 
of  the  wood,  and  determine  the  useful  and  wasteful  work. 

(6)  In  Art.  441,  Ex.  (6),  find  the  loss  of  kinetic  energy  due  to  the 
impact. 

(7)  A  train  of  lao  tons  runs,  with  a  speed  of  15  miles  an  hour,  intoa 
train  of  80  tons  at  rest.  Neglecting  elasticity,  determine  the  destructive 
work  of  the  collision,  and  the  velocity  along  the  track  after  impact. 

(8)  A  pile  weighing  m'  lbs.  is  driven  into  the  ground  by  a  ram  of  m 
lbs.,  falling  from  a  height  of  k  ft.     If  the  pile  sinks  j  in.  into  the  ground 

L  after  n  falls  of  the  ram,  show  that  the  resistance  of  the  g 

I  as  uniform)  is  =  -?-^j — -  -^     \  m'h  pounds. 

^^^L      am 

I 


1 


(9)  If,  in  Ex.  (8),  the  elasticity  of  ram  and  pile  be  neglected,  ram 
and  pile  will  have  equal  velocities  after  impact,  and  move  together. 
Hence,  the  factor  m'  should  be  replaced  by  m  +  m',  and  the  resistance  is 

— —  ■  mh  pounds. 


4S0.]  IMPACT.  289 

(10)  Ten  Wows  of  a  ram  of  450  lbs,,  falling  from  a  height  of  6  ft.,  sink 
a  pile  of  350  lbs.  6  in.  If  the  permanent  load  of  a  pile  be  taken  as 
one  fifth  of  the  resistance,  what  permanent  load  can  the  pile  bear? 

(11)  A  steam  hammer  of  3  tons  is  used  in  forging.  U  has  a  fall  of 
4)  ft.  If  the  weight  of  the  anvil  be  18  tons,  what  is  the  useful  and  what 
the  wasteful  work? 

(ta)  The  block  of  a  ram  weighs  goo  lbs.,  the  pile  450  lbs.  The 
block  falls  from  a  height  of  g  ft.  If,  at  the  last  blow,  it  drives  the  pile 
\  in.,  what  is  the  resistance  of  the  ground? 

(13)  A  pile  driver  of  300  lbs.  has  a  fall  of  16  ft.  and  is  stopped  in  -jij 
sec.  ;  determine  the  average  force  exerted  on  the  pile. 

(14)  *  A  column  of  water  in  a  6-in,  pipe,  30  ft,  long,  is  moving 
behind  a  piston  at  ig  ft./sec.  The  motion  of  the  piston  being  stopped  in 
-^  sec,  what  is  the  average  pressure  per  square  inch  exerted  on  the  piston  ? 

(15)  "  Water  is  flowing  through  a  service  pipe  at  the  rate  of  60 
ft./sec.  If  the  water  be  brought  to  rest  uniformly  in  -^  sec.  by  closing 
the  stop  valve,  what  will  be  the  increase  of  the  pressure  of  the  water 
near  the  valve,  the  pipe  being  taken  as  go  ft.  long,  the  resistance  of  the 
pipe  and  the  compressibility  of  the  water  being  neglected? 

(16)  *  Thirty  gallons  of  water  per  second  enter  awheel  in  a  direction 
Aff  from  a  horizontal  4-in.  pipe,  the  shortest  distance  from  the  axis  of  the 
pipe  to  the  vertical  axis  of  the  wheel  being  1.3  ft.  The  water  leaves 
the  wheel  in  a  horizontal  direction  CD,  with  a  velocity  of  3  ft./sec, 
the  shortest  distance  of  CD  from  the  axis  of  the  wheel  being  0,8  ft. 
Find  the  useful  turning  moment. 

(17)  A  ball  of  sj  oz.  moving  at  50  ft./sec.  is  caught,  being  brought 
to  rest  in  a  distance  of  6  in.    What  is  the  average  pressure  on  the  hand  ? 

450.  Eecoil.  The  explosion  of  the  powder  in  a  gun  produces 
ati  impulsive  pressure  both  on  the  shot  and  on  the  body  of  the 
gun.  Assuming  the  line  of  motion  of  the  centroid  of  the  shot 
to  pass  through  the  centroid  of  the  gun,  we  may  apply  equation 
(S),  with  H  =0,  It'  =  o.  Hence,  denoting  by  m  the  mass  of  the 
gun,  by  m'  that  of  the  shot,  we  find  for  the  velocity  of  recoil 

''■=-^/-  (13) 
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The  kinetic  energies  J  mi^  and  \  m'v'^  of  gun  and  shot  are  , 
in  the  ratio  m' /m ;  hence,  the  energy  of  recoil  is  the  fraction  I 

tn'/{m  +  m')  of  the  total  energy  J  fwir^  +  J  m'v"^  of  the  explosion   i 
of  the  powder,  while  the  energy  of  the  shot  is  =  mj{m  +  m')  of 
the  total  energy.     In  large  guns  the  recoil  is  diminished  by  a 
special  elastic  cushion  or  "compressor,"      Moreover,  the  mass- 
of  the  powder  gases  cannot  be  entirely  neglected  in  all  cases. 

451.  Oblique  Impact.  In  the  case  of  oblique  impact,  (.c,  when  I 
the  centers  of  the  colliding  spheres  do  not  move  in  the  same 
straight  line,  the  velocities  after  impact  can  be  found  without 
difficulty,  provided  that  the  velocities  of  the  centers  before 
impact  lie  in  the  same  plane  and  that  the  spheres  are  perfectly 
smooth. 

With  these  assumptions,  let  m,  m'  be  the  masses  of  the  two 
spheres;  C,  C  their  centers  (Fig.  146);  it,  u'  the  velocities 
before  impact;  «,  a'  the 
angles  made  by  «,  »'  with 
the  line  CC ;  v,  v'  the 
velocities  after  impact; 
and  $,  0'  the  angles  they 
make  with  CC. 

As  there  is  no  friction, 

the  forces  of  impact  act 

along  the    line    CC  that 

joins  the  centers.      Hence,  resolving  each  velocity  along  and 

at  right  angles  to  CC,  the  components  perpendicular  to  CC 

must  remain  unchanged  by  the  collision  ;  that  is,  we  must  have 

vsm0  =  u  sin  «,  v'  sin  yS'  =  «'  sin  a'.  ( 14) 

The  components  of  the  velocities  along  CC  must  satisfy  the 
equations  (5)  and  (6).  Hence,  substituting  u  cos  r,  «'cos«', 
V  cos  yS,  v'  cos  0'  for  «, «',  i'.  v',  respectively,  we  must  have 

mvcos  ff+m'v' cos  ff  =  Mucosa +  m' 11' cos  a',        (15) 
f'cos/9'—  VCOS0  =  e{i/  cos  «  — w'cos"').  (16) 


453.  The  particular  case  of  the  oblique  impact  of  a  homo- 
geneous sphere  against  a  smooth  fixed  plane  deserves  special 
mention.  In  this  case,  it'  and  v'  are  zero;  and  the  angles  a,  y9 
made  by  the  velocities  w,  v  with  the  normal  to  the  plane,  are 
called  the  a?iff/e  of  incidence  and  of  reflection,  respectively. 

The  equations  (14)  and  (16)  reduce  to  the  following: 

I'sin  ^=  «sin  «,  7' cos  (9=  —  cwcosa,  (17) 

where  the  minus  sign  indicates  that  the  projections  of  w  and  v 
on  the  normal  have  opposite  sense.  Dividing  the  former  of 
these  equations  by  the  latter,  we  find 

tan  a=  —  e  tan  ^, 
where  the  minus  sign  merely  indicates  that  the  angles  a,  /3  lie 
on  opposite  sides  of  the  normal. 

For  perfectly  elastic  bodies  the  last  equation  shows  that  the 
angles  of  incidence  and  reflection  are  equal. 

453.   In  the  kinetic  theory  of  gases  the  pressure  of  a  gas  on  the  walls 

of  the  containing  vessel  is  regarded  as  due  to  the  impacts  of  the  mole- 
cules of  the  gas  on  these  walls.  The  gas  is  supposed  to  consist  of  a 
large  number  of  molecules,  all  in  very  rapid  rectilinear  motion  in  all 
possible  directions.  The  impact  must  be  assumed  as  perfectly  elastic, 
since  otherwise  each  impact  would  diminish  the  velocity  of  the  mole- 
cule ;  this  would  mean  that  the  pressure  of  a  gas  in  a  closed  vessel 
diminishes  in  the  course  of  lime,  which  is  contrary  to  experience. 

Let  the  vessel  be  a  cylinder  with  a  movable  piston.  As  the  mass  of 
the  piston  is  very  large  in  comparison  with  the  mass  m  of  the  molecule, 
it  follows  easily  from  equations  (5)  and  (6)  that  the  momentum  imparted 
to  the  piston  by  a  moUeule  m  impinging  on  it  at  right  angles  with  velocity 
u  is  =2  mu;  that  is,  twice  the  momentum  of  the  molecule. 

464.  Next,  let  the  vessel  be  a  cube  whose  edge  is  i  cm.  A  mole- 
cule m,  moving  at  right  angles  to  a  face,  has  to  travel  a  cm.  from  one 
impact  to  the  next  impact  on  the  same  face ;  hence,  if  it  strikes  the 
face  It  times  per  second,  we  have  a  ■  rt=u  ■  1,  whence  n=\u. 

73u  pressure  on  the  face  produced  by  the  molecule  being  the  rate  at 
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which  it  imparts  momentum,  i.  e.,  in  our  case  the  momentum  imparted  tn 
one  second,  is  therefore        ^  .  ^  ^^^^  _  ^^^^ 

Now,  let  u  be  the  velocity  of  a  molecule  m  moving  in  any  direction, 
and  let  n„  v,,  u,  be  its  components  along  the  edges  of  the  cube ;  then 
the  kinetic  energy  of  the  molecule  is 

\  mif  =  \  mu^  +  \  mu/  +  i  m«/ ; 
/.  e.,  it  is  the  same  as  that  of  three  molecules,  each  of  mass  m,  whose 
velocities  (/„  w,,  u,  are  perpendicular  to  the  faces. 

The  total  kinetic  energy  of  the  gas  contained  in  the  cubic  centimeter 
divides  itself  similarly  into  three  parts: 

S  i  w//'  =  2  ^  «)/,'  +  5  ^  M  V  +  S  ^  '7,u.\ 

If  these  parts  are  assumed  equal,  each  is  =  ^  £  ^  mu". 

Let  the  cube  contain  iV  molecules,  each  of  mass  m;  then  the  total 

kinetic  energy  is  _  ,       ,.„,,.-_, 

^'  •S.\mu'=\  m^u-  =  \  Amu', 

where  «  =  VXu'/N  is  the  so-called  mi^an  square  velocity.     The  pressure 

p  on  each  face  of  the  cube  is,  therefore, 

p  =  \%m,?=\Nm^. 

As  Nm  is  the  total  mass  in  one  cubic  centimeter,  /.  e.,  the  density  p  of 

the  gas,  we  have  also  *  _  i  ^ 

This  formula  gives  the  pressure  per  square  centimeter  on  the  walls  of  | 
a  vessel  of  any  shape  or  size ;  to  make  this  generalization  it  is  only  j 
necessary  to  imagine  the  vessel  divided  up  into  cubic  centimeters.     The 
formula  is  known  as  Boyle's  law,  which  expresses  that  the  pressure  of  a 
gas  is  proportional  to  its  density,  if  the  temperature  is  constant,  i.  e.,  if 
the  mean  square  velocity  it  is  constant. 

Forhydrogen,  at  atmospheric  pressure, /.?.,/=:  1033  grams  per  square   I 
centimeter,  and  at  0°  C,  the  density  p  =  0.000  0S9  6  ;   hence  the  mean  , 
square  velocity  of  a   hydrogen   molecule    (with  ^=981)    is  founds 
1841  meters  per  second. 

465.  SsercisM. 

(i)  A  baseball  weighing  jj  01.,  while  moving  with  a  velocity  of  100  1 
ft./sec,  is  struck  by  the  bat  in  a  direction  at  right  angles  to  its  line  of  f 
motion.  Find  the  momentum  imparted  by  the  blow  if  it  deflects  the  I 
ball  through  an  angle  of  60°. 


I 
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(i)  Determine  the  velocity  of  recoil  of  a  gun  weighing  1500  lbs. 
when  a  i  a-lb.  shot  is  fired  from  it  with  an  initial  velocity  of  2000  ft. /sec. 

(3)  The  he.ivier  one  of  two  ivory  balls  (g  =  0,88),  whose  centroids 
are  C,  C  and  whose  masses  are  i  lb.  and  f  lb.,  impinges  upon  the 
lighter.  The,  velocity  of  the  heavier  ball  is  15  fL/sec.  and  makes  an 
angle  of  30°  with  the  line  CC,  while  the  velocity  of  the  hghter  ball 
is  5  ft. /sec.  and  makes  an  angle  of  60°  with  the  line  CC  (produced). 
Find  the  velocities  after  impact  in  magnitude  and  direction. 

(4)  A  40-lb.  shot  is  fired  from  a  gun  weighing  5  tons,  with  an  initial 
velocity  of  1 600  ft. /sec. ;  find  the  velocity  of  recoil  and  the  average  force 

I  of  the  explosion  if  the  gun  is  10  ft.  long. 

I  (s)  A  stone  is  thrown  with  a  velocity  of  33  ft./sec.  at  right  angles 
to  a  train  running  at  45  miles  per  hour ;  compare  the  kinetic  energy 
with  which  the  train  is  struck  with  that  e.tpended  by  the  thrower. 

(6)  If  a  stone  is  thrown  with  a  velocity  of  33  ft./sec.  from  one 
train  into  another  train  while  they  pass,  both  trains  running  at  45  miles 
per  hour,  how  does  the  kinetic  energy  with  which  the  train  is  struck 
compare  with  that  expended  by  the  thrower? 

(7)  Two  equal  perfectly  elastic  spheres  meet  at  right  angles;  the 
velocities  u,  u'  before  impact  being  given,  find  the  velocities  v,  v'  after 
impact. 

I  II.    Rectilinear  Motion  of  a  Particle. 

456.    It  has  been  shown  in  Statics  (Arts.  273-277)  that  any 

number  of  forces  acting  on  the  same  particle,  of  mass  m,  can  be 

replaced  by  a  single  force,  their  resultant  R,  which  is  found  by 

adding  the  given  forces  geometrically.     This  force  R  gives  to 

the  particle  m  an  acceleration  _;'  which  is  the  geometric  sum,  or 

resultant,  of  the  accelerations  due  to  the  given  forces  separately. 

The  vectors /and  R  have  the  same  direction  and  sense  and  are 

such  that  „ 

mj  =  i\. 

This  relation  is  called  the  equation  of  motion  of  the  particle. 

It  should  be  observed  that  it  is  not  essential  that  the  mass  m 
of  the  "particle"  be  concentrated  at  a  point;  what  is  essential 
is  that  the  moving  mass  m  has  a  mere  motion  of  translation  so 
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I      .  that  the  motion  of  any  one  point  determines  the  motion  of  the 

^^^  whole  mass,  and  that  all  the  forces  can  be  regarded  as  applied 

^^^B  at  one  and  the  same  point  which,  if  the  force  of  gravity  acts, 

^^^K  must  be  the  centroid  of  the  mass  m.     If  these  conditions  are 

^^^B  satisfied,  the  "  particle  "  may  be  a  body  of  any  size. 

H  ' 

^^^B  moi 

^V  line 

^H  the 


457.  We  begin  by  considering  the  simplest  case,  that  of  recti- 
linearmotion ;  bothy  and  R  are  then  directed  along  the  line  of 
motion. 

As  shown  in  Kinematics  (Art.  65),  the  acceleration  in  recti- 
linear motion  is/  =  dvjdt  =  d^s/dfl,  where  v  is  the  velocity  of 
the  particle  and  s  its  distance  from  some  fixed  point,  or  origin, 
taken  on  the  line  of  motion.  The  equation  of  rectilinear  motion 
can  therefore  be  written 


dt 


=  R,  or 


d-^s 


R. 


(0 


: 


It  is  here  assumed  that  the  mass  m  (as  is  usually  the  case) 
remains  constant  during  the  motion.  If  this  were  not  the  case, 
it  would  be  necessary  to  use  the  more  general  definition  of  force 
(Art,  255)  as  the  time-rate  of  change  of  momentum  and  to  write 
the  equation  of  motion  in  the  form 

dt 

458.  If  the  force  R  is  constant,  the  acceleration  y  =  A'/w/  is  con- 
stant, and  the  motion  is  uniformly  accelerated.  Integrating  the 
former  of  the  equations  (i),  we  find  in  this  case 


-R('-ii)\ 


(A 


V 


i.  e.,  the  increase  of  momentum  in  any  time  t  —  t^  is  equal  to  the 
impulse  of  the  force  R  in  this  time  (comp.  Arts.  256,  425). 

If  the  given  "  initial "  velocity  i'^  be  zero  and  the  time  t  be 
counted  from  the  corresponding  instant,  the  relation  (2)  reduces 
to  the  more  simple  form 

mv  =  Rt.  (jfj 


I 

I 
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459.  In  the  case  of  a  constant  force  J?,  the  latter  of  the  two 
equations  ( 1 )  can  also  be  integrated ;  for,  after  multiplying  both 
members  by  dsjdt,  the  left-hand  member  becomes  the  exact 
time-derivative  for  the  quantity  lm{ds/dtf  =  \m-.'^.     We  thus 

'"''•  \m«'-im:;'~R{s~s,y.  (3) 

*'.  e.,  file  increase  of  the  kinetic  energy  in  any  distance  s  —  s^^  is 
tqual  to  the  work  done  by  the  force  R  in  this  distance  (see  Arts. 
266,  442). 

If  the  initial  velocity  v^^  be  zero  and  the  distance  s  be  counted 

from  the  corresponding  initial  position,  the  relation  (3)  reduces  to 

\mv^^Rs.       ■  (3') 

The  proposition  expressed  by  equation  (3)  or  (3')  is  known 
as  the  principle  of  kiuetio  energy  and  work  for  the  case  of  the 
rectilinear  motion  of  a  particle  under  a  constant  force. 

It  should  be  observed  that  the  important  relations  (2)  and  (3) 
are  nothing  but  the  two  fundamental  definitions  of  a  constant 
force  (comp.  Art.  442).  The  following  examples  of  rectilinear 
motion  under  a  constant  force  will  further  illustrate  the  mean- 
ing and  use  of  equations  (1)  to  (3'),  With  regard  to  the  units 
of  mass  and  force,  see  the  remark  in  Art.  447. 

460.  Falling  Body.  With  the  assumptions  of  An.  72,  ihe  dynamical 
equation  of  motion  of  a.  particle  of  mass  ta  falling  iii  vacuo  is 

dt  d(* 

where  Jf  =  mg  is  the  weight  (Art.  30C)  of  the  particle,  i.e.,  the  force 
of  attraction  exerted  by  the  earth  on  the  mass  m.  Integrating,  we  (ind 
as  above  „„.      ., 

Upon  division  by  m,  all  these  equations  reduce  to  results  found  pre- 
viously in  Kinematics  (Arts.  68-74).  The  advantage  of  the  present 
equations  lies  in  their  dynamic  interpretation.  Thus,  the  last  equation 
represents  the  increase  of  the  kinetic  energy  of  Ihe  body  during  its  fall 
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^^^B  as  due  to  the  work  of  its  weight  IV,  i.  e.,  of  tlie  attraction  of  the  earth. 

^^^H  The  work  W(s  —  i^  done  by  gravity  is  said  to  be  transformed  into  the 

^^^B  gained  kinetic  enei^  of  the  body. 

^^^1  For  a  body  thrown  vertically  upw:ird  with  an  initial  velocity  Vt,,  we 

^^^1  have 


•  be  counted   from  the  starting  point  and  positive  upward.     The 
eiic  energy  here  decreases ;   the  initial   kinetic   energy,   i  <»v^,  is 

gradually  spent  in  doing  work  against  the  force  of  gravity. 

This  dynamic  language  is  often  useful  in  eliciting  a  mental  picture 

of  the  phenomena  described  and  in  giving  to  them  a  physical  meamng. 

But  ihe  analogies  suggested  by  it  should  not  be  pressed  too  far. 


Inclined  Plane. 

formly  up  a  smooth  inclin 


When 
.d  pla, 


Fig.   147 


a  particle  of  mass  m  is  moved  um- 
s  from  /;,  to  /*,  (Fig.  147),  the  work 
done  against  gravity  is  equal  to 
the  work  that  would  have  to  be 
done  in  raising  the  p:irticle  m 
through  the  vertical  height  PP^ 
of  /"i  above  the  initial  jwinl  P^ 
For,  putting  P^P^  =  s,  PP,  =  h, 
and  denoting  the  inclination  of 
the  plane  to  the  horizon  by  9,  the 
normal  component  mg  cos  tf  of 
the  weight  W=  mg  is  balanced 
by  the  normal  reaction  of  the  plane,  and  the  work  of  the  component 
mg  sin  9  parallel  to  the  plane  is 

mg  sin  tf  -  J  =  tag  •  j  sin  fl  =  vig  ■  A. 
If  Ihe  plane  be  rough,  the  coefficient  of  friction  being  fi,  the  result- 
ant force  for  motion  upwards  is  =  mg  sin  6  +  ftmg  cos  6 ;   hencCj  the 
work  done  in  moving  the  mass  m  from  P^  to  Pi  is 

Higi sin  6  +  ftrngs cos  6  =^mg-  A  +  /img  ■  /=  mg{&  +  /J), 

where  /=  P.J"  is  the  horizontal  distance  of  the  final  position  /",  from 
the  starting  point  P„.  The  total  work  is,  therefore,  the  sum  of  the  work 
of  overcoming  gravity  through  the  vertical  distance  h  and  the  work  of 
overcoming  friction  through  the  horizonlal  distance  /. 
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462.  Work  agitnst  Gravity  for  a  System  of  Fartiolea.  Let  there 
be  given  any  number  of  panicles  of  masses  ;«i,  m^,  •  ■  ■  in,  at  the  dis- 
tances J,,  J„  ■  •  ■  J,  above  a  fixed  horizontal  plane  ;  and  let  these  masses 
be  raised  vertically  against  gravity  so  that  their  distances  from  the  same 
plane  become  s,',  x/,  -■■  sj.  The  cenlroid  of  the  masses  in  their 
original  position  has  a  distance  ~s  =  'S.ms/'S.m  from  the  fixed  plane,  while 
in  the  final  position  it  has  the  distance  s'  =  S,ias' /'S.m  from  the  same 
plane.  It  has,  therefore,  been  raised  through  a  distance  s'  —  s.  It 
follows  that  tAt  total  viork  done  in  raising  the  separate  masses,  viz., 


miSW-^\)+mig{s^- 


u)^ 


•  +  «^(V— r.)=i-(2/'i 


-tms). 


is  equal  to  the  work  that  would  be  done  in  raising  the  total  mass  Xm 
Arough  the  distance  s'  —  s  traversed  hy  the  centroid,  i.  e.,  to 


■(^' 


S). 


463.  Let  us  consider  a  mass  m  that  is  being  raised  or  lowered  by 
means  of  a  rope  or  chain  ( Fig.  148),  such  as  a  building  stone  suspended 
from  a  derrick.  The  rope  acts  as  a  constraint,  con- 
ditioning the  motion  of  the  stone.  To  make  the  stone 
free  we  may  imagine  the  rope  cut  just  jbove  the  stone 
and  the  tension  of  the  rope,  T,  introduced  as  a  sub- 
stitute. The  stone  then  moves  under  the  action  of 
two  forces,  viz.,  its  weight  IV=  mg  and  the  tension  T 
of  the  rope.  Taking  the  downward  sense  as  positive, 
we  have  the  equation  of  motion, 

d^s      „        r 


^m 


df 


Fie.  I 


Writing  /■  for  the  acceleration  d^sfdt^  with  which  the  stone  is  being 
lowered  or  raised,  we  find  for  the  tension  7"  of  the  rope 

T=m(i-j). 

This  equation  shows  that  the  tension  is  equal  to  the  weight  of  the  stone, 
not  only  when  it  is  hanging  at  rest,  but  also  whenever  it  is  raised  or 
lowered  with  constant  velocity  ;  and  that  the  tension  is  zero  if  the  stone 
is  lowered  with  an  acceleration  equal  lo  that  of  gravity,  as  is  otherwise 
evident. 
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464.  Lei  us  next  consider  two  particles,  m„  «„  connected  by  a  cord 
hung  over  a  vertical  fixed  pulley,  as  in  the  apparatus  known  as  Ativood's  \ 
machine  (Fig.  149).  If  w(|  >  OTj,  ik,  will  descend  while  m^  ascends.  The  | 
force  producing  the  acceleration  of  the  system  formed  by  the  two  par- 
ticles is  evidently  the  difference  of  the  weights  of  the  particles,  viz., 
Jf]  —  (f J  =  (mj  —  ffij)^,  while  the  whole  mass  moved  (neglecting  the 
mass  of  the  cord  and  of  the  pulley)  is  m^  +  Wj.  Hence,  we  have  for 
the  acceleration  j  of  the  system, 


m,  +  ra, 

This  acceleration  is  constant,  and  the  relations  between  space,  time,  and 
velocity  are  found  just  as  for  a  single  particle  falling  freely,  except  that 
the  acceleration  of  gravity  g  is  replaced  by  the  frac- 
tion (m,  -  m^/{m^  +  w,)  of  g.  It  follows  that  if  the 
masses  m„  m^  be  selected  nearly  equal,  the  accelera- 
tion will  be  small,  and  the  motion  can  be  observed 
more  conveniently  than  that  of  a  freely  falling  body. 

The  tension  T  of  the  cord  is,  of  course,  the  same 
at  every  point  of  the  cord  if,  as  is  here  assumed,  the 
weight  of  the  cord,  the  inertia  of  the  pulley,  and  the 
axle-friction  of  the  pulley  be  neglected.     To  deter- 
'        mine  this  tension,  we  have  only  to  consider  either 
Fie-  '««■  .  ,  , 

particle  separately. 

If  the  cord  be  cut  just  above  «„  and  the  tension  T  be  introduced, 
the  particle  m,  will  move  Ulce  a  free  particle  under  the  action  of  the 
resultant  force  IF,  —  T=  m,g  —  T.  Hence,  as  the  sense  of  the  accelera- 
tion/of  »i,  agrees  with  that  aig. 


_«!.?- 


{sK 


Similarly,  we  have  for  the  acceleration  of  OTj,  whose  sense  is  opposite 
to  that  dig,  _  _, 


Eliminating^'  between  any  two  of  the  equations  (4),  (5),  (6),  we  find 
the  tension 
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465.  If  the  two  particles  of  Art.  464  move  on  inclined  planes  inter- 
secting in  the  horizontal  axis  of  the  pulley  (Fig.  150),  it  is  only  necessary 
to  resolve  the  weights  mig  and  m^g  into  two  components,  one  parallel, 
the  other  perpendicular,  to  the  inclined  plane.    If  the  planes  be  smooth. 


Fig.  150. 


the  system  formed  by  the  two  particles  is  made  free  by  introducing  the 
normal  reactions  of  the  planes  which  counterbalance  the  perpendicular 
components  of  the  weights.  The  resultant  force  is  therefore  the  differ* 
ence  of  the  parallel  components,  and  the  acceleration  is 


.  _^  mi  sin  $1  —  w 2  sin  0^ 


(8) 


where  Oi,  $2  are  the  angles  of  inclination  of  the  planes  to  the  horizon. 

The  tension  T  of  the  connecting  cord  is  again  determined  by  equating 
this  value  ofy  to  the  one  obtained  by  considering  either  of  the  two 
particles  separately.  Thus,  w  1  taken  by  itself,  becomes  free  if  we  intro- 
duce not  only  the  normal  reaction  of  the  plane,  but  also  the  tension  of 
the  string.    This  gives 


•  _  ^i^  sin  $1—  T 


(9) 


Similarly,  we  have  for  m^ 


Hence, 


7*— w^rsintf, 
/= • 


(10) 


(") 


With  ^i  =  ^2  =  7r/2  the  formulae  (8)  to  (11)  reduce,  of  course,  to  the 
formulae  (4)  to  (7). 
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466.   Exercises. 

( 1 )  A  stone  weighing  aoo  lbs.  is  raised  vertically  by  means  of  a  chain 
running  over  a  fixed  pulley.  Determine  the  tension  of  the  chain  : 
(a)  when  ihe  motion  is  uniform ;  (^)  when  the  motion  is  uniformly 
accelerated  upwards  at  the  rate  of  8  ft./sec.'' ;  {c)  when  the  acceleration 
is  32  ft./sec.-  downwards.  Neglect  the  weight  of  the  chain  and  the  axle- 
friction  of  the  pulley. 

(2)  A  railroad  car  weighing  4  tons  is  pushed  by  four  men  over  a 
smooth  horizontal  track.  If  each  man  exerts  a  constant  pressure  of 
100  lbs, :  (a)  what  is  the  velocity  acquired  by  the  car  at  the  end 
of  s  sec?  (i)  what  is  the  distance  passed  over  in  these  5  sec.? 

(3)  ('*)  Determine  the  constant  force  required  to  give  a  train  of  100 
tons  a  velocity  of  30  miles  an  hour  in  6  min.  after  starting  from  rest, 
{d)  How  far  does  the  train  go  in  this  time?  (f)  If  the  same  velocity 
is  to  be  acquired  at  the  end  of  the  first  mile,  what  must  be  the  tractive 
force  of  the  engine? 

(4)  If  in  Alwood's  machine  (Fig.  149)  the  two  masses  are  each  a  lbs., 
and  an  additional  mass  of  i  o£.  be  placed  on  one  of  these  masses,  how 
long  will  it  take  this  mass  to  descend  6  ft.?     (f  =  32-3.) 

{5)  A  cord  passing  over  a  pulley,  fixed  40  ft,  above  the  ground, 
carries  a  mass  of  50  lbs.  at  one  end  and  a  mass  of  51  lbs.  at  the  other. 
If  initially  both  masses  are  20  ft.  above  the  ground,  where  will  they  be 
after  10  sec?  What  is  the  tension  of  the  cord?  ^Vhen  does  the 
heavier  mass  reach  the  ground?     (^=  32-) 

(6)  Solve  the  problem  of  Art.  465  when  the  inclined  planes  arc  rough, 
the  coefficients  of  friction  being  >*„  /xj, 

(7)  A  mass  of  g  lbs.  rests  on  a  smooth  horizontal  table,  and  has  a 
cord  attached  which  runs  over  a  smooth  pulley  on  the  edge  of  the  table. 
If  a  mass  of  2  lbs.  be  suspended  from  the  cord,  find  the  acceleration  and 
the  tension  of  the  cord. 

(8)  A  sleigh  weighing  450  lbs.  is  drawn  over  a  horizontal  road,  the 
coefficient  of  friction  being  3*0.  Find  the  pull  exerted  by  the  horses 
when  Ihe  motion  is  uniform. 

(9)  When  the  U.S.S.  Rarilan  was  launched  she  was  observed  to 
in  1 1  sec.  over  an  incline  of  3°  40',  54  ft.  long.    Find  the  coefK- 

(to)  A  coaster,  after  coming  down  a  hill,  runs  up  another  hill,  of 


1 


^™    4« 


I 
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slope  I :  TO,  and  comes  to  rest  in  13  sec.     How  far  up  did  it  go  if  the 
coefficient  of  friction  is  ^  ? 

(11)  A  train  of  120  tons  is  running  35  miles  an  hour.  Find  what  con- 
stant force  is  required  to  bring  it  to  rest ;  (a)  in  4  min. ;  (d)  in  half  a  mile. 

(12)  If  it  tnkes  i  min.  to  coast  down  a  hill  on  a  uniformly  sloping 
road  of  i  mile  length,  and  the  coefficient  of  friction  be  0.02,  what  is  the 
height  of  the  hill? 

(13)  If  a  man  is  able  to  lift  150  lbs.  on  the  ground,  how  much  can  he 
lift  in  an  elevator  (a)  ascending,  (i)  descending,  with  an  acceleration  of 
8  ft./sec.'? 

(r4)  A  train  of  180  tons  reaches  its  regular  velocity  of  45  miles  per 
hour  3  min.  afler  starting.  What  is  the  accelerating  force  if  regarded 
as  constant? 

(15)  The  barrel  of  a  ride  is  30  in.  long;  the  b.ill,  weighing  r  oz., 
leaves  the  barrel  with  a  velocity  of  1200  fl./sec.  What  is  the  average 
pressure  of  the  powder  gases  ? 

(i6)  In  a  coAl-pit  shaft,  a  cage  (a)  ascends,  (6)  descends,  with  an 
acceleration  of  10  ft, /sec'  Find  the  tension  of  the  rope  when  the 
cage  is  empty  and  when  it  carries  two  men,  of  165  lbs,  each.  What 
is  the  pressure  exerted  by  each  man  on  the  bottom  of  the  cage  ? 

(17)  A  train  of  60  tons  nms  one  mile  with  constant  speed ;  if  the 
resistances  be  8  lbs.  per  ton,  find  the  work  done  by  the  engine :  (a)  on 
a  level  track;  (d)  on  an  average  grade  of  ifc  W  On  a  j%  grade, 
what  is  the  ratio  of  the  work  done  against  gravity  to  that  done  against 
the  resistances?  (rf)  If,  while  the  train  is  running  30  miles  per  hour,, 
the  steam  is  shut  off,  how  far  on  the  level  will  the  train  go  before  its. 
speed  is  reduced  to  10  miles  per  hour? 

(r8)  A  train  of  100  Ions  (excluding  the  engine)  starting  from  rest 
acquires  a  velocity  of  30  miles  an  hour  on  a  level  road  at  the  end  of 
the  first  mile.  Determine  the  average  tractive  force  of  the  engine,  that 
is,  the  pull  on  the  drawbar  between  engine  and  train  :  {a)  if  the  frictional 
resistances  be  neglected  ;  (i)  if  these  resistances  be  estimated  at  8  lbs. 
per  ton.  (tr)  What  tractive  force  is  required  to  haul  the  same  train  at 
a  constant  speed  over  a  level  road  ?  (if)  up  a  grade  of  1  in  160  ? 

(19)  Determine  the  work  expended  in  raising  from  the  ground  the 
materials  for  a  brick  wall  30  ft.  high,  40  ft.  long,  and  2  ft,  thick,  the 
weight  of  a  cubic  foot  of  brickwork  being  1 1 2  lbs. 
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(20)  A  chain  350  ft.  long  and  weighing  10  lbs.  per  foot  is  hanging 
down  a  shaft,  with  a  weight  of  520  lbs.  attached  at  the  end;  what  work 
is  done  by  a  capstan  in  winding  it  up? 

(11)  An  elevator  weighing  800  lbs.  is  raised  by  a  hoisting  engine  j 
if  the  steam  is  shut  off  when  the  upward  speed  is  6  fl./sec,  how 
much  higher  will  the  elevator  rise? 

(az)  To  what  height  coulil  a  train  be  lifted  vertically  by  the  work 
spent  in  giving  it  a  speed  of  30  miles  per  hour? 

(13)  The  interior  diameter  of  a  chimney  is  10  ft. ;  the  exterior  diame- 
ter is  28  ft.  at  the  base,  14  ft.  at  the  top ;  the  heiglit  is  300  ft.  Find 
the  work  done  in  raising  the  building  material  from  the  ground  to  its 
place. 

467.  Variable  Force.  The  two  fundamental  propositions  of 
Arts.  458,  459  are  true  for  rectilinear  motion,  even  when  the 
resultant  force  R  is  variable.  For  in  this  more  general  case  we 
find  by  integrating  the  equation  of  motion  (i)  Art.  457,  in  each 
■of  its  two  forms : 

(12) 


vf=j'RJs; 


(13) 


and  according  to  the  definitions  of  the  impulse  (Art.  256)  and 
of  the  work  (Art.  266)  of  a  variable  force,  these  equations  mean 
that  the  increase  of  momentum  in  any  time  is  eqnal  to  the  impulse 
of  the  force  during  this  time,  and  that  the  in(rcase  in  kinetic 
energy  in  any  distance  is  equal  to  the  work  done  by  the  resultant 
force  in  this  distance  (comp.  Arts.  425,  442). 

If  R  is  constant,  the  equations  (12),  (13)  evidently  reduce  to 
(2),  {3)  respectively. 

It  should  also  be  observed  that  the  equations  (12)  and  (13) 
are  equivalent,  respectively,  to 

_  d{mv) 
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that  is,  they  merely  express  the  two  fundamental  definitions  of 
force  as  the  time-rate  of  change  of  momenttim  and  the  space- 
rate  of  change  of  kinetic  energy  (comp.  Art.  442). 

468.  The  equation  (13)  expresses  the  principle  of  kinetic 
energy  and  work  for  the  case   of  the  rectilinear  motion  of  a 

particle  (comp.  Art,  459).  The  integral  in  the  right-hand 
member,  I  Rds,  which  represents  the  work  of  the  force  R  in 
the  distance  s  —  Jq,  can  be  evaluated  analytically  only  when  R 
is  a  given  function  of  the  distance  s  in  the  interval  s  —  s^. 
Graphical  or  mechanical  methods  are  therefore  often  used  to 
find  its  value  approximately. 

We  can  always  put  t  Rifs  =  R  -(s  —  s^).  where  R  is  the 
space-average  of  the  force  R  for  the  distance  s~ s^;  in  other 
words,  the  average,  or  mean,  force  R  is  that  constant  force  which 
acting  through  the  distance  s—Sq  does  the  same  work  as  the 
variable  force  R. 

Similar  considerations  apply  to  the  relation  (12)  and  lead  to 
I  the  time-average  of  the  force  R. 

469.  Pressure  of  a  Piston.  The  work  of  a  variable  force  is  well 
illustrated  by  the  expansion  of  gas  o 
steam  in  a  cylinder  with  a  movable  pistoi 
(Fig.  151).  Let  ;■  be  the  radius  of  the 
cylinder,  p  the  pressure  (in  pounds)  at 
any  instant  of  the  gas  per  square  inch  of 
surface ;  then  the  total  pressure  of  the 
gas  on  the  inside  of  the  piston  is  R=  rt^p 
pounds,  and  if  Pu  be  the  pressure  on  the  " 
outside  (say  the  atmospheric  pressure), 
the  resultant  force  acting  on  the  piston  is 
R  =  P—  P^,  friction  being  neglect 

The  force  R  is  variable,  since  the 
pressure  p  varies  with  the  volume  v  occu- 
pied by  the  gas.  This  volume  being  in 
the  present  case  proportional  to  the  distance  s  of  the  piston  from  the 
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^^^H  fixed  base  of  the  cylinder,  the  force  ^  is  a  function  of  i.    The  vamtion 

^^^B  of  Jl  can  therefore  be  represented  graphically  by  a  curve  having  s  for 

^^^H  abscissa  and  ^  for  ordinate  (Fig.  151);   and  tfie  area  of  this  curve, 

^^^H  i.e.,  the   area  contained  between  the    curve,   the  axis  of  s,  and   two 

^^^H  ordinates  whose  abscissas  are  $„  and  s,  being  given  by  the  integral 

^^^H  I   Hds,  represents  the  work  done  on  the  piston  when  pushed  through  the 

^^H  distance  s  —  jg. 

I 

I  h: 


470.    In  the  case  of  a  perfect  gas,  Boyle's  law  gives  the  relation /fs 
k,  where  k  is  constant  if  the  temperature  remains  constant.     Hence, 


where  A"  and  P^  are  constants.  This  equation  represents  an  equilateral 
hyperbola,  whose  asymptotes  are  the  axis  of  R  and  a  liue  parallel  to  the 
axis  of  J",  For  sleara,  the  law  connecting  pressure  and  volume  is  more 
complicated,  b«  the  curve  may  be  taken  as  very  near  hyperbolic, 

471.  The  Steam-engine  Indicator  is  an  apparatus  for  measuring  the 
pressure  of  the  steam  in  the  cylinder  and  at  the  same  time  recording 
it  automatically  on  a  drum  revolving  as  the  piston  moves.  Thus,  if 
the  indicator  be  put  in  connection  with  the  interior  of  the  cylinder,  the 
curve  traced  by  the  indicator  has  for  its  abscissas  the  distances  s  of  the 
piston  from  one  end,  and  for  its  ordinates  the  corresponding  pressures 
P  of  the  steam  on  the  inside  of  the  piston. 
^^  At  the  beginning  of  the  stroke,  steam  is  admitted  and  acts  with  nearly 

^^^L  p  constant  pressure  on  the  piston  j  the  line 

^^^1        A  ^ ,  1^  AB  (Fig.  15J)  traced  by  the  indicator  will 

^^^H  '  \  therefore  be  nearly  parallel  to  the  axis  of  s, 

^^^1  ^v  As  soon  as  the  steam  is  shut  oif  by  the  slide- 

^^^H  1  "^^;7-|C  valve,  the  steam,  being  now  confined  within 

^^H  ,■  the  cyhnder,  begins  to  expand  nearly  accord- 

^^^1      "01  ^^^  D  ing  to  the  law  pi>  =  const.,  or  Ps  =  const. ; 

^^^P  the  curve  (raced  by  Ihe  indicator  is  there- 

^^^        fore  approximately  an  equilateral  hyperbola  BC,  having  the  axes  as 
r  asymptotes.     When  the  slide-valve  connects  the  cyUnder  with  tlie  con- 

L  denser,  a  partial  vacuum    is   established  behind  the  piston,  and    the 

^^^^       pressure  curve  is  approximately  a  line  CD,  parallel  to  the  axis  of  P. 
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The  area  ABCDO  evidently  represents  approximately  the  work  of 
the  pressure  on  the  inside  of  the  piston  in  a  double  (forward  and 

backward)  stroke.  In  reality,  various  circumstances  produce  deviations 
from  tlie  regular  shape  ABCDO,  and  the  actual  trace,  obtained  by 
means  of  an  indicator  for  a  double  {forward  and  backward)  stroke, 
usually  called  the  indicator  diagram,  forms  a  loop  somewhat  like  that 
indicated  by  the  dotted  curve  in  Fig.  152.  The  area  of  this  loop,  which 
represents  the  work  in  question,  can  readily  be  found  approximately  by 
dividing  it  up  into  narrow  rectangular  strips,  or  with  the  aid  of  a 
planimeter. 

The  resultant  or  effective  piston  pressure  is  of  course  the  difference 
between  the  pressures  on  the  two  sides  of  the  piston.  A  diagram 
should  therefore  be  obtained  for  each  side  of  the  piston ;  from  these 
two  diagrams  the  curve  of  effective  piston  pressure  is  then  derived  by 
constructing  the  curve  whose  ordinates  are  the  differences  of  the  corre- 
sponding pressures  on  the  two  sides.  By  dividing  the  area  contained 
between  this  curve  and  the  axes  by  the  length  of  the  stroke,  the  average, 
or  mean,  piston  pressure  is  finally  found  (see  Art.  468), 

For  details  the  student  is  referred  to  special  works  on  the  steam 
engine. 

472.  Attractive  and  Bepolsive  Forces.  According  to  Newton's 
law  of  universal  gravitation  any  particle  of  matter,  of  mass  m, 
is  attracted  by  any  other  such  particle,  of  mass  m',  Pj 
with  a  force  R,  directed  along  the  line  joining  the 
particles  and  in  magnitude  directly  proportional  to 
the  masses  wi,  m'  and  inversely  proportiotml  to  the 
square  of  the  distance  s  of  the  particles.  If  we  regard  p. 
the  attracting  mass  w/'  as  fixed,  say  at  the  point  O,  and 
take  this  point  as  origin  of  the  distance  s  =  OP  of  m 
from  w'(Fig.  153),  the  force  R  with  which  m'  attracts 
m  is  directed  toward  O,  i.e.,  in  the  negative  sense  of  _ 
s\  we  have  therefore  ng,  153. 

R^-k"-^.  (.4) 

where  «  is  a  positive  constant,  called  the  oonatant  of  graTitation. 
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473.  The  constant  k  evidently  represents  the  force  with  which  two 
particles,  each  of  mass  i,  attract  each  other  when  at  the  distance  i, 
is  a  physical  constant  to  be  determined  by  experiment,  and  its  numeri- 
cal value  depends  on  the  units  of  measurement  adopted.  What  can  be 
directly  observed  is  of  course  not  the  force  itself,  but  the  acceleration  it 
produces.  Dividing  the  force  R,  as  given  by  formula  (14),  by  the  mass 
m  of  the  particle  on  which  it  acts,  we  find  for  the  acceleration  j  produced 
by  the  attraction  of  the  mass  m'  in  the  mass  m  at  the  distance  r  from  m'  ; 


[473'   H 
:h  two  ^H 


It  is  shown  in  the  theory  of  attraction  that  the  attraction  of  a  homo- 
geneous sphere  at  an  external  point  is  the  same  as  if  the  mass  of  the 
sphere  were  concentrated  at  its  center.  Thus,  if  w'  be  the  mass  of  the 
earth  (here  assumed  as  a  homogeneous  sphere),  the  acceleration y  it 
produces  in  any  mass  m  situated  at  a  point  P  above  its  surface,  at  the 
distance  0P=  r  from  the  center  O,  is  =  kw'/H. 

Now  for  points /'near  the  earth's  surface  this  accelerationy  is  known 
from  experiments  j  it  is  the  acceleration  of  gravity,  usually  denoted  by  g. 
As  the  radius  of  the  earth,  r=6.37X  10"  centimeters,  and  its  mean 
density  p  =  sj,  are  also  known,  the  value  of  the  constant  k  can  be  found 
from  the  formula  . 


whence 
With  ^=980 


;  find  in  C.G.S.  units 


This,  then,  is  approximately  the  force  in  dynes  with  which  two  n 
of  I  gram  each  would  attract  each  other  if  concentrated  at  two  points  i 

centimeter  apart. 

474.  The  force  between  two  electric  charges  as  well  as  that  between 
two  magnetic  poles  follows  Newton's  law  (Art,  472);  that  is,  the  force 
is  directly  proportional  to  the  charges,  or  pole-strengths,  and  inversely 
proportional  to  the  distance.  But  the  constant  k  has  a  very  different 
value.     It  is  customary  in  electricity  and  magnetism  lo  select  the 


e  units    ^H 
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for  electric  charges  and  magnetic  pole -strengths  so  that  the  constant 
K=  I.  In  astronomy  ajid  in  the  general  theory  of  attraction  the  unit 
of  mass  is  also  often  selected  so  as  to  make  k=  i. 

475.  Let  us  now  return  to  the  problem  (Art.  472)  of  the 
motion  of  a  particle  m  when  attracted  according  to  Newton's 
law  by  a  fixed  mass  m'  (Fig.  153).  This  motion  will  be  recti- 
linear if  the  initial  velocity  v^  of  i/i  is  directed  along  the  line  OP, 
and  of  course  also  when  i'(,  =  0. 

The  equation  of  motion  is  in  this  case 
I  ^s      ^  mm' 

Upon  division  by  m  it  reduces  to  the  equation  discussed  in 
Kinematics,  Arts.  77-80.  It  is  there  shown  how  the  integration 
can  be  carried  through ;  the  only  thing  to  be  added  here  is  the 
interpretation  of  the  equation  of  kinetic  energy  and  work  (13), 
which,  with  the  above  value  of  R,  reduces  to 

476.  The  quantity  »h'/j,  or,  in  absolute  measure,  icm'/s,  is 
called  the  potential  at  P,  due  to  the  attracting  mass  m' ;  so  that 
Kin'/Sg  is  the  value  of  the  same  potential  at  F^,.  The  right- 
hand  member  of  equation  (15),  which  represents  the  work  done 
upon  the  particle  m  by  the  attraction  of  the  mass  m'  in  the  dis- 
tance PPg  =  s  —  Sq,  is  therefore  tit  times  the  difference  of  the 
potentials  at  P  and  P,,,  due  to  »«'.  In  other  words,  the  differ- 
ettce  of  potential  bet-.ueen  two  positiotts,  P  mid  P^,  is  the  work 
that  would  have  to  be  done  by  the  attraction  of  m'  to  bring  a  unit 
mass  from  P^,  to  P. 

It  also  follows  from  equations  {14)  and  (ij)  that /Ac /orcf  ^ 
attraction  exerted  by  a  mass  m'  {at  O)  on  a  imit  mass  at  any  point, 
P,  is  the  space-derivative  of  the  potential  al  P : 


m         as\    s  J 
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477.  The  negative  of  the  potential  multiplied  by  the  mass  m, 
i.  £.,  the  quantity  —  Kmtn'  js,  is  called  the  potential  energy  of  the 
moving  particle  w.     Denoting  this  by  V,  and  the  kinetic  energy   , 
by  T,  the  last  equation  becomes 

7"-  7'n  =  -  V^  K 

r  +  V=  r„  +  r„  =  const. ;  ( 16) 

•  (',  e.,the  sumof  tlie  kinetic  and  potential  energies  remains  constant 
during  the  motion.  This  is  the  principle  of  the  conserrstiini  of 
ene^^  for  this  particular  problem. 

478.  The  physical  idea  to  which  the  term  potential  energy  is  due 
may  perhaps  require  some  explanation.  The  region  surrounding  an 
attracting  mass  m'  is  called  the  field  of  the  force  of  attraction  R  of  m'. 
Wherever  in  this  field  a  particle  m  be  placed  (say,  with  zero  velocity), 
it  will  become  subject  to  the  attraction  R  of  m'  and  move  toward  m'  with 
increasing  velocity,  thus  acquiring  kinetic  energy;  at  the  same  time  the 
force  R  does  an  amount  of  work  on  m  which  is  exactly  equivalent  to 
the  kinetic  energy  gained  by  m.  It  follows  that,  the  farther  away  from 
ni'  the  particle  in  is  placed,  initially,  the  greater  will  be  the  amount  of 
work  that  m'  can  do  upon  it.  \\.  is  this  "  potentiality"  for  doing  work, 
due  to  the  distance  of  m  from  m',  which  is  denoted  as  energy  of  position, 
or  potential  energy.  The  equation  (16),  or  the  equation  (15)  which 
differs  from  ( 16)  merely  in  notation,  shows  that  what  the  particle  m  in 
moving  toward  in'  gains  in  kinetic  energy  it  loses  in  potential  energy  so 
that  the  sum  of  kinetic  and  potential  energy  always  remains  constant. 


479.  By  properly  generalizing  the  idea  of  potential  and 
potential  energy  the  principle  of  the  conservation  of  energy 
(Art,  477)  can  be  extended  to  the  more  general  case  of  any 
force  R  that  is  a  function  of  the  distance  s  alone.  For,  if 
R=F{s),  the  principle  of  kinetic  energy  and  work  (Arts.  467, 
468)  gives  for  rectilinear  motion 

J  wi^  -  J  mv^  =j'f(s)ds ;  (17) 
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hence,  putting  j  F {s)ds  =  mf{s)  and  defining/(j)  as  \ht  poten- 
tial^ and  —  w/( j)  as  the  potential  energy y  due  to  the  force  R  = 

F{s)y  we  have 

\  miP'  -  \  mv^  =  inf{s)  -  mf{s^), 

or,  with  the  notation  of  Art.  477, 

r  +  F=  7^0  +  J^o  =  const.  (18) 

It  appears  from  these  definitions  that  (just  as  in  the  particular 
case  of  Art.  476)  the  force  exerted  on  unit  mass  at  any  point  is 
the  space-derivative  of  the  potential  at  that  point : 

nt         ds^     ' 

480.  Free  Oscillations.  Among  the  forces  of  the  form  R=F(s), 
next  to  the  Newtonian  forces  (Art.  472)  which  are  inversely  pro- 
portional to  the  square  of  the  distance  s,  the  most  important  on 
account  of  their  applications  are  forces  directly  proportional  to 
the  distance  s  from  a  fixed  point  O, 

With  the  origin  at  (9,  the  equation  of  rectilinear  motion  under 

such  a  force  is  ^ 

m-^^-vii^s,  (19) 

if  the  force  be  attractive,  /.  e.y  directed  toward  O,  The  less  im- 
portant case  of  repulsion  for  which  the  minus  sign  would  have 
to  be  replaced  by  plus,  will  not  be  considered  here. 

It  has  been  shown  in  Kinematics  (Arts.  81-84,  120-128,  see 
especially  Art.  125)  that  the  rectilinear  motion  defined  by  this 
equation  (19)  is  a  simple  harmonic  oscillation  or  vibration, 
about  the  point  O  as  center.  This  point  d?,  at  which  the  force 
R  =  —  mi^s  is  zero,  is  therefore  a  position  of  equilibrium  for  the 
particle. 

The  potential  energy  V  due  to  the  force  /?  =  —  mi^s  is,  by 

Art.  479,  ^  ^ 

F=  -J  Rds^mi^jj  sds^l tm^s^^-C. 
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Hence  the  principle  of  the  conservation  of  energy  gives 

z^  +  K^s^  ~  const. 
If  the  initial  velocity  be  zero  for  s  =  Sg,  we  have 

4S1.  As  in  the  applications  the  moving  particle  m  is  generally  subject 
to  the  constant  force  of  gravity,  it  is  important  to  notice  that  the  intro- 
duction of  a  constant  force  ^along  the  line  of  motion  does  not  essentially 
change  the  character  of  the  motion.     For,  the  equation  of  n 

reduces,  with  s  —  Finn?  =  x, 

to  m^^^^^m^x, 

which  is  of  the  same  form  as  (17).  The  only  change  in  the  results  is 
that  the  cenUr  of  the  oscillations,  /.  e.,  the  position  of  equilibrium  of  the 
particle  m,  is  not  the  point  O,  but  a  point  at  the  distance  <  =  Fjmi? 
from  O. 

482.  Forces  proportional  to  a  distance,  or  length,  are  directly  observed 
in  the  stretching  of  so-called  elastic  materials.  Thus,  a  homogeneous 
straight  steel  wire  when  suspended  vertically  from  one  end  and  weighted 
at  the  other  end  is  found  to  stretch  ;  and  careful  measurements  have 
shown  that  the  extension,  or  change  of  length,  is  directly  proportional 
to  the  weight  applied  (the  weight  of  the  wire  itself  being  assumed,  for 
the  sake  of  simplicity,  as  very  small  in  comparison  with  the  load  applied). 
Conversely,  the  tension,  or  elastic  stress,  of  the  wire  is  proportional  to 
the  extension  produced.  Moreover,  when  the  weight  is  removed  the 
wire  is  found  to  contract  to  its  original  length. 

This  physical  law,  known  as  Hooke's  law  of  elastic  stress,  holds  only 
within  certain  limits.  If  the  weight  exceeds  a  certain  limiting  value,  the 
extension  is  no  longer  proportional  to  the  weight,  and  after  removing 
the  weight,  the  wire  does  not  regain  its  original  length,  but  is  found 


found  to     ^1 
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have  acquired  a  permanent  set,  or  lengthening  ;  it  is  said  in  this  case 
that  the  elastic  limits  have  been  exceeded. 

Materials  for  which  Hoolce's  law  holds  exactly  within  certain  limits 
of  tension  and  extension  are  called  perfectly  elastic.  Strictly  speaking, 
such  materials  probably  do  not  exist ;  but  many  materials  follow  Hoolce's 
law  very  closely  within  proper  limits.  Thus,  elastic  strings,  such  as 
rubber  bands,  and  spiral  steel  sprhigs  show  these  phenomena  very 
clearly  on  account  of  the  large  extensions  allowable  within  Ihe  elastic 
limits. 


483.  The  elastic  constant  mk' 

length  is  /  assume  the  length  /+  j 
ing  to  Hoolce's  law. 


Let  an  elastic  string  whose  natural 
when  the  tension  is  F,  so  that,  accord- 


F=  —  m^x. 

To  determine  the  factor  of  proportionality  mx'  for  s 

I   may  observe  the  length  /[  assumed  by  the  string  under  , 
.,  the  tension  —  m,g  produced  by  suspending  a  given  i 

j    string  (the  weight  of  the  string  itself  being  neglected). 
We  then  have 

-«,f=-™'«-/). 


given  string,  we 
known  tension, 
lass  M,  from  the 


484,   Let  the  same  string  be  placed  on  a  smooth  horizontal  table,  one 
end  being  fixed  at  a  point  O  (Fig,  154),  while  a  particle  of  mass  m  is 
attached  to  the  other  end. 
Stretch    the    string    to    a 
length  (9/'o=/+:fo  (within  -rr^^ 
the  limits  of  elasticity)  and 
let   go;    the   particle   m 

will  move  under  the  action  of  the  tension  F  alone,  its  weight  being 
balanced  by  the  reaction  of  the  table.    The  equation  of  motion  is 


485.  It  was  assumed,  in  the  preceding  article,  that  the  particle  m  is 
let  go  from  its  initial  position  Pa  with  zero  vebciiy.  This  can  be 
brought  about  by  pulling  the  particle  from  Q  to  P^  with  a  gradually 
increasing  force  which  ai  any  point  P  is  just  equal  and  opposite  to  the 
corresponding  elastic  tension,  or  stress,  P=  ~~  wk'x  The  work  thus 
done  against  the  tension,  /.  c,  in  stretching  or  straining  the  string,  is 
stored  in  the  particle  m  as  potential  energy,  or  strain  energy,  V.  To  find 
its  araouni,  observe  that,  as  the  particle  m  is  pulled  through  the  short 
distance  A.v,  ihe  work  of  the  force  is  =  mii'x^x  ;  this  being  the  potential 
energy  A f  gained  in  the  distance  A.v,  we  have  Ay=  hik'xAx  ;  hence 


=  I     mi^xt/x=  1  wn'.rn'. 


Thus,  in  the  initial  position  P^  the  particle  m  possesses  this  potential 
srgy,  but  no  kinetic  energy.  During  its  motion  from  P„  to  Q,  the 
panicle  gains  kinetic  energy  and  loses  potential  energy.  At  any  inter- 
mediate point  P,  for  which  QP=x,  the  kinetic  energy  is  T=\nf^, 
while  the  potential  energy  is  V=  \  m^:^.  By  the  principle  of  the  con- 
servation of  energy  (Art.  479),  the  sum  of  these  two  quantities,  the 
so-called  total  energy,  E,  remains  constant  as  long  as  no  Other  forces 
besides  the  elastic  stress  act  on  the  particle : 
J  mt?  -)-  J  rni?x'  =  const. 


I 


313 

The  value  of  the  constant  is  =  J  mi^x„*,  since  this  is  the  total  energy 
f  at/i;  hence, 

(Comp.  Art.  480.)     This  relation  also  follows  from  the  values  of  x  and 
V  given  in  Art.  484,  upon  eliminating  A 

When  the  panicle  arrives  at  the  position  of  equilibrium  Q,  the  po- 
tential, or  strain,  energy  has  been  consumed,  having  been  converted 
completely  into  kinetic  energy. 


^1     par 


(i)  In  a  steam  engine,  let  ^=35  lbs.  per  square  inch  be  the  mean 
piston  pressure  during  one  stroke,  i=  1$  in.  the  length  of  the  stroke, 
and  (/=  1,5  ft.  the  diameter  of  the  cylinder,  (a)  What  is  the  w'ork  in 
one  stroke  ?  {6}  To  what  height  could  a  mass  of  500  lbs.  be  raised  by 
this  work  ? 

(z)  The  work  done  by  an  ideal  gas  in  expanding  from  a  volume  I'l  to 
ft  volume  »,  is  W=  j  fitfv,  where  /ni  =  const,  if  the  change  goes  on  nt 
constant  temperature.  Find  the  final  pressure  and  the  work  done  when 
13  cu.  ft.  of  air  expand  at  constant  temperature  to  60  cu.  ft.,  the  initial 
pressure  being  30  lbs.  per  square  inch. 

{3)  Show  that,  in  F.  P.  5.  units,  the  constant  of  gravitation  is  about 
1/9.3  X  10'. 

(4)  Knowing  that  on  the  surface  of  the  earth  the  attraction  per  unit 
of  mass  isi^=  32,  find  what  it  would  be  on  the  sun  if  the  density  of  the 
tun  be  ^  of  that  of  the  earth,  and  its  diameter  108  times  that  of  th^ 
earth, 

(5)  Describe  in  words  (he  motion  of  the  particle  in  the  problem  of 
Art.  484  ;  determine  the  lime  of  one  complete  (back  and  forth)  oscilla- 
tion, and  the  work  done  by  the  tension  in  a  quarter  oscillation. 

(6)  In  the  problem  of  Art.  484,  let  the  siring  be  a  rubber  band 
whose  natural  length  of  i  fl.  is  increased  3  in.  when  a  weight  of  4  ot. 
is  suspended  from  it;  determine  the  motion  of  a  i-oz.  particle  attached 
to  one  end,  the  band  being  initially  stretched  to  a  length  of  li  ft. ;  find 
(a)  the  greatest  tension  of  the  band,  (fi)  the  greatest  velocity  of  the 
particle,  (c)  the  period,  {d)  the  work  done  by  the  tension  in  a  quarter 
oscillatioo. 
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(7)  Discuss  the  effect  of  friction,  of  coefficient  fi,  in  the  problem  of 
Art.  484. 

(8)  The  length  OQ  =  /  of  an  elastic  string  is  increased  to  OQ,  = 
/,=  /-\-  u  if  a  mass  m  is  suspended  from  its  lower  end,  the  upper  end  O 
being  fixed  (Fig.  155)-  The  mass  ni  is  pulled  down  to  the  distance 
Q,Po  =  x„  from  the  position  of  equilibrium  ^.and  then  released.  Prove 
the  following  results :  With  Q,  as  origin  the  equation  of  motion  of  m  ia 


Fig.  1 55. 


=  —  i^x,  where 


,.4 


whence 


:ir=j:ocos«/,  w  =  —  oTo  sin  k/. 
If  XB<e,  the  tension  never  vanishes,  and  m  performs 
isochronous  oscillations  of  period  2  jrV^'/f,  the  period 
being  the  same  as  for  the  small  oscillations  of  a  pendulum 
of  length  f.  If  Xb  >  f,  the  tension  vanishes  for  x  =  —  r,  i.  e., 
at  Q;  the  velocity  at  this  point  is  r,  =  — hVj^u"  — f*,  and 
the  particle  rises  to  the  height  /i  =  {.\u—^)/2e  above  Q, 
The  total  time  of  one  up  and  down  motion  is 


foo,-'(V-«.)  +  V(V')'-0- 

(9)  How  is  the  motion  of  Ex.  (8)  modified  if  the  elastic  string  be 
replaced  by  a  spiral  spring  suspended  vertically  from  one  end  ?  Assume 
the  resistance  of  the  spring  to  compression  equal  to  its  resistance  to 
extension. 

(10)  The  particle  in  Ex.  (8)  is  let  fall  from  a  height  h  above  Q; 
determine  the  greatest  extension  of  the  string, 

(11)  An  elastic  string  whose  natural  length  is  /  is  suspended  from  a 
fixed  point.  A  mass  m,  attached  to  its  lower  end  stretches  it  to  a  length 
/i ;  another  mass  m,  stretches  it  to  a  length  /j.  If  both  these  masses  be 
attached  and  then  the  mass  m,  be  cut  off,  what  will  be  the  motion  of  m,  ? 

(11)  If  a  straight  smooth  hole  be  bored  through  the  earth,  connecting 
any  two  points  A,  B  on  the  surface,  in  what  time  would  a  particle  slide 
from  A  to  S  ?  The  attraction  in  the  interior  is  directly  proportional 
to  the  distance  from  the  center  of  the  earth. 

(13)  A  straight  rod  of  length  /  ft.  and  cross-section /(  sq.  ft.  is  loaded 
at  one  end  so  as  to  swim  upright  when  A  ft.  of  its  length  are  immersed 
in  water.  The  weight  mg  of  the  rod  is  then  balanced  by  its  buoyancy, 
i.  e.,  a  force  equal  and  opposite  to  the  weight,  62.5  Ah  lbs.,  of  the  water 


^ 


I'displaced  by  the  immersed  part.  If  Ao(>  h)  ft.  were  immersed,  the  result- 
ant force  acting  at  the  ceatroid  vertically  upward,  would  be  =  62.5  Ah„ 
—  mg.  Show  that  the  centroid  will  perform  simple  harmonic  oscillations 
provided  the  rod  remains  always  partly  immersed. 

{14)  If  the  rod  in  Ex.  (13)  be  dropped  upright  into  the  water,  its  lower 
end  being  initially  A,  ft.  above  the  water,  find,  by  the  principle  of  the 
conservation  of  energy,  the  depth  Xi  of  immersion,  provided  the  upper 
end  does  not  pass  below  the  surface.  Determine  the  relation  between 
/  and  A  necessary  for  the  latter  condition.  Take  /=3  ft.,  A=i  ft., 
A,  =  I  ft. 

I  487.  Eeaietance  of  a  Uedium.  It  is  known  from  observation 
that  the  velocity  v  oi  a  rigid  body  moving  in  a  liquid  or  gas  is 
continually  diminished,  the  medium  apparently  exerting  on  the 
body  a  retarding  force  which  is  called  the  resistaiict-  of  [he 
medinm.  This  force  F  is  found  to  be  roughly  proportional  to 
the  density  p  of  the  medium,  the  greatest  cross-section  A  of 
the  body  (at  right  angles  to  the  velocity  v),  and  generally,  at 
least  for  large  velocities,  to  the  square  of  the  velocity  v : 

F=A-pAt», 
where  -t  is  a  coefficient  depending  on  the  shape  and  physical 
condition  of  the  surface  of  the  body. 

This  expression  for  the  resistance  F  can  be  made  plausible 
by  the  following  consideration.  As  the  body  moves  through 
the  medium,  say  with  constant  velocity  i',  it  imparts  this 
velocity  to  the  particles  of  the  medium  it  meets.  The  portion 
of  the  medium  so  affected  in  the  unit  of  time  can  be  regarded 
as  a  cylinder  of  cross-section  A  and  -length  v,  and  hence  of 
mass  pAv.  To  increase  the  velocity  of*  this  mass  from  o  to  ii  in 
the  unit  of  time  requires,  by  equation  (2')  of  Art.  458,  a  force 

P^^pAv'. 

The  retarding  force  of  the  medium  must  be  equal  and  opposite 
to  this  force  multiplied  by  a  coefficient  k  to  take  into  account 
disturbing  influences. 


I  to  inis 
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For  small  velocities,  however,  the  resistance  can  be  assumed 
proportional  to  the  velocity,  F=kv,  the  coefficient  k  to  be 
determined  by  experiment. 


r 

^^H  4B8.  The  above  consideration  is  only  a  very  rough  approximation. 

W  Thus  the  particles  of  the  medium  are  not  simply  given  the  velocity  v 

I  in  the  direction  of  motion ;  they  are  partly  pushed  aside  and  move  in 

^^^  curves  backwards,  causing  often  whirls  or  eddies  alongside  and  behind 
^^^H  the  body.  If  the  medium  is  a  gas,  it  is  compressed  in  front,  and  rare- 
^^^M  ficd  behind  the  body  j  indeed,  when  the  velocity  is  great  (greater  than 
that  of  sound  in  the  gas),  a  vacuum  will  be  formed  behind  the  body. 
Moreover,  a  layer  of  the  medium  adheres  to  and  moves  with  the  body, 
thus  increasing  the  cross -section.  It  is  iherefoce  often  found  necessary 
to  assume  a  more  general  expression  for  the  resistance ;  and  this  is,  ia 
ballistics,  generally  written  in  the  form 

F=K^Ai'/{v). 

The  careful  experiments  that  have  been  made  to  determine  the 
resistance  offered  by  the  air  to  the  motion  of  projectiles  have  shown 
that  for  velocities  up  to  about  250  meters  per  second,  as  well  as  for  veloci- 
ties above  410  m./sec,  /(?•)  can  be  regarded  as  constant,  (.  e.,  the  re- 
sistance is  proportional  to  the  square  of  the  velocity.  But  for  veloci- 
ties between  250  and  420  m./sec,  i.  e.,  in  the  vicinity  of  the  velocity 
of  sound  in  air  (330-340  m./sec),  the  law  of  resistance  is  more  com- 
plicated. 

489.  Falling  Body  in  Resisting  Medium.  Assuming  the  resist- 
ance proportional  to  the  square  of  the  velocity,  the  equation  of 
motion  for  a  body  falling  (without  rotating)  in  a  medium  of 
constant  density  is 


\ifi- 


dt 


=  mg- 


-  7nki^, 


(20) 


where  ^  is  a  positive  constant, 
mula^,  put 


To  simplify  the  resulting  for- 


then  the  separation  of  tho  variables  v  and  t  gives 


490.]  RECTILINEAR  MOTION.  317 

dt  =       ^^^       , 

whence  /  =  —  log  ^     ^^ ,  (21) 

the  constant  of  integration  being  zero  if  the  initial  velocity  is 
zero.     Solving  for  v^  we  have 

V  =^  '     ,  ""  ^ — -  =  ^tanh fiL  (22) 

Writing  dsjclt  for  v  and  integrating  again,  we  find,  since  j  =  o 
for  /  =  o, 

^  =  5  ^^e  J  (^'  +  ^"'*0  =  S  'og  cosh  lit.  (23) 

The  relation  between  v  and  s  can  be  obtained  by  eliminating  / 
between  the  expressions  for  v  and  j,  or  more  conveniently  by 
eliminating  /  from  the  original  differential  equation  by  means 
of  the  relation  dv^^di^^dv^ 

dt      ds  dt         ds 

This  gives  ds  =  ^_    ^t 

whence,  with  i/  =  o  for  j  =  o, 

490.  Exercises. 

(i)  Show  that,  as  /  increases,  the  motion  considered  in  Art.  489 
approaches  more  and  more  a  state  of  uniform  motion  without  ever 
reaching  it. 

(2)  Determine  the  motion  of  a  body  projected  vertically  upward  in 
the  air  with  given  initial  velocity  %  the  resistance  of  the  air  being  pro- 
portional to  the  square  of  the  velocity. 

(3)  In  Ex.  (2)  find  the  whole  time  of  ascent  and  the  height  reached 
by  the  particle. 

(4)  Show  that,  owing  to  the  resistance  of  the  air,  a  body  projected 
vertically  upward  returns  to  the  starting  point  with  a  velocity  less  than 
the  initial  velocity  of  projection. 
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(5)  A  ball,  6  in.  in  diameter,  falls  from  a.  height  of  300  ft.;  find 
how  much  its  final  velocity  is  diminished  by  the  resistance  of  the  air,  if 
i  =  0.0DD90. 

(6)  Determine  the  rectiline:ir  motion  of  a  body  in  a  medium  whose 
resistance  is  proportional  to  the  velocity,  when  no  other  forces  act  on  it. 

(7)  A  body  falls  from  rest  in  a  medium  whose  resistance  is  propor- 
tional to  the  velocity  ;  find  v  and  s  in  terms  of  /j  v  in  terms  of  s. 

491.  Damped  Oscillations.  Let  a  particle  of  mass  »<  be  at- 
tracted by  a  fixed  center  O,  with  a  force  proportional  to  the 
distance  from  0,  and  move  in  a  medium  whose  resistance  is 
proportional  to  the  velocity.  If  the  initial  velocity  be  directed 
through  0  (or  be  zero),  the  motion  will  be  rectilinear,  and  the 
equation  of  motion  is 


df^ 


or,  putting 


--2\, 


mkv, 


di^  dt 


(25) 


This  is  a  homogeneous   linear  differential  equation  of   the 

second  order  with  constant  coefficients,  which  can  be  integrated 
by  a  well-known  process.     The  roots  of  the  auxiliary  equation, 

are  real  or  imaginary  according  as  X  >  «,  or  X  <  «.    The  limit- 
ing cases  X  =  K,  X  =  o,  «  =  o,  also  deserve  special  mention. 

(«)   If  X  >  «,  the   roots  are  real  and  different,  and  as  X  is 
positive,  both  roots  are  negative;  denoting  them  by   —  d  and 
—  b^  so  that  a  and  b  are  positive  constants,  and  b>  a,  the  gen- 
eral solution  is  _„,  ,        _s, 
s  —  c^c     -)-  Cjc     . 

As  the  force  has  a  finite  value  at  the  center  O,  we  can  take 
f=o,  v=7'g  for  t  =  Q  as  initial  conditions.     This  gives 


k 


_(,-«_,-"),   J,. 
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The  velocity  reduces  to  zero  at  the  time 

.  \  y  b 

o  —  a        a 

As  a  and  b  are  positive  and  b>  a^  s  has  always  the  sign  of 
z/q,  u  e.f  the  particle  remains  always  on  the  same  side  of  d?;  it 
reaches  its  elongation  at  the  time  Z^,  for  which  v  vanishes,  and 
then  approaches  the  point  O  asymptotically. 

Hence,  in  this  case,  the  damping  effect  of  the  medium  is 
sufficiently  great  to  prevent  actual  oscillations.  Such  motions 
are  sometimes  called  aperiodic. 

(b)  If  \  =  K,  the  roots  are  real  and  equal,  viz.,  =  — X,  and 
the  general  solution  is 

With  J  =  o,  v=^v^  for  /  =  o,  we  find 

s  =  v^te'^^  V  =  z'qC  I  —  \t)e~^. 

The  velpcity  vanishes  for  /j=i/\,  and  then  only.  The 
nature  of  the  motion  is  essentially  the  same  as  in  the  previous 
case. 

(r)  If  X</c,  the  roots  are  complex,  say  =—a±/3i,  where 
a  and  /3  are  positive  constants.     The  general  solution 

s  =  ^""'  (^1  cos  I3t  -f  ^2  sin  /3t) 

gives  with    ^  =  o,  v  =  Vq  for  /  =  o : 

^  =  2 ^-«' sin  /8/,  t;  =  ^ ^-'(/8 cos  fit- a  sin  /8/). 


Here  v  vanishes  whenever  tan  /8/  =  fi/a  =  V(K/\f  —  i ;  s 
vanishes  (/.  e,,  the  particle  passes  through  O)  whenever  /  is  an 
integral  multiple  of  Tr/yS;  s  has  an  infinite  number  of  maxima 
and  minima  whose  absolute  values  rapidly  diminish. 

The  resistance  of  the  medium,  while  not  sufficient  to  extin- 
guish the  oscillations,  continually  shortens  their  amplitude ;  this 
is  the  typical  case  of  damped  oscillations. 
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(d)  If  X  =  o,  the  roots  are  purely  imaginary,  viz.,  =  ±  xi.  In 
this  case,  the  second  term  in  equation  (25)  is  zero;  there  is  no 
damping  effect,  and  we  have  the  case  oi  free  oscillations  (sec 
Arts.  480-486). 

(f )  If  K  =  o,  one  of  the  roots  is  zero,  the  other  is  =  —  2  X. 
The  attracting  (or  elastic)  force  being  zero,  we  have  the  case 
of  Ex.  (6),  Art.  490. 

482.  As  shown  in  Arts.  479,  485,  the  primiplc  of  ihe  conser- 
vation of  energy  holds  for  the/r«  oscillations  of  a  particle  (under 
a  force  proportional  to  the  distance).  In  the  case  of  dumped 
oscillations  (Art.  491),  this  principle,  in  the  restricted  sense  in 
which  it  has  been  stated  so  far,  is  not  applicable,  the  resistance 
of  the  medium  not  being  given  as  a  function  of  the  distance  s. 
The  total  energy  E=  T+  V  ai  the  particle,  or  rather  the  energy 
stored  in  the  system  formed  by  the  spring  with  the  particle 
attached  (in  the  example  used  above),  diminishes  in  the  course 
of  time  because  the  spring  has  to  do  work  against  the  resist- 
ance of  the  medium,  thus  transferring  part  of  its  energy  to  the 
medium  (setting  it  in  motion,  heating  it,  etc.).  Thus,  in  a  gen- 
eralized meaning,  the  principle  of  the  conservation  of  energy 
can  be  said  to  hold  for  the  larger  system,  formed  by  the  spring, 
together  with  the  medium  (see  Art.  498). 

493.  The  rate  at  which  the  total  energy  E  diminishes  with 
the  lime  is  here  proportional  to  the  square  of  the  velocity 

~=  —2  m\~L^ ; 
dt 

for,  substituting  for  E  its  value  £=  T+  V^  |  tin'^  +  ^  w/^j* 
(Art.  485)  and  reducing,  we  find  the  equation  of  motion  (25). 

The  space-xaXa  of  change  of  the  total  energy  E  is  propor- 
tional to  the  velocity,  and  is  nothing  else  but  the  resistance  of 

the  medium :  ji£ 

—  =  —  2  mXv ; 
ds 

,  ,  dE     dEds        dE 

for  we  have  — —  =  —r —;  —  '''  —r' 

dt       ds  dt        ds 
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494.  Forced  Oscillatioiii,  In  the  case  of  free  simple  harmonic 
[oscillations,  while  the  force  regarded  as  a  function  of  the  dis- 
[  tance  s  is  directly  proportional  to  j,  the  same  force  regarded 
1  function  of  the  time  is  of  the  form 

y?  =  —  mifisf)  cos  Kt, 

I   since  s  =  s^  cos  Kf.     Conversely,  a  particle  acted  upon  by  a  single 
force  R  =  »ik  cos  ^/,  or  ^  =  mk  sin  fit,  directed  toward  a  fixed 
'  center  0,  will,  if  the  initial  velocity  passes  through  0,  have  a 
simple  harmonic  motion. 

Suppose  that  such   a  force  in  the  line  of  motion  be  super- 
imposed in  the  case  of  Art.  491  so  that  the  equation  of  motion 
r  becomes 

—      ^' ~2m\v +  mkcosfLt, 


df^ 


di^  dt 


J  =  f  sin^A 


(26) 


The  particle  is  then  said  to  be  subject  to  forced  oscillations. 
For  a  particle  suspended  from  a  spiral  spring  this  could  be 
realized  by  subjecting  the  point  of  suspension  to  a  vertical 
simple  harmonic  motion  of  amplitude  k  and  period  2  7r//i. 

The  non-homogeneous  linear  differential  equation  (26)  with 
constant  coefficients  can  be  integrated  by  well-known  methods. 


495     Exercises. 

(i)  With  fi  =  i,  I'd— 4,  sketch  the  curves  representing  f  as  a  fiinction 
of /in  thefivecasesof  An.  491;  Uke  {a)  X=s3,  (^)  X=2,  (c)  \  =  \, 
W  \  =  3. 

(a)  Compare  the  cases  (r)  and  (d)  of  Art.  491  ;  show  that  the  os- 
cillations in  a  resisting  medium  are  isochronous,  but  of  greater  period 
than  in  vacuo.  The  ratio  of  the  amplitude  at  any  lime  to  the  initial 
amplitude  is  called  the  damping  ratio;  show  that  the  logarithm  of  this 
ratio,  the  so-called  logarithmic  decrement,  is  proportional  to  the  time. 

(3)  Derive  the  equation  of  motion  in  the  case  of  free  oscillations 
from  the  principle  of  the  conservation  of  energy. 


^K     foo 
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(4)  Integrate  and  discuss  the  equation  -—  +  k'j  =  .7  sin  fit ;  show 
that  the  amplitude  of  the  forced  oscillation  becomes  very  large  if  the 
periods  of  the  free  and  forced  oscillations  are  nearly  equal.  Discuss  ihe 
limiting  case  when  ^i  —  k. 

{5)  Imegrale  (26),  assuming  a  particular  integral  of  the  form 
£C0S /A/+e' sin /i/ and  determining  the  constants  f,  c'  by  substitut- 
ing this  expression  in  (26).     Discuss  the  result. 

496.  Power.  It  has  been  shown  that  the  time-effect  of  a 
force  is  measured  by  its  impulse  (Arts.  425,  467),  while  the 
space-effect  is  measured  by  its  tvork  (Arts.  442, 467).  In  applied 
mechanics  it  is  of  great  importance  to  take  time  and  space  into 
account  simultaneously.  The  time-rate  at  which  work  is  per- 
formed by  a  force  has  therefore  received  a  special  name,  power, 
or  Kctivity.  The  source  from  which  the  force  for  doing  useful 
work  is  derived  is  commonly  called  the  agent,  or  motor;  and  it 
is  customary  to  speak  of  the  power  of  an  agent,  this  meaning 
the  rate  at  which  the  agent  is  capable  of  supplying  work. 

497.  The  dimensions  of  power  are  evidently  ML^T-*.  The 
unit  of  power  is  the  power  of  an  agent  that  does  unit  work  in 
unit  time.  Hence,  in  absolute  measure,  it  is  the  power  of  an 
agent  doing  one  erg  per  second  in  the  C.  G.  S.  system,  and  one 
foot-poundal  per  second  in  the  F.  P.  S.  system.  As,  however, 
the  idea  of  power  is  of  importance  mainly  in  engineering  prac- 
tice, power  is  usually  measured  in  gravitation  units.  In  this 
case,  the  unit  of  power  is  the  power  of  an  agent  doing  one  foot- 
pound per  second  in  the  F.  P.  S.  system,  and  one  kilogram- 
meter  in  the  metric  system. 

A  larger  unit  is  frequently  found  more  convenient.  For  this 
reason,  the  name  horse-power  (H.  P.)  is  given  to  the  power  of 
doing  550  foot-pounds  of  work  per  second,  or  550  x  60  =  33,ooo 
foot-pounds  per  minute. 

Work  and  Efficienoy  of  Machines.    The  principle  of  the 

conservation  of  energy  has  been  proved  in  Art.  479  for  a  particle 
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[  in  rectilinear  motion  under  the  action  of  a  force  which  is  a 
given  function  of  the  distance.  In  this  particular  case,  the  prin- 
cipie  states  that  ///c  tota/  fiicrgy  E,  which  is  the  algebraic  sum  of 
the  kinetic  energy  Fand  thi:  potential  energy  Vol  the  particle, 
remairts  cons/ant  throughout  the  motion  as  long  as  no  other 
forces  act  on  the  particle;  and  the  truth  of  the  principle  in  this 
restricted  sense  follows  directly  from  the  fundamental  definitions 

V  of  dynamics. 

By  a  generalization  as  bold  and  far-reaching  as  was  Newton's 
extension  of  the  property  of  mutual  attraction  to  all  matter  (Arts. 
S43-546),  modem  physics  has  been  led  to  the  assumption  that 
work  and  energy  are  quantities  zvhie/i  can  never  be  destroyed,  but 
can  be  transformed  in  a  variety  of  ways.  This  assumption,  the 
general  principle  of  the  conservation  of  energy,  while  fully  borne 
out  so  far  by  the  results  di^duced  from  it,  is  of  course  not 
capable  of  mathematical  proof.  Indeed,  it  may  be  said  that  in 
defining  the  various  forms  of  energy,  such  as  heat,  chemical 
energy,  radio-activity,  etc.,  the  definitions  are  so  formulated  as 
to  conform  to  this  principle;  it  has  always  been  found  possible 
to  do  this.  The  general  principle  of  the  conservation  of  energy 
cannot  be  fully  discussed  here,  since  this  would  require  a  study 
of  all  the  forms  of  energy  known  to  physics. 

In  its  application  to  machines,  the  principle  states  that  the 
total  work  W  supplied  to  a  machine  in  a  given  time  by  the 
agent,  or  motor,  driving  it  (such  as  animal  force,  the  expansive 
force  of  steam,  the  pressure  of  the  wind,  the  impact  of  water, 
etc.)  is  equal  to  the  sura  of  the  useful  zvork  (F,,  done  by  the  ma- 
chine in  the  same  time  and  the  so-called  lost,  or  wasteful,  ivork 
\V„  spent  in  overcoming  friction  and  other  passive  resistances 
of  the  machine:  w=  W.+  W^ 

While  W  and  W^  can  be  determined  with  considerable  accu- 
racy, it  is  difficult  to  determine  W^  directly  with  equal  precision  ; 
but  it  is  found  that  the  more  accurately  in  any  given  machine 
Wa  is  determined,  the  more  nearly  will  the  above  equation  be 
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found  satisfied.      This  serves  as  a  verification  of  the  principle 
of  the  conservation  of  energy  in  its  application  to  machines. 

As  explained  in  Art  419,  the  ratio  WJW  of  the  useful  work 
to  the  total  work  is  called  the  efficiency  of  the  machine.  The 
term  modulus  is  sometimes  used  for  efficiency, 

499.   Exercises. 

(1)  In  electrical  engineering  a  jera/i  is  defined  as  the  power  of  doing 
one  joule,  i.  e.,  10'  ergs,  per  second.  Find  the  relation  between  the  watt 
and  the  horse-power. 

(a)  In  countries  using  the  metric  system  of  weights  and  measures 
the  horse-power  is  defined  as  75  kilogram -meters  per  second.  Find 
its  relation  to  the  watt  and  to  the  British  horse-power. 

(3)  Find  the  horse-power  of  the  engine  in  Art.  486,  Ex.  (i),  if  it 
make  i  stroke  per  second. 

(4)  The  cylinder  of  a  steam  engine  has  a  diameter  of  15  in.  j  the 
stroke  is  sf  ft.;  the  number  of  strokes  per  minute  is  70;  the  mean 
pressure  of  the  steam  is  40  lbs.  per  square  inch.  What  is  the  horse- 
power of  the  engine  ? 

(5)  Find  the  horse-power  required  of  the  locomotive  to  haul  a  train 
of  100  tons  at  the  rate  of  30  miles  an  hour,  the  resistances  amounting 
to  8  lbs.  per  ion:  (a)  on  a  level  road;  {H)  up  a  i^  grade;  {c)  up  a 
3<fc  grade. 

(6)  How  much  water  can  an  engine  furnishing  40  H.  P.  raise  per 
minute  from  the  bottom  of  a  mine  840  ft.  deep? 

(7)  The  diameter  of  the  cylinder  of  a  steam  engine  is  30  in.;  the 
stroke  4  ft. ;  the  mean  pressure  15  lbs.  per  square  inch  ;  the  number  of 
revolutions  24  per  minute.  If  the  efficiency  of  the  engine  be  j,  what 
is  the  amount  of  water  raised  per  hour  from  a  depth  of  350  ft.? 

(8)  In  what  time  would  an  engine  yielding  2  H.  P.  perform  the  work 
of  raising  the  brickwork  in  Art,  466,  Ex.  (ig)  ? 

{9)  A  shaft  of  8  ft,  diameter  is  lo  be  sunk  to  a  depth  of  310  fl. 
through  a  material  whose  specific  gravity  is  2.2.  Iletermine :  (a)  the 
total  work  of  raising  the  material  to  the  surface;  {&)  the  time  in  which 
it  can  be  done  by  an  engine  yielding  3.5  H.  P. ;  (f)  the  time  in  which 
it  can  be  done  by  4  men  working  in  a  capstan,  if  each  laborer  does 
2500  fl.-lbs.  per  minute,  working  8  hr,  per  diy. 
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(10)  A  steam  engine  (diameter  of  piston  =  9  in.,  stroke  =  i  ft.,  num- 
ber of  revolutions  =  150  per  minute,  mean  effective  piston  pressure  = 
50  lbs.  per  square  inch)  drives  a  circular  saw  of  3  ft.  diameter,  making 
4000  rev./min.  Neglecting  the  friciional  resistances,  determine  the  force 
exerted  by  the  teeth  of  the  saw. 

(11)  A  saw  of  10  in.  diameter  makes  4000  rev./min. ;  a  planer  whose 
head  has  a  diameter  of  6  in.  makes  5000  rev./min.  If  the  resistance  at 
the  teeth  of  the  saw  be  10  lbs.,  at  the  planer  15  lbs.,  and  if  both  are 
driven  by  an  engine  making  170  rev./min.,  with  piston  diameter  =  8  in., 
stroke  =  10  in.,  what  is  the  mean  effective  piston  pressure? 

(12)  Find  the  horse-power  of  the  wheel  in  Ex.  (16),  Art.  449,  if  it 
makes  150  rev./min. 

(13)  A  water-wheel  weighing  (with  the  water  in  it)  21,000  lbs.  makes 
10  rev./min. ;  its  horizontal  shaft  rests  in  bearings  8  in.  in  diameter. 
The  coefficient  of  friction  being  o.i,  determine  the  horse-power  lost  in 
friction. 

(14)  Determine  the  indicated  horse-power  of  a  gas  engine  working  at 
150  rev./min., if  there  is  anexplosion  every  two  revolutions ;  diameter  of 
piston  =  12  in.,  length  of  crank  =  8  in. ;  mean  effective  pressure  in  one 
cycle  =  62  lbs.* 

III.    Free  Curvilinear  Motion, 

I.     GENERAL    PRINCIPLES. 

500.  Let  J  be  the  acceleration  of  a  particle  of  mass  m  at  the 
time  / ;  R  the  resultant  of  all  the  forces  acting  on  the  particle ; 
then  its  equation  of  motion  is  (Art.  456) 

mj  =^  R. 

In  curvilinear  motion  (Fig.  156)  the  direction  of  7  and  R  differs 
from  the  direction  of  the  velocity  v\  and  the  angle  -^  between  y 


*  For  further  applied  problems  of  a  similar  character,  the  student  is  referred 
to  J.  Perry,  Applied  Mechanics,  New  York,  Van  Nostrand,  1898,  pp.  46-49,  and 
F.  B.  Sanborn,  Mechanics  Problems,  New  York,  The  Engineering  News  Publishing 
Company,  1902. 


326 


KINETICS  OF  THE  PARTICLE. 


[Soi. 


and  V  varies  in  general  in  the  course  of  time.  As  shown  in 
Kinematics  (Art.  112).  the  acceleration  can  be  resolved  into  a 
tangential  componenty,=(/i'/(//=i/*J'/'^''' 
and  a  normal  componenty„  =  7'^//J,  where  , 
p  is  the  radius  of  curvature  of  the  path. 
Hence,  if  the  resultant  force  R  which 
has  the  direction  of  j  be  resolved  into 
a  tangential  force  J?,^  R  cos  ^,  and  a 
nonnal  force  R,t=  R  sin  1^,  the  above 
equation  of  motion  will  be  replaced  by 
the  following  two  equations 
dv 
dl 


=  R„ 


(') 


501.   The  formulas  ( i )  show  how  the  force  R  affects  the  veloc- 
ity of  the  particle  and  the  curvature  of  the  path.     The  change 
of  the  magnitude  of  the  velocity  is  due  to  the  tangential  force 
Rf  alone.     If  this  component  be  zero,  i,  c,  if  the  resultant  force   , 
R  be  constantly  normal  to  the  path,  the  velocity  v  will  remain  1 
of  constant  magnitude.     The  curvature  of  the  path,  \/p,  and   1 
hence  the  direction  of  v,  depends  on  the  normal  component  R^. 
If  this  component  he  zero,  the  curvature  is  zero ;  t.  e.,  the  path 
is  rectilinear. 


502.  Instead  of  resolving  the  resultant  force  R  along  the  tan- 
gent and  normal,  it  is  often  more  convenient  to  resolve  it  into 
three  components,  R  cos  a=  X,R  cos  &=Y,R  cos  7  =  Z,  parallel 
to  three  fixed  rectangular  axes  of  co-ordinates  Ox,  Oy,  Os,  to 
which  the  whole  motion  is  then  referred.  If  x,  y,  s  be  the 
co-ordinates  of  the  particle  m  at  the  time  /,  the  equations  of 
motion  assume  the  form  (comp.  Art.  i !  3) 

Thus,  the  curvilinear  motion  is  replaced  by  three  rectilinear 
motions. 


w 
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503.  If  the  components  A'  Y,  Z  were  given  as  functions  o£ 
the  time  /  alone,  each  of  the  three  equations  (2)  could  be  inte- 
grated separately.  In  general,  however,  these  components  will 
be  functions  of  the  co-ordinates,  and  perhaps  also  of  the  veloc- 
ity and  of  the  time.  No  general  rules  can  be  given  for  integrat- 
ing the  equations  in  this  case.  By  combining  the  equations  {2) 
in  such  a  way  as  to  produce  exact  derivatives  in  the  resulting 
equation,  it  is  sometimes  possible  to  effect  an  integration.  Two 
methods  of  this  kind  have  been  indicated  for  the  case  of  two 
dimensions  in  a  particular  example  in  Kinematics,  Arts.  163-165. 
We  now  proceed  to  study  ihesc  pHtKip/es  of  integration  from  a 
more  general  point  of  view,  and  to  point  out  the  physical  mean- 
ing of  the  expressions  involved. 

fi04.  The  Principle  of  Kinetic  Energy  and  Work,  Let  us  com- 
bine the  equations  of  motion  (2)  by  multiplying  them  by  dx/dt, 
dyjdt,  d:;/dt  respectively,  and  then  adding.  The  left-hand 
member  of  the  resulting  equation  wiil  be  the  derivative  with 
respect  to  /  of 

^•"[(fT-(S)"-(S)>*-- 

We  find,  therefore. 


dt 


dt 


dt 


dt 


Let  T'o  be  the  velocity  at  any  point  P^  of  the  path,  v  the  velocity 
at  any  other  point  P,  and  let  arc  P^P  =  s  —  s,^,  the  distances  fp, 
s  being  counted  along  the  path.  Then,  integrating  from  P^  to 
P,  we  find : 

\mi^-\  mv^  =  jT'c  AV.ir  +  Ydy  +  Zds).  (3) 

The  left-hand  member  represents  the  increase  In  the  kinetic 
energy  of  the  particle ;  the  right-hand  member  represents  the 
work  done  by  the  resultant  force  R,  since  its  work  is  equal  to 
the  sum  of  the  works  of  its  components  X,  Y,  ^(comp.  Arts. 
404,  408).     Equation  (3)  states,  therefore,  that  the  amount  h 
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which  the  kinetic  energy  increases,  as  the  particle  passes  from  P^ 
to  P,  is  eqtial  to  tlw  work  done  by  the  resultant  force  R  on  the 
particle  (comp.  Arts.  467,  468). 

5M.  The  principle  of  kinetic  energy  and  work  can  also  be 
deduced  from  the  former  of  the  two  equations(i).  Multiplying 
this  equation  by  v  =  ds/dt,  we  have 

d(\m'<^')      n  ds      r,         ,  ds 
dt  dt  ^  dt 

hence,  integrating  as  in  Art.  504 : 

\m'^-\  mv^  =J'r  cos  >^ds.  (4) 

506.  The  evaluation  of  the  work  integral  in  the  right-hand 
member  of  the  equations  (3)  or  (4)  requires  in  general  a  knowl- 
edge of  the  path,  since  the  integration  is  to  be  extended  along 
this  path.  As  in  many  problems  the  path  is  not  known  before- 
hand, but  is  one  of  the  things  to  be  determined,  it  is  very  im- 
portant to  notice  that  the  work  integral 

£(Xdx+  Ydy^Zds) 

has  a  value  independent  of  tlie  path  connecting  the  initial  and 
final  positions  P^,  P,  whenever  the  expression  Xdx  +  Ydy  +  Zde 
is  the  exact  differential  of  a  one-valued fumtion  U  of  x,y,z\  for 
in  this  case 

Jl{Xdx-\-  Ydy-\-Zd2)  =  ^^dU=U-Ut, 
where  U^  is  the  value  of  U{x,  y,  s)  at  P^  U  that  at  P. 

507.  Now  the  expression  Xdx-\-  Ydy-\-Zds  is  certainly  an 
exact  differential  whenever  there  exists  a  function  U  of  the 
co-ordinates  x,  y,  z  alone  (i.  e.,  not  involving  the  velocities  or  the 
time  explicitly),  such  that 

(5) 


for  then 

SU      „ 

ay 

Y,     ^  = 

Z; 

Xdx 

+  K4/  +  ^&. 

t-^-T/'- 

ds 

^dU. 
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The  function  U  is  called  the  force-fnnctioii,  and  forces  for 
which  a  force -function  exists  are  called  conBervatiTe  forces. 

The  conditions  (5)  for  the  existence  of  a  force-function  U 
can  be  put  into  a  different  analytical  form  which  is  frequently 
useful.  DiiTeretitiating  the  second  of  the  equations  (5)  with 
respect  to  s,  the  third  with  respect  to  y,  we  find 

&sby      Ss '    dyds      Sy ' 
whence  dY/ds=SZ/dy.     If  we  proceed  in  a  similar  way  with 
the  other  equations  (5),  it  appears  that  they  can  be  replaced  by 
the  following  conditions : 

dY^5Z     BZ^SX     BX^dY^ 
dz       dy '     Sx       Bs'      by       bx 
The  equations  (5)  or  the  equivalent  equations  (6)  are  there- 
fore sufficient  conditions  for  the  existence  of  a  force-function  U. 

508.  The  dynamical  meaning  of  the  existence  of  a  force- 
function  U  lies  mainly  in  the  fact  that,  if  a  one-valued  force- 
function  exists,  the  work  done  by  the  forces  as  the  particle 
passes  from  its  initial  to  its  final  position  depends  only  on  these 
positions,  and  not  on  the  intervening  path.  The  equation  (3) 
then  gives  J»,^- J„„,.=  =  t/- (/.;  (7) 

the  work  done  on  the  particle  as  it  passes  from  P^  to  P  is 

It  follows  that  the  work  of  conservative  forces  is  zero  if  the 
particle  returns  finally  to  its  original  position,  that  is,  if  it  de- 
scribes a  closed  path,  provided  that  the  force-function  U  is  one- 
valued,  an  assumption  which  will  here  always  be  made. 

In  the  case  of  central  forces  depending  only  on  the  distance, 
for  which  a  force-function  can  always  be  shown  to  exist,  the 
force-function,  divided  by  the  mass  of  the  particle,  is  usually 
called  the  potential  (see  Arts.  476,  479).  The  negative  of  the 
force-function,  say  .^_  _  ., 
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is  called  the  potential  ener^.  If  this  quantity  be  introduced, 
and  the  kinetic  energy  be  denoted  by  T  (as  in  Art,  477X  the 
equation  (7)  assumes  the  form 

r+  F=7-o+  1%  (8) 

which  expresses  the  principle  of  the  conservation  of  energy  for  a 

particle :  the  total  energy.  \.  e.,  the  sum  of  the  kinetic  nml potential 
energies,  remains  constant  throughout  the  motion  whenever  there 
exists  a  force-fiitiction.  In  other  words,  whatever  is  gained  in 
kinetic  is  lost  in  potential  energy,  and  vice  versa. 

509.  As  the  force-function  f  is  a  [unction  of  the  co-ordinates 
x,y,  e  alone,  an  equation  of  the  form 

U  =  c. 
where  c  is  a  constant,  represents  a  surface  which  is  the  locus 
of  all  points  of  space  at  which  the  force-function  has  the  same 
value  c.  By  giving  to  c  different  values,  a  family  of  surfaces 
is  obtained,  and  these  surfaces  are  called  level,  or  equipotential, 
snrfacea. 

The  values  of  the  derivatives  of  U  at  any  point  P  {x,  y,  b\ 
are  proportional  to  the  direction-cosines  of  the  normal  to  the 
equipotentia!  surface  U=c  at  P.  But,  by  (5),  they  are  also 
proportional  to  the  direction-cosines  of  the  resultant  force 
R  at  this  point  It  follows  that  the  resultant  force  R  at  any 
point  P  is  always  nortn.il  to  the  eqnifotcntial  surface  passing 
through  P. 

If  the  equation  of  the  equipotential  surfaces  be  given,  the  • 
resultant  force  R  at  any  point  {x,y,  s)  is  readily  found,  both  in 
magnitude  and  direction,  from  its  components  (5): 


R"^  =  x^  +  y^  +  Z"^ 


i'&hm-m'- 
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510.  The  force- function  17  determines,  as  has  been  shown,  a 
family  of  equipotential  surfaces  6''  =  const.  Starting  from  a 
point  P  on  one  of  these  surfaces,  say  C''=c  (Fig.  157),  let  us 
draw  through  P  the  direction  of  the  resultant  force,  which  is 


normal  to  the  surface  U  =  c.  Let  this  direction  intersect  at  P' 
a  near  surface,  U=c'.  At  P'  draw  the  normal  to  U  =  c',  and 
let  it  intersect  a  near  surface, 
U  =  c",  at  P".  Proceeding  in  this 
way,  we  obtain  a  series  of  points 
P,  P',  P",  /"",  -  ■  -,  which  in  the 
limit  will  form  a  continuous  curve 
whose  direction  at  any  point  coin- 
cides with  the  direction  of  the  re- 
sultant force  at  that  point.  Such 
a  line  is  called  a  line  of  force. 

The  lines  of  force  evidently  form  the  orthogonal  system  to 
the  family  of  equipotential  surfaces.  The  differential  equations 
of  the  lines  of  force  are  therefore  : 

dx  _  dy  _  ds 

W~W~W 

511.   EzerciseB. 

(i)  Show  that  a  force- function  exists  when  the  resultant  force  is  con- 
stant in  magnitude  and  direction. 

(a)  Find  the  force- function  in  the  case  of  a  free  particle  moving 
tinder  the  action  of  the  constant  force  of  gravity  alone  (projectile  in 
vacuo) ;  determine  the  equipotential  surfaces  and  the  potential  energy. 

(3)  Show  the  existence  of  a  fore  e-tu  net  ion  when  the  direction  of  the 
resultant  force  is  constantly  perpendicular  to  a  fixed  plane,  say  the 
x_)'-plane,  and  its  magnitude  is  a  given  function  /(s)  of  the  distance  s 
from  the  plane. 

(4}  Find  the  force- function,  the  equipotential  surfaces,  and  the 
kinetic  energy  when  the  force  is  a  function  /(r)  of  the  perpendicular 
distance  r  from  a  fixed  line,  and  ia  directed  towards  this  line  at  right 
angles  to  it. 

{5)  Show  the  existence  of  a  force- fimction  for  a  central  force,  (,  e,,  a 
force  passing  through  a  fixed  point  {xa,}'^,  So),  if  the  force  is  a  function 
of  the  distance  r  from  this  point.    What  are  the  level  surfaces? 

(6)  Show  that  a  force- function  exists  when  a  panicle  moves  under  the 
action  of  any  number  of  such  central  forces  as  in  Ex.  (5). 
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^H  33: 

^^H  512.    The  Prisciple  of  AD^ar  Soineiitniii  or  of  Areaa.    We  con- 

^^"  fine  ourselves  to  the  case  of  plane  motion,  so  that  we  have  only 

W  two  equations  of  motion  : 

^K  by 

■  : 


,rtr 


d!' 


Y. 


Combining  these  by  multiplying  the  former  by  y,  the  latter 
by  X,  and  subtracting  the  former  from  the  latter,  we  find 


^_ 


fix 


=xY-:y.\: 


The  right-hand  member  is  evidently  the  moment  (about  the 
origin)  of  the  resultant  force  R,  whose  components  are  A"  and 
Y.  The  left-hand  member  is  an  exact  derivative,  viz.,  the 
derivative  with  respect  to  the  time  of  mxdyjdt  —  mydxidt,  as 
is  easily  verified  by  differentiating  this  quantity.  The  equation 
can  therefore  be  written 


d( 


■--my 


=  xY-yX. 


Integrating  from  /(,  to  /,  1 
dy_ 


■e  find 


(9) 


(10) 


I 


This  equation  expresses  the  principle  of  angular  momentum 
or  of  areas  for  plane  motion. 

513.  The  name  is  due  to  the  following  interpretation  of  the 
left-hand  member  of  equation  (lo).  Divided  by  m,  this  left- 
hand  member  is,  by  Art.  97,  twice  the  sectorial  velocity.  Equa- 
tion (9),  after  division  by  m,  can  therefore  be  expressed  in 
words  as  follows :  The  time-rate  of  change  of  twice  the  sec- 
torial velocity  about  any  point  is  equal  to  the  moment  of  the 
acceleration  about  that  point,  This  kinematical  interpretation 
accounts  for  the  name  principle  of  areas. 
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514.  The  dynamical  meaning  of  equation  (lo)  appears  by  con- 
sidering that  mdx/dty  mdy/dt 
are  the  components  of  the 
momentum  tnv  of  the  moving 
particle  (Fig.  158).  The  prod- 
uct mvp  of  the  momentum  and 
its  perpendicular  distance  from 
the  origin  is  called  the  moment 
of  momentum,  or  the  angnlar 
momentum,  of  the  particle  about 
the  origin. 

As   the   moment  of  tnv  is 

equal  to  the  algebraic  sum  of  the  moments  of  its  components, 

we  have 

M     ^   dy  dx 


Flsf.  158. 


dt 


my 


dt 


The  angular  momentum  is  evidently  nothing  but  twice  the 
sectorial  velocity  multiplied  by  the  mass,  just  as  linear  momen- 
tum is  linear  velocity  times  mass. 

The  dynamical  meaning  of  equation  (9)  can  therefore  be 
expressed  as  follows  :  the  time-rate  of  change  of  angular  tnotnen- 
tum  about  a?iy  fixed  point  is  equal  to  the  moment  of  the  resultant: 
force  about  the  same  point, 

515.  The  most  important  case  in  which  the  integration  in' 
(10)  can  be  performed  is  the  case  when 

xY-yX^O, 

which  evidently  means  that  the  direction  of  the  resultant  force 
R  passes  through  the  origin.  If  this  condition  be  fulfilled, 
equation  (10)  reduces  to  the  form 


dy  dx 

mx-^  —  my-—  =  c. 

dt        '^  dt 


(II) 


where  ^  is  a  constant  of  integration  to  be  determined  from  the 
initial  position  and  velocity. 
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Kinematically,  this  equation  means  that  the  sectorial  velocity 
remains  constant.     It  can  be  put  into  the  form 


(12)    , 


dl      2  m 

whence,  by  integration,  we  find 

Hence,  if  ihe  accelcralioii  passes  constantly  through  a  fixed  point, 
the  sector  S—  S^  described  about  this  point  in  any  titne  t  —  tg  is 
proportional  to  this  time. 

This  is  the  principle  of  the  conservation  of  area  for  plane 
motion. 

Dynamically,  equation  ( 1 1 )  means  that  if  the  resultant  force   ' 
passes  constantly  through  a  fixed  point,  the  angular  momentum 
about  this  point  remains  constant.     This  proposition  is  called  the 
principle  of  the  coitseri'ation  of  angular  momentum. 

If  j'q  be  the  initial  velocity,  /^  the  perpendicular  to  v,^  from 
the  fixed  point,  equation  ( 1 1 )  can  also  be  written  in  the  form 

vp=-'^Pa.  (13) 

516.  Exercise. 

The  equation  (g)  can  be  wrilleii  d{mrp)/.i/  =  xY-yX.  Show 
that  the  two  terms  of  it{mvp)/iit=mp,iv/i/t+ mvdp/iit  reiiresent  the 
moments  of  the  tangential  and  normal  components  of  the  resultant  force 
H,  respectively. 


517.  The  Principle  of  d'Alembert.  Let  us  consider  a  particle  \ 
of  mass  ni  moving  under  the  action  of  any  forces  F^,  F^  ■  ■  ■  F„ 
whose  resultant  is  R.  The  total  acceleration  J  of  the  particle 
has  the  components  d^xfd.^,  d^yfdt^,  d^z/Ut^  parallel  to  the 
rectangular  axes  Ox,  Oy,  O2.  If  the  forces  /^„  F^.  ■  ■  ■  F„  be 
imagined  removed,  a  force  equal  to  <n/' would  be  required  to  give 
the  particle  the  same  acceleration  j  that  it  had  under  the  action 
of  the  forces  F^,  F^,  ■  ■  ■  F,,  This  fictitious  force, ;;//',  whose  com- 
ponents are  mdhfdt^,  mii^y/dt^,  nid^::/dfl,  is  called  the  effective 


^ 
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force.     For  the  sake  of  distinction,  the  forces  Fy  /^,  ■  ■  -  F„  which 
actually'  produce  the  motion,  are  called  the  impressed  forces. 
The  ordinary  equations  of  motion  of  a  particle, 

m^,  =  X,m^,=  Y.m^^Z.  (,4) 

where  X,  V,  Z  are  the  components  of  the  resultant  R  of  the 
impressed  forces,  express  merely  the  equality  between  the 
effective  force  mj  and  the  resultant  impressed  force  R.  It  fol- 
lows that  if  the  reversed  effective  force  —mj,  or  its  components, 
-  m(Pxjdfl,  -  m^yjdt^,  —  mt^z/dt'^,  be  combined  with  the 
impressed  forces  F^,  F^,  •  •  ■  F,,  we  have  a  system  in  equilibrium. 
This  is  the  fundamental  idea  of  d'Alembert's  principle. 

518.  The  reversed  effective  force,  —  tnj,  is  sometimes  called  ihe  force 
of  inertia  of  the  particle.  To  understand  the  idea  underlying  this  ex- 
pression, imagine  the  impressed  forces  to  be  removed,  and  then  push 
the  panicle,  say  wiih  (he  hand,  so  as  to  give  il  the  same  motion  that  it 
had  under  the  action  of  the  impressed  forces.  The  pressure  of  the 
hand  on  ihe  particle  must  at  every  instant  be  equal  to  the  resultant  R, 
or  to  the  effective  force  mj,  while  the  equal  and  opposite  pressure  of 
the  particle  on  the  hand  represents  the  force  of  inertia.  It  must,  how- 
ever, be  clearly  understood  that  this  force  of  inertia,  or  inertia-resist- 
ance, is  a  force  exerted  on  the  hand  and  not  on  the  particle, 

519.  Owing  to  the  fact  that,  by  combining  with  the  impressed 
forces  the  reversed  effective  force,  we  obtain  at  any  given  in- 
stant a  system  in  equilibrium,  it  becomes  possible  to  apply  to 
kinetical  problems  the  statical  conditions  of  equilibrium. 

Since  in  the  case  of  a  single  particle  the  forces  are  all  con- 
current, the  conditions  of  equilibrium  are  obtained  by  equating 
to  zero  the  sum  of  the  components  of  the  forces  along  each  axis. 
This  gives 

d^x  .^        d^y  _        d's 

A-m^  =  o,   K-«~,  =  o.  Z-i«^  =  o. 

and  these  are  the  ordinary  dynamical  equations  of  motion  (see 
(14),  Art.  S17). 
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580.  The  conditions  of  equilibrium  of  a  system  of  forces  can 
also  be  expressed  by  means  of  the  principle  of  virtual  work 
{Art.  410).  Thus,  let  £r,  By,  Sz  be  the  components  of  any 
virtual  displacement  Bs  of  the  particle;  then  the  principle 
of  virtual  work  applied  to  our  system  of  forces  gives  the  single 
condition 

(-».g+jr)s,+(-»,g+y)s,+  (-»g+z)s.-o,  (,s) 

which  is  of  course  equivalent  to  the  three  equations  (14)  on 
account  of  the  arbitrariness  of  the  displacement  Bs. 

The  equation  (15),  which  may  also  be  written  in  the  form 


"Hi^+f^'^+p')-^'^^-^'-'-'-'^''' 


(16) 


expresses  d'AIembert's  principle  for  a  single  particle:  for  any 
virtual  displacement  the  sum  of  the  virtual  works  of  the  im- 
pressed forces  is  equal  to  that  of  the  effective  force. 


521.  The  advantage  of  using  the  equations  of  motion  in  the 
form  given  to  them  by  d'Alembert  arises  mainly  from  the 
application  of  the  principle  of  virtual  work  which  thus  becomes 
possible;  this  will  be  seen  more  clearly  later  on,  in  the  treat- 
ment of  constrained  motion.  For  the  present  it  may  suffice 
to  notice  that,  if  the  actual  displacement  ds  of  the  particle  in 
its  path  be  selected  as  the  virtual  displacement  Bs,  equation(i6) 
becomes 


"{f." 


'"§'*'+£''•')""'■+  '''■'+^''--- 


V 


This  is  the  equation  of  kinetic  energy  and  work  (Art.  504);  for 
the  left-hand  member  is  the  exact  differential  d{\mv^)  of  the 
kinetic  energy,  while  the  right-hand  member  represents  the  ele- 
ment of  work  of  the  impressed  forces. 

In  the  particular,  but  very  common,  case  of  consen'atiz<e  im- 
pressed  forces,  the   right-hand   member   is   likewise   an   exact 
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differential,  eiU ;  hence,  in  this  case  a  first  integration  can  at 
once  be  performed,  and  we  find,  as  in  Art.  508, 

\  m-^  -  \  mv^  =  J(AV.r  +  Ydy  +  Zdz)=  U-U^       (18) 

5S2.  There  is  an  esseniial  distinction  between  the  principle  of 
d'Alembert  on  the  one  hand,  and  the  principles  of  kinetic  energy  and 
of  areas  on  the  other.  D'.Memberl's  principle  merely  gives  a  con- 
venient form  and  interpretation  to  the  dynamical  equations  of  motion, 
through  the  application  of  the  principle  of  virtual  work ;  but  it  does  not 
show  how  to  integrate  these  equations. 

The  principle  of  kinetic  energy  and  work  and  the  principle  of  areas 
are  really  methods  for  integrating  the  equations  of  motion  under  certain 
conditions.  The  fact  that  these  particular  methods  of  combining  the 
difTerential  equations  so  frequently  furnish  the  solution  of  physical  prob- 
lems, is  the  best  proof  of  the  adequacy  of  the  fundamental  definitions 
and  assumptions  of  mechanics.  It  has  led  the  physicist  to  ascribe  real 
existence  to  the  quantities  whose  exact  differentials  are  introduced  by  the 
combination,  viz.,  to  force  and  work,  to  kinetic  and  potential  energy,  and 
to  regard  the  conservarion  of  energy  as  a  law  of  nature.  While  this  view 
may  often  be  useful,  it  must  not  be  forgotten  that  the  question  of  the 
objective  reality  of  these  abstractions  is  beyond  the  ken  of  exact  science. 

2.    CENTRAL    FORCES. 

623.  We  proceed  to  apply  the  general  principles  developed 
in  the  preceding  articles  to  the  motion  of  a  particle  under  the 
action  of  a  central  force,  i.  e.,  a  force  whose  direction  always 
passes  through  a  fixed  point  called  the  ceitler  of  force  (see  Art. 
157).  We  shall  here  consider  only  central  forces  whose  mag- 
nitude is  a  function  of  the  distance  from  the  center  alone.  Thus, 
let  O  be  the  center  of  force,  P  the  position  of  the  moving  par- 
ticle at  any  time  t,  m  the  mass  of  the  particle,  and  OP  =  r  its 
distance  from  the  center  ;  then  the  general  expression  for  such 
a  central  force  F is        p^p^,^^„f^,^_ 

where  the  function  Fir)  represents  the  law  of  force,  and  the 
function  /(r)  the  law  of  the  acceleration  produced  by  this  force 
in  the  particle  m. 
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524.    The  most  important  special  case  is  that  of  a  force  pro  I 
portional  to  some  power  of  the  distance  r,  say 

where  ;;*  and  «  are  constants.  The  constant  fi,  which  represents  I 
the  value  of  the  force  at  unit  distance  from  the  center,  is  often  | 
called  the  intensity  of  the  force,  or  of  the  center. 

In  the  case  of  Newton's  law  of  universal  gravitation  (Arts. 
472,  473)  we  have  n=  —2,  fi  —  «»«;«',  where  «  is  a  constanl,  viz., 
the  acceleration  produced  by  a  unit  of  mass  acting  on  a  unit  of  1 
mass  at  unit  distance,  while  m  is  the  mass  of  the  attracted  par-  1 
tide,  and  m'  that  of  the  attracting  center;  that  is,  Newton's  | 
law  is  expressed  by  the  formula 


526.  From  the  physical  point  of  view,  attractions  following  Newton's  ' 
law,  and  indeed,  central  forces  generally,  are  usually  regarded  as  due  to 
[he  presence  of  mass  (or  an  electric  charge,  etc.),  not  only  in  the  mov- 
ing particle,  but  also  at  the  center  of  force ;  and  the  action  between 
these  two  masses  is  then  a  mutual  action,  being  of  the  nature  of  a  stress, 
i,  e.,  consisting  of  two  equal  and  opposite  farces.  It  follows  that  what  we  , 
have  called  the  center  of  force  is  not  a  fixed  point. 

It  will,  however,  be  shown  later  (.\rts,  567,  568)  that  a  simple  modi- 
fication allows  us  to  apply  to  this  case  the  results  deduced  on  the  assump-   \ 
tion  that  the  center  is  fixed. 

Again,  the  attracting  or  repelling  masses  will  here  be  regarded  as 
concentrated  at  points.  It  is  shown  in  the  theory  of  attraction  that  a 
homogeneous  sphere,  according  to  Newton's  law,  attracts  a  particle 
outside  of  its  mass  as  if  the  whole  mass  of  the  sphere  were  concentrated 
at  the  center  of  the  sphere.  The  attraction  of  any  mass  on  a  particle 
can,  of  course,  always  be  reduced  to  a  single  force  ;  but  as  the  particle 
moves,  the  direction  of  this  force  wilt  not  in  general  pass  through  a 
fixed  point;  such  a  force  is,  therefore,  not  central. 


526,    If  a  particle  P  of  mass  «  be  acted  upon 


<-A'\ 


n  by  a  single  ^H 
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its  acceleration  y  =  F/m=/{r)  will  pass  through  the  center  of 
force  and  be  a  function  of  r  alone.  The  problem  reduces, 
therefore,  at  once  to  the  kinematical  problem  of  ccnlral  motion 
(Art.  157).  Although  the  leading  ideas  of  the  solution  of  this 
problem  have  been  indicated  in  Kinematics  (Arts.  157-174),  the 
importance  of  the  subject  of  central  forces  demands  a  restate- 
ment in  this  place  of  some  of  the  results  in  the  language  of 
kinetics,  and  a  more  complete  exposition  of  some  special  cases. 

527.  A  particle  of  mass  m  acted  upon  by  a  single  centra) 
force  F=  >iif{r)  will  describe  a  curvilinear  path  whenever  the 
initial  velocity  is  different  from  zero  and  does  not  pass  through 
the  center  of  force.  For  the  case  of  rectilhiear  motion  under  a 
central  force  see  Arts.  472-486. 

All  central  motions,  whatever  may  be  the  law  of  the  force, 
have  two  properties  in  common:  («)  the  path  of  the  particle, 
here  often  called  the  orbit,  is  3.  plane  curve  (Art.  158);  (b)  the 
sectorial  velocity  is  constant  (Arts.  159-161). 

Taking  the  plane  of  motion  as  ;y-plane  and  the  center  of 
force  O  as  origin  ( Fig.  1 59),  the  direction 
cosines  of  the  force  F  are  T  xjr,  T  yjr, 
the  upper  sign  corresponding  to  an  at- 
tractive force,  the  lower  to  a  repulsion. 
Hence,  the  dynamical  equations  of 
motion  are 

If  mf{r)  be  substituted  for  F,  the  factor  m  disappears,  and 
the  equations  become  purely  kinematical. 

To  avoid  the  use  of  the  double  sign,  we  shall  give  the  equa- 
tions in  the  form  corresponding  to  the  more  important  case  of 
attraction;  for  a  repulsive  force  it  will  only  be  necessary  to 
change  throughout  the  sign  of  F  or  /(r).  Thus  the  funda- 
mental equations  of  motion  are  (comp.  Art  162): 

df         J^  '  r      df 


'^—M-,   S  =  -A-)i  W 
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If  polar  co-ordinates  r,  0  (Fig.  159),  with  the  center  of  force  I 
as  pole,  be  used,  the  equations  of  motion  are,  since  the  total 
acceleration  is  along  the  radius  vector  (see  Art.  114): 


-Ar 


(3) 


528.  Two   priccipal   problems   present   themselves:   {a)   the   , 
problem  of  finding  the  orbit  for  a  given  law  of  force,  and  (i) 
the  converse  problem  of  determining  the  law  of  force,  ('.  e.,    , 
the  function /(/•),  when  the  orbit  is  given.     The  solution  of  the 
former  problem  is  effected  by  obtaining  first  integrals  of  the  j 
equations   of   motion   from   the   principle   of   areas   and   from   i 
the  principle  of  kinetic  energy,  and  by  combining  these  integrals 
so  as  to  effect  a  second  integration.     Formulae  for  the  soluttoa  | 
of  the  latter  problem  will  be  found  incidentally. 

529.  As  shown  in  Kinematics  (Arts.   159-161)  the  second  of 
the  equations  (3)  gives  the  first  integral 


dt 


m 


=  pv  = 


where  c  is  twice  the  sectorial  velocity ;  and  with  the  notation 
indicated  in  Fig.  160  it  readily  follows  that 

=  vr&va  '^  =  !Vi»sin  V'tpj  (5) 

i.  e.,  the  velocity  is  in- 
versely proportional  to 
its  perpendicular  distance 
from  the  center,  or,  as  it 
is  sometimes  expressed, 
the  moment  of  the  veloc- 
ity about  the  centef  of 
force  is  constant. 

The   relation   (4)  can 

also  be  obtained  from  the  equations  (2)  by  applying  the  principle 

of  areas  (Art.  512,  see  Art.  163). 


Fig.  160. 
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530.  Another  first  integral  of  the  equations  of  motion  is 
obtained  by  combining  the  equations  (i)  according  to  the  prin- 
ciple of  kinetic  energy  and  work  (Art.  504>  comp.  Art  164). 

This  gives 

dQmv')  =  ^  Fdr,  or  d{\  v')  =  -/(r^r,  (6) 

whence  v^^v^  —  2  I  f{f)dr\  (7) 

i,  e,,  the  velocity  at  any  distance  r  depends  only  on  this  distance 
(besides  the  initial  radius  vector  and  velocity)  and  is  indepen- 
dent of  the  path  described,  being  the  same  as  if  the  particle 
had  been  projected  with  the  initial  velocity  along  the  straight 
line  joining  the  initial  position  to  the  center. 

531.  To  perform  the  second  integration  we  have  only  to 
substitute  in  (7)  for  v  its  value  in  terms  of  r  and  /  or  r  and  0. 
Now  the  general  expression  for  the  velocity  in  any  curvilinear 
motion  is  (Art.  96) 

From  these  expressions  one  of  the  variables  B  and  /  can  be 
eliminated  by  substituting  for  dO/dt  its  value  c/r^  from  (4) ;  this 

It  is  often  convenient  to  replace  the  radius  vector  r  by  its 
reciprocal  «=  i/r;  we  then  have 


..  =  ±f^jVA.^  =  ^[(|)%«^]  (9) 


\_(du} 
u\dt. 


532.  The  formulae  (4)  and  (7),  together  with  the  expression 
(8)  or  (9),  contain  the  complete  solution  of  the  two  principal 
problems  mentioned  in  Art.  528.  Thus,  if  the  law  of  force  be 
given,  the  form  of  the  function  f{r)  is  known,  and  v  can  be 
found  from  (7)  in  function  of  r  or  «;  substituting  this  value  of 
V  in  either  (8)  or  (9),  we  have  a  differential  equation  of  the  first 
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order  between  r  and  /,  or  between  r  and  6.     The  integration  of 
the  latter  equation  gives  the  integral  equation  of  the  orbit. 

On  the  other  hand,  if  the  equation  of  the  path  be  given,  the 
expressions  (8)  or  (9)  furnish  the  value  of  v^,  which,  substituted 
in  (6),  determines  the  law  of  force  f{r\ 

When  the  equation  of  the  orbit  is  known,  /.  c,  when  r  is  ki 
as  a  function  of  9,  or  vice  versa,  the  time  /  of  the  motion  can  be 
found  from  (4),  which  gives 


533.    If  the  second  expression  for  v^ 
(6),  we  find,  as  shown  in  Art.  167, 


in  (9)  be  introduced 


Ar) 


This  will  generally  be  found  the  most  convenient  form  for  find- 
ing the  law  of  force  when  the  polar  equation  of  the  orbit  is 
given.  Again,  when/(r)  is  given,  the  integration  of  this  differ- 
ential equation  of  the  second  order  is  often  more  convenient 
for  finding  the  equation  of  the  orbit  than  the  method  indicated 
in  Art,  532, 

It  may  be  noted  that  the  important  relation  (10)  can  be  de- 
rived directly  from  the  equations  of  motion  (3),  by  eliminating 
t  by  means  of  (4)  and  introducing  u  for  i/r.     We  have 

dl     liQ  dl     r^d0         '^ dS' 

rfV^_   d^ii  de 

dt^         '  dS^  d't 

if  thes2  values  be  substituted  in  the  first  of  the  equations  (3), 
the  relation  (10)  will  result. 

634.  When  the  equation  of  the  orbit  can  be  expressed  con- 
veniently in  terms  of  the  radius  vector  r  and  the  perpendicular 
/  from  the  center  to  the  velocity,  as  is,  for  instance,  the  case 
for  the  conic  sections,  it  is  of  advantage  to  combine  the  equa- 


1 
1 


--c'lf"- 


]ua-     M 
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tion  of  kinetic  energy  (6)  directly  with  the  equation  resulting 
from  the  principle  of  areas,  pv  =  c  (Art.  529).     This  gives 

JKn-k    j^    -  2drf         fdr  ^"^ 

fi35.  Exercises. 

(i)  Find  the  law  of  force  when  the  equation  of  the  orbit  is 
r*  =  ^"/(i  4-ir  cos  n0),  e  being  positive,  and  investigate  the  particular 
cases  n  =  \,  h  =  2,  «  =  — j,  «  =  —  j, 

{2)  Find  the  law  of  the  central  force  directed  to  the  origin  under 
whose  action  a  particle  will  describe  the  following  curves :  (o)  the 
spiral  of  Archimedes  r=a9;  {/>)  the  hyperbolic  spiral  tf/-  =  a ;  {e)  the 
logarithmic  or  equiangular  spiral  r=<7r)^  ;  {i/)  the  curve  r  =  ii  cos  «fl. 

(3)  A  particle  moves  in  a  circle  under  the  action  of  a  central  force 
directed  towards  a  point  on  the  circumference.     Find  the  law  of  force. 

(4)  A  particle  is  acted  upon  by  a  force  perpendicular  to  a  given 
plane  and  inversely  proportional  to  the  cube  of  the  distance  from  the 
plane.     Determine  its  motion. 

(S>  A  particle  moves  in  a  semi-ellipse  under  the  action  of  a  force 
perpendicular  to  the  axis  joining  the  ends  of  the  semi-ellipse.  Deter- 
mine the  law  of  force  and  the  velocity  at  the  ends. 

636.  Porce  Proportional  to  the  Distance :  /{r)  =  <^r.  The  equa- 
tions of  motion  (i)  are  in  this  case 


the  upper  sign  holding  for  attraction,  the  lower  for  repulsion.  Their 
solution  is  very  simple,  because  each  equation  can  be  integrated  sepa- 
rately.    We  find,  in  the  case  of  attraction, 

jr  =  (J,  cos  ■/  -f  a,  sin  kI,    j  =  <f,  cos  k/  -\-  b^  sin  k/, 
and  in  the  case  of  rtpuhion, 

X  =  a^e^  +  Off-" ,    ^  =  V-i-i^jf""; 
fi,,  a.j,  d„  6.,,  being  the  constants  of  integration. 

537.  To  find  the  equation  of  the  orbit,  it  is  only  necessary  to  elimi- 
nate /  in  each  case. 
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In  the  case  of  attraction,  this  elimination  can  be  performed  by  solv- 
ing for  cos  Kt,  sin  kC,  squaring  and  adding.     The  result  is 
{a^y  -  i^f  +  {a,y  -  V)'  =  {.'hh  -  <*A)', 
and  this  represents  an  ellipse,  since 

C^,'  +  a,^){6^  +  b^)  ~  {a  A  +  aAf  3  {a  A  -  '^A? 
IS  always  positive.    The  center  of  the  ellipse  is  at  the  origin,  and  the 
lines  a^y  =  ^1:1',  a^y  =  i^x  are  a  pair  of  conjugate  diameters. 

538.  In  the  case  of  repulsion,  solve  for  e"  and  «•',  and  multiply. 
The  resulting  equation, 

{diy  -  6,x)(6^  -  a^y)  =  {a  A  -  "Af, 
represents    a   hyperbola   whose    asymptotes    are    the    hnes    a-j  =  b^x, 
a^y  =  ijx. 

539.  It  is  worthy  of  notice  that  the  more  general  problem  of  At 
motion  of  a  particle  attracted  by  any  number  of  fixed  centersy  with  forces 
directly  proportional  to  the  distances  from  these  centers,  can  be  reduced 
to  the  problem  of  Art.  536. 

Let  X,  y,  a  be  the  co-ordinates  of  the  particle,  /-,  its  distance  from  the 
center  O, ;  x„  y„  1,  the  co-ordinates  of  O, ;  and  —  k,V,  the  acceleration 
produced  by  0,.    Then  the  ar-component  of  the  resultant  accele 

=  —  iKt'rt  ■  ^^^  =  -  Sk,»  {x  -x,)  =  ~  x^k,*  +  ^K,*x, ; 

and  similar  expressions  obtain  for  the^  and  2  components.     Hence,  the 
equations  of  motion  are 

As  the  right-hand  members  are  linear  in  x,  y,  e,  there  is  one,  and  only 
one,  point  at  which  the  resultant  acceleration  is  zero.  Denoting  its 
co-ordinates- by  x,y,  s,  we  have 

^  =  '^^',y  =  ^^,  i^V' 
Ski*  Sk*  Sk,' 

The  form  of  these  equ.itions  shows  that  this  point  of  zero  acceleration, 
whit  h  is  sometimes  called  the  mean  center,  is  the  centroid  of  the 
of  force,  if  these  centers  be  regarded  as  containing  masses  equal  to  «;*. 
It  IS  evidently  a  fixed  point. 


i^  =  -»V  +  !«,'».  ^— >V  +  S.*.  ^-->S.,'  +  2«,V 
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640.  By  introducing  the  co  ordinates  of  the  mean  center,  we  can 
now  reduce  the  equations  of  motion  to  the  simple  form 

where  k^  =  Skj*.     Finally,  taking  the  mean  center  as  origin,  we  have 

df'  '  di^  ^    dl:' 

It  thus  appears  that  the  motion  of  the  particle  is  the  same  as  if  there  were 
only  a  single  center  of  force ,  viz.,  the  mean  center  (3c,  7,  z\  attracting  with 
a  force  proportional  to  the  distance  from  this  center. 

The  plane  of  the  orbit  is,  of  course,  determined  by  the  mean  center 
and  the  initial  velocity. 

541.  It  is  easy  to  see  that  most  of  the  considerations  of  Art.  539 
apply  even  when  some  or  all  of  the  centers  repel  the  particle  with  forces 
proportional  to  the  distance.  It  may,  however,  happen  in  this  case  that 
the  mean  center  lies  at  infinity,  in  which  case,  of  course,  it  can  not  be 
taken  as  origin. 

Simple  geometrical  considerations  can  also  be  used  to  solve  such 
problems.  Thus,  in  the  case  of  two 
attractive  centers  O^y  O2  (Fig.  161) 
of  equal  intensity  k^,  the  forces  can 
evidently  be  represented  by  the  dis- 
tances POi  =  r,,  PO2  =  rj  of  the  par- 
ticle P  from  the  centers.  Their 
resultant  is  therefore  =  2  PO^  if  O 
denotes  the  point  midway  between  Oi 
and    Oo ;    and    this    resultant    always 

passes  through  this  fixed  point  O,  and  is  proportional  to  the  distance 
PO  from  this  point. 

542.  Exercises. 

(i)  Determine  the  constants  of  integration  in  Art.  535,  M  Xq,  y^  are 
the  co-ordinates  of  the  particle  at  the  time  /=o  and  Vi,  v^  the  com- 
ponents of  its  velocity  Vq  at  the  same  time.  The  equation  of  the  orbit 
will  assume  the  form 
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for  attraction,  and 

"X^oy  -y<^y  -  (^>y  -  »»*)'  =  -  O^o^'i  -y<.viY 

for  repulsion. 

(z)  Show  that  the  semi -diameter  conjugate  to  the  initial  radiui 
vector  has  the  length  Vh/k,  where  Va^Vi-^-v*.  As  any  point  of  th< 
orbit  can  be  regarded  as  initial  point,  it  follows  that  the  velocity  at 
point  is  proportional  to  the  parallel  diameter  of  the  orbit. 

(3)  Find  what  the  initial  velocity  must  be  to  make  the  orbit  a  circlA' 
in  the  case  of  attraction,  and  an  equilateral  hyperbola  in  the  case 
repulsion. 

(4)  The  initial  radius  vector  r^  and  the  initial  velocity  v^  being  gives 
geometrically,  show  how  to  construct  the  axes  of  the  orbit  described 
under  the  action  of  a  central  force  (of  given  intensity  «')  proportional 
to  the  distance  from  the  origin. 

(5)  A  particle  describes  an  ellipse  under  the  action  of  a  central 
force  proportional  to  the  distance ;  show  that  the  eccentric 
proportional  to  the  time,  and  find  the  corresponding  relation  for  a' 
hyperbolic  orbit. 

(6)  A  particle  of  mass  m  describes  a  conic  under  the  action  of  a 
central  force  F=  4;  mi?r.     Show  that  the  sectorial  velocity  is  \ 

i  Kab,  a  and  S  being  the  semi-axes  of  the  conic. 

(7)  In  Ex.  (6)  show  that  the  time  of  revolution  is  T=2ir/K,  if  the 
conic  is  an  ellipse. 

(8)  A  particle  describes  a  conic  under  the  action  of  a  force  whose 
direction  passes  through  the  center  of  the  conic.     Show  that  the 
is  proportional  lo  the  distance  from  the  center. 

(9)  A  particle  is  acted  upon  by  two  central   forces  of  the  same 
intensity  {ir),  each  proportional  to  the  distance  from  a  fixed  center 
Determine  the  orbit :   (a)  when  both  forces  are  attractive ;  (b)  whi 
both   are    repulsive ;    (c)   when   one   is   an   attraction,   the   other 
repulsion. 

(10)  A  particle  of  mass  m  is  attracted  by  two  centers  0„  O,  of  equ 
mass  m'  and  repelled  by  a  third  center  O3,  whose  mass  is  m"  =:  2  n 
If  the  forces  are  all  directly  proportional  to  the  respective  distanci 
determine  and  construct  the  orbit. 
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I- 
(ii)  When  a  particle  moves  in  an  ellipse  under  a  force  direcled 
towards  the  center,  find  the  time  of  moving  from  the  end  of  the  major 
axis  to  a  point  whose  polar  angle  is  tf. 
(li)  Prove  that  if,  in  the  problem  of  Art.  541,  the  intensities  of  £?■  and 
Oi  are  k,,  k„  the  resultant  attraction  F  passes  through  the  centroid  G  of 
two  masses  «,,  kj,  placed  at  O,,  C„  and  that  /■=  («,  +  k^PG. 
(13)  In  Art.  536,  in  the  case  of  attraction,  the  component  motions  are 
evidently  simple  harmonic  oscillations.     Show  that  the  equation  of  the 
path  can  be  put  ;n  the  form  (comp.  Art.  142) 


b 


=  cos'  8. 


(14)  Show  that  the  total  energy  of  a  particle  of  mass  m  describing  an 
ellipse  of  semi-axes  a,  b  under  a  force  mt?r  directed  to  the  center  is 

^\m^{a*^b% 

543.   Force  Inversely  Proportional  to  the  Square  of  Uie  Diatance: 

y(r)=  /a/'*^  (Newton's  law). 

It  has  been  shown  in  Kinematics  (Arts.  1 57-169)  how  this  law 
of  acceleration  can  be  deduced  from  Kepler's  laws  of  planetary 
motion.  From  Kepler's  first  law  Newton  concluded  thai  the 
acceleration  of  a  planet  (regarded  as  a  point  of  mass  ni)  is  con- 
stantly directed  towards  the  sun ;  from  the  second  he  found  that 
this  acceleration  is  inversely  proportional  to  the  square  of  the 
distance.  The  motion  of  a  planet  can  therefore  be  e 
the  hypothesis  of  an  attractive  force, 


issuing  from  the  sun. 

The  value  of  /t,  which  represents  the  acceleration  at  unit  dis- 
tance or  the  so-called  intensity  of  the  force,  was  found  to  be 
(Art.  169;  or  below,  Art.  556) 

and  as,  according  to  Kepler's  third  law,  the  quantity  a'" /T^  has 
the  same  value  for  all  the  planets,  Newton  inferred  that  the 
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intensity  of  the  attracting  force  is  the  same  for  all  planets; 
other  words,  that  it  is  one  and  the  same  central  force  that  keepsV 
the  different  planets  in  their  orbits. 

544,  It  was  further  shown  by  Newton  and  Halley  that  theJ 
motions  of  the  comets  are  due  to  the  same  attractive  force-T 
The  orbits  of  the  comets  are  generally  ellipses  of  great  eccea- ' 
tricity,  with  the  sun  at  one  of  the  foci.  As  a  comet  is  v 
range  of  observation  only  while  in  that  portion  of  its  path 
which  lies  nearest  to  the  sun,  a  portion  of  a  parabola,  with  the 
same  focus  and  vertex,  can  be  substituted  for  this  portion  of  ■ 
the  elliptic  orbit,  as  a  first  approximation. 

It  is  also  found  from   observation  that  the  motions  of  the  \ 
moons  or  satelhtes  around  the  planets  follow  very  nearly  Kep- 
ler's laws.     A  planet  can  therefore  be  regarded  as  attracting 
each  of  its  satellites  with  a  force  proportional  to  the  mass  of  I 
the  satellite  and  inversely  proportional  to  the  square  of  the  ' 
distance. 

545.  AH  these  facts  led  Newton  to  suspect  that  the  force  of   \ 
terrestrial  gravitation,  as  observed  in  the  case  of  falling  bodies 
on  the  earth's  surface,  might  be  the  same  as  the  force  that   ' 
keeps  the  moon  in  its  orbit  around  the  earth.     This  inference 
could  easily  be  tested,  since  the  acceleration  ^  of  falling  bodies 
as  well  as  the  moon's  distance  and  time  of  revolution  were   j 
known. 

Let  m  be  the  mass  of  the  moon,  a  the  major  semi-axis  of  its  orbit,  T 
the  time  of  revolution,  r  the  distance  between  the  centers  of  earth  a 
moon;  then  the  earth's  attraction  on  the  moon  is  (Art.  543) 

/■=  4  jr'm  -——z, 


or,  since  the  eccentricity  of  the  moon's 
can  be  reganled  as  nearly  circular, 

/■=  4  tr'm  ■ 


orbil  is  so  small  that  the  orbit 
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On  the  other  hand,  the  attraction  exerted  by  the  earth  on  a  mass  m  on 
its  surface,  /.  ^.,  at  the  distance  R  =  3963  miles  from  the  center,  is 

F^  =  mg. 

Now,  if  these  forces  are  actually  in  the  inverse  ratio  of  the  squares  of 

the  distances,  we  must  have 

F[^^ 

F      R"' 

or,  since  the  distance  of  the  moon  is  nearly  =  60  R^ 

F'  =  6o^F. 
Substituting  the  above  values  of  F  and  F',  we  find 

,    60^^^ 

With  -^  =  3963  miles,  T=  27**  7*43"*,  this  gives 

a  value  which  agrees  sufficiently  with  the  observed  value  of  ^,  consider- 
ing the  rough  degree  of  approximation  used. 

546.  In  this  way  Newton  was  finally  led  to  his  law  of  imivenal 
gravitation,  which  asserts  that  every  particle  of  mass  m  attracts 
every  other  particle  of  mass  m^  with  a  force 

/^=«^'  (12) 

where  r  is  the  distance  of  the  particles  and  k  a  constant,  viz.,  the 
acceleration  produced  by  a  unit  of  mass  in  a  unit  of  mass  at  unit 
distance  (see  Arts.  472,  473). 

The  best  test  of  this  hypothesis  as  an  actual  law  of  physical 
nature  is  found  in  the  close  agreement  of  the  results  of  theo- 
retical astronomy  based  on  this  law  with  the  observed  celestial 
phenomena. 

547.  Taking  Newton's  law  as  a  basis,  let  us  now  turn  to  the 
converse  problem  of  detennitiing  the  motion  of  a  particle  acted 
upoti  by  a  single  central  force  for  which  f{r)^  fi/t^  (problem  of 
planetary  motion). 
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It  has  been  shown  in  Kinematics  (Arts.  170-173)  that  //  the 
force  be  attractive,  the  particle  will  describe  2  conic  section  with 
one  of  the  foci  at  the  center  of  force,  the  conic  being  an  ellipse, 
parabola,  or  hyperbola,  according  as 

(i3> 


a<2/* 


If  the  force  be  repulsive,  the  same  reasoning  will  apply,  except 
that  ^  is  then  a  negative  quantity.  The  orbit  is,  therefore,  in 
this  case  always  hyperbolic;  the  branch  of  the  hyperbola  that 
forms  the  orbit  must  evidently  turn  its  convex  aide  towards  the 
focus  at  which  the  center  of  force  is  situated,  since  the  force 
always  lies  on  the  concave  side  of  the  path. 

S4S.   To  exhibit  fully  the  determination  of  the   constants  and   the 

dependence  of  the  nature  of  the  orbit  on  the  initial  conditions,  a  solution 
somewhat  diliferent  from  thai  given  in  Kinematics  will  here  be  given  for 
the  problem  of  planetary  motion  in  its  simplest  form. 

With  /(>■)  =  fi/r',  the  equation  of  kinetic  energy  and  work,  (7), 
Art.  530, 

2^- 


C'dr 


or,  if  the  constant  of  integration  be  denoted  briefly  by  h  and  «  =  i/r  be 
introduced, 

»*=  2  /*«  +  A,  where  h  =  Va  —^-^-  (14) 

ra 

Substituting  this  expression  of  ^  in  the  equation  (9),  Art,  531,  we 
find  the  differential  equation  of  the  orbit  in  the  form 

(■s) 


(IJ--? 


the  resulting  equation, 
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u'\  or  de^± 


du' 


Vi-»« 


has  the  general  integral 


^  —  a  =  T  COS"*  u\  or  »'  =  cos  (^  —  a), 

where  a  is  the  constant  of  integration.     The  orbit  has,  therefore,  the 
equation 


(i6> 


which  agrees  with  the  equation  (47)  given  in  Kinematics,  Art.  173,. 
excepting  the  different  notation  used  for  the  constants. 


549.  The  equation  (16)  represents  a  conic  section  referred  to  its  focus 
as  origin.    The  general  focal  equation  of  a  conic  is 


-  =  -  +  7C0s(d-a), 
r     I     I 


(i7> 


where  /  is  the  semi-latus  rectum,  or  parameter,  e  the  eccentricity,  and 
a  the  angle  made  with  the  polar  axis  by  the  line  joining  the  focus  to  the 
nearest  vertex. 

In  a  planetary  orbit  (Fig.  162),  the  sun  S  being  at  one  of  the  foci,  the 
nearest  vertex  A  is  called  \ht  periheiion,  the  other  vertex  A*  the  aphelion, 
and  the  angle  6—  a  made  by  any  radius  vector  SP=  r  with  the  peri- 
helion distance  SA  is  called  the  true  anomaly. 

Comparing  equations  (17)  and 
(16),  we  find,  for  the  determina- 
tion of  the  constants : 


hence, 


,      ^  /     ,  he"     f 


or,  solving  for  c  and  h,  . 

c  =  V/x/,  h  =  fi 


18) 


(19) 


Fig.  162. 
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560.  The  expression  for  the  eccentricity  e  in  (18)  delerraioes  the 
nature  of  ttie  conic ;  the  orbit  is  an  ellipse,  parabola,  or  hyperbola, 
according  as  «=  i ;  hence,  by  (18),  according  as  the  constant  A  of  the 
equation  of  kinetic  energy  is  negative,  zero,  or  positive.  Owing  to  the 
value  of  A  given  in  (14),  this  criterion  agrees  with  the  form  (13), 
Art.  547. 

It  should  be  observed  that  it  follows  from  (13)  that  //le  nature  of  the 
conic  is  independent  of  the  direcHon  of  the  initial  velocity. 

551.  The  criterion  {13)  can  be  given  the  following  interpretation. 
Consider  a  particle  attracted  by  a  fixed  center  according  to  Newton's 
law.  If  it  move  in  a  straight  hoe  passing  through  the  center,  the 
principle  of  kinetic  energy  gives  for  its  velocity,  at  the  distance  r. 


-2p. 


C'dr_  ij* 

J%f^       r 


_ii^. 


hence,  if  it  start  from  rest  at  an  infinite  distance  from  the  center,  it 
would  acquire  the  velocity  Va  ^/r  at  the  distance  r.  The  criterion  ( 13) 
is  therefore  equivalent  to  saying  that  the  orbit  is  an  ellipse,  a  parabola, 
4>r  a  hyperbola,  according  as  the  velocity  at  any  point  is  less  than,  equal 
to,  or  greater  than  the  velocity  ivhich  the  particle  would  have  acquired  at 
/hat  point  by  falling  towards  the  center  from  infinity  (comp.  Art.  475). 

552.  For  a  central  conic,  whose  axes  are  a  a,  ab,  we  have  /=  fi/a, 
e  =  Va'  T  l^/a  {the  upper  sign  relating  to  the  ellipse,  the  lower  to  the 
hyperbola),  so  that  the  equations  {19)  reduce  to  the  following : 


«^,  h^^t. 


("») 


The  latter  relation,  with  the  value  of  A  from  (14),  gives  for  the  major- 
or  focal  serai-axis  a  :  , 

a      r^      it 
while  the  former,  with  the  value  of  c  as  given  in  (5),  Art.  539,  deter- 
mines the  minor  or  transverse  axis  b  : 


4-  ("' 
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553.  The  magnitudes  of  the  axes  having  thus  been  found,  their 
directions  can  be  determined  by  a  simple  constnictioR  which  furnishes 
the  second  focus. 

In  the  ellipse,  the  focal  radii  have  a  constant  sum  =  2  a,  and  lie  on 
the  same  side  of  che  tangent,  making  equal  angles  with  it.     In  the 
hyperbola,  they  have  a  con- 
stant difference  =  2  a,  and  lie 
on  oppositb  sides  of  the  tan- 
gent. 

Hence,  determining  the 
point  O'^  (Fig.  163),  which 
is  symmetrical  to  the  center 
of  force  O  with  respect  to  the 
initial  velocity,  and  drawing 

the  line  /o^">  we  have  only  to  lay  off  on  this  line  from  Pq  a  length 
/t)<^' =  ±(2<^  — To) ;  then  O'  is  the  second  focus,  which  for  an  elliptic 
orbit  must  be  taken  with  O  on  the  same  side  of  the  tangent  PqT,  and  for 
a  hyperbolic  orbit  on  the  opposite  side. 


Fig.  163. 


554.   For  2i  parabola,  since  ^=1,  we  find,  from  (19), 

,     ^     t'oVsinVo 

A  =  0,    iz=  —  z=. 

ft.  ft 


(23) 


The  axis  of  the  parabola  is  readily  found  by  remembering  that  the 
perpendicular  let  fall  from  the  focus  on  the  tangent  bisects  the  tangent 

(/.  e,,  the  segment  of  the  tangent  between  the 
point  of  contact  and  the  axis).  Hence,  if 
OT  (Fig.  164)  be  the  perpendicular  let  fall 
from  the  center  O  on  the  velocity  Vq,  it  is 
only  necessary  to  make  TT'^PqT,  .and  T' 
will  be  a  point  of  the  axis.  Moreover,  the 
perpendicular  let  fall  from  T  on  OT*  will 
meet  the  axis  at  the  vertex  A  of  the  parabola, 
Fig.  164.  so  that  OA  =  i/. 

555.  The  relation  (21),  which  must  evidently  hold  at  any  point  of 
the  orbit,  can  be  written  in  the  form 


^=*K-'^ri)' 


(24) 


2A 
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the  upper  sign  relating  to  the  ellipse,  the  lower  to  the  hyperbola,  while 
Jbr  the  parabola,  the  second  term  in  the  parenthesis  vanishes  (since 
«  =  =c). 

This  convenient  expression  for  the  velocity  in  terms  of  the  radius 
vector  might  have  been  derived  directly  from  the  fundamental  relation 
(5),  v  =  c/p,  thefirst  of  the  equalions  (19),  c'  =  iJ,  and  the  geometrical 
properties  of  the  conic  sections  (r±  r'=  2  a,  pp'  =  ^,  p'r=pr^,  where 
r,  r"  are  the  focal  radii,  and/,/'  the  perpendiculars  let  fall  from  the  foci 
on  the  tangent).     The  proof  is  left  to  the  student. 

666.  Time.  In  the  case  of  an  elUptic  orbit,  the  time  7"  of  a  complete 
revolution,  usually  called  the  periodic  time,  is  found  by  remembering 
that  tiic  sectorial  velocity  is  constant  and  =  ^c  (Art,  529),  whence 


^  Ik       n 


c»s> 


L  of*. 

^^^B      and  the 


The 

which  evidently  represents  the  mean  angular  velocity  about  the  center 
in  one  revolution,  is  called  the  mean  motion  of  the  planet.  It  should 
be  noticed  that  it  depends  not  only  on  the  intensity  of  the  force,  but 
also  on  the  major  axis  of  the  orbit,  while  in  the  case  of  a  force  directly 
proportional  to  the  distance  the  periodic  time  is  independent  of  the 
size  of  the  orbit  (see  Art.  542,  Ex.  7). 

The  periodic  time  T  and  the  major 
mine  the  intensity  ;i  of  the  force  ; 

whence'  P=:)ii/{r)  =  m^  =  ^i^m 

where  m  is  the  mass  of  the  planet. 

567,   To  find  generally  the  lime  t  in  terms  of  8  or  r,  we  can,  of  course, 

indicated  in   Art.  532  ;  but  the  resulting  expressions  are 

best  to  introduce  the  eccentric  angle 

md  to  express  /,  r,  and  6  in  terms 

known  as  the  ti-ue  anomaly. 


1  planetary  orbit  deicr- 


T't^ 


proci 

somewhat  complicated,  and  it 

of  the  ellipse  as  a  new  variable 
)f  *.     In  astronomy,  the  pol; 


ingle  *  as  the  eectntric  anomaly. 
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668.  The  relation  of  the  eccentric  angle  ^  to  the  polar  co-ordinates 
r,  0  will  appear  from  Fig.  165,  in  which  P  is  the  position  of  the  planet 


Fig.  165. 

at  the  time  /,  /"  the  corresponding  point  on  the  circumscribed  circle, 
2f  AOP=  0  the  true  anomaly,  and  ^  ACP'  =  ^  the  eccentric  anomaly. 
The  focal  equation  of  the  ellipse 


r  = 


I  -+-  ^  cos  0      I  -\-  ^  cos  0 


gives  r+^rcos  $=a—a^ ;  and  the  figure  shows  that  rcos  $=a  cos  ^  — tf^ ; 

hence 

r  =  a(i  ^  f  cos  <l>),  or  a  —  r  =  ae  cos  il>,  (28) 

Equating  this  value  of  r  to  that  given  by  the  polar  equation  of  the 
ellipse,  we  have 

1  —g^  COSC^  —  ^" 

I  —  e  cos  6  = ;.,  or  cos  0  = -• 

I  -f  ^  cos  0  I  —  <r  cos  <^ 

A  more  symmetrical  form  can  be  given  to  this  relation  by  computing 

I  —  cos  <^ 


I  —  cos^=  2  sin*i^=  (i  4-^) 


I  —e  cos  <t> 


9 1  r,      r  V   I  -h  cos  <t> 

I -f  cosd=  2cosUd=(i-0— ^—     \> 

^         ^  I  —  e  cos  ^ 


whence,  by  division, 


tan^d 


^  I  — ^ 


tan  ^  ^. 


(29) 


559.  To  find  /  in  terms  of  r,  we  have  only  to  substitute  in  (24)  for 
V-  its  value  from  (8),  Art.  531,  and  to  integrate  the  resulting  differential 
equation 
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As,  by  (20),  Art.  552,  ^  =  ft^/a  =  ^(i  —'f),  this  equation  becomes 


The  integration  is  easily  performed  by  introducing  tlie  eccentric 
angle  ^  as  variable  by  means  of  (i8) ;  ttiis  gives 


dt=yf-a 


: 


If  the  time  be  counted  from  the  petihelton  passage  of  the  planet,  we 

have  /=o  when /■=a  —  a^,i>-,  when  ^  =  0;  hence,  putting  V/i/u's 

as  in  Art.  556,  we  find 

n/=<^  — fsin^.  (30) 

This  relation  is  known  as  Kepler's  equation;  the  quantity  nl  is  called 
the  mean  anomn/y, 

S60  Kepler's  equation  (30)  can  be  derived  directly  by  considering 
that  the  ellipse  APA'  (Fig.  165)  can  be  regarded  as  the  projection  of 
the  circle  APA',  after  turning  this  circle  about  AA'  through  an  angle 
=  cos-'(^/o).  For  it  follows  that  the  elliptic  sector  AOP  is  to  the 
circular  sector  AOP'  as  i  is  to  a.     Now,  for  the  circular  sector  we  have 

A  OP'  ^ACP'-OCP  =  i,a''4,-\ae-asin<t,  =  \  a\<^  -  e  sin  ^)  ; 

hence,  the  elliptic  sector  described  in  the  time  /  is 


The  sectorial  velocity  being  constant  by  Kepler's  first  law,  we  have 
A0P_ira6_ 


hence,  /=  —  (^  — csin  ^), 

and  this  agrees  with  (30)  since,  by  (15),  i-ir/T^sn 
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Kepler's  equation  (30)  gives  the  time  as  a  frniction  of  1^ ;  by 
means  of  {18},  it  establishes  the  relation  between  l  and  r;  by  means 
of  (29),  it  connects  /  with  6.  It  is,  however,  a  transcendental  equation 
and  cannot  be  solved  for  i^  in  a  finite  form. 

For  orbits  with  a  small  eccentricity  e,  an  approximate  solution  can 
be  obtained  by  writing  the  equation  in  the  form 

tft  =  n/ + ( s'm  <t>, 
and  substituting  under  the  sine  for  1^  its  approximate  value  itt: 

■t>  =  "f+e^\n„i.  (31) 

This  amounts  to  neglecting  terms  containing  powers  of  e  above  the 

Substituting  this  value  of  ^  in  (a8),  we  have  with  the  same  approxj- 
"alion  r=fl(i-^cos«/).  (32) 

To  find  6  in  terms  of  /,  we  have,  from  the  equation  of  the  ellipse, 
r=a(i  — ?^(i +fcostf)"'  =  a(i  — ncosfl),  neglecting  again  terms  in 
^ ;  hence,  r*  =  fl*(i  —  3;  cos  ff).  Substituting  this  value  in  the  equation 
of  areas,  t^^  =  cdt=^^{\—^dt,  we  find 

(1  -  a  <f  cos  e}fl»  =-^^<)'/=  Rrf/j 

whence,  by  integration,  since  fl  =  o  for  t—o^ 
6  —  3trs\n$=ii/, 
orfinally,  B~ni+ 2  esin^t.  (33) 

Thus  we  have  in  (31),  (32),  (33)  approximate  expressions  for  <fi, 
r,  and  8  directly  in  terms  of  the  time.  The  quantity  a  t  sin  fif,  by  which 
the  true  anomaly  0  exceeds  the  mean  anomaly  tif,  is  called  the  equation 
of  the  center. 

562.  EzerciseB. 

(i)  A  particle  describes  an  ellipse  under  the  action  of  a  central 
force.  Determine  the  law  of  force  by  means  of  formula  (i  i),  Art-  534  ; 
(a)  when  the  center  of  force  is  at  the  center  of  the  ellipse ;  {J>)  when  it 

(i)  A  particle  is  attracted  by  a  fixed  center  according  to  Newton's 
law.    What  must  be  the  initial  velocity  if  the  orbit  is  to  be  circular? 

(3)  A  number  of  particles  are  projected,  from  the  same  point  in 
the  field  of  a  force  following  Newton's  law,  with  the  same  velocity,  but 
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in  diflfercnt  directions.    Show  that  the  periodic  times  are  the  same  for 
all  the  particles. 

(4)  The  mean  distance  of  Mars  from  the  sun  being  1-5237  times 
that  of  the  earth,  what  is  the  time  of  revolution  of  Mars  about  the  sun  ? 

(5)  A  particle  describes  a  conic  under  the  action  of  a  central  force 
following  Newton's  law ;  if  the  intensity  /l  of  the  force  be  suddenly 
changed  to  ^',  what  is  the  effect  on  the  orbit  ? 

(6)  In  Ex.  (5),  if  the  original  orbit  was  a  parabola  and  the  intensity 
be  doubled,  what  is  the  new  orbit  ? 

(7)  Regarding  the  moon's  orbit  about  tbe  earth  as  circular,  what 
would  it  become;  (a)  if  the  earth's  mass  were  suddenly  doubled? 
(i)  if  it  were  reduced  to  one  half? 

(8)  In  Ex.  (5),  determine  the  effect  on  the  major  semi-axis  (or 
"mean  distance")  a  and  on  the  periodic  time  7",  of  a  j/rn?// change 
in  the  intensity  /i  of  the  force. 

(g)  If  the  mass  M  of  the  sun  be  suddenly  increased  by  M/it, 
n  being  very  large,  while  the  earth  is  at  the  end  of  the  minor  axis  of  its 
orbit,  what  would  be  the  effect  on  the  earth's  mean  distance  and  on  the 
period  of  revolution  Tt 

(10)  Find  the  equation  of  the  hodograph  of  planetary  motion,  derive 
from  it  the  expression  for  the  velocity  in  terms  of  the  radius  vector, 
and  show  that  the  velocity  is  a  maximum  in  perihelion  and  a  minimum 
in  aphelion. 

(11)  Show  that  the  greatest  velocity  of  a  planet  in  its  orbit  about  the 
sun  is  to  its  least  velocity  as  i  +  f  is  to  i  —  f ;  and  find  this  ratio  for 
the  earth,  whose  orbit  has  the  eccentricity  e  =  0.016  771  j, 

(12)  Find  the  time  exactly  as  a  function  of  fl,  for  a  parabolic  orbit 

(13)  The  latus  rectum  passing  through  tbe  sun  divides  the  earth's 
orbit  into  two  different  parts ;  in  what  time  are  these  described  if  the 
whole  time  is  365!^  days  ? 

(14)  Show  that  the  path  of  a  projectile  in  vacuo  is  an  ellipse,  parab- 
ola, or  hyperbola,  according  as  v„  =  33,000  ft.  per  second  ( =  7  miles 
per  second,  nearly).  One  of  the  foci  lies  at  the  center  of  the  earth, 
and  the  ordinary  assumption  that  the  path  is  parabolic  means  that  this 
center  can  be  regarded  as  infinitely  distant.  Show  also  that  the  path 
becomes  circular  for  Vu=  5  miles  per  second,  nearly. 
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fi63.  The  Problem  of  Two  Bodies.  In  the  preceding  discussion  of 
the  motion  of  a  particle  under  the  action  of  a  central  force,  it  has  been 
assumed  that  the  center  of  force  is  fixed.  In  the  appUcations  of  the 
theory  of  central  forces  this  assumption  is  in  general  not  satisfied. 
Thus,  in  considering  the  motion  of  a  planet  around  the  sun,  the  force  of 
attraction  is,  according  to  Newton's  law  of  universal  gravitation  (Art.  546), 
regarded  as  due  to  the  presence  of  a  mass  M  at  the  center  (sun),  and 
of  a  mass  ni  at  the  attracted  [wint  (planet)  ;  and  the  action  between 
these  two  masses  is  a  mutuaJ  action,  being  of  the  nature  of  a  stress,  i.  e., 
consisting  of  two  equal  and  opposite  forces,  each  equal  to 

Hence,  the  mass  m  of  the  planet  attracts  the  mass  M  of  the  sun  with 

precisely  the  same  force  with  which  the  mass  M  of  the  sun  a 
mass  m  of  the  planet.     The  attraction  affects,  therefore,  the  n 
,  both  bodies. 

564.  The  accekralions  produced  by  the  two  forces  are,  of  course, 
not  equal.  Indeed,  the  acceleration  Fjm  =  KM/r',  produced  in 
the  planet  by  the  sun,  is  very  much  greater  than  the  acceleration 
/yj/  =  Kill  I r^,  produced  by  the  planet  in  the  sun  ;  for  the  mass  of 
even  the  largest  planet  (Jupiter)  is  less  than  one  thousandth  of  that 
of  the  sun.  The  assumption  of  a  fixed  center  can  therefore  be  regarded 
as  a  first  approximation  in  the  problem  of  the  motion  of  a  pbnet  about 
the  sun. 

In  the  case  of  the  earth  and  moon,  the  difference  of  the  masses  is 
not  so  great,  the  mass  of  the  moon  being  nearly  one  eightieth  of  that 
of  the  earth. 

It  can  be  shown,  however,  that  the  results  deduced  on  the  assumption 
of  a  fixed  center  can,  by  a  simple  modification,  be  made  available  for 
the  solution  of  the  general  problem  cf  the  motions  of  two  particles  of 
masses  m,  M,  subject  to  no  forces  besides  their  mutual  attraction.  In 
astronomy,  this  is  called  the  problem  of  two  bodies.  In  the  solution 
below  we  assume  the  attraction  to  follow  Newton's  law  of  the  inverse 
square  of  the  distance.  It  will  be  convenient  to  speak  of  the  two 
particles,  or  bodies,  as  jjlanet  (w)  and  sun  \M). 
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565.  With  regard  lo  any  lixed  system  of  rectangular  axes,  let  x,  y,  > 
be  the  co-ordinates  of  the  planet  (m),  at  the  time  t;  .T',y,  t'  those  of 
the  sun  {M^,  at  the  same  time;  so  that  for  their  distance  *■  we  have 

Then  the  equations  of  motion  of  the  planet  are 
iPx  _   Mm    x'  —  x 


Mm 


while  the  equations  of  motion  of  the  sun  are 


f  r      ' 


(') 


(»> 


566.    By  adding  the  corresponding  equations  of  the  two  sets,  we  find 
£(.mx  +  Mx^~o.  ^^imy  +  M,')  =  o,  £^{m^  +  M^)  =  <,. 

If  it  be  remembered  that  the  centroid  of  the  two  masses  m,  Mhas  the 

co-ordinates 

-  _  mx  +  Mx'     -  _  my  +  Afy'     -  _  mt  +  Mz' 
^~     m  +  M  '    ■^~    m  +  M  '       ~    m  +  Af  ' 

it  appears  that  these  equations  can  be  written  in  the  form 
x_       ^_ 


M* 


di* 


^^      pa 

^K     th. 


in  words  :  the  asctkration  of  the  common  ceniroU  of  planet  and  sun  is 
sero  ;  i.  e,,  this  centroid  moves  with  eansfant  veloeity  in  a  straight  tine. 

587.  The  integration  of  the  equations  (i)  would  give  the  absolute 
path  of  the  planet.  But  the  constants  could  not  be  determined,  because 
the  absolute  initial  position  and  velocity  of  the  planet  are,  of  course,  not 
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own.  The  same  holds  for  the  absolute  path  of  the  sun.  All  we  can 
is  to  iletermine  the  rclnttve  motion,  and  we  proceed  to  find  the 
)tion  of  the  planet  relative  to  the  sun. 

Taking  the  sun's  center  as  new  origin  for  parallel  axes,  we  have  for 
\  the  co-ordinates  i,  i\,  £  of  the  pknet  in  this  new  system, 

i  =  x-^,  ,=>>->',  {  =  s-s'. 
Now,  dividing  the  equations  (i)  by  m,  the  equations  {;)  by  M,  and  snb- 
tniciing  the  equations  of  set  (a)  from  the  corresponding  equations  of 
set  (i),  we  find  for  the  relative  acceleration  of  the  planet 


df 


^  — _    ^-V"* .  5 


dC 


(3) 


The  form  of  these  equations  shows  that  the  relative  motion  of  the  planet 
with  respect  to  the  sun  is  the  same  as  if  the  sun  were  fixed  and  contnineJ 
the  mass  Af-^  m.  Thus  the  problem  is  reduced  to  that  of  a  fixed  center, 
the  only  modification  being  that  the  mass  of  the  center  M  should  be 
increased  by  that  of  the  attracted  particle  m. 

568.  This  result  can  also  be  obtained  by  the  following  simple  con- 
sideration. The  relative  motion  of  the  planet  with  respect  to  the  sun 
would  obviously  not  be  altered  if  geometrically  equal  accelerations  were 
applied  to  both.  Let  us,  therefore,  subject  each  body  to  an  additional 
acceleration  equal  and  opposite  to  the  actual  acceleration  of  the  sun 
(whose  components  are  obtained  by  dividing  the  equations  (3)  by  iV). 
Then  the  sun  will  be  reduced  to  equilibrium,  while  the  resulting  accel- 
eration of  the  planet,  which  is  its  relative  acceleration  with  respect  to 
the  sun,  will  evidently  be  the  sum  of  the  acceleration  exerted  on  it  by 
the  sun  and  the  acceleration  exerted  on  the  sun  by  the  planet.  This 
is  just  the  result  expressed  by  the  equations  (3). 

569.  It  can  here  only  be  mentioned  in  passing  that,  while 
the  probletn  of  two  bodies  thus  leads  to  equations  that  can 
easily  be  integrated,  the  problem  of  three  bodies  is  one  of  exceed- 
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ing  difficulty,  and  has  been  solved  only  in  a  few  very  special 
cases.  Much  less  has  it  been  possible  to  integrate  the  3« 
equations  of  the  problem  of  n  bodies. 

570.  According  to  the  equations  (3),  the  first  and  second 
laws  of  Kepler  can  be  said  to  hold  for  the  relative  motion  of 
a  planet  about  the  sun  (or  of  a  satellite  about  its  primary). 
The  third  law  of  Kepler  requires  some  modification,  since  the 
intensity  of  the  center  fi  should  not  be  leM,  but  k{M -\-  m). 
We  have,  by  {26),  Art.  556, 

fi  =  K{M-\-7n)  =  A-^j^\ 

in  other  words,  the  quotient  c^jT^  is  not  independent  of  the 
mass  m  of  the  planet. 

Thus,  if  j«i,  Wj  be  the  masses  of  two  planets,  «!,  a^  the  major 
semi-axes  of  their  orbits,  and  7"j,  T^  their  periodic  times,  we 
have 


This  quotient  is  appro.ximately  equal  to  \  \i  M  is  very  large 
in  comparison  with  both  Wj  and  m^;  hence,  for  the  orbits  of 
the  planets  about  the  sun,  Kepler's  third  law  is  very  nearly  true. 

571.  Exercises. 

( I )  Two  particles  of  masses  w/,,  Wo,  attract  each  other  with  a  force 
which  is  any  function  of  the  distance  r  between  them,  say  F=mim^{r), 
Show  that  their  common  ceolroid  moves  uniformly  in  a  straight  line, 
and  find  the  equations  of  this  line, 

(j)  In  Ex.  (i),  write  out  the  equations  for  the  relative  motion  of 
either  particle  with  respect  to  the  common  centroid. 


IV.    Constrained  Motion. 

I.     INTRODUCTION. 

572.  The  motion  of  a  free  particle  is  fully  determined  if  all 
the  forces  acting  upon  the  particle,  as  well  as  the  so-called  initial 
conditions,  are  given.     The  motion  of  a  particle  may,  however, 
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^^^H  depend  not  only  on  given  forces,  but  on  other  conditions  not 

^^^H  directly  expressed  in  terms  of  forces.     The  motion  is  then  said 

^^^H  to  be  constrained  {comp.  Art.  396). 

^^^B  To  mention  some  examples:  a  heavy  particle  sliding  down  a 

^^^1  smooth  inclined  plane  is  subject  not  only  to  the  force  of  gravity, 

^^^B  but  also  to  the  condition  that  it  cannot  pass  through  the  plane; 

^^^1  a  railway  train  running  on  the  rails,  a  piece  of  machinery  slid- 

^^^1  ing  in  a  groove  or  between  guides,  can,  for  many  purposes,  be 

^^H  regarded  as  a  particle  constrained  to  a  curve ;  tlie  bob  of  a 

^^H  pendulum,  a  stone  attached  to  a  cord  and  swung  around  by  the 
hand,  may  be  regarded  as  constrained  to  a  surface. 

573.  Sometimes  these  constraining  conditions  can  be  easily 
replaced  by  forces.  Thus,  in  the  first  illustration  above,  the 
condition  that  the  particle  cannot  pass  through  the  inclined 
plane  can  be  expressed  by  introducing  the  reaction  of  the  plane, 
1.  f,,  a  force  acting  on  the  particle  at  right  angles  to  the  plane,  so 
as  to  prevent  it  from  passing  through  the  plane.  Similarly,  in 
the  case  of  the  stone  attached  to  the  cord,  we  may  imagine  the 
cord  cut  and  its  tension  introduced  so  as  to  replace  the  condition 
by  a  force. 

Whenever  the  constraints  to  which  a  particle  is  subjected  can 
thus  be  expressed  by  means  of  forces,  these  forces  can  be 
combined  with  the  other  impressed  forces,  and  then,  of  course, 
the  equations  of  motion  for  a  free  particle  can  be  applied. 
Thus,  let  X',  y\  Z'  be  the  components  of  the  resultant  of  ail 
the  constraints;  X,  V.  Z  those  of  the  resultant  of  all  the  other 
impressed  forces.     Then  the  equations  of  motion  are: 


=  X+  X', 


■-  y+  y. 


=  Z  +  Z'. 


dp-  '         dfi 

It  must,  however,  be  noticed  that  the  reactions  representing 

the  constraints,  such  as  the  tension  of  the  string  in  the  example 
referred  to,  are  generally  not  given  beforehand. 

574.    On  the  other  hand,  the  constraints  are  often  expressed 
more  conveniently  by  conditional  equations.     Thus,  if  the  motion 
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of  a  particle  be  restricted  to  a  surface,  the  equation  of  this  sur- 

''"■"y  *(^,/,--)-o,  (2) 

may  be  given  as  a  constraining  condition  to  be  fulfilled  by  the 
co-ordinates  of  the  moving  particle. 

As  a  particle  has  but  three  degrees  of  freedom,  it  can  be 
subjected  to  only  one  or  two  conditions  of  the  form  {2).  One  such 
condition  confines  it  to  a  surface ;  two  to  the  curve  of  intersec- 
tion of  the  two  surfaces  represented  by  the  two  conditional 
equations;  three  conditions  would  evidently  prevent  it  entirely 
from  moving, 

575.  The  curve  or  surface  to  which  a  particle  is  constrained 
may  vary  its  position  and  even  its  shape  in  the  course  of  time. 
In  this  case  the  conditional  equations,  referred  to  fixed  axes,  will 
contain  not  only  the  co-ordinates,  but  also  the  time.  That  is, 
they  will  be  of  the  more  general  form 

4.{x,j',s,  /)  =  o.  (3) 

576.  To  constrain  a  particle  completely  to  a  surface,  we  may 
imagine  it  confined  between  two  very  near  impenetrable  sur- 
faces. The  complete  constraint  to  a  curve  may  be  imagined  as 
due  to  a  narrow  tube  having  the  shape  of  the  curve,  or  by 
regarding  the  particle  as  a  bead  sliding  along  a  wire. 

In  many  cases,  however,  the  constraint  is  not  complete,  but 
only  partial,  or  one-sided.  Thus,  the  rails  compelling  the  train 
to  move  in  a  definite  curve  do  not  prevent  its  being  lifted  verti- 
cally out  of  this  curve,  nor  does  the  cord  that  confines  the 
motion  of  the  stone  to  a  sphere  prevent  it  from  moving  towards 
the  inside  of  the  spherical  surface. 

While  complete  constraints  are  generally  expressed  by  equa- 
tions, one-sided  constraints  should  be  properly  expressed  by 
inequalities.  Thus,  in  the  case  of  the  stone,  the  condition  is 
reallv  that  its  distance  rfrom  the  hand  is  not  greater  than  the 
leiif^lh  /  of  the  cord,  1.  e.,         y<1- 
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but  as  soon  as  r  becomes  less  than  /,  the  constraining  action 
ceases,  and  the  stone  becomes  free.  It  is,  therefore,  in  general 
sufhcient  to  consider  conditional  equations ;  but  the  nature  of 
the  constraint,  whether  complete  or  partial,  must  be  taken  into 
account  to  determine  when  and  where  the  constraint  ceases 
to  exist. 

We  now  proceed  to  consider  briefiy  the  motion  of  a  particle 
constrained  to  a  fixed  curve  and  that  of  a  particle  constrained  to 
a  fixed  surface. 

2.    MOTION   ON   A   FIXED   CURVE. 

S77.  The  condition  that  a  particle  should  move  on  a  given 
fixed  curve  can  always  be  replaced  by  introducing  a  single 
additional  force  F'  called  the  constraining  force,  or  the  con- 
straint. 

Consider,  for  instance,  a  particle  of  mass  m,  subject  lo  [he  force  of 
gravity  Fi=  mg  alone ;  in  general 
it  will  describe  Et  parabola  whose 
equation  can  be  found  if  the  initial 
conditions  are  known.    To  compel 
the  particle  to  describe  some  other 
curve,  say  a  vertical  circle,  a  con- 
straining force  F'  (Fig,  166)  must 
be  introduce'!  suth  that  the  result- 
ant Rq{  F  and  F'  shall  produce 
the  acceleration  required  for  mo- 
tion in  the  circle.     Thus,  for  in- 
stance, for  uniform  motion  in  the  '  F-n>fl 
circle    the    resulting    acceleration                              '^' 
must  be  directed  towards  the  center  and  must  be  =  i^a,  if  a  is  the  radius 
and  ID  the  constant  angular  velocity.     We  have,  therefore,  in  this  case 
R  =  mtu'o  along  the  radius,  /"=  mg  vertically  downward  ;    and  hence, 
<ienoting  by  6  the  angle   made    by  the   radius  CP  with  the  vertical 
(Fig.  166), 


'^=F'  +  f{'  +  2FRc 


u-acQsB). 


: 
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The  constraint  F',  which  is  thus  seen  to  vary  with  tlie  angle  0,  can  be 
resolved  into  a  tangential  component  F^  and  a  normal  component  F^. 
As  in  our  problem  the  velocity  is  to  remain  of  constant  magnitude,  the 
tangential  constraint  must  just  counterbalance  the  tangential  component 
of  gravity /^  =  ff;i' sin  0.  The  normal  constraint  F^  not  only  counter- 
balances the  normal  component  of  gravity  F^  =  mg  cos  fl,  but  also  fur- 
nishes the  centripetal  force  R=  tna?a  required  for  motion  in  the  circle ;  i.e., 
FJ  =  R  +  Fcos$  =  m  (lu'a  +^cos  fl). 

579.  In  the  general  case  of  a  particle  of  mass  m  acted  upon 
by  any  given  forces  and  constrained  to  any  fixed  curve,  it  is 
convenient  to  resolve  both  the  resultant  F  of  the  given  forces 
and  the  constraint  F'  along  the  tangent  and  the  normal  plane. 
The  equations  of  motion  (see  Art.  500)  can  then  be  written  in 


dt 


the  form 

■n 

I? 
m  —  =  resultant  of  F^  and  FJ, 
P 
where  v  is  the  velocity  and  p  the  radius  of  curvature  of  the 
path  at  the  time  /. 

It  should  be  noticed  that  the  components  F„  and  F^',  though 
both  situated  in  the  normal  plane,  do  not  in  general  have  the 
same  direction.  But  in  the  important  special  case  of  plane 
motion,  i.  e.,  when  the  path  is  a  plane  curve  and  the  resultant  F 
of  the  given  forces  lies  in  this  plane,  F^  and  F^  are  both 
directed  along  the  radius  of  curvature  so  that  the  right-hand 
member  of  the  second  equation  becomes  the  sum  or  difference 
of  F„  and  F„'. 

579.  The  nonnal  component  F„'  of  the  constraining  force  is 
generally  denoted  by  the  letter  jVand  is  called  the  resistance  or 
rcmtioH  of  the  curve;  a  force  —A',  equal  and  opposite  to  this 
reaction,  represents  the  pressure  exerted  by  the  particle  on  the 
curve. 

The  tangential  component  F,'  of  the  constraint  will  exist  only 
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when  the  constraining  curve  is  "  rough,"  i.  e.,  offers  frictional  re- 
sistance ;  we  have  then,  denoting  the  coefficient  of  friction  by  fj., 

We  shall  therefore  write  the  equations  of  motion  as  follows : 

^<i'"  -    C-  ..\T 


■.N,  (,) 

tn~  =  resultant  of  F^  and  N.  (2) 

P 

580.  The  normal  component,  mt'^/p,  of  the  effective  force 
is  sometimes  called  the  centripetal  force ;  it  is  directed  along 
the  principal  normal  of  the  path  towards  the  center  of  curva- 
ture. A  force  equal  and  opposite  to  this  centripetal  force,  /.  c, 
=  —  mv^/p,  is  called  centrifngal  force.  It  should  be  noticed  that 
this  is  a  force  exerted  not  on  the  moving  particle,  but  by  it. 

It  appears  from  equation  (2)  that  the  normal  reaction  A'  is 
the  resultant  of  the  centripetal  force  tm'^/p  and  the  reversed 
normal  component  of  the  given  forces,  —  F„.  Changing  all  the 
signs,  we  can  express  the  same  thing  by  saying  that  the  pressure 
on  the  curve,  —  N,  is  the  resitllant  of  the  centrifitga! force,  —mv^jp, 
and  of  the  normal  component  F„  of  the  gix'cn  forces. 

If,  in  particular,  this  normal  component  F„  is  zero,  the  pres- 
sure on  the  curve  is  equal  to  the  centrifugal  force.  This  case 
is  of  frequent  occurrence.  Thus  if  a  small  stone  attached  to 
a  cord  be  whirled  around  rapidly,  the  action  of  gravity  on  the 
stone  can  often  be  neglected  in  comparison  with  the  centripetal 
force  due  to  rotation ;  hence  the  centrifugal  force  measures 
approximately  the  tension  of  the  cord,  and  may  cause  it  to 
break.  Again,  when  a  railway  train  rujis  in  a  curve,  the  centrifu- 
gal force  produces  the  horizontal  pressure  on  the  rails,  which 
tends  to  displace  and  deform  the  rails. 

581.  It  may  happen  that  at  a  certain  time  /  the  pressure  —  N 
vanishes.  If  the  constraint  be  complete  (Art.  576),  this  would 
merely   indicate   that   the   pressure   in    passing   through    zero 


KINETICS  OF  THE  PARTICLE. 


inverts  its  sense.     If,  however,  the  constraint  be  one-sided,  the 

consequence  will  be  that  the  particle  at  this  time  leaves  the 
constraining  curve ;  for  at  the  next  moment  the  pressure  will  be 
exerted  in  a  direction  in  which  the  particle  is  free  to  move. 

Now  A'' vanishes  when  its  components  —  F„  and  mt^fp  become 
equal  and  opposite.  The  conditions  under  which  the  particle 
would  leave  the  curve  are,  therefore,  that  the  resultant  /"of  the 
given  forces  should  lie  in  the  osculating  plane  of  the  path,  and 
that  F^  =  mi^jp. 

582.  To  obtain  the  equations  of  motion  expressed  in  rect- 
angular cartesian  co-ordinates,  let  X,  Y,  Z  be  the  components  of 
the  resultant  Foi  the  given  forces,  and  N„  N^,  N,  those  of  the 
normal  reaction  A'' of  the  curve.  If  there  be  friction,  the  fric- , 
tional  resistance  /uV,  being  directed  along  the  tangent  to  the  1 
path  opposite  to  the  sense  of  the  motion,  has  the  direction  ^ 
cosines  —  dx/ds,  —  dyjds.  —  ds/ds,  so  that  the  components  of  the 
force  of  friction  are  —  uNdx/ds,  —  fiNdy/ds,  ~  y-Ndc/ds.  The 
general  equations  of  motion  are,  therefore, 


\ 


■dx 


Y+N,-^N''J., 


«g  =  Z+A'.-,4^ 


(3)  ! 


If  the  acceleration  of  the  particle  be  zero,  the  left-hand  mem 
bers  are  all  =  o,  and  the  equations  reduce  to  the  conditions  of  J 
equilibrium  of  a  particle  on  a  lixed  curve. 

In  addition  to  the  equations  (3}  we  have  of  course  the  equa< 
tions  of  the  curve,  say 

</>(->-,/,  ~)  =  o,  ^{x,,r,  3)  =  o,  (4)  I 

and  the  relations     N''=N^  +  Nl  +  Nl  (5)  \ 


as  as  ds 

the  latter  expressing  that  jVis  normal  to  the  path. 


(6) 
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583.  Multiplying  the  equations  (3)  by  djc,  dy,  ds,  and  adding, 
we  find  the  equation  of  kinetic  energy 

d{\m^)  =  XdX'V  Ydy  +  Zds  ~  fj.Nds.  {7) 

This  relation  might  have  been  obtained  directly  from  the  con- 
sideration that  for  a  displacement  ds  along  the  fixed  curve  the 
normal  reaction  N  does  no  work,  while  the  work  of  friction  is 
—  fiA'ds. 

If  there  is  no  friction  along  the  curve  {^  =  0),  it  follows  from 
(7)  that  the  velocity  is  independent  of  the  reaction  of  the  curve. 

564.  Exercises. 

(i)  Show  that  when  the  given  forces  are  zero  and  there  is  no  friction, 
the  particle  moves  uniformly  on  ihe  curve,  and  the  pressure  00  the  curve 
is  proportional  to  the  curvature  of  the  path. 

(1)  A  particle  of  mass  m  moves  down  a  straight  line  inclined  to  ihe 
horizon  at  an  angle  6,  under  the  action  of  gravity  alone. 

(a)  If  there  be  no  friction,  we  have  by  Art,  579,  since  p  =  a;  (see 
Fig.  167) : 


•n  —  =  nig  sm  1 
dt 

y  =  mg  cos  6  — 


N. 


The  first  of  these  equations  is  the 

same  as  that  derived  in  Ivinematics 

ior  motion  down  an  inclined  plane 

<Arts.    116,    117).      The    second 

equation  gives  the  normal  reaction  ^' 

of  the  line  N—mgcoiO;  hence,  the  pressure  on  the  line,  —A',  i 

constant. 

(i)  If  the  line  be  rough,  the  second  equation  remains  the  same,  «hii 
the  first  must  be  replaced  by  the  following : 

m^  =  mg%\n  $  —  nN=  w^sin  tf  -  ;i  cos  0). 

As  the  acceleration  is  constant  whether  there  be  fricrion  or  not,  th 

motion  is  uniformly  accelerated,  unless  sin  fl  —  /»  cos  fl  =  o,  ('.  e.,  /i  =  tan  1 

Find  v  and  s  ;  show  that  in  the  exceptional  case  p.  =  tan  0,  the  motiu 
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is  uniform  unless  the  initial  velocity  be  zero ;  show  that,  for  motion  up  I 
the  line,  the  first  equation  becomes  //v/iti  =  ~g(s'm6  +  fLcosff),  the  I 
motion  being  uniformly  retarded  unlil  f=  Vn/si^in  B  +  (icosff),  when  the  l 
particle  either  begins  to  move  down  the  line  or  remains  at  rest. 

(3)  A  cord  of  length  /  (ft.)  carries  at  one  end  a  mass  of  » 
while  the  other  end  is  fixed  at  a  point  O  on  a  smooth  horizontal  table. 
A  blow,  at  right  angles  to  the  cord,  imparls  to  w  an  initial  velocity  I 
7'o  ft.  per  second.    Show  that,  as  m  describes  the  circle  of  radius  /  about  I 
O  on  the  table,  the  velocity  remains  constant  and  the  tension  of  the 
cord  is  =  mvijgl  lbs. 

(4)  In  Ex.  (3),  let  w  =  2  lbs. ;  1=^  3  ft. ;  find  the  tension  in  pounds  ; 
(ii)  when  the  mass  makes  one  revolution  per  second  ;  {b)  when  it  makes 
8  revolutions  per  second,  {c)  If  the  cord  cannot  stand  a  tension  of 
more  than  300  lbs.,  what  is  the  greatest  allowable  number  of  revolutions  ? 

(5)  .\  locomotive  weighing  32  tons  moves  in  a  curve  of  800  ft.  J 
radius  with  a  velocity  of  30  miles  an  hour ;  find  the  horizontal  pressure  1 
on  the  rails. 

(6)  To  prevent  the  lateral  pressure  on  the  rails  in  a  curve,  the  track  J 
is  inclined  inwards.  Determine  the  required  elevation  e  (in  inches)  of  j 
the  outer  above  the  inner  rail  for  a  given  velocity  v  and  radius  R  if  the  J 
gauge  (i.  e.,  the  distance  between  the  rails)  is  4  ft.  8  in.  Show  that  with  | 
R  =  3O0O  ft.  and  r  =  45  miles  per  hour,  <-  =  3.8  in, 

(7)  A  plummet  is  suspended  from  the  roof  of  a  railroad  car;  how  I 
much  will  it  be  deflected  from  the  vertical  when  the  train  is  rii; 
45  miles  an  hour  in  a  curve  of  300  yards  radius? 

(8)  A  body  on  the  surface  of  the  earth  partakes  of  the  earth's  daily 
rotation  on  its  axis.  The  constraint  holding  it  in  its  circular  path  is  due 
to  the  attractive  force  of  the  earth.  Taking  the  earth's  equatorial  radius 
as  3963  miles,  show  that  the  centripetal  acceleration  of  a  particle  at  the 
equator  is  about  J-  ft.  per  second,  or  about  j^jj-  of  the  actually  observed 
acceleration  g  —  32.09  of  a  body  falling  in  vacuo. 

(9)  If  the  earth  were  at  rest,  what  would  be  the  acceleration  of  a  ! 
body  falling  in  vacuo  at  the  equator? 

(10)  Show  thai  if  the  velocity  of  the  earth's  rotation  were  over 
17  limes  as  large  as  it  actually  is,  the  force  of  gravity  would  not  be 
sufficient  to  detain  a  body  near  the  surface  at  the  equator  (comp.  Ex. 
(14),  Art.  56a). 
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(11)  Show  that  in  latitude  ^  the  acceleration  of  a  falling  Iwdy,  if 
the  earth  were  at  rest,  would  be  ^,  =  ^  -\-j  cos'  i^,  where  g  is  the  observed 
acceleration  of  a  falling  body  on  the  rotating  earth  and  J  the  centripetal 
acceleration  at  the  equator.  Thus,  in  latitude  <^  =  45°,  g  =  980.6  cm. ; 
hence  ^1  =  981-3- 

(12)  A  chandelier  weighing  80  lbs.  is  suspended  from  the  ceiling 
of  a  hall  by  means  of  a  chain  la  ft.  long  whose  weight  is  neglected. 
By  how  much  is  the  tension  of  the  chain  increased  if  it  be  set  swinging 
so  that  the  velocity  at  the  lowest  point  is  6  ft.  per  second? 

(13)  A  cord  of  z  ft.  length  passes  at  its  middle  point  through  a  hole 
in  a  smooth  horizontal  table.  It  carries  at  its  lower  end  a  mass  of 
2  lbs.,  at  its  other  end  a  mass  of  i  lb.  The  latter  is  set  10  revolve  in  a 
circle  about  the  hole  so  as  to  stretch  the  cord  and  just  prevent  the  mass 
of  2  lbs.  from  descending.  {«)  How  many  revolutions  must  it  make? 
(/')  If  only  one  fourth  of  the  cord  lie  on  the  table  while  three  fourths 
hang  down,  how  many  revolutions  must  be  made? 

([4)  Show  that,  when  a  particle  moves  with  constant  velocity  in  a 
vertical  circle,  the  constraining  force  F'  (An,  577)  is  always  directed 
towards  a  fixed  point  on  the  vertical  diameter. 

{15)  A  bicyclist  is  rounding  a  curve  of  50  ft.  radius  at  the  rate  of 
10  miles  an  hour ;  find  his  inclination  to  the  vertical. 

(16)  Owing  to  the  earth's  rotation  on  its  axis  the  direction  of  a 
plumb-hne  does  not  pass  through  the  center  of  the  earth,  even  when 
the  earth,  as  here  assumed,  is  regarded  as  a  homogeneous  sphere. 
Express  the  .ingle  S  of  the  deviation  in  latitude  <t>,  and  determine  in 
what  latitude  S  is  greatest. 

(17)  A  cord,  4  ft.  long,  whose  breaking  strength  is  24  lbs.,  is 
swung  in  a  circle  with  a  3-lb.  mass  attached  at  its  end.  Find  the 
greatest  number  of  revolutions  allowable :  (_a)  when  the  circle  is  hori- 
zontal ;  (i)  when  it  is  vertical. 

(18)  At  what  speed  would  a  locomotive  whose  centroid  is  6  ft. 
above  the  track  be  upset  in  a  curve  of  400  ft.  radius,  the  gauge  being 
4  ft.  SJ  in.,  if  the  rails  are  on  a  level? 

585.  A  particle  of  mass  m  subject  to  gravity  alone  is  con- 
strained to  move  in  a  vertical  circle  of  radius  I.  If  there  be 
no  friction  on  the  curve  and  the  constraint  be  produced  by  a 
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weightless  rod  or  cord  joining  the  particle  to  the  center  of 
the   circle,  we  have  the    problem   of   the  simple  mathematioal  ' 
pendulnm. 

Equation  (i),  Art  579,  is  readily  seen  to  reduce  in  this  case   ! 
(see  Fig,  168)  to  the  form 


dfl 


+^sinfl 


(sn 


A  first  integration  gives,  as  shown  in   Kinematics  (Arts.   149, 
'50),  n 

i  i-s  =  ^(/  cos  ^  +  ^  -  /  cos  BX  (9) 

2^ 

where  v^  is  the  velocity  which  the  particle  has  at  the  time  (  = 

when  its  radius  makes  tbe  angle 
AOPy  =  ^0  with  the  vertical. 
Multiplying  by  tit,  we  have,  for 

the  kinetic  energy  of  the  particle, 

3  ff/i^  =  mg(/cos  6  +  A),     (10)  J 

where  A  =  v^/zg  ~  I  cos  5, 
constant.     If  the  horizontal  line  I 
MN,  drawn  at  the  height  v^/2g 
above  the  initial  point  /*„,  inter- 
sect the  vertical  diameter  AB  at 
R,  it  appears  from  the  figure  that 

5S6.  Taking  R  as  origin  and  the  axis  of  s  vertically  down- 
wards, we  have  RQ  =  z  =  /cos  0  +  A;  hence  the  force-function 
f/has  the  simple  expression 

[/  =  mg:: ; 

and  the  velocity  v  =  V2  gz  is  seen  to  become  zero  when  the 
particle  reaches  the  horizontal  line  MN. 

For  the  further  treatment  of  the  problem,  three  cases  must 
be  distinguished   according  as   this  line  of  zero-velocity  MN 
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intersects  the  circle,  touches  it,  or  does  not  meet  it  at  all ;  /.  c,y 

according  as  2 

A|/,  or  -^|2/cos2J^o.  •  (ii> 

587.  Equation  (2),  Art.  579,  serves  to  determine  the  reaction 
N  of  the  circle,  or  the  pressure  —  -A^  on  the  circle.     We  have 

^  /I 

tn-j  =  —  mg cos  0  -^  JV, 

whence  N=  ^[-7  +^cos  ^ j. 

Substituting  for  z^  its  value  from  (10),  we  find 

N==  m£-f2^j-^3cos0\  (i2> 

The  pressure  on  the  curve  has  therefore  its  greatest  value  when 
0  =  0,  i.  e.y  at  the  lowest  point  A.  It  becomes  zero  for  /  cos  0^ 
=  —  JA,  which  is  easily  constructed. 

588.  If  the  constraint  be  complete  as  for  a  bead  sliding  along 
a  circular  wire,  or  a  small  ball  moving  within  a  tube,  the  pres- 
sure merely  changes  sign  at  the  point  0  =  0y  But  if  the  con- 
straint be  one-sided,  the  particle  may  at  this  point  leave  the 
circle.  The  one-sided  constraint  may  be  such  that  0P<1,  as 
when  the  particle  runs  in  a  groove  cut  on  the  inside  of  a  ring, 
or  when  it  is  joined  to  the  center  by  a  cord ;  in  this  case  the 
particle  may  leave  the  circle  at  some  point  of  its  upper  half. 
Again,  the  one-sided  constraint  may  be  such  that  OP'^l^  as 
when  the  particle  runs  in  a  groove  cut  on  the  rim  of  a  disk ; 
in  this  case  the  particle  can  of  course  only  move  on  the  upper 
half  of  the  circle. 

589.  Exercises. 

(i)  For  ^  =  /,  equation  (10)  can  be  integrated  in  finite  terras* 
Show  that  in  this  limiting  case  the  particle  approaches  the  highest  point 
B  of  the  circle  asymptotically,  reaching  it  only  in  an  infinite  time. 
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(2)  Derive  the  equations  of  motion  for  the  problem  of  the  simple 
pendulum  (Art.  585)  from  the  general  equations  of  Arts.  582,  583. 

(3)  For  d„  =  6o'',  1=  I  ft.,  i'„  =  9  ft.  per  second,  show  that  the  par- 
ticle will  leave  the  circle  very  nearly  at  the  point  fli=  iao°,  if  the  con- 
straint be  such  that  0/*$/  (Art.  588). 

(4)  For  Vn=^  10  ft.  per  second,  everything  else  being  as  in  Ex.  (3), 
show  that  the  particle  will  leave  the  circle  at  the  point  tf,  =  134!^°,  nearly. 

tS)  A  particle,  subject  to  gravity  and  constrained  to  the  inside  of 
a  vertical  circle  {0P%1),  makes  complete  revolutions.  Show  that  it 
cannot  leave  the  circle  at  any  point,  if  |A  >  /;  and  that  it  will  leave 
the  circle  at  the  point  for  which  cos  tf  =  —  |  kfl,  if  \h<,l. 

(6)  In  the  experiment  of  swinging  in  a  vertical  circle  a  glass  contain- 
ing water,  and  suspended  by  means  of  a  cord,  if  the  cord  be  a  ft.  long, 
what  must  be  the  velocity  at  the  lowest  point  if  the  experiment  is  to 
succeed  ? 

(7)  A  particle  subject  to  gravity  moves  on  the  outside  of  a  vertical 
circle ;  determine  where  it  will  leave  the  circle :  (a)  \i MN  (Fig.  168) 
intersects  the  circle  ;  {6)  if  MN  touches  the  circle ;  (c)  if  MN  do«- 
not  meet  the  circle, 

(8)  A  particle  subject  to  gravity  is  compelled  to  move  on  any  verti- 
cal curve  z=/(x)  without  friction.  Show  that  the  velocity  at  any  point 
is  V  =  Va  g^  (comp.  Art.  586)  if  the  horizontal  axis  of  x  be  taken  at  a 
height  above  the  initial  point  equal  to  the  "height  due  to  the  initial 
velocity,"  ('.  e.,  Vaf^g- 

{9)  A  particle  slides  on  the  outside  of  a  smooth  vertical  circle,  start- 
ing from  rest  at  the  highest  point  of  the  circle.  Find  where  it  will  meet 
the  horizontal  plane  through  the  lowest  point  of  the  circle. 

(10)  A  heavy  particle  is  constrained  (without  friction)  to  a  common 
cycloid  in  a  vertical  plane,  the  axis  of  the  cycloid  being  vertical  and  the 
concavity  turned  upward.  Counting  the  arc  s  of  the  cycloid  from  the 
vertex,  the  equation  of  motion  is  if's/iifi^^gs/^a.  If  7'  =  o  when 
X  =  Jo.  this  gives  s  =  Sa  cos  "\/p/4  a  ■  t.  Show  that  the  motion  is  isochro- 
nous, i.  e.,  that  the  time  /,  of  reaching  the  lowest  point  is  independent 
of  -lo. 

(11)  The  involute  of  a  cycloid  being  an  equal  cycloid,  with  its  vertex 
at  the  cusp,  its  cusp  on  the  axis,  of  the  original  cycloid,  the  particle 
in  Ex.  (10)  can  be  constrained  to  the  cycloid  by  means  of  a  cord  of 
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length  2  ^,  attached  to  the  cusp  of  the  involute,  and  wrapping  itself  on 
a  cylinder  erected  on  the  involute  as  base.  Show  that,  if  the  particle 
starts  from  rest  at  the  cusp  of  the  original  cycloid,  the  tension  of  the 
cord  is  twice  the  normal  component  of  the  weight  of  the  particle. 

3.    MOTION   ON   A  FIXED   SURFACE. 

590.   Just  as  for  motion  on  a  curve  (Art.  582),  we  find  the 
general  equations  of  motion 

The  normal  reaction 

N=^Nj+Nj+N}  (2) 

being  at  right  angles  to  the  constraining  surface 

4>{x,y,s)  =  o,  (3) 

the  following  conditions  must  be  satisfied : 


^x         <f>i>         ^z 


(4) 


where  4>„  4>y>  <^*>  denote,  as  usual,  the  partial  derivatives  of 
<K^*  y^  ^)  with  regard  to  x,  y^  s^  respectively. 

If  the  acceleration  of  the  particle  be  zero,  the  equations  (i) 
reduce  to  the  conditions  of  equilibrium  of  a  particle  on  a 
surface: 

591.  A  particle  of  mass  w,  subject  to  gravity y  is  constrained  to 
remain  on  the  surface  of  a  sphere  of  radius  r  If  the  constraint 
is  produced  by  a  weightless  rod  or  cord  joining  the  particle 
to  the  center  of  the  sphere,  the  rod  or  cord  describes  a  cone, 
and  the  apparatus  is  called  a  conical  or  spherical  pendulum. 
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^^^H  Taking  the  center  0  of  the  sphere  as  origin  (Fig.  i6g),  and 

^^^H  the   axis   of   s  vertically   down- 

^^^H  "7^'^^^ — ~ — ipl — ^ —  wards,  we  have  for  the  equation 

^^H  /—  ^^■s~-""^^'  i  of  the  sphere 

^H  y/          _    _V4*.j  x'^f^^-r'=o,         (5) 

^^H  ~~~~-^^'  whence  ^jjx=^^ly  =  ^,/s.    The 

^^^L  direction  cosines  of  A''  are  —x/r, 

^^B  Imo  -y/f'  —z/r-     Hence,  the  equa- 

^^^^m  ^^s-  '^''  tions  of  motion,  as  there  is  no 

^^^^  friction : 

As  the  resistance  N  does  no  work,  the  principle  of  kinetic 
energy  gives  \mt^=mg5  +  C. 

or,  dividing  by  \  m,  i^=2{g2  +  /;).  (7) 

To  determine  the  constant  of  integration  h,  we  have  v  =  v^  when 
^  =  ^o;  hence  1.2=  V+ 2^(=-~-o).  (8) 

592.  That  particular  case  of  the  problem  of  the  conical  pendulum  in 
which  the  particle  moves  in  a  horizontal  circle  can  be  treated  directly, 
in  an  elementary  manner.  It  finds  its  application  in  the  theory  of  thS' 
governor  of  a  steam  engine. 

Let  OQ  (Fig,  170)  represent  a  vertical  shaft  turning  about  its  oxu 
with  angular  velocity  w ;  0P=  I  a  rigid  arm  hinged 
to  the  shaft  at  (?  so  as  to  turn  freely  in  the  vertical 
plane  POQ.  This  arm,  whose  weight  is  neglected, 
it  /*  a  heavy  mass  m.  The  forces  acting  on 
m  are  its  weight  mg  and  the  tension  N  of  the  arm 
P0\  the  resultant  R  of  these  forces  lies  in  the 
vertical  plane. 

If  the  point  P  is  to  describe  a  horizontal  circle 
about  the  axis  OQ,  the  resultant  R  must  be  perpen- 
dicular to  OQ,  and  the  angular  velocity  u  and  the 
angle  Q0P=6  must  be  such  that 

R'=mJ-  QP=mmVsm$. 


The  figure  shows  (hat  this  requires 

B 


mg 


'"S) 


hence  "'  =  77^  =  1-   ^= 

I  cos  0      n  uos  o  a 

where  A  =  ^C. 

If  u  is  constant,  the  time  T  of  one  revolution  is 


=  .,# 


(10) 

I.  e.,  the  same  as  the  period  of  a  simple  pendulum  of  length  h  =  /cos  tf. 
If  fl  is  small,  /,  c,  if  ^/*  is  small  in  comparison  with  /  and  h,  a  slight 
change  in  6  will  affect  the  period  T  but  slightly ;  In  other  words,  the 
revolutions  of  a  long  conical  pendulum  with  small  amplitude  are  nearly 
isochronous. 

By  (9),  we  have  i^=g/h;  as  A^/,  the  angular  velocity  of  the  verii- 
cal  shaft  must  be  >  V^//  to  make  the  bob  fly  out ;  for  smaller  velocities 
the  pendulum  would  hang  down  vertically. 

593.  Ezerciies. 

(i)  A  conical  pendulum  makes  60  revoluiions  per  minute,  (a)  What 
is  the  height  h  of  the  cone  ?  {b)  If  the  bob  weighs  i  lb.,  and  the 
length  of  the  arm  is  i  ft.,  what  is  the  tension  of  the  arm  ?  (f)  Whal 
is  the  angle  Q  ?  Answer  the  same  questions  when  the  number  of  revo- 
lutions per  minute  is  180. 

(2)  A  straight  rod  AB  is  fixed  at  an  angle  «  to  a  vertical  axis  AC, 
the  angle  «  opening  upward.  A  bead  of  mass  m  slides  without  Irictton 
along  AB.  When  AB  turns  about  AC  with  angular  velocity  u,  what  is 
the  position  of  equilibrium  of  w  ? 

(3)  If  the  bead  in  Ex.  {2)  be  prevented  from  sliding  along  AB  by 
a  projecting  ring,  find  the  pressure  on  this  ring:  {a)  when  a  opens 
upward  ;  (1*)  when  a  opens  downward. 

(4)  If  in  Ex.  (2)  the  straight  rod  AB  be  replaced  by  an  arc  of  a 
circle  with  its  center  on  AC,  we  have  a  kind  of  centrifugal  governor. 
In  practice,  however,  the  mass  m  is  generally  not  made  to  slide  along 
a  material  circular  arc,  but  is  constrained  to  a  circle  by  being  suspended 
from  a  point  C  on  the  axis  by  means  of  a  rigid  arm.  For  the  sake  of 
symmetry,  two  equal  arms  and  masses  are  generally  used. 
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(5)  Determine  the  curve  that  should  be  substituted  for  the  circular 
arc  in  Ex.  (4)  if  the  mass  /»  is  to  be  in  equilibrium,  for  a  given  angular 
velocity  w,  at  every  point  of  the  arc. 

(6)  From  the  equations  (5)  and  (6),  Art  591,  derive  the  approximate 
path  of  the  bob  of  a  conical  pendulum  when  the  angle  d  remains  very 
small. 
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CHAPTER  VI. 

KINETICS  OF  THE  RIQID  BODT. 

I.    General  Principles. 

594.  In  kinetics  the  term  rigid  body  means  any  system  or 
aggregate  of  mass-particles  whose  mutual  distances  remain 
invariable.  A  rigid  body  may  therefore  consist  of  a  finite 
number  of  rigidly  connected  particles  or  of  a  continuous  mass 
of  one,  two,  or  three  dimensions.  Its  motion  depends  not  only 
on  the  forces  acting  on  the  body,  but  also  on  the  way  in  which 
the  mass  is  distributed  throughout  the  body. 

In  the  present  section  the  rigid  body  is  assumed  to  be  free 
unless  the  contrary  be  stated  explicitly.  For  the  sake  of  sim- 
plicity the  body  is  conceived  as  a  rigidly  connected  system  of  a 
finite  number  of  particles. 

595.  Let  us  consider  any  one  particle  m  of  the  body ;  at  any 
time  /,  let  j  be  its  acceleration  and  F  the  resultant  of  all  the 
forces  acting  on  the  particle.  Then  the  motion  of  this  particle 
(see  Art.  500)  is  determined  by  the  equation 

ntj^F.  (i) 

It  should  be  noticed  that  among  the  forces  acting  on  the 
particle  are  included  not  only  those  external  forces  acting  on 
the  rigid  body  that  happen  to  be  applied  at  w,  but  also  the 
so-called  internal  forces  which  would  replace  the  rigid  con- 
nection of  the  particle  tn  with  the  rest  of  the  body. 

596.  If,  at  the  time  /,  x,  y^  z  are  the  co-ordinates  of  the  par- 
ticle ;;/  with  respect  to  a  fixed  set  of  rectangular  axes,  then  the 
components  of  its  velocity  v  may  be  denoted  by  ir,^,  z\  those 
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of  its  acceleration  j  by  it,  y,  's.*  And  if  the  components  of  P 
along  the  same  axes  are  X,  K,  Z,  the  equation  (i)  can  be 
replaced  by  the  following  three  : 

—  mx  ArX^o,    — wy+  K=o,    — »«5+Z=o.  (2) 

Such  a  set  of  three  equations  can  be  written  down  for  each 
particle ;  hence,  if  the  body  consist  of  n  particles,  there  would 
be  in  all  3  «  equations. 

597.  For  the  solution  of  particular  problems  these  3  n  equa- 
tions are  of  little  use,  not  only  because  their  number  would 
in  general  be  very  great,  but  mainly  because  the  forces  X,Y,  Z 
include  the  unknown  reactions  between  the  particles.  It  is, 
however,  possible  to  deduce  certain  general  propositions  from 
these  equations. 

The  3  H  equations  express  the  equilibrium  of  the  system 
formed  by  all  the  forces,  both  internal  and  external,  acting  oa 
the  particles,  and  the  reversed  effective  forces.  To  apply  the 
principle  of  virtual  work  to  this  system,  let  us  multiply  the 
three  equations  (2)  by  the  components  Sr,  hy,  &r  of  some  virtual 
displacement  of  the  particle  m ;  let  the  same  thing  be  done 
for  every  other  particle  of  the  body ;  and  let  all  the  resulting 
equations  be  added : 
S  ( -  «/i  +  ^ )  &v  +  S  { -  ;«>  +  K)  S^  +  £  (  -  ;«i  +  Z)5:;  =  o.     (3) 

598.  It  is  important  to  notice  that  the  internal  reactions 
between  the  particles  which  make  the  body  rigid  occur  in  pairs 
of  equal  and  opposite  forces,  and  form,  therefore,  a  system 
which  is  in  equilibrium  by  itself.  This  may  be  regarded  as  an 
assumption  which  should  be  included  in  the  definition  of  the 
rigid  body.      Hence,   while   these   internal    forces   enter   into 

*  This  is  the  so-called  fluxional  Halation,  according  to  which  derivatives  ivitti. 
respect  to  the  time  are  denoted  by  dots  1  thus  i  Hands  for  dx/dl,  jr  for  d^x/iit*i, 
etc.  Derivitives  were  called  ^hj-«  by  Newton  ;  Ihus  the  component  of  the  accelera-' 
lion  of  a.  point  in  any  direction  is  the  lime-flui  of  its  velucity  in  ihal  direction  ;  the 
component  of  its  effeclive  force  in  any  direction  is  the  time.flux  of  its  momentum. 
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the  equations  (2),  they  do  not  appear  in  equation  (3),  since 
the  equal  and  opposite  forces  cancel  in  the  summation.  Thus, 
equation  (3)  expresses  that  the  external  forces  acting  on  the  rigid 
body  and  the  reversed  effective  forces  form  a  system  in  equilib- 
rium ;  and  this  is  d'AIembert's  Principla  for  the  rigid  body. 

It  must,  however,  not  be  forgotten  that  the  displacements  Sr, 
hy,  hs  should  be  so  selected  as  to  be  compatible  with  the  nature 
of  the  rigid  body ;  i.  c.,  with  the  conditions  that  the  distances 
between  the  particles  should  not  be  disturbed. 

599.  The  number  of  conditions  expressing  the  invariability 
of  the  distances  between  «  particles  is  3  n  —  6.  For  if  there 
were  but  3  particles,  the  number  of  independent  conditions 
would  evidently  be  3  ;  for  every  additional  particle,  3  additional 
conditions  are  required.  Hence,  the  total  number  of  condi- 
tions is  3  +  3(«-3)=3«-6- 

It  follows  that  if  a  rigid  body  be  subject  to  no  other  con- 
straining conditions,  the  number  of  its  equations  of  motion 
must  be  3  «  —  (3  «  —  6)  =  6.  Hence,  a  free  rigid  body  has  six 
independent  equations  of  motion  (comp.  Art.  31). 

600.  The  six  equations  of  motion  of  the  rigid  body  can  be 
obtained  as  follows. 

Imagine  the  equations  (2),  viz. : 

mx=X,   my=y,    m's  =  Z, 

written  down  for  every  particle,  and  add  the  corresponding 
equations.     This  gives  the  first  3  of  the  6  equations  of  motion  : 

Imi^lX,   •S.my=iy,    ^ms^lZ.  (4) 

As  the  interna]  forces  cancel  in  the  summation,  the  right-hand 
members  of  these  equations  represent  the  components  J?„  ^^,  J?, 
of  the  resultant  H  of  all  the  external  forces  acting  on  the  body. 
The  left-hand  members  can  be  written  in  the  form  d(^mx)/dt, 
d{'^my)/dt,  di^mz)ldt:  these  are  the  time  derivatives  or  fluxes 
of  the  sums  of  the  linear  momenta  of  all  the  particles  parallel 
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to  the  axes.     The  equations  (4)  can  therefore  be  written  in  the 

form  J  J  J 

-S««-=^„  —•S.my=R„   —l.mz=R..  (5) 

dt  dt  "    dt  ^  ' 

The  axes  of  co-ordinates  are  arbitrary.  Hence,  if  we  agree  to 
cal!  linear  momentum  of  the  body  in  any  direction  the  algebraic 
sum  of  the  linear  momenta  of  all  the  particles  in  that  direction,  . 
the  equations  (5)  express  the  proposition  that  t/ie  rate  at  which 
the  linear  momentum  of  a  rigid  body  in  any  direction  changes 
with  the  time  is  equal  to  the  sum  of  the  components  of  all  the 
external  forces  in  that  direction. 

601.  Let  us  now  combine  the  second  and  third  of  the  equa- 
tions (2)  by  multiplying  the  former  by  -,  the  latter  by  y,  and 
subtracting  the  former  from  the  fatter.  If  this  be  done  for 
each  particle,  and  the  resulting  equations  be  added,  we  find 
"S-mi^y's  —  sy)  =  'S.{yZ  —  ::¥).  Similarly,  we  can  proceed  with  the 
third  and  first,  and  with  the  first  and  second  of  the  equations 
(2).     The  result  is  : 

■im(yb-^y)=-S.{yZ-^Y),     im{,x-x-)  =  :HcX -xZ), 

1m(xj,-yi)~-S.(xY^:,X).  (6) 

Here  again  the  internal  forces  disappear  in  the  summation, 
so  that  the  right-hand  members  are  the  components  H^,  H^,  H„ 
of  the  vector  H  of  the  resultant  couple,  found  by  reducing 
all  the  external  forces  for  the  origin  of  co-ordinates.  The 
left-hand  members  are  the  components  of  the  resultant  couple 
of  the  effective  forces  for  the  same  origin. 

We  can  also  say  that  the  right-hand  members  are  the  sums 
of  the  moments  of  the  external  forces  about  the  co-ordinate 
axes  (Art.  391),  while  the  left-hand  members  represent  the 
moments  of  the  effective  forces  about  the  same  axes.  The 
latter  quantities  are  exact  derivatives,  as  shown  in  Art.  512.-- 
The  equations  (6)  can  therefore  be  written  in  the  form 

i-^,„l^r-  rk\  =  If,  -1m{xy-yx)  =  H,. 
"  dt 


't^,„{y.-2y)= 


.«(^, 


.(7) 
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As  explained  in  Art,  514,  the  quantity  m(ys  —  sj')  is  called 
the  angular  momentum  (or  the  moment  of  momentum)  of  the 
particle  m  about  the  axis  of  x.  We  may  now  agree  to  call 
the  quantity  2w  {ys  —  sy)  the  angular  momcnlum  of  the  body 
about  the  axis  of  x,  just  as  £w(-r  is  the  linear  momentum  of 
the  body  along  this  axis;  and  similarly  for  the  other  axes. 
The  meaning  of  the  equations  (7) can  then  be  slated  as  follows: 
The  rate  at  which  the  angular  momentum  of  a  rigid  body  about 
any  axis  changes  with  the  time  is  equal  to  the  sum  of  tite  moments 
of  all  the  external  forces  about  this  line. 

The  equations  (4)  and  (6),  or  (5)  and  (7),  are  the  six  eqnatioiu 
of  motioa  of  the  rigid  body.  The  three  equations  (4)  or  (5)  may 
be  called  the  equations  of  linear  momentum,  while  (6)  or  (7)  are 
the  equations  of  angular  momentum. 

602.  The  equalions  (4)  and  (6)  can  also  be  derived  from  the  equa- 
tion (3),  which  expresses  d'Alembert's  principle,  by  selecting  for  %x. 
Si',  S3  convenient  displacements. 

Thus,  the  rigidity  of  the  body  will  evidenily  not  be  disturbed  if  we 
give  to  all  its  points  equal  and  parallel  infinitesimal  displacements,  since 
this  merely  amounts  to  subjecting  the  whole  body  to  an  infinitesimal 
translation.     Equation  (3)  can  in  this  case  be  written 

Sj-5(-  mi  +  ^  +  Sj2(-  m>  +  y)  -t-  5!S(-  m\^Z)  =  o. 

and  is  therefore  equivalent  to  the  three  equations  (4),  since  &x,  Sy,  Ss 
are  independent  and  arbitrary. 

Again,  let  the  body  be  subjected  to  an  infinitesimal  rotation  of  angle 
Sfl  about  any  line  /.  As  shown  in  Art.  185,  the  hnear  velocities  of  any 
point  {x,  y,  %)  of  a  rigid  body,  due  to  a  rotation  of  angular  velocity 
(u  =  8fl/8/  about  any  line  /  through  the  origin,  are,  if  <a^,  u)„  u,  denote  the 
components  of  ui : 

X  =  is>^-  u,,.v,  >  =  (u^  -  w^,  i  =  m,y  -  u)^. 

Hence,    putting   w,8/=&9„   uvS/=S^,,    iu,8/'  =  S9„  we   have    for  the 

displacements  of  the  point  (.r,  y,  ;),  due  to  a 

lx  =  s%d.-yW„  ly  =  xU.-iW„  S; 
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If  these  values  be  introduced  in  d'Alemben's  equation  (3)  and  the 
terms  In  &&„  Sfl,,  &$.  be  collected,  it  assumes  the  form 


&$a[-»i{yi-zy)+yZ~sri+S8,'Sl-m{zx-xi)  +  zX-xZ-\ 
+  &g,%[-m{xy-}-x)  +  xY-yX:\  =  o; 
s  Sflrf  Stf,,  &0.  are  independent  and  arbitrary,  their  coefficients  must 
vanish  separately,  and  this  gives  the  equations  (6). 


I 

^^^1  603.    The  equations  of  linear  momentum,  (4)  or  (5),  admit  of 

^^^H  a  further  simplification,  owing  to  the  fundamental  property  of 

^^^B  the  centroid.     By  Art.  212,  the  co-ordinates  J-,  j,  i  of  the  cen- 

^^^1  troid  satisfy  the  relations 

^^H  Afx  =  ^mx,  My  =  S»y,  ^fi  =  I'w/j, 

^^^1  where  M=  Sm  is  the  whole  mass  of  the  body.     Differentiating 

^^^B  these  equations,  we  find 

^^H  Mx  =  tmx,  My  =  Sotv,  Mb  =  'S.ms, 

^^H  and                  Mir  =  Itnx,  My  =  tmy,  Ms  =  Im'i, 


wherei, 3*1  5  are  the  components  of  the  velocity  v,  and  x,y,  5 
those  of  the  acceleration y,  of  the  centroid. 

The  equations  (4)  or  (5)  can  therefore  be  reduced  to  the  form 


Afx  =  %Mx=R^  My  =  ~My  =  R„  Ml  3  ^Mz  =  R,,    (8) 
at  at  at 

whence  MJ=>  ^AIv=:  R;  (9) 

j.  e.,  if  the  whole  mass  of  the  body  be  regarded  as  concentrated 
at  the  centroid,  the  effective  force  of  the  centroid,  or  the  time- 
rate  of  change  of  its  momentum,  is  equal  to  the  resultant  of  all 
the  external  forces.  It  follows  that  the  centroid  of  a  rigid  body 
moves  as  if  it  contained  the  tu/iole  mass,  and  all  the  external  forces 
were  applied  at  this  point  parallel  to  their  original  directions. 

604.    If,  in   particular,  the   resultant   R  vanish  (while  there 
may  be  a  couple  H  acting  on  the  body),  wc  have  by  (8)  and 
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(9)  y  =  o ;  hence  v  =  const. ;  i.  e.,  if  the  resultant  force  be  zero, 
the  centroid  moves  uniformly  in  a  straight  line. 

This  proposition,  which  can  also  be  expressed  by  saying  that, 
if  ^  =  o,  the  momentum  Mi  of  the  centroid  remains  constant, 
or,  using  the  form  (5)  of  the  equations  of  motion,  that  the  linear 
momentum  of  the  body  in  any  direction  is  constant,  is  known 
as  the  principle  of  the  conservation  of  linear  momentnm,  or  the 
principle  of  the  conservation  of  the  motion  of  the  centroid. 


605.  Let  us  next  consider  the  equations  of  angular  r 
turn,  (6)  or  (7).  To  introduce  the  properties  of  the  centroid, 
let  us  put  X  —X  =  f,  ^  —y  —  ■>!,  s  —  s=^,  so  that  J,  jj,  ^  are  the 
co-ordinates  of  the  point  (x,  y,  z)  with  respect  to  parallel  axes 
through  the  centroid.  The  substitution  ai  x  =  x-\-^,y  =y  -H  ij, 
5=5  +  5"  aid  their  derivatives  in  the  expression  yh  —  zy  gives 

y's  -  zy  =yz  -  ~sy  +yt-sii  +  >)3  -  £/  +  t}^-  f^. 

To  form  TtM{ys  —  ::y)  we  must  multiply  by  nt  and  sum  through- 
out the  body;  in  this  summation,  y,  s,y,  s  are  constant  and, 
by  the  property  of  the  centroid,  S»«t;  =  o,  Swf=o,  ^mi)  =  o, 
im^—  o.     Hence  we  find 


^m{y^-zy)  = 


m(v^-^n)  +  ^f(y^-iy). 


The  second  term  in  the  right-hand  member  is  the  angular 
momentum  of  the  centroid  about  the  axis  of  x  (the  whole  mass 
M  of  the  body  being  regarded  as  concentrated  at  this  point), 
while  the  first  term  is  the  angular  momentum  of  the  body  (in  its 
motion  relatively  to  the  centroid)  about  a  parallel  to  the  axis  of -r, 
drawn  through  the  centroid. 

Similar  relations  hold  for  the  angular  momenta  about  the 
axes  of  y  and  s;  and  as  these  axes  are  arbitrary,  we  conclude 
that  the  angular  momentum  of  a  rigid  body  about  any  line  is 
equal  to  its  angular  momentum  about  a  parallel  through  the 
centroid  plus  the  angular  momentum  of  the  centroid  about  tlie 
former  line. 
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Differentiating  the  above  expression,  we  find 


I  The  first  of  the  equations  (7)  can  therefore  be  written 

L    ^ 

^^L    No 


dl 


im(yi  -  j»  =  JjSm(,f-  fi)  +  M(ys  -  'ay)- 


Now,  if  at  any  time  /  tlie  centroid  were  talcen  as  origi 
y=o,  s=Ot  tflis  equation  would  reduce  to  tlie  form 


which  is  entirely  independent  of  the  co-ordinates  of  the  cen- 
troid. On  the  other  hand,  wherever  the  origin  is  taken,  if 
the  centroid  were  a  fixed  point,  the  same  equation  would 
be  obtained. 

Similar  considerations  apply  of  course  to  the  other  two  equa- 
tions (7).  It  follows  that  tAe  motion  of  a  rigid  body  relative  to 
^the  centroid  is  tlu  same  as  if  the  centroid  were  fixed. 
807.  If,  in  particular,  the  resultant  couple  H\>z  zero  for  any 
particular  origin  O  (which  will  be  the  case  not  only  when  all 
external  forces  are  zero,  but  whenever  the  directions  of  all  the 
forces  pass  through  the  point  0),  the  equations  (7)  can  be  inte- 
grated and  give 

Im^^yb - zy)=  Cj,  Sw/(^--xJ)=  Cj,  ^m{xy-yx)=  Cg,  (lo) 
where  Cj,  C^,  C^  are  constants  of  integration.  Hence,  (/  the 
external  forces  pass  through  a  fixed  point,  the  angular  momentum 

I  of  the  body  about  any  Hue  through  this  point  is  constant ,-  if  there 
are  no  external  forces,  the  angular  momentum  is  constant  for 
any  line  whatever.      This  is  the  principle  of  the  coiuervation  of 
an^alar  momentam. 
As 


608.    Another  interpretation  can  be  given  to  these  equations. 
As  shown   in  Arts.   97,   5 1 3,  the  quantities  yz  —  zy,  zx  —  xb. 


90 


38; 


x'y  —  y'x  can  be  regarded  as  sectorial  velocities.  Thus,  if  the 
radius  vector,  drawn  from  the  origin  to  the  particle  m,  be  pro- 
jected on  the _j'j-plane,  yh  —  s'y  is  twice  the  sectorial  velocity  of 
this  radius  vector  in  the  /^-plane,  \  {yds  —  sdy)  being  the  ele- 
mentary sector  described  in  the  element  of  time  (//.  Let  us 
denote  by  (/5,  the  sum  of  all  these  elementary  sectors  for  the 
various  particles,  each  multiplied  by  the  mass  of  the  particle ;  and 
similarly  by  dS^,  dS,  the  corresponding  sums  of  the  projections 
on  the  other  co-ordinate  planes.  Then  the  equations  ( lo)  can  be 
written  in  the  form 


2  5,=  (Ti,  2  Sy=  Cj,  2  S,  =  Cg. 


(") 


Hence  the  proposition  of  Art,  607  might  be  called  the  principle 
of  the  conservation  of  sectorial  velocities;  it  is  more  commonly 
called  the  principle  of  the  congervation  of  areas. 

The  equations  (11)  can  be  integrated  again  and  give,  if  the 
sectors  be  measured  from  the  positions  of  the  radii  vectores  at 
the  time  /  =  o. 


609.  If  the  radii  vectores  be  projected  on  any  plane  through 
the  origin  whose  normal  has  the  direction  cosines  «,  ff,  7,  the 
sum  of  the  elementary  sectors  described  in  this  plane,  each 
multiplied  by  the  mass,  will  be 

dS=^(C,<*+C^S  +  Qy)dr, 

hence  5  =  J  (Cj«  +  C^  +  C^yy. 

On  the  other  hand,  by  (10),  the  angular  momentum  of  the 
body  about  the  normal  of  this  plane  has  the  expression 
C,a  +  C^Q  -\-  C37,  as  it  must  be  equal  to  the  sum  of  the  projec- 
tions on  this  normal  of  the  angular  momenta  about  the  axes  of 
co-ordinates,  which  can  be  regarded  as  vectors  laid  off  on  these 
axes. 

Now  it  is  easy  to  see  that  this  angular  momentum  C"|a  +  C^0 
+■  Cff,  and  hence  the  quantity  5  at  a  given  time  /,  is  greatest 
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for  the  diagonal  of  the  parallelepiped,  whose  edges  are  equal  to 
C"l,  Cj,  Cg  along  the  axes,  ('.  e.,  for  the  normal  to  the  plane 


normal  are  i 


For,   the   direction   cosines   of    this 
i'-C,/D.  ■)>  =  CJD,   where   D-^Cf+Q+C^; 
quantity  C^a+  CJi  +  C^y  can  be  written  in  the  form 


(12) 

=  CJD, 

and  the 


<§« 


D'^ 


^^^k  610.    Let  us  now  return  to  the  general  case  of  the  motion  of 

^^^p       a  rigid  body  acted  upon  by  any  forces  whatever. 
^^^  The  propositions  of  Arts.  603  and  606  together  establish  the 

so-called  principle  of  the  independence  of  the  motions  of  traUBlation 
and  rotation.  In  studying  the  motion  of  a  rigid  body  it  is  pos- 
sible, according  to  this  principle,  to  consider  separately  the 
motion  of  translation  of  the  centroid,  and  the  rotation  of  the 
body  about  the  centroid. 

By  Art  603,  the  motion  of  the  centroid  is  the  same  as  that 
of  a  particle  of  mass  M  acted  upon  by  all  the  external  forces 
transferred  parallel  to  themselves  to  the  centroid.  As  the 
motion  of  a  particle  has  been  discussed  in  Chapter  V.,  nothing 
further  need  be  said  about  this  part  of  the  problem. 

By  Art.  606,  the  motion  of  the  body  about  the  centroid  is  the 
same  as  if  the  centroid  were  fixed.  The  problem  of  the  motion 
of  a  rigid  body  with  a  fixed  point  is  therefore  of  great  impor- 
tance; it  will,  however,  not  be  discussed  in  its  generahty  in  this 


where  the  quantity  in  parenthesis  is  the  cosine  of  the  angle 
between  the  directions  («',  $',  7')  and  («,  &,  7),  and  is  therefore 
greatest  when  these  directions  coincide. 

The  plane  (12)  about  whose  normal  the  angular  momentum 
is  greatest,  and  by  projection  on  which  the  area  5  is  made 
greatest,  is  called  Laplace's  invariable  plane.  As  its  equation  is 
independent  of  t,  it  remains  fixed.  The  normal  of  this  plane  is 
sometimes  called  the  invariable  line  or  direction. 


6l2.] 


GENERAL  PRINCIPLES. 


389 


N 


elementary  work.  The  more  simple  special  case  of  a  rigid  body 
with  a  fixed  axis  is  treated  in  Section  III.  The  solution  of  both 
these  problems  depends  on  the  equations  (6)  or  {7). 

611.  In  d'AIembert's  equation  (3)  it  is  of  course  allowable  to 
substitute  for  the  virtual  displacements  Bx,  Sj;  S::  the  actual  dis- 
placements A.f,  Ay,  A;  of  the  particles  in  any  small  motion  of  a 
free  rigid  body,  since  these  actual  displacements  are  certainly 
compatible  with  the  condition  of  rigidity.  The  equation  can 
then  be  written 

^m(xAx  +  yAj'  +  sAs)=^(XAx+  KA^  +  ZA=).       (13) 

After  dividing  by  the  time  A/  of  the  small  displacement 
(A;r,  A/,  As)  and  passing  to  the  limit  for  A/  =  o,  the  left-hand 
member  of  this  equation  becomes  the  exact  time-derivative  of 
the  kinetic  energy 


m{x- 


.2) 


(14) 


of  the  body.  The  right-hand  member  of  (i3)represents  approxi- 
mately the  elementary  work  done  by  the  external  forces  during 
the  small  displacement.  Hence  integrating,  say  from  /  =  o  to 
t-=t,  we  find  the  relation 

T-  T,,  =  t\mi^-1\mv^=^k{Xdx^Xdy^Zdz\  (15) 

where  the  right-hand  member  represents  the  work  W  done  by 
the  external  forces  on  the  body  during  the  time  t.  This  equa- 
tion expresses  the  principle  of  kinetic  ener^  and  work,  for  a  free 
rigid  body  :  in  any  motion  of  the  body,  tlu-  increase  of  the  kinetic 
energy  is  equal  to  the  "Work  done  by  the  external  forces. 

The  relation  ( 1 5)  is  often  written  in  the  equivalent  differential 
form: 

dT=  rfS  \  tnv^  =  Xdx  -I-  Ydy  +  ZdsmdlV. 


612,    By  introducing  the  co-ordinates  of  the  centroid,  i.  e.,  by 
putting  4-  =  i^ -i- f,  _;'=/ -f- 7j,   s  =  s  +  ^,    as   in   Art.   605,   the 
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expression   for   the   kinetic   energy    assumes   the   form   (since 
2wf  =  o,  2w^  =  o,  2wj=  o): 


'«(^  +  i?^+0 


where  v  is  the  velocity  of  the  centroid  and  u  the  niative  velocity   ^ 
of  any  particle  m  with  respect  to  the  centroid. 

Thus,  it  appears  that  llie  kinetic  energy  of  a  free  rigid  body  j 
consists  of  two  farts,  one  of  which  is  the  kinetic  energy  of  the  c. 
troid  (the  whole  mass  being  regarded  as  concentrated  at  this  J 
point),  while  the  other  may  be  called  the  relative  kinetic  energy  I 
with  respect  to  the  centroid. 

613.  By  the  same  substitution  the  right-hand  member  of  J 
equation  (13),  /.*■.,  the  elementary  work  S(A'Aj-+  Y^y  +  Ziis),  j 
resolves  itself  into  the  two  parts 

The  first  parenthesis  contains  the  work  that  would  be  done  by 
all  the  external  forces  if  they  were  applied  at  the  centroid ;  it  is 
therefore  equal  to  the  kinetic  energy  of  the  centroid,  that  is,  to"] 
A(J  Mv^y     The  equation  of  kinetic  energy  (13)  reduces,  there-  1 
fore,  to  the  foiiowing: 

A(£  J  »«h2)  =  S(A'A?  +  VAv  +  ^AO ;  (16)] 

in  other  words,  the  principle  of  kinetic  energy  holds  for  the  rela- 
tive motion  with  respect  to  the  centroid. 

614,  Impnlaea.     The  equations  determining   the  effect  of  a  ' 
system  of  impulses  on  a  rigid  body  are  readily  obtained  from 
the  general  equations  of  motion  (4)  and  (6).     We  shall  denote 
the  impulse  of  a  force  Fby  F.     It  will  be  remembered  that  the 
impulse  F  oia.  force  F'\%  its  time  integral ;  i.  e.. 


r=r 


Fdl. 
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We  confine  ourselves  to  the  case  when  /'  —  /  is  very  small  and 
F  very  large,  in  which  case  the  action  of  the  impulsive  force 
^(Arts.  426,  427)  is  measured  by  its  impulse  F. 

If  all  the  forces  acting  on  a  rigid  body  are  of  this  nature,  and 
the  impulses  of  X,  Y,  Z  during  the  short  inter\'al  /'  —  /  be 
denoted  by  X,  V,  Z,  the  integration  of  the  equations  (4)  from 
t=  I  to  r  =  /'  gives 

s»,(y-.v)  =  s.v,  :^(y-»=;K,  r».(i'-.-)=^z,  (17) 

where  i-,  J',  z  denote  Ihe  velocities  of  the  particle  m  at  the  time 
t  just  before  the  impulse,  and  x',  y',  s'  those  at  the  time  t'  just 
after  the  action  of  the  impulse. 
Similarly  the  equations  (6)  give 

s«Wi'-i)-4/-»]  =  r(>z-..n 

S«,[.-(i-'  -i)-  ^(i'  -  i)]  -  r(»A--rZ),  (18) 

615.  In  determining  the  effect  on  a  rigid  body  of  a  system 
of  such  impulses,  any  ordinary  forces  acting  on  the  body  at  the 
same  time  are  neglected  because  the  changes  of  velocity  pro- 
duced by  them  during  the  very  short  time  /— /  are  small  in 
comparison  with  the  changes  of  velocity  i''  — x,  j'— j,  ~  —  i  pro- 
duced by  the  impulses.  If  the  impulse  Foi  an  impulsive  force 
F  be  defined  as  the  limit  of  the  integral  i  Fdt  when  t' —  t 
approaches  zero  and  /^approaches  infinity,  it  is  strictly  true  that 
the  effect  of  ordinary  forces  can  be  neglected  when  impulsive 
forces  act  on  the  body. 

If  the  rigid  body  be  originally  at  rest,  it  will  be  convenient 
to  denote  by  x,  y,  i  the  components  of  the  velocity  of  the  par- 
ticle m  just  after  the  action  of  the  impulses.  We, may  also 
denote  by  R  the  resultant  of  all  the  impulses,  by  H  the  result- 
ant impulsive  couple  for  the  reduction  to  the  origin  of  co- 
ordinates, and  mark  the  components  of  1^  and  H  by  subscripts, 
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as  in  the  case  of  forces.     With  these  notations  the  effect  of  a 
system  of  impulses  on  a  body  at  rest  is  given  by  the  equations 

l.iKX=/i„    'S.my^R,,    'S.ms  =  R,,  (19) 

"S-m^yh  —  sy)  =  Ha  ^m{zx  ~ xk)  =  H^,  Im^xji —yx)  =  H,.   (20) 


In  the  equations  (19)  we  have,  of  course,  ^mx  =  Mx,  ^my 
My,  ^tHi=AIe,  where  x,  y,  s  are  the  components  of  the  velocity 
of  the  centroid,  and  M  is  the  mass  of  the  body ;  /.  e.,  the  momen- 
tum of  the  cenlroid  is  equal  to  the  resultant  impulse.  The  mean- 
ing of  the  equations  (20)  can  be  stated  by  saying  that  the  angular 
tnomentum  of  the  body  about  any  axis  is  equal  to  the  moment  of 
all  the  impulses  about  the  same  axis. 


II.   Moments  of  Inertia  and  Principal  Axes. 


I.    INTRODUCTION. 

816.  As  will  be  shown  in  Section  III,,  the  rotation  of  a  rigid 
body  about  any  axis  depends  not  only  on  the  forces  acting  on 
the  body,  but  also  on  the  way  in  which  the  mass  is  distributed 
throughout  the  body.  This  distribution  of  mass  is  character- 
ized by  the  position  of  the  centroid  and  by  that  of  certain  lines 
in  the  body  called  principal  axes. 

It  has  been  shown  in  Art.  212  that  the  centroid  of  a  i 
found  by  determining  the  moments,   or  more  precisely,  the  ' 
mofnents  of  the  first  order,  Swtr,  Swy,  "S-ms,  of  the  mass  with  1 
respect  to  the  co-ordinate  planes,  /.  e.,  the  sums  of  all  mass- 
particles  m  each  multiplied  by  its  distance  from  the  co-ordinate  | 
plane. 

The  principal  axes  of  a  mass  or  body  can  be  found  by  deter-  \ 
mining   the  moments  of  the  second  order,   'S.mjt^,  ^my^,  ^m^,  *• 
"^mys,  "Siinsx,  "S-mxy  of  the  mass  with   respect  to  the  same 
planes.     We  proceed,  therefore,  to  study  the  theory  of  such 
moments. 
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817.    If  in  a  rigid  body  the  mass  m  of  each  particle  be  multi- 

piied  by  the  square  of  its  distance  r  from  a  given  point,  plane, 

or  line,  the  sum     --      ,  ,  ,  ,  , 

2,mr^  =  OTi^i  +  Wj^j^  +  •■■, 

extended  over  the  whole  body,  is  called  the  quadratic  moment, 
or,  more  commonly,  the  moment  of  inertia  of  the  body  for  that 
point,  plane,  or  line. 

If  the  body  is  not  composed  of  discrete  particles,  but  forms 
a  continuous  mass  of  one,  two,  or  three  dimensions,  this  mass 
can  be  resolved  into  elements  of  mass  dm,  and  the  sum  2wf^ 
becomes  a  single,  double,  or  triple  integral  ir^dm. 

Expressions  of  the  form  Smr^r^,  or  ir^r^in,  where  r„  r^  are 
the  distances  of  m  or  of  dm  from  two  planes  (usually  at  right 
angles),  are  called  moments  of  deviation  or  prodncts  of  inertia. 

618.  The  determination  of  the  moment  of  inertia  of  a  con- 
tinuous mass  is  a  mere  problem  of  integration  ;  the  methods  are 
similar  to  those  for  finding  the  moments  of  mass  of  the  first 
order  required  for  determining  centroids  {Arts.  219-250),  the 
only  difference  being  that  each  element  of  mass  must  be  multi- 
plied by  the  square,  instead  of  the  first  power,  of  the  distance. 

A  moment  of  inertia  is  not  a  directed  quantity ;  it  is  not  a 
vector,  but  a  scalar;  indeed,  it  is  a  positive  quantity,  provided 
the  masses  are  all  positive,  as  wc  shall  here  assume. 

If  the  mass  is  homogeneous,  the  density  appears  merely  as  a 
constant  factor;  regarding  the  density  in  this  case  as  =  r,  it  is 
customary  to  speak  of  moments  of  inertia  of  volumes,  areas, 
and  lines. 

The  moment  of  inertia  of  any  number  of  bodies  or  masses 
for  any  given  point,  plane,  or  line  is  obviously  the  sum  of  the 
moments  of  inertia  of  the  separate  bodies  or  masses  for  the 
same  point,  plane,  or  line. 

619.  The  moment  of  inertia  ^mr^  of  any  body  whose  mass 
is  M=  2ff/  can  always  be  expressed  in  the  form 
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where  r„  is  a  length  called  the  radioB  of  inertia,  arm  of  inertia,,! 
or  radius  of  gyration.     This  length   r^  is  evidently  a  kind  ofij 
average  value  of  the  distances  r,   its  value  being  intermediate 
between  the  greatest  r'  and  least  r"  of  these  distances  r.     For  wel 
have  ^mr'^>^mr'>l.mr"*,  or,  since  l-mr'^  =  Mr''\  ^mr'^=^Mr?,  \ 


=  Mr"^ 


r'>ra>  r". 


620.   As  an  example,  let  us  determine  the  moment  of  inertia  I 
of  a  homogmeoiis  rectilinear  segment  (straight  rod  or  wire  o£  J 
constant  cross-section   and   density)  for   its   middle   point  (oi 
what  amounts  to  the  same  thing,  for  a  line  or  plane  throu^ 
this  point  at  right  angles  to  the  segment). 

Let  /  be  the  length  of  the  rod  (Fig.  171),  O  its  middle  poin^l 
p"  its  density  (i.  e.,  the  mass  of  unit  length),  x  the  distance  0P\ 


.  Jl 


Fig.  171. 

of  any  element  dm=p"dx  from  the  middle  point  Observing? 
that  the  moment  of  inertia  for  O  of  the  whole  rod  AB  is  thw 
sum  of  the  moments  of  inertia  of  the  halves  ^(7  and  OB,  andl 
that  the  moments  of  inertia  of  these  halves  are  equal,  we  have,  J 
for  the  moment  of  inertia  /of  AB, 

and  for  the  radius  of  inertia  r^,  since  the  whose  mass  is  M=p"l^ 


621. 


'  M 


l\i^- 


.  ExeroiBes. 

Determine  the  radius  of  inertia  in  the  following  cases.  When  nothing 
is  said  to  the  cotitrar>',  the  masses  are  supposed  to  be  homogeneous. 

( i)  Segment  of  straight  line  of  length  /,  for  a  perpendicular  througbV 
one  end. 

(2)  Rectangular  area  of  length  /  and  width  A  :  (a)  for  the  side  A^ 
(^)  for  the  side  !;  (e)  for  a  line  through  the  centroid  parallel  to  thi 
side  A ;  (li)  for  a  line  through  the  centroid  parallel  to  the  side  /. 
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(3)  Triangular  area  of  base  b  and  height  h,  for  a  line  through  the 
vertes  parallel  to  the  base. 

(4)  Square  of  side  a,  for  a  diagonal. 

(5)  Regular  hexagon  of  side  a,  for  a  diagonal. 

(6)  Right  cylinder  or  prism  of  height  k,  for  the  plane  bisecting  the 
height  at  right  angles. 

(7)  Segment  of  straight  line  of  length /,  for  one  end,  when  the  density 
is  proportional  to  the  «th  power  of  the  distance  from  this  end.  Deduce 
from  this  :  (a)  the  result  of  Ex.  (i)  ;  {!>)  that  of  Ex.  (3)  ;  (r)  the  radius 
of  inertia  of  a  homogeneous  pyramid  or  cone  (right  or  oblique)  of  height 
h,  for  a  plane  through  the  vertex  parallel  to  ibe  base. 

(8)  Circular  area  (plate,  disk,  lamina)  of  radius  a,  for  any  diameter. 

(9)  Circular  line  (wire)  of  radius  a,  for  a  diameter. 

(10)  Solid  sphere,  for  a  diametral  plane. 

(11)  SoMd  ellipsoid,  for  riie  three  principal  planes. 

(iz)  Area  of  ring  bounded  by  concentric  circles  of  radii  <j„  a..,  for  a 
diameter. 

(13)  Area  of  the  cross-section  of  a  X-iron :  {a)  for  its  tine  of  sym- 
metry; {F)  for  its  base.     (Dimensions  as  in  Fig.  65,  Art.  231.) 

(14)  A  rectangular  door  of  width  b  and  height  h  has  a  thickness  S  to 
a  distance  n  from  the  edges,  while  the  rectangular  panel  (whose  dimen- 
sions are  6  —  2  a,  h  —  2  a)  has  half  this  thickness.  Find  the  moment 
of  inertia  for  a  hne  through  the  centroid  parallel  to  the  side  b. 


628.  The  moment  of  inertia  of  any  mass  M  for  a  point  can 
easily  be  found  if  the  moments  of  inertia  of  the  same  mas3 
are  known  for  any  line  passing  through  the 
point,  and  for  the  plane  through  the  point 
perpendicular  to  the  line.  Let  0  (Fig.  172) 
be  the  point,  /  the  line,  ■jt  the  plane  ;  r,  q,  p 
the  perpendicular  distances  of  any  particle  of 
mass  m  from  0,  I,  tt,  respectively.  Then 
we  have,  evidently,  r'  =  ^  4-  /".  Hence,  mul- 
tiplying by  m,  and  summing  over  the  whole 
mass  M, 


Fig.  172. 
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or,  putting  tmr^=Mr^,  l,mg^=  Mq^,  ImJ^  =  Mf^,  where  r^,  qa,p^ 
are  the  radii  of  inertia  for  O,  I,  w. 


=?.'+/."• 


(■') 


623.  The  moment  of  inertia  of  any  mass  M  for  a  line  is 
equa.1  to  the  sum  of  the  moments  of  inertia  of  the  same  mass 
for  any  two  rectangular  planes  passing  through  the  line.  Thus, 
in  particular,  the  moment  of  inertia  for  the  axis  of  jt  in  a 
rectangular  system  of  co-ordinates  is  equal  to  the  sum  of  the 
moments  of  inertia  for  the  £j:-p!ane  and  jry-plane.  This  fol- 
lows at  once  by  considering  that  the  square  of  the  distance 
of  any  point  from  the  line  is  equal  to  the  sum  of  the  squares 
of  the  distances  of  the  same  point  from  the  two  planes.  Thus, 
if  q  be  the  distance  of  any  point  {^x,  y,  s)  from  the  a.xis  of  x,  we 
have  ^  =_j*  +  ^ ;  whence 

624.  It  follows,  from  the  last  article,  that  the  moment  of 
inertia  I^  of  a  plane  area,  for  any   line  perpendicular  to   its 

if  Ty,  I,  are  the  moments  of  inertia  of  the  area  for  any  two 
rectangular  lines  in  the  plane  through  the  foot  of  the  perpen- 
dicular line. 


625.    The  ^rohXem  oi  finding  the  moment  of  inertia  of  a  given  \ 
mass  for  a  line  /',  when  it  is  known  for  a  parallel  line  I,  is  of 

great  importance. 

Let  'i.mif  be  the  moment  of  inertia  of  the 
given  mass  for  the  line  /  (Fig.  173),  £«^'' 
that  for  a  parallel  line  /'  at  the  distance  d 
from  /.  The  distances  q,  q'  of  any  particle 
m  from  /,  /'  form  with  d  a  triangle  which 
gives  the  relation 
Fig.  173.  q" = q' + d'^- 2  qd  COS  (q,  d). 
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Multiplying  by  m,  and  summing  over  the  whole  mass  M,  we 
^^^  1mg'^^1mf+M,P-2d1mqco^  {q,  d). 

Now  the  figure  shows  that  the  product  q  cos  (y,  d)  in  the 
last  term  is  the  distance  /  of  the  particle  vt  from  a  plane  through 
/  at  right  angles  to  the  plane  determined  by  /  and  /'.  We  have, 
therefore,  s»,/' =  S»,?' +  ,)/^  -  2  ^S,»/,  (2) 

where  the  last  term  contains  the  moment  of  the  first  order 
1mp=  Alp  of  the  given  mass  Mior  the  plane  just  mentioned. 

If,  in  particular,  this  plane  contains  the  centroid  G  of  the 
mass  3f,  we  have  Sot/  =  o,  so  that  the  formula  reduces  to 

'S.t)iq'^=tmf-\-M>P.  (3) 

Introducing  the  radii  of  inertia  q^',  q^,  this  can  be  written 

?."  =  ?."  +  <''■  (3') 

626.  Similar  considerations  hold  for  the  moments  of  inertia 
Xm/fi,  Sot/'^  with  respect  to  two  parallel  planes  tt,  it'  at  the 
distance  d  from  each  other.  We  have,  in  this  case,  /'  =p  —  d\ 
hence,  v„y,5  =  v^,^  _^  ^/^  _  ^  ^^w/,  ^4) 
and  if  the  plane  tt  contain  the  centroid  G, 

•S.fHp"^=-S.m/f^  +  Md^.  (5) 

627.  Of  special  importance  is  the  case  in  which  one  of  the 
lines  (or  planes),  say  /(■»■),  contains  the  centroid.  The  formulae 
(3)1  (3')'  ^"1^  (5)  ^^^^  in  this  case ;  and  if  we  agree  to  designate 
any  line  (plane)  passing  through  the  centroid  as  a  centroidal 
line  (plane),  our  proposition  can  be  expressed  as  follows:  The 
moment  of  itterlia  for  any  line  {plane)  is  found  from  the  moment 
of  inertia  for  the  parallel  centroidal  line  {plane)  by  adding  to  the 
latter  the  product  Md^  of  the  whole  mass  into  the  square  of  the 
distance  of  the  lines  {planes). 

It  will  be  noticed  that  of  all  parallel  lines  (planes)  the 
centroidal  line  (plane)  has  the  least  moment  of  inertia. 
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Exercises. 

Determine  the  radius  of  ir 


w 

^^^^M  Determine  the  radius  of  inertia  of  the  fullowing  homogeneous  masses  : 

^^^H  (i)    Rectangular  plate  of  length  /  and  width  /i,  for  a  centroid.il  line 

^^^^      perpendicular  to  its  plane. 

^^^»  (z)    Area  of  equilateral  triangle  of  side  a :  (a)  for  a  cenlroidat  line 

W  parallel  to  the  base ;  (i)  for  an  altitude ;  (i^)  for  a  centroidal  line  per- 

I  pendicular  to  its  plane. 

I  (3)    Circular   disk  of  radius  a:    {a)  for  a  tangent;    (fi)  for  a  line 

I  through  the  center  perpendicular  to  the  plane  of  the  disk;  (r)  for  a 

L  perpendicular  to  its  plane  through  a  point  in  the  circumference. 

^^H  (4)    Solid  sphere,  for  a  diameter. 

^^^H  (5)    Area  of  ring  bounded  by  concentric  circles  of  radii  17,,  a,,  for  a 

^^^P        line  through  the  center  perpendicular  to  the  plane  of  the  ring. 

(6)  Right  circular  cylinder,  of  radius  a  and  height  /i :  (a)  for  its 
is ;  (6)  for  a  generating  line ;  (e)  for  a  centroidal  line  in  the  middle 
)ss -section. 

(7)  By  Ex.  (3)  ((*),  the  moment  of  inertia  of  the  area  of  a  circle  of 
iius  a,  for  its  axis  (i.  e.,  the   perpendicular  to  its    plane,  pnssing 

through  the  center),  is  /=  J  ira*.     Differentiating  with  respect  to  a,  we 


find: 


df 


hence,  approximately  for  small  in : 


i/= 


!r'Aa  = 


ing,  of  thickness  An,  for  {ts  ' 


This  is  the  moment  of  inertia  of  the  thin 

axis.     (Comp.  Ek.  (s).) 

If  the  constant  surface  density  (Art.  214)  of  the  circle  be  p',  we  have  ; 

/=ApW;  hence 

A/= 


=  2  iiiip'&a  •  a  , 
where  p'Art  is  the  linear  density  p"  of  the  ring, 

(8)  Apply  the  method  of  Ex.  (7)  to  derive  from  Ex,  (4)  the  moment 
of  inertia  of  a  thin  spherical  shell,  of  radius  a  and  thickness  Ao,  for  a 
diameter, 

(9)  Area  of  ellipse ;  {a)  for  the  major  axis ;  (^)  for  the  minor  axis ; 
(c)  for  the  perpendicular  10  its  plane  through  the  center. 

{ 10)  Solid  ellipsoid,  for  each  of  the  three  axes. 
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(11)  Area  of  the  cross-section  of  a  T-iron,  for  a  centroida!  line  par- 
allel to  the  flange.     (Comp.  Art.  621,  Ex.  (13),  and  Art.  231.) 

(ij)  Area  of  the  cross-section  of  a  symmetrical  double  T-iron,  width 
of  Ranges  2  b,  thickness  of  flanges  8,  height  of  web  a,  thickness  of  web 
2  8  {Fig.  691  Art.  241,  with  ^'  =  ^)  ;  for  the  two  axes  of  symmetry,  and 
for  a  centroidal  line  perpendicular  to  its  plane. 

( 13)  Wire  bent  into  an  equilateral  triangle  of  side  a,  for  a  centroidal 
hne  at  right  angles  to  the  plane  of  the  triangle. 

(14)  Paraboloid  of  revolution,  bounded  by  the  plane  through  the 
focus  at  right  angles  to  the  axis,  for  the  axis. 

(15)  Anchor-ring,  produced  by  the  revolution  of  a  circle  of  radius  a 
about  a  Une  in  its  plane  at  the  distance  b  {>a)  from  the  center,  for  the 
axis  of  revolution. 

(i5)  Prove  that  the  moiiieni  of  inertia  of  the  solid  generated  by  the 
revolution  of  any  plane  area  about  a  line  /,  situated  in  its  plane,  but  not 
intersecting  it,  is  /=Jlf(^^  +  i-),  where  i  is  the  distance  of  the 
ccntroid  of  the  area  frona  /,  and  y  the  radius  of  inertia  of  the  area  for 
the  centroidal  Une  parallel  to  /. 

(17)  Siiow  that  the  moment  of  inertia  of  a  homogeneous  triangular 
plate  for  the  centroidal  line  parallel  to  the  base  is  equal  to  that  of  one 
eighth  of  the  whole  mass  concentrated  at  the  verteit,  or  to  that  of  one 
half  the  whole  mass  concentrated  at  the  base. 

(18)  Find  the  radius  of  inertia  of  a  parallelogram  whose  sides  a,  6 
include  an  angle  6,  for  the  centroidal  line  perpendicular  to  its  plane. 

(19)  Find  the  radius  of  inertia  of  the  area  of  a  trapezoid  (parallel 
sides  IT,  d,  height  A)  for  the  centroidal  line  parallel  to  the  parallel  sides. 

(lo)  Prove  that  the  radius  of  inertia  ^  of  any  homogeneous  right 
prism  or  cyhnder,  for  the  centroidal  Une  perpendicular  to  the  axis  (i.  e., 
the  line  joining  ihe  centroids  of  the  bases),  can  be  found  from  the  for- 
mula <f  =  g^-\-  g},  where  ^.  is  the  radius  of  inertia  of  the  axis,  g,  that  of 
the  middle  cro^s- section,  for  the  same  centroidal  line. 

2.    ELLIPSOIDS  OF  INERTIA. 

629-  The  moments  of  inertia  of  a  given  mass  for  the  different 
lines  of  space  are  not  independent  of  each  other.  Several  ex- 
amples of  this  have  already  been  given.     It  has  been  shown,  in 
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^^^H  particular  (Art.  625),  that  if  the  moment  of  inertia  be  known  for 

^^^f  any  line,  it  can  be  found  for  any  parallel  line.     It  follows  that 

P  if  the  moments  be  known  for  a!l  lines  through  any  given  point, 

I  the  moments  for  all  lines  of  space  can  be  found.     We  now  pro- 

^^^  ceed  to  study  the  relations  between  the  moments  of  inertia  for 

^^^k  all  the  lines  passing  through  any  given  point  O. 

s 


630-  It  will  here  be  convenient  to  refer  the  given  mass  M  to  a 
rectangular  system  of  co-ordinates  with  the  origin  at  the  point  O, 
Let  X,  y,  z  be  the  co-ordinates  of  any  particle  ;«  of  the  mass ; 
and  let  us  denote  by  A,  B,  C  the  moments  of  inertia  of  M  for 
the  axes  of  ^,_j',  s;  hy  A',  B',  C  those  for  the  planes _j'5,  sx,  xy; 
by  D,  E,  F  the  products  of  inertia  (Art.  617)  for  the  co-ordinate 
planes ;  i.  e.,  let  us  put 

A  =  ^m  (y  +  s^),  A'  =  S»tr=,  D  =  Imyz, 

B  =  I.tftis'  +  :i^),  B'  =  2;»y,  E  =  Swar,        (6) 

C  =  ^m(jt^  -fy),  C  =  "Lm^,  F=  ^tnxy. 


631.  These  nine  quantities  are  not  independent  of  each  other. 
We  have  evidently 


A=>B'^-C,         B  =  C'^A',         C=A'-Vff\ 
hence,  solving  for  A',  B',  C, 

IA'  =  liB+C-A),    B'=\{C+A-B),    C  =  \{A -\- B  -  C). 
The  moment  of  inertia  for  the  origin  0  is 
•S.mr'  =  -S.m{:>^+f  +  !?)=A'  +  B-  +  C  =  1{A  +  B  +  C).      (;) 
632-    The  moment  of  inertia  /  for  any  line  through  O  can  be 
expressed  by  means  of  the  six  quantities  A,  B,  C,  D,  E,  F\  and 
the  moment  of  inertia  /'  for  any  plane  through  0  can  be  ex- 
pressed by  means  of  A',  B',  C,  D,  E,  F. 
Let7r(Fig.  174)  be  any  plane  passing  through  t?;  /its  normal; 
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V(a,^,7) 


a,  /9,  7  the  direction  cosines  of  /;  and,  as  before  (Art.  622),  /,  ^,  r 

the  distances  of  any  point  (;r,  7,  s) 

of  the  given  mass  from  tt,  /,  and  O, 

respectively.     Then,  projecting  the 

closed  polygon  formed  by  r,  x,  y^  z 

on  the  line  /,  we  have 

p  =  ax  +  /S;/  +  7£r ; 

hence,  squaring,  multiplying  by  w, 

and  summing  over  the  whole  mass, 

we  find 

2;;//  = 

o^^nix^  +  ^^my^  +  "f^ntz^  +  2  P^^myz  +  2  ^a^mzx  +  2  a/31,mxy, 

or,  with  the  notations  (6), 

/'  =  A'a^  +  B'^  +  CV  +  2  D/3y  +  2  Eya  +  2  Fa/3,       (8) 

Thus  t/ie  moment  of  inertia  for  any  plane  through  the  origin  is 
expressed  as  a  homogeneous  quadratic  function  of  the  direction 
cosines  of  the  normal  of  the  plane. 


Fig.  174. 


633.  The  moment  of  inertia  I^^mq^  for  the  line  /can  now 
be  found  from  equation  (i).  Art.  622,  by  substituting  for  Swr^ 
and  2;;//2  their  values  from  (7)  and  (8) : 

I^^lmr^-r^^A'  -{-B'  +  C-r 
=  AXi-(£^)+BXi-^)'hC'{i-rf)-2D/3y-2Eya-2Fafi, 

or,  since  a^-^-ff^+y^^  i, 

/=^'(/32+72)+5V+«^)+CV+/32)-2Z?/97-2i5'7a-2/^a/3 
=  a%B''\-C)-{-^C  +  A')+y\A'  +  B')--2Dl3y^2Eya-2Fa/3; 

hence,  finally,  applying  the  relations  of  Art.  631, 

/:=Aa^  +  Bff^+C'f-2D/3y-2Eya-'2Fafi.  (9) 

The  moment  of  inertia  for  any  line  through  the  origin  ii, 
therefore,  also  a  homogeneous  quadratic  function  of  the  direction 
cosines  of  the  line, 

2D 
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634.  These  results  suggest  a  geometrical  interpretation.  Im- 
agine an  arbitrary  length  OP=p  laid  off  from  the  origin  O  on 
the  line  /  whose  direction  cosines  are  «,  A  7;  the  co-ordinates 
of  the  extremity  P  of  this  length  will  be  x=pa,  y=p^,  s^py. 
Now,  if  equation  (9)  be  multiplied  by  p^,  it  assumes  the  form 

Ax'+By'  +  Cz'-2l)j'S~2  Ezx-2Fxy=p'^I, 
which  represents  a  quadric  surface  provided  that  p  be  selected 
for  the  different  lines  through  0  so  as  to  make  pV  constant,  say 
pV=<t^.  Hence,  if  on  every  line  I  through  the  origin  a  length 
OP=P=kI^  I  be  laid  off,  i.  e.,  a  length  inversely  proportional  to 
the  square  root  of  the  moment  of  inertia  I  for  this  line  I,  the  points 
P  will  lie  on  the  quadric  surface 

Aji^+By^+C^- 2  Dys-2  Ezx- 2  Fxy=  ^. 
The  constant  «^  may  be  selected  arbitrarily ;  to  preserve  the 
homogeneity  of  the  equation  it  will  be  convenient  to  take  it  in  the 
form  K^=Ah*,  where  e  is  still  arbitrary. 

635.  As  moments  of  inertia  are  essentially  positive  quantities, 
the  radii  vectores  of  the  surface 

Ax^+Bf+C^-2  Dy3-2  Eax-2  Fxy=Me*  (10) 

are  all  real,  and  the  surface  is  an  ellipsoid.  It  is  called  the 
ellipsoid  of  inertia,  or  the  momental  ellipsoid,  of  the  point  O. 
This  point  O  is  the  center;  the  axes  of  the  ellipsoid  are  called 
the  principal  axes  at  the  point  O;  and  the  moments  of  inertia  for 
these  axes  are  called  the  principal  momenls  of  inertia  at  the  point  O. 
Among  these  there  will  evidently  be  the  greatest  and  least  of  all 
the  moments  of  the  point  0,  the  greatest  moment  corresponding 
to  the  shortest,  the  least  to  the  longest  axis  of  the  ellipsoid. 

It  may  be  observed  that,  owing  to  the  relations  of  Art.  631, 
which  show  that  the  sum  of  any  two  of  the  quantities  A,  B,  C 
is  always  greater  than  the  third,  not  every  ellipsoid  can  be 
regarded  as  the  momental  ellipsoid  of  some  mass.  An  elUpsoid 
can  be  a  momental  ellipsoid  only  when  a  triangle  can  be  con- 
structed of  its  semi-axes. 
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636.  If  the  axes  of  the  ellipsoid  (10)  be  taken  as  axes  of 
I  co-ordinates,  the  equation  assumes  the  form 

^x^  +  hf  +  V  =  ■^M  (11) 

where  /,,  /,,  /g  are  the  principal  moments  at  the  point  O. 

By  Art.  634  we  have  (?  =  >^/I  =  M^/I\  hence  I  =  M^/p\  If, 
therefore,  equation  (11)  be  divided  by  ^,  the  following  simple 
expression  is  obtained  for  finding  the  moment  of  inertia,  /,  for 
a  line  whose  direction  cosines  referred  to  the  principal  axes 

"^  "•  ^'  '*•  /=/i«=  +  /s/3»-(-/87*.  (12) 

637.  To  make  use  of  this  form  for  /,  the  principal  axes  at  the  point 
O,  i.f;  the  axes  of  the  moraental  ellipsoid  (10),  must  be  known.  The 
ieierminatioQ  of  the  axes  of  an  ellipsoid  whose  equation  referred  lo  the 
center  is  given  is  a  well-known  problem  of  analytic  geometry.  It  can 
be  solved  by  considering  that  the  semi-axes  are  those  radii  vectores  of 
the  surface  that  are  normal  lo  it.  The  direction  cosines  of  the  normal 
of  any  surface /l^jr,V,  i)=o  are  proportional  to  the  partial  derivatives 
BF/dx,  dF/by,  aF/5z.  If,  therefore,  the  radius  vector  ^  is  a  semi- 
axis,  its  direction -cosines  «,  /3,  y  must  be  proportional  to  the  partial 
derivatives  of  (10);  »'-«.,  we  must  have 

/    :Ax  —Fy-:£z_  —  Fx  +  By-Dz_-Ex-Dy  +  Cs     \-2- 


or  dividing  the 

Aa.-Fli-Ey 


by  P. 

Fa  +  B^~Dy  _-£<!.- Dfi  +  Cy 


Denoting  the  common  value  of  these  fractions  by  /,  we  have 

a/=AK~F^r~£y,    ^/=- Fa  +  B^-Dy;   y/=- Fa~DI3+ Cyl 

multiplying  these  equations  by  a,  p,  y,  and  adding,  we  find 

I=Aa^  +  B^+C-i'-3  Dffy-a  Eya-jFa^, 

which,  compared  with  (9),  shows  that  /  is  the  moment  of  inertia  for 
the  axis  (a,  ff,  y).  To  obtain  it  in  terms  of  A,  B,  C,  D,  E,  F,  we 
write  the  preceding  three  equations  in  the  form 
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(■3) 


i)/3+{/-C),-o, 


whence,  eliminating  a,  fl,  y,  we  find  /  determined  by  tile  cubic  equation 


i 


The  roots  of  this  cubic  are  the  three  principal  moments  /„  /„  /,  of 
the  point  O.  The  direction  cosines  of  the  principal  axes  are  then  found 
by  suhslituting  successively  /[,  /j,  /,  in  (13)  and  solving  for  «,  fi,  y. 

638.  The  geometrical  representation  of  the  moments  of  inertia  for 
all  lines  passing  through  a  point,  by  means  of  the  radii  veciores  of  the 
momental  ellipsoid  at  the  point,  gives  at  once  a  number  of  propositions 
about  these  moments.  It  is  only  necessary  to  interpret  properly  the 
geometrical  properties  of  the  ellipsoid.  Thus,  it  is  known  that  the 
sum  of  the  squares  of  the  reciprocals  of  any  three  rectangular  semi- 
diameters  of  an  ellipsoid  is  constant.  It  follows  that  the  sum  of  the 
three  moments  of  inertia  for  any  three  rectangular  lines  passing  through 
the  same  point  has  a  constant  value. 

In  general,  the  three  principal  moments  of  inertia  /,,  /n  I3  at  a  point 
O  are  different.  If,  however,  two  of  them  are  ei|ujl,  say  /,  =  /j,  the 
momental  ellipsoid  becomes  ah  ellipsoid  of  revolution  about  the  third, 
/„  as  axis ;  and  it  follows  that  the  moments  of  inertia  for  all  lines 
through  O  lying  in  the  plane  of  the  two  eciual  axes  are  equal. 

If  I^  =  I,=  /g,  the  ellipsoid  becomes  a  sphere,  and  the  moments  of 
inertia  are  the  same  for  all  Unes  passing  through  0. 

839.  If  the  equation  of  the  momental  ellipsoid  at  a  point  O  be  of  the 
form  Ax'-\-Bf-\-Ce'-2  Dyz  =  J/i*,  1.  e.,  if  the  two  conditions 

E=1msx  =  Q,  F='S.mxy=o 
be  fulfilled,  the  axis  of  x  coincides  with  one  of  the  three  axes  of  the 
ellipsoid,  the  surface  being  symmetrical  with  respect  to  the  /j-plane. 
Hence,  if  the  conditions  E  =  o,  F=  o  art  satisfied,  the  axis  of  x  is  a 
principal  axis  at  the  origin.  The  converse  is  evidently  also  true ; 
if  a  line  is  a  principal  axis  at  one  of  its  points,  then,  taldng  this 
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point  as  origin  and  the  line  as  axis  of  x,  the  conditions  2.mzx  =  o, 
5'«jy  =  o  must  be  satisfied. 

It  is  easy  to  see  that  if  a  line  be  a  principal  axis  at  one  of  its  points, 
say  0,  it  will  in  general  not  be  a  principal  axis  at  any  other  one  of  its 
points.  For,  taking  the  line  as  axis  of  x  and  O  as  origin,  we  have 
^mzx  =  o,  %mxy  =  o.  If  now  for  a  point  O'  on  this  line  at  llie  distance 
a  from  O  the  line  is  likewise  a  principal  axis,  the  conditions 

Sm~4x-a)  =  o,    2«(*--«)j  =  o 
must  be  fulfilled.     These  reduce  to 

Sws  =  o,  S»y  =  o, 
and  show  that  the  Jine  must  pass  through  the  centroid.  And  as  for  a 
cenlroidal  line  ihese  conditions  are  satisfied  independently  of  the  value 
of  a,  it  appears  that  a  centroidal  principal  axis  is  a  principal  axis  at  every 
one  of  its  points.  Hence,  a  line  cannot  be  principal  axis  at  more  than 
one  of  its  points  unless  it  pass  through  the  centroid;  in  the  latter  case 
it  is  a  principal  axis  at  every  one  of  its  points. 

640.  All  those  lines  passing  through  a  given  point  O  for  which  the 
moments  of  inertia  have  the  same  value  /  can  be  shown  to  form  a  cone 
of  the  second  order  whose  principal  diameters  coincide  with  the  axes  of 
the  moraental  ellipsoid  at  O.  This  cone  is  called  an  eqnimo mental 
cone.  Its  eijiiation  is  obtained  by  regarding  /  as  constant  in  equa- 
tion (la)  and  introducing  rectangular  co-ordinates.  Multiplying  (12) 
by  «'-t-^  +  y=i,  wefind 

and  multiplying  by  p*,  we  obtain  the  equation  of  the  equimomental  cone 
in  the  form 

(/,-/)j:»  +  (/.-/)y  +  {/,-/K=o.  (is) 

641.  A  slightly  different  form  of  the  equations  (11),  (11),  (15)  is 
often  more  convenient ;  it  is  obtained  by  introducing  the  three  principal 
radii  of  inertia  q^.  f„  fs  defined  by  the  relations 

The   equation    (11)  of  the  momental  ellipsoid  at  the  point  O  then 
a.su,«es  .he  fo™  ^,^^ ^,y,^^y^,,^  (,,.) 
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The  expressioD  of  the  radi 
O  becomes 


Diviilin} 
wilh  (^■. 


Ttii  q  for  any  line  («,  j8,  y)  through  1 
)  by  the  square  of  the  radius  vector,  p*,  and  t 


as  is  otherwise  apparent  from  ihe  fundamental  property  of  the  motneo- 
lal  ellipsoid  (Art,  634), 

The  equation  of  the  equimomental  cone  for  all  whose  generatois  thft-l 
radius  of  inertia  has  the  value  q  is  obtained  from  (15)  in  the  form 

(?i'-?')**+<ft'-?')/  +  (ft'~?')«'  =  o-  ('S')l 

This  cone  meets  any  one  of  the  luomental  ellipsoids  (11')  in  points 
whose  radii  vectores  p  are  all  equal ;  and  if  we  select  the  arbitrary 
constant  c  equal  to  the  radius  of  inertia  q  of  the  generators  of  the 
equimomental  cone,  it  follows  from  (16)  that  p  =  q.  This  paiticular^ 
ellipsoid  has  the  equation 

and  its  intersection  with  the  equimomental  cone  (15')  lies  on  Ihe  spbi 
^+/  +  a^  =  ^. 

In  other  words,  the  equimomental  cone  (15')  passes  through  the  sphero- 
conic  in  which  the  ellipsoid  meets  the  sphere.  Multiplying  the  equatioQ' 
of  the  sphere  by  ^  and  subtracting  it  from  the  equation  of  the  ellipsoid, 
we  obtain  the  equation  (15')  of  the  cone. 

The  semi-axes  of  the  ellipsoid  are  q'/q^  fhb  ?'/?3-  If  we  assume 
h> h> h'  3nd  hence  ?i>?i>4'»,  q  must  be  '^if/qi  and  ^^/9\- 
As  long  as  g  is  less  than  the  middle  semi-axis  ^fq,  of  the  ellipsoid,  the 
axis  of  the  cone  coincides  with  the  axis  of  x ;  but  when  q  >  ffq,,  the 
axis  of  z  is  the  axis  of  the  cone.  For  q  =  ^/q^,  i.  e.,  q  =  q^,  the  1 
(15')  degenerates  into  the  pair  of  planes  (?i'— ?/)-*'  — (?/— fa')*" 
These  are  the  planes  of  the  central  circular  (or  <yclic')  sections  of  thei 
ellipsoid ;  they  divide  the  ellipsoid  into  four  wedges,  of  which  one  paif,' 
contains  all  the  equimomental  cones  whose  axes  coincide  wilh  the 
greatest  axis  of  the  ellipsoid,  while  the  other  pair  contains  all  ihoK:. 
whose  axes  lie  along  the  least  axis  of  the  ellipsoid. 


;ilarH 
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642.  There  is  another  ellipsoid  closely  connected  with  the  theory 
of  principal  axes ;  it  is  obtained  from  the  moraental  ellipsoid  by  the 
process  of  reciprocation. 

About  any  point  O  (Fig.  175)  taken  as  center  let  us  describe  a 
sphere  of  radius  c,  and  construct  for  every  ppint  P  its  polar  plane  «■ 
with  regard  to  the  sphere.  If  P  describe  any  surface,  the  plane  v  will 
envelop  another  surface  which  is  called  the  polar  reciprocal  of  the 
former  surface  with  regard  to  the  sphere. 

Let  Q  be  the  intersection  of  OP  with  «■, 
and  put  OP^py  0Q  =  ^;  then  it  appears 
from  the  figure  that 

p^  =  c«.  (16) 

643.  It  is   easy  to  see   that   the   polar 

reciprocal  of  the  moraental  ellipsoid  (11') 

with  respect  to  the  sphere  of  radius  c  is  the 

ellipsoid         ^       •        • 

•^-  +  -.=  1.  (17) 

^    '^  Fig.  175. 

To  prove  this  it  is  only  necessary  to  show  that  the  relation  (16)  is 
fulfilled  for  p  as  radius  vector  of  (11'),  and  ^  as  perpendicular  to  the 
tangent  plane  of  (17).    Now  this  tangent  plane  has  the  equation 

hence  we  have  for  the  direction  cosines  a,  j8,  y,  and  for  the  length  q^ 
of  the  perpendicular  to  the  tangent  plane 

-J^  =  -^  =  -r-  = \ ^q. 

xlq^     yW     ^/qi      {p^/qi^^-flqi-V^lqi^ 
These  relations  give  qia  =  {x/q^qy  q^={y/qi)qf  ^8y=  (^/qs)q>  whence 

\^i     qi     qsj 

For  the  radius  vector  p  of  (11')  whose  direction  cosines  a,  ^3,  y  are  the 

same  as  those  of  q,  we  have  by  (11')  : 

^4 


/••= 


Hence  pV  =  **  >  ^'^^  ^^^  ^  rrhat  we  wished  to  prove. 


:644H 
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644.  The  surface  (17)  has  variously  been  called  the  ellipsoid  of  gy 
lion,  llie  etlipioid  of  inertia,  the  reciprocal  ellipsoid.  We  shall  adopt 
ihe  last  name.  The  semi-axes  of  this  ellipsoid  are  equal  to  ihe  princi- 
pal radii  of  inertia  at  Ihe  point  O.  The  directions  of  its  axes  coiDcide 
with  those  of  the  momenlal  ellipsoid  ;  but  the  greatest  axis  of  the 
former  coincides  with  the  least  of  the  latter,  an  1  I'iee  versa. 

By  co;nparing  the  equations  (12')  and  (i8)  it  will  be  seen  that  ?  i^J 
Ihe  radius  of  inertia  of  the  line  (u,  j8,  y)  on  which  it  lies.    Thus,  whii 
ihe  radius  vector  0P=  p  of  the  momenlal  ellipsoid  is  inversely  prepot 
tional  to  the  radius  of  inertia,  i.e.,  p  =  t'/y,  the  reciprocal  ellipsoid gititi 
the  radius  of  inertia  q  for  a  line  I  as  the  segment  cut  off  on  this  line  /ff] 
the  perpendicular  tangent  plane. 

846.  We  are  now  prepared  to  determine  the  moment  of  inertia  fori 
any  line  in  space.  Let  us  construct  at  the  centroid  G  of  the  givenl 
mass  or  body  both  the  momental  ellipsoid  and  its  polar  reciprocaL  J 
The  former  is  usually  called  ihe  central  ellipsoid  of  the  body  ^  thel 
latter  we  may  call  the  fundamental  ellipsoid  of  tlie  body.  As  sooaa 
as  this  fundamental  etllpsoiJ 

is  known,  the  moment  of  inertia  of  the  body  for  any  line  whatever  cain 
readily  be  foim  1.  For,  by  Art.  644,  the  radius  of  inertia  y  for  any  li 
4)  passing  throngh  the  centroid  is  equal  to  the  segment  OQ  cut  off 
the  line  l„  by  the  perpendicular  tangent  plane  of  ihe  fimdamental 
ellipsoid  ;  and  for  any  line  /  not  passing  throngh  ihe  centroid,  the 
square  of  the  radi'is  of  inertia  can  be  deiermined  by  first  finding  the 
square  of  the  radins  of  inertia  for  the  parallel  centroidal  line  IJ  and. 
then,  by  Art.  627,  adding  to  it  the  square  of  the  distance  dot  ttu 
centroid  from  the  line  /. 

646,  In  the  problem  of  determining  the  ellipsoids  of  inertia  for  &,! 
given  body  at  any  point,  considerations  of  symmetry  are  of  greati 
assistance,  just  as  in  the  problem  of  finding  the  centroid  (comp.  Art  I 
244). 

Suppose  a  given  mass  to  have  a  plane  of  symmetry  ;    then  I 
this  pbne  ns  the  yz  pl.ine,  and  a  perpendicular  to  it  as  the  axis  of 
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X,  there  must  be,  for  every  parlkle  of  mass  m,  whose  co-ordinates  are 
x,y,  a,  another  particle  of  equal  mass  «,  whose  co-ordinates  are  -—x,y,  z. 
It  follows  that  the  two  products  of  inertia  ^mzx  and  Imxy  both 
vanish,  whatever  the  position  of  the  other  two  co-ordinate  planes. 
Hence,  any  perpendicular  to  the  plane  of  symmetry  is  a  principal  axis 
at  its  point  of  intersection  with  this  plane. 

Let  the  mass  have  two  planes  of  symmetry  at  right  angles  to  each 
other ;  then  taking  one  as  ^-plane,  the  other  as  ejir-plane,  and  hence 
their  intersection  as  axis  of  x,  it  is  evident  that  all  three  products  of 
inertia  vanish, 

Smyi  =  o,         Smsx  ^  o,         "^mxy  :=  o, 

wherever  the  origin  be  taken  on  the  intersection  of  the  two  planes. 
Hence,  for  any  point  on  this  intersection,  the  principal  axes  are  the 
line  of  intersection  of  the  two  planes  of  symmetry,  and  the  two  per- 
pendiculars to  it,  drawn  in  each  plane. 

If  there  be  three  planes  of  symmetry,  their  point  of  intersection 
is  the  centroid,  and  their  lines  of  intersection  are  the  principal  axes 
at  the  centroid. 


647.   Exercisei. 

Determine  the  principal  axes  and  radii  at  the  centroid,  the  central 
and  fundamental  ellipsoids,  and  show  how  to  find  the  moment  of  inertia 
for  any  line,  in  the  following  Exercises  (i),  (j),  (3), 

( I )  Rectangular  parallelepiped,  the  edges  being  2  a,  -i  b,  2  r.  Find 
also  the  moments  of  inertia  for  the  edges  and  diagonals,  and  specialize 
for  the  cube. 

ni-axes  a,  6,  c.     Determine  also  the  radius  of 
a  the  shortest  axis  passing  through  the  extremity 


(2)   Ellipsoid  of  sc 
inertia  for  a  parallel  / 

of  the  longest  axis. 

(,l)   Right  circular 
first  the  principal 

(4)   Determine  the 


:  of  height  i  and  radius  of  base  a.  Find 
at  the  vertex ;  then  transfer  to  the  centroid. 
nental  ellipsoid  and  the  principal  axes  at  a 

vertex  of  a  cube  whose  edge  is  a. 

(5)  Determine  the  radius  of  inertia  of  a  thin  wire  bent  into  a  circle, 
for  a  line  through  the  center  inclined  at  an  angle  a  to  the  plane  of  the 
circle. 
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(6)  A  peg-top  is  composed  of  a  cone  of  height  /^and  radius  a,  and 
a  he  III  isph  erica!  cap  of  Ihe  same  radius.  The  pointed  end,  to  a  distance 
h  from  the  vertex  of  the  cone,  is  made  of  a  material  three  times  as  heavy 
as  the  rest.  Find  the  moment  of  inertia  for  the  axis  of  rotatioa; 
specialize  for  A  =  «  =  J  H, 

(7)  Show  that  the  principal  axes  at  any  point  /",  situated  on  one  of 
the  principal  axes  of  a  boily,  are  parallel  to  the  centroidal  principal  axes, 
and  (ind  their  moments  of  inertia. 

(8)  For  a  given  body  of  mass  jW^  find  the  points  {spherical points  of 
inertia)  at  which  the  momental  ellipsoid  reduces  to  a  sphere. 

(9)  Determine  a  homogeneous  ellipsoid  having  the  same  mass  as  2  1 
given  body,  and  such  that  its  moment  of  inertia  for  every  line  shall  be  | 
the  same  as  that  of  the  given  body. 

(10)  For  a  given  body  M,  whose  centroidal  principal  radii  are  y„  q^    I 
q^  determine  three  homogeneous  straight   rods  intersecting  at  right 
angles,  of  such  lengths  la,  2  b,  2  c,  and  such  linear  density  p",  that  they 
have  the  same  mass  and  the  same  moment  of  inertia  (for  any  line)  as 
the  given  body. 


3.     DISTRIBUTION   OF    PRINCIPAL    AXES   IN    SPACE. 

648.  It  has  been  shown  in  the  preceding  articles  how  the  principal  1 
axes  can  be  determined  at  any  particular  point.  The  distribution  of 
the  principal  axes  throughout  space  and  their  position  at  the  different 
points  is  brought  out  very  graphically  by  means  of  the  theory  of  con- 
focal  quadrics.  It  can  be  shown  that  the  directions  of  the  principal 
axes  at  any  point  are  those  of  the  principal  diameters  of  the  tangent 
cone  drawn  from  this  -roini  as  vertex  to  the  fundamental  ellipsoid ;  or, 
what  amounts  to  the  same  thing,  they  are  the  directions  of  the  normals  i 
of  the  three  quadric  surfaces  passing  through  the  point  and  confocal 
to  the  fiindamenlal  ellipsoid. 

In  order  to  explain  and  prove  these  propositions  it  will  be  necessary 
to  give  a  short  sketch  of  the  theory  of  confocal  conies  and  quadrics. 

649.  T^'O  conic  sections  are  said  to  be  confocal  when  they  have  the 
same  foci.  The  directions  of  the  axes  of  all  conies  having  the  same 
two  points  S,  S'  as  foci  must  evidently  coincide,  and  the  equation  of 
such  conies  can  be  written  in  the  form 
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where  A  is  an  arbitrary  parameter.  For,  whatever  value  may  be  assigned 
in  this  equation  to  A,  the  distance  of  the  center  O  from  either  focus  will 
^ways  be  Vo'  +  A  —  t**  +  A)  =  Vu'  —  ^ ;  it  is  therefore  constant. 

650.  The  individual  curves  of  the  whole  system  of  confocal  conies 
represented  by  (19)  are  obtained  by  giving  to  A  any  particular  value 
between   —  00  and   +  co ;  thus  we   may  speak  of  the  conic  A  of  the 

For  A.  =  o  we  have  the  so-called  ftmdamental  conic  jr'/a'-l-y/^^  i  ; 
this  is  an  ellipse.  To  fix  the  ideas  let  ns  assume  a>(4.  For  all  values 
of  X>  — 5-,  i.e.,  as  long  as  — ^'<A<a:,  the  conies  (19)  are  ellipses, 
beginning  with  the  rectilinear  segment  SS'  {which  may  be  regarded  as 
a  degenerated  ellipse  X  =  —I?  whose  minor  axis  is  o),  expanding  gradu- 
ally, passing  through  the  fundamental  ellipse  A  =  o,  and  finally  verging 
into  aTircle  of  infinite  radius  for  X=  00. 

It  is  thus  geometrically  evident  that  through  every  point  in  the  plane 
will  pass  one,  and  only  one,  of  these  ellipses. 

651.  Let  us  next  consider  what  the  equation  (19)  represents  when  X 
is  algebraically  less  than  —  ^'.  The  values  of  X  that  are  <  —  a''  give 
imaginary  curi'es,  and  are  of  no  importance  for  our  purpose.  But  as 
long  as  —  d-<X<  —  ^,  the  curves  are  hyperbolas.  The  curve  X=—  i' 
may  now  be  regarded  as  a  degenerated  hyperbola  collapsed  into  the 
two  rays  issuing  in  opposite  directions  from  5  and  S'  along  the  line  SS'. 
The  degenerated  ellipse  together  with  this  degenerated  hyperbola  thus 
represents  the  whole  axis  of  jc. 

^s  X  decreases,  the  hyperbola  expands,  and  finally,  for  X  =  —  a",  vetoes 
into  the  axis  of  y,  which  may  be  regarded  as  another  degenerated 
hyperbola. 

The  system  of  confocal  hyperbolas  is  thus  seen  to  cover  likewise  the 
whole  plane  so  that  one,  and  only  one,  hyperbola  of  the  system  passes 
through  every  point  of  the  plane. 

562.  The  fact  that  every  point  of  the  plane  has  one  ellipse  and  one 
hyperbola  of  the  confocal  system  (19)  passing  through  it,  enables  us  to 
regard  the  two  values  of  the  parameter  A  that  determine  these  two 
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curves  as  co-ordinates  of  the  point ;  they  are  called  elUpHc  ce-ordinaUs. 
If  X,  y  be  the   rectangular  cartesian  co-ordinates  of  the   point,  its  1 

elliptic  co-ordinales  A„  A.  are  found  as  the  roots  of  the  equation  (19) 
which  is  quadratic  in  X.  Conversely,  to  transform  from  elliptic  to 
cartesian  co-ordinates,  that  is,  to  express  x  and  y  in  terms  of  X,  and  Xj, 
we  have  only  to  solve  for  x  and  y  the  two  equations 

a'  +  X,      S^  +  Xi        '    a'  +  Xt^i'+X,        ' 

653.    The  two  confocal  conies  thai  pass  through  the  same  point  P   j 
intersect  at  right  angles.     For  the  tangent  to  the  ellipse  at  P  bisects  the    | 
exterior  angle  at  /*in  the  triangle  SPS',  while  the  tangent  to  the  hyper- 
bola bisects  the  interior  angle  at  the  same  point;  in  other  words,  the  J 
tangent  to  one  curve  is  normal  to  the  other,  and  7';V(r  versa.    The  elliptic 
system  of  co-ordinaies  is,  therefore,  an  orthogonal sy&Xem  ;  the  infinitesi- 
mal elements  i/Xi  -  i/X,  into  which  the  two  series  of  confocal  conies  (19) 
divide  the  plane  are  rectangular,  though  curvilinear.  ' 


654.  These  considerations  are  easily  extended  1 
An  ellipsoid 


space  of  three 


i'  V 


a>b>c, 

two,  ^i,  S',  in  the  jcy-plane,  on 
'  —  f  from  the  center  O ;  two, 
,  at  the  distance  OS^  =  V^'  —  ^ 
the  s.r-plane,  on  the  axis  of  x,  at 
the  distance  OS^  —  Va'  -  ^  from  the  center.  It  should  be  noticed 
that,  since  i*  >  f,  we  have  OS),  >  05, ;  i.  e.,  S,,  5,'  lie  between  5„  Si  on 
the  axis  of  x. 

The  same  holds  for  hyperboloids. 


has  six  real  foci  in  its  principal  planes 
the  axis  of  x,  at  a  distance  OS^  =  V 
5s,  S^,  in  the  M-plane,  on  the  axis  of 
from  the  center  ;  and  two,  .^to  -Si' 


655.  Two  quaiinc  surfaces  are  saui  / 
pal  sections  are  confocal  conks.  Now 
quadric  stirfaces  whose  semi-axes  are 
directions  of  their  axes  coincide  and  if 
<*['  —  <*!*  =  "i  —  ^1'.  ^i'  —  ''1'  =  ^i 
Writing  these  conditions  in  the  form 


'  ie  confocal  when  their  frinei- 
this  will  be  the  case  for  two 
t„  i„  ^1,  and  iij,  b,,  r„  if  the 


1  ^y  = 


Hence  the  equation 


I'we  find  o,'  =  ai'  +  X,  6,'  =  6,^  +  K,  f,*  =  c,»  +  X, 

a'  +  K'^i'  +  x'^c'  +  k^ 
[  where  X  is  a  variable  parameter,  represents  a  system  of  eonfocal  quadric 
I.  torfaces. 

656.  As  long  as  X  is  algebraically  greater  than  —1^,  the  equalion 
(20)  represents  ellipsoids.  For  X  =  — c^ihe  surface  collapses  into  the 
interior  area  of  the  ellipse  in  the  jrj'-plane  whose  vertices  are  the  foci 
St,  5/  and  S^  S^'.  For  as  X  approaches  the  limit  —  ^,  the  three  semi- 
axes  of  (zo)  approach  the  limits  ^/a'  —  r,  Vi*'  — r*,  o,  reapeclively. 
This  limiting  ellipse  is  called  the  /oca/  ellipse.  Its  foci  are  the  points 
5„  5,'.  since  a' -^ -{y'-c')  =  a^~b\ 

When  X  is  algebraically  <  —  ^,  but  >  — u',  the  equation  (20)  repre- 
sents hyperboloids  ;  for  values  of  X  <  —  o'  it  is  not  satisfied  by  any  real 
points.  .'\s  long  as  —  #'<X<  — i^,  the  surfaces  are  hyperboloids  of  one 
sheet.  The  limiting  surface  X=  — i^  now  represents  the  exterior  area 
of  the  focal  ellipse  in  Ihe  ay-plane.  The  hmiting  hyperboloid  of  one 
sheet  for  X  =  — ^is  the  area  in  the  sr-plane  bounded  by  the  hyperbola 
whose  vertices  are  S„  Si,  and  whose  foci  are  S31,  S^.  This  is  called  the 
focal  hyperbola. 

Finally,  when  — fl'<X<  — ^,  the  surfaces  are  hyperboloids  of  two 
sheets,  the  limiting  hyperlioloid  X  =  —  a'  collapsing  into  the  I'S-plane. 

657.  It  appears  from  these  geometrical  considerations,  that  there 
are  passing  through  every  point  of  space  three  surfaces  confucal  lo  the 

fundamental  ellipsoid  x'/a^  +y/^'  +  ^/<^  =  1  and  to  e.icii  o:her,  vir. : 
an  ellipsoid,  a  hyperboloid  of  one  sheet,  and  a  hyperboloid  of  two  sheets. 
This  can  also  be  shown  analytically,  as  there  is  no  difficulty  in  proving 
that  the  equalion  (20)  has  ihree  real  roots,  say  X„  Xo  X.i,  for  every  set 
of  real  values  of  A',  y,  z,  and  that  these  roots  are  confined  between  such 
limits  as  to  give  the  three  surfaces  just  mentioned. 

The  quantities  X,,  Aj,  A,  can  therefore  be  taken  as  co-ordinates  of  the 
point  {x,  y,  z) ;  and  these  elliptic  co-ordinates  of  the  point  are,  geomet- 
rically, the  parameters  of  the  three  quadric  surfaces  passing  through 
the  point  and  confocal  lo  the  fundamental  ellipsoid  ;  while,  analytically. 
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terms  ^^M 
i  the  ^M 


they  are  the  three  roots  of  the  cubic  (lo).    To  express  x,  y, 

of  the  elliptic  co-ordinates,  it  is  only  necessary  to  solve  for 

three  equations  obtained  by  substituting  in  (20)  successively  Xi,  Xj,  f, 

for  A. 

658.  The  geometncal  meaning  of  the  parameter  k  will  appear  by 
coiisi  lie  ring  two  parallel  tangent  planes  »■„  ^'xi  f*  (on  the  same  side  of 
the  origin),  the  former  (t,,)  tangent  to  the  fundamental  ellipsoid 
x'/a'  +}"//'''  -t-  z'/c'  =  [,  the  latter  (ir^j)  tangent  to  any  confoc  -1  surfece 
\  or  x^/(a'  +  k)+//{d-  +  \)  +  ^/(c=  +  \)  =  i.  The  perpendiculars 
?0)  ?Ai  '^t  f^l!  from  the  origin  O  on  these  tangent  planes  wa,  r^,  are  giveo 
by  the  reblions  {the  proof  being  the  same  as  in  Art.  643) 

y„^=aV  +  <i^^  +  ry,  (2,) 

4,,'  =  (^'  +  X).*'  +  (^  +  A)^+(^  +  A)/,  (22) 

where  «,  ^,  y  are  the  direction  cosines  of  the  common  normal  of  the 

planes  TTo,  TT^.    Subtracting  (21)  from  (22),  we  find,  since  t^  +  ^  + -^ ■. 

i,  e.,  rt(r  parameter  K  of  any  one  of  the  confocal  surfaces  (20)  is  equal  la 
the  differente  of  the  squares  of  the  perpendiculars  lei  fall fr 
center  on  any  tangent  plane  to  ike  surface  \,  and  on  the  parallel  tangent 
plane  la  tite  fundamental  ellipsoid  A 

659.  Let  us  now  apply  these  results  to  the  question  of  the  distri* 
bution  of  the  principal  axes  throughout  space. 

i  We  lake  the  cenlroid  G  of  the  given  body  as  origin,  and  select 

I  fundamental  ellipsoid  of  our  confocal  system  the  polar  reciprocal  of  the 

I central  ellipsoid,  i.e.,  the  ellipsoid  (17)  formed  for  the  cenlroid, 

^^^L  which  the  name  "  fundamental  ellipsoid  of  the  body  "  was  introduced  in 

^^^1  Art.  645.    Its  equation  is 

1 


i-i        ?i       ?a 
if  Ci.  ?ii  ?i  are  the  principal  radii  of  inertia  of  the  body. 

The  radius  of  inertia  ?«  for  any  cenlroidal  line  ^  can  be  constructed 
(Art.  644)  by  laying  a  tangent  plane  to  this  ellipsoid  perpendicular  to 
the  line  4;  if  Ibis  line  meets  the  tangiint  plane  at  Qt,  (Fig.  176),  then 

=  GQa-     Analytically,  if  a,  fi,  y  be  the  direction  cosines  of  4,  fg  is 

'en  by  formula  (21)  or  (12'). 
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660.  To  find  the  radius  of  inertia  q  for  a  line  /,  parallel  to  io,  and 
passing  through  any  point  /*,  we  lay  through  P  a  plane  tfj^^  perpendicular 
to  ly  and  a  parallel  plane  ttq,  tangent  to  the  fundamental  ellipsoid ;  let 
Qk^  Q^  be  the  intersections  of  these  planes  with  the  centroidal  line  ^. 
Then,  putting  GQ^^q^,  GQ^  =  q,^y  GP=^r,   PQ^  =  d,  we  have/ by 


Art.  627, 


if^q^-Vd\ 


The  figure  gives  the  relation  d^  =  r^  —  ^/,  which,  in  combination  with 
(23),  reduces  the  expression  for  the  radius  of  inertia  for  the  line  /  to 
the  simple  form 


^  =  r»-A. 


(24) 


661.  The  value  of  r*  —  A,  and  hence  the  value  of  q,  remains  the  same 
for  the  perpendiculars  to  all  planes  through  P^  tangent  to  the  same 
quadric  surface  \ :  these  per- 
pendiculars form,  therefore, 
an  equimomental  cone  at  P, 
By  varying  A  we  thus  obtain 
all  the  equimomental  cones 
at  P.  The  principal  diame- 
ters of  all  these  cones  coin- 
cide in  direction,  since  they 
coincide  with  the  directions 
of  the  principal  axes  of  the 
momental  ellipsoid  at  /'(see 
Art.  640) ;  but  they  also  coin- 
cide with  the  principal  diam- 


Flg.  176. 


eters  of  the  cones  enveloped  by  the  tangent  planes  v^^.  It  thus  appears 
that  thg  principal  axes  at  the  point  P  coincide  in  direction  with  the  prin- 
cipal diameters  of  the  tangent  cone  from  P  as  vertex  to  the  fundamental 

ellipsoid  ^/q^  +  f/q}  +  ^Iqi  =  i . 

662.  Instead  of  the  fundamental  ellipsoid,  we  might  have  used  any 
quadric  surface  A  confocal  to  it.  In  particular,  we  may  select  the  con- 
focal  surfaces  Ai,  A2,  A3  that  pass  through  P,  Kor  each  of  these  the  cone 
of  the  tangent  planes  collapses  into  a  plane,  viz.,  the  tangent  plane  to 
the  surface  at  P,  while  the  cone  of  the  perpendiculars  reduces  to  a  single 
line,  viz.,  the  normal  to  the  surface  at  P,    Thus  we  find  that  the  prin- 
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eipal  axes  at  any  point  P  eoindde  in  direition  with  the  normals  to  th4  \ 
three  quailric  mrfiiees,  con/ocitl  to  the  fundamental  ellipsoid  and  pai 
through  P. 

For  Ilie  ma-iiitu  ies  of  the  principal  railii  q„  q„  q,  at  P,  we 


-A„ 


9;-- 


663.  Exercise. 


(i)  The  principal  radii  q^,  q..,  q^  of  a  body  being  given,  find  the  equa- 
tion of  the  momenlal  ellipsoid  at  any  point  P,  referred  to  axes  through 
this  point  P  parallel  to  the  principal  axes  of  the  body  ;  determine  the 
directions  of  the  principal  i%ei  at  P,  and  show  that  these  directions 
coincide  with  the  normals  of  the  three  surfaces  passing  through  /"and 
confocal  to  the  fundamental  ellipsoid  of  the  U)dy. 


III.   Kig.d  Bod}'  with  a  Fixed  Axis. 

684.  A  rigid  body  with  a  fixed  axis  has  but  one  degree  t 
freedom.  Its  motion  is  fully  determined  by  the  motion  of  an* 
one  of  its  points  (tiot  situated  on  the  axis),  and  any  such  poinl 
must  move  in  a  circle  about  the  axis.  Any  particular  positioid 
of  the  body  is,  therefore,  determined  by  a  single  variable, 
coordinate,  such  as  the  angle  of  rotation.  Just  as  the  equl 
librium  of  such  a  body  depends  on  a  single  condition  (see  i 
399),  so  its  motion  is  given  by  a  single  equation. 

This  equation  is  obtained  at  once  by  "taking  moments  abou^ 
the  fixed  axis."  For.  according  to  the  proposition  of  angula] 
momentum  (Art.  6oj),  the  time-rate  of  change  of  angular  mo- 
mentum  about  any  axis  is  equal  to  the  moment  of  the  external 
forces  about  this  axis.  Hence,  denoting  this  moment  by  //'and 
taking  the  fixed  axis  as  axis  of  s,  we  have  as  equation  of  motioa  I 
the  last  of  the  equations  (7),  Art.  601,  viz., 


-r')-f. 


(1) 


665.   The  angular  momcniiim,  Itnixy — yx),  about  the  fixed  ] 
axis  can  be  reduced  to  a  more  simple  form.     For  rotation  of  | 
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angulaf  velocity  o)  about  the  ^-axis  we  have  (Art.  175)  i-=  —  ay^, 
^=0)^,  so  that 

^m{xjy —yx)  =  ta^n^^ + J^)  =  ^ '  "^fnr^  =  /ft), 

where  r  is  the  distance  of  the  particle  m  from  the  axis  and- 
/=  ^mr^  the  moment  of  inertia  of  the  body  for  this  axis. 

This  expression  for  the  angular  momentum  can  be  derived 
without  reference  to  any  co-ordinate  system.  For  evidently 
mtor  is  the  linear  momentum  of  the  particle  w,  wftir*  is  its 
moment,  i.  ^.,  the  angular  momentum  of  the  particle,  about  the 
axis;  and  Swoir*  =  ft)2wr*  = /ft)  is  the  angular  momentum  of 
the  body  about  the  axis. 

It  thus  appears  that,  just  as  in  translation  the  linear  momen- 
tum of  a  body  is  the  product  of  its  mass  into  its  linear  velocity, 
so  in  the  case  of  rotation  the  angular  momentum  of  the  body 
about  the  axis  of  rotation  is  the  product  of  its  moment  of  inertia 
(for  this  axis)  into  the  angular  velocity. 

As  regards  the  right-hand  member  of  equation  (i),  the 
reactions  of  the  axis  need  not  be  taken  into  account  in  form- 
ing the  moment  H\  for  as  these  reactions  meet  the  axis,  their 
moments  about  this  axis  are  zero. 

666.  Substituting  /o)  for  ^m{xy—yx)  in  equation  (i),  and 
observing  that  the  moment  of  inertia  /  about  a  fixed  axis  re- 
mains constant,  we  find  the  equation  of  motion  in  the  form 

/^  =  A^;  (2) 

/.  e.,  for  rotation  about  a  fixed  axis,  the  product  of  the  moment  of 
inertia  for  this  axis  into  the  angular  acceleration  equals  the  mo- 
ment of  the  external  forces  about  this  axis ;  just  as,  in  the  case 
of  rectilinear  translation,  the  product  of  the  mass  of  the  body 
into  the  linear  acceleration  equals  the  resultant  force  R  along 
the  line  of  motion:  , 

dV  r> 

m—r  =  /v. 

dt 

2  E 
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And  just  as  the  latter  equation  may  serve  to  determine  e 
mentally  the  mass  of  a  body  by  observing  the  acceleration  pre 
duced  in  it  by  a  given  force  J?,  e.  g.,  the  force  of  gravity  (as  i 
the  gravitation  system,  Art.  262),  so  the  former  equation,  (2]t 
may  serve  to  determine  experimentally  the  moment  of  inertia  c 
a  body  about  a  line  /,  by  observing  the  angular  acceleration  pro 
duced  in  the  body  when  rotating  about  /  under  given  forces, 

667.   For  the  kinetic  energy  of  a  body  rotating  with  angula 
velocity  w  about  any  axis,  wi;  have 

T=^\  mz»  =  i  \  mf^r'  =  ^  It^,  (3)^ 

an  expression  which  is  again  similar  in  form   to  that  for  thc! 
kinetic  energy  of  a  body  in  translation,  viz.,  T=  \  »n^. 


\ 


668.  When  the  axis  is  fixed  so  that  /  is  constant,  the  equatioi 
of  motion  (2),  multiplied  by  w  and  integrated,  say  from  /  = 
t=l,  gives  the  relation 

which  expresses  the  principle  of  kinetic  energy  and  work,  and: 
might  have  been  derived  from  the  general  formula  (15),  Art>J 
611.     For,  taking  the  axis  of  rotation  as  axis  of  s,  we  have  iia 
thc  present  case  dx=  —taydt,  dy  =  u>xdt,  dz  —  o,  so  that  S(A'<i 
+  Ydy\-Zds)  =  %{xY-yX)ii>dt  =  HmU:   this,  with  the  valm 
(3)  for  T,  reduces  equation  (15)  of  Art.  5r  r  to  the  above  equi 
tion  (4). 

Conversely,  the  equation  of  motion  (2)  can  be  derived  from 
the  principle  of  kinetic  energy  and  work,  dT=  dW(^KT\.  6ll^ 
or  d\U^=l.{Xdx  +  Ydy  +  Zds)=Ha,dt. 

If,  in  particular.  His  constant,  and  we  put  <a  =  d6/dl,  (.^Te^ 
duces  to 


J/(a,'- 


.•)-//(9-»J, 


where  6  —  B^  is  the  angle  through  which  the  body  turns  in  th'O; 
time  t  in  which  the  angular  velocity  increases  from  fti„  to  (», 
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669.  A  rigid  body  with  a  fixed  horizontal  axis  is  called  a 
compound  pendnlnm  if  the  only  external  force  acting  is  the 
weight  of  the  body. 

The  plane  through  axis  and  centroid  will  make,  with  the 
vertical  plane  (downwards)  through  the  axis,  an  angle  6,  which 
we   may   take   as   angle   of   rotation,    so   that 
w  =  a'e/<//(Fig.  177).     The  weights  of  the  par- 
ticles, being  all   parallel   and    proportional  to 
their  masses,  have  a  single  resultant  ^fg  pass- 
ing through  the  centroid  G.     Hence,  if  //  be 
the  perpendicular  distance  OG  of  the  centroid 
from   the   axis,  the   moment   of   the   external 
fofces  is  H=  —Mgh  sin  B ;  and  if  the  radius  of 
inertia  of  the  body  for  the  centroidal  axis  par- 
allel to  the  axis  of  rotation  be  q,  the  moment 
of  inertia  for  the  latter  axis  is  I  =  M{if  ■\- 1?). 
With  these  values  the  equation  of  motion  (2)  assumes  the 
simpJe  form 

■   ■  (S) 


fie  _ 


nil 


dp 


Hf 


As  shown  in  Art.  585,  the  equation  of  the  simple  pendulum 
of  length /is  ^ 

The  two  equations  differ  only  in  the  constant  factor  of  sin  9, 
and  it  appears  that  t/ie  motion  of  a  compoimd  pendulum  is  the 
same  as  that  of  a  simple  pendulum  ivkose  length  is 

l-U^'t.  (6) 


670.  The  problem  of  the  compound  pendulum  has  thus  been 
reduced  to  that  of  the  simple  pendulum.  The  length  /  is  called 
the  length  of  the  equivalent  simple  pendulum.  The  foot  O 
(Fig.  177)  of  the  perpendicular  let  fall  from  the  centroid  on  the 
axis  is  called  the  center  of  suspension.  If  on  the  line  OG  a 
length  OC=l  be  laid  off,  the  point  C  is  called  the  center  of 


w 
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oscillation.      It    appears,    from    (6),   that    G    lies    between 
and  C. 

The  relation  (6)  can  be  written  in  the  form 

A{l-h)=^,  or  OG-GC^  const. 

As  this  relation  is  not  altered  by  interchanging  O  and   C,  i3 
follows  that  the  centers  of  oscillation  and  suspension  are  inter 
changeable;  /.  c,  the  period  of  a  compound  pendulum  remainfti 
the  same  if  it  be  made  to  swing  about  a  parallel  axis  througb'J 
the  center  of  oscillation. 

671.  Exercises. 

(i)  A  pendulum,  formed  of  a  cylindrical  rod  of  radius  a  and  lengtkj 
Z,  swings  about  a  diameter  of  one  of  the  bases.  Find  the  time  of  u 
small  oscillation. 

(z)  A  cube,  whose  elge  is  a,  swings  as  a  pendulum  about  an  edgi 
Find  the  length  of  the  equivalent  simple  pendulum. 

(3)  A  circular  disk  of  radius  r  revolves  uniformly  about  lis  axi^ 
making  100  rev./min.    What  is  its  kinetic  energy  ? 

(4)  A  fly-wheel  of  radius  r,  in  which  a  mass,  equal  10  that  of  the  disi 
in  Ex.  (3),  is  distributed  uniformly  along  the  rim,  has  the  same  angu] 
velocity  as  the  disk.     Neglecting  the   mass  of  the  nave  and  spoke^^l 
determine  its  kinetic  energy,  and  compare  it  with  that  of  the  disk. 

(5)  A  fly-wheel  of  12  ft.  diameter,  whose  rim  weighs  10  Ions,  malLcS' 
50  rev./min.     Find  its  kinelic  energy  in  foot-tons. 

(6)  A  fly-wheel  of  10  ft.  diameter,  weighing  5  tons,  is  making 
revolutions  when  thrown  out  of  gear.  In  what  lime  does  it  come  to 
if  the  diameter  of  the  axle  is  6  in.  and  the  coefficient  of  Mel 
M  =  o.o5? 

(7)  A  fly-ivheel  of  radius  rand  mass  m  is  making  N  rev./min.  when 
the  steam  is  shut  off.  If  ihe  radius  of  the  shaft  be  r",  and  the  coefficient 
of  friction  /i,  find  after  how  many  revolutions  the  wheel  will  come  to 
rest  owing  to  the  axle  friction. 

(8)  A  homogeneous  straight  rod  of  length  /  is  hinged  at  one  end 
as  to  turn  freely  in  a  vertical  plane.     If  it  be  dropped  from  a  horizontal' 
position,  with  what  angular  velocity  does  it   pass  through  the  verticx), 
position?     (Equate  the  kinetic  energy  to  the  work  of  gravity.) 
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(9)  A  homogeneous  plate  whose  shape  is  that  of  the  segment  of  a 
parabola  bounded  by  the  curve  and  its  latus  rectum  swings  about  the 
latus  rectum  which  is  horizontal.  Find  the  length  of  the  equivalent 
simple  pendulum. 

(10)  A  fly-wheel  of  10  ft.  radius  makes  45  rev./min.  Its  rim  (re- 
garded as  a  circular  line)  weighs  8000  lbs.,  while  each  of  the  10  spokes 
(regarded  as  a  straight  line)  weighs  200  lbs.  Find  the  kinetic  energy 
stored  in  the  wheel. 

(11)  Find  the  work  that  would  have  to  be  done  by  the  engine  to 
increase  the  number  of  revolutions  to  60  per  minute  for  the  fly-wheel  in 
Ex.  (10). 

(12)  When  q  is  given  while  /and  h  vary,  the  equation  (6)  represents 
a  hyperbola  whose  asymptotes  are  the  axis  of  /  and  the  bisector  of  the 
angle  between  the  (positive)  axes  of  h  and  /.  Show  that  4,10  =  2  ^  for 
h=q\  also  that  /,  and  hence  the  period  of  oscillation,  can  be  made  very 
large  by  taking  h  either  very  large  or  very  small.  The  latter  case  occurs 
for  a  ship  whose  metacenter  (which  plays  the  part  of  the  point  of  suspen- 
sion) lies  very  near  its  centroid. 

(13)  Explain  how  to  determine  experimentally  the  moment  of  inertia 
of  a  body  for  any  line  /  by  observing  its  small  oscillations  about  /  as 
axis. 

(14)  Find  the  horse-power  required  to  keep  a  wheel  weighing  k  tons 
rotating  with  N  rev./min.,  the  radius  of  the  axle  being  t'  ft.  and  the 
coefficient  of  friction  /*. 

(15)  If  ^  be  the  radius  of  inertia  of  the  wheel  in  Ex.  (14)  (including 
the  shaft  and  other  attachments),  for  its  axis,  determine :  (a)  after  how 
many  revolutions,  (p)  in  what  time,  the  wheel  will  come  to  rest  if  left  to 
itself. 

(16)  A  homogeneous  circular  disk,  i  ft.  in  diameter  and  weighing 
25  lbs.,  is  making  240  rev./min.  when  left  to  itself.  Determine  the 
constant  tangential  force  applied  to  its  rim  that  would  bring  it  to  rest 
in  I  min. 

(17)  A  cord  is  wrapped  around  the  horizontal  axle  of  a  heavy  wheel ; 
the  free  end  of  the  cord  passes  over  a  fixed  vertical  pulley  and  carries 
a  mass  of  75  lbs.  It  is  found  that  when  the  mass  has  descended  10  ft. 
the  wheel  is  making  67  rev./min.  What  is  the  moment  of  inertia  of  the 
wheel  ? 
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(18)  A  homogeneous  circular  hoop  of  radius  a  is  suspended  by 
point  in  its  rim.     Find  the  tenglh  of  the  equivalent  simple  pendulai 
when  the  hoop  swings :  (a)  in  its  own  plane,  (^)  at  right  angles  to 
plane ;  (c)  determine  ihe  ratio  of  the  periods  in  the  two  cases. 

673.   Small  Oaoill&tioiii  Sue    to    Torsion.      Let   a    homogeneous 

straight  bar  be  suspended  horizontally  by  means  of  a  stout  wire  attached 
to  its  midiile  point.     If  the  bar  be  turned,  in  a  horizontal  plane,  out  of 
its  position  of  equilibriuni,  the  torsion  produced  In  the  wire  tends  to 
bring  the  bar  back  to  its  original  position  ;  thus,  vibrations  about  this 
position  are  set  up.    The  torsional  stress  of  the  wire  acts  on  the  bar  a 
a  couple  in  the  horizontal  plane,  and  within  certain  limits,  even  forJ 
oscillations  that  are  not  very  small,  the  moment  of  this  couple  can  bQS 
taken  proportional  to  the  angle  9  through  which  Ihe  bar  is  turned».l 
say  =  fid.     The  motion  of  the  bar  about  the  vertical  axis  of  the  v 
therefore  given  by  the  equation 

where  /  is  the  moment  of  inertia  of  the  bar  about  the  vertical  centroidd 
axis,  and  fi  the  moment  of  the  torsional  couple  that  would  turn  the  I 
through  t  radian. 

Comparing  with  the  equation  for  the  small  o 
it  appears  that  the  length  /of  the  equivalent  si 


jcillations  of  a  pendulum 

mple  pendulum  is 


and  hence  the  time  of  a  complete  oscillation 

673.  This  formula  can  be  used  to  determine  experimentally  the  1 
moment  of  inertia  of  the  bar.  To  eliminate  the  unit  torsion  moment  /j 
the  lime  of  oscillation  is  generally  observed  first  for  the  bar  alone,  then 
for  the  bar  loaded,  ('.  e.,  in  connection  with  pieces  whose  moment  of 
inertia  is  known  or  easily  determined.  If  the  moment  of  inertia  of  the 
added  pieces  be  /',  the  time  of  oscillation  of  the  loaded  bar  T',  we  have  j 


=  3)r\  — 
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Dividing  this  equation  by  (8),  we  find  : 

2^         J    ' 

whence,  /=  / ' .  ^,,  __  ^,-  (9) 

674.  Magnetic  Needle.  The  moment  M  oi  2l  magnetic  needle  is 
defined  as  the  moment  of  the  couple  acting  on  the  needle  when  placed 
in  a  uniform  field  of  unit  strength,  at  right  angles  to  the  lines  of 
force.  The  forces  of  this  couple  can  be  regarded  as  applied  at  the  poles 
and  as  equal  to  the  pole-strengths.  If  the  strength  of  the  fieM  is  not  i, 
but  //,  the  moment  of  the  couple  acting  on  the  needle  is  MH ;  and  if 
the  needle  is  placed  at  an  angle  B  with  the  lines  of  force,  the  moment  of 
the  so-called  restoring^  or  directing,  couple  that  tends  to  place  the  axis 
of  the  needle  parallel  to  the  lines  of  force  is  easily  seen  to  be 
=  J/i7sin  B. 

The  equation  of  motion  for  the  oscillations  of  a  magnetic  needle, 
pivoted  so  as  to  turn  freely  in  a  horizontal  plane,  when  the  needle  is 
placed  in  any  position  in  the  earth's  magnetic  field,  is  therefore 


dt' 


I±^=^^MNsine,  (10) 


where  1/  is  the  strength  of  the  earth's  horizontal  field. 

675.  When  the  oscillations  are  small,  sin  $  can  be  replaced  by  0,  and 
we  find  for  the  length  of  the  equivalent  simple  pendulum 

MB 

and  for  the  time  of  one  complete  oscillation 


=  ^^Va^-  <"> 


This  formula  is  used  for  determining  MI/  by  observing  T;  as  the 
quotient  M///  can  be  found  from  deflection  observations,  the  formula 
serves  ultimately  for  the  determination  of  the  earth's  horizontal  in- 
tensity H. 
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676.  The  dynamical  meaning  of  the  radius  of  inertia  of 
body  for  any  line  /  appears  by  considering  that,  according 
equation  (2),  if  the  body  be  set  revolving  about  the  line  /  a: 
fixed  axis,  under  the  action  of  any  forces,  the  motion,  (.  e.,  th< 
variation  of  the  angular  velocity,  depends  only  on  the  moment 
H  of  the  forces  and  the  moment  of  inertia  /.  The  motion 
remains,  therefore,  the  same  when  the  body  is  replaced  by  any 
other  body  having  the  same  moment  of  inertia  for  /,  provided 
the  moment  H  of  the  forces  remains  the  same.  Thus,  in  study- 
ing the  motion  of  a  rigid  body  about  a  fixed  axis  /,  if  the  mass 
of  the  body  be  J/ and  its  moment  of  inertia  /=  Mq'^,  the  body 
might  be  replaced  by  a  ring,  or  a  cylindrical  shell,  of  mass  Af 
and  radius  q  about  the  axis  /,  or  by  a  single  particle  of  mass' 
M  placed  at  the  distance  q  from  the  axis.  Thus,  the  radius  of 
inertia  q  receives  its  dynamical  interpretation  as  that  distanci 
from  the  axis  at  which  the  mass  M  of  the  body  must  be  comets 
trated  to  produce  the  same  motion  of  rotation  as  the  actual  motion. 

It  should  be  carefully  observed,  however,  that,  in  replacing 
the  body  by  another  of  equal  moment  of  inertia,  the  reactions 
of  the  axis,  and  hence  the  pressure  on  the  axis,  are  in  general 
changed,  as  will  be  explained  later  (Art.  699). 

677.  Reduced  Hau.  In  substituting  for  a  rotating  body 
another  of  equal  moment  of  inertia  for  the  axis  of  rotation,  it 
is  not  even  necessary  to  keep  the  mass  the  same  (as  was  done 
in  Art.  676).  Thus,  a  body  of  mass  jWand  moment  of  inertia 
I  =  Mq^  for  the  fixed  axis  of  rotation  /  may  be  replaced  by 
mass  Mr  distributed  uniformly  along  a  circle  of  radius  r,  about 
/  as  axis,  provided  that  J/^  and  r  be  selected  so  that 

M,-^  =  Mq^=I. 
This  equivalent  mass  M^  is  called  the  mass  reduced  to  the  dis- 
tame  r  from  the  axis. 

As  regards  the  external  forces,  since  only  their  moment  H 
about  the  fixed  axis  is  essential,  they  can  be  replaced  hy  a  single, 
force  F,  perpendicular  to  the  axis  /,  at  such  a  distance  p  from  it 
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that  its  moment  Fp  is  equal  to  H.  By  thus  putting  H=  Fp  the 
external  forces  are  said  to  be  reduced  to  the  distance  p  from  the 
a^iis. 

678.  If  both  the  mass  M  of  the  rotating  body  and  the  exter- 
nal forces  acting  on  it  be  reduced  to  the  same  distance  rfroni 
the  axis  /,  the  equation  of  motion  (2),  ldmjdt  =  H,  assumes  the 

simple  form  ^a, 

M.  ■  r —  =  F\ 
dt 

and  as  rda/dt  is  the  linear  (tangential)  acceleration  of  a  point 

at  the  distance  r  from  the  axis,  the  equation  is  exactly  the  same 

as  that  for  rectilinear  translation :  mdv/dt  =  F. 

The  following  exercises  will  show  in  what  way  the  idea  of 

reduced  mass  can  be  used  to  advantage. 

679.  Exercise*. 

(i)  Reduce  the  mass  of  a  homogeneous  circular  plate  to  its  circum- 
ference, for  rotation  about  the  axis  of  the  plate. 

(2)  Reduce  the  mass  of  a  homogeneous  straight  rod  of  length  a  k  to 
its  middle  point,  for  rotation  about  the  perpendicular  through  one  end. 

(3)  Reduce  the  mass  of  a  homogeneous  solid  sphere  of  radius  a : 
{a)  to  the  surface,  for  rotation  about  a  diameter ;  (6)  to  the  center,  for 
rotation  about  a  tangent. 

(4)  Two  masses  mi,  m^  hang  from  a  weightless  cord  slung  over  a  fixed 
pulley  of  mass  m ;  show  how  to  determine  the  effect  of  the  inertia  of  the 
pulley  on  the  motion. 

Denoting  by  /  the  acceleration  of  the  cord,  by  7^,  T,  its  tensions 
above  m,  and  m^  we  have  as  equations  of  motion  of  Mi  and  m^  sepa- 
lately:  fnJ=m,g-T,.  m^' =  - m^g  +  T^ 

and  for  the  motion  of  the  pulley  : 

mtj^  ■  —  =  T,r  —  T,r, 

where  ^  is  the  radius  of  inertia,  r  the  radius,  of  the  pulley.  If  m,  be 
the  mass  of  the  pulley  reduced  to  its  circumference,  the  latter  equation 
becomes  ,/,,, 
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SubstttutiDg  for  T„  7",  their  values  from  ihe  first  two  equations,  andi 
solving  for  _/',  we  find  ;  »,  _  bj 


where  wi,  =  4- «  if  the  pulley  can  be  regarded  as  a  homogeneous  disk,  | 
and  Mf  =  M  if  its  mass  be  regarded  as  concentrated  in  tlie  rim.  For  % 
the  tensions  we  find : 


a  "'3  + 


•  »iig,     T.  = 


1,  +  "' 


Compare  the  results  of  Art.  464,  where  ihe  mass  of  the  puUey  1 
neglected. 

(5)  III  Ex.  {4),  show  how  to  take  account  of  axle- friction. 
The  total  pressure  on  the  axie  being  Tt+T,-}-  mg,  the  frictional  forca.l 

is  ^=/i(7',  •+-  i",  +  mg) ;  it  acts  at  an  arm  equal  to  the  radius  p  of  the  I 
axle.  To  reduce  this  force  lo  the  circumference  of  the  pulley  we  have  1 
to  find/;,  from  p_,.  r=  F-p  =  ^!,iT,^T^  +  mg). 
We  then  have  (see  Ex.  (4) )  : 

mj  =  Ty-  T,-  Fr^Ty-  i:,-^^{r,  +  T,  +  mg)  ; 
whence,  substituting  for  TJ  and  7",  and  solving  for  J: 

«,  +  /«,  +  ».,-K», -»,),// 

(6)  The  apparatus  called  "  wheel  and  axle  "  can  be  regarded  as  con^ 
sisting  of  two  equal  masses  m  suspended  over  two  rigidly  connected  co^| 
axial  pulleys,  with  different  radii  rand  p<r;  find  the  acceleration/  of^ 
the  mass  hanging  from  the  larger  pulley. 

Neglecting  axie  friciion,  we  have  T^  =  mg  —  mj,  Tj  =  mg  +  m-  0>/r)/,  . 


since  the  accelerations  are  evidently  a 


Henc 


.,y."- 


\i  since  rdia/dt  =j. 


•n^^-'Plr) 


w(i  - 


Plr■')^ 


In  particular,  for  r=  2  p,  we  findy= 

(7)  A  wheel,  weighing  40  lbs.,  radius  of  inertia  for  its  axis  i  ft.,  has  a  ' 
cord  wrapped  around  its  axle  which  is  6  in.  in  diameter;   this  cord 
passes  over  a  pulley,  and  has  a  weight  of  1 2  lbs.  suspended  from  its  J 
end.     Find  in  what  time  the  weight  will  descend  15  ft. 
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680.  Many  pieces  of  machinery  are  bodies  tiiroing  about 
fixed  axes.  Thus  in  most  machines  we  find  shafts,  or  axles, 
kept  in  nearly  uniform  rotation  by  a  driving  force  supplied 
by  a  prime  mover  (steam  engine,  water  wheel,  turbine,  elec- 
tric motor,  etc.);  to  the  shaft  we  find  rigidly  attached,  and 
turning  with  it,  cranks,  eccentrics,  wheels,  pulleys,  etc.,  which, 
at  a  certain  distance  from  the  axis  of  the  shaft,  have  to 
overcome  a  reiistance  and  thus  do  useful  work,  such  as  lifting 
a  hammer,  or  a  rack,  when  the  work  is  done  against  gravity, 
or  shaping  material,  as  in  a  planer,  when  the  work  is  done 
against  the  cohesion  of  the  material  to  be  planed,  and  so 
forth. 

The  resistance  is  generally  directed  at  right  angles  to  the  axis 
of  the  shaft,  this  being  evidently  the  most  effective  way  of 
doing  work  in  this  case. 


681.  The  work  done  in  one  revolution  by  a  uniformly  revolv- 
ing shaft  against  a  constant  perpendicular  resistance  R  at  the 
distance  r  from  the  axis  of 
the  shaft  (Fig.  178)  is  = 
2-Br-R,  where  r  is  called 
the  le'i>erage  of  the  force  R. 
The  work  done  as  the  shaft 
turns  through  any  angle  9 
ia  0r-R;  and  as  Rr  is  the  ^'i-  "*■ 

moment  of  R  about  the  axis,  we  may  say  that  //re  work  dotte 
against  the  resistance  is  equal  to  the  moment  of  the  resislame 
multiplied  by  the  angle  of  rotation. 

The  rate  of  work,  or  power,  is  then  equal  to  the  moment  of  the 
resistance  multiplied  by  the  angular  velocity. 

This  presupposes  that  the  resistance  is  of  constant  magni- 
tude, always  at  right  angles  to  and  at  the  same  distance 
from  the  axis,  and  that  the  rotation  is  uniform.  Otherwise 
we  have  to  fait  back  on  the  general  expressions  of  Arts. 
664-668. 
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682.  Steam  Eng^e.  In  the  steam  engine  the  pressure  P  of  the 
steam  on  the  piston  (Fig.  179)  is  first  resolved  at  the  cross-head  /'into 
a  component  /^  =  /*  sec  </^  along  the  connecting  rod  PQ  and  a  com- 
ponent /'''  =  /'tan</^at  right  angles  to  the  guides  of  the  cross-head. 


Fig.  179. 

Only  the  former  of  these  components  P^  acts  on  the  crank ;  it  can 
be  resolved  at  the  crank  pin  Q  into  a  normal  component  along  the 
crank  Q0\ 

Z'/ = /^  cos  (tf -h  <^)  = /'sec  <^  cos  (tf -h  <^)  = /'(cos  tf  —  sin  tf  tan  <^), 

and  a  tangential  component,  at  right  angles  to  the  crank, 

/?'  =  /"  sin  (tf  +  <^)  =  /'(sin  tf  -f  cos  tf  tan  <^). 

As  P^  passes  through  the  center  of  rotation  O  it  has  no  turning  effect. 
The  rotation  of  the  crank  is  therefore  due  entirely  to  the  force  /J' ;  its 
moment  about  O  is 

H=iP;a  =  a  (sin  tf  -f-  cos  tf  tan  ^)P, 

where  a=  OQ'is  the  length  of  the  crank. 

Even  if  P  were  constant  (which  it  is  not,  see  Arts.  469-471),  this 
moment  H  would  vary  with  the  angles  $  and  4>, 

The  angle  4>  can  be  eliminated,  its  variation  depending  on  that  of  the 
angle  0.    For,  with  OQ^a,PQ  —  l,  the  triangle  OPQ  gives 


sin<^     df         .     -       I    .    /J 


if  we  put  IJa  =  tn. 
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As  the  angle  ^  is  generally  small,  the  length  of  the  connecting  rod 
being  usually  at  least  3  or  4  times  that  of  the  crank,  we  can  substitute 
sin  <fi  for  tan  </^  so  that  we  obtain  for  the  fuming  moment  the  simple 
approximate  expression 

^=df(s:ntf-h  — sin  2tf)P. 

2  m 

683.  Fly-Wheel.  As  the  turning  moment  H  varies  in  the  course  of 
the  stroke,  it  follows  that  even  if  the  resistance  were  constant,  the  angular 
velocity  oi  of  the  crank,  or  the  linear  velocity  u  of  its  end  Q^  will  not 
remain  constant.  In  order  to  diminish  this  irregularity  in  the  rotation 
of  the  crank  as  much  as  possible,  a  heavy  fly-wheel  is  fixed  on  the  crank 
shaft 

The  function  of  the  fly-wheel  is  not  to  create  energy,  but  to  store  and 
distribute  it.  During  that  part  of  the  stroke  during  which  the  turning 
moment  H  is  greater  than  its  mean  value  for  one  stroke,  energy  is  being 
accumulated  in  the  mass  of  the  fly-wheel ;  and  when  H  is  less  than  its 
mean  value,  part  of  this  energy  is  consumed  in  doing  useful  work  and 
thus  making  up  for  the  lack  of  turning  moment. 

684.  It  must  here  suffice  to  discuss  a  simple  ideal  case.    Assuming 

the  connecting  rod  of  infinite  length  so  that  <^  =  o,  and  the  driving  force 

P^  =  P  constant,    its    tangential    component 

(Fig.  180)   is  Ft  =PsmO,  and  the   turning 

moment  is  /  pi^   n  ^Q:. 

1/ =  Pa  sin  $. 

The  work  done  by  the  driving  force  in  a  ^ 
double  (forth  and  back)  stroke  is  evidently 

IV  =2  *  P'2a=^^Pa. 

Fig.  180. 

If,  for  the  sake  of  simplicity,  we  assume  the 

resistance  R  to  be  overcome  by  the  crank  as  constant  in  magnitude  and 

always  tangential  to  the  crank  circle,  the  work  of  this  resistance  in  a 

double  stroke  is  =  ^  •  2  Trdf.    This  must  be  equal  to  the  work  of  the 

driving  force,  so  that  ^ 

4/^1  =  2'rrQa, 

whence  Q=-  /'=o.637  P. 
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685.  It  is  easy  to  determine  the  angle  $1  for  which  the  effective  driving 

force  Pt'  =  /'sin  $1  is  just  equal  to  the  resist- 
ance Q=2  P/v ;  we  find  approximately 

^*  e^  =  40**,  1 40^  2  20%  3  20^ 

As  long  as  Pf'>  Qf  i.e.,  from  Ci  to  C, 
Ab^  and  from  Q  to  d  (Fig.  181),  the  rotation 
is  accelerated ;  from  Cf  to  C,  and  from  C4 
to  C\  it  is  retarded.    The  velocity  is  there- 
fore greatest  at  C,  and  d,  least  at  Q  and 

Now,  in  the  interval  CiCi  the  work  Jf^ 
^^8^*®^*  of  the  driving  force  is 

[f^jo  =  /* .  chord  CyC^  —  P'  2  a  cos  ^1  =  vQa  cos  tfi, 

since  ^  =  2  /y^r,  while  the  work  of  the  resistance  Q  is 

/Fi, '  =  e  .  arc  Ci  C2  =  C  •  a(7r  -  2  tfi) ; 
hence,  the  energy  stored  in  the  fly-wheel  in  this  interval  CiC^  is 

W^i2  -  ^Vvi  =  TrQafcos  $1- I -{-2^^=. 21  wQa  =^iQa, 
approximately. 

686.  On  the  other  hand,  if  w„  012  be  the  angular  velocities  of  the 
crank,  r^j,  7>2  the  linear  velocities  of  the  crank-pin,  at  Ci,  C2,  respectively, 
and  if  the  mass  of  the  fly-wheel  reduced  to  the  crank-pin  be  denoted  by 
ma,yfe  find  for  the  same  energy  stored  in  the  fly-wheel  in  the  period  CiCj 
the  other  expression : 

Now,  the  diflerence  v^  —  Vi  between  the  greatest  and  least  velocity, 
divided  by  their  mean  ^  (f^i -f  z'a)  =  ^^  measures  the  xt\2X\\t  fluctuation 
in  velocity  ;  the  reciprocal  of  this  quotient, 

__       V       __     7',  -f  2^2 
'^''  V^-Vi"  2{vi-Viy 

can  be  regarded  as  a  measure  of  the  uniformity  of  the  rotation ;  it  is 
called  the  degree  of  uniformity.     Introducing  this  quantity  ic,  we  have 
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Ekjuating  the  two  expressions  found  for  the  kinetic  energy  stored  in 
the  fly-wheel,  we  find  for  the  reduced  mass  of  the  wheel, 

If  the  resistance  Q  be  expressed  in  pounds,  the  mass  w.  in  pounds 
will  be  x^^ 

The  coefficient  #c  is  selected  differently  according  to  the  nature  of  the 
engine  and  the  object  for  which  it  is  used.  For  slow-running  engines  it 
is  between  10  and  20;  for  very  fast  engines  it  may  reach  100  or  more. 

687.  Exercises. 

(i)  Show  that  »!.=  112,000  kW/i^N^  if  HP  is  the  horse- power, 
N  the  number  of  revolutions  per  minute. 

(2)  Find  w.  when  HP  =  100,  ^=  25,  2^  =  56  ft.  per  second,  k  —  50. 

688.  Reactions  of  the  Fixed  Axis.  A  rigid  body  that  turns 
about  a  fixed  axis  exerts  an  action  on  the  fixed  axis  that  tends 
partly  to  shift  it  bodily  and  partly  to  turn  it  out  of  its  position. 
The  axis  must,  therefore,  be  kept  fixed  by  certain  forces,  called 
the  reactions  of  the  axis.  As  a  straight  line  is  determined  by 
two  of  its  points,  to  fix  the  axis  it  suffices  to  fix  two  of  its  points, 
say  A  and  B,  The  reactions  of  the  fixed  axis  can,  therefore, 
be  regarded  as  two  (in  general  unknown  and  variable)  forces, 
A  2itA  and  B  at  B, 

Like  any  system  of  forces  acting  on  a  rigid  body,  these  two 
forces  can  be  replaced  by  a  single  force  R  together  with  a 
couple  7/.  Thus,  if  we  apply  at  A  two  equal  and  opposite 
forces,  each  equal  and  parallel  to  B,  the  resultant  of  A  and  B 
at  A  will  form  a  single  force  R^  while  B  at  B  with  —  -ff  at  -^ 
forms  a  couple  H. 

689.  In  certain  particular  cases  the  reactions  of  the  fixed  axis 
may  be  zero.  It  is  obvious  that  for  a  revolving  piece  of  ma- 
chinery it  is  desirable  to  avoid  as  far  as  possible  any  action  on 
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the  bearings  that  keep  the  axis  of  the  piece  in  a  fixed  position. 
It  is,  therefore,  of  importance  to  know  under  what  conditions 
the  reactions  of  the  axis  vanish. 

Before  discussing  the  general  case  of  the  determination  of 
the  reactions  for  a  body  turning  about  a  fixed  axis  (for  which 
see  Arts.  697-705).  it  will  be  well  to  treat  some  simple  cases 
commonly  occurring  in  machines  by  the  most  direct  methods. 


690.  Consider  a  revolving  shaft,  with  wheels,  pulleys,  cranks,  etc., 
mounted  on  it.  Every  particle  in  rigidly  attached  to  the  revolving  body 
describes  a  circle  about  the  axis  of  the  shaft.  If  Ike  rotatien  be  uniform, 
the  acceleration  of  the  particle  m,  at  the  distance  r  froto  the  axis,  is  the 
centripetal  acceleration  uV  required  for  uniform  circular  motion  (sec 
Art.  I  ao) ;  it  is  directed  along  r  towards  the  axis.  The  elTective  force  of 
the  particle  is  therefore  wuiV ;  and  by  d'Alembert's  principle  (Art,  598) 
these  effective  forces,  reversed  in  sense,  that  Is,  the  Geatrifsgal  forces 
wfu'r,  directed  along  r  away  from  the  axis,  must  be  in  equilibrium  with 
the  external  forces. 

691.  If  the  mass  of  the  revolving  body  be  distributed  symmetrically  | 
about  the  axis  of  rotation,  the  centrifugal  forces  mu'r  are  in  equilibrium  - 
by  themselves.  For,  this  symmetry  means  that  for  every  particle  of 
mass  m  at  the  distance  r  from  the  axis  there  exists  one  of  equal  mass, 
at  the  same  distance  on  the  opposite  side  of  the  axis;  and  the  cen- 
trifugal forces  of  these  particles,  being  equal  and  opposite  and 
acting  along  the  same  line,  are  in  equilibrium. 

Now,  by  Art.  690,  if  the  centrifugal  forces  are  in  equilibrium  by 
themselves,  so  must  be  the  external  forces.    And  if  there  be  no  external 
forces  except  the  reactions  of  the  fixed  axis,  these  reactions  will  be 
«ro,  so  that  there  is  no  tendency  to  either  shift  or  turn  the  axis.     This   . 
axis  is  then  called  a  permanent  axis  of  rotation. 

Among  the  external  forces  the  most  important  is  generally  the  weight'4 
of  the  revolving  body.     But  if  the  speed  of  rotation  is  very  high,  the 
centrifugal    forces  may  be  so  large  that  the  weight  is  insignificant  in 
comparison  with  them.     Unless  this  is  the  case,  the  weight  will  produce 
a  pressure  on  the  bearings  which  is  easily  determined. 
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692.  The  centrifugal   forces  may,  however,  be  in  equilibnutn,  and 
hence   the  reactions  may  be  zero,  even  when  the  symmetry  of  mass 
distribution  is  not  as  perfect  as  assumed  in 
Art.  691.    Thus,  let  two  particles  of  unequal  pL 

masses  m„  ni,  be  rigidly  attached  to  the  shaft, 
on  opposite  sides,  on  a.  line  meeting  the  axis 
at  right  angles  (Fig,  iSi).  If  their  distances 
rt,  Vi  from  the  axis  be  so  chosen  that 


CP- 


their  centrifugal  forces,  ni-^i^r^  and  m^r^,  will 
be  etiiial  and  opposite  and  in  the  same  line. 

Any  number  of  pairs  of  particles  may  be 
arranged  in  this  way  about  the  axis  without 

disturbing  the  equilibrium  of  the  centrifugal  forces.     The  reactions  are 
therefore  zero  if  the  other  external  forces  can  be  neglected. 


693.  When  placed,  with  its  axis  horizontal,  on  two  supports,  the 
shaft  with  the  two  masses  atuched  will  remain  in  equilibrium  in  any 
position,  without  any  tendency  to  turn  about  its  axis,  even  when  the 
weight  is  taken  into  account.  Such  a  body  is  said  to  have  Btandin^ 
balance.  It  is  clear  that  if  the  condition  Wjr,  =  m^r^  were  not  satisfied, 
the  shaft  when  placed  on  two  supports  would  roll  over  until  the  heavier 
mass  (Mj)  lies  vertically  below  the  axis.  And  this  tendency  to  shift 
the  axis  parallel  to  itself  exists  also  when  the  shaft  revolves  and 
manifests  itself  in  a  pressure  on  the  bearings.  The  amount  of  this 
pressure  will  be  equal  to  ihe  difference  of  the  centrifugal  forces,  viz.. 
=  (ff(,r,  —  Wif-i)™',  and  can  be  regarded  as  applied  at  the  centroid  of 
wii  and  Wj,  which  does  not  lie  on  the  axis,  since  m^r^^  ^  m^r^ 

These  considerations  are  easily  generalized ;  they  show  that  any  rigid 
body  turning  about  a  fixed  axis  exerts  on  this  axis  a  pressure  =  J/<uV, 
directed  along  Ihe  perpendicular  r  let  fall  from  the  centroid  on  (he 
axis.  This  pressure  vanishes  only  if  ?=  o,  /.  ?.,  if  the  cenlroid  hes  on 
the  axis. 


694.   If  two  masses  «i,  mj  are  not  situated  on  the  same  perpendicu- 
ir  to  the  axis  (Fig.  183),  but  still  in  the  same  plane  with  the  axis  and 
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)  thai  m.j'f=^miry,  their 


•'-•-, p *', 


e,  bo^ 


Fie.   1B3. 


troid  lies  on  the  axis  and  their  centril 
forces  are  equal  and  opposite, 
not  in  the  same  line.     These  force- 
form,    therefore,    a    coupl< 
plane   contains   the   axis,   and    the 
tendency  of  this  couple  will  be 
turn  the  axis  in  this  plane,  i.  e., 
change  its  direction. 

Thus  the  condition  for  "standii 
balance "  is  satisfied,  and  yel  (I 
axis  is  not  "permanent. 

Let  (?  be  an  arbitrary  point  on 

the  axis  taken  as  origin ;  A^,  A^  the 

meet  the  axis;  and  put  OAi^^Si,  OA,  =  Zi;  then'. 


points  whei 

the  moment  of  the  couple  that  tends  to  turn  the  axis  out  of  its  dii 

tion  is  ,  ,  ^    /  , 

OTjoiVj  ■  S;  —  ujiui  r,  ■  E,  =  m,u>-r,  (Sj  —  s,), 

luple  is  called  the  centrifugal  couple. 

tmnterbalance  this  couple  wil 
J  masses  w/,  »»,'  may  be  ioi 
is  in  which  m|,  nti  are  situal 


Thisc 

To  obtain  running  balance,  i 
out  disturbing  the  standing  balance,  Ih 
duced,  in  the  same  plane  through  the  a 


and  placed  so  that  not  only  wj'^a'  =  "tin'  but  also 
m,  Vi'(s,'  -  *,')  =  «,ri(sj  -  «j)- 

699.    For  any  number  of  masses  m„  attached  to  the  shaf^  at  dislancf 
r,  from  the  axis,  but  all  in  the  same  plane  through  the  axis  (Fig.  i84)|l 
the  condition  for  standing  balance  ts  evidently 

2w;,^  =  o, 

the  distances  r,  being  taken  positive  on  one  o — 

side,  negative  on  the  opposite  side  of  the  axis. 
This  condition  means  that  the  centroid  of  all 
ihe  masses  m,  must  lie  on  the  axis.     The  sura 

of  the  masses  on  one  side  of  the  axis  need      <=■ 

not  be  the  same  as  that  on  the  other.  ^ 

For  running  balance  the  additional  con- 
dition „ 


must  be  satiiified,  z,  being  the  distance  OA,  of  the  plane  in  which  m, 
revolves  from  an  arbitrary  origin  O,  selected  on  the  axis,  the  same  for 
al!  the  masses.  It  should  be  observed  thai  there  always  exists  on  the 
axis  one  point  for  which  S«,'*,j,  =  o,  viz.,  the  centroid  of  masses  equal 
to  M,r,  placed  at  the  points  /I,  on  the  axis ;  the  origin  0  must  be 
selected  different  from  this  particular  point.  The  condition  for  running 
balance  should  be  satisfied  for  any  origin  O  on  the  axis,  and  this  will 
be  the  case  if  it  is  satisfied  for  any  one  point  besides  the  particular 
point  just  mentioned  for  which  it  is  satisfied  identically. 

696.  The  theory  of  balancing  rotating  masses  has  assumed  consider- 
able importance  in  modern  engineering  practice,  owing  to  tiie  high 
speeds  of  revolution  now  often  used.  The  student  is  referred  for 
further  details  to  W,  E.  Dalbv,  TAe  Balancing  of  Engines,  I^ndon, 
Arnold,  1902  ;  P.  H.  Loren'z,  Dynamik  der  Kurbelgefiiebe,  mil  beson- 
derer  Beriicksiehtigung  dur  Schiffsmauhinin,  Leipzig,  Teubner,  1901, 
where  further  references  will  be  found. 


897.  Let  us  now  proceed  to  the  general  case  of  the  motion  of 
any  rigid  body  with  a  fixed  axis.  As  shown  in  Arts.  664-666, 
the  actual  motion  is  given  by  a  single  equation,  viz.,  the  equation 
(2),  Art,  666,  obtained  by  taking  moments  about  the  fixed  axis. 
To  determine  the  reactiona  (comp.  Art. 
688)  it  is  necessary  to  write  out  and  dis- 
cuss the  other  five  equations  of  motion  of 
a  rigid  body. 

The  axis  will  be  fixed  if  any  two  of  its 
points  A,  B  are  fixed,  The  reaction  of 
the  fixed  point  A  can  be  resolved  into 
three  components  A„  A,,  A„  that  ol  B 
into  B,,  By,  B,.  By  introducing  these  re- 
actions the  body  becomes  free;  and  the 
system  composed  of  these  reactions,  of 
the  external  forces,  and  of  the  reversed  effective  forces  must 
be  in  equilibrium.  We  take  the  axis  of  rotation  as  axis  of  b 
(Fig.  185)  so  that  the  j-co-ordi nates  of  the  particles  are  constant, 
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and  hence  ir  =  o,  i  =  o ;   and  we  put  OA  =  a^  OB  =  b.     Then 
the  six  equations  of  motion  are  (see  Art.  600  (4)  and  Art 

o  =  2Z+^,  +  5^ 
—  ^mzy  =  ^{yZ  —  sY)  —  aAy  —  6By^ 
Xmsx  =  I{zX  -  xZ)  '{-aA,+  bB^, 
Xm{xy-yx)  =  S(;r  F-^^> 

698.  It  remains  to  introduce  into  these  equations  the  values 
for  X,  y.  As  the  motion  is  a  pure  rotation,  we  have  (see  Art. 
17s)  i:  =—(»;',  ^  =  (k);r;    hence,  ^=— w^  — oAr,  y^^mx—ta^. 

Summing  over  the  whole  body,  we  find 

« 

%nix  =  —  (iy^my  —  (»?^mx  =  —  Mcl>y  —  Moc^, 
^my  =      (itLmx  —  oflZmy  =     Mtox  —  Mti?y^ 

where  J,  y  are  the  co-ordinates  of  the  centroid ;  and 

—  1,fnzy  =  —  dXmzx  -f-  ofi^tnys  =  —  Ed  -f-  Do?^ 
^mzx  =  —  i}S,my2  —  (t^^msx  =  —  Z^ci  —  £0)*, 
1,fn{xy  —yx)  =  ©'Swtt^  —  ta^lntxy  +  foLnt}^  4-  a>^2»My  =  Cci, 

where  C=  2;«(a:^  +^)»  -^  =  ^mys^  E  =  ^mzx  are  the  notations 
introduced  in  Art.  630. 

With  these  values  the  equations  of  motion  assume  the  form : 

-Mxa)^-Myd)  =  '^X'hA^'{'B„ 
-Myto^'k-Mxii^'LY+Ay  +  By, 

o=2Z+^,  +  5^  (12) 

D(^  -Ew  =  ^(yZ-  zY^-aAy-  bBy, 
--Efi^-Dii^  ^{zX-xZ)  +  aA^  +  bB„ 
Ci^^^xY-^yX\ 
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699.  The  last  equation  is  identical  with  equation  (2),  Art.  666. 
The  components  of  the  reactions  along  the  axis  of  rotation 

occur  only  in  the  third  equation,  and  can  therefore  not  be  found 
separately.     The  longitudinal  pressure  on  the  axis  is 

The  remaining  four  equations  are  sufficient  to  determine  A„ 

Ayf      B„      By. 

The  total  stress  to  which  the  axis  is  subject,  instead  of  being 
represented  by  the  two  forces,  at  A  and  B,  can  be  reduced  for  the 
origin  Oto  3.  force  and  a  couple  (comp.  Art.  688).  The  equations 
(12)  give  for  the  components  of  the  force 

"A^-B^^I.X+MxdJ^+Mj^ci), 

-Ay-By^'L  Y-{-My<a^-Mxi>,  (13) 

This  force  consists  of  the  resultant  of  the  external  forces, 

and  two  forces  in  the  ;i7-plane  which  form  the  reversed  effective 
force  of  the  centroid  ;  for  Mxo?  and  Myu?^  give  as  resultant  the 
centrifugal  force  AT(i?^x^  -f  j^ = Mai^r,  directed  from  the  origin 
towards  the  projection  of  the  centroid  on  the  jtj-plane,  while 
J/j/o),  —  M.x(o  form  the  tangential  resultant  M<or,  perpendicular 
to  the  plane  through  axis  and  centroid. 

The  couple  has  a  component  in  the  ^-sr-plane,  and  one  in  the 
5';r-plane,  viz. : 

aAy'^bBy='L{yZ'-zY)-'D<J^+E^, 
--aA^-bB^='L{zX-xZ)+E<^+Dii,  ^^^' 

while  the  component  in  the  .r;/-plane  is  zero.  The  resultant 
couple  lies,  therefore,  in  a  plane  passing  through  the  axis  of 
rotation. 

700.  In  the  particular  case  when  no  forces  X^  K,  Z  are  acting 
on  the  body^  the  last  of  the  equations  (12),  or  equation  (2),  shows 
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that  the  angular  velocity  w  remauis  constant.     The  stress  on  the! 
axis  of  rotation  will,  however,  exist ;  and  the  axis  will  in  genera 
tend  to  change  both  its  direction,  owing  to  the  couple  (14),  ant 
its  position,  owing  to  the  force  (13). 

If  the  axis  be  not  fixed  as  a  whole,  but  only  one  of  its  points^ 
the  origin,  be  fixed,  the  force  (13)  is  taken  up  by  the  fixed  point;  J 
while  the  couple  ( 14)  will  change  the  direction  of  the  axis.     Now 
this  couple  vanishes  if,  in  addition  to  the  absence  of  externa 
forces,  the  conditions 


D  =  : 


.my:: 


E=-S.m 


<'5S 


are  fulfilled.     In  this  case  the  body  would  continue  to  rotate 
about  the  axis  of  ^  even  if  this  axis  were  not  fixed,  provided  thau 
the  origin  is  a  fixed  point.     A  line  having  this  property  is  calledil 
a  permanent  axis  of  rotation. 

As  the  meaning  of  the  conditions  (15)  is  that  the  axis  of  s  ii 
principal  axis  of  inertia  at  the  origin  (see  Art.  639),  we  have  the 
proposition  that  if  a  rigid  body  with  a  fixed  point,  not  acted  upon 
by  any  fotxes,  begin  to  rotate  about  one  of  the  principal  axes  e 
this  point,  ii  will  continue  to  rotate  uniformly  about  the  sam 
axis.      In   other  words,  the   principal  axes  at   any  point  ar^] 
always,  and  are  the  only,  permanent  axes  of  rotation.     This  can] 
be  regarded  as  the  dynamical  definition  of  principal  axes. 


701.  It  appears  from  the  equations  (13)  that  the  position  of  J 
the  axis  of  rotation  will  remain  the  same  if,  in  addition  to  thfr 
absence  of  external  forces,  the  conditions 


=  0,^  = 


(ifi 


be  fulfilled;  for  in  this  case  the  components  of  the  force{i3)a 
vanish.  If,  moreover,  the  axis  of  rotation  be  a  principal  axigi^ 
the  rotation  will  continue  to  take  place  about  the  same  line  evea] 
when  the  body  has  no  fixed  point. 

The  conditions  (16)  mean  that  the  centroid  lies  on  the  axis  a 
z;  and  it  is  known  (Art.  639)  that  a  centroidal  principal  ; 
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a  principal  axis  at  every  one  of  its  points.  The  axis  of  z  must 
therefore  be  a  principal  axis  of  the  body,  i.  e.,  a  principal  axis  at 
the  centroid.  We  have  thus  the  proposition :  If  a  free  rigid 
body,  not  acted  upon  by  any  forces,  begin  to  rotate  about  one  of  its 
centroidal  principal  axes,  it  will  continue  to  rotate  uniformly 
about  tile  same  line. 


702.  The  determination  of  the  reactions  is  much  simplified  in 
the  case  ivlien  both  the  mass  of  the  body  and  the  external  forces 
are  distribnted  symmetrically  with  respect  to  the  centroidal  plane 
perpendicular  to  the  fixed  axis.  For  it  is  then  sufficient  to  sup- 
port the  axis  at  a  single  point,  viz.,  the  point  O  (Fig.  i86)  where 
the  axis  meets  the  plane  of  symmetry;  this  point  0  is  called  the 
center  of  suspension.  The  reaction  of  the  axis  is  therefore  a 
single  force  P,  passing  through  0,  in  the  plane  of  symmetry; 
—  /*  is  the  pressure  on  the  axis.  The  whole  problem  becomes 
plane ;  we  take  the  fixed  axis  as  axis  of  s,  the  plane  of  symmetry 
as  jrf-plane. 

Owing  to  the  symmetry,  the  impressed  forces  will  reduce  for 
any  point  in  the  jj-plane,  say  for  the  centroid  G  of  the  body,  to 
a  single  resultant  R  and  a  couple  H  in  this  plane.  It  will 
generally  be  convenient  to  resolve 
the  forces  along  OG  and  at  right 
angles  to  it ;  thus  the  reaction  P  is 
replaced  by  its  components  P„  P^, 
and  the  resultant  R  of  the  im- 
pressed forces  by  R^'  R«- 

703.  The  centroid  G  describes  a 
circle  about  O  with  radius  OG  =  h; 
its  accelerations  are  therefore  h&^ 
along  GO  and  ha  at  right  angles  to 
GO,  6  being  the  angle  of  rotation  ^'e  '^''■ 
counted  from  the  arbitrary  axis  Ox  in  the  plane  of  symmetry. 

The  centroid  moves  as  if  all  the  forces  were  applied  at  this 
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point  (Art.  603).     Hence  resolving  along   OG  and   at  right 

angles  to  it,  and  taking  moments  about  d?,  we  find  the  three 
equations  of  motion : 

-mhd^  =  Rr  +  P„  (17) 

nth0=^R^  +  P^,  (18) 

m{q^ -^ /fi)'0  ^  H,  (19) 

where  q  is  the  radius  of  inertia  for  the  centroidal  axis  parallel  to 
the  fixed  axis. 

The  equation  (19),  which  is  the  same  as  equation  (2),  Art. 
666,  determines  0  and  its  derivatives ;  substituting  their  values 
in  (17)  and  (18),  the  reactions  Pr,  Pe  are  found. 

704.  If  the  fixed  axis  be  assumed  horizontal  and  gravity  as 
the  only  impressed  force,  we  have  the  case  of  the  compound 
pendulum  (Art.  669).  Taking  the  axis  of  x  vertically  down- 
ward, we  have 

Rr  —  nig  cos  5,    i?^  =  —  mg  sin  0^     //"=  —  nigh  sin  0. 

Equation  (19)  becomes 

q^  +  fr 
and  gives  by  integration  if  ©  =  cDq  for  0  =  0^: 

^  =  a>2  =  a),2^^^2(cos5-cos^o)- 

Substituting  in  (17)  and  (18),  we  find  for  the  components  of 
the  pressure  on  the  axis : 

-/',=  ;;/^cos^+w//a)2=;«^cOo2i-^A_c^^ 

-^e=-  ^ng.  Vtt^  sin  0. 

^-  +  /r 

The  latter  component  is  independent  of  the  initial  conditions, 
the  former  is  not.  The  total  pressure  on  the  axis,  V/'^^-f /^^^, 
varies  in  general  in  the  course  of  the  motion  both  in  magnitude 
and  in  its  direction  in  the  body.     In  the  particular  case  when 
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G)^2  __  2gh  cos  ^o/(^  +  ^^\  ^'  ^'^  when  the  initial  kinetic  energy 
\  m{q^  4-  h^)(o^  =  ntgh  cos  ^q  (which  means  that  o)  is  zero  when 
OG  is  horizontal),  we  have 

-Pr=^ng'^^^  cose,     -P,=  -mg^^sme, 

and  the  inclination  <^  of  the  total  pressure  to  OG  is  given  by 

tan<^  =  :::§=-— ^— tan^. 

705.  Exercises. 

(i)  A  homogeneous  straight  rod  of  mass  m  and  length  /,  hinged  at 
one  end  so  as  to  swing  in  a  vertical  plane,  is  let  go  from  a  horizontal 
position.     Determine  the  pressure  on  the  axis  of  the  hinge  (Fig.  187). 

With  ^  =  i  /,  g^  =  ^^f  ^0  =  —  i  T,  0)0  =  o,  we  have,  by  Art.  704, 

The  component  pressure  along  the  rod, 
—  /;.,  is  always  positive,  /.  ^.,  directed  from 
O  toward  6^ ;  as  ^  varies  from  —  ^n  through  -F^C 
zero  to  ^  IT,  —  Pr  varies  from  zero  to  \  of  the 
weight  of  the  rod  to  zero.  The  component 
perpendicular  to  the  rod,  —  P^,  is  positive 
while  the  rod  descends  and  negative  while 
it   ascends ;   it  is  therefore  always   inclined  1 

downward  ;    its  maximum  value,  equal  to  \ 

of  the  weight  of  the  rod,  occurs  when  the  rod  is  horizontal.  The  total 
pressure  on  the  axis  is 


P=  -yj P;'  ^  P^'  =  \  mgy/ 100  cos'O  +  sin*^  =  \  mg\J()^  cos^O  -f  i. 

This  ])ressure  is  greatest,  viz.,  =  ^  mg  when  the  rod  is  vertical ;  it  is 
least,  viz.,  =  J  mg,  when  the  rod  is  horizontal.  The  inclination  <l>  of  P 
to  the  rod  is  given  by  p 

Discuss  in  a  similar  way  the  horizontal  and  vertical  components 

o(  P. 
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Fig.  188. 


see  that  D  =  o,  E  = 


(a)  A  rapidly  revolving  axle  whose  axis  is  Az  (Fig.  188)  has  the 
straight  homogeneous  rod  .reattached  to  it  at  a  constant  angle,  by  means 
of  the  link  B  C,  at  right  angles  to  As.     The  mass  of  the  axle  and  of 
link  BC  are  neglected  ;  also  the  action  of  gravity  on  the  whole  rcvolvij 
mass.     If  AB  =  b,  BC  =  f,  determine  the  pressure  on  the  a 

As  of  the  six  equations  of  motion  (la)  (Art.  69S)  only  the  last, 
which  does  not  involve  the  reactions,  requires 
integration,  so  that  the  determination  of  the 
reactions,  after  w  has  been  found  from  the 
sixth  equation,  is  a  mere  algebraical  process, 
we  may  select  the  zjr-plane  so  as  to  pass 
through  the  centroid.  Taking  A  as  origin, 
and  A  and  B  as  fixed  points,  we  have  in  1 
equations  (12)  of  Art.  698; 

a  =  o,  l>  =  d,x=ic,y  =  o,  i  =  h  ^  i 
and  the  sixth  equation  gives,  as  there  are  no' 
impressed  forces,  la  =  const.  It  is  easy  to 
:  ^  mfie.  Hence  the  equations  reduce  to 
=  A,-i-B„  o  =  A,  +  B„  o  =  A,  +  A 
bB„  -  \  mbc<a^  =  OB,.  C  ■  i.  =  o, 
B.=~\n,o.%  A,^o,  B,= 
The  two  parallel  forces  —  A„  —  B,  are  equivalent  to  a  single  result- 
ant =  i  mui'e,  which  is  the  centrifugal  force  of  the  centroid ;  but  it 
should  be  noticed  that  this  resultant  is  not  applied  at  the  centroid  G, 
but  at  the  distance  s,  =  |  ^  from  the  .vv-plane  ;  in  other  words,  it  passes 
through  the  centroid  of  the  triangle  ABC. 

{3)  Solve  (2)  when  the  axis  Az  is  vertical  (downward)  and  the 
weight  of  the  rod  AC  \s  taken  into  account, 

(4)  A  homogeneous  plate  of  the  shape  of  a  right-angled  triangle  of 
sides  (*,  c,  revolves  about  the  side  6,  under  no  impressed  forces ;  deter- 
mine the  pressure  on  the  axis. 

(5)  Solve  (4)  when  the  axis  l>  is  vertical  and  the  weight  c.  the  plate 
is  taken  into  account. 

706.  Impnlsea.  Suppose  a  rigid  body  with  a  fixed  a.\is  is  acted 
upon,  when  at  rest,  by  a  single  impulse  F,  in  a  plane  perpei 


whence 


-t« 


to 

I 
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dicular  to  the  axis  and  at  the  distance  p  from  the  axis.  It  is 
required  to  determine  the  initial  motion  of  the  body  just  after 
impact. 

As  the  impulsive  reactions  of  the  fixed  axis  have  no  moment 
about  this  axis,  the  initial  angular  momentum  of  the  body  about 
the  fixed  axis  must  be  equal  to  the  moment  of  the  impulse  F 
about  the  same  axis;  j.  e.,  to  Fp.  If  w  is  the  initial  angular 
velocity,  the  angular  momentum  of  the  body  about  the  fixed 
axis  is,  by  Art.  665,  =  w/,  where  /  is  the  moment  of  inertia 
of  the  body  for  the  fixed  axis.     Hence  we  have 

»  =  f.  (.0) 

707.  l.et  the  impulse  F  be  produced  by  a  particle  of  mass  m  im- 
pinging on  the  body  with  the  fixed  axis  /;  the  mass  of  this  body  we 
shall  here  denote  by  m'.  The  idea  of  reduced  mass  (.Vrt.  677}can  often 
be  used  to  advantage  to  delermine  F. 

Let  u  be  the  projection  of  ihe  velocity  of  the  panicle  nt  on  the  plane 
perpendicular  to  the  axis  (the  component  parallel  to  /  is  evidently  in- 
effective as  regards  rotation  about  /)  ;  and  let  the  particle  m  strike  the 
body  at  the  point  /"where  the  direction  of  u  meets  the  plane  through 
the  axis  /  perpendicular  to  u.  Then  we  have  only  to  reduce  the  mass 
nt'  of  the  t)ody  lo  the  point  P  by  putting 

where  /  is  the  moment  of  inertia  of  the  body  for  the  fixed  axis  /,  p  the 
distance  of /"from  /,  i.  e.,  the  shortest  distance  of  tt  and  /,  and  m\  the 
mass  of  the  body  reduced  to  P.  The  impact  can  now  be  treated  like 
that  of  two  homogeneous  spheres  (Arts.  432  sq.),  except  that  the  mass 
m'  of  the  body  impinged  upon  is  replaced  by  m\.  The  velocity  v  of 
m  and  the  velocity  v'  of  the  point  /"are  therefore  given  by  the  equations 


where  e  is  the  coefficient  of  restitution  and  w'  is  the  linear  velocity  of 
the  point  /'just  before  impact. 


708.   In  the  caseof  inelaslk  impact  we  have  ^  =  o,  and  hence  f'  = 

the  former  of  the  two  equations  gives,  therefore,  if  the  body  «'  is  ijuM 


The  momentum  imparted  to  the  body  by  the  impact  of  the  particle  isl 

^  " '"'""' = ;.7T<; "  7+^  ■  "'"■  ' '' 

This  value  of  7^ reduces  the  formula  (zo)  to  (ii). 

The  resuh    (12)  can  be  expressed  by  saying  that,  in  the  case 
inelastic  impact  where  the  particle  after  impact  moves  along  with 
body,  we  may  take  for  f  the  whole  momentum  of  the  impinging 
if  at  the  same  time  we  increase  the  moment  of  inertia  /  of  the 
by  that  of  the  particle,  viz.,  «/". 

The  same  result  can  be  derived  without  using  the  idea  of  reduced 
mass.  As  the  particle  after  impact  moves  along  with  the  body,  with 
the  velocity  v'  of  the  point  P,  the  momentum  given  up  by  it  to  the 
body  is  F=-m{u  —  v')  =  }nu  —  m<ap  =  mu  —  mFp^ll,  by  (20);  hence 
F=mul/{I-\-mf),  which  agrees  with  (as). 

709.   To  determine  the  impulsive  stress  produced  on  the  axis 

by  a  single  impulse  F,  we  have 

to  apply  the  general  equations 

(17).  (18)  of  Art.  614,  or  (I9),:| 

(20)  of  Art.  615.     But  we  caul 

also  proceed  directly  as  follows  J  | 

Take  the  hxed  axis  as  the  axis  I 

of  s  and  the  c^-plane  through  \ 

the  centroid  f7{Fig.  [S9)and  let  I 

X,  o,  o  be  the  co-ordinates  of  G, 

and  -r,,  y^,  s,  those  of  the  point,  1 

of  application  P  of  the  impulse 

F.     The  components  of  F  may  \ 

be  denoted  by  X,  Y,Z\  those  of  the  reactions  of  the  axis  by  \ 

A„  A^,  A„  n^.  By.  B,  (comp.  Art.  697). 


I 


Fig-  189. 
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As  the  initial  motion  after  impact  is  a  rotation  about  the  axis 
of  Zy  we  have  x=  —  ay',  y=<ox,  i=o,  so  that  the  momentum  of 
a  particle  of  mass  m  has  the  components  ^mtoy,  mtox^  o. 
Reducing  these  momenta  to  the  origin  (?,  we  find  a  resultant 
momentum  whose  components  are  —  q)Sw^=o,  ^^mx^Mfox^ 
o;  and  a  resulting  couple  whose  vector  has  the  components 
—  (oLm2x——E(Oy  —(oS.myz^ —D(Oy  (oltfn{jfl -{- y^)^  Cto,  where 
Cy  D,  E  have  the  same  meaning  as  in  Art.  698. 

The  six  equations  of  motion  just  after  the  impact  are  there- 
fore, if  the  body  was  originally  at  rest, 

-  Eco  =  JiZ-  i?!  F-  a  Ay  -  dBy, 

—  Deo  =  z^X'-x^Z+  aA^ + Bb^, 

Cio^x^Y-y^X, 

It  is  easily  verified  that  this  is  the  form  assumed  by  the  equa- 
tions (19),  (20)  of  Art.  615  in  the  present  case. 

710.  The  last  of  these  equations  is  nothing  but  the  equation 
(20)  of  Art.  706.  The  components  A^^  Bg  along  the  axis  cannot 
be  determined  separately ;  the  other  components  of  the  reactions 
can  be  found  from  the  first,  second,  fourth,  and  fifth  equations. 

The  impulsive  stress  to  which  the  axis  is  subjected  by  the 
impulse,  or  the  so-called  percussion  of  the  axis,  instead  of  being 
represented  by  two  impulses,  A,  B  rs  above,  can  also  be  regarded 
as  composed  of  an  impulsive  pressure  at  O  whose  components 
are 

and  an  impulsive  couple  whose  vector  has  the  components 
aAy-\rbBy=y^Z-'Z^Y'\-EiOy  -aA^-b^B^=z^X-x^Z+D<o,  o. 

The  last  component  being  zero,  the  resulting  couple  lies  in  a 
plane  passing  through  the  axis  of  z. 
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If  there  were  any  number  of  impulses  acting  on  the  botf 
simultaoeously,  the  effect  on  the  axis  could  be  determined  i 
the  same  way,  except  that  the  quantities  A',  Y,  Z,  yiii~. 
s^X  —  x^Z,  must  be  replaced  by  the  corresponding  sums. 

711.  It  follows  from  the  preceding  article  that  the  conditio) 
under  which  a  single  impulse  acting  on  a  rigid  body  with 
fixed  axis  will  produce  no  stress  on  the  axis  are 

X=o,  y=A/xa),  Z=o,  -!SiMx+E  =  o.  D  =  o.  (24) 
If  these  conditions  are  fulfilled,  the  resulting  motion  will  be  the^ 
same  even  when  the  axis  is  free. 

The  first  and  third  equations  show  that  the  impulse  must  be 
perpendicular  to  the  plane  passing  through  axis  and  centroid. 
The  meaning  of  the  fourth  and  fifth  conditions  becomes  appar- 
ent if  the  .r^'-plane  be  taken  so  as  to  pass  through  the  point  of 
application  P  of  the  impulse.  The  new  origin  O'  is  the  foot  of 
the  perpendicular  let  fall  from  P  on  the  fixed  axis.  To  trans* 
form  the  conditions  (24)  to  the  new  system  it  is  only  necessary 
to  substitute  5  +  .S]  for  s\  the  first  three  conditions  are  not 
affected,  and  the  last  two  become 

—  z-yMx  +  "^msx  +  z^  2w/,r  =  o,  '^myz  +  s^my  =  o, 
or,  since   ^mx  =  Mx,  Hmy  =  o, 

£'=o,  D'=o, 
where  E',  D'  are  the  products  of  inertia  at  O'. 

It  thus  appears  that  the  axis  of  z  must  be  a  principal  axis  at 
the  foot  of  the  perpendicular  let  fall  on  this  axis  from  the  point 
of  application  of  the  impulse. 

712.  It  should  be  noticed  that  a  line  taken  at  random  in 
body  is  not  necessarily  a  principal  axis  at  any  one  of  its  points.J 
But  if  a  line  is  a  principal  axis  at  a  point  0\  then  it  is  always 
possible  to  determine  an  impulse  that  will  produce  no  stress  on 
this  line  so  that  the  body  will  begin  to  rotate  about  it  as  axia 
even  though  it  be  not  fixed.     As  shown  in  the  last  article,  the 


7'3.] 


447 


impulse  must  be  =Mx<a,  and  must  be  directed  at  ri^ht  angles  to 
the  plane  through  axis  and  ccntroid.  The  point  where  it  meets 
this  plane  is  called  the  center  of  percnssioa  for  the  line.  Its  dis- 
tance J"!  from  the  axis  is  found  from  the  equation  of  motion,  viz., 
the  last  of  the  equations  (23),  which,  owing  to  the  conditions 
(24),  reduces  to  c ^  Mix,. 

If  ^'  be  the  radius  of  inertia  of  the  body  for  a  parallel  ccntroida! 
axis,  we  have  C=iM(jf^  +  x^)-,  hence 

Xy=X-\^-  (25) 

Hence,  if  a  given  line  /  be  a  principal  axis  for  one  of  its  points 
O',  there  exists  a  center  of  percussion ;  it  lies  on  the  intersection 
of  the  plane  (/,  G)  with  the  plane  through  0'  perpendicular  to  /, 
at  the  distance  x^,  given  by  (25),  from  the  line  /.  An  impulse 
Mxm  through  the  center  of  percussion  at  right  angles  to  the 
plane  through  axis  and  centroid,  while  producing  no  percussion 
on  the  axis,  sets  the  body  rotating  with  angular  velocity  tts  if  it 
was  originally  at  rest;  on  the  other  hand,  if  the  body  was 
originally  in  rotation  about  the  axis,  such  an  impulse  can  bring 
the  body  to  rest  without  affecting  the  axis. 

713.  Exercises. 

(i)  A  homogeneous  straight  rod  of  length  /and  mass  m  is  suspended 
vertically  from  a  horizontal  axis  through  its  end.  At  what  point  and  in 
what  direction  must  it  be  struck  to  produce  no  shock  on  the  axis? 

(2)  Show  that  the  center  of  percussion  of  a  compound  pendulum 
coincides  with  the  center  of  oscillation  (Art,  670). 

{3)  A  homogeneous  straight  rod  of  length  /  lies  on  a  smooth  hori- 
zontal table ;  how  should  it  be  struck  to  begin  turning  about  a  vertical 
axis  through  one  end? 

(4)  A  homogeneous  circular  disk,  of  radius  a  and  mass  m,  while 
turning  about  its  axis  with  angular  velocity  lu,  is  suddenly  slopped  by  a 
peg  (which  projects  radially  from  its  circumference)  striking  a  fixed 
obstacle.  Detennine  the  momentum  of  the  impact  and  the  stress  on 
the  bearings  which  are  at  distances  a,  6  from  the  disk  on  opposite  sides. 
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(5)  "A  pendulum  is  constructed  of  a  sphere  (radius  a,  mass  j 
attached  to  the  end  of  a  ihin  rod  (length  i,  mass  m).     Where  should  i 
be  struck  at  each  oscillation  that  there  may  be  no  impulsive  pressruti 
to  wear  out  the  point  of  support  ?  "     (Routh.) 

(6)  Show  that  if  a  body  with  a  fixed  cenlroidal  axis  is  struck  a  blow 
the  axis  is  always  subject  to  an  impulsive  stress. 

(7)  A  trip-hammer  consists  essentially  of  a  heavy  mass  carried  by  a 
arm  which  can  turn  about  a  fixed  axis  c'.  A  cam  projecting  from  j 
revolving  shaft  strikes  the  arm  of  the  hammer  at  each  revolution,  . 
it  a  certain  distance  so  as  to  let  the  head  of  the  hammer  drop  on  th^ 
anvil.  Let  m  be  the  mass  of  this  shaft  (with  its  fly-wheel),  /  its  momenl 
of  inertia  for  its  axis  e,  p  the  distance  of  the  point  of  impact  P  frond 
the  axis  c  of  the  shaft ;  then  w,  =  Iff  is  the  mass  reduced  to 
«'  be  the  mass  of  the  hammer  and  arm,  /'  theit  moment  of  inertia  fo| 
the  axis  (',  and  p'  the  distance  of  the  point  of  impact  P  from  c' 
m'f^I'/P'*  is  the  mass  of  the  hammer  reduced  to  P.  Regarding  thd 
impact  as  inelastic,  we  then  have  for  the  velocity  of  the  point  P  just 
afier  impact  (see  Art.  708), 


where  n  =  a>p,  w  being  the  angular  velocity  of  the  shaft  c.    1 
kinetic  energy  is  (by  (10),  Art.  444), 

^=»^+i' ■*"'"■ 

To  make  this  as  small  as  possible,  »(,/»/',  should  be  large ;  1,  e.,  thd 
reduced  mass  of  the  fly-wheel  should  be  brge  in  comparison  with  t 
of  the  hammer. 

To  reduce  as  much  as  possible  the  percussion  of  the  axis  c'  of  thd 
hammer,  the  point  of  impact  P  should  he  near  the  center  of  percussion 
(Art.  71ZJ  of  the  hammer ;  that  is,  p'  should  satisfy  the  relation 

J'  =  m'xp', 

where  x  is  the  distance  of  the  centroid  of  the  hammer  (with  its  anii)'fl 
from  the  axis  f';  this  gives        ,_  /' 

(8)    In  the  trip-hammer,  Ex.  (7),  let  m,  be  the  mass  of  the  hammer-| 
head  regarded  as  concentrated  at  the  distance  a  from  the  axis  c 
the  mass  of  the  arm  regarded  as  a  straight  rod  of  length  /{>a). 
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I  F  fur  perfectly 


the  center  of  percussion  P,  and  show  that  i 
we  &t\<\  p'fi=o.T^. 

(g)    In  the  problem  of  Arts.    7 
elastic  impact  {e=i). 

(lo)  The  baliistic  pcniiulum  consists  essentialiy  of  a  heavy  woorlen 
block  (or  a  case  filled  with  sand)  suspended  from  a  horizontal  axis. 
.A  bullet  is  shot  into  the  block  at  rest,  at  right  angles  to  the  vertical 
plane  through  the  axis  of  the  pendulum.  From  the  observed  rise  of 
the  block  due  to  the  impact  of  the  bullet,  the  velocity  of  the  bullet  is 
computed. 

The  bullet  enters  a  certain  distance  into  the  wood ;  Ihe  time  of  this 
motion  is  neglected,  i.  e,,  the  impact  is  supposed  to  take  place  at  the 
[X)int  A  where  the  bullet  stops.  I^t  a  be  the  distance  of  this  point 
from  the  axis,  a,  the  angle  il  makes  with  the  vertical ;  then  the 
moment  of  the  momentum  mu  of  the  bullet  is  mu-acosce;  equating 
this  to  the  angular  momentum  of  pendulum  and  bullet  (since  after  the 
impact  the  bullet  *  moves  with  the  pendulum),  we  have  the  equation  of 
impact,  which  gives  the  initial  angular  velocity  of  the  pendulum.  If  m' 
be  the  mass  of  the  pendulum,  q  its  radius  of  inertia  for  the  axiM,  h  the 
distance  of  its  centroid  from  the  axis,  the  equation  of  motion  of  the  pen- 
dulum (with  the  bullet)  can  be  written  down  and  integrated.  This  gives 
(mV/  +  ma^)  <«'  =  2  m'gh  (i  -  cosfl,)  +  i  mga  [cos  it  -  cos  (fi,  -  ft)] 
=  z  (m'  +  m)gh  (i  -  cos  #,).  nearly. 

The  angle  fl,  through  which  the  pendulum  swings  from  the  vertical, 
can  be  measured  by  a  tape  attached  to  the  block,  say  at  the  distance  b 
from  the  axis,  and  drawn  out  of  a  reel  a^  the  pendulum  moves ;  if  the 
length  of  tape  drawn  out  is  c,  we  evidently  have  f  =  a  ^  sin  ^  ff,. 

Combining  the  results,  we  find  finally 


he 


^Sl, 


where  /  is  the  length  of  the  equivalent  simple  pendulum. 
,  (11)  A  homogeneous  cube  whose  edges  are  a  rests  on  a  horizontal 
plane  ;  one  of  its  base  edges  being  a  fixed  axis.  Determine  the  impulse 
F  of  the  least  blow  that  will  upset  the  cube  about  the  fixed  axis.  Observe 
that  the  kinetic  energy  due  to  the  blow  must  be  sufiicient  to  raise  the 
centroid  to  the  position  vertically  above  the  fixed  axis.     This  work, 
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which  must  be  done  before  the  upsetting  takes  place,  is  sometimes  callei 
the  dynamic  slabilily. 

(ii)  In  Ex.  (11),  if  the  edge  of  the  cube  is  i  ft,  determine  wit4 
what  velocity  a  mass  equal  to  one  third  of  that  of  the  cube  would  haw 
to  strike  it  (at  the  middle  of  the  edge  opposite  the  axis,  at  right  angle! 
lo  the  diagonal  plane)  to  upset  the  cube.     (See  Art.  70S.) 

IV.     Plane  Motion. 

714.  As  explained  in  Art.  610,  the  general  problem  of  thd 
motion  of  a  rigid  body  resolves  itself  into  two  problems  whichc 
may  be  treated  separately  :  the  motion  of  the  centroid  regarded 
as  a  particle  containing  the  whole  mass  of  the  body  and  having' 
all  the  forces  acting  on  the  body  applied  to  it  parallel  to  their 
actual  directions,  and  the  motion  of  the  body  about  the  centroid 
regarded  as  a  fixed  point.  The  former  problem  is  solved  b^ 
integrating  the  three  equations  (4)  of  Art.  600,  which  can  als< 
be  written  in  the  form  (5),  Art.  600,  or  (8)  Art.  603 ;  the  lattei 
by  integrating  the  three  equations  (6)  of  Art.  601,  which  caoj 
also  be  written  in  the  form  (7),  Art.  601. 

715.  If  the  centroid  moves  in  a  plane  curve  and  the  rotatioal 
about  the  centroid  always  takes  place  about  axes  perpendicular 
to  the  plane  of  this  curve,  the  motion  of  the  body  is  called  plane 
motion.     It  suffices  to  study  the  motion  of  the  cross-section  of 
the  body  in  this  plane.     The  motion  of  the  centroid  G{jc,  y^  isJ 
given  by  the  two  eqnatioiu  of  linear  momentnin : 

Mx  =  ^X,My  =  ^Y,  (i] 

or  ^-Mx=R,.   ^My=R^. 

dt  dt    -^         " 

The  motion  about  the  centroid  is  given  by  a  single  equation  < 

the  form 


^m{xy  -yx)  ■■ 


=  ^(xY-yX), 

yx)  =  H, 


the   equation  of  angalar  momentnm,  obtained   by  "taking   mo- 
ments "  about  any  point  of  the  plane.     As  the  motion  about  thftj 
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centroid  takes  place  as  if  the  centroid  were  fixed  (Art.  606),  it 
will  often  be  convenient  to  take  moments  about  the  centroid. 
The  equation  (2')  then  assumes  the  form 


4r = »■ 


(2") 


where  /  is  the  moment  of  inertia  of  the  body  about  the  centroidal 
axis  perpendicular  to  the  plane,  H  the  sum  of  the  moments  of  the 
external  forces  about  the  same  axis,  (o  the  angular  velocity  about 
the  axis. 

Analogous  considerations  hold  for  the  equations  of  the  change 
of  motion  due  to  impulses  (Arts.  614,  615). 

716.  As  an  instructive  example  of  plane  motion  consider  the  motion 
of  a  homogeneous  circular  cylinder  down  an  inclined  plane,  the  axis  of 
the  cylinder  remaining  horizontal.     Let  m  be  the  mass,  a  the  radius  of 


FIj  190. 

the  cylinder.  In  Fig.  190,  G^  is  the  initial  position  of  the  centroid  (at 
the  time  t=6)  when  the  linear  velocity  v  of  the  centroid  and  the  angu- 
lar velocity  o)  about  it  are  both  zero ;  G  is  the  position  of  the  centroid 
at  any  time  /.    The  inclination  of  the  plane  to  the  horizon  is  a. 

If  that  point  of  the  circumference  which  is  initially  in  contact  with 

# 

the  plane  (at  O)  has  at  the  time  /  the  position  0\  then  0'GC=6  is 
the  angle  through  which  the  cylinder  has  turned  about  its  axis  in  the 


r 
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time  /,    This  angle  B  and  the  distance  0C=  Gf,G  =  x  through  which 
the  centroid  has  moved  are  the  variables  that  determine  the  position  of 

the  cylinder  at  any  time. 

717.  The  motion  of  a  cylinder  on  a  fixed  plane  is  called  pure  roiSld 
if  at  every  instant  the  line  of  contact  is  the  instantaneous  axis.  RolUii) 
is  to  be  clearly  distinguished  not  only  from  sliding,  when  the  cylinder  hafti 
a  motion  of  translation  parallel  to  the  plane  so  that  the  instantaneouvl 
axis  lies  at  infinity,  but  also  from  spinning,  when  the  line  of  contactj 
turns  about  one  of  its  points  in  the  plane.  In  the  most  general  case  thfrJ 
motion  of  (he  cylinder  on  the  plane  would  be  a  combination  of  these  ■ 
three  kinds  of  motion. 

It  follows  from  the  definition  that  in  pure  rolling  the  length  of  the 
circular  arc  O' C  =  aO  must  equal  the  distance  OC^=  GoG=^x,  through 
which  the  centroid  has  moved.  The  kineinatical  condition  for  purt 
rolling  is  therefore : 

x^aB:  (3>J 

hence  ^  =  o*?.      or  j'  =  au,  (4)  j 


and 


dl 
tPx 


df 


di' 

d'e  _    d«i 


dl'' 


dl 


OTj  =  —  =  a—, 


'  dl 


dt 


(5)  J 


where  v  and  j  are  the  (linear)  velocity  and  acceleration  of  the  cenlroid,:] 
ui  and  daijdt  the  angular  velocity  and  acceleration  about  the  centroi(]^'| 
1.  e.,  about  the  axis  of  the  cylinder. 

718.    Let  the  only  impressed  force  be  the  weight  mg  of  the  cylinder. 
The  reaction  of  the  plane  at  the  point  of  contact  C  can  be  resolved  intp.J 
its  normal  component  N,  at  right  angles  to  the  plane,  and  the  frictionsJ>4 
resistance  F,  along  the  greatest  slope  of  the  plane. 

If  the  plane  were  perfectly  smooth  so  that  F=  o,  the  cylinder  would  | 
necessarily  slide  down  the  plane,  provided  its  initial  angular  velocity  be 
zero.     For,  as  the  only  forces  acting,  mg  and  N,  both  pass  through  the  1 
centroid,  no  angular  momentum  about  the  axis  can  be  generated. 
this  case  the  principle  of  kinetic  energy  and  work  gives,  if  the  velocity 
at  the  time  /  for  this  limiting  case  be  denoted  by  w„ 

\  mv^  =  tngh,  or  Vi  =  VTgA,  (6)  1 

where  A  =  x  sin  k  is  the  vertical  height  through  which  the  centroid  C?^ J 
has  descended. 
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719.  Pure  rolling  occurs  only  if  the  frictional  force  F  is  of  sufficient 
amount  to  prevent  sliding  (or  slipping^  as  it  is  called).  The  moment  Fa 
of  the  friction  produces  angular  momentum,  giving  the  cylinder  an 
angular  velocity  (o  (clockwise  in  Fig.  190)  about  its  axis.  Mechanical 
means  might  be  substituted  for  friction  to  produce  the  same  effect,  e,  g.y 
gearing,  or  a  flexible  band  wrapped  around  the  cylinder  and  stretched 
up  the  plane. 

In  the  case  of  pure  rolling  the  principle  of  kinetic  energy  and  work 
gives  (rolling  friction  being  neglected) 

\  mt^ '\- )^  lia^  =  mgh,  (7) 

the  work  of  N  as  well  as  that  of  F  being  zero  because  the  point  of  ap- 
plication C  is  instantaneously  at  rest. 

The  left-hg^d  member  which  represents  the  kinetic  energy  of  the 
cylinder  can  be  simplified  by  introducing  the  mass  reduced  to  the  point 
of  contact  C,  /.  ^.,  to  the  distance  a  from  the  centroid  (Art.  677) : 
m^=:^IIa^'y  as  in  the  case  of  pure  rolling  (Art.  717)  am^v^  (7)  reduces  to 

\{m-Vni')i?^mgh.  (8) 

Denoting,  as  in  Art.  718,  the  velocity  of  frictionless  sliding  by  z/i,  we 

find  : 

V  =      _    \^    v^,  (9) 

For  the  homogeneous  cylinder,  m'=^pi  (see  Ex.  (i),  Art.  679),  so  that 

The  same  reasoning  applies  whe^  the  cylinder  is  replaced  by  any 
other  solid  of  revolution  whose  mass  is  distributed  symmetrically  both 
with  respect  to  the  axis  of  revolution  and  with  respect  to  thd  centroidal 
plane  perpendicular  to  this  axis ;  the  formulae  (6)  to  (9)  hold  without 
change  in  this  more  general  case.  But  the  quotient  m'/m  will  not 
always  be  a  pure  number ;  it  will  depend  on  the  dimensions  of  the  body 
and  on  the  distance  a  of  the  centroid  firom  the  inclined  plane. 

720.  Exercises. 

(i)  A  homogeneous  cylinder  of  i  ft.  diameter  rolls  down  a  plane 
inclined  at  30°  to  the  horizon,  over  a  distance  of  20  ft. ;  find  the  final 
linear  and  angular  velocity. 
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(a)  A  sphere,  a  circular  disk  or  cylinder,  and  a  hoop  or  thin  i 
drical  shell,  all  three  homogeneous,  roll  down  the  same  inclined  pla; 
through  the  same  distance ;  show  that  the  velocities  acquired  are 

v,=  \^v,=o.S4Sv„  w,=  V|  i'i=o.8i6!'u  Pj^Vj  ^1=0.707  »,. 

(3)  Two  equal  circular  disks,  each  of  radius  A"  and  1 
rigidly  connected  by  a  short  cyUndrical  shaft,  of  radius  a<iR,  the  axis 
of  the  shaft  coinciding  with  the  axes  of  the  disks.  The  shaft  rolls  down 
an  inclined  plane  formed  by  a  board  set  on  edge.  Neglecting  the  mass 
of  the  shaft,  find  the  linear  velocity  acquired  after  descending  through  a 
vertical  height  h.  Show  that  when  a  is  small  in  comparison  with  H,  wc 
have  approximately  v/Vi  =  a  JR. 

(4)  A  solid  sphere  of  radius  a  and  a  hollow  sphere  of  outer  ndius  j 
and  inner  radius  a',  both  homogeneous,  are  rolled  down  a  plane ;  corO' 
pare  the  final  linear  velocities:  (a)  when  a'  =  ^a,  (b)  when  a'  is  nearly 
equal  to  a.  The  hollow  sphere  could  thus  be  distinguished  from  the 
solid  sphere  even  if  their  weights  were  equal. 

(5)  For  the  three  typical  cases  of  Ex,  (2)  delerraine  what  portion  c 
the  total  energy  is  rotational. 

721,  The  three  equations  of  motion  (Art  715)  assume  the  following 
form  for  the  problem  of  Art,  716,  if  O  (Fig.  190)  be  taken  as  origin,  the 
axis  of  y  at  right  angles  to  the  inchned  plane,  the  axis  of  x  down  its. 
greatest  slope : 


'A 

irly 
the 

\  01^1 


- F,  o  =  N—mgcQ5u 


l  —  =  Fa,    or    in' a —  = 


where  m'  =  I/a^  is  the  mass  reduced  to  the  point  of  contact  C. 

These  equations  hold  not  only  for  a  cylinder,  but  also  in  the  more 
general  case  mentioned  at  the  end  of  Art.  719,  provided  the  centroid 
has  the  distance  a  from  the  plane, 

722.  The  second  of  the  equations  (10)  merely  determines  the  prea 
sure  oti  the  plane.  The  third,  in  the  case  of  pure  rolling  when  tiM 
condition  (5)  holds,  becomes 


i 
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Combining  this  with  the  first  of  the  equations  (10)  and  putting  I  =:^m(f^ 

we  find  for  the  acceleration  of  the  centroid  G  and  for  the  reaction  F 

along  the  plane  :    ,  • 

—  =  -— —  J'  sm  a  =  — - — J  g^ma,  (12) 

J   -f-  y  W  -|-  W 

It  appears  from  (12)  that  in  pure  rolling  the  acceleration  of  the 
centroid  is  constant  but  always  less  than  in  frictionless  sliding;  indeed, 
of  the  component  of  the  weight  along  the  plane,  mg  sin  a,  only  the 
fraction  m/{m-\-m^)  produces  Hnear  acceleration  ;  the  remaining  portion, 
viz.,  in' /{tfi  -f  /;/')  of  w^sin  a,  is  used  to  produce  angular  acceleration. 

The  acceleration  dvjdt  of  the  centroid  being  constant,  the  motion  of 
the  centroid  is  uniformly  accelerated.  And  as,  by  (5),  adm/iit^dz'/tft 
the  rotation  about  the  centroid  is  likewise  uniformly  accelerated. 

723.  The  value  of  the  frictional  resistance  F  is  given  by  (13).  It  is 
important  to  notice  the  difference  in  the  effect  of  friction  in  the  case  of 
sliding  from  that  in  the  case  of  rolling.  In  sliding  motion,  the  whole 
amount  of  friction  comes  into  play,  the  resistance  along  the  plane  being 
F  =  fiJV,  where  ft  is  the  coefficient  of  friction.  Not  so  in  the  case  of 
pure  rolling,  where  only  as  much  of  this  force  becomes  active  as  is 
necessary  to  prevent  sliding ;  hence,  in  the  case  of  rolling,  the  resistance 
F  along  the  plane  is  in  general  <  fiN, 

It  follows  that  if  rolling  takes  place  and  is  kept  up  by  friction  alone, 
we  must  have  for  the  resistance  F  along  the  plane 

F'^  fimg  cos  a. 

Owing  to  the  value  (13)  of  F,  this  gives  the  following  dynamical  con- 
dition for  the  possibility  of  pure  rolling: 


m 


-  tana  ^  a,  or  tana  ^f  I  H — -V-  (14) 

m  -f  ///'  \       m  J 

724.  Suppose  that  the  condition  (14)  is  not  satisfied  so  that 

tana>/'i-f~V  (15) 

The  motion  will  be  a  combination  of  rolling  and  sliding.    The  distance 
X  =•  GoG=  OC  {F\g,  190)  through  which  the  centroid  moves  in  any 


] 
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time  /is  not  equal  lo,  but  greater  than,  the  arc  0'C  =  a8  ihrough  which 
the  body  turns  about  the  centroid  in  the  same  time ;  hence  tlie  relations 

(3)1  (4).  (5)  between  x  and  B,  v  and  o»,  <iv/iit  and  liui/dt  do  not  hold.      gM 

The  equations  of  motion  still  have  the  form  (10);  but  as  actual  sU^H 

ing  takes  place  at  the  point  of  contact  C,  we  now  have  ^| 

Combining  this  relation  with  the  first  two  of  the  equations  (10),  we  fin^^ 


»). 


Hence  the  motion  of  the  centroid  is  again  uniformly  accelerated  and^ 

owing  to  (15),  the  acceleration  is  positive. 
The  third  of  the  equations  (10)  gives 

dio  _  finiga  cos «  ,  , 

Vt  ~        7        '  *■ 

hence  the  rotation  about  the  centroid  is  also  uniformly  accelerated. 

735.  Exerciaea. 

(i)  For  the  three  types  of  bodies  mentioned  In  Ex.  (j).  Art.  yaoj] 
the  centroid  having  in  each  case  the  distance  a  from  the  inclined  plane, 
determine  the  linear  and  angular  accelerations  :  (a)  in  the  case  of  pure 
rolling;  {(i)  in  the  case  of  roiling  combined  with  sliding;  (f)  determine 
the  condition  for  pure  rolling  if  the  angle  of  friction  is  ^. 

(2)  A  homogeneous  circular  disk,  a  ft.  in  diameter,  rolls  down  a  plane 
sloping  I  :5.  Starting  from  rest,  how  far  will  it  go  in  10  sec,  {a)  if 
^  =  0.1?    {b)  if;i  =  o.o5? 

(3)  Discuss  the  motion  of  a  homogeneous  cylinder  with  horizontal 
axis  up  an  inclined  plane,  if  initially  v  =  Va,  m  =  o :  (u)  when  there  is  no 
friction  ;  (h)  when  there  is  friction,  but  not  sufficient  to  produce  rolling. 

(4)  In  Ex.  {3),  if  the  friction  ts  sufficient  to  produce  rolling,  the 
cylinder  can  be  made  to  roll  up  the  plane  under  the  action  of  gravity 
alone  by  giving  it  an  initial  angular  velocity  uvi  about  its  axis.  This 
can,  e.g.,  be  done  by  a  blow  directed  up  the  plane  and  striking  the 
cylinder  above  the  centroid  {i.e.,  at  a  distance  from  the  plane  >  a). 
For  such  a  blow  is  equivalent  to  an  equal  and  parallel  blow  through 
the  centroid,  giving  the  centroid  an  initial  velocity  %  together  with 
an  impulsive  couple  tending  to  make  the  body  roll  up  the  plane  v 
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initial  angular  velocity  uq.  It  should  be  noticed  llial  the  fictional 
resistance  F,  in  the  case  of  rolling  up  the  plane,  is  directed  up  the  plane, 
just  as  in  the  case  of  rolling  down  the  plane.  For,  what  produces,  or  in 
the  present  case  destroys,  angular  momentum  is,  properly  speaking,  not 
the  force  F,  but  the  component  m^  sin  «  of  gravity  which  is  directed 
down  Che  plane.     Write  down  the  equations  of  motion  and  solve  them. 

(5)  The  effect  of  rolling friefion,  hitherto  neglected,  can  be  expressed 
by  a  couple  of  moment  ft'  niga  cos  «,  where  ^'  is  the  coefficient  of  rolling 
friction  (see  Arts.  378,  379).  Its  sense  agrees  with  that  of  the  moment 
of  F  in  downward  motion^  but  is  opposite  to  it  in  upward  motion. 
Thus,  for  rolling  down  the  plane  we  have 


n-  =  n,s.-. 


-F,I- 


=  Fa-\-  II,'  mga  cos  a ; 


the  condition  tor  pure  rolling  (g)  gives 
^=-^,(si; 


-n'—co%a)mg. 


726.  A  homogeneouscircularcylinder,  of  radius  a  and  mass  w,  placed 
on  a  roTigh  horizontal  plane,  is  acted  upon  by  gravity  and  a  horizontal 
force  X,  passing  through  the  centroid  at  right  angles  to  the  axis  of  the 
cylinder. 

The  equations  of  motion, 


0  Ihe  case  of  pure  rolling,  owing  to  {5), 
Id,     , 


(/I 


'a,// 


df 


-Fa.  (,,) 


<") 


where  for  the  cylinder  m'  =  \m.  The  same  solution  holds,  with  the 
proper  value  of  m',  for  the  more  general  solid  of  revolution  mentioned 
at  the  end  of  Art.  719. 

The  expression  for  X  shows  that  the  centroid  of  the  body  moves  like 
a  particle,  not  of  mass  m,  but  of  mass  m  4-  m' ,  under  the  force  X  alone. 
'I"his  result  is  used  in  studying  the  motion  of  a  carriage  or  train  to  take 
into  account  the  "rotary  inertia"  of  the  wheels  by  adding  to  the  total 
mass  the  sum  Sm'  of  the  masses  of  the  wheels  reduced  to  their 
circumference.    Thus  for  a  train  nmning  down  an  incline  of  angle  u. 
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under  the  action  of  gravity  alone,  if  J/"  be  the  mass  of  the  train  (includ- 
ijig  the  wheels),  m'  the  sum  of  the  reduced  masses  of  the  wheels,  the 
acceleration  will  be  ,, 


727.  Exercise. 

(i)  Determine  ihe  height  at  which  the  buffers  and  coupling  chain  of 
a  railroad  car  should  be  placed  lo  prevent  "pitching,"  M  being  the 
mass  of  the  car,  m  that  of  the  wheels,  m'  =^  nty''/a^  their  mass  reduced 
to  the  point  of  contact  with  the  rails,  h  the  height  of  the  centroid  of 
the  car  above  the  axles. 


I 


728.  .\  homogeneous  sphere,  of  radius  a  and  mass  m,  is  placed  oa  1 
a  rough  horizontal  plane,  the  sphere  having  initially  a  velocity  of  trans-  I 
lation  Vt,  parallel  to  the  plane  and  an  angular  velocity  m^  about  the  hori- 
zontal diameter  perpendicular  to  v^.  Gravity  and  the  reaction  of  the  I 
plane  are  the  only  forces  acting  on  the  sphere.  As  these  cannot  change  I 
the  directinns  of  either  v^  or  the  axis  of  oi,,,  the  motion  must  be  plane. 

The  following  discussion  applies  without  change  to  the  case  of  &  J 
homogeneous  cylinder  and  of  a  hoop ;  it  is  only  necessary  to  give  the  1 
proper  value  lo  the  reduced  mass  m'. 

Two  cases  may  be  distinguished  according  as  the  initial  angular] 
velocity  (Uq  gives  to  the  point  of  contact  A  a  linear  velocity  awf,  of  the  I 
same  sense  as  z^  or  of  the  opposite  sense. 


729.   If  a<iiD  agrees  in  sense  with  v^  (Fig.  191),  the  frictional  resist*  I 
ance  F=  p-mg  is  opposite  to  z^g  as  well  as  to  nug,  and  tends  to  diminish  I 
both  I'd  and  uo.     Hence  the  equa-  I 
tions  of  motion  are,  if  the  sense  of  | 
Vt,  be  taken  as  positive, 


dv 


=  ~  p-i'ig, 


a  =  N- 


"ig, 


V,  =  -''"'t 


dt 

where   m'  =  Ild 
F^o.  191.  '  ■ 

duced  to  the  point  of  contact.    Theil 

first  and  last  of  these  equations  show  that  the  motion  of  the  centroid^ 
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as  well  as  the  rotation  about  the  centroid  is  uniformly  retarded.  Inte- 
grating these  equations,  we  find 

m  g  ^ 
v^VQ  —  iigt,     <o  =  cDo-/i— 7-/. 

fft  a 

Hence  v  would  vanish  at  the  time  /i  =  Vq/ fig^  co  at  the  time  /j  = 
?n' atii^/ ikmg.  But  the  motion  changes  its  character  as  soon  as  the 
velocity  of  the  point  of  contact  A  becomes  zero.  Initially,  this  velocity 
is  z'o  -f  rtrcDo  >  o,  so  that  the  initial  motion  is  rolling  combined  with  slid- 
ing, the  instantaneous  axis  lying  (parallel  to  the  axis  of  oi)  at  the  dis- 
tance z'o/<«^  above  the  centroid.     At  the  time  /,  the  velocity  of  A  is 


Z;4-d50)=  vo -{- auHi  ^  fig (1  +^V; 


it  vanishes  at  the  time 


►3 


after  which  the  motion  becomes  pure  rolling. 

As  ^^  and  am^  are  both  positive,  this  time  t^  must  lie  between  the 
times  /i  and  /j.  If  /i  >  t^y  so  that  w  vanishes  first  and  has  become 
negative  at  the  time  /» when  pure  rolling  sets  in,  the  sphere  will,  after 
the  time  /j,  roll  forward  (/.  e.y  in  the  sense  of  v^.  If,  however,  /i  <  /f, 
7f  first  reduces  to  zero,  and  is,  therefore,  negative  when  pure  rolling 
begins ;  the  sphere  will,  therefore,  after  the  time  /a,  roll  backward. 
If  /j  =  /^,  the  sphere  comes  to  a  stop  at  the  time  /j  =  /j  =  t^. 

The  values  of  /i  and  t%  show  that  we  have  /i  =  /j  according  aa 
>  w'  < 

<  m 

730.  Exercises. 

(i)  Discuss  that  case  of  the  problem  of  Art.  728,  when  the  initial 
angular  velocity  (Uq  gives  to  the  lowest  point  of  the  sphere  a  velocity  dfw, 

opposite  in  sense  to  v^ ;  distinguish  the  three  cases  v^  =  \atoo\,  taking  the 
sense  of  7^0  as  positive  so  that  (Uq  is  a  negative  quantity. 

(2)  What  must  be  the  initial  motion  to  produce  rolling  backward  : 
(a)  for  a  sphere  ?    (d)  for  a  cylinder  or  disk  ?     (c)  for  a  hoop  ? 

(3)  A  homogeneous  circular  disk  2  ft.  in  diameter  is  set  spinning  at 
tlie  rate  of  5  rev. /sec. ;  it  is  thus  placed,  with  its  axis  horizontal,  on 
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a  horizontal  plane  whose  coefficient  of  friction  is  |^.  How  long  will 
it  slip  (or  "skid"),  and  what  will  be  its  linear  and  angular  velocity 
when  the  motion  becomes  pure  rolling? 

(4)  At  what  height  above  the  table  (cushion  height)  must  a  billiard 
ball  be  struck  (horizontally)  if  its  motion  is  to  be  pure  rolling  from  the 
beginning  ? 

(5)  A  billiard  ball  is  started  as  a  "  dead  ball,"  i.  ^.,  with  no  initial 
rotation,  and  with  2^0=  7  ft*  per  second.  If  it  goes  10  ft.  before  the 
motion  becomes  pure  rolling,  what  is  the  coefficient  of  friction? 


ANSWERS. 


Page  16. 

(i)  Join  the  point  P  to  the  instantaneous  center  C  \  the  direction 
of  motion  is  perpendicular  to  CP. 

(3)  See  Art.  24. 

(4)  With  O  as  origin  and  the  diameter  perpendicular  to  /  as  jr-axis, 
the  space  centrode  is  y  =  r;c  ±  d^V^-fy,  where  a  is  the  radius  of  the 
circle,  c  the  distance  of  O  from  /.  With  A  as  origin  and  t  as  jc-axis 
the  body  centrode  \%  o^^ay  ±  c\/o^-\-f»  The  upper  sign  corresponds 
to  r  sliding  over  the  first  and  second  quadrants  of  the  circle,  the  lower 
sign  to  /  sliding  over  the  third  and  fourth  quadrants.  U  c^a,  the  com- 
plete fixed  centrode  has  a  node  at  O  with  the  tangents  ay=  ±  ■V^—a'x, 
The  polar  equations  of  the  centrodes  are  r  sin*  6  =  c  cos  $ -{- a  and 
r' cos*^ 0'  =  a sin 6'  -f  c.  The  body  centrode  for  c>a  is  (apart  from 
position)  the  fixed  centrode  for  c<,a,  and  ju'ce  7'ersa. 

(5)  /=2a(^-f  i^i). 

(6)  The  fixed  centrode  is  a  circle  passing  through  C,  O'*;  the  body 
centrode  is  a  circle  of  twice  the  radius  of  the  fixed  centrode.  The  path 
of  any  point  in  the  fixed  plane  is  a  Pascal  lima^on ;  the  points  of  the 
body  centrode  describe  cardioids. 

(8)   Two  equal  parabolas ;  the  motion  is  the  same  as  that  of  Ex.  (5). 

(10)  With  O  as  pole  and  OB  as  polar  axis  the  equation  of  the  Jbcfd 
centrode  is  r*  cos*  B  —  2ar  cos*  d  -f  a*  =  A  With  O  as  origin  and  OB 
as  ;c-axis  the  equation  in  cartesian  co-ordinates  is 


(o^  -h  «*  -  O  ^^  H-  /  =  2  a^, 
or  (p(^  +  (^^p)\:x^j^f)  =  4tfV. 

This  last  equation  represents,  however,  not  only  the  centrode  of  AB  as 
B  moves  on  the  positive  4:-axis,  but  also  the  centrode  of  AB  when  B 
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moves  on  the  negative  Ar-axis.     With  /-\-a  =  s,  /'-a  =  if,  the  cartesian 
equation  can  also  be  written : 


or  —  sd 

The  equation  of  the  body  centrode^  with  A  as  pole  and  AB  as 
polar  axis,  AC=r^,  ^BAC=  B\  is  found  by  observing  that  r^zr'  -\-aj 
/sin  d'  =  OB  sin  d  =  r  cos  0%\x\$ ;  substituting  the  resulting  values  of  r 
and  $  in  the  equation  of  the  fixed  centrode,  we  find 

(a^  -  P  cos2  ey'-2  apt"  sin^  ff  +  /«(/« -  ^  cos  6")  =  o, 
which  breaks  up  into  the  two  equations 

I  —  a  cos  (9' 


^,__,    /4-gcos^'     ♦.»  — /    ^  — ^' 

il  +  /C0S^'  d5--/( 


+  /cos^'  a -Icons' 

These  relations  can  be  read  off  directly  from  the  figure  if  perpendicu- 
lars  be  dropped  fi-om  O  on  AB  and  from  ^  on  AC,  In  cartesian  co- 
ordinates each  of  these  equations  is  of  the  fourth  degree. 

For  \\iQ  path  of  any  point  P  yf\io%t  body  co-ordinates,  with  A  as  origin 
and  AB  as  jc'-axis,  are  x\  y\  we  have 

x  =  a  cos  O-^x'  cos  <^  -{-y*  sin  <^,  y  =  a  sin  tf  —  jtr'  sin  <^  -\-y'  cos  ^. 

After  eliminating  <^  by  means  of  the  relation  //a  =  sin  ^/sin  ^,  it  re- 
mains to  eliminate  0 ;  the  result  is  somewhat  complicated. 
For  the  path  of  the  midpoint  of  AB  the  equations  reduce  to 

x^a  cos B  -f  ^ /cos  <^,  >'  =  dr  sin  d  —  ^ /sin ^, 

whence  x=^^c^  —  ^f  ■\-\^l^  —  ^f^       % 

which  is  of  the  fourth  degree. 

Page  27. 

(3)  V3.  (6)   2  a  cos  i  a. 

(4)  9.3  miles;  N.  10^  E.  (7)    (b)  160^ 48'. 7. 

(8)  (V^-i)a,  iV2(V^-i)a. 

(to)    Inclination  to  vertical :  {a)  ^)^  \  (b)  22f^;  (c)  36^*;  (if)  68|^ 

Page  33. 

^5)   («)  5-9;  W  40.6;  (c)  73.3;  (//)  35.2;  (^)  1093. 

(G)   t=2{a-^b)/{v^-\-v^.- 

f8)    184,  200  miles  per  second= 2.964  X 10'^  cm.  per  second.     More 
exj(  t  measurements  give  2.9989  x  io^°  cm.  per  second. 

(9)    {a)  2  hr.;  {b)  13^  min. 

(10)   About  31®.  (11)    24  miles  per  hour. 
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Page  37. 

(i)  1^  ft. /sec*.  (3)  o.ii  ft./sec*. 

(2)   32.186.  (4)   0.0034. 

Page  40. 

(i)  (c)  145  ft.  (2)  0.275  ft-/sec^ 

(4)  //  =  r    /  H -y/-  f  2  /  -f  -  j  .       An    approximate    value    is 

/t=  \  gct'-l(c-\-gt).  For  a  direct  numerical  computation  the  method  of 
successive  approximations  can  be  used.  Thus,  neglecting  the  time  /j, 
required  by  the  sound,  find  the  depth  s  approximately  from  s  =  \gt^y 
with  /=4;  with  this  value  of  s  find  /^J  hence  the  time  of  fall  /j,  with 
which  correct  s  \  etc.     Result :  s  =  70.4  meters. 

(5)  (a)  4f  min.  (U)  0.18  ft./sec*.  (r)  33 /j^  miles  per  hour. 
id)  4  min.  4^  sec. 

(8)  {a)  4^  miles,  {p)  645  ft./sec.  (c)  i^J  min.  {d)  i20oft./sec. 
{i)  58  and  17  sec.  The  resistance  of  the  air  would  modify  these  results 
quite  appreciably. 

(9)  80  ft./sec. 

(10)  {a)  t=h/vo.     (p)  ^  —  s  =  \gh^/v^.     (c)  v^  —  'yjgh. 

(11)  20  min.     (12)  2-J-(7  sec.     (13)  426  ft.     (14)  30  miles  per  hour. 
(16)  h  —  h'  =  tV2  gh  approximately ;  0.6  ft 

Page  45. 

(i)  7;=  26,000  ft.  per  second,  /=34  min.  50  sec,  approximately. 
(•2)  It  represents  a  cycloid. 

(4)  {a)  7;  =7  miles  per  second,  /=oo.  (Ji)  v=*j  miles  per 
second,   /=ii6hr.        

(5)  v^-V^^y^-T^.  where  _^--=T;^- 

{a)  liv,<V^\^yt^—^V7(/R^-VJIffR^) 

+.«^(cos->^^5-cos->i^§) 


/= 


VJi^L 


(6)  (a)  !'  =  5  miles  per  second,  /=26  min.  (d)  7'=  7  miles  per.f 
second,  /=  3j  rain,      (c)  v=  13  miles  per  second,  f=:  19  min. 

(7)  If  Va<^igR,  the  height  above    the   earth's  surface  to  which] 
the  particle  rises  is  A  =  Vn'Ji/{2gJi —  Vo);    the  time  of  rising  to  this  J 

height  is  _ 

If  VB  =  ^2gR,  the  time  of  rising  to  the  distance  s  from  the  center  iql 

and  the  particle  does  not  return. 
If  V,  >  V7^, 


ifV2,eL 


(&)h  =  /i,    /=(i +ijr)  V^/g-  =  34   min.    50   sec,    approximately  J 

The  lime  of  falling  back  is  the  same  as  the  lime  of  rising ;  comp.  Ex.  (i)d 

(9J  About  7  miles  per  second. 

Page  48. 

(i)    Differentiating  J  =  C,  sin/i/+  Cjcos^/,  we  find  the  velocity  i/j/rflf  1 
=  zi  as  a  function  of  the  lime 

V  ^  fi.Ci  casfi/^  /iCj  sin  fi/. 
As  J  =  i¥  when  /=  o  (in  the  problem  of  Art.  82),  the  former  equatioa   . 
8'^^*  i?  =  C,  cos  o,  .-.  C,  =  ^, 

while  the  latter  gives,  with  v  =  0  for  /=  o, 
o  =  (j.Ci,   .:  C,  =  o. 
With  these  values  of  C,  and  C,  the  two  equations  reduce  to 
J  =  ^  cos  ft/,  v  =  —  ftR  sin  nt, 
of  which  the  lalter  can  also  be  derived  from  the  former  by  diiferentialioa 
(i)   v=$  miles  per  second  ;  T=  2  w  '■J Rjg  =  1  hr.  25  min. 
(3)   s  =  i/ii<!'"  +  e-'")  =  Jtcosh^l. 


(4) 


v^- 
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(i)  a)  =  ir  radians;  v=  15.7  ft./sec.  (2)  {a)   3;  {b)  2%^. 

(3)  -0.157  rad./sec».  (5)  (a)  402  ;   (Jf)  25  sec. 

(4)  S-  (7)  31  ft./sec. 

(8)  {a)  0.022  rad./sec';   (^)  15.7  ft./sec;    {c)  7.8  ft./sec. 

Page  56. 

(3)  z;=  21  ft/sec,  at  22®  to  the  train. 

(5)  z;=  24.2  ft./sec,  at  24^°  to  the  track. 

(6)  About  20".         (7)  36  miles  per  hour.         (8)  Vi^^ViSxnB. 

(9)  Resolve  v  into  z'o  parallel  to  the  track,  and  v^  along  the  tangent 
to  the  wheel;  show  that  v  bisects  the  angle  between  these  components ; 
it  follows  that  z/o  =  Vi,  and  hence  z;  =  2  ?'„  cos  OCPy  where  O  is  the  center 
of  the  wheel  and  C  its  point  of  contact. 

(11)  /'=V,  d  =  (u/;  hence,  eliminating  /,  r={v^i/ia)Bj  a  spiral  of 
Archimedes. 

(12)  At  the  pole  O  erect  a  perpendicular  OP  =  a  io  the  radius  vector 
OP=r\  then  P'P'x^  the  normal.     Proof  by  Ex.  (10). 

(13)  For  the  ellipse,  ^i  -f  rg  =  2  ^r,  whence  dr^/dt-^  —  drx/dt.  Notice 
that  dri/dty  dr^/dt  are  the  projections  (not  the  componnits)  of  the 
velocity  v  (with  which  the  curve  is  described)  on  the  radii  vectores  r,,  t\. 
This  is  seen  by  observing  that  v  can  be  resolved  into  components  in 
two  ways:  (cC)  \\\io ,dr^/dt  along  r^  and  a  component  -Lrj;  {b)  into 
dr^/dt  along  rj  and  a  component  -Lrg.  Hence  the  perpendiculars 
erected  at  the  ends  of  drjdt  and  dr^jdi  (laid  off  from  P  in  the  proper 
sense)  must  meet  at  the  end  of  v, 

(14)  The  projections  of  the  velocity  on  the  radius  vector  and  on  the 
focal  axis  are  in  the  constant  ratio  e  of  the  focal  radius  vector  to  the  dis- 
tance to  the  directrix.  It  follows  that  the  tangent  meets  the  directrix 
at  the  same  point  as  does  the  perpendicular  to  the  radius  vector  through 

the  focus. 

Page  62. 

(4)  iV=  210,  (u=  22,  F=  14  ft./sec. 

(5)  16.5  knots;  9 J  ft./sec 

(6)  55^66^25in.  (8)  5 f  ft./sec 

(7)  0.174,  0.119,  0.146  of  the  stroke.       (9)  At  0.447  of  the  stroke. 

2H 
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,     ^  dx  dBf  .    ^  ,  «       sin  2d      \   dy      ,  dS 

^    ^   dT/  dt\  2Vw*-sin*d/   ^-^  ^^ 


//^a: 


fde\^V       /»  .         »i*  cos  2  d  4-  sin  4  ^1 
=  — tf  -T-      cosdH-« 3 —  b 

WvL  (/w«-sin*d)       J 

=  —  (i  —  «)^( -jlJ  smd. 


d^ 
\i  fn  =  l/a\s  large,  we  have  approximately 


d'x  fdeyf       .^n 

=  —  tf  -J- 1    cos  0-\ —  cos  2 


///*        v^/y  V       '  w 


,),g=_(._mj..,. 
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(2)  Follows  from  the  last  of  the  equations  (6),  Art.  114. 

(3)  By  (2),Art.  ii2,/„=-  =  p  .  (-1. 

(4)  By  Art.  112,  /„  =/  sin  ^  =  t^/p  \  hence,  7^=j  •  psxn  if/. 

(6)  Since  j  is  directed  towards  A,  we  have,  with  A  as  origin,  /^  =  o, 
*•  ^-j  ^Ta^ const. 

(7)  -^=(u= const. ;  r= const. ;  hence,  by  (6),  Art.  1 14,/=/^=  —ra?. 

(9)  Differentiate  twice  with  respect  to  /  the  equations  of  the  cycloid 

d^x 
jtr  =  d5  (d  —  sin  d),    ^  =  d5  (i  —  cos  &),      At   the   lowest  point ;    -=^  =  o, 

d?^\Vt)  >  at  the  highest  pomt :  ^=2^^,  -^-  =  -^(^-j. 

Page  69. 

(i)  (a)  2360  ft.  above  the  point ;  (d)  after  3  min.  2  sec. ;  (c)  2670  ft. 
behind  the  train ;  (dQ  25  miles  per  hour. 

(4)  4S''- 

(6)  Construct  a  vertical  circle  having  the  given  point  as  its  highest 
point  and  touching,  (a)  the  straight  line,  (d)  the  circle. 

Page  72. 

(9)  (a)  137^  ft.  from  the  vertical  of  the  starting  point ;  (d)  6\  sec. ; 
(c)  201  ft./sec,  at  6J**  to  the  vertical. 

(10)  227  ft./sec.  (11)  4®2i' or  86^*48'. 
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(13)  I^t  OF=Vo  be  the  given  initial  velocity.  On  the  vertical 
through  O  lay  off  OD  =  If=  Vq^/2  g ;  then  the  horizontal  through  D  is 
the  directrix.  Double  the  angle  DOV,  making  ^  VOF=^  ^  DOV,  and 
lay  off  (9/^=  OD  =  H)  then  /^  is  the  focus. 

(14)  With  v^/2g:=Hy  the  locus  is  x^^  —  ^H^y  —  IT),  a  parabola. 

(17)  A  horizontal  line. 

(18)  (a)  1.5  sec;  (d)  25.1  ft.  from  the  building;  (c)  597  ft. /sec, 
at  i6i^**  to  the  vertical. 

(19)  300  ft.  from  tee,  in  i  sec.  (20)  At  a  distance  of  6260  ft. 

Page  78. 

(3)  («)  o>  -4-94;  (^)  -2.72,  -2.47;  (c)   -3.14,0. 

Page  82. 

(i)  ;tr=io.8i  cos(^7r/-f  27^°).       (2)  jrr  =  2  a  COSTS' COS  (o}/-fiS). 

(3)  (a)  x  =  2a  COS o)/ ;  (^)  jc  =  o,  the  case  known  in  physics  as 
interfere7ice, 

(4)  ;ci  =  —  5.18  cos  tt/,  Xo  =  14.14  cos  {Trt-\-  30°). 

Page  97. 

(i)  0.99672;  86116.  (3)  32.16.  (5)  980.4. 

(2)  3.2595  ft.  (4)  28.8  ft. 

(8)  The  pendulum  should  be  lengthened  by  yj^  of  its  length. 

(9)  It  will  lose  about  67  sec  (10)  About  a  mile. 

Page  99. 

(3)  1.0038.  (5)  Use  equation  (24),  Art.  150. 

(6)  Determining  the  constant  from  the  condition  B  =  tc  for  z/  =  o, 
we  find  instead  of  (24),  Art.  150,  ^z^-=  2^/cos*^  ^.  Substituting 
v  =  —  /(id/iU  and  integrating;,  we  find  t=y/l/g  log  tan  \  (tt  -f-  d),  if  d  =  o 
when  /=o.  This  shows  that  the  point  approaches  the  highest  point  of 
the  circle  asymptotically,  /.  ^.,  without  reaching  it  in  any  finite  time. 

Page  109. 

(2)  I/Ct  x^-{-f=:a^  be  the  circle,  the  acceleration  being  parallel  to 
the  axis  oi y;  then  j  =  -~a^7\^/y^,  where  7^1  is  the  :r-component  of  the 
initial  velocity. 
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(3)  fif)  =  vSla. 


(4)  \jt\,  j=^\i^r  be  the  acceleration;  x^^yi  the  initial  position;  7/1,  z^2 
the  components  of  the  initial  velocity ;  then  the  path  is  the  hyperbola 


(6) 


/i  7'orosini/ro    ^  7;o*sin2i/ro         u       .2     ^/x        , 

d5  =  ^,  ^=  -^^-5^ — ^,  tan«=  —  o  .     o — ^-^,  where  e=:-^—v^, 

r  €  r  4- 7^0  cos  2^0  ^0 

Page  112. 

(3)  Find  first  the  relative  velocity  of  A^  with  respect  to  A^  whence  <i> 
is  obtained ;  determine  the  distances  CAy  CA'. 

(5)  Vg  =  c  cot  <f>,  7^0  =  ^  ^/sin  <^,  where  —  ^  is  the  velocity  of  A, 

(6)  Vg^  28.3,  7/^=  22.4  ft./sec. 

Page  140. 

(3)  Based  on  the  proposition  that  the  bisector  of  an  angle  of  a 
triangle  divides  the  opposite  side  into  segments  proportional  to  the 
adjacent  sides. 

(5)  The  center  of  the  incircle  of  the  triangle  formed  by  the  mid- 
points of  the  sides. 

(6)  About  1000  miles  below  the  earth's  surface. 

(8)  x=y=(2/7r)r. 

(9)  Taking  OA  as  axis  of  x, 

-      2r .     .  .     _      2  r . .  . 

:r  =  — J-  (a  sm  a  +  cos  «  —  i),  ^  =  — ^  (sm  a  — a  cos  a). 

l^c^\  -  _ 3  V^jz]?g(l  +  V2)     a     -  _  2  V^  -  I 

I  10 )    X  ^^ nu : —    •  — »     y  ^^^         _  •  3.  fj^^ 

V2-fl0g(l  -f  V2)         4  V2-f  l0g(l  -fV2) 

(11)  5  =  7rd5,  J  =  Ja.  (12)  x=y  =  \a, 

__  _      ex  f       -? 

(13)  a:  =  o,  >»  = hij',  where  s  =  c{f  —  e  *). 

/    X  _  sin  ^    -  I  —  cos  0    -      1  ,  >i 

(14)  ^=r.-^,  ;/  =  r ^ ,  z^^krB. 

Page  150. 


(i)  iV^^  +  ^»,  iV?T4^^  iV4«'  +  ^^ 

(2)  With  AE^  AF  as  axes,  x  =  ^^  ^,  >'  =  t^  «• 
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(3)  With  the  sides  of  the  triangle  as  axes,  x=y  =  ^,   ^     a-, 

"y/  2 

distance  from  center  =  7r-;^ ra, 

6  (tt  -  i) 

(5)  Resolve  the  area  into  elements  parallel  to  BD, 

(6)  With  the    lower  base   and    the    perpendicular  side  as  axcs^ 

(7)  Compare  Art.  231. 

^^  2    (a  +  a')P-\-2{d-p)a  ' 

(9)  ^  =  2-^T^a"=^-9°'^- 

first  approximation,        x  = ,  ^^  =  4.93  m. ; 

second  approximation,  x  = —-7  =  4.50  in. 

,     ^  _      ia(a-}-2d')-(2a  —  fi-^d')B 

(10)  x  =  -  — .  \- .- . ,     — ^^ ^—  =  4.5  m. 

^^^^  ^'~  2   ap-{-ba-ap*     2ap  +  ba-al3'     2ap-\-ba'      ^'^^  ^' 
0.33^5,   0.25  a. 

(14)  x^-l^c/ia^-l^. 

(15)  For  a  segment  of  a  ring  of  angle  2  a  and  radii  rj,  rj,  the  dis- 

r    ,  .  t  r  t  ^      .    _      2     sin  a     rj*  -f  rin  -f-  r^ 

tance  of  the  centroid  from  the  center  is  ^  =  -  • • ; • 

2  3       «  n  +  r. 

Hence,  x  = (740  -f  73  V2)  =  3.65  ft. ;  /.  ^.,  the  centroid  lies  about 

I  in.  above  the  lower  arc. 


{lb)  x  =  \x,  y  =  \y.  (17)  je  =  ^,  J>  =  5. 


_        4  _        4    , 

(18)  x=i — d5  =  0.4053  tf,  yr=-^-b. 

_  2  —  2 

(19)  Jf  =  — 7 rtf=  0.584  tf,     y  =  — 7 r^. 

(21)  Take  the  vertex  as  origin,  the  axis  of  the  cone  as  axis  of  x,  and 
one  of  the  bounding  planes  as  plane  of  xy.  Then,  if  a  be  the  radius 
of  the  base,  h  the  height,  and  2  a  the  angle  at  the  vertex  of  the  cone^ 
the  formulae  of  Art.  236  give 

ri  =  {a/h)x  =  tan  a  •  jc ,   S^\ah  sec  a  •  ^, 
_      ^  ,     .       ,        sin  <^     _  I  —  cos  <^ 


470  ANSWERS. 

(22)  About  2600  miles  from  the  center. 

(23)  At  i  r  from  the  Hd. 

Page  158. 

(i)  x  =  ia.  (2)  ^  =  ^^.3n'+2n^+r/ 

(3)  Let  Fi  be  the  volume  of  the  supplementary  pyramid,  F^  that  of 
the  whole  pyramid,  F  that  of  the  frustum ;  Xi,  x^,  x  the  distances  of  their 
centroids  from  the  lower  base ;  Ai,  Aj,  h  their  heights.  Then  the  equation 
of  moments  is  (  ^2  —  ^1)^  =  ^^2  —  ^i-^i-  By  geometry,  V2/  Vi  =  r^/r^ ; 
hence  (rj^  —  ri^)x  =  rj*r,  —  rj^j.  Also  ^2/^1= ^x/'i*  h^—hi^h,  ^j= J  ^j, 
jTi  =  A  H-  i  ^1 ;  whence  finally  jc  is  found  as  in  (2). 

/  N  -      3  (2  a  -  A)« 

(4)  x^^^ f-. 

4    za  —  h 

(5)  ^  =  |>^.  (7)  J^  =  AJ'i- 

(6)  >^  =  A>'i.  (8)  ^  =  f<^,  J^  =  |^,  ^  =  |^•. 

(9)  («)  ^=J  =  t^;  W  3^  =  ^^y^"^^; 

(^)   ,,  =  9^^^,j=|^;  (,)   -^2(15^-8) 

^^  l8ir         '-^      ^     '  ^^  l5(3,r-4)     ' 

(10)  Take  as  element  a  hemispherical  shell  of  radius  r  and  thickness 

dr\'x=^    f  "^3    a. 

2(^4-4) 

(11)  Let  Px,  P2,  Pz  be  the  vertices  of  the  triangle,  P^P^  a  median,  G 
the  centroid ;  then 

-^  =  -»    :5^D  =  ^^— ^>    whence,  3c=^i4-f(^4~-^i)=i(^i+^sH- ^3). 

For  the  tetrahedron  P^P^P^P^  let  P^  be  the  centroid  of  the  base 
opposite  Pi  so  that  ^5  =  i('^2  +  ^3  +  *^4)'  Then,  proceeding  as  above, 
we  find  3^  =  ^  (^1  +  ^^2  4-  ^8  H-  •^4)' 

(12)  About  0.2  mile.  (13)  x  =  \(H-\-h). 

(14)   Compare  Art.  225,  Ex.  (5),  Art.'  224,  and  Ex.  (11),  Art.  238. 
^=  i  'r(/  +  ^  -f  r)>4,  where  A  is  the  area  of  the  triangle ; 
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(15)  Taking  the  axis  of  the  cup  as  axis  of  y^  let  {x^^  y^)  be  the 
centroid  of  the  mass  m  of  cup  and  handle,  (o,  y^)  that  of  the  water 
whose  mass  w '  =  ky^  Then  the  co-ordinates  x^  y  of  the  centroid  of  the 
cup,  handle,  and  water  satisfy  the  equation 

{m  -f  ky^  3?  —  kxixy  —  2  tnx^x  -\-  m^^  =  o. 

(16)  Taking  the  axis  of  2  parallel  to  the  axis  of  the  cylinder,  and  the 

origin  in  the  line  of  intersection  of  the  bases,  we  have  F^i  izdxdy,  or 
if  ^  be  the  angle  of  inclination  of  the  bases, 

F=  tan ^ J  lydxdy  =  tan ^  •  y\  \dxdy. 

(17)  Apply  (16)  twice. 

Page  161. 

(2)   34^  miles  per  hour.  (3)   32,000  Ib.-ft. 

Page  165. 

(i)   6.4  X  10*  poundals,  8.9  x  10'  dynes. 

(2)  4.5  lb.  (3)  0.14.  (s)   60. 

Page  174. 

(3)  120"*.  (4)    218  lb.  at  36®  35'  to  the  force  of  100  lbs. 

(5)    10.35,14.64.         (7)    <2  =  i(-^H-V4^-3/'0- 

(8)  569,  inclination  to  horizon  =  99®  26', 

(9)  Twice  the  focal  distance. 

(10)    124°  14'.  (11)  90®.  (12)   18.48. 

(13)  ^  =  6  and  acts  along  5. 

(14)  The  resultant  acts  along  the  diameter  through  A,  and  is  in 
magnitude  equal  to  the  perimeter. 

(15)  (1+V2)/'. 

(16)  {a)  lysine,  IV cose-,  {b)  IV tan 0,  ^F/costf;  (c)  IVsinO/cosa, 
W^cos  (0  -f  «)/cos  a. 

(19)  Produce  BO  to  the  intersection  D  with  the  circumscribed  circle ; 
then  DA  is  equal  and  parallel  to  the  resultant  of  0/4,  OB;  DA O'C is 
a  parallelogram  ;  hence,  DA  =  CO', 

(20)  Resolve  the  components  /J,  P^  along  the  bisectors  of  $, 
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Pago  179. 

(a)    T=  W  ■  a/c,  P=  IV  ■  bjc. 

(3)  ^C  must  bisect  the  angle  ^C/*'. 

(4)  ^■'  =  ^"  +  ^  +  C'+a-ffCcos«+3C^cos,9  +  2^Jcosy. 

(5)  See  Arts.  186-288. 
{7)    The  sura  of  their  moments  .must  vanish  for  two  points  id  the  I 

plane  not  in  line  with  their  point  of  intersection. 

(10)  P=iW;  T=%W. 

(11)  T^W;  .P=o.89  Walong  the  bisector  of^^CW. 
(ij)    /'=I*'sin(rt+^)sin|8  becomes  a  maximum  for  ^=  J  (»■—«),' 

('.  f.,  when  the  sail  bisects  the  angle  between  boat  and  wind. 


sinff 


W- 


6.6,  383.6,  5715,  « 
(zo)   0.640  W. 


sin(«  +  ;fl)'        sio(a  +  ^) 
{14)  Tension  in^jgandCiJ=fr-//rt',  tension  in .flC=IF-((--/)/2.^  I 
where -/=V/'''-H''-^)'- 
(is)  P,^  =  <i-itR, 

(18)  \FXma;  13.4,28.9,50,86.6,137.4, 

(19)  848,  383  ;  1000,  600. 
(31)    (a)  VifF;  (rf)2WcosJ(i»±fl). 
(33)    3lfcosi(iir  +  «).  etc.     (a)    « =  30°,    ^  = 

(b)   impossible. 

(25)  T=o.56lV;  A  =  C=o.j2lK  £  =  0.6-!  Sy. 

(26)  T=A  =  C==iV3lV,  B=IV. 
(37)    8  =  ^-3^,  30°<^<6o°. 

Page  192. 
(i)   Take  moments  about  the  fulcrum,     (a)  4.32  ;  (i)  3.J 
(3)    («)  ^  =  8S,  .ff=7i;    W  -^=14*.  -ff=>4|- 
(3)    («)  P=JV;    {b)  P={i+^2)IV. 
(6)    («)  19.4  tons  and  31. i  tons;    (i)  30.5,  9.9. 
(8)    Let  a  be  the  angle  subtended  at  the  center  by  the  side  u,  and  | 
e  the  angle  at  which  the  diagonal  13  is  inclined  to  the  horizon;  then 


'f,-'*^„ 


(9)   Jc  =  /v'sin«i/(/;sin(ti+/;sin«i). 
(ti)  49  lbs.  pel  square  inch. 


CSC  a  +  cot  rt. 
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Page  201. 

(i)   C=i,    i>=ii,   ^  =  6|,    AB  =  4.s,   BC=:4.i,    CZ?  =  4.o, 
D£  =  4.2,  £F==  8.9 ;  reaction  at  >4  =  4.5,  at  /^=  8.9. 

(2)  /^=75,  ^=81. 

(4)  1 185  lbs.  per  square  inch;  3.5  ft. 

(5)  /^=47.4  lbs.,  7'=S7.2  Ibs.,^  — ^  =  9.8  ft. 

Page  215. 
(i)  T=  7.68,  A  =  9.76,  i&=  12.80  lbs. 

(2)  T=^2mlV,A  =  \^4m'^'-2m+i  IV,  where  m-cjL 

(3)  The  three  forces  W,  T,  A,  must  pass  through  a  point ;  cos  ^ 
=  2  V^i  -  >wO»  where  m  =  //d;  T=  IV  sec  4>,A=  IV tan  <^. 

(4)  r=i^cosd/sin(tf-.t^). 

(5)  A^^s  —  B^ w-  4  =zlV 

(7)  (fl)  Equilibrium  impossible;    {b)  F=  £  =  i^^  ^f^,  A  =  IV. 

(8)  x  =  am,A^^m^-i  IV,  C  =  m IV,  where  m  ==  {//a)K 

(9)  B  =  i(s7a  +  lV)iain0,A  =  {sW'\-lV)V\tari'd'\-i. 
(10)  cos  tf  =  ^  (»«  4-  V»/*  +  32),  where  m  =  //^. 

sm(tf+<^)  sm(^4-<^)  /sm^ 

^  being  the  angle  at  which  ^C  is  inclined  to  the  horizon. 

(12)  m  =  (  IV -\-  2  F'  sin  a!)/(}V+  2  /^sin  «),  C.  =  /'cos  a  -  /*'  cos  a', 
C,  =  ^+  /^sin  « -f  /'  sin  «'. 

(13)  A=:l,lV,  B=^^Wcosa,P^\lVs\na. 


(X4)  P^^II^^W,P'^ 


^?-^. 


w—  I  «  —  1 


(is)  ^=  7 '^     ,- W',  ^»i..  =  W'sin  «. 

(«  —  i)  COS  a  +  2  V«  sin  a 
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Page  219. 
(3)  60". 

(5)  cot  tf  =  f  for  hemisphere,  /1/4  a  for  cone,  h/2  a  for  pyramid. 

(6)    A  =  V3  pl/p^>  (7)    ^=Vf)i/2p2«. 

Page  222. 

(3)  Let  h  be  the  altitude  of  ABC,  through  C,  and  a,  b  the  segments 

into  which  this  altitude  divides  AB ;  then  C.  = —W,  C;=  i  ^^I^  ^. 

fl-f^  2  b-\'a 


2W-^B^. 


(4)  ^  ^cos  «  COS  ^^^_ ^    ^      U     sin  a  cos  ffl ^^ 
^^^     '     sin(a  +  )9)  "'     '     [2     sin  (« 4-i8)J 

Page  235. 

(I)  4  tons.  (i)P=^^w. 

COS  (<^  —  a) 

(3)   ia)  «^^(^-^)^</><sin(^H-»)^  W    7^=0,     or 

cos<^  cos^ 

P'Z^W^xxiB)  (c)  if/'act  up  the  plane, /'^^lUi^ilz)^;    if />  act 

down  the  plane,  P^  sin  (<^  -  ^)  ^^ 
*^  ^      cos«^ 

(5)  226J  lbs. ;  56^  lbs. 

(6)  («)  />=5!l!il=A)^;    (p)  p^sinjgH-^)^^ 
^  ^  ^  ^  cos(«  H-  <^)      '    ^  '^  cos(«  -  <^) 

(9)  ^  =  (i  - ». COS* «) W',  C=mcoi»W,     =»<cosgsintf    ^^^^^ 
«=/A.  i-wcos'tf 

(10)  ^  =  ^sin(g-<^)cosg^^    ^^  ^  ^^j  ^^^   sin  2  tf  =  itan  2  ^, 
where».  =  /A.         '™  *  .  *" 

(11)  sintf  ^  f. 

Page  282. 

(i)  3-S  ft-  (a)  1380  ft./sec. 

(3)  8f  ft./sec.  (4)  36f  ft./sec. 

(5)  («)»  =  4A,  f'=5A;  W»'  =  -i|i  «''=7tV- 

(6)  If  the  original  velocities  are  of  the  same  sense,  o  =  42^, »'  =  46^^  j 
if  not,  i»  =s  —  1 9 J,  »'  =  10^. 
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(7)  <f  =  o  gives  (a)  44^,  (6)  -a^j  ^=  i  gives  (a)  »=38J,  »*  = 

(8)  »  =  —  «/.  (10)  8  J  ft. 

(II)  («)  0.31  ft. ;  (i)  9i  sec. ;  (c)  66^-  ft-  (13)  (^T"- 

(14)  (a)  4^  ft./sec. ;  (i)  38I  ft./sec. 

(15)  For  ^  =  0:    (tf)  z^  = ^u;    (b)  limz;  =  o;    (r)  \\mv^u\ 

For  ^=1:       (a)  y  =  ^"~^  tf,        z/'  =  — ^ -«:       (^)    lim2;  =  — «, 

lim»'  =  o;   (r)  limz'  =  2«'  — tf,  lim2;'  =  «'.    Interpret  these  results. 

Page  288. 

(i)  The  momenta  are  as  20 :  i ;  the  kinetic  energy  is  the  same. 

(2)  3125  lbs.  (3)  9  lbs.  (4)  6250  lbs. 

(5)  About  450  lbs. ;  about  ^  of  the  available  energy  is  wasted. 

(6)  4.9  ft.-lbs.  (7)  363  ft.- tons ;  9  miles  per  hour.  (10)  3  tons. 
(11)  13^  and  2  ft -tons.  (12)  144,000  lbs.  (13)  About  3300  lbs. 
(14)  About  60  lbs.  per  sq.  in.         (15)  About  400  lbs.  per  sq.  in. 

(16)  449  Ib.-ft.  (17)  26  lbs. 

Page  292. 

(1)  57  Ib.-ft  (2)  16  ft./sec. 

(3)  z;  =  8.8,  /3  =  59^    t''=  14.4,  /?'=  i7F- 

(4)  v  =  6l  ft.  per  second  ;    F=  160,000  lbs. 

(5)  5:1-  (6)  i7:i- 

(7)  The  impinging  sphere  is  brought  to  rest ; 

Page  300. 

(i)  (d)  250  lbs.  (2)  (a)  8  ft./sec. ;  (d)  20  ft. 

(3)  (^)  764  lbs. ;  (d)  i^mile;  (c)  11 46  lbs.  (4)  4.9  sec. 

(5)  35*^  ^^^  4-2  ft-  above  the  ground ;  50^  lbs. ;  11.2  sec. 

(6)  J  =  (W|  sin  $1  —  Wj  sin  O2  —  fi^mi  cos  $1  —  fi^nti  cos  B^g/ipii  -f  m^, 
T=^  (sin  di  4-  sin  tf,  —  fii  cos  dj  -f  /lij  cos  ^2)  ^i^hg/i^h  -f  Wj). 

(7)  y  =  5.8  ft./sec.2 ;  ^=  I A  i^s. 

(9)  0.036.  (10)  288  ft. 
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(ii)  (a)  About  1600  lbs;    {d)  about  3750  lbs. 

(12)  589  ft.     (Find  first  sin^  by  successive  approximation.) 

(13)  {a)  120  j    (Jf)  200  lbs.  (14)  4125  lbs.  (15)  562^  lbs. 

(16)  (a)  2625,3058;   ip)  1375,  1602;   {a)  217;   {b)  113. 

(17)  {a)  1267.2  ft.-tons;    {b)  4435.2  ft.-tons;   (/)  5:2;    {d)  about 
i^  mile. 

(18)  {a)  1 146;   {b)  1946;   (c)  800;   {d)  2050  lbs. 

(19)  2016  ft.-tons.  (21)  About  7  in.  (23)  513,274  ft-tons. 

(20)  397 J  ft.-tons.  (22)  30  ft. 

Page  313. 

(i)  {a)  11,133  ft.-lbs. ;  (b)  22^  ft. 

(2)  6  Ibs./in.* ;  83,400  ft.-lbs.  (4)  864  ft./sec* 

(5)  Time  =\\^-^^j\  work  =  J wk*V,  where  k  =  ^— ^^_. 

(6)  (dr)  ^  lb. ;  {b)  11.3  ft/sec. ;  (^)  0.6  sec. 

(7)  If  ^0^  2  lUHi  (/i  —  /)  m^  the  particle  comes  to  rest  between  JP^ 
and  ^  (Fig.  155).  If  Xq>  2  fiWi  (/i  — /)/»Ii,  but  x^  {1^X0—  2  pg)-^ 
2  l/fjifng,  the  particle  comes  to  rest  between  Q  and  Q ;  etc. 

(9)  If  ^0  <  ^i  nothing  is  changed ;  if  jCq  >  e,  the  particle  performs 
simple  harmonic  oscillations  about  ^i,  just  as  in  the  case  jcq  <  e. 

(10)  The  length  /is  increased  to  /+  e-\-^e(e  -f  2  h). 

(11)  Take  jcq  =  4  —  ^  in  Ex.  (8).  (12)  42^^  min. 

(14)  ^j  =  A  (i  +V1  +  2A1/A). 

Page  317. 

(2)    The    equation    of    motion  fv — -^—mg^mh^    gives,    with 


/x  /x7^o  sin 


osu/  — Fsinu/  P'  ,     (u.Vq  .      ,  .  J\ 

^- ,  ,  ^,,  j  =  -^log^sm/i/+cosfA/), 

m/x/H-^cos/x/'         i*^       \g  J 


2M  /  +  mV         2>&      ^+'W 


(3)  Time  of  ascent =-4=:  tan"  Vv-'^^oj*  height=-^logf  i+-ro'|. 

Vi^  \^g      J  2k      \      g     J 
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(4)  !!;=     Vg    . 

(5)  /«  9ar»<>  »!  =  17  ft.  per  second ;  in  the  air  Vi  =  122  ft./sec. 

(6)  f  =  ^(i  -  O.  »  =  »<<-*•  =  »o  -  *J- 


(7).  =  f(i-0.-f[/4-i(.--x)]  =  -?  +  | 


log 


^ 


Page  321. 

(2)  The  logarithmic  decrement  is  log  ^"^  =  —  A/. 

(4)  If    fA^ic,     j  =  ^iCOSK/  +  r,sinic/-f--^ jsin/i/;     if    fi  =  ic, 

J  =^1  cos  */  +  ^2  sm  #c/  H sin  ic/. 

(5)  The  term  due  to  the  forced  oscillation  is 

—  cos  u(/—  to) : 

hence,  this  oscillation  lags  behind  the  force  by  the  phase  difference  ikt^ ; 
the  amplitude  is  less  than  for  undamped  oscillations.  The  free  oscilla- 
tions (if  any)  will  rapidly  die  out  so  that  the  motion  soon  approaches  a 
state  of  motion  given  by  the  above  term. 

Page  324. 

(i)  I  watt  =  0.00134  H.P.,  I  H.P.  =  746  watts  (with  ^=981), 

(2)  I  metric  H.P.=  736  watts  =  0.986  British  H.P. 

(3)  2ol-  (5)  (^)  64;  W  224;  W  384.  (7)  35»200  gals, 

(4)  41^.  (6)  188  gals.  (8)  About  i  hr. 
(9)  {a)  177,000  ft. -tons;  (b)  51  hr. ;  (/)  about  74  days  (of  8  hr.). 

(10)  25Ti^lbs.  (12)  12.8.  (14)  2lJ. 

(11)  15.6  lbs.  (13)  i\. 

Page  331. 

(i)  U=cz-\-C.  (2)  V:=^mg{z-z^). 

(4)  U ^Aryr^-Fir). 

(5)  As  /^  =  (^  -  XoY  +  {y-y^y  +  («  -  «o)',  rdr=  {x  -  ^0)  dx  + 
{y—y^dy -\-(z-'Z^dz'y  hence  the  direction  cosines  of  ^=/(r)  are 

±  ^  -  ^^  =  ±  ^,  etc.      Hence   A"  =  ±  f(r)  ^,   etc.,  and  putting 
r  or  or 


C/{r)  dr  =  F{r\  we  find  ^=  ±  F{f). 
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Page  343. 
(i)  Put  r=  i/»,  and  find  iPu/dff  in  terms  of  »  alone: 

^' =-«+(,-,)(,-  ^  ,-.-*>  -(»-,)  r-.-". 

Substituting  in  (lo).  Art.  533,  we  find 

/M-^K"- ■)(■ -<^r-»-"- {"- ')«-*■]■ 

B  =  i  gives  an  ellipse  if  ^<  i,  a  parabola  if  r  =  i,  a  hyperbola  if  <? 
all  referred  to  focus  and  focal  axis ;  « =  2  gives  conies  referred  to  j 
their  axes ;  «  =  —  i  gives  Pascalian  lima^ons  (cardioids  for  ^  =  ±  i) ;  [ 
«  =  — a  gives  a  lemniscate  if  e= 


(!)(»)^   : 


i  {«)  ii  «  - 


i  W4 


(^-^> 


(3)  S^-^//-. 

{4)  Ellipse,  parabola,  or  hyperbola  according  as  ;i  =  f'/j'u'i  where  _jv  is 
the  initial  distance  of  the  particle  from  the  plane,  j',  the  component 
of  its  initial  velocity  at  right  angles  to  the  plane. 

^  Page  346. 

(2)  The  equation  of  the  orbit  given  in  Ex.  (i)  is  satisfied  not  only  by 
(-*oi  Jo)i  but  also  by  (f'l/n,  z'j/k)  ;  /.  e.,  the  orbit  passes  not  only  through 
the  initial  point  /J,,  but  also  through  the  point  Q,  which  is  the  extremity 
of  the  radius  vector  OQ  =  i\Ik  parallel  to  1%;  OPo  and  OQ  are  the 
conjugate  semi-diameters  whose  equations  are  x^y  =  Jftt^,  v^y  =  v^. 

(4)  The  problem  reduces  to  that  of  constructing  the  axes  of  a 
from  a  pair  of  conjiigate  diameters. 

(5)  The  curve  being  referred  to  its  axes,  the  equations  of  motion  are 
x^  a  cos  «/,_)' =  (5  sin  n/ for  the  elhpse,  and  jc=^i7(^'4-?~"')= a  cosine/, 
y  =  \  bit"  ~  e  —')  =  b  sinh  kI  for  the  hyperbola. 

(6)  From  the  equations  of  Ex.  (5)  it  follows  that  for  the  ellipse 
tane  =  (^/fl)  taoK/;  hence  (/tf/rf/=  Kfli*/r";  then  apply  (4),  Art.  529. 

(8)  Use  the  equations  of  the  conic  in  terms  of  the  eccentric  angle  ^ 
or  the  equation  i  _  j       j        i     ^ 

where  p  is  the  perpendicular  from  the  center  to  the  tangent ;  the 
sign  gives  the  ellipse,  the  lower  the  hyperbola;  apply  (11),  Art.  534. 


I 

e  tipper  ^1 
S34.      ^B 
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(9)  (a)  Ellipse ;  (d)  hyperbola ;  (/)  parabola. 
(10)  The  pars^bola  x  —  Xq  =:^(y  —yo)  —  ^-^ (y -- yoY,  where  2  a  is 

the  distance  of  O^  from  the  point  O  that  bisects  OiOi)  the  point  mid- 
way between  O  and  O^  is  taken  as  origin,  and  OO^  as  axis  of  x. 


(11)  /=-tan-/|tanA 


Page  357. 


(i)WAO=^-^;WX^)=$-J- 


(2)  Vfi  =  V^/fb. 

(4)  687  days. 

(5)  By  (24),  Art.  555,  z;*  =  — if -;  as  the  velocity  is  not  changed 


r       a 


instantaneously,  we  must  have  —  :f-  =  — T-^,  whence   the  new 
major  semi-axis  a'  can  be  found. 

(6)  An  ellipse  with  the  end  of  its  minor  axis  at  the  point  where  the 
change  takes  place. 

(7)  (a)  Ellipse  with  a  =  ^r;  (d)  parabola. 

(8)  Differentiate  (24),  Art.  555,  with  respect  to  ft,  and  a. 

2 

(9)  The  periodic  time  7*  would  be  diminished  by  -71 

(10)  r  = :  hence,  x  = -,  y  = ;  differ- 

I  +  /  cos  6  I  -f  ^  cos  ^  I  -f  ^  cos  ^ 

entiating  and  remembering  that  r^dO/dt  =  r,  we  find 

eliminating  0,  we  find  the  equation  of  the  hodograph 

^+(^--J=(f)%r  since  .  =  V^  *»  +  (^ - ?)  =  (^ J- 

—  (tan  i  ^ -f  i  tan'*  i  tf). 

Page  362. 

(2)  Let  pi,  pj  be  the  distances  of  Wj,  m^  from  the  common  centroid 
at  any  time  / ;  f  ^  =  ^^  —  jr,  etc. ;  then  the  equations  of  the  relative 
motion  are 
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Page  370. 

(4)  (^)  7i  lbs. ;    (d)  480  lbs. ;    (c)  6.4  rev./sec 

(5)  4840  lbs.  (6)  ^  =  l-in. 

(7)  8^.  (9)  32.20. 

(12)  7j^lbs.  (13)  {a)  76permin. ;    (p)  108. 

(14)  In  Fig.  166,  CD :  RF'  =  PC :  PR,  hence  CZ>  =  ^^  =  const. 

(is)  7^.         (16)  tan8  =  ^H^^lf^;   8_.  in  latitude  44°  57'- 

^  —  Km  COS  9 

(17)  {a)  76.4  rev./min.,  (^)  71.4.    (18)  About  48  miles  per  hour.    . 

Page  373. 

sit, 
(i)  The  integration  gives  tan  ^(ir  +  tf)  =  tan  ^(w  +  ^o)  •  ^  '  \  as  B 

approaches  w,  /  approaches  infinity. 

(5)  The  particle  remains  on  the  circle  as  long  as  costf  +  |^//  is 
positive. 

(6)  e'o>  22  ft/sec. 

(7)  To  count  the  angles  from  the  highest  point  of  the  circle,  put 
TT  —  ^  =  <^ ;  then,  putting  A  —  /= A',  where  A'  is  the  height  to  which  the 
velocity  at  the  highest  point  is  due,  we  have 


^=-3^^(cos<^-^^l 


The  particle  remains  on  the  curve  as  long  as  cos  <^ > |(/+ A')/il 
Distinguish  the  cases  A'  >  p.  A'  =  o,  A'  <  o. 

(9)   1.4617a.  (10)  t^^irVa/g. 

Page  377. 

(i)  (a)  9.8  in.;  {b)  1.23  lbs.;  (r)  35^**;  i.i  in.,  ii.i  lbs.,  84f^ 

(2)  Distance  from  axis  r=  (^/w*)  cot  0. 

(3)  P=  tng  cos  B  {rit?/g  cot  6  —  i). 

(5)  Taking  ^  C  as  axis  of  x,  its  intersection  with  the  required  curve 
as  axis  of  y,  the  equation  of  the  curve  is  y  =  (2  g/m^  x, 

(6)  An  ellipse. 
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Page  394. 

(I)  ro»=i/'. 

(3)  i^*- 

(7)  nl [^' 

(10)  i««. 

W  («)i^; 

(4)  ,»,  «». 

«H-3 

(ii)ia*,i^. 

Wi^'; 

(5)  ^A 

(8)  i  «». 

i^*- 

WiV^J 

(6)  ,1,  A». 

(9)  i  «*• 

(12)  i(a,» +  «,«). 

WtV-*'. 

(13)  (a)  /=  |[^a +(«  -  a)i8«]  ;    (^)  /=  ^[0^^  +  (^  -  i3)«»].      When 
^(«)  is  small,  the  second  term  within  the  bracket  can  be  neglected. 

(14)  /=  ^.p8[2  M»  -  (^  -  2  a){h  -  2  «)»]. 


Page  398. 

(3)  (")  i  «' ;  W  i  «* ;  W  f  «'•      (4)  I  «*.      (5)  i(V  +  «.•). 

(6)  (a)  i«';   (*)!«*;    (0  iV(>i'  +  3«0-         («)  i^'- 

(9)  («)  i^;  (<>)i«';  (f)  i(<»*+^. 
(lo)  u^+^,  iC^+A  i  («'+'>')• 

2    afS  +  (^^  —  Py  <* 
(i2)/.=  J[a«/^-(a-2  8)»(^-8)] 

=  i  8[fl«(tf  +  6  ^)  -  6  dr(fl  +  2  ^)8  H-  4(3  fl  +  2  ^)S'  -  8  8»]  ; 
/,  =  |8[2^-flS«-28']; 

/,  =  /.  +  /^  =  i  8[(a3  +  6  fl'^  +  8  i5»)  -  6  tf  (a  +  2  ^)8 
+  8(2^  +  ^)8*- 16  8^. 

(13)  i  «l        (14)  ^aK       (15)  i  «*  +  ^.       (18)  tV  («•  +  ^  sin'  ^). 

(19)  For  the  line  joining  the  midpoints  of  the  non-parallel  sides  the 
moment  of  inertia  of  the  trapezoid  is  the  same  (by  symmetry)  as  that 
of  the  rectangle  having  this  side  as  base  and  an  altitude  equal  to  that 
of  the  trapezoid.    Transferring  to  the  centroidal  line,  we  find 
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Page  409. 

(i)  The  centroidal  principal  axes  are  perpendicular  to  the  faces.  1 
The  moments  for  these  axes  are  J  J/C^+r"),  ^M(c'+a%  iAf(a'+lf). 
The    central   ellipsoid    is    {i^  +  e^x*  +  (^c^  +  a*)/ +  (a' +  l^e' =  ^e*. 
For  an  edge  2a,  /=  J^(^  +  (*);  for  a  diagonal  /=^Af{^i'  +  e'a*  | 
+  a'^^/ia'  +  ^  +  ^). 

For  the  cube  the  fundamental  ellipsoid  becomes  a  sphere  of  radius  I 
J-  v'6  a  ;  for  an  edge  of  the  cube,  ^'^^a^  i  for  a  diagonal,  ^'  =  J  a". 


(<i' + O  ■*"  +  (^  +  "Or  +  («'  +  ^■)  «*  =  5 «' 


(2)  Central  ellipsoid : 

(3)  Take  the  vertex  as  origin,  the  axis  of  the  cone  as  axis  of  jr ; 
then  !t=-^Ma^ ;  /,',  i.e.,  the  moment  of  inertia  for  the_^i'3-plane,=f  itfX'. 
As  for  a  solid  of  revolution  about  the  axis  of  .t  B'  =  C  and  B—C,vie 
have  /,'  =  A'=i/u  and  /,- /,  =  /i' +  i /,.  Hence,  1,^1^  = 
^M^h^  +  ^a^).  At  the  centroid  the  squares  of  the  principal  radii  are 
A«",ft(4«"+«'). 


hence  m omental 
;  squares  of  prin- 


(4)  A  =  B=C  =  \M(^,  D  =  E  =  F= 
ellipsoid  :  4  {j(*  +  J'*  +  z^  —  3  (js  +  zj:  +  ^,v)  = 
cipal  radii :  \a\)\  a',  fj  a'. 

(5)  ?'  =  ifl'(i+sin'«). 

(6)  /=-^p^Aia+If+2A'/B*y,{oTA  =  a=\/f,f  =  .^^a\ 

(7)  A  =  I^B  =  I^-^Mx^,  C=I^-\-MjCi\ 

(8)  The  centroid  may  be  such  a  point ;  if  the  central  ellipsoid  be  an 
oblate  spheroid,  the  two  points  on  the  axis  of  revolution  at  the  distance 

±  V(/i  —  lijjM  from  the  centroid  are  such  points. 

(9)  The  ellipsoid  must  have  the  same  central  ellipsoid  as  the  given   ' 
body;   its  equation  is  .r'/^'+//5'  +  3'/C'  =  5/J^,  where  M  is  the  ' 
mass  and  A',  B',  C  are  the  moments  of  inertia  for  the  principal  planes 
of  the  body  at  the  centroid. 


(10)  p"  =  MjN.  where 


^=|i 


?i')*+(?3'+?;-?.')'+(?i'+?,'-?,'}*]*. 

+  ?>•-?.'),  etc. 
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Page  420. 


N^r^ 


<''  i^""-  (8)  .=vy- 


(3)  »ef )! 


(9)  ^«. 

(10)   300,000  ft. -lbs. 

(5)  i56ft..tons.  (11)   234,000  ft.-lbs. 

(6)  4  min.  22  sec.  (14)  ^  [Lt'kN, 

(,5)   («)_J_.:^ ^^'rev.;    (^)-i-^sec. 

3600^    /ir'        36,900  /xr'  306  /xr' 

(16)    ij  oz.  (17)    1000  Ib.-ft.  (18)   (^)  2/V3  =  I.IS5- 

Page  425. 

(i)   mr^\m.  (4)   \m,  (3)    {d)\m\  (b)\tn. 

(j)  As  the  motion  is  uniformly  accelerated,  the  final  velocity  is  twice 
the  average  velocity,  /.  ^.,  =2  x  15//,  where  /  is  the  required  time. 
The  principle  of  kinetic  energy  and  work  then  gives  /=  7.1  sec. 

Page  431. 

(2)    7143  lbs. 

Page  447. 
(i)  1^*  (4)  F=i\matii\  reactions: 7—7-^, t—l^' 

(9)  F  has  twice  the  value  found  for  inelastic  impact. 
(11)  /?*=  V^(V2  -  i)wV^.  (12)   i2.6ft./sec. 

Page  453. 

(i)  V  =  20.6  ft.  per  second. 

(4)  (a)  0.833  r, ;   (^)  0.775  f^i. 

(5)  h  h  f 
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Page  456. 

.  g  g  g 

(A  !55i?.^?^  3^  2,  respectively. 

tan  ^     2 

(2)   (dr)  210.5  ft->  W  236.8  ft. 


(1)5  = 


Page  45a 
M 


M+m  +  m* 


Page  459. 

(i)  If  Vo>\a<oo\y  F  has  the  same  sense  as  in  the  case  of  Art.  729 ;  the 
equations  are  therefore  the  same;  but  coo  is  a  negative  quantity.  If 
2'u<|^<^)|>  the  sense  oi  F  is  reversed.  In  both  cases  the  sphere  rolls 
forward,  /.  ^.,  in  the  sense  of  v^, 

(3)  /3=9f  sec;  zf  =  — 10.5  ft./sec. ;  number  of  revolutions  per 
second  =  \.  (4)  \  a.  (5)  ^. 
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Aberration  of  light,  57. 
Absolute  motion,  25. 

units,  163-166. 

Acceleration  (in  rectilinear  motion),  36-49. 

(in  curvilinear  motion),  62-68. 

,  angular,  50. 

in  cartesian  co-ordinates,  65-66. 

directly  proportional  to  the  distance, 

46-49. 

of  gravity,  37,  39. 

inversely  proportional  to  square  of 

distance,  42-46. 

,  normal,  64-65,  67. 

in  polar  co-ordinates,  66-67. 

in  simple  harmonic  motion,  76,  78. 

,  tangential^  64-65, 

in  uniform  circular  motion,  74. 

as  vector,  63. 


Activity,  322. 
Advantage,  mechanical,  268. 
d'Alembert,  principle  of,  334-337,  381. 
Amplitude,  74. 

,  correction  for,  99. 

Anchor  ring,  moment  of  inertia  of,  399. 
Angle  of  friction,  232. 

of  incidence  and  reflection,  291. 

of  repose,  233. 

Angle-iron,  centroid  of  cross-section,  151. 
Angular  acceleration,  50. 

momentum,  333. 

9  conservation  of,  386. 

,  equations  of,  383. 

about  fixed  axis,  416-417. 

in  plane  motion,  450. 

of  rigid  body,  383. 

Angular  velocity,  49,  50, 

as  rotor,  1 13. 

resolved  along  axes,  117. 

velocities,  composition  of,  114-117. 

,  parallelogram  of,  1 1 6-1 17. 


Anomaly,  eccentric,  354. 


Anomaly,  mean,  356. 

,  true,  351,  354. 

Anti-parallelogram,  123-124. 

Aperiodic  motion,  319. 

Aphelion,  351. 

Apparent  solar  day,  29. 

Appell,  P.,  179. 

Archimedean  spiral,  57,  343. 

Arcs  of  curves,  centroids,  135,  138-I41. 

Areal  acceleration,  51. 

density,  135. 

velocity,  51. 

Areas,  centroids  of,  141-153. 

,  conservation  of,  387. 

,  principle  of,  104, 

Arm  of  a  couple,  201. 

of  inertia,  394. 

Astatic  equilibrium,  218. 

Attraction  and  repulsion,   102,  305-309, 

343-344.  350- 
Atwood's  machine,  297-300,  425-426. 
Available  work,  268. 
Average  angular  velocity,  50. 

force,  303. 

piston  pressure,  305. 

velocity,  34. 

Axis  of  rotation,  5. 

Axle-friction,  239. 

in  Atwood's  machine,  426. 

Balance,  common,  218. 

,  running,  434. 

,  sUnding,  433. 

Ballistic  pendulum,  449. 
Beat,  95. 

Belt-friction,  240-242. 
Belt  on  pulleys,  51,  52. 
Bending  moment,  228-23a 
Binding  screw,  271-272. 
Body  centrode,  ii,  112. 
falling  in  vacuo,  39-^1. 
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^^M  486                                    ^^^^^^^1 

^^^H        Body  falling  towitd  the  earth,  44-4^' 

Circle,  motion  in  vertical,  92-99.  36s-36^H 

^^^H through  Ihc  earth,  47-49. 

371-375-                                                '^l 

^^^^H        projected  upwaid,  40-41, 46, 

.motion  under  central  force, 34 3, 357.^^ 

^^m          of  reference,  25. 

Circular  arc,  ccnlruid  of,  139-140,  141. 

^^^H         Sa  also  Kigii]  body. 

disk,  centroid  of,  146-147, 

^^H         Bole,  160. 

^^H         Boyle's  Isw.  291,  304. 

,  impact.  447' 

^^H          Breaking  strength  of  coid,  370-371. 

■ — —  a*  pendulum,  420. 

^^H         Buffen,  bright  of.  458, 

— — ,  retluced  mass,  425, 

^^V          Bullet,  34,  40-41,  70-73. 

- — rolBling,  421,  459-460, 

I                     Buoyancy,  314. 

r                      Byetly.  W.  E.,  86. 

39S.  409. 

orbit,  357. 

■                         GkEiDIOtn,  centroid  of  arc,  141, 

ring,  moment  of  inertia,  395.  398. 

^^H^           Catemiry.  centroid  of  arc,  141. 

sections  of  ellipsoid,  406. 

^^^^h           ,  coQimoD,  198-201. 

sector,  centroid  of,  145,  151. 

^^H           Catenaries.  [93-201. 

segment,  centroid  of,  15a. 

^^H            Center  of  diiplacemenl,  S,  9. 

Qsauid,  centroid  of  area,  153. 

^^1             -—  force,  100,  337. 

aamp,  271-272. 

^^^M gravity,  lj6,  igt-lga. 

Coaster,  300-301. 

^^H            ' — -  inertia,  136. 

Coefficient  of  Iriction,  331. 

^H ^nms»,i3i.i34.  iJS-'36. 

. -reslilutiun,  381,383. 

^^H —  oscillation,  419-420. 

resiling  fticlion,  243. 

^^H parallL'l  forces,  1S9. 

Complete  cooatraint,  117-I I9.  364. 

^^H percussion,  447. 

Composition.  23. 

of  angular  velocities,  114-117. 

^^H           Centimeter,  7. 

concurrent  forces,  176. 

^^^m          Central  B%i9,  zo-31,  309,  zio-aii,  350- 

couples,  305-306,  307-308. 

^ 

force  and  couple,  306-207. 

ellipsoid,  408. 

forces  acting  on  the  Mme  pw 

-forces,  351-362. 

tide,  17(1-175. 

motion,  99-100. 

forces  in  the  same  plane,  aa 

CcDttitugal  couple,  434- 

309-111. 

—  force,  367,  370-371,  43*- 

inlcisecling  rotors,  116-117. 

Ceotripeial  force,  367. 

__  parallel   forces,  183-184,   18}* 

Centrode.  10-11,  111-113. 

190. 

^^             Centroid.  131,  '34.  'SS-'J^.  '9a- 

paiBilel  rotors.  114-I16. 

^^1 of  area  of  curves,  135,  138-141. 

simple  harmonic  motion*,  79 

^^H            —  areas.  I4L-I53,  193. 

92. 

^^H any  solid,  iii-l%6. 

velocities.  53. 

^^H rigid  body,  motion  of,  384. 

Compound  harmonic  motion.  78-93. 

^^H solid  of  revolution,  155,  158, 

^^^1 volumes,  153-159. 

pendulum,  4i9-4a2,  439-44*.  441) 

^^^P           Centroidal  line,  397. 

448-450. 

^^H^           principal  aics,  438-4J9- 

1                       C.  G.  S.  system,  6,  31,  36.  132,  160.  163, 

Conchoidal  motion,  14-15,  >^ 

360,  332. 

Concurrent  forces.  I75-183. 

1                     Chain,  kinematic,  119. 

^^^             r^aed  by  capstan.  302-303. 

on  the  same  particle,  173-174. 

^^L            Orcle,  centroid  of  area,  141. 

forconcurrenlfarcM,  17I 

INDEX. 
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Conditions  of   equilibrium    for    parallel 

forces,  190-191,  192-193. 
for  forces  in  a  plane,  208- 

209,  210-21 1,  211-217. 

for  forces  acting  on  any 


rigid  body,  244,  250. 
Condition  for  pure  rolling,  452. 
Cone,  centroid  of,  139,  153. 

,  equimomental,  405. 

of  friction,  233. 

,  moment  of  inertia  of,  395, 

,  principal  axes  of,  409. 

Confocal  conies,  410-412. 

quadrics,  412-414. 

Conical  pendulum,  375-378. 

Conic  sections  as  orbits,  343-347,  348-358. 

Conic,  tangent  to,  57. 

Connecting  rod,  motion  of,  14,  16,  58-62, 

112. 
and   crank,  forces  acting  on, 

181,  272-274,  428-429. 
Conservation  of  angular  momentum,  334, 

386. 

areas,  334,  387. 

energy,  286, 308, 308-309, 320, 

323*  330. 
linear  momentum,  385. 

motion  of  centroid,  280,  385. 


Conservative  forces,  329, 
Constant,  elastic,  311. 

of  gravitation,  305-306,  313. 

Constrained  motion,  362-378. 
Constraining  force,  365-366. 
Constraints,    18-19,     l'7-'l9i    255-258, 

263,  297,  363-366. 
Constraint,  complete,  1 1 7-1 19. 
Cord,  equilibrium  of,  1 93-201. 
running  over  pulley,  297-300,  425- 

426. 
Correction  for  amplitude  in  pendulum,  99. 
Cotterill,  J.  H.,  61. 
Couple  of  forces,  189-190,  201-208. 

,  centrifugal,  434. 

represented  by  vector,  204-205. 

of  rolling  friction,  343. 

Crane,  179-180. 

Crank  and  connecting  rod,  272,  274,  428- 

429. 
Cube,  impact  on,  449-450. 

as  pendulum,  420. 

,  principal  axes  of,  409. 


Curvilinear  motion,  325-378. 

Cyclic  sections  of  ellipsoid,  406. 

Cycloid,  II,  57. 

Cycloid,  centroid  of  arc,  141. 

,  centroid  of  solids  generated  by  revo- 
lution of,  158. 
•,  motion  on,  374-375. 


Cylinder,  centroid  of,  153,  159. 

,  moment  of  inertia  of,  395,  398,  399. 

,  moving  down  inclined  plane,  451- 

456. 


,  moving  up  inclined  plane,  456-457. 

on  horizontal  plane,  457-458. 

Cylindrical  rod  as  pendulum,  420. 

Dalby,  W.  E.,  435. 

Damped  oscillations,  318-320. 

Damping  ratio,  321. 

Decrement,  logarithmic,  321. 

Degree  of  uniformity,  430. 

Degrees  of  freedom,  18-19,  ^^9»  ^55^258, 

381. 
Density,  131-132,  135. 
Derived  units,  31,  130. 
Deviation  due  to  obliquity  of  connecting 

rod,  60. 
Dimensions,  31-32,  37, 160,  163,  260, 322. 
Direct  impact  of  spheres,  278-293. 
Directing  couple,  423. 
Displacement,  3,  4,  8,  17,  19. 

in  simple  harmonic  motion,  74. 

Distribution  of  principal  axes  in  space, 

410-416. 
Door,  moment  of  inertia,  395. 

on  hinges,  253-255. 

Driving  force,  268,  427. 

Dynamic  stability,  449. 

Dynamical  meaning  of  principal  axes,  438b 

radius  of  inertia,  424. 

Dynamics,  I,  129-169. 
Dyne,  163, 165-166. 

Earth  and  moon,  141,  348-349,  358. 
Eccentric  anomaly,  354. 
Effective  force,  334-335- 
Efficiency  of  machines,  268,  322-325. 
Elastic  constant,  311. 

stress  or  tension,  310. 

strings  and  springs,  310-315. 

Elasticity,  perfect  and  imperfect,  in   im* 
pact,  280-281. 


^^V                                                              INDEX.                            ^^^^^^^H 

^^1            EIastk>ty,p«fect,3li. 

Everett.  J,  D.,  6,  31,  83,  163. 

^^1            Elevation  of  outer  cail.  370. 

Expanding  gas,  313. 

^^m             of  projectile,  7a. 

Falung  body,  39-41, 195-196. 

^^H            EleTator,  301. 

—  in  resisting  medium,  3l6-3t& 

^^^H            Ellipse,  cenCroiJ  of  aiei^  141,  153,  153. 

Field  of  force,  308. 

^^H      — ,[001,413. 

F'iral  integrals  of  equations  of  motion,  IQ 

^^^M            ,  moment  of  incrlis,  398. 

Fixed  axis,  body  with.  416-450. 

^^B            as  orljit,  343-J+7.  348-358- 

,  reactions  of,  43'-44*- 

^^H            ,  langcW  lo,  57. 

Fixed  centrode,  10,  ill. 

^m            EUipsopaph.  123. 

curve,  motion  on,  365-375, 

—  surface,  motion  on,  375-378, 

^^H            ,  ccDtioid  of  octant,  15S. 

Flux,  duxional  nutation,  jSo. 

^H            ,  equivalent,  410. 

Fly-wheel,  51.  52, 420,  421,  439-431. 

^^^H            ,  funduneatal,  408. 

P'ocal  ellipse  and  hyperbola,  413. 

^^^^1            of  gyration  or  inertia,  408. 

Fool,  7. 

^^H            ,  moment  of  inertia,  395,  39B. 

Foot-pound,  foot-poundal,  260, 

^^m            .  momenlal,  402. 

Force,  161-169,  =75.  284- 

^^m              ,  principal  axes,  409. 

. — -,  attractive    and    repalMvc,  JOS-JogL 

P                       ,  reciprocal,  408. 

343-344.  350- 

EUipwid.  of  inertia.  399-410. 

,  central,  337-36*- 

^^_               tumnunic  malion,  SS. 

,  centrifugal  and  centripetal,  367, 

^^L            integral,  98-99- 

,  coniervalive,  319. 

^^H            motion,  12-14,  16,  112. 

,  constant,  294-302. 

^^^P            Energy,  kinetic,  161-167. 

.  effective,  334-335- 

.in.pr««ed,335- 

P                           .total,  312.323. 

of  inertia,  160.  335. 

Epicycloid.  EpilrochoiJ.  11. 

.  intensity  of,  338. 

L                           Epoch,  epoch-angle,  75. 

,  internal,  379. 

^^              Equation  ot  the  «nlcr.  357. 

^^^^L              Equation  of  motion  of  a  particle,  293. 

distance,  305-309.  347-36*- 

^^^1 about  a  fined  aiii,  417. 

.law  of,  168-169. 

^^^r            Equations  of  linear  and  angular  momcn- 

^^                    turn,  383,  450. 

proportional  to  distance,  309,  343 

Equations  of  motion   of  a  rigid    body, 

347- 

38'-3aj. 

reduced  lo  distance  from  ixj*,  415. 

Equiangular  Bpiial.  343. 

of  restitution,  2Sa 

Equilibrium,  170,  172. 

,  tangential,  326. 

of  cord  or  chain,  193-201. 

,  variable,  302-325. 

of  forcea  in  a  plane.  808-209,  210- 

Forced  oscillalioni,  321-322. 

Force-function,  3*9-331- 

^H                    on  inclined  plane,  1 75,  233, 135-236. 

Force  polygon,  172,  185,  225-128. 

^^^H             of  rigid  body,  144,  250. 

Four  bar  linkage,  119-131. 

^^B            ,  stable,   unstable,  neutral   (aitalic). 

Fourier's  theorem,  86. 

^^f                  317-219. 

F.  P.  S,  lyltera.  6, 32,  36, 13a,  161, 260,3a 

Free  curvilinear  motion,  325-363- 

r                        Equipotential  surfaces,  330, 

Free  oscillations,  309-315. 

1                         Equivalence  of  couples,  201-Z04,  207^x08. 

Freedom,  degrees  of,   18-19,  '>9i  'SS 

1 Equivalent  ellipsoid,  410. 

258.  381. 

^^m              simple  pendulum,  419,  420-433- 

Frequency,  75. 

^^m             Erg,  260. 

Friction,  236-243.  300,  3>4- 
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489 


Friction  angle,  232. 
circle,  238. 


cone,  233. 

in  pure  rolling,  453,  455-457- 

,  rolling,  242-243. 

Frustum  of  cone  or  pyramid,  centroid  of, 

158. 
Fulcrum,  192. 
Fundamental  units,  31,  130. 

ellipsoid,  408. 

Funicular    polygon,     i86-l38,   193-201, 

225-228,  229-230. 

Galileo's  laws  of  falling  bodies,  40. 
Gas  engine,  325. 

,  expanding,  313. 

Gases,  kinetic  theory  of,  291-293. 
Geometric  addition,  23. 

derivative,  63. 

difference,  25. 

subtraction,  24. 

sum,  23. 

Geometry  of  motion,  I,  3-28. 

Governor,  376-378. 

Grain,  gram,  130. 

Graphical  methods  in  statics,  171,   172- 

»73»  183-184,  185-188,  191,  i93->95» 

201,  224-228,  234,  236. 

time-table,  33. 

Gravitation,  constant  of,  305-306,  313. 

,  terrestrial,  348-349. 

units,  163-166. 

,  universal,  43-44,  349. 

Gravity,  acceleration  of,  37,  39. 

and  centrifugal  force,  370-371, 

Guldinus,  first  proposition  of,  140. 

,  second  proposition  of,  148-149. 

Gyration,  ellipsoid  of,  408. 
,  radius  of,  394. 

Halley,  348. 

Hammer  and  nail,  285-286,  288. 

Harmonic  motion,  74. 

Hart's  inversor,  125. 

Head  or  height  due  to  a  velocity,  40. 

Helix,  centroid  of  arc,  141. 

Hemisphere,  centroid  of  volume,  158. 

Heterogeneous  mass,  131. 

Hexagon,  moment  of  inertia,  395. 

Higher  pairs,  118. 

Hodograph,  63-64,  67,  73,  358. 


Homogeneous  mass,  131. 
Hooke's  law  of  elastic  stress,  310. 
Hoop,  equivalent  simple  pendulum,  422. 

on  inclined  plane,  454-457. 

Horse-power,  322,  324-325,  421. 
Hyperbola,  as  orbit,  343-347»  348-358. 

,  focal,  413. 

Hyperbolic  spiral,  343. 
Hypocycloid,  Hypotrochoid,  11, 

Impact,  direct,  275-290,  291-293. 

,  oblique,  290-291. 

of  water  in  pipe,  289. 

Impressed  force,  334. 

Impulse,  1 61-162,  275,  390-392. 

acting  on  body  with  fixed  axis^  44a- 

450. 
Impulsive  force,  276. 

reactions,  444-450. 

Inclined  plane,  68-70^  175,  296*  299-300, 

369-370* 45 '-457- 
Independence  of  translation  and  rotation, 

388. 
Indicator,  304-305. 

diagram,  305. 

Inertia,  160. 

,  ellipsoids  of,  39Sh-4I<X 

,  force  of,  335. 

,  law  of,  168. 

,  moment  of,  393. 

,  product  of,  393. 

of  pulley,  425-426. 

,  radius  of,  394. 

,  spherical  points  of,  41a 

Instantaneous  axis,  15,  21. 

center,  10. 

force,  276. 

Intensity  of  force,  338. 

Internal  forces,  379. 

Invariable  plane,  line,  direction,  388. 

Invariant  of  forces  acting  on  rigid  body, 

246,  248. 
Inverse  of  a  curve  with  respect  to  a  circle, 

124-125. 
Inversors,  124-127. 
Isochronous  motions,  75,  374. 

Jack,  235. 

Jointed  frames,  219-228. 

Joule,  261. 

Journal  friction,  236-239. 
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^^^P         Kelvin,  ig,  82,  83. 

Logarithmic  spiral,  343. 

^B~          Kennedy,  118,  lig. 

Lorcni!,  P.  H..  435. 

Kepler's  equatiun,  356-357' 

Lust  kinetic  energy  in  impact,  238. 

laws,  101-106,  347-348.  362- 

work,  286,  323. 

Kilogram  (rorce),  165. 

Kilograni-meter,  260. 

KiDematii;al  cooditiuns  for  pure  rolling, 

Macgheook,  J.  G.,  89. 

452. 

Mach,  E.,  169. 

Km>:matic  chain,  1 19. 

Machine,  llS. 

KiiietnalicB,  I,  29-128. 

Magnetic  needle,  423. 

of  machinery,  117-12S. 

Mass,  129-133. 

and  Malics,  205. 

-^moment,  133. 

Kinetic  energy,  166-167. 

,  reduced,  424,  425-426. 

^^ .  charge  rrom  impact,  283-2S9. 

-and  vreiglit,  130. 

^^L of  ccnlroid,  390. 

Material  lines  and  surfacei,  131. 

^^^H             rrlalive  la  centroidal  axes,  390. 

—  particle.  (31,  159,  293-294, 

^B             _  of  rotation.  4  ■  M. 

Mathematical  pendulum,  92-99. 

^^H             . and   work,  principle   of,   104, 

Mean  angular  velocity,  50. 

ass.  303,  3^7-33'.  389. 

anomaly,  356. 

friction,  231. 

force,  303. 

theory  of  gases,  291-293. 

motion,  354. 

Kinetics,  1,  275-460. 

piston  pressure,  305. 

of  the  particle.  275^378- 

solar  day,  39-30. 

of  the  rigid  body,  379-460, 

sun,  29. 

Knot,  62. 

time,  30. 

velocity,  34. 

Lapi.ack's  invariable  plane,  388. 

Mechanical  advantage,  268. 

Law  o'f  universal  gravitation,  43-44,  349. 

Mechanics,  1. 

Uws  of  force,  inertia,  stress,  168-169. 

Mechanism,  119,268. 

of  friction,  231-232. 

of  motion,  Newton's,  167-169. 

—  for  simple  harmonic  motion,  77,  78. 

Metacentcr,  421. 

Level  iurfaces,  330. 

Minchin,  G.  M.,  86. 

Lever,  igz,  193,  269-370, 

Modulus  of  a  machine,  324. 

crank,  119,  121. 

Moment,  bending,  22S-23a 

Limiting  static  friction,  231. 

. of  a  couple,  20J. 

Line  of  quickest  descent,  69-70. 

of  first  order.  392, 

of  force,  331. 

of  a  force  abi^ut  an  axis,  250. 

Linear  density,  135,  398. 

of  a  force  about  a  point,  177-178. 

1                       kinematics,  30-52. 

of  inertia,  393.  39*-4i6. 

^^H             momentum,  conservation  of,  385. 

of   inertia,   determined  experimea> 

^^L ,  equations  of,  383. 

tally,  421,422-423. 

^^M of  rigid  body,  382. 

of  mass,  133. 

^H in  plane  motion,  450- 

of  momentum.  333. 

^H           motion,  4,  6-7. 

polygon.  186-188. 

^^^1          velocity,  51. 

of  second  order,  392 . 

^H          Link,  linkage,  linkwrk.  118-119. 

Momental  ellipsoid,  402, 

^^^1           Ltssajous's  curves,  90-92. 

Momentum,  159-161,  167,  275.  277. 

^^M           Load, 

,  angular.  333. 

^^H            Lognrithinic  decrement,  321. 

of  centroid,  277-278. 
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Mumentum,  conservation  of  angular,  386. 

,  conservation  of  linear,  385. 

,  equations  of   linear  and  angular, 

383. 
of  rigid  body,  277,  382,  383. 

Moon  and  earth,  141,  348-349,  358. 

Motion,  3. 

on  a  fixed  curve,  365-375. 

on  a  fixed  surface,  375-378. 

,  mean,  354. 

Neutral  equilibrium,  218-219. 

Newton,  106,  347-348. 

Newton's  laws  of  motion,  167-169. 

law  of  universal  gravitation,  43-44f 

349. 
Newtonian  forces,  305-309. 

Normal  acceleration,  64-65. 

force,  326. 

Oblique  impact,  290-291. 

Octant  of  ellipsoid,  centroid  of  volume, 

158. 
One-sided  constraint,  364. 
Orbit,  339,  348. 
Oscillations,  damped,  3i8-32a 

,  due  to  torsion,  422-423. 

,  forced,  321-322. 

,  free,  309-315. 

Pairs,  lower  and  higher,  118. 

Pantograph,  122-123. 

Pappus,  first  proposition  of,  140,  141. 

,  second  proposition  of,  148-149. 

Parabola  as  catenary,  197. 

,  centroid  of  arc,  141. 

,  centroid  of  area,  152. 

as  orbit,  348-358. 

Parabolic  segment  as  pendulum,  421. 
Paraboloid,  centroid  of  volume,  158. 

,  moment  of  inertia,  399. 

Parallel  forces,  183-201. 

motion,  127-128. 

Parallelopiped,  centroid  of  volume,  153. 

,  principal  axes,  409. 

Parallelogram,  centroid  of  area,  141. 

(mechanism),  122. 

,  moment  of  inertia,  399. 

of  angular  velocities,  1 1 6-1 17. 

of  forces,  171. 

law,  23,  116. 


Parallelogram  law  for  couples,  205-206. 
Particle,  131,  159,  293-294. 
Particles,  centroid  of,  137-138,  140. 
Peaucellier's  cell,  125-127. 
Peg-top,  moment  of  inertia,  410. 
Pendulum,  92-99. 

,  compound,  419-422. 

,  simple  mathematical,  372-375. 

,  spherical  or  conical,  375-378. 

Percussion  of  axis,  445. 

,  center  of,  447. 

Perfect  elasticity,  311. 

Perfectly  smooth,  236. 

Pericycloid,  peritrochoid,  li. 

Perihelion,  351. 

Period,  periodic  time,  74,  106,  354-358. 

Permanent  axis  of  rotation,  432,  438. 

set,  310. 

Perry,  J.,  289,  325. 
Phase,  phase-angle,  75. 
Pile-driver,  288-289. 
Pin-friction,  239. 
Piston-pressure,  303-305. 
IMston-rod  motion,  58-62. 
Pivot-friction,  239-240. 
Plane  area,  centroid  of,  145-146. 

kinematics,  52-128. 

motion,  4,  7-16,  450-460. 

statics,  208-243. 

Planetary  motion,  106-109,  347^362. 

Plumb-line,  371. 

Point  of  application,  172. 

Polar  co-ordinates,  1 56. 

reciprocal    of   momental    ellipsoid, 

407-408. 
Potential,  307,  329. 

energy,  308,  30^-309,  330. 

Pound  (force),  165. 

(standard),  130. 

Poundal,  163,  165-166. 
Power,  268,  322,  427. 
Pressure,  179. 

on  curve,  366-367. 

of  piston,  303-305. 

on  rails,  370. 

Principal  axes,  402,  404-405,  409-410. 

,  distribution    in    space,  410- 

416. 


-,  dynamical  meaning,  438. 
moments  of  inertia,  402. 
radii  of  inertia,  405. 
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Rectangle,  moment  of  inertia,  394,  398. 

^^M               areas,  104,  331-334- 

^^H          of  conservalicn  uf  angular  momen- 

Rectilinear  motion  of  particle,  193-335. 

^^B               turn  or  of  areas.  334,  386.  387. 

segment,  centroid,  138-139- 

^H of  epcrey,  286,  308,  308- 

,  moment  of  inertia.  394.  39S- 

^^H              iO),  230,  333,  33a. 

Reduced  mass,  424,  435-426. 

^^M of   linear  momenlum   or 

Reduction  of  forcei  in  plane,  308,  20^ 

^H                 of  motion  of  CEntro[d,  3S5. 

311. 

^^^1         of  (I'Alembeit,  334-337. 

in  space,  243-344.  344— 

^^^^ft          of  indepcDdence  of  translation  and 

249. 

^^^K 

Relative  motion,  25-26. 

^^^1         of  kinetic  energy  and  work,   104, 

of  planet  with  respect  to  sun. 

^^1               295. 303.  327-331.  389. 418. 

361-362. 

^^B         oftbe  lever.  1S5,  1S9. 

velocity,  56,  56-58. 

^^^B          of  virtual  velocities,  163. 

Repulsion  and  attraction.  343-344.  3SO. 

^H -~-  work,  258-274.  26i,  264- 

Resialance,  179,  268,  366,  427. 

^H               265.  336.  3S0. 

~  of  a  medium,  315-318. 

^^B           ofwork.  z6l. 

Resolution  of  angular  velocity  along  thQ 

^^H          Prism,  ccntroid  of  volume,  153. 

axes,  117. 

^H          ,  moment  of  inertia.  395. 

of  a  force  into  parallel  component^ 

^H           Problem  of  two  bodies.  359-362. 

193- 

^^P          of  three  bodies.  361-361. 

ofvelocity,  53-55,  56-58. 

Product  of  inertia.  393,  400. 

Restitution,  279-281. 

Projectile  motion,  70-73,  35S. 

Propagation,  velocity  of,  84. 

Resultant,  4,  23.  (70,  172,  183.  186-I90, 

Pyramid,  centroid  of  volume,  139,  153. 

245. 

,  moment  of  inertia,  395, 

Resulting  couple,  245, 

Reuleaui.  117,  II9. 

QUADBIC  sarfaces,  confocal,  412-414. 

Revolving  shaft,  work  of,  437, 

Quuirant  of  circle,  centroid  of  area.  141. 

Rifle-ball,  301. 

Quadrilateral,  centroid  of  area,  142-143. 

Rigid  body,  4,  i7S-«76.  379- 

QaaniiCyuf  motion.  :59-i6i. 

,  conditions  of  equilibrium.  35a. 

Quickest  deacent,  line  of.  69-70. 

.  kinrtica  of.-379-46a 

Radun,  7. 

253,  257-258- 

Radius  of  gyration,  394. 

with  fixed  axis.  356-357.  416* 

of  inertia,  394. 

450. 

.  dynamical  meaning  of. 

with  fixed  plane.  357-358. 

^^m            424. 

with  fixed  point,  255-256. 

^^m          Railroad  train,  33.   34,  40-41.  69,  335, 

Ring,  circular,  moment   of  inertia,  395^ 

^^H           288. 293. 300-302. 370-371, 457-458. 

398. 

^^^H          Raindrop  falling,  17. 

Rod,  equilibrium  of,  211-217,  265-267. 

^^^1          Ruge  of  projectile.  72. 

^^H          Reaction,  179,  192,  311,  355, 163,  366. 

3'5' 

^m total.  232. 

,  reduced  mass,  435. 

,  swinging  about  one  end,  44I-^4a. 

^^H 

447- 

^^^1         of  flxeil  Ruls.  431-443. 

^^H         ,  impuliivc,  444-45°- 

Rolling.  453. 

^^B          Reciprocal  ellipsoid,  408. 

cones,  18. 

^^^T          Recoil,  2S9-Z90,  293. 

friction,  242-243.  457- 
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Rotation,  4,  5,  49-52*  "3- 
Rotor,  113,  167,  205. 
Rough,  236. 
Running  balance,  434. 

Safety-valve,  193. 
Sagging  of  telegraph  wire,  201. 
Sanborn,  F.  B.,  325. 
Sctew,  binding,  271-272. 

motion,  18-22. 

Second,  29-30. 
Seconds  pendulum,  95-97. 
Sector  of  circle,  centroid,  145,  152. 
■         of  sphere,  centroid,  154-155. 
Sectorial  acceleration,  51. 

velocity,  51,  67,  100-103,  324. 

Segment  of  circle,  centroid,  152. 

^—  of  sphere,  centroid,  158. 

,  rectilinear,  moment  of  inertia,  394, 

395- 
Semi-circle,  centroid  of  arc,  141. 

Sense,  3,  22,  S3*  202. 

Set,  permanent,  310. 

Shearing  force,  228. 

Sidereal  day,  29-30. 

Similar  curves,  122-123, 

Simple  harmonic  motion,  74-78,  347. 

wave  motion,  85-87. 

mathematical    pendulum,    372-375. 

Sine-curve,  centroid  of  area,  152. 

Skew  forces,  207,  247-248. 

Sleigh,  300. 

Slide  valve,  61,  62. 

Slider  crank,  119,  272-274. 

Sliding,  452. 

friction,  236-242. 

pair,  118. 

Small  oscillations  due  to  torsion,  422-423. 

Solid  statics,  243-274. 

of  revolution,  centroid,  155, 158. 

Specific  density,  specific  gravity,  132-133. 

Speed,  33. 

Sphere,  centroid  of  volume,  154-155. 

on  horizontal  plane,  458-460. 

on  inclined  plane,  454-457. 

,  moment  of  inertia,  395,  398. 

,  reduced  mass,  425. 

Spheres,  impact  of,  278-293. 

Spherical  motion,  16-18. 

pendulum,  375-378. 

points  of  inertia,  410. 


Spherical  sector,  centroid,  154-155. 

segment,  centroid,  1 58. 

shell,  moment  of  inertia,  398. 

surface,  centroid  of  area,  148. 

Spinning,  452. 

Spiral  of  Archimedes,  57,  343. 

,  equiangular,  hyperbolic,  logarithmic. 


343. 
spring,  314. 


Square,  moment  of  inertia,  395. 
Stability,  217-219. 

,  dynamic,  449. 

Stable  equilibrium,  217-219. 
Standard  mass,  130. 
Standards,  7. 
Standing  balance,  433. 
Static  friction,  231. 
Statics,  I,  170-274. 

and  kinematics  compared,  205. 

Steam  engine,  313,  324-325. 
indicator,  304-305. 


hammer,  289. 


Strain,  strain  energy,  312. 
Stress,  195,  222,  338,  359. 

diagram,  172,  185. 

during  impact,  279. 

,  elastic,  310. 

,  law  of,  169. 

Stresses  in  a  frame,  222-228. 

Stroke,  58. 

Strut,  222. 

Surface  area,  centroid,  149-150. 

density,  135,  398. 

of  revolution,  centroid,  147-148. 

Suspension  bridge,  197,  201. 

Swing,  95. 

Sylvester,  119. 

Symmetry,  136,  153-154*  40^409- 

T-IRON,  centroid  of  cross-section,  144-145, 

151-152. 
,  moment  of  inertia  of  cross-section, 

395»  399. 
Tacking  against  the  wind,  1 80-1 81. 

Tangential  acceleration,  64-65. 

force,  326. 

Tension,  179,  195,  222,  297. 

,  elastic,  310. 

Terrestrial  gravitation,  348-349. 

Thomson  and  Tait,  19,  83,  86. 

Three  bodies,  problem  of,  361-362. 
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Tic,  222. 

Time,  29-30. 

of  flight,  72. 

in  planetary  motion,  354-358. 

Toggle-joint  press,  181. 

Top,  moment  of  inertia,  410. 

Torque,  202. 

Torsion,  oscillations  due  to,  422-423. 

Total  energy,  312,  323. 

reaction,  232.       ' 

work,  268,  323. 

Translation,  4,  9,  22-28,  112. 
Trapezoid,  centroid  of  area,  143-144, 151. 
—  ,  moment  of  inertia,  399. 
Triangle,  centroid  of  area,  138-139,  141- 
142,  150-151. 

of  forces,  171. 

,  moment  of  inertia,  395,  398,  399. 

Triangular  frame,  centroid,  141. 

plate  swinging,  442. 

Trip-hammer,  448. 

Trochoid,  ii. 

True  anomaly,  351,  354. 

solar  day,  29. 

Truncated  cylinder,  centroid,  159. 

Turning  pair,  118. 

Twist,  21. 

Twisting  pair,  118. 

Two  bodies,  problem  of,  359-362. 

U-IRON,  centroid  of  cross-section,  151. 
Uniform  circular  motion,  67-68,  73-74. 
^—  mass  distribution,  131. 

rectilinear  motion,  30,  30-34. 

rotation,  49. 

Uniformly  accelerated  motion,  36,  37-41. 

rotation,  50. 

Unit  of  acceleration,  36-37. 

of  angle,  7. 

of  density,  132. 

of  force,  163-166. 

of  length,  7. 

of  mass,  130. 

of  momentum,  160-161. 

of  power,  322,  324. 

of  velocity,  31. 

of  work,  260-261. 


Units,  6. 

of  force  and  work,  286-287. 

,  fundamental  and  derived,  130, 

Universal  gravitation,  43-44t  349. 
Unstable  equilibrium,  218-219. 
Useful  work,  268,  286,  323. 

Valve-gear  motion,  62. 
Variable  force,  302-325. 

rectilinear  motion,  34,  34-49. 

Varignon's  theorem,  177-179,  184-185. 
Vector,  23,  23-28,  53,  204-205. 
Velocity,  34-35- 

of  light,  34,  57. 

in  plane  motion,  51-52,  52-62. 

of  propagation  of  wave,  84. 

,  sectorial  or  areal,  51,  55,  334. 

of  uniform  motion,  30. 

Velocities  in  the  rigid  body,  109-117. 
Virtual  moment,  263. 
velocity,  263. 


-  work,  262. 


Volume  density,  135. 

Wasted  work,  286,  323. 

Water  in  a  pipe,  impact  of,  289. 

Water-wheel,  325. 

Watt,  324. 

Watt's  parallel  motion,  127-128. 

Wave  length,  84. 

motion,  83-87. 

Weber,  H.,  86. 

Wedge,  270-271. 

Weight,  164,  179,  191-192,  268. 

Wheel,  pulled  over  obstacle,  216-217. 

,  rolling,  16,  57,  68. 

,  rotating,  51,  52. 

and  axle,  251-252,  421,  426. 

Wire,  stretched  between  two  points,  20 1. 
Work,  166-167,  258-260,  284. 

against  gravity,  297,  301. 

,  available  or  total,  268,  323. 

,  lost  or  wasted,  323. 

of  piston  pressure,  303-305. 

of  revolving  shaft,  427, 

,  useful,  268,  323. 
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It  has  been  written  Hilh  a  view  to  providing  a  teit-buolc  which  shall  correspond 
with  the  increasing  stien^h  of  the  mathematical  teaching  in  our  aiiiversity  classes. 
In  most  of  the  eiisting  text-books  it  appears  tu  have  been  assumed  thai  the  student 
possesses  so  scanty  a  mathematical  knowledge  that  he  cannot  understand  the  natural 
language  o\  physics,  I'.f.,  the  language  of  the  calculus.  Some  authors,  on  the  other 
hand,  have  assumed  a  degree  of  mathematical  training  such  that  their  work  is  un- 
readable for  nearly  ail  undergraduates. 

The  present  writers  having  had  occasion  tu  leach  large  cla'wes,  the  members  of 
which  were  acijuainted  with  the  elemetiiary  principles  uf  the  calculus,  have  sorely  felt 
the  need  of  a  teit-boi>k  adapted  to  their  students,  llie  pretent  work  is  an  attempt 
on  their  part  to  supply  this  want.  It  is  believed  that  in  very  many  institutions  a 
similar  condition  of  affairs  exists,  and  that  there  is  a  demand  for  a  work  of  a  grade 
intermediate  between  that  uf  the  existing  elementary  texts  and  the  advanced  manuals 

No  attempt  has  been  made  in  this  work  la  produce  a  complete  manual  or  com- 
pendium of  ciperimenlal  physics.    The  book  is  planned  to  be  used  in  cunnection 

anri  described.  The  authors  have  accordingly  confined  themselves  to  a  statement  of 
principles,  leaving  the  lecturer  to  bring  to  notice  the  phenomena  based  upon  them. 
In  staling  these  principles,  free  use  has  been  made  of  the  t^lcului,  but  no  demand 
has  been  made  upon  the  student  beyond  that  supplied  by  the  ordinary  elementary 
college  courses  on  this  subject. 

Certain  parts  of  physics  contain  real  and  unavoidable  difliculties.  These  have 
not  been  slurred  over,  nor  have  those  portions  of  the  subject  which  contain  them  been 
omitted.  It  has  been  thought  more  serviceable  to  the  student  ami  to  the  teacher 
who  may  have  occasion  to  use  the  book  to  face  such  dilHcultiei  frankly,  reducing  the 
statements  involving  Ihcm  to  the  simplest  form  which  is  compatible  with  accuracy. 

In  a  word,  the  Elements  of  f^yiies  is  a  book  which  has  been  written  for  use  in 
such  institutions  as  give  their  undergraduates  a  reasonably  good  mathematical  train- 
ing. It  is  intended  for  teachers  who  desire  to  treat  their  subject  as  an  exa^t  science, 
sncl  who  are  prepared  to  supplement  the  brief  subject-matter  of  the  text  by  demon- 
BttatloD,  illustration,  and  discussion  drawn  from  the  fund  of  their  own  knowledge. 
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The  firit  volume,  inlended  for  beginners,  aftords  explicit  directions  adapted  to  a 
modem  laburatoiy,  togEther  with  demonsttatLuni  and  etemEntary  nalements  of  prin- 
tiples.  It  i»  assumed  that  the  student  possesses  some  knowledge  of  analytical  geom- 
elry,  and  of  the  calculus.  In  the  second  volume  more  is  left  to  the  individual  effort 
and  to  the  maturer  intelligeoce  of  the  practicant. 

A  large  proportion  of  the  students  Tor  whom  primarily. this  Manual  is  intended 
are  preparing  to  become  engineers,  and  especial  attention  has  been  devoted  to  the 
needs  of  that  class  of  readers.  In  Vol.  11.,  especially,  a  considerable  amount  of  work 
in  applied  electricity,  in  photometry,  and  in  heat  has  been  introduced. 

COMMENTS 
"The  work  as  a  whole  cannot  be  too  highly  commended.  Its  brief  outlines  of 
the  various  experiments  are  very  satisfai-lory.  its  descrijilions  of  apparatus  are  excel- 
lent :  its  numerous  suggestions  are  calculated  to  develup  the  thinking  and  reasoning 
powers  of  the  student.  The  iliagranis  are  carefully  prepared,  and  its  frequent  cita- 
tions of  original  sources  of  information  are  of  the  greatest  value." 

—  Sfreti  Rniiway  JaumaL 
"The  work  is  clearly  and  concisely  written,  the  fact  that  it  is  edited  by  Pro- 
fessor Nichols  being  a  sufficient  guarantee  of  merit."  —  Elatricai  Engiaeeriilg. 

"  It  will  be  a  great  aid  to  studenlB.    The  notes  of  experiments  and  problems  re- 
veal much  original  work,  and  the  book  will  be  sure  to  commend  itself  to  instructors" 
—  Sati  Francisca  Chronic 
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